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BROADCAST RECEIVER AND CHANNEL 
SCANNING METHOD 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a broadcast receiver and 

a channel scanning method, and more particularly to a 
multi-channel broadcast receiver for sWitching a receive 
channel at predetermined intervals and a channel scanning 
method using same. 

2. Description of the Related Art 
In recent years, digital broadcasts have come into service 

that convert broadcast signals into digital signals and com 
press the digital signals to transmit them. Such digital 
broadcasts have less degradation in sound and image com 
pared With conventional television and radio broadcasts. The 
compression of data as described also enables a digital 
broadcast to provide multi-channel broadcasts Which handle 
more than one hundred channels. FIG. 7 is a diagram 
illustrating the construction of a frame in a digital broadcast. 
This ?gure shoWs that broadcast contents including “n” 
channels are subjected to mapping (in other Words, time 
division multiplex) in a frame of a predetermined length. In 
a digital broadcast, contents of this frame are transmitted in 
sequence, thereby broadcasting “n” channels simulta 
neously. 
As described above, digital broadcasts alloW a user to 

select a desired program from much more programs 
(channels) than the conventional broadcast media. In such 
multi-channel digital broadcasts, a scanning function of 
automatically sWitching a receive channel at predetermined 
intervals is of great value as a method of searching for and 
selecting a desired channel from multiple channels by the 
user’s simple and easy operation of keys. 

In a conventional receiver having this scanning function, 
When a channel scan is instructed by a keystroke of a scan 
key, the receive channel is automatically sWitched to another 
channel at given intervals (hereinafter referred to as a 
scanning time period) such as 5 seconds or 7 seconds. When 
a desired channel is found, the broadcast contents of the 
desired channel are continuously received by re-pressing the 
scan key. In such cases, if the user sets channels belonging 
to a desired genre on a setting screen in advance, the channel 
scan Will be carried out Within the range of the set channels. 

With channel scanning in a conventional receiver, there is 
a case Where the broadcast contents of a channel being 
currently received, after the channel sWitching, change dur 
ing the scanning time period. For example, one piece of 
music ends and another piece of music begins on one 
channel Within the scanning time period. When this kind of 
changeover of the broadcast contents occurs, the user cannot 
accurately identify the broadcast contents or the music 
provided by the channel being currently received. Then, 
before the user can identify the broadcast contents, the 
receive channel is sWitched to the next channel, thus leading 
to a disadvantage that the user may miss a program that he 
or she really Wishes to receive (vieW and/or hear). FIG. 8 
explains this kind of case. Referring to this ?gure, a channel 
CH1 Which Was received before a time t1, is sWitched to a 
next channel CH2 at the time t1. The channel CH2 changes 
its broadcast contents M1 to other contents M2 at a time t2 
Within a scanning time period Ts after the time t1. Then the 
channel CH2 is also sWitched to a next channel CH3 at a 
time t3. Thus, in a case Where the broadcast contents change 
during the scanning time period, it is dif?cult to identify the 
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2 
broadcast contents of the channel being currently received, 
resulting in a disadvantage that the receive channel is 
sWitched to a next channel before identifying the current 
broadcast contents thereof. 

SUMMARY OF THE INVENTION 

The present invention has been accomplished in vieW of 
the above-mentioned technical background, and it is an 
object of the present invention to realiZe an improvement 
Which enables a user to identify broadcast contents of a 
channel being currently received With accuracy, even though 
the broadcast contents may change during a scanning time 
period. 

It is another object of the present invention to realiZe an 
improvement Which controls a receive channel such that the 
broadcast contents of the receive channel do not change 
Within a scanning time period, thereby enabling a user to 
identify the broadcast contents With certainty. 

To solve the foregoing problems, according to a ?rst 
aspect of the present invention, there is provided a channel 
scanning method in a multi-channel broadcast for sWitching 
a receive channel at predetermined time intervals, compris 
ing: checking Whether or not the broadcast contents of a 
receive channel being currently received, after the channel 
sWitching, change Within the predetermined time interval; 
and prolonging a time period for receiving the channel, 
Which is being received, in a case Where the broadcast 
contents change. Thus, even if the broadcast contents 
change, the scanning time period is prolonged, thereby 
alloWing the user to identify the current broadcast contents 
With accuracy. 

According to a second aspect of the present invention, 
there is provided a channel scanning method in a multi 
channel broadcast for sWitching a receive channel at prede 
termined time intervals, comprising: extracting information 
Which is transferred together With the broadcast contents of 
a next channel to be received and Which speci?es a time of 
a changeover of the broadcast contents; checking Whether or 
not the broadcast contents of the next channel change Within 
the predetermined time interval in the case of sWitching to 
the next channel, With reference to the extracted informa 
tion; and receiving the next channel if the broadcast contents 
do not change, While repeatedly performing the above 
extracting and checking for a further next channel to be 
received if the broadcast contents do change. Thus, the 
broadcast contents do not change Within the scanning time 
period, thereby enabling the user to identify the broadcast 
contents With certainty. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a diagram shoWing the construction of a digital 
broadcast receiver according to the present invention. 

FIG. 2 is an explanatory diagram shoWing the construc 
tion of a frame in a digital broadcast. 

FIG. 3 is an explanatory diagram shoWing the channel 
scan control according to a ?rst preferred embodiment of the 
present invention. 

FIG. 4 is a ?oWchart of the operation of the digital 
broadcast receiver according to the ?rst preferred embodi 
ment. 

FIG. 5 is an explanatory diagram shoWing the channel 
scan control according to a second preferred embodiment of 
the present invention. 

FIG. 6 is a ?oWchart of the operation of the digital 
broadcast receiver according to the second preferred 
embodiment. 
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FIG. 7 is a schematic diagram of a frame in a digital 
broadcast. 

FIG. 8 is an explanatory diagram showing the case Where 
the broadcast contents change during a scanning time 
period, in a conventional broadcast receiver. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Hereinafter some preferred embodiments of the present 
invention Will be described in detail With reference to the 
accompanying draWings. 
(A) Construction of Digital Broadcast Receiver 

FIG. 1 is a diagram shoWing the construction of a digital 
broadcast receiver according to the present invention. An 
antenna 1 receives broadcast signal radio Waves from a 
satellite. A front end (F/E) section 2 extracts a broadcast 
signal With a desired receive frequency component from the 
broadcast signals received via the antenna 1, and frequency 
converts the extracted broadcast signal to provide an inter 
mediate frequency signal. Abaseband processor 3 comprises 
a quadrature demodulator 3a, a forWard error correction 
(FEC) processor 3b, a de-interleave & descramble processor 
3c, and an error detection/correction processor 3d. The 
baseband processor 3 subjects the intermediate frequency 
signal provided from the front end section 2 to the quadra 
ture demodulation processing and the FEC (ForWard Error 
Correction) processing. Subsequently, the baseband proces 
sor 3 releases the de-interleave processing, While descram 
bling the intermediate frequency signal to restore it to a 
previous data string. Finally, the baseband processor 3 
performs the error detection/correction processing (Reed 
Solomon decoding processing) to provide high-ef?ciency 
code data (MPEG data). A data separator 4 separates each of 
MPEG video data/MPEG audio data and information data of 
the channel, Which has been selected by a user or Which has 
been speci?ed by a scanning function, from the high 
ef?ciency code data (MPEG data) of the entire channel 
provided from the baseband processor 3. Thereafter, the data 
separator 4 provides the MPEG video data/MPEG audio 
data to an audio/video decoder 5, and the information data 
to a controller 6 via an information data decoder 13. The 
audio/video decoder 5 decodes the MPEG video data/MPEG 
audio data into an audio signal and a video signal, 
respectively, to supply the audio signal to an ampli?er 7 and 
the video signal to an image synthesiZer 9. Consequently, the 
audio is provided from a speaker 8, While the video is 
displayed on a display 10. 

The controller 6 is used to control the overall digital 
broadcast receiver, and performs a frequency tuning control 
of the front end section 2, an instruction control of the 
receive channel to the data separator 4, and a channel 
scanning control. Simultaneously, the controller 6 creates a 
menu image for the channel selection on the basis of 
information about the arrangement of programs received, or 
creates an image of searched results, to supply the image to 
the image synthesiZer 9. The image synthesiZer 9 synthe 
siZes the video signal(s) from the audio/video decoder 5 and 
the image from the controller 6 to display the synthesiZed 
image on the display 10. An operating section 11 is operable 
to perform a selecting operation of a channel to be vieWed, 
a designating operation of a genre of interest upon a search 
for the genre, an adjusting operation of volume, an instruct 
ing operation of the channel scan, and the like. 

FIG. 2 is an explanatory diagram shoWing the construc 
tion of a frame in the digital broadcast. This digital broad 
casting system performs a time division multiplex process 
ing of the broadcast contents including “n” channels into the 
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4 
frame of a predetermined length, and transmits this time 
division multiplex frame in sequence, thereby simulta 
neously broadcasting all n channels. This frame includes 
data on all channels, namely, channel 1 through channel n. 
Each channel’s data includes 1) header data; 2) data on the 
broadcast contents currently being broadcast (for example, 
music data if music is being broadcast). The header data 
includes (1) control information; (2) a label message LM, 
and the like. The label message LM includes a service 
identi?er, a total time period (duration) of the music cur 
rently being performed, an elapsed time of the music cur 
rently being performed, the name of the artist, the name or 
title of the music, and so on. 
(B) Channel Scan Control of First Preferred Embodiment 

FIG. 3 is an explanatory diagram shoWing channel scan 
control according to a ?rst preferred embodiment of the 
present invention. 

Referring noW to FIG. 3, upon receiving a channel CH1 
by the scan control and after the time interval set for 
sWitching betWeen the channels, namely, the scanning time 
period Ts (for example, =5 seconds) has ended, the channel 
CH1 is sWitched to a next channel CH2 at a time t1. Then, 
upon receiving the channel CH2, if the broadcast contents 
M1 of the CH2 are changed into other broadcast contents 
M2 at a time t2 Within the scanning time period Ts (=5 
seconds) after the time t1, a receiving time period for 
receiving the channel CH2 is to be prolonged. Speci?cally, 
an elapsed time begins to be counted after the channel 
sWitching, and When the broadcast contents of the channel 
change before the scanning time period Ts (=5 seconds) has 
ended, the elapsed time is reset and the counting of the 
elapsed time is restarted from Zero, so that the receiving time 
period is extended. Consequently, as shoWn in the example 
of FIG. 3, the channel CH2 is to be received during a further 
scanning time period Ts after the time t2 (=5 seconds) When 
the broadcast contents M1 change into M2. Then at a time 
t3, the channel CH2 is sWitched to a next channel CH3, and 
the channel CH3 is received. Accordingly, the total duration 
of receiving the channel (CH2) is 8 seconds. That is, even 
though the broadcast contents change during the scanning 
time period, the total scanning time period is prolonged, 
thereby alloWing the user to identify the broadcast contents 
With accuracy. 

FIG. 4 is a How chart of the operation of the digital 
broadcast receiver according to the ?rst preferred embodi 
ment. 
The controller 6 checks Whether or not a channel scan has 

been requested by the operation of a scan key (not shoWn) 
of the operating section 11 (step 101). If requested, a receive 
channel is determined, and a request for the selection of the 
determined channel is passed to the data separator 4 (step 
102). Accordingly, the data separator 4 extracts the MPEG 
audio data and the MPEG video data from the requested 
channel to provide the extracted data to the audio/video 
decoder 5, While providing the information data of the 
requested channel to the controller 6 via the information data 
decoder 13 (step 103). The controller 6 starts the timer 6a, 
so that the timer 6a counts an elapsed time after the channel 
sWitching (step 104). 

Subsequently, the controller 6 checks Whether the scan 
ning time period (the time interval set for sWitching betWeen 
the channels) Ts has ended or not (step 105). If not, that is, 
if the scanning time period has not ended, it is checked 
Whether a change of the broadcast contents (for example, in 
a music program, a boundary betWeen tWo pieces of music) 
is detected or not (step 106). If a change in broadcast 
contents is not detected, the operation returns to step 103, 
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Where the channel being currently received is to be continu 
ously received, and proceeds to step 104 and the steps 
thereafter. 

The change in broadcast contents is detected on the basis 
of checking, for example in the music program, Whether the 
music name or title or the artist name included in the label 
message LB has changed or not, or on the basis of checking 
Whether the elapsed time of the music being currently 
performed has reached the total length of the music. 
On the other hand, if a change in broadcast contents is 

detected, the counting time of the timer 6a is reset (step 
107). The operation then returns to the step 103, Where the 
channel being currently received is to be continuously 
received, and proceeds to the step 104 and the steps there 
after. This reset of the counting time prolongs the receiving 
time period. 

The operation described above is repeatedly performed, 
and if the counting time of the timer 6a exceeds the scanning 
time period Ts in step 105, it is checked Whether a scan 
terminating condition is detected or not (step 108). If the 
scan-terminating condition is not detected yet, the operation 
returns to step 102 again, and the controller 6 requests the 
reception of a next channel to carry out the procedures 
beginning With step 103. 

In contrast, When the scan-terminating condition is 
detected in step 108, for instance, the scan key is pressed so 
as to set a channel for receiving (vieWing and/or listening), 
the controller 6 terminates the channel scanning operation. 
(C) Channel Scan Control of Second Preferred Embodiment 

FIG. 5 is an explanatory diagram shoWing channel scan 
control according to a second preferred embodiment of the 
present invention. 

Referring noW to FIG. 5, upon receiving a channel CH1 
by the scan control, at a time t1 after the scanning time 
period Ts (for example, =5 seconds) has ended, information 
for specifying a changeover time t2 of the broadcast contents 
of a next channel CH2 to be received is extracted from the 
broadcast signal. It is checked Whether the broadcast con 
tents of the channel CH2 Will change Within the scanning 
time period Ts (=5 seconds) in the case of sWitching to the 
channel CH2. FIG. 5 shoWs the example Where the broad 
cast contents of the channel CH2 change at a time t2 Within 
the scanning time period Ts after the time t1. In this case, the 
above operation Will be performed again as to a further 
channel CH3 to be received. Thereafter, from the above 
operation, it turns out that in a case Where the channel CH1 
is directly sWitched to the channel CH3, the broadcast 
contents of the channel CH3 do not change before the 
scanning time period Ts (=5 seconds) has ended after the 
time t1. Accordingly, the channel CH3 is to be received after 
the channel CH1. 
Upon receiving the channel CH3, at a time t3 after the 

scanning time period Ts (=5 seconds) has ended, information 
for specifying a changeover time t2‘ of the broadcast con 
tents of the next channel CH2 to be received is extracted 
from the broadcast signal. It is checked Whether the broad 
cast contents of the channel CH2 Will change Within the 
scanning time period Ts (=5 seconds) after the time t3, in the 
case of sWitching to the channel CH2. The example of FIG. 
5 shoWs that the broadcast contents of the channel CH2 do 
not change Within the scanning time period Ts, namely 5 
seconds, after the time t3. Accordingly, the channel CH2 is 
to be received after the channel CH3. Similarly, a channel 
CH4 is to be received after the channel CH2, in this 
example. 

In accordance With the operation described above, the 
broadcast contents of the channel being currently received 
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6 
never changes Within the scanning time period, thereby 
alloWing the user to identify the broadcast contents With 
certainty. 

FIG. 6 is a How chart of the operation of the digital 
broadcast receiver according to the second preferred 
embodiment. 
The controller 6 checks Whether or not a channel scan has 

been requested by the operation of a scan key (not shoWn) 
of the operating section 11 (step 201). If requested, a channel 
to be received is determined, and a request for the selection 
of the determined channel CHi is passed to the data separator 
4 (step 202). Accordingly, the data separator 4 extracts the 
MPEG audio data and the MPEG video data of the requested 
channel CHi to supply the extracted data to the audio/video 
decoder 5, While providing information data (such as a label 
message, or the like) about the requested channel to the 
controller 6 via the information data decoder 13 (step 203). 
Subsequently, the controller 6 starts the timer 6a to count an 
elapsed time after the channel sWitching (step 204), While 
checking Whether or not the scanning time period (the time 
interval set for sWitching betWeen the channels) Ts has 
ended (step 205). If the scanning time period has not ended 
yet, the operation goes back to step 203 and the steps 
thereafter, so that the channel CHi is maintained in a 
received state. 
On the other hand, if the scanning time period Ts has 

ended in step 205, it is checked Whether or not the scan 
terminating condition is detected (step 206). If the scan 
terminating condition is not detected, the controller 6 
extracts from the broadcast signals information for specify 
ing a changeover time of the broadcast contents of a next 
channel CHi+1 to be received. It is also checked Whether the 
broadcast contents of the channel CHi+1 Will change Within 
the scanning time period Ts (=5 seconds) in the case of 
sWitching to the channel CHi+1 (step 207). 
The information for specifying the changeover time of the 

broadcast contents may be, for example, a stop time of the 
broadcast contents being received currently, or a starting 
time of broadcast contents to be next received. The stop time 
of the broadcast contents being received currently is 
obtained by subtracting an elapsed time of one piece of 
music from a total time period of the music, as shoWn in 
FIG. 2. The starting time of the next broadcast contents is 
obtained by adding a time interval t betWeen tWo pieces of 
music to the stop time described above. It is noted that the 
channel data may include the stop time of the broadcast 
contents being currently received, the starting time of the 
next broadcast contents, and the like. 

If the broadcast contents do not change in step 207, the 
operation goes back to step 202 to receive the next channel 
CHi+1 and proceeds to the steps thereafter. On the other 
hand, if the broadcast contents change in step 207, a next 
channel CHi+2 to be received after the channel CHi+1 is 
determined (step 208), and thereafter the operation proceeds 
to step 207 again. That is, information for specifying the 
changeover time of the broadcast contents of the channel 
CHi+2 is extracted from the broadcast signal, and it is 
checked Whether the broadcast contents of the channel 
CHi+2 Will change Within the scanning time period Ts (=5 
seconds) in the case of sWitching to the channel CHi+2. 
The described processes are performed repeatedly, and if 

the scan-terminating condition is detected in step 206, for 
example, the scan key is pressed to set the channel for 
vieWing and/or listening, the controller 6 terminates the 
channel scanning operation. 

According to one aspect of the present invention, after the 
channel sWitching, it is checked Whether the broadcast 
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contents of a channel being received currently Will change 
Within the scanning time period. If so, the time period for 
receiving the channel is prolonged. Thus, even though the 
broadcast contents change, the receiving time period, 
namely, the scanning time period of the channel, is extended, 
thereby alloWing the user to identify the current broadcast 
contents With accuracy. 

According to another aspect of the present invention, 
information which is transmitted together With the broadcast 
contents of a next channel to be received and Which speci?es 
a changeover time of the broadcast contents is extracted, and 
it is checked Whether the broadcast contents of the next 
channel Will change Within the scanning time period, in the 
case of sWitching to the next channel, With reference to the 
extracted information. If the broadcast contents do not 
change, the next channel is to be received. In contrast, if the 
broadcast contents do change, the above operation is per 
formed as to a further channel to be received. Accordingly, 
the broadcast contents never change Within the scanning 
time period, thereby enabling the user to recogniZe the 
broadcast contents With certainty. 
What is claimed is: 
1. A channel scanning method for sWitching a receive 

channel at predetermined time intervals, cornprising: 
checking Whether or not the broadcast contents of a 

receive channel being received currently, after the 
channel sWitching, Will change Within the predeter 
rnined time interval; and 

prolonging a time period for receiving said receive 
channel, in a case Where said broadcast contents Will 
change. 

2. The channel scanning method according to claim 1, 
Wherein inforrnation transrnitted together With and associ 
ated With the broadcast contents is extracted, and said 
broadcast contents are determined to change When the 
contents of said extracted inforrnation change. 

3. The channel scanning method according to claim 2, 
Wherein an elapsed time of the receive channel after the 
channel sWitching is counted, and Wherein, in a case Where 
the broadcast contents of said receive channel change Within 
the predetermined time interval, the elapsed time is reset and 
counting of the elapsed time is restarted, thereby prolonging 
the receiving time period. 

4. The channel scanning method according to claim 2, 
Wherein said broadcast contents include a piece of music, 
and said information associated With the broadcast contents 
pertains to one of a music name or title and an artist name. 

5. The channel scanning method according to claim 1, 
Wherein an elapsed time of the receive channel after the 
channel sWitching is counted, and Wherein, in a case Where 
the broadcast contents of said receive channel change Within 
the predetermined time interval, the elapsed time is reset and 
counting of the elapsed time is restarted, thereby prolonging 
the receiving time period. 

6. A rnulti-channel broadcast receiver that has a channel 
scanning function of sWitching a receive channel at prede 
terrnined time intervals, comprising: 

means for receiving an instruction to perform a channel 

scan; 
receive-channel sWitching means for performing a chan 

nel sWitching operation at the predetermined time inter 
vals When the instruction to perform the channel scan 
is received; 

tirne counting means for counting an elapsed time after 
the channel sWitching; and 

receiving-tirne-period control means for checking 
Whether or not the broadcast contents of a receive 
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channel being received currently, after the channel 
sWitching, Will change Within the predetermined time 
interval, and for prolonging a time period for receiving 
said receive channel, in a case Where said broadcast 
contents Will change. 

7. The broadcast receiver according to claim 6, further 
comprising means for extracting information transrnitted 
together With and associated With the broadcast contents, 
Wherein said receiving-tirne-period control means deter 
mines that said broadcast contents Will change When the 
contents of said information change. 

8. The broadcast receiver according to claim 7, Wherein 
said tirne counting rneans counts the elapsed time of the 
receive channel after the channel sWitching, and Wherein, 
When the broadcast contents of said receive channel being 
received currently change Within the predetermined time 
interval, said receiving-tirne-period control means resets the 
elapsed time and restarts counting of the elapsed time, 
thereby prolonging the receiving time period. 

9. The broadcast receiver according to claim 7, Wherein 
said broadcast contents include a piece of music, and said 
information associated With the broadcast contents is one of 
a music name or title and an artist name. 

10. The broadcast receiver according to claim 6, Wherein 
said tirne counting rneans counts the elapsed time of the 
receive channel after the channel sWitching, and Wherein, 
When the broadcast contents of said receive channel being 
received currently change Within the predetermined time 
interval, said receiving-tirne-period control means resets the 
elapsed time and restarts counting of the elapsed time, 
thereby prolonging the receiving time period. 

11. A rnulti-channel broadcast receiver that has a channel 
scanning function of sWitching a receive channel at prede 
terrnined time intervals, comprising: 

a broadcast receiving section for receiving a broadcast 
Wave; 

an instructing section for receiving an instruction to 
perform a channel scan; 

a time counting section for counting an elapsed time after 
the channel sWitching; and 

a controller for controlling said broadcast receiving sec 
tion by performing a channel sWitching operation at the 
predetermined time intervals When the instruction to 
perform the channel scan is received, for instructing 
said tirne counting section to count the elapsed time 
after the channel sWitching, for checking Whether or 
not the broadcast contents of a receive channel being 
received currently, after the channel sWitching, Will 
change Within the predetermined time interval, and for 
prolonging a time period for receiving said receive 
channel in a case Where said broadcast contents Will 
change. 

12. The broadcast receiver according to claim 11, Wherein 
said broadcast receiving section receives a digital broadcast 
Wave. 

13. The broadcast receiver according to claim 12, Wherein 
said controller extracts information associated With and 
transmitted together With the broadcast contents, and deter 
mines that said broadcast contents change When contents of 
said information change. 

14. The broadcast receiver according to claim 13, Wherein 
said broadcast contents include a piece of music, and said 
information associated With the broadcast contents is one of 
a music name or title and an artist name. 


