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To a/ZZ whoml it“ may concern. 
Beit known that we, WILLIAM H. WAGNER 

and GEORGE H. SANTERS, citizens of the 
United States, residing at Albany, in the 
county of Green and State of Wisconsin, have 
invented a new and useful Tobacco-Case, of 
which the following is a specification. 
This invention relates to cases for contain 

ing tobacco, and has for its object to provide 
an improved device of this character for use 
in stores and arranged for convenience in 
removing the tobacco for sales. It is further 
more designed to have the case present a neat 
and attractive appearance, and >also to pro 
vide for maintaining the tobacco in a moist 
condition, and also to arrange for regulating 
the supply of moisture to the different- kinds 
of tobacco. 
With these and other objects in View the 

present invention consists in the combination 
and arrangement of parts, as will be herein 
after more fully described, shown in the ac 
companying drawings, and particularly point 
ed out in the appended claims, it being un 
derstood that changes in the-form, propor 
tion, size, and minor details may-be made 
within the scope of the claims without depart 
ing from the spirit or sacriñcing any of the 
advantages of the invention. . ' 
In thedrawings, Figure l is a perspective 

View of a tobacco-case embodying the present 
invention. Fig. 2 is a transverse sectional 
view thereof. 
Like characters of reference designate cor 

responding parts in all of the figures of the 
drawings. 
Referring to the drawings, l designates the . 

body of the case, which is substantially rec 
tangular in shape and is provided with a 
plurality of horizontal shelves or partitions 
as, for instance, three, (designated by the nu 
merals 2, 3, and 4,) of which the lowermost 
partition is located adjacent to the bottom of 
the case and» is provided with a plurality of 
perforations 5.' From the intermediate par 
tition 3 upwardly thecase is reduced in depth 
and is provided with glass doors 6 for-access 
to the respective compartments formed by 
the upper partitions, andthe front ofthe lower 
_case portion is also provided with glass doors 
7. The projected top portion of the lower 
most compartment is` provided with one or 

more glass panels 8, whereby the interior of 
the case is exposed to view, so as >to display 
the tobacco contained therein. 
Below the lowermost partition and support 

Aed upon the bottom o_f the case there is aliq 
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uid-receptacle 9, that 'extends for the entire  
length ot' the case and is entirely open at the 
top, so that the moisture may readilyascend 
througlrthe perforations inthe next-above 
partition. Each end of the case has an open 
ing l0 to accommodate the liquid-receptacle, 
and each end of the latter is provided with a 
handlell :for convenience in removing the 
drawer or receptacle. 
“ In order that the moisture may rise into 
the upper compartments, each of the upper 
partitions is provided with a valve consisting 
of a rocking section 12, cut from the back 
edge of the partition, the meeting edgesof 
the partition-sections being beveled to form 
an overlapped tightjoint to exclude moisture 
when the valve is closed. Eachl end of the 
rocking section is provided with a pivot-pin 
or pintle‘llâ, which is projected through the 
adjacent end of the case and then formed into 
a lever-handle 14, whereby the valve may be 
manipulated from either end of the case. It 
will be observed that the rocking section fits 
snugly against the back of the case,so as to 
'form a tight joint'therewith, and the back 
edge of said section is undercut or beveled, 
so as to prevent binding thereof when the 
section isrocked to produce an opening in the 
partition. Also the opposite edges are bev 
>eled in thesame direction. ` . 

The construction of‘valve set forth is sim 

65, 

75 

ple, and by havingthe same‘located at the` 
rear of each of the upper partitions the goods 
or tobacco can remain on the front portions f Y 
of said partitions without disturbance when 
the valves are opened or closed. In other 
words, the said valves can be operated at any 
time without removing the contents of theV 
compartments with which they operate. 

It is designed to have plug-tobacco con 
tained in the lowerrnost compartment, as this 
form of tobacco requires considerable mois 
ture, while the next-above compartment is 
designed to contain line-cut, which docs notl 
requireso much moisture, and the uppermost 
compartment is designed to contain cigars, 
which require the least moisture: . 
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l. A tobacco-case, having a plurality of su 
perposed compartments, of which the bottom 
of the lower-most compartment is provided 
with perforations, and the bottoms of the 
other compartments have externally - con 
trolled valves, and a liquid-receptacle located 
below the perforate bottom of the lowermost 
compartment. 

2. A compartment-_tobacco-case having a 
moistening means in the bottom thereof, and 
bottom partitions for upper compartments 
having the rear edge portions cut oü longitu 
dinally to form elongated valves which are 
exteriorly operative to open and close com 
munication between the upper compartments 
and the lower moistening means, the meeting 
edges of the valves and the bottom partitions 
being reversely beveled to form flush joints. 

3. A compartment tobacco-case, having a 
plurality of horizontal partitions dividing the 
case into superposed compartments, thelow 
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ermost partition being perforate and located 
adjacent to the bottom ot' the case, doors for 
the respective compartments, a removable 
liquid-receptacle below the perforate parti 
tion, each of the other partitions having a 
back rocking section, the meeting edges of the 
partition-sections being ̀ beveled to form an 
overlapped joint, the back edge of the rock 
ing section fitting snugly the back of the case 
and also beveled to correspond with the front 
edge of the section, and rotatable journals ear 
ried by opposite ends of the rocking section, 
projected through the adjacent sides of the 
ease, and provided with external handles. 
In testimony that we claim the foregoing as 

our own we have hereto aiiixed our signatures 
in the presence of two witnesses. 

WILLIAM II. NVAGNER. 
GEORGE II. SANTERS. 

Witnesses: . 

C. H. FRANCIS, 
G. NV. THURMAN. 
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