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DETERMINING AN AMOUNT OF DATA 
READ FROM A STORAGE MEDIUM 

BACKGROUND 

This invention relates to determining an amount of data 
that has been read from a storage medium While a data 
transfer is in progress. 

When reading data from a storage medium, such as a hard 
disk, a device driver reads the requested data, called 
“demand data”, optionally along With speculative data from 
other locations on the hard disk. The data from the other 
locations is called “prefetch data” and corresponds to 
addresses on the hard disk that are likely to be read next by 
the device driver (typically contiguous/sequential data). 

DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of a disk drive and a host 
processing device. 

FIG. 2 is a How diagram shoWing a process for reading 
data from the disk drive. 

FIG. 3 is a top vieW of a hard disk and a transducer head 
in the disk drive. 

FIG. 4 is a front vieW of a computer Which can function 
as the host processing device. 

FIG. 5 is a block diagram of hardWare included in the disk 
drive and the host processing device. 

Like reference symbols in the various draWings indicate 
like elements. 

DETAILED DESCRIPTION 

Referring to FIG. 1, block diagram 10 shoWs a host 
processing device 11 reading data from a hard disk 12 of a 
disk drive 14. Disk drive 14 may reside Within host pro 
cessing device 11 or it may be an external drive. 

SoftWare (device driver) 15 executing in host processing 
device 11 receives requests from applications or other com 
puter program(s) (not shoWn) executing on host processing 
device 11. These requests instruct device driver 15 to read 
data from locations on hard disk 12 of disk drive 14. Data 
is transferred from these locations back to a Direct Memory 
Access (“DMA”) engine 16 also on host processing device 
11. DMA engine 16 consults a table, such as scatter/gather 
list 26, to determine Where in memory 17 to store the 
received data. Scatter/gather list 26 includes lists of 
addresses in memory 17 into Which data from hard disk 12 
is to be stored. 

In FIG. 2, a process 19 is shoWn for reading data from 
hard disk 12. Device driver 15 receives (201) a request from 
softWare (a computer program) on host processing device 
11. The request identi?es an amount of demand data (the 
“demand request”) at addresses of hard disk 12, and instructs 
device driver 15 to read the demand data from hard disk 12. 
Device driver determines the location and amount of 
prefetch data to be read from hard disk 12 based on the 
location and/or amount of demand data and adds this infor 
mation (the “prefetch request”) to the original request. 
Demand and prefetch data are typically, but not 

necessarily, contiguous data blocks. The demand data typi 
cally precedes the prefetch data (i.e., the prefetch data is 
retrieved after the demand data) in a direction of movement 
of hard disk 12. For example, as shoWn in FIG. 3, hard disk 
12 rotates in a direction of arroW 21 during reading. A 
transducer head 22 on disk drive 14 reads data from tracks 
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2 
on hard disk 12 during rotation. Since the transducer head 
encounters demand data 24 before prefetch data 25 (as a 
result of the direction of rotation of hard disk 12), demand 
data 24 is read ?rst. Prefetch data 25 is read on the 
assumption that the next data requested by host processor 
softWare Will be the data that folloWs data 24. 

Returning to FIG. 2, in response to the request received in 
201, device driver 15 issuing read instructions (202) for 
demand data 24 and prefetch data 25 from hard disk 12. A 
program resident in a controller (not shoWn) on disk drive 14 
provides the data to DMA engine 16 in response to the read 
instructions. DMA engine 16 then consults (203) a database, 
namely scatter/gather list 26, to determine Where in memory 
17 to store the data read in 202. Device driver 15 programs 
DMA engine 16 With scatter/gather list 26 prior to issuing 
the read instructions to hard disk 12. Scatter/gather list 26 
includes entries Which specify destination buffers (regions of 
memory 17) into Which the demand data and the prefetch 
data are to be placed. The destination regions of memory 
may not be contiguous, in Which case DMA engine 16 is 
programmed With multiple entries, one for each discontigu 
ous region. 
DMA engine 16 consults (203) scatter/gather list 26 

periodically as blocks (associated With “LBAs”, or “Logical 
Block Addresses”) of data are read. The frequency at Which 
scatter/gather list 26 is consulted may vary depending upon 
the siZe of the blocks of data. 

Device driver 15 determines (204) the amount of data that 
has been read from hard disk 12 and satis?es a request based 
on the data. This may be done at any time during the reading 
process and it may be done in a number of Ways. For 
example, DMA engine 16 may include a counter, Which 
keeps track of the amount of data that has been read by 
counting the number of bytes transferred from hard disk 12 
to host memory. Device driver 15 may monitor the current 
DMA transfer location via the counter to determine hoW 
much data has been stored in memory 17 since the start of 
the current reading operation and, thus, hoW much data has 
since been received from hard disk 12. Basically, device 
driver 15 checks DMA engine 16 to see hoW far along the 
DMA engine is in storing data from the current transfer 
operation. 

Device driver 14 can determine (204) the amount of data 
that has been read before a request for demand and/or 
prefetch data has been fully satis?ed. Device driver 14 can 
then use this information to satisfy requests for data 
immediately, Without Waiting for all of the data to be read in 
response to the original request. For example, assume that a 
prefetch request has been issued for 64 kilobytes of 
data and is currently being satis?ed (i.e., data is being read 
in response to the prefetch request). While the prefetch 
request is being satis?ed, a demand request for 4 KB of data 
is received. These 4 KB constitute data that is part of the 
prefetch request. If the 4 KB of data have already been 
retrieved in response to the prefetch request, then the 4 KB 
of data can be transferred to the requestor (e.g., a softWare 
program) immediately to satisfy the request for 4 KB of 
demand data. Thus, there is no need to Wait for the prefetch 
request for 64 KB of data to be completed before transfer 
ring the 4 KB of demand data. If the 4 KB of data have not 
yet been retrieved in response to the prefetch request, the 4 
KB are transferred immediately When they are retrieved. 
This feature increases the operational ef?ciency of disk drive 
10, since it eliminates the need to Wait for an entire prefetch 
request to be completed before satisfying a demand request. 

Another advantage associated With knoWing hoW much 
data has been transferred at any given time relates to storing 
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prefetch data. For example, sequential prefetch data may be 
read in response to a ?rst request for data, Where “sequential 
prefetch data” refers to data that follows demand data in 
sequence (see data 25 of FIG. 3). If a second request is for 
non-sequential data, meaning data that does not folloW the 
demand data in sequence, the prefetch request may be 
aborted and the prefetch data that has been read up to that 
point can be stored in memory 17. Since the amount of data 
that has been transferred is knoWn, a record is maintained of 
the data that has been read and, thus, that data does not have 
to be re-read from hard disk 12 if it is needed. Heretofore, 
aborting a prefetch request in progress Would result in such 
data typically being discarded, resulting in the need to 
re-read the data if that data Was subsequently needed. 

Accordingly, determining (204) may include the folloW 
ing. Device driver 15 determines (204a) if data that is 
currently being prefetched can be used to satisfy a demand 
request. In particular, device driver 15 consults DMA engine 
16 to determine if the amount of data that has been read up 
to that point is suf?cient to satisfy the demand request. If the 
amount of data is suf?cient to satisfy the demand request, 
device driver 15 satis?es (204b) the request by transferring 
that data from a prefetch buffer portion of memory 17 to 
Whatever computer program issued the original request. The 
data is transferred immediately Without Waiting for the 
prefetch request to be completed. If there is not suf?cient 
data to satisfy the demand request, device driver 15 Waits 
(2046) until sufficient data has been read and then satis?es 
(2046) the request as soon as that data has been read. Again, 
it is not necessary to Wait until the entire prefetch request has 
been satis?ed. Representative pseudo-code for implement 
ing this process is shoWn in the attached Appendix. 

HardWare on Which process 19 may be implemented is 
shoWn in FIG. 4. Personal computer (“PC”) 32 includes disk 
drive 14 Which reads and Writes data on a hard disk, a 
display screen 34 Which displays information, and input 
devices 35 Which input data. Aprocessor 36 (FIG. 5) in PC 
32 runs device driver 15 and acts as the host processing 
device. DMA engine 16 uses scatter/gather list 26 (stored in 
memory 17). 

FIG. 5 also shoWs components of disk drive 14. Among 
these components are hard disk 12, transducer head 22, 
pre-ampli?er 37, analog variable gain ampli?er (“VGA”) 
39, ?lter 40, analog-to-digital (“A/D”) converter 41, proces 
sor 36 (including memory 17), and Writer 45. 

Hard disk 12 is a magnetic disk having concentric data 
storage channels de?ned on each of its storage surfaces. 
Hard disk 12 is rotated inside disk drive 14 While data is read 
from/Written to its channels. Although only one hard disk 12 
is shoWn, more than one disk may be included in disk drive 
14. 

Transducer head 22 is a magneto-resistive head (or similar 
device) that is capable of reading data from, and Writing data 
to, hard disk 12. Transducer head 22 is associated in a 
“?ying” relationship over a storage surface of hard disk 12, 
meaning that it is movable relative to, and over, the storage 
surface in order to read and Write data. 

To read data from hard disk 12, device driver 15 
(executing in processor 36) sends a signal to transducer head 
22 to move transducer head 22 to locations on hard disk 12 
from Which data is to be read (process 19). 

Transducer head 22 senses ?ux transitions as it moves in 
proximity to locations on hard disk 12. These ?ux transitions 
50 are provided to pre-ampli?er 37. Pre-ampli?er 37 is a 
voltage pre-ampli?er that ampli?es the ?ux transitions from 
millivolts (mV) to volts The resulting pre-ampli?ed 
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4 
analog signal (or “read” signal) 51 is provided to VGA 39. 
VGA 39 ampli?es read signal 51 and provides a resulting 
ampli?ed read signal 52 to ?lter 40. 

Filter 40 is a ?lter/equaliZer that generates a substantially 
square Wave from ampli?ed read signal 52. Resulting ?l 
tered signal 54 is subjected to sampling and quantiZation 
Within high-speed A/D converter 41. A/D converter 41 
outputs digital data 55 generated from signal 54. Data 55 
corresponds to the data stored on hard disk 12. 

Writer 45 is provided for Writing data to hard disk 12 (via 
transducer head 22). Memory 17 stores computer instruc 
tions (including softWare for device driver 15) for imple 
menting process 19. Memory 17 also stores scatter/gather 
list 26. 

Process 19 is not limited to use With the foregoing 
hardWare and softWare con?gurations; it may ?nd applica 
bility in any computing or processing environment. Process 
19 may be implemented in hardWare, softWare, or a com 
bination of the tWo. Process 19 may be implemented in one 
or more computer programs executing on programmable 
computers that each include a processor, a storage medium 
readable by the processor (including volatile and non 
volatile memory and/or storage elements), at least one input 
device, and one or more output devices. 

Each such program may be implemented in a high level 
procedural or object-oriented programming language to 
communicate With a computer system. HoWever, the pro 
grams can be implemented in assembly or machine lan 
guage. The language may be a compiled or an interpreted 
language. 

Each computer program may be stored on a storage 
medium or device (e.g., hard disk or magnetic diskette) that 
is readable by a general or special purpose programmable 
computer for con?guring and operating the computer When 
the storage medium or device is read by the computer to 
perform process 19. Process 19 may also be implemented as 
a computer-readable storage medium, con?gured With a 
computer program, Where, upon execution, instructions in 
the computer program cause the computer to operate in 
accordance With process 19. 

Other embodiments not speci?cally described herein are 
also Within the scope of the folloWing claims. For example, 
process 19 can be used to access data stored on other storage 
media, including optical media, such as CDs (“Compact 
Disks”), DVDs (“Digital Video Disks”), and DLT (“Digital 
Linear Tape”). Device driver 15 may be an ATA (“Advanced 
Technology Attachment”) driver. Process 19 may be 
executed in a different order from that shoWn and/or one or 
more blocks thereof may be executed concurrently. 
Additionally, While the invention has been described in the 
context of reading data from a storage medium, it can also 
be used in Writing data to a storage medium. 

APPENDIX 

Procedure PerformDiskRequest(DiskBlockNumber, Transfer Length) 
{ 

If (DiskisBusyWithPrefetch( ) && 
PrefetchLocation==DisBlockNumber) 

If (DMAProgress)>=TransferLength) 
//T his is the optimized early demand completion 

SatisfyRequestFromPrefetchBuffer( ) ; 
Return; 

else 

{ 
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APPENDIX-continued 

WaitForPrefetchToComplete( ) ; 
//Alternatively, this could be: While 
// (DMAProgress<TransferLength) 

SatisfyRequestFromPrefetchBuffer( ) ; 
Return; 

else 

{ 
WaitforDiskIdle( ) ; 
GetDemandDatafromDisk(DiskBlockNumber, 
TransferLength) ; 
StartPrefetchAtLocation(DiskBlockNumber + 
TransferLength) ; 

What is claimed is: 
1. A method comprising: 
initiating a reading of prefetch data in response to a 

request for prefetch data; 
before completion of the reading of prefetch data, receiv 

ing a request for demand data; and 
satisfying the request for demand data by providing at 

least a portion of the prefetch data prior to completing 
reading of all of the prefetch data. 

2. The method of claim 1, further comprising determining 
an amount of prefetch data that has been read prior to 
completing reading all of the prefetch data; 

Wherein determining comprises keeping track of the 
prefetch data as the prefetch data is read. 

3. The method of claim 1, further comprising determining 
an amount of prefetch data that has been read prior to 
completing reading all of the prefetch data; 

Wherein determining comprises maintaining a count of 
prefetch data that has been read. 

4. The method of claim 1, Wherein the demand data 
comprises data for a computer program and the prefetch data 
comprises data adjacent to the demand data. 

5. The method of claim 1, Wherein the request for demand 
data is satis?ed Without substantial delay using the prefetch 
data. 

6. The method of claim 1, Wherein, if the amount of 
prefetch data that has been read is not suf?cient to satisfy the 
request for demand data, the method further comprises 
Waiting for an amount of prefetch data to be read that is 
sufficient to satisfy the request for demand data. 

7. The method of claim 1, further comprising: 
receiving a second request for prefetch data, the prefetch 

data associated With the second request being out of 
sequence relative to the prefetch data associated With a 
?rst request for prefetch data; and 

storing an amount of prefetch data that has been read in 
response to the ?rst request up to a point at Which the 
second request is received. 

8. An article comprising a machine-readable storage 
medium Which stores executable instructions that cause a 
machine to: 

initiate a read of prefetch data in response to a request for 
prefetch data; 

before completion of the read of prefetch data, receive a 
request for demand data; and 

satisfy the request for demand data by providing at least 
a portion of the prefetch data prior to completing 
reading of all of the prefetch data. 
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9. The article of claim 8, further comprising instructions 

to determine an amount of prefetch data that has been read 
prior to completing reading all of the prefetch data; 

Wherein determining comprises keeping track of the 
prefetch data as the prefetch data is read. 

10. The article of claim 8, further comprising instructions 
to determine an amount of prefetch data that has been read 
prior to completing reading all of the prefetch data; 

Wherein determining comprises maintaining a count of 
prefetch data that has been read. 

11. The article of claim 8, Wherein the demand data 
comprises data for a computer program and the prefetch data 
comprises data adjacent to the demand data. 

12. The article of claim 8, Wherein the request for demand 
data is satis?ed Without substantial delay using the prefetch 
data. 

13. The article of claim 8, Wherein, if the amount of 
prefetch data that has been read is not suf?cient to satisfy the 
request for demand data, the instructions cause the machine 
to Wait for an amount of prefetch data to be read that is 
suf?cient to satisfy the request for demand data. 

14. The article of claim 8, further comprising instructions 
that cause the machine to: 

receive a second request for prefetch data, the prefetch 
data associated With the second request being out of 
sequence relative to the prefetch data associated With a 
?rst request for prefetch data; and 

store an amount of prefetch data that has been read in 
response to the ?rst request up to a point at Which the 
second request is received. 

15. An apparatus comprising: 
a memory Which stores executable instructions; and 

a processor Which executes the instructions to: 

initiate a read of prefetch data in response to a request for 
prefetch data; 

prior to completion of the read, receive a request for 
demand data; and 

satisfy the request for demand data by providing at least 
a portion of the prefetch data prior to completing 
reading of all of the prefetch data. 

16. The apparatus of claim 15, Wherein the processor 
executes instructions to determine an amount of prefetch 
data that has been read prior to completing reading all of the 
prefetch data; and 

Wherein determining comprises keeping track of the 
prefetch data as the prefetch data is read. 

17. The apparatus of claim 15, Wherein the processor 
executes instructions to determine an amount of prefetch 
data that has been read prior to completing reading all of the 
prefetch data; and 

Wherein determining comprises maintaining a count of 
prefetch data that has been read. 

18. The apparatus of claim 15, Wherein the demand data 
comprises data for a computer program and the prefetch data 
comprises data adjacent to the demand data. 

19. The apparatus of claim 15, Wherein the request for 
demand data is satis?ed Without substantial delay using the 
prefetch data. 

20. The apparatus of claim 15, Wherein, if the amount of 
prefetch data that has been read is not suf?cient to satisfy the 
request for demand data, the processor executes instructions 
to Wait for an amount of prefetch data to be read that is 
suf?cient to satisfy the request for demand data. 

21. The apparatus of claim 15, Wherein the processor 
executes instructions to: 
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receive a second request for prefetch data, the prefetch 
data associated With the second request being out of 
sequence relative to the prefetch data associated With a 
?rst request for prefetch data; and 

store an amount of prefetch data that has been read in 
response to the ?rst request up to a point at Which the 
second request is received. 

22. A method comprising: 
reading data in response to a request for a predetermined 

amount of data, the predetermined amount of data 
comprising prefetch data and demand data, the demand 
data comprising data for a computer program and the 
prefetch data comprising data adjacent to the demand 
data; 

determining an amount of data that has been read prior to 
completing reading the predetermined amount of data; 
and 

satisfying a request for the demand data based on the 
amount of data that has been read prior to completing 
reading the predetermined amount of data; 

Wherein, if the amount of data that has been read is not 
suf?cient to satisfy the request for the demand data, the 
method further comprises Waiting for an amount of data 
to be read that is suf?cient to satisfy the request for the 
demand data. 

23. The method of claim 22, Wherein determining com 
prises keeping track of the data as the data is read. 

24. The method of claim 22, Wherein determining 
comprises-maintaining a count of data that has been read. 

25. A method comprising: 
reading data in response to a request for a ?rst predeter 

mined amount of data; 
determining an amount of data that has been read prior to 

completing reading the ?rst predetermined amount of 
data; 

receiving a second request for a second predetermined 
amount of data, the second predetermined amount of 
data being out of sequence relative to the ?rst prede 
termined amount of data; and 

storing an amount of data that has been read up to a point 
at Which the second request is received. 

26. The method of claim 25, Wherein the ?rst and second 
predetermined amounts of data comprise different sets of 
prefetch data and demand data, the demand data comprising 
data for a computer program and the prefetch data compris 
ing data adjacent to the demand data. 

27. The method of claim 26, Wherein the second request 
is for demand data; and 

the method further comprises: 
reading prefetch data in response to the second request; 

and 
satisfying the second request With prefetch data prior to 

completing reading all of the prefetch data in response 
to the second request. 

28. An article comprising a machine-readable storage 
medium that stores executable instructions to: 

read data in response to a request for a predetermined 
amount of data, the predetermined amount of data 
comprising prefetch data and demand data, the demand 
data comprising data for a computer program and the 
prefetch data comprising data adjacent to the demand 
data; 

determine an amount of data that has been read prior to 
completing reading the predetermined amount of data; 

satisfy a request for the demand data based on the amount 
of data that has been read prior to completing reading 
the predetermined amount of data; and 
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Wait for an amount of data to be read that is sufficient to 

satisfy the request for the demand data if the amount of 
data that has been read is not suf?cient to satisfy the 
request for the demand data. 

29. The article of claim 28, Wherein determining com 
prises keeping track of the data as the data is read. 

30. The article of claim 28, Wherein determining com 
prises maintaining a count of data that has been read. 

31. An article comprising a machine-readable storage 
medium that stores executable instructions to: 

read data in response to a request for a ?rst predetermined 
amount of data; 

determine an amount of data that has been read prior to 
completing reading the ?rst predetermined amount of 
data; 

receive a second request for a second predetermined 
amount of data, the second predetermined amount of 
data being out of sequence relative to the ?rst prede 
termined amount of data; and 

store an amount of data that has been read up to a point 
at Which the second request is received. 

32. The article of claim 31, Wherein the ?rst and second 
predetermined amounts of data comprise different sets of 
prefetch data and demand data, the demand data comprising 
data for a computer program and the prefetch data compris 
ing data adjacent to the demand data. 

33. The article of claim 32, Wherein the second request is 
for demand data; and 

the article further comprises instructions to: 
read prefetch data in response to the second request; and 
satisfy the second request With prefetch data prior to 

completing reading all of the prefetch data in response 
to the second request. 

34. An apparatus comprising: 
a memory Which stores machine-executable instructions; 

and 
a processor Which executes the instructions to: 

read data in response to a request for a predetermined 
amount of data, the predetermined amount of data 
comprising prefetch data and demand data, the 
demand data comprising data for a computer pro 
gram and the prefetch data comprising data adjacent 
to the demand data; 

determine an amount of data that has been read prior to 
completing reading the predetermined amount of 
data; and 

satisfy a request for the demand data based on the 
amount of data that has been read prior to completing 
reading the predetermined amount of data; 

Wherein, if the amount of data that has been read is not 
sufficient to satisfy the request for the demand data, 
the processor executes instructions to Wait for an 
amount of data to be read that is suf?cient to satisfy 
the request for the demand data. 

35. The apparatus of claim 34, Wherein determining 
comprises keeping track of the data as the data is read. 

36. The apparatus of claim 34, Wherein determining 
comprises maintaining a count of data that has been read. 

37. An apparatus comprising: 
a memory Which stores machine-executable instructions; 

and 
a processor Which executes the instructions to: 

read data in response to a request for a ?rst predeter 
mined amount of data; 

determine an amount of data that has been read prior to 
completing reading the ?rst predetermined amount 
of data; 
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receive a second request for a second predetermined 
amount of data, the second predetermined amount of 
data being out of sequence relative to the ?rst 
predetermined amount of data; and 

store an amount of data that has been read up to a point 
at Which the second request is received. 

38. The apparatus of claim 37, Wherein the ?rst and 
second predetermined amounts of data comprising different 
sets of prefetch data and demand data, the demand data 
comprising data for a computer program and the prefetch 
data comprising data adjacent to the demand data. 

39. The apparatus of claim 38, Wherein the second request 
is for demand data; and 

the processor eXecutes instructions to: 

read prefetch data in response to the second request; and 
satisfy the second request With prefetch data prior to 

completing reading all of the prefetch data in response 
to the second request. 

40. An apparatus comprising circuitry to: 
initiate a read of prefetch data in response to a request for 

prefetch data; 

10 
before completion of the read of prefetch data, receive a 

request for demand data; and 

satisfy the request for demand data by providing at least 
a portion of the prefetch data prior to completing 
reading of all of the prefetch data. 

41. The apparatus of claim 40, Wherein, if the amount of 
prefetch data that has been read is not suf?cient to satisfy the 
request for demand data, the circuitry Waits for an amount of 

10 prefetch data to be read that is suf?cient to satisfy the request 
for demand data. 

42. The apparatus of claim 40, Wherein the circuitry: 
receives a second request for prefetch data, the prefetch 

data associated With the second request being out of 
15 sequence relative to the prefetch data associated With a 

?rst request for prefetch data; and 
stores an amount of prefetch data that has been read in 

response to the ?rst request up to a point at Which the 
20 second request is received. 


