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(57) ABSTRACT 

There is provided a plurality of component mounting appa 
ratuses for sucking a plurality of components by a mounting 
head section and successively mounting the components 
onto a board located at a board positioning section. The 
component mounting apparatuses are arranged in parallel to 
one another, and a board transfer path is provided so that it 
penetrates the component mounting apparatuses. Even when 
the number of components to be mounted onto the board 
increases, the components are mounted on the component 
supply tables of the component mounting apparatuses as 
distributed thereto, and therefore, the whole apparatus is not 
dimensionally increased. The component supply tables are 
?xedly installed so as to become free of vibration, and the 
mounting head section executes the suction and the mount 
ing of the plurality of components. Therefore, the compo 
nent mounting operation speed can be remarkably increased. 

11 Claims, 7 Drawing Sheets 
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COMPONENT MOUNTING APPARATUS 
HAVING COMPONENT SUPPLY TABLES 
PROVIDED ON OPPOSITE SIDES OF A 

COMPONENT TRANSFER PATH 

This is a divisional application of Ser. No. 09/010,490, 
?led Jan. 21, 1998, now US. Pat. No. 6,789,310; Which is 
continuation of Ser. No. 08/740,992, ?led Nov. 5, 1996, now 
US. Pat. No. 5,778,525. 

BACKGROUND OF THE INVENTION 

The present invention relates to component mounting 
apparatus and method for automatically mounting a variety 
of components such as electronic components onto a printed 
circuit board or the like, and a component mounting equip 
ment including the apparatuses. 

Generally, in an electronic component mounting 
apparatus, a number of component supply means are 
mounted in parallel to one another on a component supply 
table. In a component mounting stage, the component supply 
means are successively positioned in a speci?ed component 
supply position according to a sequence of mounting com 
ponents While moving the component supply table in a 
direction in Which the component supply means are arranged 
in parallel. Then, each of the components at the component 
supply means is taken out by suction by a mounting head 
section, and the components are transferred to a circuit board 
positioned in the circuit board positioning section to be 
subjected to a component mounting process. 

This type of conventional component mounting apparatus 
Will be described With reference to FIG. 6 shoWing a 
perspective vieW of it and FIG. 7 shoWing a schematic plan 
vieW of it. In FIG. 6, at the front of an apparatus body 1 is 
provided a board positioning section 4 for positioning a 
circuit board P supplied from a board supply means 2 in a 
mounting position, and the circuit board P mounted With the 
required components in the board positioning section 4 is 
discharged by a board discharge means 3. On the other hand, 
at the rear of the apparatus body 1 is provided a component 
supply section 7, and a rotary type mounting head section 8 
is provided betWeen the component supply section 7 and the 
aforementioned board positioning section 4 as shoWn in 
FIG. 7. 

In the component supply section 7 tWo component supply 
tables 10 and 11 are laterally movably provided indepen 
dently of each other on a guide rail 9. The component supply 
tables 10 and 11 are mounted With a number of component 
supply means 12 arranged in parallel to one another in a 
direction in Which the component supply tables 10 and 11 
move. There is illustrated generally a so-called parts cassette 
as the component supply means 12, and it Will be simply 
described beloW. That is, electronic components of an iden 
tical type are stored and arranged at regular intervals on a 
carrier tape While being Wound around a reel 13 as covered 
With a cover tape. By draWing out the carrier tape from the 
reel 13 to feed it at a pitch equal to the storage intervals of 
the components and taking up the cover tape, the electronic 
component located at the leading end is positioned in a 
component supply position A opposite to a component 
suction head 14 of the mounting head section 8. 

Furthermore, as shoWn in FIG. 7, the mounting head 
section 8 is constructed by providing a plurality of compo 
nent suction heads 14 at regular angular intervals on an 
identical circle of a rotary table (not shoWn) provided 
rotatably around a vertical aXis. Each component suction 
head 14 is designed to suck a component by vacuum suction 
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2 
means. Upon intermittently rotating the rotary table, it is 
stopped in steps in the component supply position A and a 
component mounting position B in order to concurrently 
perform receiving of each component from the component 
supply means 12 and mounting of each component onto the 
circuit board P. While one component supply table 10 is 
supplying components, the other component supply table 11 
that is retreating in a standby position performs changing of 
component supply means 12 and replenishing of compo 
nents thereby achieving preparation so that the component 
mounting apparatus can be operated continuously. 

In recent years, there has been a groWing trend in that the 
types of circuit boards P to be manufactured and the types 
of components to be mounted on the circuit boards P are 
increasing. In order to cope With the above, one solution to 
be considered is to increase the number of component 
supply means 12 to be mounted on the component supply 
tables 10 and 11. HoWever, in such a case, the component 
supply tables 10 and 11 are to be elongated sideWise in order 
to increase the number of component supply means 12. 
Consequently, the length of the entire component supply 
section 7 becomes very long, and this leads to a degraded 
space utiliZation ef?ciency, reducing the productivity per 
?oor area. 

A more important issue is that the component supply 
tables 10 and 11 are fed at a pitch in accordance With taking 
out the components by the mounting head section 8, and 
therefore, the folloWing inconvenience occurs. That is, When 
the component supply tables 10 and 11 increase in Weight 
due to the increase of their lengths, not only is greater drive 
poWer required to move the component supply tables 10 and 
11 but also the inertial force of the component supply tables 
10 and 11 increases. Therefore, vibration in feeding the 
component supply tables 10 and 11 at a pitch signi?cantly 
increases. Consequently, it is impossible to increase the 
component supply rate, or the component mounting opera 
tion speed. 

SUMMARY OF THE INVENTION 

Accordingly, it is an object of the present invention to 
provide a component mounting apparatus and method 
capable of increasing the component mounting operation 
speed Without dimensionally increasing the Whole apparatus 
even When the types of boards and the number of compo 
nents to be mounted on each board increase. 

In accomplishing these and other objects, according to a 
?rst aspect of the present invention, there is provided a 
component mounting apparatus comprising: 

a pair of component supply tables on Which components 
are accommodated and Which are arranged on both sides of 
a board mounting position Where a board is positioned; 

a ?rst mounting head section for successively picking up 
the components at one of the component supply tables and 
thereafter successively mounting the picked-up components 
onto the board; and 

a second mounting head section for successively picking 
up the components at the other of the component supply 
tables and thereafter successively mounting the picked-up 
components onto the board, 

Wherein the ?rst and second mounting head sections are 
independently operated. 

According to a second aspect of the present invention, 
there is provided the component mounting apparatus as 
described in the ?rst aspect, Wherein the ?rst and second 
mounting head sections are controlled mutually in operation 
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in accordance With a timing at Which, When one of them 
carries out a component picking-up operation for picking up 
the components from the component supply table, the other 
of them carries out a component mounting operation for 
mounting the picked-up components onto the board. 

According to a third aspect of the present invention, there 
is provided the component mounting apparatus as described 
in the ?rst aspect, Wherein one of the ?rst and second 
mounting head section has component suction nozzles suck 
ing the components at one time. 

According to a fourth aspect of the present invention, 
there is provided the component mounting apparatus as 
described in the second aspect, Wherein one of the ?rst and 
second mounting head section has component suction 
nozzles sucking the components at one time. 

According to a ?fth aspect of the present invention, there 
is provided a component mounting equipment comprising: 

a plurality of component mounting apparatuses each of 
Which Was described in the description of the ?rst aspect, 

Wherein a board transfer path along Which the board is 
supplied to the board mounting position of the apparatus and 
discharged from the board mounting position of the appa 
ratus by a board transfer device is provided so that the board 
transfer path connects the board mounting positions of the 
component mounting apparatuses, and the component sup 
ply tables of the component mounting apparatuses are 
arranged on both sides of the board mounting positions in 
the board transfer path. 

According to a siXth aspect of the present invention, there 
is provided a component mounting equipment comprising: 

a plurality of component mounting apparatuses each of 
Which Was described in the description of the second aspect, 

Wherein a board transfer path along Which the board is 
supplied to the board mounting position of the apparatus and 
discharged from the board mounting position of the appa 
ratus by a board transfer device is provided so that the board 
transfer path connects the board mounting positions of the 
component mounting apparatuses, and the component sup 
ply tables of the component mounting apparatuses are 
arranged on both sides of the board mounting positions in 
the board transfer path. 

According to a seventh aspect of the present invention, 
there is provided the component mounting equipment as 
described in the ?fth aspect, Wherein the components to be 
mounted onto the single board are all distributed into groups 
by type, and the components of the groups are accommo 
dated in the component supply tables of the component 
mounting apparatuses as assigned thereto. 

According to an eighth aspect of the present invention, 
there is provided the component mounting equipment as 
described in the siXth aspect, Wherein the components to be 
mounted onto the single board are all distributed into groups 
by type, and the components of the groups are accommo 
dated in the component supply tables of the component 
mounting apparatuses as assigned thereto. 

According to a ninth aspect of the present invention, there 
is provided a component mounting method comprising steps 
of: 

picking up by a ?rst mounting head section components 
from one of a pair of component supply tables on Which the 
components are accommodated and Which are arranged on 
both sides of a board mounting position Where a board is 
positioned, the ?rst mounting head section successively 
picking up the components at one of the component supply 
tables; 
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4 
thereafter successively mounting the components picked 

up by the ?rst mounting head section onto the board; 
picking up by a second mounting head section compo 

nents from the other of the pair of component supply tables, 
the second mounting head section successively picking up 
the components at the other of the component supply tables; 
and 

thereafter successively mounting the components picked 
up by the second mounting head section onto the board, 

Wherein the picking-up and mounting steps of the ?rst 
mounting head section and the picking-up and mounting 
steps of the second mounting head section are independently 
carried out. 

According to a tenth aspect of the present invention, there 
is provided the component mounting method as described in 
the ninth aspect, Wherein the picking-up step of the ?rst 
mounting head section and the mounting step of the second 
mounting head section are carried out at the same time, and 
the mounting step of the ?rst mounting head section and the 
picking-up step of the second mounting head section are 
carried out at the same time. 

According to an eleventh aspect of the present invention, 
there is provided the component mounting method as 
described in the ninth aspect, Wherein in a component 
mounting equipment comprising a plurality of component 
mounting apparatuses each of Which comprises the ?rst and 
second mounting head sections and the pair of component 
supply tables betWeen Which a board transfer path along 
Which the board is supplied to the board mounting position 
of the apparatus and discharged from the board mounting 
position of the apparatus by a board transfer device is 
provided so that the board transfer path connects the board 
mounting positions of the component mounting apparatuses, 
and the component supply tables of the component mount 
ing apparatuses are arranged on both sides of the board 
mounting positions in the board transfer path, 

the picking-up and mounting steps of the ?rst mounting 
head section and the picking-up and mounting steps of the 
second mounting head section are sequentially carried out. 

According to a tWelfth aspect of the present invention, 
there is provided the component mounting method as 
described in the eleventh aspect, Wherein the picking-up step 
of each of the ?rst mounting head sections and the mounting 
step of each of the corresponding second mounting head 
sections are carried out at the same time, and the mounting 
step of each of the ?rst mounting head sections and the 
picking-up step of each of the corresponding second mount 
ing head sections are carried out at the same time. 

According to a thirteenth aspect of the present invention, 
there is provided the component mounting equipment as 
described in the eleventh aspect, Wherein the components to 
be mounted onto the single board are all distributed into 
groups by type, and the components of the groups are 
accommodated in the component supply tables of the com 
ponent mounting apparatuses as assigned thereto. 

According to a fourteenth aspect of the present invention, 
there is provided the component mounting equipment as 
described in the tWelfth aspect, Wherein the components to 
be mounted onto the single board are all distributed into 
groups by type, and the components of the groups are 
accommodated in the component supply tables of the com 
ponent mounting apparatuses as assigned thereto. 

With the above arrangement, the component supply table 
is installed ?Xedly, and therefore, it becomes free of vibra 
tion regardless of the number of mounted component supply 
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means Which can be mounted thereon. The mounting head 
section is a robot type Which sucks a plurality of components 
from the component supply table at one time and thereafter 
successively mounts the components to speci?ed portions of 
the board. Therefore, even When the number of components 
to be mounted on a board increases, the component mount 
ing operation speed can be remarkably increased further 
than in the conventional apparatus in Which the component 
supply table is fed at a pitch With respect to the rotary type 
mounting head section. 

Furthermore, components can be mounted by the tWo of 
the ?rst and second mounting head sections onto the board 
positioned in a single board mounting position, and 
therefore, the component mounting operation speed can be 
further increased. 

With the above arrangement of the ?fth and siXth aspects 
and the eleventh and tWelfth aspects, by mounting different 
components on the component supply tables installed at 
each of the component mounting apparatuses, the compo 
nent supply tables are inevitably arranged on both sides of 
the board transfer path along it even When the types and the 
number of components to be mounted onto the board 
increase. Therefore, the equipment does not dimensionally 
increase as a Whole Without eXpanding signi?cantly in the 
direction of the board transfer path. Furthermore, the mount 
ing head sections of the component mounting apparatuses 
operate at high speed and the component supply tables are 
?Xedly installed, and therefore, the component mounting 
operation speed can be increased. 

With the above arrangement of the thirteenth and four 
teenth aspects, When the types of boards are increased, the 
equipment can cope With it only by replacing a speci?ed one 
of the component supply tables installed at the respective 
component mounting apparatuses With a component supply 
table mounted With components of the required type. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other objects and features of the present 
invention Will become clear from the folloWing description 
taken in conjunction With the preferred embodiments thereof 
With reference to the accompanying draWings, in Which: 

FIG. 1 is a schematic plan vieW schematically shoWing 
component mounting equipment according to an embodi 
ment of the present invention; 

FIG. 2 is a perspective vieW of an embodiment of the 
component mounting apparatus of the present invention, the 
apparatus being a part of the above equipment; 

FIG. 3 is a plan vieW of an operating mechanism section 
of the above apparatus; 

FIG. 4 is a How chart of the above apparatus; 

FIG. 5 is a block diagram shoWing construction for 
performing the control operation of the apparatus; 

FIG. 6 is a perspective vieW of a conventional component 
mounting apparatus; and 

FIG. 7 is a schematic plan vieW of the above conventional 
apparatus. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

Before the description of the present invention proceeds, 
it is to be noted that like parts are designated by like 
reference numerals throughout the accompanying draWings. 
An embodiment of the present invention Will be described 

beloW With reference to FIGS. 1 through 4. 
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6 
FIG. 1 is a schematic plan vieW schematically shoWing 

component mounting equipment (component mounting line) 
according to an embodiment of the present invention. In the 
?gure, four component mounting apparatuses 27A through 
27D are provided along a board transfer path 21, and four 
board transfer means 22 are provided for the component 
mounting apparatuses 27A through 27D along the board 
transfer path 21 in the lateral direction so that each board 
transfer means 22 supplies a board to be mounted With 
components to a board mounting position of one of the 
component mounting apparatuses and discharges the board 
therefrom. The component mounting apparatuses 27A 
through 27D have an identical basic structure, and therefore, 
the component mounting apparatus 27D is taken as an 
eXample to be described beloW With reference to FIG. 2 that 
shoWs a perspective vieW of it and FIG. 3 that shoWs a plan 
vieW of its operating mechanism section. 

In the component mounting apparatus 27D shoWn in FIG. 
2, a laterally provided pair of inverted U-shaped support 
frames 29 are arranged in parallel to each other along the 
board transfer path 21 While alloWing the board transfer path 
21 to penetrate them. BetWeen both the support frames 29 
are arranged tWo operating frames 30 in parallel to each 
other across the frames 29. The operating frames are sup 
ported individually movably in a direction perpendicular to 
the board transfer path 21. To each operating frame 30 is 
mounted a mounting head section 31 movably along the 
operating frame 30. At the mounting head section 31, four 
component suction noZZles 33 are provided at regular inter 
vals (at intervals of 90°) around a rotary member 32 that is 
rotatably supported around a horiZontal aXis. Upon rotating 
the rotary member 32 at a pitch equal to each interval of the 
component suction noZZles 33, the component suction 
noZZles 33 are selectively and sequentially directed doWn 
Ward to suck a component 34 from a component supply table 
28A and mount the sucked component 34 onto a circuit 
board 37 located at the board mounting position Where the 
board 37 is positioned by a board positioning section 24. 

BetWeen both the support frames 29 are inserted the 
component supply tables 28A from both depthWise sides as 
moved by casters 40, and thereafter they are ?Xedly installed 
in speci?ed positions. The component supply table 28A is 
provided With component supply means 12 comprised of 
parts cassettes provided With the aforementioned reels 13. 
Other than this, as shoWn in FIG. 1, a component supply 
table 28B mounted With a stick-shaped component supply 
means 38 at Which components stored in a pipe member are 
successively fed to a take-out position, a component supply 
table 28C on Which bulk components 39 are placed, and a 
tray-shaped component supply table 28D are installed at the 
component mounting apparatuses 27A through 27D. It is to 
be noted that the tray-shaped component supply table 28D is 
provided With a mounting head section 59 having a pivot 
arm shape for taking out the components thereof. 

In FIG. 3, each operating frame 30 houses therein a head 
positioning mechanism section 41 for moving the mounting 
head section 31 in the lengthWise direction of the board 
transfer path 21. 
The head positioning mechanism section 41 is comprised 

of a ball thread 43 that is rotatably supported across a pair 
of support plates 42 ?Xed to both ends of each operating 
frame 30, a step motor 47 for rotatively driving the ball 
thread 43 via a connecting means 44, and a moving member 
49 in Which a nut 48 meshed With the ball thread 43 is 
internally ?Xed and moved in accordance With the rotation 
of the ball thread 43. The mounting head section 31 is ?Xed 
to the moving member 49 via a head holder 50, and the head 
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holder 50 is internally provided With a known head elevation 
mechanism section 51 for vertically moving the mounting 
head section 31. 

Each of the support frames 29 houses therein a head feed 
mechanism section 52 for moving the head positioning 
mechanism section 41 via each operating frame 30 in a 
direction perpendicular to the board transfer path 21. The 
head feed mechanism section 52 is comprised of a ball 
thread 54 that is rotatably supported across a pair of support 
plates 53 ?xed to both ends of each support frame 29, a step 
motor 56 for rotatively driving the ball thread 54 via a 
connecting means 55, a moving member 57 that is ?xed to 
an end portion of each operating frame 30 as meshed With 
the ball thread 54 and operates to move the operating frame 
30 in accordance With the rotation of the ball thread 54, and 
a guide shaft 58 that is ?xed across the support plates 53 and 
operates to slidably support the operating frame 30 While 
alloWing the guide shaft 58 to penetrate the other end of the 
operating frame 30. Acontroller 100 controls the operations 
of the apparatuses 27A—27D and the board transfer means 
22, because it is connected to them as shoWn in FIG. 5 in 
Which the connection structure of the apparatus 27B is 
shoWn as one example. The other connection structure of the 
apparatuses 27A, 27C, and 27D are similar to the apparatus 
27D. 

The operation of the aforementioned component mount 
ing equipment Will be described next With reference to a 
?oWchart of FIG. 4. In the component mounting apparatuses 
27A through 27D, the mounting head sections 31 are con 
trolled in accordance With a timing at Which, While one 
mounting head section 31 is sucking components 34 from 
one of the component supply tables 28A through 28D, the 
other mounting head section 31 mounts the components 34 
onto the circuit board 37. Since both the mounting head 
sections 31 execute an identical operation except for an 
operating timing shift, only the operation of one mounting 
head section 31 Will be noW described. 

First, the mounting head section 31 is moved to a position 
just above the component 34 to be sucked by suction on one 
of the component supply tables 28A through 28D and then 
positioned (step S1). That is, upon rotating the step motor 47 
of the head positioning mechanism section 41 by a speci?ed 
angle in the required rotational direction, the moving mem 
ber 49 moves in the lengthWise direction of the board 
transfer path 21 by the ball thread 43 that is rotating 
integrally With the step motor 47, and the mounting head 
section 31 is moved to a speci?ed component take-out 
position on the one of the component supply tables 28A 
through 28D. In this stage, in regard to the other component 
supply tables 28A through 28C except for the tray-shaped 
component supply table 28D, the component take-out posi 
tion is positioned in a straight line extending along the board 
transfer path 21. Consequently, the mounting head section 
31 does not move as positioned in the position until such 
components as the parts cassette or the stick fronting the 
mounting head section 31 deplete. 
When the mounting head section 31 is positioned, the 

head elevation mechanism section 51 operates to move 
doWn the mounting head section 31, the component suction 
noZZle 33 sucks a component 34, and thereafter the mount 
ing head section 31 is slightly moved up by the head 
elevation mechanism section 51 (step S2). Subsequently, the 
rotary member 32 of the mounting head section 31 is rotated 
by one pitch, and the next component suction noZZle 33 is 
made to front the component take-out position (step S3). In 
this stage, it is decided Whether or not the mounting head 
section 31 has completed the suction of a speci?ed number 
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8 
(four in this embodiment) of components 34 (step S4). If it 
has not been completed, the same operation as above Will be 
repeated to suck the speci?ed number of components 34. 
When the suction of the speci?ed number of components 

34 has been completed, the step motor 56 of the head feed 
mechanism section 52 and the step motor 47 of the head 
positioning mechanism section 41 are simultaneously driven 
to move the mounting head section 31 onto the board 
positioning section 24 via the operating frame 30 in accor 
dance With the rotation of the ball thread 54 and then 
position it just above a speci?ed component mounting 
position of the circuit board 37 by the head positioning 
mechanism section 41 (step S5). Then, the head elevation 
mechanism section 51 is driven to mount the components 
that have been held by the component suction noZZle 33 as 
sucked thereto onto the circuit board 37 (step S6). After the 
mounting head section 31 is slightly moved up by the head 
elevation mechanism section 51, the mounting head section 
31 is moved to a position just above the next component 
mounting position of the circuit board 37 and then posi 
tioned by the operations of the head positioning mechanism 
section 41 and the head feed mechanism section 52, and the 
rotary member 32 is rotated by one pitch, so that the 
component to be mounted next is made to front the com 
ponent mounting position (step S7). 

In this stage, it is decided Whether or not the mounting of 
all the components 34 that have been held by the mounting 
head section 31 as sucked thereto has been completed (step 
S8). If it has not been completed, the same operation as 
above Will be repeated to mount all the components 34 onto 
the speci?ed positions of the circuit board 37. 
When the speci?ed number of components has been 

completed at step S8, it is decided Whether or not the 
mounting of all the components 34 distributed to the com 
ponent mounting apparatuses 27A through 27D for the 
circuit board 37 positioned in the board positioning section 
24 has been completed (step S9). If it has not been 
completed, the mounting head sections 31 are moved again 
above the component supply tables 28A through 28D to 
repeat the suction of the components 34 from the component 
supply tables 28A through 28D and the mounting of the 
components 34 onto the circuit board 37 in a manner similar 
to the above until the mounting of all the components 34 
onto the circuit board 37 is completed. When the mounting 
of all the components 34 onto the circuit board 37 is 
completed, each circuit board 37 positioned in the board 
transfer path 21 is fed by a speci?ed pitch to be positioned 
in the board positioning sections 24 of the component 
mounting apparatuses 27A through 27D for the next process 
(step S10), and an operation similar to the above Will be 
repeated. 

In the above component mounting equipment, mutually 
different components can be mounted on the component 
supply tables 28A through 28D of the plurality (four in this 
embodiment) of component mounting apparatuses 27A 
through 27D provided in parallel to one another along the 
board transfer path 21. Therefore, When the types and the 
number of components 34 to be mounted onto the circuit 
board 37 increase, these components are mounted on the 
component supply tables 28A through 28D as distributed 
into groups classi?ed by type. With this arrangement, since 
the component supply tables 28A through 28D are mounted 
With only the components 34 of the respective groups, the 
tables are not dimensionally increased. Furthermore, since 
the component supply tables 28A through 28D are installed 
perpendicularly to the board transfer path 21 at the compo 
nent mounting apparatuses 27A through 27D, the equipment 
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is not dimensionally increased as a Whole Without signi? 
cantly expanding in the direction of the board transfer path 
21. 

Furthermore, since the mounting head section 31 of the 
component mounting apparatuses 27A through 27D only 
operates and the component supply tables 28A through 28D 
are ?xedly installed, the tables become free of vibration 
regardless of the number of mounted component supply 
means 12 and 38. Furthermore, the mounting head section 
31 sucks at one time a plurality of components 34 from the 
component supply tables 28A through 28D and successively 
mounts the components 34 onto the speci?ed portions of the 
circuit board 37. Furthermore, the component mounting 
apparatuses 27A through 27D are each provided With a pair 
of mounting head sections 31 and controls the mounting 
head sections 31 so that, While one is sucking components 
34, the components 34 that are held by the other as sucked 
thereto are mounted to the circuit board 37. With the above 
arrangement, even When the types and the number of com 
ponents 34 to be mounted onto the circuit board 37 increase, 
the component mounting operation speed can be remarkably 
increased further than in the conventional apparatus in 
Which the component supply table is fed at a pitch With 
respect to the rotary type mounting head section. 
When the types of circuit boards 37 increase, it can be 

coped With only by replacing a part of the component supply 
tables 28A through 28D installed at the component mount 
ing apparatuses 27A through 27D With component supply 
tables 28A through 28D mounted With required components 
34. It is to be noted that the component mounting appara 
tuses 27A through 27D can be also used singly. 

According to the present invention as described above, 
there is provided a robot type mounting head section in 
Which the component supply tables are installed ?xedly, and 
a plurality of components are sucked at one time from the 
component supply tables and thereafter transferred to be 
successively mounted onto the speci?ed portions of the 
board. With this arrangement, even When the number of 
components to be mounted onto the board increases, the 
component mounting operation speed can be remarkably 
increased further than in the conventional structure in Which 
the component supply table is fed at a pitch With respect to 
the rotary type mounting head section. Furthermore, since 
the laterally provided pair of ?rst and second mounting head 
sections are mutually controlled in operation in accordance 
With a timing at Which, When one is located on the compo 
nent supply table, the other is located on the board posi 
tioning section. With this arrangement, components can be 
mounted onto a single board by a plurality of mounting head 
sections, and therefore, the component mounting operation 
speed can be further increased. 

Furthermore, according to the component mounting 
equipment of the present invention, by mounting mutually 
different components onto the component supply tables of 
the component mounting apparatuses arranged in parallel to 
one another, even When the types and the number of com 
ponents to be mounted onto the circuit board increase, the 
equipment is not dimensionally increased as a Whole Without 
signi?cantly expanding in the direction of the board transfer 
path. Furthermore, the component mounting operation speed 
can be further increased. In this case, there may be provided 
the structure in Which all the components to be mounted onto 
single board are distributed into groups by type and the 
components of each group are mounted on component 
supply tables as assigned to them installed at the respective 
component mounting apparatuses. With this arrangement, 
When the types of boards increase, it can be coped With only 
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10 
by replacing a part of the component supply tables of the 
component mounting apparatuses With component supply 
tables mounted With the required components. 

Although the present invention has been fully described in 
connection With the preferred embodiments thereof With 
reference to the accompanying draWings, it is to be noted 
that various changes and modi?cations are apparent to those 
skilled in the art. Such changes and modi?cations are to be 
understood as included Within the scope of the present 
invention as de?ned by the appended claims unless they 
depart therefrom. 
What is claimed is: 
1. A component mounting assembly including component 

mounting apparatuses positioned along a board transfer 
path, each of said component mounting apparatuses com 
prising: 

?rst and second component supply tables for accommo 
dating components, said ?rst and second component 
supply tables being arranged adjacent to and on both 
sides of the board transfer path, respectively, each of 
said ?rst and second component supply tables being 
supported on casters so as to be movable toWard and 
aWay from a respective side of the board transfer path; 

a ?rst mounting head section movable in ?rst and second 
orthogonal directions for successively picking up com 
ponents at said ?rst component supply table, thereafter 
moving to a board positioned at a board mounting 
position, and successively mounting the picked-up 
components onto the board; and 

a second mounting head section movable in third and 
fourth orthogonal directions for successively picking 
up components at said second component supply table, 
thereafter moving to the board positioned at the board 
mounting position, and successively mounting the 
picked-up components onto the board, 

Wherein the ?rst direction and the second direction de?ne 
a plane that is parallel With the board transfer path, With 
the ?rst direction being perpendicular to the board 
transfer path, 

Wherein the third direction and the fourth direction de?ne 
a plane that is parallel With the board transfer path, With 
the third direction being perpendicular to the board 
transfer path, the ?rst and third directions being parallel 
With one another, and the second and fourth directions 
being parallel With one another, and 

Wherein all of the ?rst component supply tables of said 
component mounting apparatuses are positioned on one 
side of the board transfer path, and all of the second 
component supply tables of said component mounting 
apparatuses are positioned on another side of the board 
transfer path, With said another side being opposite to 
said one side. 

2. The component mounting apparatus according to claim 
1, Wherein each of said ?rst and second component supply 
tables is selected from one of: 

a component supply table provided With component sup 
ply means comprised of parts cassettes provided With 
reels; 

a component supply table provided With stick-shaped 
component supply means at Which components stored 
in a pipe member are successively fed to a take-out 
position; 

a component supply table on Which bulk components are 
placed; and 

a tray-shaped component supply table. 
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3. The component mounting apparatus according to claim 
2, Wherein component take-out positions of said ?rst and 
second component supply tables are positioned along a 
straight line extending along the board transfer path. 

4. The component mounting apparatus according to claim 
1, Wherein each of said ?rst and second component supply 
tables is provided With component supply means comprised 
of parts cassettes provided With reels, and When one of said 
?rst and second component supply tables does not have 
components required for a mounting operation, it can be 
replaced With a neW component supply table provided With 
the required components. 

5. The component mounting apparatus according to claim 
1, Wherein, When the components are mounted on a plurality 
of types of boards, one of said ?rst and second component 
supply tables, having components required for one of the 
types of boards, is used for the one type of board While the 
other of said ?rst and second component supply tables is 
provided With components required for one of the other 
types of boards. 

6. A component mounting assembly including component 
mounting apparatuses positioned along a board transfer 
path, each of said component mounting apparatuses com 
prising: 

?rst and second inverted U-shaped support frames posi 
tioned on a base structure in a parallel relationship and 
on opposite sides of a board mounting position, 
Wherein the board transfer path eXtends through open 
ings in said ?rst and second inverted U-shaped support 
frames; 

a ?rst component supply table supported on a plurality of 
casters and removably secured betWeen said ?rst and 
second inverted U-shaped support frames on a ?rst side 
of the board transfer path; 

a second component supply table supported on a plurality 
of casters and removably secured betWeen said ?rst and 
second inverted U-shaped support frames on a second 
side of the board transfer path, Wherein each of said 
?rst and second component supply tables accommo 
dates a plurality of components, and Wherein each of 
said ?rst and second component supply tables can be 
moved in a perpendicular direction toWard and aWay 
from the board transfer path; 

a ?rst mounting head section movable in ?rst and second 
orthogonal directions for successively picking up a 
plurality of components at said ?rst component supply 
table, thereafter moving to a board positioned at the 
board mounting position, and successively mounting 
the plurality of picked-up components onto the board; 
and 

a second mounting head section movable in third and 
fourth orthogonal directions for successively picking 
up a plurality of components at said second component 
supply table, thereafter moving to the board positioned 
at the board mounting position, and successively 
mounting the plurality of picked-up components onto 
the board, 

Wherein said ?rst and second mounting head sections are 
independently movable betWeen the board and said ?rst 
and second component supply tables, respectively, 
When the board is at the board mounting position, 

Wherein the ?rst direction and the second direction de?ne 
a plane that is parallel With the board transfer path, With 
the ?rst direction being perpendicular to the board 
transfer path, 
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12 
Wherein the third direction and the fourth direction de?ne 

a plane that is parallel With the board transfer path, With 
the third direction being perpendicular to the board 
transfer path, the ?rst and third directions being parallel 
With one another, and the second and fourth directions 
being parallel With one another, and 

Wherein all of the ?rst component supply tables of said 
component mounting apparatuses are positioned on one 
side of the board transfer path, and all of the second 
component supply tables of said component mounting 
apparatuses are positioned on another side of the board 
transfer path, With said another side being opposite to 
said one side. 

7. The component mounting apparatus according to claim 
6, Wherein said ?rst component supply table is provided With 
a plurality of cassettes, and if components required for a 
mounting operation are not contained in the cassettes, said 
?rst component supply table can be replaced With a neW 
component supply table having cassettes that are provided 
With the required components. 

8. The component mounting apparatus according to claim 
6, Wherein said ?rst component supply table is provided With 
components that are to be mounted on a ?rst type of board, 
and said second component supply table is provided With 
components that are to be mounted on a second type of 
board so that mounting operations can be conducted on the 
?rst and second types of boards. 

9. A component mounting assembly including component 
mounting apparatuses positioned along a board transfer 
path, each of said component mounting apparatuses com 
prising: 

?rst and second inverted U-shaped support frames posi 
tioned on a base structure in a parallel relationship and 
on opposite sides of a board mounting position, 
Wherein the board transfer path eXtends through open 
ings in said ?rst and second inverted U-shaped support 
frames; 

a ?rst component supply table supported on a plurality of 
casters, said ?rst component supply table being remov 
ably secured betWeen said ?rst and second inverted 
U-shaped support frames on a ?rst side of the board 
transfer path; 

a second component supply table supported on a plurality 
of casters, said second component supply table being 
removably secured betWeen said ?rst and second 
inverted U-shaped support frames on a second side of 
the board transfer path, Wherein each of said ?rst and 
second component supply tables accommodates a plu 
rality of components, and Wherein each of said ?rst and 
second component supply tables can be moved in a 
perpendicular direction toWard and aWay from the 
board transfer path; 

a ?rst mounting head section for successively picking up 
a plurality of components at said ?rst component 
supply table, thereafter moving to a board positioned at 
the board mounting position, and successively mount 
ing the plurality of picked-up components onto the 
board; and 

a second mounting head section for successively picking 
up a plurality of components at said second component 
supply table, thereafter moving to the board positioned 
at the board mounting position, and successively 
mounting the plurality of picked-up components onto 
the board, 

Wherein each of said ?rst and second mounting head 
sections is capable of moving in ?rst and second 
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directions Which are perpendicular to each other and 
de?ne a plane that is parallel With the board transfer 
path, With the ?rst direction being perpendicular to the 
board transfer path, and 

Wherein all of the ?rst cornponent supply tables of said 5 
component mounting apparatuses are positioned on one 
side of the board transfer path, and all of the second 
component supply tables of said cornponent mounting 
apparatuses are positioned on another side of the board 
transfer path, With said another side being opposite to 10 
said one side. 

14 
10. The component rnounting apparatus according to 

claim 9, Wherein said ?rst cornponent supply table is pro 
vided With a plurality of cassettes. 

11. The component rnounting apparatus according to 
claim 9, Wherein said ?rst cornponent supply table is pro 
vided with components that are to be mounted on a ?rst type 
of board, and said second component supply table is pro 
vided with components that are to be mounted on a second 
type of board Which is different from the ?rst type of board. 

* * * * * 
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