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To ctZZ whom it may concern. 
Be it known that I, ARTHUR Ennnsr BRE 

‘THOUR, of the city of Ottawa, Province of On-‘ 
tario, Canada, have invented certain new and 
useful Improvements in Fillers for Capsules, 
WVafers, and the Like; and I do hereby de 
clare that the following is a full,»clear, and 
exact description of the same. 
The preferred embodiment of my invention 

consists of a horizontal base-board provided 
with a series of rows of vertical perforations, 
the perforations of each row being of differ 
ent diameter than the perforations of the other 
rows to accommodate capsules of different ca 
pacities. ‘ A capping-board is hinged to said 
base-board and is provided with perforations 
corresponding in diameter to and registering 
with the said perforations in the base-board, 
while a locking device is provided to lock said 
capping and base boards together. 
For full comprehension, however, of my in 

vention reference must be had to the accom 
panying drawings,formingapart of this speci 
?cation, in which like symbols indicate the 
same parts, and wherein—— 
Figure 1 is a perspective view of the pre 

ferred embodiment of my invention. Fig. 2 
is a detail vertical sectional view taken lon 
gitudinally of my filler and through the look 
ing portion thereof. Fig. 3 shows the free 
ends of the base and capping boards in un 
locked position, the end of the latter being 
slightly raised; and Fig. ‘I is a detail view of 
the packing-stick. 
The base-board Z) has preferably six series 

of holes or sockets 0, each series being ar 
ranged in a row and the socket of each row 
being of uniform diameter, and a series of 
small openings (Z are formed through the bot-V 
tom of the board and in line and communi 
cating with said sockets. The capping-board 
c has a series of openings f, arranged in rows 
and corresponding to and registering with the 
sockets 0 when said capping-board rests in 
place upon the base-board. I prefer to con 
nect the capping-board to the base-board at 
one end by a pair of hinges f, and I lock said 
boards together at the opposite end by a screw 
bolt g, pivotally connected, as at h, in a slot 
'iin the front edge of the base-board,with which 
slot a slot 75in the capping-board registers, 

while'a thumb‘nut m takes upon said screw 
bolt and serves as a'ineans for clamping the 
boards together. " ' 

A series of funnels s are carried removably 
in the openings d in the capping-board, a dif 
ferent size of funnel being used for each row. 
A packing-stickt is provided and has its ends 
diminished, as at u and 1;, respectively, and 
said diminished ends being of different diam 
eters, one end being of a diameter to ?t the 
smallest socket, and therefore the two next 
larger, while the other end is of a diameter 
to ?t the third to largest socket, and conse 
quently the three largest shoulders formed by 
the dilninishment of the ends limit the dis 
tance the stick can be thrust through the 
guiding-openings into the sockets. 

In the operation of ?lling capsules I place 
the receptacle portion 19 thereof in the par 
ticular row of sockets 0 suitable for them. The 
capping-board should then-be closed down 
and clamped in place, and the portions 19 of 
the capsules ?lled with the measured quan 
tity of the drug, which is packed down by 
the packing -stick. When the receptacle 
portions 19 are ?lled and packed, the clamp— 
ing-nut is loosened and the capping-board 
lifted, the capsule-caps 20 being then pressed 
down into the sockets and over the upper 
ends of the receptacle portion, after which the 
baseboard is turned upside down and the 
?lled capsules allowed to fall from the sockets. 
If the ?lled capsules should happen to stick 
in their sockets, they can be pushed from 
place through the openings 01 by the small 
end of the packing~stick. The capping-plate 
serves mainly as a guide or holder for the 
funnels. - 

It is obvious that with a change in the di 
mension of the sockets myiinproved ?ller can 
readily be used for ?lling Wafers or other simi 
lar drug-carriers. 
‘Vhat I claim is as follows: 
1. A ?ller for drug-carriers comprising a 

base-board having a series of rows of sockets, 
the sockets of each row being of different 
size than the sockets of the other rows, a cap 
ping-board having a series of rows of guid 
ing-openings of less diameter than and regis 
tering with the said sockets, said guiding 
openings serving to support funnels, and 
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means detachably connecting said capping 
board to the base-board, substantially as de 
scribed and for the purpose set forth. 

2. A ?ller for drug-carriers comprising 'a_ 
base-board b having a series of rows of sock 
ets c, the sockets of each row being of di?’erent 
size than the sockets of the other rows, said 
base-board also having a series of openings 
at in line with said sockets; a capping-board 
2 having a series of rows of guiding-openingsf 
of less diameter than and registering with 
the sockets c; said guiding-openings serving 
to support funnels; hinges permanently re 
taining one end of said capping-board con 
tinually in the same proximity to one end of 
the base-board and against lateral movement 
parallel to said base-board, and means for 
detachably connecting the opposite ends of 
said boards together, substantially as de 
scribed and for the purpose set forth. 

3. A ?ller for drug-carriers comprising a 

base-board b having a series of rows of sock 
ets c, the sockets of each row being of differ 
ent size to the sockets of the other rows, said 
base-board also having a series of openings d 
in line with said sockets; a capping-board 6 
having a series of rows of guiding-openingsf 
corresponding to and registeringwith the sock 
ets c; hinges connecting said capping-board 
to the base-board, the opposite ends of said 
boards being correspondingly slotted; a screw 
bolt 9 pivotally connected at one end in the 
slot in the base-board; and a thumb-nut m 
taking upon said screw-bolt, substantially as 
described and for the purpose set forth. 
In testimony whereof I have affixed my 

signature in presence of two Witnesses. 

ARTHUR ERNEST BRETHOUR. 
Witnesses: 

WILLIAM P. MOFEAT, 
FRED. J. SEARS. 
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