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BASKET FRAME 

BACKGROUND OF THE INVENTION 

(1) Field of the Invention 
This invention relates to a basket frame, especially a 

basket frame that can be assembled quickly and adjusted in 
Width so as to get more convenience in assembling process 
and improve the appearance of the basket frame. 

(2) Description of the Prior Art 
The draW basket frame is usually used in the Wardrobe, 

display WindoW or various cabinets, such as shoWn in FIG. 
1, the basket frame 20 being composed of a left side frame, 
a right side frame 201, a front side rod and a back side rod 
202 connected to the left side frame and the right side frame 
201. The left side frame and the right side frame 201 can be 
slid respectively on tWo sliding rails 203 Which are installed 
on inner Wall of the cabinet, thus the rectangular basket 
frame 20 can be draWn out from or pushed into the cabinet 
freely. The siZe of the hanging basket 8 is smaller than that 
of the basket frame 20 hung and can be hanged on the basket 
frame 20, the four corners of the hanging basket 8 having 
respectively a hanging hook 81 Which can be hung on the 
front side rod and the back side rod 202 fo the basket frame. 

HoWever, the hanging hooks 81 extend out from the 
hanging basket 8, the hanging hooks may hook the clothes 
When the user is taking the clothes out from the hanging 
basket 8, further, the conventional basket frame 20 only can 
be equipped With the hanging basket 8, the other accessories, 
such as hanging rod or necktie box, can’t be installed on the 
conventional basket frame 20. It is convenient for the user 
to utiliZe the conventional basket frame for installing various 
accessories. 

SUMMARY OF THE INVENTION 

It is therefore the main object of this invention to provide 
a basket frame Which can be assembled quickly and 
equipped With various accessories and can be changed in its 
Width. The basket frame is composed of a left side frame, a 
right side frame, a front side frame, a back side frame and 
four joints, the left side frame and the right side frame 
having respectively a leading groove Which can be slid on a 
sliding rail to be dreW out from or pushed into the cabinet. 
The front side frame and the back side frame have respec 
tively a ?tting groove, at least one or more pairs of support 
ing seats can be installed opposite in the ?tting groove of the 
front side frame and the back side frame for supporting 
hanging rod or hanging basket, further, the four side frames 
can be assembled to connect With each other quickly by the 
four joints. 

It is another object of this invention to provide a basket 
frame Which can be assembled quickly by means of joints, 
the joint being formed into L-shape, one end of the joint 
having tWo inserting blocks Which can be inserted into one 
end of the left side frame or the right side frame and ?xed 
by bolts, the other end of the joint having a inserting groove 
for receiving one end of the front side frame or the back side 
frame and ?xed by bolts, such that, the four side frame can 
be assembled quickly by the four joints. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the draWings, Which illustrate the preferred embodi 
ments and modes of operation of the invention, and in Which 
like reference characters designate the same or similar parts 
throughout the several views: 
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FIG. 1 is a perspective vieW shoWing the conventional 

basket frame; 
FIG. 2 is a perspective vieW shoWing a frame basket of 

this invention; 
FIG. 3 is an exploded vieW shoWing the frame basket of 

this invention; 
FIG. 4 is a perspective vieW shoWing the joint connected 

With the frame; 
FIG. 5 is a partial sectional vieW shoWing the joint 

connected With the left and the right side frame; and 
FIG. 6 is a partial sectional vieW shoWing the joint 

connected With the front and the backside frame. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Referring to FIG. 2 and FIG. 3, the present invention, a 
basket frame 10, is used in the Wardrobe, display WindoW or 
various cabinets, the basket frame 10 can be pulled out from 
or pushed back into the above Wardrobe or cabinets by 
means of a pair of sliding rails installed in the Wardrobe or 
cabinets. The basket frame 10 is composed of left and right 
side frames 1; front and backside frames 2 and four joints 3. 
The left and the right side frames 1 is made of extruding 

aluminum, the top and bottom end of the left side frame or 
the right side frame 1 having respectively a hook part 11 so 
as to form a leading groove 12. A sliding rail 4 is installed 
respectively on a ?xing seat 42 by bolts 41, and the ?xing 
seats 42 being ?xed on tWo inner Walls of the Wardrobe or 
cabinet, thus the leading groove 12 of the left and the right 
side frames 1 can slide on the sliding rails 4, further, the 
center of the leading groove 12 having a reinforced rib 13 to 
separate the leading groove 12 into tWo areas 121, 122. 

Please refer to FIG. 3 and FIG. 4, the front and the back 
side frames 2 is made of extruding aluminum, the top and 
bottom end of the front side frame or the back side frame 2 
having respectively a hook part 21 to form a ?tting groove 
22, at least one or more pairs of supporting seats 5 being 
installed respectively on the ?tting grooves 22 of the front 
side frame and the back side frame 2 for supporting the 
hanging rod 6 or the hanging basket 7. 
The joints 3 are installed on the corner of the basket frame 

10 to connect the four side frames. Each joint 3 is made into 
L-shape, one end of the joint 3 having tWo inserting blocks 
31 Which can be inserted into and ?xed on the tWo areas 121, 
122 of the left side frame or the right side frame 1 by ?xing 
bolts 32, and the other end of the joint being formed into 
hook shape 33 and having an inserting groove 34 for 
receiving the end of the front side frame or the back side 
frame 2 so as to adjust the Width of the frame basket 10 by 
means of an adjusting bolt 35. 

The supporting seat 5 is composed of a locating plate 51 
Which can be inserted into the ?tting groove 22 of the front 
side frame or the back side frame 2, a curve supporting rack 
52 on the locating plate 51, and tWo supporting hooks 53 
formed at tWo side of the curve supporting rack 52. TWo 
ends of the curve supporting rack 52 is formed into elastic 
plate 521 for receiving the end of a hanging rod, further, the 
frame 71 of a hanging basket 7 can be hanged on the 
supporting hooks 53 of the supporting seat 5 installed 
betWeen the front side frame and the back side frame 2, such 
as shoWn in FIG. 2 and FIG. 3. 

FIG. 3 and FIG. 4 shoWs the assembling process of this 
basket frame 10, the tWo inserting blocks 31 of the joint 3 
can be inserted into the area 121,122 of the leading groove 
12 of the left side frame and the right side frame 1, thus the 
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joint 3 can be ?xed on one end of the left side frame and the 
right side frame 1 by screwing the ?xing bolts into the tWo 
inserting blocks 31 and the left side frame and the right side 
frame, such as shoWn in FIG. 5. 

At least one or more pairs of supporting seats 5 are 
installed respectively in the ?tting groove 22 of the front side 
frame and the back side frame 2, further, the supporting seats 
5 can be moved freely in the ?tting groove 22 to align With 
each other, then the supporting seats 5 can be ?Xed in the 
?tting groove 22 by bolts. TWo ends of the front side frame 
and the back side frame 2 can be inserted respectively into 
the inserting groove 34 of the above joint 3, such as shoWn 
in FIG. 6, thus the Width of the basket frame 10 can be 
changed by adjusting the inserting depth of tWo ends of the 
front side frame and the back side frame 2 inserted into the 
joints 3, at last, the another end of the joint 3 can be 
connected With one end of the front side frame or the back 
side frame 2 by the adjusting bolts 35. Accordingly, the 
basket frame 10 can be assembled quickly by the joints 3; 
further, the hanging rod 6 and the hanging basket 7 can be 
hanged on the opposite supporting seats 5 ?rmly. 

It is understood by those skilled in the art that the forgoing 
description is a preferred embodiment of the disclosed 
device and that various changes and modi?cations may be 
made in the invention Without departing from the spirit and 
scope thereof. 
What is claimed is: 
1. A basket frame comprising: 
a left frame and a right frame, each of the left and right 

frames having a leading groove; 
a front frame and a back frame, each of the front and back 

frames having a ?tting groove; 
four joints, a ?rst end of each of the four joints being 

inserted into the leading groove of said left frame and 
said right frame, a second end of each of the four joints 
having an inserting groove for receiving one end said 
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front frame and said back frame, such that the left, 
right, front and back frames are assembled by the four 
joints to form the basket frame; 

tWo sliding rails, the leading groove of each of said left 
frame and said right frame is slidably connected to one 
of the tWo sliding rails; and 

at least one pair of supporting seats, each of the at least 
one pair of supporting seats being installed on the 
?tting groove of one of said front frame and said back 
frame for supporting one of a hanging rod and a 
hanging basket. 

2. A basket frame according to claim 1, Wherein top and 
bottom ends of each of said left frame and said right frame 
having a hook part forming the leading groove. 

3. Abasket frame according to claim 1, Wherein a center 
of the leading groove of said left frame and said right frame 
having a reinforced rib separating the leading groove into 
tWo areas. 

4. Abasket frame according to claim 1, further comprising 
tWo ?Xing seats, each of the tWo sliding rails is connected to 
one of the tWo ?Xing seats by a plurality of bolts. 

5. A basket frame according to claim 1, Wherein top and 
bottom ends of each of said front frame and said back frame 
having a hook part forming the ?tting groove. 

6. A basket frame according to claim 1, Wherein each of 
four joints has an L-shape, the ?rst end of each of the four 
joints having tWo inserting blocks inserted into one of the 
tWo areas of the leading groove of one of said left frame or 
said right frame, the second end of each of the four joints 
having an inserting groove for receiving one end of said 
front frame and said back frame, Wherein a Width of said 
basket frame is adjustable by changing an inserting depth 
that each of said front frame and said back frame is inserted 
into the inserting groove. 

* * * * * 


