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(57) ABSTRACT 

In order to establish processing techniques capable of mak 
ing multi-tip probes With sub-micron intervals and provide 
such microscopic multi-tip probes, there is provided an 
outermost surface analysis apparatus for semiconductor 
devices etc. provided With a function for enabling position 
ing to be performed in such a manner that there is no 
in?uence on measurement in electrical measurements at an 

extremely small region using this microscopic multi-tip 
probe, and there are provided the steps of making a canti 
lever 1 formed With a plurality of electrodes 3 using litho 
graphic techniques, and forming microscopic electrodes 6 
minute in pitch by sputtering or gas-assisted etching a distal 
end of the cantilever 1 using a focused charged particle beam 
or using CVD. 

29 Claims, 9 Drawing Sheets 
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METHOD OF MANUFACTURING THE 
MULTI-TIP PROBE, A MULTI-TIP PROBE, 

AND SURFACE CHARACTERISTIC 
ANALYSIS APPARATUS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a scanning probe micro 

scope according to the four-tip probe method Which the 
microscope is to be used in, for example, semiconductor 
process evaluation, and also to a probe suitable for analyzing 
an ultra-surface region of a sample When used in the 
scanning probe microscope. 

2. Description of Related Art 
The invention of the transistor evolved from studies of the 

electrical characteristics of a semiconductor surface, par 
ticularly the surface electron state. HoWever, With respect to 
electrical conduction due to the state of surface electrons 
themselves, many points have been left unanalyZed until 
today. This “surface state conduction” is extremely dif?cult 
to measure because electricity runs only in one or tWo 
electron layers of a crystal surface. HoWever, thanks to the 
development of neW measuring and inspecting techniques, 
such as a four-tip probe scanning tunnel microscope oper 
ating in an ultra-high vacuum and a microscopic four-tip 
probe, direct measurement of the surface state conduction 
has become possible and very interesting conduction char 
acteristics have become revealed as a result. To this end, it 
has been determined that the electron state of a semicon 
ductor surface has a unique characteristic totally different 
from that of the bulk state. In the electron device ?eld, 
apparatuses of this type Will play an important role in 
research and development of electron devices. 

In an evaluating apparatus using a scanning tunnel micro 
scope according to the four-tip probe method, four probe tips 
are arranged linearly at regular distances, a current is caused 
to How into a sample from the outer tWo of the probe tips, 
and a voltage drop caused due to the electrical resistance of 
the sample is measured by the inner tWo of the probe tips. 
At such time, because there is only a very slight current 
?oWing in these probe tips, only a voltage drop V on the 
sample can be measured Without in?uence of the contact 
resistance at a point of contact of the probe tips With the 
sample. An electrical resistance according to the four-tip 
probe method is obtained by R=V/I Where I is a measured 
current. As shoWn in FIGS. 10A and 10B there is a corre 
lation betWeen the inter-probe-tip distance and the depth of 
probing into a sample. In order to obtain information of the 
ultra-surface of the sample, it is essential to arrange the 
probes at a the corresponding narroW distances shoWn in 
FIG. 10B. In the related art, hoWever, there is a limit in 
processing. This is to say that the diameter of the individual 
probe tip has served as a restriction so that a probe having 
a probe-tip pitch of several pm could not be manufactured. 

Conventionally, four-tip probes Whose inter-tip distance is 
in the order of millimeters to centimeters have been used, 
and many studies on this type of probe Were carried out. 
HoWever, these conventional probes cannot be applied to 
surface analysis of semiconductor devices. Recently, an 
undergraduate research group of Tokyo University released 
a report (Applied Physics, 70th Volume, 10th Issue, 2001) 
on measurement of electrical resistance of a silicon crystal 
surfaces using a microscopic four-tip probe of a several 
m pitch manufactured utiliZing silicon micro-processing 

technology, such as ordinary lithography. For analyZing the 
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2 
outermost or uppermost device-surface, hoWever, this sev 
eral pm inter-tip distance is inadequate to achieve proper 
performance. An inter-tip distance of at most 1 pm or less is 
needed for doing so. Even if the above-mentioned silicon 
micro-processing technology is employed, it is dif?cult to 
manufacture a four-tip probe having an inter-tip distance of 
a such a sub-micron order. 

In a further related art study, positioning of measuring 
points on an object surface is carried out using an optical 
microscope. HoWever, because a required measuring region 
for analyZing the outermost or uppermost device-surface is 
extremely small, it is dif?cult to achieve positioning using 
the conventional optical microscope and, as an alternative 
means, a neW observation technique, such as a scanning 
electron microscope (SEM) and an atomic force microscope 
(AFM) has been required. When an SEM is used, a sample 
is alWays irradiated With electrons during observation. This 
may produce noise and render accurate measurement of 
electricity impossible. On the other hand, in the case of an 
AFM, observation can be realiZed either in an ordinary 
atmospheric environment or a special atmospheric environ 
ment. HoWever, When a multi-tip probe itself is used also as 
an image-obtaining probe, this may be a hindrance to 
accurate measurement for reasons such as (1) it is dif?cult to 
perform image analysis from signals detected by a plurality 
of probe tips arranged in a roW and (2) the image is 
contaminated or otherWise damaged by scanning. Further, in 
the conventional AFM, it is a common practice to employ 
the light leverage method in Which a mirror is mounted on 
a cantilever to detect displacement. In this case, a sample is 
irradiated With laser light. Because laser light serves as an 
excitation energy source to cause surface atoms to enter an 

excited state, this has a considerable effect on the movement 
of electrons on a device surface and therefore also impedes 
accurate measurement of electricity. Alternatively, Waves 
serving as excitation light can be removed by Wavelength 
cutoff using a ?lter. HoWever, this alternative cannot realiZe 
observation in a perfect dark ?eld and Would often encounter 
problems, such as decreases in sensitivity due to attenuation 
of light intensity. 

SUMMARY OF THE INVENTION 

It is accordingly an object of the present invention to 
provide a a processing method to form a microscopic 
multi-tip probe Whose inter-tip distance is on a sub-micron 
order, and to thereby provide such a microscopic multi-tip 
probe. Another object of the present invention is to provide 
an ultra-surface analyZing apparatus for analyZing the ultra 
surface of a semiconductor device, the apparatus of having 
a function of positioning that does not in?uence electricity 
measurement in an extremely small region using the micro 
scopic multi-tip probe. 
The multi-tip probe manufacturing method of the present 

invention comprises the steps of making a cantilever using 
lithographic techniques and forming microscopic electrodes 
at a distal end of the cantilever by sputtering and gas-assisted 
etching processing using a focused charge particle beam. 

This method of manufacturing a multi-tip probe of the 
present invention comprises the steps of, after making a 
cantilever using lithographic techniques, performing sepa 
ration so as to form a plurality of lead portions using 
lithographic techniques on the cantilever and forming a 
shunt area at the distal end, and processing the shunt area of 
the distal end using a focused charged particle beam using 
sputtering or gas-assisted etching, exposure to X-rays using 
a stopper, mask aligner, and Synchrotron Orbital Radiation 
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(SOR), or by electron beam rendering and etching so as to 
form microscopic electrodes. 

Further, the method of manufacturing a multi-tip probe of 
the present invention comprises the steps of, after making a 
cantilever using lithographic techniques, performing sepa 
ration so as to form a plurality of lead portions using 
lithographic techniques on the cantilever, and blasting the 
distal end of the cantilever With a source gas and irradiating 
With a focused charged particle beam so as to form micro 
scopic electrodes. 

In order to provide the surface characteristic analysis 
device of the present invention With functions Where the 
microscopic multi-tip probes are put into a non-contact state 
and an observed image is obtained for a sample surface 
using an AFM function, a measurement region is speci?ed 
from the observed image, and the multi-tip probes are 
positioned at the speci?ed regions and contact is made, drive 
means are provided for positioning probe positions of a 
cantilever having a microscopic multi-tip probe of a pitch of 
1|:lm or less at a distal end and a cantilever for AFM use 
having a dedicated probe at a distal end With a knoWn 
prescribed gap there betWeen and driving the probes inde 
pendently so as to be in contact/non-contact states With 
respect to the sample surface. 

One of a bi-metal actuator, a comb-shaped electrostatic 
actuator, or a pieZoelectric microactuator is adopted as the 
mesas for driving in a contact/non-contact state. 
A self-detecting method Where a strain gauge is installed 

at the cantilever is adopted to enable measurement in a dark 
?eld state. 

A multi-tip probe of the present invention comprises a 
cantilever formed using lithographic techniques, a plurality 
of lead portions formed on the cantilever, and a plurality of 
electrodes connected to each of the lead portions so that the 
pitch betWeen the electrodes is narroWer than pitch betWeen 
the lead portions. 

The multi-tip probe of the present invention may have a 
con?guration provided With a conveX bank at the region 
Where the electrode of the cantilever are formed or may be 
provided With probes at the electrodes. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a vieW shoWing an embodiment according to the 
present invention in Which an elongated cantilever according 
to the present invention and its base portion are fabricated; 

FIG. 2A is an enlarged vieW of a distal end portion of the 
cantilever fabricated by lithography, and FIG. 2B is a vieW 
shoWing a microscopic probe tip formed by the etching 
process utiliZing an FIB apparatus; 

FIG. 3 is a vieW shoWing another embodiment in Which 
an elongated cantilever according to the present invention 
and its base portion are fabricated; 

FIG. 4A is an enlarged vieW of a distal end portion of the 
cantilever fabricated by lithography, and FIG. 4B is a vieW 
shoWing a microscopic probe tip formed by the CVD 
process according to an FIB apparatus; 

FIGS. 5A—5D are vieWs shoWing still another embodi 
ment in Which vertically directed needle-shaped probe tips 
are formed on a comb-shaped electrode by the CVD process 
according to an FIB apparatus; 

FIG. 6 is a vieW shoWing a microscopic probe tip formed 
in a resilient shape by the CVD process according to an FIB 
apparatus; A shoWs a boW type, B shoWs a coil type; 

FIGS. 7A—7G are vieWs shoWing a further embodiment in 
Which a saddle-back-shaped conveX bank is formed on a 
distal end portion of a cantilever to stabiliZe the contact With 
a sample; 
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4 
FIG. 8 is a vieW shoWing another embodiment in Which 

a cantilever having on its distal end portion four analysis 
dedicated microscopic probe tips and an A cantilever having 
on its distal end portion an AFM probe tip are juxtaposed in 
a manner that the respective probe tips are close to each 
other. 

FIG. 9A is a vieW shoWing a relation of contact in Which 
the four analysis-dedicated microscopic probe tips and the 
AFM probe tip are in contact With a sample, FIG. 9B is a 
vieW shoWing the AF M probe tip moved to a raised position, 
FIG. 9C is a vieW shoWing the four microscopic probe tips 
in contact With the sample, and FIG. 9D is an enlarged vieW 
of the distal end portions of the tWo cantilevers; 

FIGS. 10A—10B are vieWs shoWing a correlation betWeen 
the inter-probe tip distance and the depth of detection to a 
sample; and 

FIG. 11 is a vieW shoWing a basic construction of an FIB 
apparatus used in the present invention. 

DETAILED DESCRIPTION OF THE PRESENT 
INVENTION 

In a scanning tunnel microscope according to the four-tip 
probe method to be used for semiconductor process 
evaluation, there is the correlation shoWn in FIGS. 10A and 
10B betWeen the inter-tip distance and the depth of probing 
into a sample, as described above. Moreover, in order to 
obtain information of an ultra surface, it is essential to 
arrange the probe tips at the corresponding narroW distance 
as shoWn in FIG. 10B of the ?gure. In the related art, there 
is a limit in processing, and as the diameter of the individual 
probe tip is restricted, an 8 pm pitch electrode is reported. 
However, a probe having an inter-tip distance on the order 
of sub-microns cannot be manufactured. Consequently, the 
present invention is intended ?rstly to fabricate a cantilever 
by the related method and then to form a probe having a 
microscopic inter-tip distance by processing a distal end 
portion of the cantilever utiliZing nano-processing technol 
ogy. 

For eXample, according to one technique, a single micro 
cantilever is fabricated by coating a substrate of silicon With 
a conductive thin ?lm or by implanting ions into a substrate 
to make the substrate conductive. The resulting micro can 
tilever has a multi-tip conductive portion Whose tips are 
spaced one from another and a shunt area formed on a distal 
end portion of the cantilever into Which area the tips of the 
conductive portion merge. In order to obtain a less than 1 pm 
tip pitch, comb-shaped electrodes that are separated from 
each other are formed in the shunt area of the distal end 
portion of the cantilever by an etching process, such as 
sputter etching or gas assist etching using, for eXample, a 
focused ion beam (FIB) apparatus. The comb-shaped elec 
trodes are used as a multi-tip probe. According to another 
technique, a single cantilever having a multi-tip conductive 
portion Whose tips are spaced one from another and a 
non-conductive area formed at a distal end portion of the 
cantilever is fabricated using photolithographic processes. 
Further, the above-described structure is obtained by depos 
iting metal or carbon on the distal end portion of the 
cantilever, Which is Wired by a patch process, at desired 
distances by chemical vapor deposition (CVD) using an FIB 
apparatus. The microscopic multi-tip conductive portions 
may be formed by making the silicon, i.e. the cantilever, 
conductive using ion implantation techniques through irra 
diation With a beam rather than by CVD. It is possible to 
make processing time shorter by making lead portions that 
are not required in the microscopic processing as conductors 
for use With the multi-tip probe etc. in advance. 
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In another alternative, a needle-shaped electrode may be 
manufactured Which is comprised of not only the comb 
shaped electrode, but also by laminating or depositing a 
conductive substance (such as carbon or tungsten) on the 
distal end portion of the electrode. This electrode can make 
contact With a sample in an improved manner. In the 
manufacture of the electrode by processing the deposited 
metal using an FIB apparatus, an ultra-microscopic multi-tip 
probe Whose inter-tip distance is several hundreds to several 
nm can be formed With ease, depending on the metal ?lm 
thickness. In the foregoing description, an FIB is used as a 
source of a charged particle beam. Alternatively, hoWever, 
the processing, Which is gas assist etching or CVD, may be 
realiZed using an apparatus using an electron beam. 

Further, for analyZing the outermost or uppermost surface 
of a device, it is essential to specify the position of the device 
surface. Conventionally, the positioning is carried out by 
obtaining an observed image of the device surface of a 
sample on an optical microscope. HoWever, because a 
measuring region is extremely small, specifying the device 
surface position using an optical microscope is dif?cult to 
achieve, requiring, as an alternative means, a neW observa 
tion technique, such as a high-resolution scanning electron 

microscope (SEM) or an atomic force microscope When an SEM is used, electrons are irradiated to a sample 

alWays during observation as mentioned above. This Would 
be a cause for noise so that accurate measurement of 
electricity cannot be performed. For this reason, this type of 
surface observation apparatus is inconvenient to use. When 
an observed image is obtained by an AF M, a laser to be used 
for measurement of displacement and serving as an eXcita 
tion energy source Would cause surface atoms to take on an 
eXcited state. In the present invention, as a solution to this 
problem, an AFM not using a laser, namely, a method of 
detecting displacement of a device surface using a cantilever 
With a strain gauge adhered thereto. As a solution to the 
above-mentioned problem that impedes accurate measure 
ment for reasons, such as (1) it is dif?cult to perform image 
analysis from signals detected by a plurality of probe tips 
arranged in a roW and (2) the image is contaminated or 
otherWise damaged by scanning, the present invention pro 
vides a single-tip probe dedicated to surface observation, in 
addition to a multi-tip probe dedicated to surface analysis, 
and also provides such a mechanism that, during scanning 
With the surface-observation-dedicated single-tip probe to 
obtain an observed image, a multi-tip probe serving as the 
surface-analysis dedicated probe assumes a non-contact 
state to prevent adhesion of contaminant or other damage, 
and it is possible for both probes to independently adopt 
contact or non-contact positions. As this mechanism, a 
cantilever may be moved upWards and doWnWards by a 
temperature-controlled bimetal-type actuator, a comb 
shaped electrostatic actuator, or a pieZoelectric micro 
actuator. 

First Embodiment 
One embodiment Will noW be described in Which a 

four-tip probe is manufactured by a technique according to 
the present invention. Using a silicon substrate as a starting 
material, an elongated cantilever 1 of a 16 pm Width, Which 
is shoWn in FIG. 1, and its base portion 2 are fabricated by 
lithography. Four lead paths 3 serving as prospective probe 
tips are patterned in platinum ?lm at distances of 35 pm 
apart in the base portion 2 and at distances of 3.4 pm apart 
in the cantilever 1. The material of the lead paths 3 may 
alternatively be a different metal, such as aluminum or 
tungsten. The distal end portion of the resultant cantilever 1 
is shoWn in enlarged scale in FIG. 2A. As is understood from 
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6 
FIG. 2a, the distal end portion of the cantilever 1 is tapered 
and, the individual lead paths 3 formed thereon by patterning 
eXtend to and terminate in a shunt area 4 serving as a 
common conductive portion. Using an FIB apparatus, the 
resulting distal end portion is microscopically processed to 
achieve the shaping and processing of four probe tips spaced 
at sub-micron distances. This sputter etching may include 
removing only the platinum ?lm or may include removing 
the platinum ?lm together With silicon substrate portions in 
a comb-shaped pattern to facilitate contact With a sample 
surface. 
The basic construction of an FIB apparatus to be used in 

the present embodiment is shoWn in FIG. 11. The FIB 
apparatus focuses ions, Which are derived from an ion source 
71, into a focused ion beam by an ion optical system 73 and 
irradiates a sample surface 79 With the focused ion beam 72. 
As the position to be irradiated is controlled by a de?ector 
77, electrons or secondary ions are emitted from the irradi 
ated sample surface 79 and then detected by a secondary 
charged particle detector 78. The detected secondary 
charged particles are dependent on the sample surface mate 
rial of an FIM-irradiated beam spot. Therefore, When the 
irradiated position is scanned tWo-dimensionally, a micro 
scopic image of the sample surface can be obtained by 
combining the position information and the detection infor 
mation by a computer 76 and displaying the result of this 
combining on a display 75. This is the function of a scanning 
microscope according to an FIB apparatus. The process in 
Which the material of a sample surface is etched by irradi 
ating the sample surface With the FIB is a sputter etching 
function, and the process in Which the material of a sample 
surface is etched as a chemical reaction is facilitated by 
irradiating the FIB to the sample surface While spraying an 
assist gas from a gas gun 74 is a gas assist etching function. 
Further, the process in Which a material is deposited on a 
sample surface by irradiating With the FIB While spraying a 
raW material gas from a gas gun is a Chemical Vapor 
Deposition (CVD) function. 

In the present invention, using an FIB apparatus equipped 
With these functions, a microscopic image of the distal end 
portion of the above-mentioned cantilever 1 is obtained. As 
a result, the microscopic image shoWn in FIG. 2A is 
obtained. Namely, position information about the distal end 
portion of the cantilever 1 and pattern information about the 
shunt area 4 of the distal end portion are obtained. In the 
present embodiment, on the basis of this position 
information, the distal end portion is shaped into a rectan 
gular projection 5 of 3.6 pm in Width and 2.5 pm in length, 
as shoWn in FIG. 2B, using the sputter etching function of 
the FIB apparatus. Further, using the same sputter etching 
function of the FIB apparatus, the rectangular projection 5 is 
processed, and the conductive portion of the shunt area 4 is 
etched in such a manner that electrodes 6 spaced one from 
another by 0.8 pm distance are left un-etched. As a result, a 
microscopic electrodes 6 and lead paths 31, one connecting 
each microscopic electrode 6 and the respective lead path 3, 
are formed. By carrying out the sputter etching process of 
the FIB apparatus, the four-tip probe shoWn in FIG. 2B is 
formed on the distal end portion of the cantilever. 
Alternatively, the same shaping may be achieved by the gas 
assist etching process of the FIB apparatus instead of the 
sputter etching process of the FIB apparatus. In this 
alternative, the assist gas comprises a halogen such as 
chlorine. 

It is possible for the pattern-forming process of the shunt 
area 4 to be carried out using eXposure to X-rays using a 
stopper, mask aligner, and SOR, or by electron beam ren 
dering and etching. 
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Second Embodiment 
Another embodiment Will noW be described in Which a 

four-tip probe is manufactured by another deposition tech 
nique of the present invention using an FIB apparatus. Using 
a silicon substrate as a starting material, an elongated 
cantilever 1 of a 16 pm Width, Which is shoWn in FIG. 3, and 
its base portion 2 are fabricated by lithography. Four lead 
paths 3, serving as prospective probe tips, are patterned at a 
spacing of 35 pm in the base portion 2 and at a spacing of 
3.4 pm at the cantilever 1. The distal end portion of the 
resultant cantilever 1 is shoWn in enlarged scale in FIG. 4A. 
As is understood from FIG. 4A, the distal end portion of the 
cantilever 1 is tapered and the individual lead paths 3 formed 
by patterning eXtend to and terminate in the distal end 
portion. The present embodiment is similar to the previous 
embodiment eXcept that no conductive shunt area is formed. 
Using an FIB apparatus, the resulting distal end portion is 
microscopically processed to achieve the shaping and pro 
cessing of four probe tips spaced at sub-micron distances. 

In the present embodiment, using an FIB apparatus, a 
microscopic image of the distal end portion of the above 
mentioned cantilever 1 is obtained. As a result, the micro 
scopic image shoWn in FIG. 4A is obtained. Namely, posi 
tion information about the distal end portion of the 
cantilever 1 and position information about the terminal 
portion of the lead paths 3 at the distal end portion are 
obtained. In the present embodiment, on the basis of this 
position information, a conductive portion of the shunt area 
4 is deposited on the distal end portion of the cantilever 1 as 
shoWn in FIG. 4B, using the CVD function of an FIB 
apparatus, so as to form electrodes spaced from one another 
by a distance of 0.8 pm and lead paths 3 connecting parallel 
microscopic electrodes 6, and the microscopic electrodes 6 
and a terminal portion of the respective lead path 3. Using 
phenanthrene as raW material gas ?lled in a gas gun, the 
microscopic electrodes 6 and the lead paths 31 are formed in 
carbon ?lm on a silicon substrate. Further, the shaping by 
deposition is carried out in such a manner that the end 
portions of the microscopic electrodes 6 are extended. Thus, 
a four-tip probe shoWn in FIG. 4B is formed on the distal end 
portion of the cantilever 1 by the CVD process of an FIB 
apparatus. 
Third Embodiment 

Another embodiment, unlike the previously mentioned 
embodiment using only a comb-shaped electrode, Will noW 
be described in Which, in order to improve the ease of 
contact With a sample, a needle-shaped electrode is formed 
by laminating and depositing a conductive substance (such 
as carbon or tungsten) on the distal end portion of each 
electrode by the CVD process using an FIB apparatus. FIG. 
5 shoWs the processing procedures of the present 
embodiment, Where FIG. 5A shoWs a state before the 
processing, and FIGS. 5B, 5C and 5D respectively shoW the 
states after FIB processes 1, 2 and 3. As shoWn the process 
ing procedures of the present embodiment are substantially 
similar to those of the previously mentioned embodiment 
With the exception of FIB process 3. Namely, What is shown 
in FIG. 5A is an elongated cantilever 1 fabricated by 
lithography and having four-needle lead paths 3 patterned in 
platinum ?lm. In FIB process 1, the distal end portion of the 
cantilever 1 is scaled by sputter etching using an FIB 
apparatus, thereby forming a rectangular projection 5. 
Notably, this process is not absolutely essential and may be 
omitted. Namely, the processing procedure may advance to 
the CVD process as With Embodiment 2, skipping FIB 
process 1. In FIB process 2, lead paths 31 connecting each 
microscopic electrode 6 and the respective lead path 3 are 
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8 
microscopically formed on the distal end portion by the 
CVD process using an FIB apparatus, thereby shaping 
microscopic electrodes 6 spaced one from another by a 
sub-micron distance. Then, in FIB process 3, a vertically 
directed needle 61 is formed on each microscopic electrode 
6 of the distal end portion further by the CVD process using 
an FIB apparatus. Because the thus formed needle 61 
contacts a sample surface, the present embodiment can 
improve the ease of contact With a sample surface as 
compared to Embodiment 2 using only the comb-shaped 
electrode. The forming of the vertically directed needle 61 
on each microscopic electrode 6 by the CVD process using 
an FIB apparatus an be applied to the forming of micro 
scopic probe tips 6 in a spaced manner by etching a shunt 
area 4. 

HoWever, the needles 61 of the thus formed four micro 
scopic electrodes 6 Would tend to cause erroneous conduc 
tion as they cannot uniformly contact a sample due to their 
various heights, and Would tend to cause different contact 
resistances due to various contact pressures. To avoid these 
problems, in the present embodiment, the resilient probe 62 
is formed in a boW shape shoWn as electrode in FIG. 6A, 
thereby having such a resilient structure that uniform contact 
pressure can be eXerted on every probe tip. Alternatively, the 
shape of the resilient probe 62 may be achieved by a coil 
shape shoWn in FIG. 6B. As a result, some variation in 
height is alloWed, so that the ease of manufacture of probe 
tips can be increased drastically. 
Embodiment 4 
A still further embodiment Will noW be described in 

Which, When an elongated cantilever 1 is fabricated by 
lithography, a conveX bank 11 is formed on the distal end 
portion of the cantilever 1 and four-probe-tip lead paths 3 are 
patterned in platinum ?lm on the resulting cantilever 1, 
thereby causing uniform contact pressure to be eXerted on 
every probe tip. FIGS. 7A—7G shoW this processing proce 
dure. What is shoWn prior to processing is the cantilever 1 
fabricated by lithography. A cross-sectional vieW taken 
along A—A‘ that is a plan vieW of FIG. 7A is shoWn in FIGS. 
7D and 7E, the bank 11 being the distal end portion of the 
cantilever 1 is partially scaled by sputter etching using an 
FIB apparatus, thereby forming a rectangular projection 5. 
As is noted from FIG. 7E, in the resulting cantilever 11, a 
saddle-back-shaped conveX bank 11 is left un-scaled on the 
rectangular projection 5. In FIB process 2 shoWn in FIG. 7F 
and FIG. 7G, lead paths 31 connecting each microscopic 
electrode 6 and the respective lead path 3 are microscopi 
cally formed on the distal end portion by the CVD process 
using an FIB apparatus, thereby forming four probe tips 
spaced one after another by a sub-micron distance. As is 
apparent from FIG. 7G, the microscopic electrodes 6 are 
deposited on the surface of the saddle-back-shaped conveX 
bank 11 and hence have a saddle-back shape. Therefore, 
When the resulting cantilever 1 is brought close to a sample 
surface, the crest of the saddle-back comes into contact With 
the sample surface. In the case of the present embodiment, 
if the crest of the bank 11 at the distal end portion of the 
cantilever 1 is uniformly formed as the original cantilever 1 
is fabricated by lithography, the conveX portion of the 
microscopic electrodes 6 also are uniform in height, thereby 
causing a stabiliZed contact relation betWeen the sample 
surface and the plural microscopic electrodes 6. 
Alternatively, the bank 11 at the distal end portion of the 
cantilever 1 may be formed by reactive dry etching or Wet 
etching. Further, the forming of such a bank 11 on the distal 
end portion of the cantilever 1 can be applied to the forming 
of the cantilever having on its distal end portion a shunt area 
4. 
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Embodiment 5 
An embodiment of a surface characteristic analysis appa 

ratus according to the present invention Will noW he 
described in Which the apparatus is equipped With a probe of 
an atomic force microscope (AFM) so as to have a function 
of positioning the measuring point on an object surface. As 
shoWn in FIG. 8, a cantilever 1 having on its distal end 
portion four microscopic analyZing probe tips 6 and an AF M 
cantilever 8 having on its distal end portion AFM probe tips 
9 are juxtaposed in such a manner that the probe tips are 
close to the probe tips 9. The distal end portions of the tWo 
juxtaposed cantilevers are shoWn, on an enlarged scale, in 
FIG. 9D. As is noted from FIG. 8, in the present invention, 
a pair of pads 10, 10‘ are formed one on each side of the base 
portion of the AFM cantilever 8. When the pads 10, 10‘ are 
heated, the AFM cantilever 8 is retracted upWard by a 
bimetal effect. While the pads 10, 10‘ are not heated, the 
distal end portions of the AFM probe tips 9 come into 
contact With a sample surface and, at that time, the distal end 
portions of the four microscopic probe tips 6 are moved 
aWay from the sample surface. To keep this posture, it is 
essential to select the heights of the AFM probe tips 9 to 
meet the undulation of a sample. Generally, 5 pm to 20 pm 
is appropriate for the heights. When the pads 10, 10‘ are 
heated to retract the cantilever 8 upWard by bimetal effect, 
the distal end portions of the AFM probe tips 9 are retracted 
to a position above the distal end portions of the four 
microscopic probe tips 6 as shoWn in FIG. 9B. At that time, 
the distal end portions of both the probe tips 6, 9 assume a 
non-contact state With respect to a sample surface. Then, by 
moving a sample stage (not shoWn) in the Z (upWard) 
direction, an adjustment is made in such a manner that the 
four microscopic probe tips 6 comes into contact With the 
sample at an appropriate pressure, as shoWn in FIG. 9C. The 
contact pressure at that time is detected by a strain gauge 
mounted on the cantilever 1. The amount of displacement to 
retract must be the height of the probe tip 9+ot. Generally, 0t 
is over 1 pm. This is true because, When the four microscopic 
probe tips 6 are brought into contact With a sample surface 
at a predetermined pressure, possible deformation of the 
cantilever 1 is considered. If the AFM-cantilever detection 
method is of a self-detection type in Which a strain gauge is 
built in the cantilever body instead of the light leverage 
method using laser light, possible errors due to excitation in 
this detection and the retraction of the distal end portion can 
be avoided by observation and measurement in dark ?eld. 
Further, as a secondary effect, according to the conventional 
light leverage method, in the case of, for example, a multi 
cantilever structure like the present embodiment, laser posi 
tion detection systems equal or near in number to the plural 
cantilevers are required, Which Would be very complex in 
apparatus construction and very meticulous and laborious in 
use such as laser positioning. On the contrary, according to 
the self-detection method, the apparatus can be constructed 
With maximum ease, only requiring a plurality of electrical 
signal outputs. 

The operation of the apparatus according to the present 
embodiment Will noW be described. Firstly, the cantilevers 
assume a non-heated state, namely, the distal end portion of 
the AFM probe tip 9 are brought into contact With a sample 
surface and the distal end portions of the four microscopic 
probe tips 6 are brought aWay from the sample surface. In 
this state, the sample surface is scanned tWo-dimensionally 
to obtain a three-dimensional image of the sample surface. 
This operation is similar to that of the ordinary scanning 
probe microscope. The sample’s position to be measured is 
selected and speci?ed from the obtained three-dimensional 
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image in such a manner that the distal end portions of the 
four probe tips 6 comes to a designated position. Because the 
distal end portions of the four microscopic probe tips 6 are 
spaced a predetermined distance from the distal end portion 
of the AFM probe tip 9, such drift has to be corrected on the 
coordinate. The sample stage is driven in X and Y directions 
in such a manner that the distal end portion of the AFM 
probe tip 9 comes to a position deviated from the speci?ed 
measured position by the amount of the drift. As a result, the 
distal end portions of the four probe tips 6 come to the 
designated position. Subsequently, the pads 10, 10‘ are 
heated as shoWn in FIG. 9B to cause the cantilever 8 to 
retract upWard and, then, the sample stage is moved in the 
Z (upWard) direction to make an adjustment such that the 
four microscopic probe tips 6 come into contact With the 
sample at an appropriate pressure. The contact pressure at 
that time is monitored by the strain gauge mounted on the 
cantilever 1. When it is recogniZed that a constant pressure 
is exerted on the sample, the four-probe-tip measurement is 
started to obtain data at that position. 
Advantageous Results 

The micro cantilever manufacturing method according to 
one aspect of the present invention comprises the steps of 
fabricating a cantilever having a plurality of lead portions 
spaced one from another and a shunt area formed at a distal 
end portion of the cantilever by a micro cantilever fabrica 
tion technique utiliZing lithography, and forming a probe on 
the cantilever by processing the shunt area of the distal end 
portion of the cantilever by sputtering or gas assist etching 
using a beam of focusing charged particles. According to 
another aspect of the present invention, the method com 
prises the steps of fabricating a cantilever having a plurality 
of lead portions spaced one from another, by a micro 
cantilever fabrication technique utiliZing lithography, and 
forming a probe on the cantilever by CVD Which irradiates 
a beam of focused charged particles to the distal end portion 
of the cantilever While spraying a gas of raW material 
thereto. Therefore, it is possible to easily obtain electrical 
information of microscopic portions and ultra-surface, 
Which Was impossible in the conventional art. In the method 
of manufacturing a microscopic multi-probe according to 
the present invention, because the probe tips are formed into 
a resilient structure by CVD, some variation in height of the 
probe tips are alloWed, thereby increasing the easiness of the 
probe tip fabrication drastically. 

The surface characteristic analyZing apparatus according 
one aspect of the present invention comprises ?rst a micro 
cantilever having on its distal end portion a microscopic 
multi-tip probe, an AFM-dedicated micro cantilever having 
on its distal end portion a dedicated microscopic multi-tip 
probe; the AF M-dedicated micro cantilever being spaced by 
a knoWn, predetermined distance from the ?rst micro 
cantilever, and means for driving the tWo micro cantilevers 
independently of each other into contact/non-contact states 
With respect to a sample. Therefore, the apparatus has the 
functions of obtaining an observed imaged of a sample 
surface by an AFM With the microscopic multi-tip probe in 
a non-contact state, determining a measuring region from 
the observed image, positioning the microscopic multi-tip 
probe in the determined measuring region and bringing the 
microscopic multi-tip probe into contact With the determined 
measuring region. Even in electricity measurement at an 
arbitrary position (e.g., a Wiring portion) Where positioning 
Was dif?cult to take place on a conventional optical 
microscope, accurate measurement of electricity can be 
achieved by an array probe that can be combined With AF M. 
Further, the means for driving the cantilevers betWeen a 
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contact state and a non-contact state can be achieved With 
ease by employing a temperature-controlled bimetal-type 
actuator, a comb-shaped electrostatic actuator, or a pieZo 
electric micro-actuator. Furthermore, by using the self 
detection method in Which a strain gauge is mounted on the 
cantilever, electricity measurement in perfect dark ?eld can 
be realiZed. 
What is claimed is: 
1. A method of manufacturing a multi-tip probe compris 

ing the steps of: 
forming a cantilever using photolithographic techniques; 
forming a plurality of lead portions along the cantilever 

and Which terminate in a conductive shunt area at a 
distal end of the cantilever; and 

forming a plurality of electrodes at the conductive shunt 
area by sputtering or gas-assisted etching of the con 
ductive shunt area using a focused charged particle 
beam. 

2. Amethod of manufacturing a multi-tip probe according 
to claim 1; Wherein the plurality of electrodes are spaced 
apart from one another at a spacing of less than one micron. 

3. A method of manufacturing a multi-probe according to 
claim 1; further comprising the step of forming a needle 
shaped probe on a distal end of each of the electrodes by 
chemical vapor deposition using a focused ion beam device. 

4. Amethod of manufacturing a multi-tip probe according 
to claim 3; Wherein the step of forming a needle-shaped 
probe further comprises the step of forming the needle-shape 
probe With a curved structure so as to have resilience. 

5. Amethod of manufacturing a multi-tip probe according 
to claim 1; Wherein the step of forming the cantilever using 
photolithographic techniques includes the step of forming a 
convex portion at the distal end of the cantilever; and the 
step of forming a plurality of electrodes on the cantilever 
comprises forming the plurality of electrodes on the conveX 
portion. 

6. A method of manufacturing a multi-tip probe compris 
ing the steps of: 

forming a cantilever using photolithographic techniques; 
forming a plurality of lead portions along the cantilever; 

and 
forming a plurality of electrodes at the distal end of the 

cantilever by irradiating the distal end of the cantilever 
With a focused charged particle beam While bloWing a 
source gas toWard the distal end. 

7. A method of manufacturing a multi-tip probe compris 
ing the steps of: 

providing a cantilever having a distal end portion on 
Which is formed a conductive ?lm; and 

dividing the conductive ?lm into a plurality of electrodes 
by sputter etching or gas-assisted etching of the con 
ductive ?lm using a focused charged particle beam 
thereby forming a multi-tip probe. 

8. Amethod according to claim 7; Wherein the plurality of 
electrodes have distal ends spaced apart less than one micron 
from one another. 

9. A method according to claim 8; Wherein the providing 
step comprises providing a cantilever, and forming a plu 
rality of conductive ?lm lead portions eXtending lengthWise 
along the cantilever and terminating at a distal end portion 
thereof in a common conductive ?lm. 

10. A method according to claim 9; Wherein the conduc 
tive ?lm lead portions and the common conductive ?lm are 
formed by lithography. 

11. Amethod according to claim 9; further comprising the 
step of forming a needle-shaped probe on a distal end of 
each of the electrodes. 

12. A method according to claim 11; Wherein each needle 
shaped probe has a curved shape. 
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13. A method according to claim 9; Wherein the dividing 

step comprises dividing the common conductive ?lm into a 
plurality of electrodes by sputter etching the common con 
ductive ?lm using a focused charged particle beam. 

14. A method according to claim 9; Wherein the dividing 
step comprises dividing the common conductive ?lm into a 
plurality of electrodes by sputter etching the common con 
ductive ?lm using a focused charged particle beam While 
directing an assist gas toWard the distal end portion of the 
cantilever. 

15. A method according to claim 8; Wherein the plurality 
of electrodes comprises four electrodes. 

16. A method according to claim 8; Wherein the conduc 
tive ?lm is formed of one of platinum, aluminum and 
tungsten. 

17. Amethod according to claim 7; Wherein the providing 
step comprises providing a cantilever, and forming a plu 
rality of conductive ?lm lead portions eXtending lengthWise 
along the cantilever and terminating at a distal end portion 
thereof in a common conductive ?lm. 

18. A method according to claim 17; Wherein the con 
ductive ?lm lead portions and the common conductive ?lm 
are formed by lithography. 

19. A method according to claim 7; further comprising the 
step of forming a needle-shaped probe on a distal end of 
each of the electrodes. 

20. Amethod according to claim 19; Wherein each needle 
shaped probe has a curved shape. 

21. A method according to claim 7; Wherein the dividing 
step comprises dividing the common conductive ?lm into a 
plurality of electrodes by sputter etching the common con 
ductive ?lm using a focused charged particle beam. 

22. A method according to claim 7; Wherein the dividing 
step comprises dividing the common conductive ?lm into a 
plurality of electrodes by sputter etching the common con 
ductive ?lm using a focused charged particle beam While 
directing an assist gas toWard the distal end portion of the 
cantilever. 

23. Amethod according to claim 7; Wherein the electrodes 
eXtend generally parallel to one another and are spaced apart 
from one another at a spacing less than one micron. 

24. A method of manufacturing a multi-tip probe com 
prising the steps of: 

providing a cantilever having a distal end portion; 
forming a plurality of conductive lead portions eXtending 

lengthWise along the cantilever; and 
forming a plurality of electrodes on the distal end of the 

cantilever and in contact With respective ones of the 
conductive lead portions by irradiating the distal end 
portion of the cantilever With a focused charged particle 
beam While directing a source gas toWard the distal end 
portion thereby forming a multi-tip probe. 

25. Amethod according to claim 24; Wherein the plurality 
of electrodes have distal ends spaced apart less than one 
micron from one another. 

26. A method according to claim 25; further comprising 
the step of forming a needle-shaped probe on a distal end of 
each of the electrodes. 

27. Amethod according to claim 26; Wherein each needle 
shaped probe has a curved shape. 

28. Amethod according to claim 24; Wherein the plurality 
of electrodes comprises four electrodes. 

29. A method according to claim 24; Wherein the elec 
trodes eXtend generally parallel to one another and are 
spaced apart from one another at a spacing less than one 
micron. 


