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(57) ABSTRACT 

ApoWer converter includes a shunt resistor constituted by a 
shunt resistance and a plurality of main electrodes made of 
a sheet-like resistive material. In the shunt resistor, plates 
loWer in volume electric resistivity than the resistive mate 
rial, higher in thermal conductivity than the resistive mate 
rial and thicker in thickness than the resistive material are 
?xedly attached by solder, to the side surfaces of the main 
electrodes opposite to the side surfaces With Which the main 
electrodes are ?xedly attached to an insulating layer. At least 
one plate main electrode for electrically connecting With 
main circuit Wiring is provided in each of the plates. At least 
one constricted portion is formed betWeen each of the plate 
main electrodes and the shunt resistance. Plate detection 
electrodes for detecting a voltage betWeen the opposite ends 
of the shunt resistance is provided on the plates near the 
shunt resistance portion. 

10 Claims, 9 Drawing Sheets 
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POWER CONVERTER WITH SHUNT 
RESISTOR 

BACKGROUND OF THE INVENTION 

The present invention relates to a power converter such as 
an inverter or a power storage, and particularly relates to a 
poWer converter of a pulse Width modulation control system 
With an electric current detector using a shunt resistor. 

Inverters have been used Widely for operating AC motors 
such as induction motors, and recently used also as control 
lers for poWer sources of carriages. Thus, the advantage of 
adjustable speed operation by using the inverters may be 
enjoyed sufficiently. 

For the control of an inverter, detection of a load current 
may be required. A hall element type current sensor 28 or a 
shunt resistor 13 With a detection circuit 18 has been 
conventionally adopted for the detection of the load current. 

The hall element type current sensor 28 is a current sensor 
in Which a hall element is provided in a part of an annular 
magnetic substance, and an electric Wire supplied With a 
load current is Wound around or passed through the mag 
netic substance so that magnetic ?uX generated by the load 
current is converted into a voltage by the hall element. In this 
case, there is a merit that a detection signal electrically 
isolated from an electric circuit Which is a target to be 
detected can be obtained. 

Similarly, the shunt resistor 13 and the detection circuit 18 
are de?ned as folloWs. That is, a resistor inserted in series 
into an electric circuit in Which a load current ?oWs is a 
shunt resistor. Avoltage drop appearing betWeen the oppo 
site terminals of the shunt resistor 13 due to the load current. 
In order to form a detection signal from the voltage drop, a 
circuit is used as the detection circuit 18. The shunt resistor 
13 With the detection circuit 18 can be provided With 
considerably loW cost. Thus, such circuits have been con 
ventionally used Widely. 

FIG. 11 shoWs an eXample of the background art in Which 
both the hall element type current sensor 28 and the shunt 
resistor 13 With the detection circuit 18 have been applied to 
a poWer converter of a PWM (Pulse Width Modulation) 
control system as a target. Here, both the hall element type 
current sensor 28 and the shunt resistor 13 With the detection 
circuit 18 are illustrated for the sake of description. Actually, 
it Will go Well if either the hall element type current sensor 
28 or the shunt resistor 13 With the detection circuit 18 is 
provided. 

In FIG. 11, a main circuit is constituted by a converter 
(poWer recti?cation portion) 14, an inverter (poWer inver 
sion portion) 15 of a PWM control system, and a smoothing 
capacitor 16. The converter 14 is constituted by a diode 
recti?er. DC poWer outputted from the converter 14 is 
supplied to the inverter 15. The capacitor 16 is connected to 
a DC circuit betWeen the converter 14 and the inverter 15. 

Then, When AC poWer is supplied to the converter 14 
from a commercial poWer source 29 as a poWer source, DC 
poWer smoothed by the capacitor 16 is supplied to the 
inverter 15. Here, semiconductor sWitching devices 5 rep 
resented by IGBTs (Insulated Gate Bipolar Transistors) in 
the inverter 15 are PWM-controlled so that the DC poWer is 
converted into AC poWer With a speci?c voltage and a 
speci?c frequency. As a result, poWer With a variable voltage 
and a variable frequency is supplied to a load such as an 
induction motor. 
As shoWn in FIG. 12, also in a poWer converter in Which 

DC poWer outputted by a poWer storage 30 such as a battery 
is supplied to the inverter 15, semiconductor sWitching 
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2 
devices 5 of the inverter 15 are PWM-controlled in the 
aforementioned manner so that DC poWer is converted into 
AC poWer With a speci?c voltage and a speci?c frequency. 
As a result, poWer With a variable voltage and a variable 
frequency is supplied to a motor 17 as a load, such as a 

poWer source for a carriage, a cooling fan of a cooler, a 
pump driving motor for circulating cooling Water, a hydrau 
lic pump driving motor for hydraulic apparatus, or a com 
pressor driving motor for an air conditioner. 

At this time, on (conduction) and off (interruption) of the 
semiconductor sWitching devices 5 in the inverter 15 are 
controlled in accordance With PWM signals by a computer 
19 through a driver circuit as shoWn in FIG. 11. To this end, 
the value of a current ?oWing in the motor 17 Which is a 
load, that is, the value of a load current is required for the 
control by the computer 19. 

To detect the value of the load current, there are tWo 
methods as described previously. That is, one is a method 
using the hall element type current sensor 28 and the other 
is a method using the shunt resistor 13 and the detection 
circuit 18. 

First, When the hall element type current sensor 28 is used, 
this current sensor is connected in series betWeen the 
inverter 15 and the motor 17 Which is a load. The detection 
result by the current sensor 28 is A/D converted and supplied 
to the computer 19. 

On the other hand, When the shunt resistor 13 and the 
detection circuit 18 are used, the shunt resistor 13 is con 
nected in series betWeen the capacitor 16 and the inverter 15. 
Avoltage drop appearing due to a load current ?oWing in the 
shunt resistor 13 is A/D converted through a ?lter, an 
ampli?er and so on, and supplied to the computer 19. The 
shunt resistor 13 may be connected in series betWeen the 
inverter 15 and the motor 17. 

The shunt resistor 13 is, generally, of a sheet-like resistive 
material 6 made of manganin material (alloy of copper and 
manganese) excellent in temperature characteristics. The 
sheet-like resistive material 6 is formed into a predetermined 
shape by punching or by etching after ?Xed attachment to an 
insulating layer 4. Ashunt resistance 8, main electrodes 7 for 
making a load current ?oW into the shunt resistance 8, and 
detection electrodes 31 for detecting a voltage generated in 
the shunt resistance 8 are formed from the same resistive 
material. As shoWn in FIGS. 13A and 13B, the shunt 
resistance 8, the main electrodes 7 and the detection elec 
trodes 31 are mounted on a heat radiating base plate 1 of a 
poWer module through the insulating layer 4. The heat 
radiating base plate 1 is superior in heat radiation charac 
teristics, and the semiconductor sWitching device 5 of the 
inverter 15 is mounted on the base plate 1. 

Heat generation in the shunt resistor 13 occurs in both the 
shunt resistance 8 and the main electrodes 7 because the load 
current ?oWs into the shunt resistance 8 and the main 
electrodes 7. The generated heat ?oWs into the heat radiating 
base plate 1 so that the temperature increase is suppressed. 

The length, Width and thickness of the shunt resistor 13 
using the sheet-like resistive material 6 are de?ned as 
folloWs. That is, the length direction of the shunt resistor 13 
is de?ned as the direction in Which a detection current ?oWs. 
The Width direction of the shunt resistor 13 is de?ned as the 
direction perpendicular to the length direction. The thick 
ness direction of the shunt resistor 13 is de?ned as the 
direction perpendicular to the insulating layer 4. 
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SUMMARY OF THE INVENTION 

In the background art, the hall element type current sensor 
28 or the shunt resistor 13 With the detection circuit 18 is 
used for PWM control of a poWer converter. HoWever, in the 
case of the hall element type current sensor 28, a compara 
tively expensive hall element and a large magnetic substance 
are required. Accordingly, there is a problem in cost reduc 
tion and miniaturiZation. 
On the other hand, the shunt resistor 13 and the detection 

circuit 18 can be constituted by small and inexpensive 
electronic parts. HoWever, the shunt resistor 13 and the 
detection circuit 18 are connected in series With a poWer line 
so as to detect a load current ranging from several amperes 
to several thousands of amperes. Thus, heat is generated. 
Although manganin material or the like having a loW rate of 
resistance temperature change is used to improve the accu 
racy, the resistivity of the manganin material is several tens 
of times as high as that of copper material. Thus, the 
resistance value is required to be made a minimum (about 
0.5—0.6 mQ) in order to suppress heat generation. When the 
sheet-like resistive material 6 is made thick and short, the 
bottom area of the resistive material is reduced. As a result, 
the heat radiation resistance increases to cause temperature 
increase. Further, heat is generated also in the shunt resis 
tance 8 and the main electrodes 7 for making the load current 
?oW into the shunt resistance 8. Thus, the amount of heat 
generated in the shunt resistor as a Whole is increased. 
Indeed such increase of the amount of heat generated in the 
shunt resistor as a Whole can be avoided by increasing the 
siZe of the main electrodes 7 to thereby increase the heat 
radiation area and reduce the thermal resistance. But the 
shunt resistor 13 and the detection circuit 18 cannot be made 
small in siZe and loW in cost. Thus, it is difficult to apply the 
shunt resistor 13 and the detection circuit 18 to a high 
capacity poWer converter. Further, the load current does not 
How into the shunt resistor 13 uniformly by electromagnetic 
induction caused by the layout of poWer Wiring to the shunt 
resistor 13. Thus, there arises a problem that heat generation 
is concentrated or the detection accuracy deteriorates. 
An object of the invention is to provide a poWer converter 

excellent in control characteristics, small in siZe and loW in 
cost, by use of an accurate and compact shunt resistor Whose 
thermal resistance is reduced so that the system for detecting 
a load current by the shunt resistor and a detection circuit 
can be applied to a high-capacity poWer converter, While the 
load current distribution in the shunt resistor is made uni 
form. 

The foregoing object is attained by a poWer converter in 
Which a load current is detected from the shunt resistor 13 
constituted by three parts, that is, the shunt resistance 8 and 
tWo main electrodes 7. In the poWer converter, the shunt 
resistance 8 and the main electrodes 7 are formed out of one 
and the same sheet-like resistive plate 6. One side of the 
shunt resistor 13 is ?xedly attached to the insulating layer 4. 
Sheet-like plates 9 are ?xedly attached to side surfaces of the 
main electrodes 7 opposite to the side surfaces With Which 
the main electrodes 7 are ?xedly attached to the insulating 
layer 4. Each of the plates 9 is loWer in volume electric 
resistivity than at least the sheet-like resistive plate 6 and 
thicker in thickness than the sheet-like resistive plate 6. Plate 
main electrodes 11 are provided on the plates 9, While plate 
detection electrodes 12 are provided on the plates 9 for 
detecting a voltage generated in the shunt resistance 8 and 
electrically connecting the detected voltage to another Wir 
ing. Accordingly, heat generated in the tWo main electrodes 
7 formed out of the same sheet-like resistive plate 6 as the 
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4 
shunt resistance 8 can be reduced on a large scale. Further, 
since the detection electrodes are provided on the plates 9 
having loW volume electric resistivity, the poWer converter 
can be made smaller in siZe and higher in accuracy. 
The foregoing object is attained by a poWer converter in 

Which a load current is detected from the shunt resistor 13 
constituted by three parts, that is, the shunt resistance 8 and 
tWo main electrodes 7. In the poWer converter, the shunt 
resistance 8 and the main electrodes 7 are formed out of one 
and the same sheet-like resistive plate 6. One side of the 
shunt resistor 13 is ?xedly attached to the insulating layer 4. 
Sheet-like plates 9 are ?xedly attached to the other surfaces 
of the main electrodes 7 respectively. Each of the plates 9 is 
loWer in volume electric resistivity and higher in thermal 
conductivity than at least the sheet-like resistive plate 6 and 
thicker in thickness than the sheet-like resistive plate 6. Plate 
main electrodes 11 are provided on the plates 9, While plate 
detection electrodes 12 are provided on the plates 9 for 
detecting a voltage generated in the shunt resistance 8 and 
electrically connecting the detected voltage to another Wir 
ing. Accordingly, heat generated in the shunt resistance 8 can 
be thermally transmitted and thermally diffused by use of the 
plates 9. Thus, the thermal resistance of the shunt resistor 13 
can be reduced. 
The foregoing object is attained by a poWer converter in 

Which a load current is detected from the shunt resistor 13 
constituted by three parts, that is, the shunt resistance 8 and 
tWo main electrodes 7. In the poWer converter, the shunt 
resistance 8 and the main electrodes 7 are formed out of one 
and the same sheet-like resistive plate 6. One side of the 
shunt resistor 13 is ?xedly attached to the insulating layer 4. 
Sheet-like plates 9 are ?xedly attached to the other surfaces 
of the main electrodes 7 respectively. Each of the plates 9 is 
loWer in volume electric resistivity and higher in thermal 
conductivity than at least the sheet-like resistive plate 6 and 
thicker in thickness than the sheet-like resistive plate 6. Plate 
main electrodes 11 are provided on the plates 9, While at 
least one constricted portion 23 for narroWing a current ?oW 
path is provided betWeen each of said main electrodes 11 for 
the plate main electrodes 11 and the shunt resistance 8 so as 
to be located in the plates 9 and the main electrodes 7. 
Accordingly, the How path of a load current in the respective 
plates 9 and the respective main electrodes 7 can be con 
trolled. Thus, the current density of the load current ?oWing 
into the shunt resistance 8 can be made uniform. 

Other objects, features and advantages of the invention 
Will become apparent from the folloWing description of the 
embodiments of the invention taken in conjunction With the 
accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1A and 1B are con?guration vieWs shoWing a shunt 
resistor according to a ?rst embodiment of the invention. 

FIG. 2 is a con?guration diagram for explaining a poWer 
converter using the shunt resistor according to the ?rst 
embodiment of the invention. 

FIG. 3 is a con?guration vieW shoWing a shunt resistor 
according to a second embodiment of the invention. 

FIG. 4 is a con?guration vieW shoWing a shunt resistor 
according to a third embodiment of the invention. 

FIG. 5 is a con?guration vieW shoWing a shunt resistor 
according to a fourth embodiment of the invention. 

FIG. 6 is a con?guration vieW shoWing a shunt resistor 
according to a ?fth embodiment of the invention. 

FIG. 7 is a con?guration vieW shoWing a shunt resistor 
according to a sixth embodiment of the invention. 
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FIG. 8 is a con?guration vieW showing a shunt resistor 
according to a seventh embodiment of the invention. 

FIG. 9 is a con?guration vieW shoWing a shunt resistor 
according to an eighth embodiment of the invention. 

FIG. 10 is a con?guration vieW shoWing a shunt resistor 
according to a ninth embodiment of the invention. 

FIG. 11 is a con?guration vieW shoWing a shunt resistor 
and a poWer converter using the shunt resistor according to 
the background art. 

FIG. 12 is a con?guration vieW shoWing a shunt resistor 
and a poWer converter using the shunt resistor according to 
the background art. 

FIGS. 13A and 13B are con?guration vieWs shoWing a 
shunt resistor according to the background art. 

DESCRIPTION OF THE EMBODIMENTS 

ApoWer converter according to the present invention Will 
be described beloW in detail along the embodiments illus 
trated in the draWings. 

FIGS. 1A and 1B shoW an example of a shunt resistor 13 
according to a ?rst embodiment of the invention. FIG. 2 
shoWs an example of the con?guration of a poWer converter 
using the shunt resistor 13 according to the ?rst embodi 
ment. A poWer converter is generally con?gured to have a 
main circuit constituted by a converter 14, an inverter 15 of 
a PWM control system, and a smoothing capacitor 16, as 
also shoWn in FIG. 11. The converter 14 is constituted by a 
diode recti?er. DC poWer outputted from the converter 14 is 
supplied to the inverter 15. The capacitor 16 is connected to 
a DC portion betWeen the converter 14 and the inverter 15. 

The shunt resistor 13 is generally inserted into Wiring for 
supplying poWer from the inverter 15 to an AC motor 17 as 
a load or inserted into Wiring for electrically connecting the 
capacitor 16 and the inverter 15. A voltage depending on a 
load current and the resistance value of the shunt resistor 13 
is transmitted to a computer 19 through a detection circuit 
18. On the basis of predetermined calculation in the com 
puter 19, semiconductor sWitching devices 5 are ON/OFF 
controlled so that the load current is controlled to have a 
speci?c value. 
A poWer converter in Which DC poWer outputted by a 

poWer storage 30 such as a battery is supplied to an inverter 
15 can be also arranged by connecting the poWer storage 30 
such as a battery similarly to the inverter 15 instead of the 
converter 14. 

The shunt resistor 13 is disposed in a poWer module on 
Which the semiconductor sWitching devices 5 as constituent 
parts of the inverter 15 are mounted. As shoWn in FIG. 13, 
a sheet-like resistive material 6 is ?Xedly attached to one 
side of an insulating layer 4. A shunt resistance 8, main 
electrodes 7 for making a load current ?oW into the shunt 
resistance 8, and further detection electrodes 31 for extract 
ing a voltage generated in the shunt resistance 8 are formed 
out of the sheet-like resistive material 6. Thus, the shunt 
resistor 13 is formed. Metal foil 3 is further ?Xedly attached 
to the side of the insulating layer 4 opposite to the side of the 
insulating layer 4 to Which the sheet-like resistive material 
6 is ?Xedly attached. The metal foil 3 is ?Xedly attached onto 
a heat radiating base 1 of the module by solder 2. Thus, the 
shunt resistor 13 is mounted on the heat radiating base 1. The 
main electrodes 7 provided in the shunt resistor 13 are 
plated, and Wiring such as aluminum Wires 10 is ?Xedly 
attached to the main electrodes 7. Thus, the main electrodes 
7 are electrically connected to Wiring constituting a main 
circuit of the inverter. Manganin material (alloy of copper 
and manganese), nichrome material, ethaverine material or 
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6 
the like, having a small temperature coefficient of resistance, 
is used as the sheet-like resistive material 6 used for the 
shunt resistor 13 in the same manner as in the background 
art shoWn in FIG. 13. 

Accordingly, the embodiment shoWn in FIGS. 1A, 1B and 
2 is different from the background art of FIGS. 11, 12, 13A 
and 13B in the folloWing point. That is, in the shunt resistor 
13 constituted by the shunt resistance 8 and the plurality of 
main electrodes 7 formed out of the sheet-like resistive 
material 6, plates 9 are ?Xedly attached by solder 2, to the 
side surfaces of the main electrodes 7 opposite to the side 
surfaces With Which the main electrodes 7 are ?Xedly 
attached to the insulating layer 4. Each of the plates 9 is 
loWer in volume electric resistivity than at least the sheet 
like resistive material 6, higher in thermal conductivity than 
at least the sheet-like resistive material 6, and thicker in 
thickness than at least the sheet-like resistive material 6. At 
least one plate main electrode 11 for electrically connecting 
With main circuit Wiring is provided on each of the plates 9, 
While plate detection electrodes 12 for detecting a voltage 
generated in the shunt resistance 8 are provided on the plates 
9 near the shunt resistance 8. Here, the plate thickness is 
thinned at places Where a current is concentrated, While the 
plate thickness is thickened at places Where a current does 
not ?oW. Thus, the current density in the plates 9 is made so 
uniform that the current distribution can be optimiZed. 

Thus, most of the load current supplied to the shunt 
resistor 13 ?oWs into the plates 9 having loW volume electric 
resistivity so that the load current passing through the main 
electrodes 7 made of the sheet-like resistive material 6 is 
reduced on a large scale. For eXample, assume that manga 
nin 0.1 cm thick and 1 cm Wide is used as the sheet-like 
resistive material 6, pure copper 0.2 cm thick and 1 cm Wide 
is used as the plates 9, general volume electric resistivity of 
manganin is 43 pQcm, and that of pure copper is 1.7 pQcm. 
In this case, the load current can branch to How into the 
plates 9 and the main electrodes 7 With the ratio of about 
50:1. 

Accordingly, heat generation in the main electrodes 7 can 
be reduced on a large scale. Thus, the ambient temperature 
of the shunt resistance 8 is reduced so that the temperature 
increase can be suppressed and the alloWable current to be 
detected can be eXtended easily. In addition, the radiator can 
be miniaturiZed so that a compact poWer converter can be 
provided. Thus, the conversion efficiency of the poWer 
converter is improved. Further, since the plate detection 
electrodes 12 are formed on the loW-resistive plates 9, the 
voltage of the shunt resistance 8 can be detected With high 
accuracy regardless of the shapes of the detection electrodes 
31. Thus, a high performance poWer converter can be 
provided. 

FIG. 3 shoWs an eXample of a shunt resistor according to 
a second embodiment of the invention. This embodiment is 
different from the embodiment described in FIG. 1 in the 
folloWing point. That is, at least one branch port 20 for 
branching a load current is provided in the shunt resistance 
8 in FIG. 1, and a plurality of shunt resistances 8 (?rst and 
second shunt resistances 21 and 22 in FIG. 3) separated by 
the branch portion 20 are connected in parallel through the 
plates 9. 

Thus, the distribution of the load current is made uniform 
by the plates 9 and the load current is branched equally to the 
respective shunt resistances 8 so that heat generation in the 
respective shunt resistances 8 is made uniform. In addition, 
the ?rst and second shunt resistances 21 and 22 are spaced 
so that heat generated in the respective shunt resistances is 
made easy to eXtend transversely. Thus, heat resistance can 
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be reduced so that the temperature increase in the ?rst and 
second shunt resistances 21 and 22 can be reduced. As a 
result, the maximum allowable load current value depending 
on the temperatures of the ?rst and second shunt resistances 
21 and 22 can be increased so that the poWer converter can 
be miniaturiZed. 

FIG. 4 shoWs an example of a shunt resistor according to 
a third embodiment of the invention. This embodiment is 
different from the embodiment described in FIG. 1 in the 
following point. That is, at least one constricted portion 23 
is provided betWeen each of the plate main electrodes 11 
provided on the plates 9 and the shunt resistance 8 in FIG. 
1. 

Unevenness of an electric current in the Wiring pattern in 
the poWer module or in a terminal block and aluminum Wire 
Wiring appears due to electromagnetic induction caused by 
mutual inductance among main circuit Wiring of the poWer 
converter, the Wiring pattern in the poWer module, the 
terminal block and the aluminum Wire Wiring, and the shunt 
resistor. Unevenness of an electric current also appears in the 
Wiring and the shunt resistor in the layout Where the Wiring 
is bent sharply near the shunt resistor. HoWever, When the 
constricted portion 23 is provided on the plate main elec 
trode 11 betWeen the plate main electrode 11 and the shunt 
resistance 8, the load current supplied from the plate main 
electrode 11 once ?oWs into the constricted portion 23 in a 
concentrated manner. Then, the load current passing through 
the constricted portion 23 is diffused on the plate 9 having 
loW volume electric resistivity. Thus, the current distribution 
becomes uniform immediately before the shunt resistance 8 
so that a uniform load current can be made to How into the 
shunt resistance 8. 

Here, the distribution of the current ?oWing into the shunt 
resistance 8 can be optimiZed by adjusting the distance 
betWeen the constricted portion 23 and the shunt resistance 
8, the distance betWeen the center of the constricted portion 
23 and the longitudinal center of the shunt resistance 8, and 
the Width and length of the constricted portion 23. 

Accordingly, lopsided heat generation can be prevented in 
the shunt resistance 8 so that local temperature increase can 
be avoided, and the maximum load current value depending 
on the temperature increase of the shunt resistance 8 can be 
increased Without changing the siZe of the shunt resistor 13. 
Thus, the poWer converter can be arranged by use of the 
compact shunt resistor 13 so that the poWer converter can be 
miniaturiZed. Further, since local temperature increase can 
be improved, the error of a shunt resistance value can be 
reduced so that the voltage of the shunt resistance 8 can be 
detected With high accuracy. Thus, a high performance 
poWer converter can be provided. 

Similar effect can be obtained When constrictions similar 
to the constricted portions 23 provided in the plates 9 are 
provided in the main electrodes 7. 

FIG. 5 shoWs an example of a shunt resistor according to 
a fourth embodiment of the invention. This embodiment is 
different from the embodiment described in FIG. 4 in the 
folloWing point. That is, at least one of the center positions 
of the constricted portions 23 provided in the plates 9 in FIG. 
4 is shifted from the same straight line. 

Thus, unevenness of an electric current appearing in 
respective Wires due to electromagnetic induction caused by 
mutual inductance among the Wiring in the poWer module 
and the shunt resistor, or unevenness of an electric current 
appearing in the Wiring and the shunt resistor in the layout 
Where the connection Wiring is bent sharply near the shunt 
resistor is recti?ed by use of the respective constricted 
portions provided in the respective plates 9. In this case, for 
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8 
example, the center of a ?rst constricted portion 241 pre 
pared in a ?rst plate 91 is disposed on the longitudinal center 
line of the shunt resistance 8 While a second constricted 
portion 242 prepared in a second plate 92 prepared on the 
opposite side of the shunt resistance 8 is disposed at a 
distance from the longitudinal center line. In such a manner, 
the current density of the shunt resistance 8 is made uniform. 
Thus, a current ?oWing lopsidedly is recti?ed to be uniform 
so that a load current With current density made uniform can 
be supplied to the shunt resistance 8. Accordingly, lopsided 
heat generation can be prevented in the shunt resistance 8 so 
that temperature unevenness in the shunt resistance 8 can be 
reduced, and hence local temperature increase can be 
reduced. Thus, the maximum alloWable load current value 
can be increased so that the poWer converter can be minia 
turiZed by the compact shunt resistor 13. Further, the error 
of a shunt resistance value can be reduced so that the voltage 
of the shunt resistance 8 can be detected With high accuracy. 
Thus, a high performance poWer converter can be provided. 

Similar effect can be obtained When constrictions similar 
to the constricted portions 23 provided in the plates 9 are 
provided in the main electrodes 7. 

FIG. 6 shoWs an example of a shunt resistor according to 
a ?fth embodiment of the invention. This embodiment is 
different from the embodiment described in FIG. 4 in the 
folloWing point. That is, the Width of at least one of the 
constricted portions 23 provided in the plates 9 in FIG. 4 is 
made different. 

Thus, unevenness of an electric current appearing in 
respective Wires due to electromagnetic induction caused by 
mutual inductance among the Wiring in the poWer module 
and the shunt resistor, or unevenness of an electric current 
appearing in the Wiring and the shunt resistor in the layout 
Where the connection Wiring is bent sharply near the shunt 
resistor is recti?ed by use of the respective constricted 
portions provided in the respective plates 9. In this case, for 
example, the Width of a ?rst constricted portion 251 pre 
pared in a ?rst plate 91 is made a quarter of the Width of the 
shunt resistance 8 and the center of the ?rst constricted 
portion 251 is disposed on the longitudinal center line of the 
shunt resistance 8. On the other hand, the Width of a second 
constricted portion 252 prepared in a second plate 92 
prepared on the opposite side of the shunt resistance 8 is 
made tWo thirds of the Width of the shunt resistance 8 and 
the center of the second constricted portion 252 is disposed 
on the longitudinal center line of the shunt resistance 8 or at 
a distance from the longitudinal center line. In such a 
manner, the current density of the shunt resistance 8 is made 
uniform. Thus, a current ?oWing lopsidedly is recti?ed to be 
uniform so that a load current With current density made 
uniform can be made to How into the shunt resistance 8. 
Accordingly, lopsided heat generation can be prevented in 
the shunt resistance 8 so that temperature unevenness can be 
reduced Without changing the siZe of the shunt resistor 13, 
and hence local temperature increase can be reduced. Thus, 
the maximum alloWable load current value can be increased 
so that the poWer converter can be miniaturiZed by the 
compact shunt resistor 13. Further, the error of a shunt 
resistance value can be reduced so that the voltage of the 
shunt resistance 8 can be detected With high accuracy. Thus, 
a high performance poWer converter can be provided. 

Similar effect can be obtained When constrictions similar 
to the constricted portions 23 provided in the plates 9 are 
provided in the main electrodes 7. 

FIG. 7 shoWs an example of a shunt resistor according to 
a sixth embodiment of the invention. This embodiment is 
different from the embodiment described in FIG. 4 in the 
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following point. That is, one constricted portion 23 is 
provided in each of the plates 9 in FIG. 4, and the distance 
of one of the constricted portions 23 from the WidthWise 
center line of the shunt resistance 8 is different from that of 
the other constricted portion 23 therefrom. 

Thus, unevenness of an electric current appearing in 
respective Wires due to electromagnetic induction caused by 
mutual inductance among the Wiring in the poWer module 
and the shunt resistor, or unevenness of an electric current 
appearing in the Wiring and the shunt resistor in the layout 
Where the connection Wiring is bent sharply near the shunt 
resistor is recti?ed by use of the respective constricted 
portions provided in the respective plates 9. In this case, for 
eXample, a ?rst constricted portion 261 prepared in a ?rst 
plate 91 is disposed so that the distance betWeen the ?rst 
constricted portion 261 and the shunt resistance 8 is 1 cm. 
On the other hand, a second constricted portion 262 prepared 
in a second plate 92 prepared on the opposite side of the 
shunt resistance 8 is disposed so that the distance betWeen 
the second constricted portion 262 and the shunt resistance 
8 is 0.5 cm. In such a manner, the current density of the shunt 
resistance 8 is made uniform. Thus, a current ?oWing 
lopsidedly is recti?ed to be uniform so that a load current 
With current density made uniform can be made to How into 
the shunt resistance 8. Accordingly, lopsided heat generation 
can be prevented in the shunt resistance 8 so that tempera 
ture unevenness can be reduced Without changing the siZe of 
the shunt resistor 13, and hence local temperature increase 
can be reduced. Thus, the maXimum alloWable load current 
value can be increased so that the poWer converter can be 
miniaturiZed by the compact shunt resistor 13. Further, the 
error of a shunt resistance value can be reduced so that the 
voltage of the shunt resistance 8 can be detected With high 
accuracy. Thus, a high performance poWer converter can be 
provided. 

Similar effect can be obtained When constrictions similar 
to the constricted portions 23 provided in the plates 9 are 
provided in the main electrodes 7. 

FIG. 8 shoWs an eXample of a shunt resistor according to 
a seventh embodiment of the invention. This embodiment is 
different from the embodiments described in FIGS. 1 and 4 
in the folloWing point. That is, at least one plate branch port 
271 or 272 for branching a load current is provided in each 
of the plates 9 in FIGS. 1 and 4. 

Thus, unevenness of an electric current appearing in 
respective Wires due to electromagnetic induction caused by 
mutual inductance among the Wiring in the poWer module 
and the shunt resistor, or unevenness of an electric current 
appearing in the Wiring and the shunt resistor in the layout 
Where the connection Wiring is bent sharply near the shunt 
resistor is recti?ed by use of the plate branch ports 271 or 
272 and the constricted portions provided in the respective 
plates 9. In this case, for eXample, the ?rst constricted 
portion 241 prepared in the ?rst plate 91 and at least one 
plate branch port 271 betWeen the ?rst constricted portion 
241 and the shunt resistance 8 are disposed in positions at an 
equal distance from the ?rst and second shunt resistances 21 
and 22. Similarly, the plate branch port 272 is prepared in the 
second plate 92 prepared on the opposite side of the shunt 
resistance 8. In such a manner, the current density of the 
shunt resistance 8 constituted by the ?rst and second shunt 
resistances 21 and 22 connected in parallel is made uniform. 
Thus, a current ?oWing lopsidedly into the ?rst shunt 
resistance 21 or the second shunt resistance 22 is recti?ed to 
be uniform While the unevenness of the current density in the 
?rst and second shunt resistances 21 and 22 can be 
improved. Accordingly, lopsided heat generation can be 
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prevented in the ?rst or second shunt resistance 21 or 22 so 
that temperature unevenness can be reduced Without chang 
ing the siZe of the shunt resistor 13, and hence local 
temperature increase can be reduced. Thus, the maXimum 
alloWable load current value can be increased so that the 
poWer converter can be miniaturiZed by the compact shunt 
resistor 13. Further, the error of a shunt resistance value can 
be reduced so that the voltage of the shunt resistance 8 can 
be detected With high accuracy. Thus, a high performance 
poWer converter can be provided. 

Similar effect can be obtained When constrictions similar 
to the constricted portions 23 provided in the plates 9 are 
provided in the main electrodes 7. 

The poWer converters according to the embodiments 
described previously can be applied also to a poWer con 
verter for linkage With a poWer supply system in a photo 
voltaic generation system constituted by a solar battery 32 
and the poWer converter as shoWn in FIG. 9; an inverter for 
a carriage Which moves in such a manner that an internal 
combustion engine and a motor 17 shoWn in FIG. 10 or only 
the motor 17 is used as a poWer source, and the poWer of the 
internal combustion engine and the motor is transmitted to 
tires through a transmission by use of a poWer system in 
Which electric poWer supplied from a poWer storage 30 such 
as a battery is detected by a shunt resistor 13 so as to control 
the motor 17; any inverter for air conditioners, hydraulic 
pumps, brake driving motors 17, etc. mounted on such 
carriages; any inverter for driving compressors or motors for 
fans used in domestic and business-use air conditioners, 
motors for rotating Washing tubs of Washing machines, 
motors for suction fans of cleaners, or poWer converters for 
driving inductance for generating a magnetic ?eld in electric 
cooking apparatus; and so on. 

According to the present invention, plates 9 With loW 
resistance are provided on main electrodes of the shunt 
resistor 13 so that heat generation is reduced. In addition, 
constricted portions 23 are provided in the plates 9 so that 
the current density distribution in a resistance portion is 
made uniform. Thus, a high-accuracy and high-reliability 
poWer converter can be provided at loW cost. 

It should be further understood by those skilled in the art 
that the foregoing description has been made on embodi 
ments of the invention and that various changes and modi 
?cations may be made in the invention Without departing 
from the spirit of the invention and scope of the appended 
claims. 

What is claimed is: 
1. A circuit component for connection With an electrical 

circuit, comprising: 
an insulating member made of an insulating material; 
a shunt resistor including a shunt resistance portion and a 

plurality of main electrode portions arranged on both 
sides of the shunt resistance portion, said shunt resis 
tance portion and said plurality of main electrode 
portions being formed from one sheet-like resistive 
material having ?rst and second side surfaces, said ?rst 
side surfaces being ?Xedly attached to said insulating 
member; 

plates ?Xedly attached to said second side surfaces of said 
main electrode portions, each of said plates being loWer 
in volume electric resistivity and higher in thermal 
conductivity than said sheet-like resistive material; 

at least one plate electrode provided on each of said plates 
and electrically connected With said electrical circuit; 

detection electrodes provided on said plates near said 
shunt resistance portion and for detecting a voltage 
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generated in said shunt resistance portion, Wherein a 
load current ?owing through said shunt resistor is 
detected; and 

constricted portions provided on said plates and formed so 
as to de?ne recessed portions that extend from an outer 
edge of said plates to said constricted portions, Wherein 
said constricted portions are provided betWeen said 
plate electrode and said shunt resistance portion such 
that the load current supplied by said plate electrode 
?oWs into said constricted portion in a concentrated 
manner and ?oWs out of said constricted portions so as 
to diffuse on said plate. 

2. The circuit cornponent according to claim 1, 
Wherein at least one branch port for branching a load 

current is de?ned as an opening in said sheet-like 
resistive material of the shunt resistance, the opening 
extending to an edge of the plates to separate said shunt 
resistance into a plurality of shunt resistance portions 
connected in parallel betWeen said plates. 

3. ApoWer conversion apparatus incorporating the circuit 
component of claim 2, comprising: 

a semiconductor element of poWer conversion type for 
converting poWer supplied from a poWer supply source 
into a predetermined poWer; and 

Wherein an electrical circuit for detecting a current input 
ted to or outputted from the semiconductor element of 
poWer conversion type, 

Wherein the electrical circuit includes the circuit compo 
nent. 

4. ApoWer conversion apparatus incorporating the circuit 
component of claim 1, comprising: 

a semiconductor element of power conversion type for 
converting poWer supplied from a poWer supply source 
into a predetermined poWer; and 

Wherein an electrical circuit for detecting a current input 
ted to or outputted from the semiconductor element of 
poWer conversion type, 

Wherein the electrical circuit includes the circuit compo 
nent. 

5. ApoWer conversion apparatus incorporating the circuit 
component of claim 1, comprising: 

a semiconductor element of poWer conversion type for 
converting poWer supplied from a poWer supply source 
into a predetermined poWer, the semiconductor element 
being controlled to be turned on and off by a control 
unit inputting a detection current and being provided on 
a heat discharging base through an insulating layer; and 
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an electrical circuit for detecting a current inputted to or 

outputted from said semiconductor element, the current 
being inputted to the control unit as the detection 
current, and the electrical circuit including the circuit 
cornponent provided on the heat discharging base 
through the insulating layer. 

6. A circuit cornponent according to claim 1, Wherein at 
least one constricted portion is de?ned in at least one of said 
plates betWeen one of said plate electrodes and said shunt 
resistance portion, the constricted portion having a Width in 
a transverse direction perpendicular to a direction of current 
?oW that is smaller than a Width in the transverse direction 
of a portion of the plate adjacent the plate electrode, and 
smaller than a Width in the transverse direction of a portion 
of the plate adjacent the shunt resistance portion. 

7. A circuit cornponent according to claim 6, 
Wherein: 
at least tWo constricted portions are de?ned in at least one 

of said plates, and Wherein 
at least one of said constricted portions has a center 

position shifted With respect to a center position of 
another of said constricted portions in a direction 
substantially perpendicular to a direction of the load 
current ?oW through the shunt resistor. 

8. A circuit cornponent according to claim 6, 
Wherein: 
tWo or more constricted portions are de?ned in at least one 

of said plates, and Wherein 
at least one of said constricted portions has a Width 

different from a Width of another of said constricted 
portions. 

9. A circuit cornponent according to claim 6, 
Wherein: 
one constriction portion is de?ned in each of tWo of said 

plates, said tWo plates being separated by said shunt 
resistance, and Wherein said constricted portions are 
disposed so that distances betWeen said constricted 
portions and a Width direction center line of said shunt 
resistance are different from each other. 

10. A circuit cornponent according to claim 6, 
Wherein: 
at least one branch port for branching a load current is 

de?ned in each of said plates. 


