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SYSTEM AND METHOD FOR SLOT BASED 
ARL TABLE LEARNING AND CONCURRENT 
TABLE SEARCH USING RANGE ADDRESS 

INSERTION BLOCKING 

REFERENCE TO RELATED APPLICATIONS 

This application claims priority of US. Provisional Patent 
Application Ser. No. 60/273,514 entitled “Slot Based ARL 
Table Learning With Concurrent Table Search Using Range 
Address Insertion Blocking,” ?led on Mar. 7, 2001, the 
contents of Which are hereby incorporated by reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The invention relates to systems and methods for search 

ing and updating memory concurrently Within a netWork 
device. In particular, the invention relates to systems and 
methods of searching memory banks simultaneously While 
updating, inserting, and bubble sorting records Within a 
netWork device, such as a high performance netWork sWitch. 

2. Description of the Related Art 
As computer performance has increased in recent years, 

the demands on computer netWorks has signi?cantly 
increased; faster computer processors and higher memory 
capabilities need netWorks With high bandWidth capabilities 
to enable high speed transfer of signi?cant amounts of data. 
The Well-knoWn Ethernet technology, Which is based upon 
numerous IEEE Ethernet standards, is one example of 
computer netWorking technology Which has been able to be 
modi?ed and improved to remain a viable computing tech 
nology. A more complete discussion of prior art netWorking 
systems can be found, for example, in SWITCHED AND 
FAST ETHERNET, by Breyer and Riley (Ziff-Davis, 1996), 
and numerous IEEE publications relating to IEEE 802 
standards. Based upon the Open Systems Interconnect (OSI) 
7-layer reference model, netWork capabilities have groWn 
through the development of repeaters, bridges, routers, and, 
more recently, “switches”, Which operate With various types 
of communication media. ThickWire, thinWire, tWisted pair, 
and optical ?ber are examples of media Which has been used 
for computer netWorks. SWitches, as they relate to computer 
netWorking and to ethernet, are hardWare-based devices 
Which control the How of data packets or cells based upon 
destination address information Which is available in each 
packet. Aproperly designed and implemented sWitch should 
be capable of receiving a packet and sWitching the packet to 
an appropriate output port at What is referred to Wirespeed or 
linespeed, Which is the maximum speed capability of the 
particular netWork. Current basic Ethernet Wirespeeds typi 
cally range from 10 Megabits per second (Mps) up to 10,000 
Mps, or 10 Gigabits per second. As speed has increased, 
design constraints and design requirements have become 
more and more complex With respect to folloWing appro 
priate design and protocol rules and providing a loW cost, 
commercially viable solution. 

Competition and other market pressures require the pro 
duction of more capable netWork devices that cost less. 
Increased netWork and device speed is required by custom 
ers. 

NetWork performance, i.e., increased device speed and 
decreased data packet latency, is directly related to the time 
that it takes for devices to search memory in conjunction 
With relaying a packet, eg a sWitch searching memory 
tables for destination addresses, rules, etc. Additionally, the 
time it takes to update the records may hinder performance 
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2 
by interrupting searches. Accordingly, in order to support 
high performance netWork solutions, neW and improved 
systems and methods are needed for searching memory 
banks Within netWork devices concurrently While updating 
the same memory, such as Within a high performance sWitch. 

SUMMARY OF THE INVENTION 

According to an embodiment of the present invention, a 
netWork device is provided. The netWork device includes at 
least one netWork port, a clock, address resolution (ARL) 
tables, range calculation logic and address resolution logic. 
The at least one netWork port is con?gured to send and 
receive a data packet. The clock is for generating a timing 
signal. The ARL tables are con?gured to store and maintain 
netWork address data. The address resolution logic is 
coupled to the ARL tables and con?gured to perform a 
search and an update to data into the ARL tables based on 
the data packet, to determine an intended result of the 
update, and to block the update When the intended result Will 
move data out of the current range of the search. The current 
range of the search is determined by the range calculation 
logic. The search and the update are performed concurrently 
during alternating slots of the timing signal. 

According to an embodiment of the present invention, a 
netWork device is provided. The netWork device including at 
least one netWork port, a clock means, address resolution 
(ARL) table means, range calculation logic means and 
address resolution logic means. The at least one netWork 
port is con?gured to send and receive a data packet. The 
clock means is for generating a timing signal. The ARL table 
means are for storing and maintaining netWork address data. 
The address resolution logic means is for coupling to the 
ARL table means and performing a search and an update to 
data into the ARL table means based on the data packet, to 
determine an intended result of the update, and to block the 
update When the intended result Will move data out of the 
current range of the search. The current range of the search 
is determined by the range calculation logic means. The 
search and the update are performed concurrently during 
alternating slots of the timing signal. 
According to an embodiment of the present invention, a 

method is provided for performing learning and searching 
concurrently in a netWork device. The method includes a 
step of providing a netWork device comprising at least one 
port for receiving a data packet, ARL tables con?gured to 
store and maintain data related to port addresses of the 
netWork device, and address resolution logic couple to the 
ARL tables and con?gured to search and update data into the 
ARL tables based on the data packet. Next, a step of 
generating a timing signal is performed. Next, a step of 
receiving at least one data packet at the port(s) is performed. 
Next, a step of initiating at least one search in the ARL tables 
based on the at least one data packet is performed. Next, a 
step of determining a current range of the at least one search 
is performed. Next, a step of performing learning based on 
results of any searches to the ARL tables is performed. Next, 
a step of performing at least one update to data in the ARL 
tables based on the learning is performed. Next, a step of 
determining an intended result of the at least one update. The 
method also includes a step of blocking the at least one 
update When the intended result correlating to the at least 
one update Will move data out of the current range. Searches 
and updates are performed during alternating slots of the 
timing signal. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

The objects and features of the invention Will be more 
readily understood With reference to the following descrip 
tion and the attached drawings, Wherein: 

FIG. 1 is a general block diagram of an exemplary 
netWork device according to the invention; 

FIG. 2 is a detailed block diagram of a netWork sWitch 
according to the invention; 

FIG. 3 illustrates the data How on the CPS channel of a 
netWork sWitch according to an embodiment of the present 
invention; 

FIG. 4 illustrates P-channel message types according to 
an embodiment of the present invention; 

FIG. 5 illustrates a message format for S channel message 
types according to an embodiment of the present invention; 

FIG. 6 is a detailed vieW of elements of the PMMU of a 
sWitch according to an embodiment of the present invention; 

FIG. 7 illustrates the CBM cell format according to an 
embodiment of the present invention; 

FIG. 8 illustrates an operational diagram of an EPIC 
module; 

FIG. 9 illustrates slot based concurrent searching and 
learning With reference to a timing signal according to the 
present invention; 

FIG. 10 is a diagram of binary search of an on-chip table 
according to the present invention; 

FIG. 11 illustrates slot based concurrent searching and 
learning With reference to a timing signal according to the 
present invention; 

FIG. 12 is a diagram of a bubble sort according to the 
present invention; 

FIG. 13 is a chart of a search sequence according to the 
present invention; and 

FIG. 14 is a How chart of a method for performing 
concurrent searching and learning according to the present 
invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

FIG. 1 is a basic block diagram of an exemplary high 
speed netWork device to Which the present invention is 
applicable. An exemplary con?guration of a netWork sWitch 
is shoWn. A sWitch-on-chip (SOC) 10 is functionally con 
nected to external devices 11, external memory 12, fast 
ethernet ports 13, and gigabit ethernet ports 15. For the 
purposes of this discussion, fast ethernet ports 13 Will be 
considered loW speed ethernet ports, since they may be 
capable of operating at speeds ranging from 10 Mbps to 100 
Mbps in this example, While the gigabit ethernet ports 15, 
Which are high speed ethernet ports, are capable of operating 
at 1000 Mbps or higher in this example, and preferably 2500 
Mbps. External devices 11 could include other sWitching 
devices for expanding sWitching capabilities, or other 
devices as may be required by a particular application. 
External memory 12 can be additional off-chip memory, 
Which is in addition to internal memory (on-chip) Which is 
located on SOC 10, Which Will be discussed beloW. CPU 52 
can be used as desired to program SOC 10 With rules Which 
are appropriate to control packet processing. HoWever, once 
SOC 10 is appropriately programmed or con?gured, SOC 10 
operates, as much as possible, in a free running manner 
Without communicating With CPU 52. CPU 52 does not 
control every aspect of the operation of SOC 10, because 
CPU 52 performance requirements in this example, at least 
With respect to SOC 10, are fairly loW. Aless poWerful and 
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4 
therefore less expensive CPU 52 can therefore be used When 
compared to other netWork sWitches. As also Will be dis 
cussed beloW, SOC 10 utiliZes external memory 12 in an 
ef?cient manner so that the cost and performance require 
ments of memory 12 can be reduced. Internal memory on 
SOC 10, as Will be discussed beloW, could also be con?g 
ured to maximiZe sWitching throughput and minimiZe costs. 

It should be noted that port speeds described are merely 
exemplary and ports may be con?gured to handle a variety 
of speeds faster and sloWer. 

FIG. 2 illustrates a more detailed block diagram of the 
functional elements of SOC 10. As evident from FIG. 2 and 
as noted above, SOC 10 includes a plurality of modular 
systems on-chip, With each modular system, although being 
on the same chip, being functionally separate from other 
modular systems. Therefore, each module can ef?ciently 
operate in parallel With other modules, and this con?gura 
tion enables a signi?cant amount of freedom in updating and 
re-engineering SOC 10. HoWever, other sWitch con?gura 
tions or netWork device con?gurations may be utiliZed to 
produce the present invention. 
SOC 10 may include a plurality of Ethernet Port Interface 

Controllers (EPIC) 20a, 20b, 20c, etc., a plurality of Gigabit 
Port Interface Controllers (GPIC) 30a, 30b, etc., a CPU 
Management Interface Controller (CMIC) 40, a Common 
Buffer Memory Pool (CBP) 50, a Pipelined Memory Man 
agement Unit (PMMU) 70, including a Common Buffer 
Manager (CBM) 71, and a system-Wide bus structure 
referred to as CPS channel 80. The PMMU 70 includes 
memory management means and communicates With exter 
nal memory 12, Which includes a Global Buffer Memory 
Pool (GBP) 60. The CPS channel 80 comprises C channel 
81, P channel 82, and S channel 83. The CPS channel is also 
referred to as the Cell Protocol Sideband Channel, and is a 
17 Gbps channel Which glues or interconnects the various 
modules together. As also illustrated in FIG. 2, other high 
speed interconnects can be provided, as shoWn as an extend 
ible high speed interconnect. In one con?guration, this 
interconnect can be in the form of an interconnect port 
interface controller (IPIC) 90, Which is capable of interfac 
ing CPS channel 80 to external devices 11 through an 
extendible high speed interconnect link. As Will be discussed 
beloW, each EPIC 20a, 20b, and 20c, generally referred to as 
EPIC 20, and GPIC 30a and 30b, generally referred to as 
GPIC 30, are closely interrelated With appropriate address 
resolution logic and layer three sWitching tables 21a, 21b, 
21c, 31a, 31b, rules tables 22a, 22b, 22c, 31a, 31b, and 
VLAN tables 23a, 23b, 23c, 31a, 31b. These tables Will be 
generally referred to as 21, 31, 22, 32, 23, 33, respectively. 
These tables, like other tables on SOC 10, can be imple 
mented in silicon as tWo-dimensional arrays. 
EPIC 20 may support a number of fast ethernet ports 13 

(8 are shoWn as an example), and sWitches packets to and/or 
from these ports as may be appropriate. The ports, therefore, 
are connected to the netWork medium (coaxial, tWisted pair, 
?ber, etc.) using knoWn media connection technology, and 
communicates With the CPS channel 80 on the other side 
thereof. The interface of each EPIC 20 to the netWork 
medium can be provided through a Reduced Media Internal 
Interface (RMII), Which enables the direct medium connec 
tion to SOC 10. As is knoWn in the art, auto-negotiation is 
an aspect of fast ethernet, Wherein the netWork is capable of 
negotiating a highest communication speed betWeen a 
source and a destination based on the capabilities of the 
respective devices. The communication speed can vary, as 
noted previously, for example, betWeen 10 Mbps and 100 
Mbps, as an example. Auto-negotiation capability, therefore, 
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is built directly into each EPIC 20 or GPIC 30 module. The 
address resolution logic (ARL) and layer three tables (ARL/ 
L3) 21a, 21b, 21c, rules table 22a, 22b, 22c, and VLAN 
tables 23a, 23b, and 23c are con?gured to be part of, or 
interface With the associated EPIC in an ef?cient and expe 
dient manner, in order to support Wirespeed packet ?oW. The 
on-chip memory Which is searched in accordance With the 
present invention may comprise these tables, as is described 
beloW in more detail. 

Each EPIC 20 and GPIC 30 has separate ingress and 
egress functions. On the ingress side, self-initiated and 
CPU-initiated learning of level 2 address information can 
occur. Address resolution logic (ARL) is con?gured to insert 
and update data in the ARL tables to assist the learning 
function. Address aging is built in as a feature, in order to 
eliminate the storage of address information Which is no 
longer valid or useful. Aging is described in further detail 
beloW. The EPIC and GPIC can also carry out layer 2 
mirroring. A fast ?ltering processor (FFP) 141 (see FIG. 3) 
may be incorporated into the EPIC, in order to accelerate 
packet forWarding and enhance packet ?oW. 

The ingress side of each EPIC and GPIC, illustrated in 
FIG. 8 as ingress submodule 14, has a signi?cant amount of 
complexity to be able to properly process a signi?cant 
number of different types of packets Which may come in to 
the port, for linespeed buffering and then appropriate trans 
fer to the egress. Functionally, each port on each module of 
SOC 10 can have a separate ingress submodule 14 associ 
ated thereWith. From an implementation perspective, hoW 
ever, in order to minimiZe the amount of hardWare imple 
mented on the single-chip SOC 10, common hardWare 
elements in the silicon can be used to implement a plurality 
of ingress submodules on each particular module. The 
con?guration of SOC 10 discussed herein enables concur 
rent lookups and ?ltering. Layer tWo lookups, Layer three 
lookups and ?ltering occur simultaneously to achieve a high 
level of performance, Which are described in better detail 
beloW. On the egress side, the EPIC and GPIC are capable 
of supporting packet polling based either as an egress 
management or class of service (COS) function. Rerouting/ 
scheduling of packets to be transmitted can occur, as Well as 
head-of-line (HOL) blocking noti?cation, packet aging, cell 
reassembly, and other functions associated With ethernet 
port interface. 

Each GPIC 30 is similar to each EPIC 20, but in this 
embodiment, supports only one 2.5 gigabit ethernet port, 
and utiliZes a port-speci?c ARL table, rather than utiliZing an 
ARL table Which is shared With any other ports. Addition 
ally, instead of an RMII, each GPIC port interfaces to the 
netWork medium utiliZing a gigabit media independent 
interface (GMII). 
ACMIC 40 can act as a gateWay betWeen the SOC 10 and 

the host CPU. The communication can be, for example, 
along a PCI bus, or other acceptable communications bus. 
CMIC 40 can provide sequential direct mapped accesses 
betWeen the host CPU 52 and the SOC 10. CPU 52, through 
the CMIC 40, Will be able to access numerous resources on 

SOC 10, including MIB counters, programmable registers, 
status and control registers, con?guration registers, ARL 
tables, port-based VLAN tables, IEEE 802.1q VLAN tables, 
layer three tables, rules tables, CBP address and data 
memory, as Well as GBP address and data memory. Option 
ally, the CMIC 40 can include DMA support, DMA chaining 
and scatter-gather, as Well as master and target PCI64. 
Common buffer memory pool or CBP 50 can be consid 

ered to be on-chip data memory. In one con?guration, the 
CBP 50 can be ?rst level high speed SRAM memory, to 
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6 
maximiZe performance and minimiZe hardWare overhead 
requirements. The CBP can have a siZe of, for example, 720 
kilobytes running at 132 MHZ. Packets stored in the CBP 50 
are typically stored as cells, rather than packets. As illus 
trated in the ?gure, PMMU 70 also contains the Common 
Buffer Manager (CBM) 71 thereupon. CBM 71 can handle 
receiving search requests and queue management, and can 
be responsible for assigning cell pointers to incoming cells, 
as Well as assigning common packet IDs (CPID) once the 
packet is fully Written into the CBP. CBM 71 can also handle 
management of the on-chip free address pointer pool, con 
trol actual data transfers to and from the data pool, and 
provide memory budget management. The preceding dis 
cussion is an exemplary con?guration of an exemplary 
device, and is not meant to limit the present invention. 
Accordingly, other functions or facilities may be imple 
mented as memory management units or queue management 
units in accordance With the present invention. 

Global memory buffer pool or GBP 60 can act as a second 
level memory, and can be located on-chip or off chip. In one 
con?guration, GBP 60 is located off chip With respect to 
SOC 10. When located off-chip, GBP 60 is considered to be 
a part of or all of external memory 12. As a second level 
memory, the GBP can be high speed SRAMs, or can be a 
sloWer less expensive memory such as DRAM or any other 
suitable memory type. The GBP can be tightly coupled to the 
PMMU 70, and operates like the CBP in that packets are 
stored as cells. For broadcast and multicast messages, only 
one copy of the packet is stored in GBP 60. 
PMMU 70 can be located betWeen GBP 60 and CPS 

channel 80, and acts as an external memory interface. In 
order to optimize memory utilization, PMMU 70 includes 
multiple read and Write buffers, and supports numerous 
functions including global queue management, Which 
broadly includes assignment of cell pointers for rerouted 
incoming packets, maintenance of the global FAP, time 
optimiZed cell management, global memory budget man 
agement, GPID assignment and egress manager noti?cation, 
Write buffer management, read pre-fetches based upon 
egress manager/class of service requests, and smart memory 
control. 
As shoWn in FIG. 2, the CPS channel 80 can be actually 

three separate channels, referred to as the C-channel, the 
P-channel, and the S-channel. The C-channel can be 128 bits 
Wide and run at 132 MHZ. Packet transfers betWeen ports 
occur on the C-channel. Since this channel is used solely for 
data transfer, there is no overhead associated With its use. 
The P-channel or protocol channel is synchronous or locked 
With the C-channel. During cell transfers, the message 
header is sent via the P-channel by the PMMU. The P-chan 
nel can be 32 bits Wide and run at 132 MHZ. 
The S or sideband channel can run, for example, at 132 

MHZ and be 32 bits Wide. Any suitable Width and speed is 
feasible. The S-channel can be used for functions such as for 
conveying Port Link Status, receive port full, port statistics, 
ARL table synchroniZation, memory and register access to 
CPU and other CPU management functions, relaying rate 
control messages and global memory full and common 
memory full noti?cation. 
A proper understanding of the operation of SOC 10 

requires a proper understanding of the operation of CPS 
channel 80. Referring to FIG. 3, it can be seen that in SOC 
10, on the ingress, packets are sliced by an EPIC 20 or GPIC 
30 into 64-byte cells. The use of cells on-chip instead of 
packets makes it easier to adapt the SOC to Work With cell 
based protocols such as, for example, Asynchronous Trans 
fer Mode (ATM). Presently, hoWever, ATM utiliZes cells 
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Which are 53 bytes long, With 48 bytes for payload and 5 
bytes for header. In this example of SOC 10, incoming 
packets are sliced into cells Which are 64 bytes long as 
discussed above, and the cells are further divided into four 
separate 16 byte cell blocks Cn0 . . . Cn3. Locked With the 

C-channel is the P-channel, Which locks the opcode in 
synchroniZation With Cn0. Aport bit map is inserted into the 
P-channel during the phase Cn1. The untagged bit map is 
inserted into the P-channel during phase Cn2, and a time 
stamp is placed on the P-channel in Cn3. Independent from 
occurrences on the C and P-channel, the S-channel is used 
as a sideband, and is therefore decoupled from activities on 
the C and P-channel. 

Cell or C-Channel 

Arbitration for the CPS channel occurs out of band. Every 
module (EPIC, GPIC, etc.) monitors the channel, and match 
ing destination ports respond to appropriate transactions. 
C-channel arbitration is a demand priority round robin 
arbitration mechanism. If no requests are active, hoWever, 
the default module, Which can be selected during the con 
?guration of SOC 10, can park on the channel and have 
complete access thereto. If all requests are active, the 
con?guration of SOC 10 is such that the PMMU is granted 
access every other cell cycle, and EPICs 20 and GPICs 30 
share equal access to the C-channel on a round robin basis. 
FIGS. 4A and 4B illustrate a C-channel arbitration mecha 
nism Wherein section Ais the PMMU, and section B consists 
of tWo GPICs and three EPICs. The sections alternate 
access, and since the PMMU is the only module in section 
A, it gains access every other cycle. The modules in section 
B, as noted previously, obtain access on a round robin basis. 

Protocol or P-Channel 

Referring once again to the protocol or P-channel, a 
plurality of messages can be placed on the P-channel in 
order to properly direct How of data ?oWing on the C-chan 
nel. Supposing P-channel 82 is 32 bits Wide, and a message 
typically requires 128 bits, four smaller 32 bit messages can 
be put together in order to form a complete P-channel 
message. The folloWing list identi?es some eXamples of the 
?elds and function and eXamples of the various bit counts of 
the 128 bit message on the P-channel. 
Opcode—2 bits long—Identi?es the type of message 

present on the C channel 81; 
IP Bit—1 bit long—This bit is set to indicate that the 

packet is an IP sWitched packet; 
IPX Bit—1 bit long—This bit is set to indicate that the 

packet is an IPX sWitched packet; 
Next Cell—2 bits long—A series of values to identify the 

valid bytes in the corresponding cell on the C channel 
81; 

SRC DEST Port—6 bits long—De?nes the port number 
Which sends the message or receives the message, With 
the interpretation of the source or destination depend 
ing upon Opcode; 

Cos—3 bits long—De?nes class of service for the current 
packet being processed; 

J—1 bit long—Describes Whether the current packet is a 
jumbo packet; 

S—1 bit long—Indicates Whether the current cell is the 
?rst cell of the packet; 

E—1 bit long—Indicates Whether the current cell is the 
last cell of the packet; 

CRC—2 bits long—Indicates Whether a Cyclical Redun 
dancy Check (CRC) value should be appended to the 
packet and Whether a CRC value should be regener 
ated; 
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8 
P Bit—1 bit long—Determines Whether MMU should 

Purge the entire packet; 
Len—7 bytes—Identi?es the valid number of bytes in 

current transfer; 
O—2 bits—De?nes an optimiZation for processing by the 
CPU 52; and 

Bc/Mc Bitmap—28 bits—De?nes the broadcast or mul 
ticast bitmap. Identi?es egress ports to Which the 
packet should be set, regarding multicast and broadcast 
messages. 

Untag Bits/Source Port—28/5 bits long—Depending 
upon Opcode, the packet is transferred from Port to 
MMU, and this ?eld is interpreted as the untagged bit 
map. A different Opcode selection indicates that the 
packet is being transferred from MMU to egress port, 
and the last siX bits of this ?eld is interpreted as the 
Source Port ?eld. The untagged bits identi?es the 
egress ports Which Will strip the tag header, and the 
source port bits identi?es the port number upon Which 
the packet has entered the sWitch; 

U Bit—1 bit long—For a particular Opcode selection 
(0x01, this bit being set indicates that the packet should 
leave the port as Untagged; in this case, tag stripping is 
performed by the appropriate MAC; 

CPU Opcode—18 bits long—These bits are set if the 
packet is being sent to the CPU for any reason. 
Opcodes are de?ned based upon ?lter match, learn bits 
being set, routing bits, destination lookup failure 
(DLF), station movement, etc; 

Time Stamp—14 bits—The system puts a time stamp in 
this ?eld When the packet arrives, With a granularity of 
1 ysec. 

The opcode ?eld of the P-channel message de?nes the 
type of message currently being sent. While the opcode is 
currently shoWn as having a Width of 2 bits, the opcode ?eld 
can be Widened as desired to account for neW types of 
messages as may be de?ned in the future. Graphically, 
hoWever, the P-channel message type de?ned above is 
shoWn in FIG. 4. 
An early termination message is used to indicate to CBM 

71 that the current packet is to be terminated. During 
operation, as discussed in more detail beloW, the status bit(S) 
?eld in the message is set to indicate the desire to purge the 
current packet from memory. Also, in response to the status 
bit, all applicable egress ports Would purge the current 
packet prior to transmission. 

The Src Dest Port ?eld of the P-channel message, as 
stated above, de?ne the destination and source port 
addresses, respectively. Each ?eld is 6 bits Wide and there 
fore alloWs for the addressing of siXty-four ports. 
The CRC ?eld of the message is tWo bits Wide and de?nes 

CRC actions. Bit 0 of the ?eld provides an indication 
Whether the associated egress port should append a CRC to 
the current packet. An egress port Would append a CRC to 
the current packet When bit 0 of the CRC ?eld is set to a 
logical one. Bit 1 of the CRC ?eld provides an indication 
Whether the associated egress port should regenerate a CRC 
for the current packet. An egress port Would regenerate a 
CRC When bit 1 of the CRC ?eld is set to a logical one. The 
CRC ?eld is only valid for the last cell transmitted as de?ned 
by the E bit ?eld of P-channel message set to a logical one. 
As With the CRC ?eld, the status bit ?eld (st), the Len 

?eld, and the Cell Count ?eld of the message are only valid 
in this eXample for the last cell of a packet being transmitted 
as de?ned by the E bit ?eld of the message. 

Last, the time stamp ?eld of the message in this eXample 
has a resolution of 1 us and is valid only for the ?rst cell of 
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the packet de?ned by the S bit ?eld of the message. A cell 
is de?ned as the ?rst cell of a received packet When the S bit 
?eld of the message is set to a logical one value. 

The C channel 81 and the P channel 82 are synchronously 
tied together such that data on C channel 81 is transmitted 
over the CPS channel 80 While a corresponding P channel 
message is simultaneously transmitted. 

S-Channel or Sideband Channel 

The S channel 83 can be a 32-bit Wide channel Which 
provides a separate communication path Within the SOC 10. 
The S channel 83 is used for management by CPU 52, SOC 
10 internal ?oW control, and SOC 10 intermodule messag 
ing. The S channel 83 is a sideband channel of the CPS 
channel 80, and is electrically and physically isolated from 
the C channel 81 and the P channel 82. It is important to note 
that since the S channel is separate and distinct from the C 
channel 81 and the P channel 82, operation of the S channel 
83 can continue Without performance degradation related to 
the C channel 81 and P channel 82 operation. Conversely, 
since the C channel is not used for the transmission of 
system messages, but rather only data, there is no overhead 
associated With the C channel 81 and, thus, the C channel 81 
is able to free-run as needed to handle incoming and 
outgoing packet information. 

The S channel 83 of CPS channel 80 provides a system 
Wide communication path for transmitting system messages, 
for example, providing the CPU 52 With access to the 
control structure of the SOC 10. System messages include 
port status information, including port link status, receive 
port full, and port statistics, ARL table 22 synchroniZation, 
CPU 52 access to GBP 60 and CBP 50 memory buffers and 
SOC 10 control registers, and memory full noti?cation 
corresponding to GBP 60 and/or CBP 50. 

FIG. 5 illustrates an exemplary message format for an S 
channel message on S channel 83. The message is formed of 
four 32-bit Words; the bits of the ?elds of the Words are 
de?ned as folloWs: 

Opcode—6 bits long—Identi?es the type of message 
present on the S channel; 

Dest Port—6 bits long—De?nes the port number to Which 
the current S channel message is addressed; 

Src Port—6 bits long—De?nes the port number of Which 
the current S channel message originated; 

COS—3 bits long—De?nes the class of service associ 
ated With the current S channel message; and 

C bit—1 bit long—Logically de?nes Whether the current 
S channel message is intended for the CPU 52. 

Error Code—2 bits long—De?nes a valid error When the 
E bit is set; 

DataLen—7 bits long—De?nes the total number of data 
bytes in the Data ?eld; 

E bit—1 bit long—Logically indicates Whether an error 
has occurred in the execution of the current command 
as de?ned by opcode; 

Address—32 bits long—De?nes the memory address 
associated With the current command as de?ned in 
opcode; 

Data—0—127 bits long—Contains the data associated 
With the current opcode. 

With the con?guration of CPS channel 80 as explained 
above, the decoupling of the S channel from the C channel 
and the P channel is such that the bandWidth on the C 
channel can be preserved for cell transfer, and that over 
loading of the C channel does not affect communications on 
the sideband channel. 
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SOC Operation 
The con?guration of the SOC 10 can support fast Ethernet 

ports, gigabit ports, and extendible interconnect links as 
discussed above. The SOC con?guration can also be 
“stacked” or “linked”, thereby enabling signi?cant port 
expansion capability. Once data packets have been received 
by SOC 10, sliced into cells, and placed on CPS channel 80, 
stacked SOC modules can interface With the CPS channel 
and monitor the channel, and extract appropriate informa 
tion as necessary. As Will be discussed beloW, a signi?cant 
amount of concurrent lookups and ?ltering occurs as the 
packet comes in to ingress submodule 14 of an EPIC 20 or 
GPIC 30, With respect to layer tWo and layer three lookups, 
and fast ?ltering, according to the present invention. 

Table management may also be achieved through the use 
of the CPU 52. CPU 52, via the CMIC 40, can provide the 
SOC 10 With softWare functions Which result in the desig 
nation of the identi?cation of a user at a given port 24. As 
discussed above, it is undesirable for the CPU 52 to access 
the packet information in its entirety since this Would lead to 
performance degradation. Rather, the SOC 10 is pro 
grammed by the CPU 52 With identi?cation information 
concerning the user. The SOC 10 can maintain real-time data 
How since the table data communication betWeen the CPU 
52 and the SOC 10 occurs exclusively on the S channel 83. 
While the SOC 10 can provide the CPU 52 With direct 
packet information via the C channel 81, such a system setup 
is undesirable for the reasons set forth above. As stated 
above, as an ingress function an address resolution lookup is 
performed by examining the ARL table 21a. If the packet is 
addressed to one of the layer three (L3) sWitches of the SOC 
10, then the ingress sub-module 14a performs the L3 and 
default table lookup. Once the destination port has been 
determined, the EPIC 20a sets a ready ?ag in the dispatch 
unit 18a Which then arbitrates for C channel 81. 

The C channel 81 arbitration scheme, as discussed pre 
viously, may be a Demand Priority Round-Robin. Each I/O 
module, EPIC 20, GPIC 30, and CMIC 40, along With the 
PMMU 70, can initiate a request for C channel access. If no 
requests exist at any one given time, a default module 
established With a high priority gets complete access to the 
C channel 81. If any one single I/O module or the PMMU 
70 requests C channel 81 access, that single module gains 
access to the C channel 81 on-demand. 

If EPIC modules 20a, 20b, 20c, and GPIC modules 30a 
and 30b, and CMIC 40 simultaneously request C channel 
access, then access may be granted in round-robin fashion. 
For a given arbitration time period each of the I/O modules 
Would be provided access to the C channel 81. For example, 
each GPIC module 30a and 30b Would be granted access, 
folloWed by the EPIC modules, and ?nally the CMIC 40. 
After every arbitration time period the next I/O module With 
a valid request Would be given access to the C channel 81. 
This pattern Would continue as long as each of the I/O 
modules provide an active C channel 81 access request. 

If all the I/O modules, including the PMMU 70, request 
C channel 81 access, the PMMU 70 is granted access as 
shoWn in FIG. 4B since the PMMU provides a critical data 
path for all modules on the sWitch. Upon gaining access to 
the channel 81, the dispatch unit 18a proceeds in passing the 
received packet 112, one cell at a time, to C channel 81. 

Referring again to FIG. 3, the individual C, P, and S 
channels of the CPS channel 80 are shoWn. Once the 
dispatch unit 18a has been given permission to access the 
CPS channel 80, during the ?rst time period Cn0, the 
dispatch unit 18a places the ?rst 16 bytes of the ?rst cell 
112a of the received packet 112 on the C channel 81. 
















