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(57) ABSTRACT 

Abicycle headset structure is provided to aid in concealment 
of Wiring from components mounted in the handlebar area to 
components mounted on the rest of the bicycle. The bicycle 
headset structure basically comprises a handlebar attach 
ment member and a tubular spacer member. The handlebar 
attachment member has Wiring passage extends betWeen the 
handlebar mounting portion and the steerer tube attachment 
portion. The tubular spacer member has a Wiring channel 
extending betWeen ?rst and second ends of the tubular 
spacer member and an axial passageWay extending axially 
betWeen the upper and loWer end openings of the tubular 
spacer member. The axial passageWay is dimensioned to 
receive the bicycle steerer tube. The Wiring channel is 
arranged to communicate With the Wiring passage of handle 
bar attachment member When the handlebar attachment 
member and the tubular spacer member are attached to the 
bicycle steerer tube. 

12 Claims, 5 Drawing Sheets 
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BICYCLE HEADSET STRUCTURE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention generally relates to a bicycle headset 

structure for a bicycle. More speci?cally, the present inven 
tion relates to a bicycle headset structure con?gured to 
provide a Wiring channel from a handlebar attachment 
member to a bicycle frame portion such that a Wire can 
extend through a head tube of a bicycle frame in a concealed 
manner. 

2. Background Information 
Bicycling is becoming an increasingly more popular form 

of recreation as Well as a means of transportation. Moreover, 
bicycling has become a very popular competitive sport for 
both amateurs and professionals. Whether the bicycle is used 
for recreation, transportation or competition, the bicycle 
industry is constantly improving the various components of 
the bicycle as Well as the frame of the bicycle. 

Recently, bicycles have been equipped With electrical 
components to make riding easier and more enjoyable for 
the rider. Some bicycles are equipped With computer con 
trolled components. For example, many neW bicycles have 
automatic shifting units that are automatically adjusted 
according to the riding conditions by a cycle computer or 
control unit. Also, some bicycles have automatic suspen 
sions that are automatically adjusted according to the riding 
conditions by a cycle computer or control unit. 

Accordingly, these bicycles With electrical components 
need to be equipped With control devices for controlling the 
various electrical components and one or more batteries for 
supplying electrical poWer to the various electrical compo 
nents. Unfortunately, there is a limited amount of space on 
a bicycle frame to mount all of these electronic components 
such that the rider has access to the electronic components. 
In other Words, these electronic components are preferably 
mounted in particular areas of the bicycle such as the 
handlebar, Which further limits the mounting areas for the 
electronic components. Also it is desirable to mount the 
electronic components in such a manner as to be attractive 
and easy to use. Thus, it is desirable to mount the electronic 
components in such a manner that the Wires do not interfere 
With the operation of the bicycle and the Wires do not detract 
from the appearance of the bicycle. 

In vieW of the above, it Will be apparent to those skilled 
in the art from this disclosure that there exists a need for an 
improved bicycle headset structure. This invention 
addresses this need in the art as Well as other needs, Which 
Will become apparent to those skilled in the art from this 
disclosure. 

SUMMARY OF THE INVENTION 

One object of certain embodiments of the present inven 
tion is to provide a bicycle headset structure that is con?g 
ured provide an unobstructed passageWay or channel 
through the head tube of the bicycle frame for passing Wires 
from components mounted in the handlebar area to compo 
nents mounted on the rest of the bicycle. 

Another object of certain embodiments of the present 
invention is to provide a bicycle headset structure that is 
relatively inexpensive to manufacture and relatively simple 
to install. 

The foregoing objects can basically be attained by pro 
viding a bicycle headset structure that basically comprises a 
handlebar attachment member and a tubular spacer member. 
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2 
The handlebar attachment member has a handlebar mount 
ing portion con?gured to secure a bicycle handlebar thereto 
and a steerer tube attachment portion con?gured to secure a 
bicycle steerer tube thereto. A Wiring passage extends 
betWeen the handlebar mounting portion and the steerer tube 
attachment portion. The tubular spacer member has a ?rst 
end With an upper end opening, a second end With a loWer 
end opening, a Wiring channel extending betWeen the ?rst 
and second ends of the tubular spacer member and an axial 
passageWay extending axially betWeen the upper and loWer 
end openings of the tubular spacer member. The axial 
passageWay is dimensioned to receive the bicycle steerer 
tube. The Wiring channel is arranged to communicate With 
the Wiring passage of handlebar attachment member When 
the handlebar attachment member and the tubular spacer 
member are attached to the bicycle steerer tube. 
The foregoing objects can also basically be attained by 

providing a tubular spacer member for use in a bicycle 
headset structure disposed under a handlebar attachment 
member. The tubular spacer member basically comprises a 
?rst end portion, a second end portion, a central passageWay, 
and a Wiring channel. The ?rst end portion is provided With 
an upper end opening. The second end portion is provided 
With a loWer end opening. The central passageWay extends 
axially betWeen the upper and loWer end openings and is 
dimensioned to receive a bicycle steerer tube therein. The 
Wiring channel extends from one of the upper and loWer end 
openings toWards the other one of the upper and loWer end 
openings. The Wiring channel is arranged to form a space 
outside of an outer peripheral surface of the bicycle steerer 
tube When the tubular spacer member is attached to the 
bicycle steerer tube. 

These and other objects, features, aspects and advantages 
of the present invention Will become apparent to those 
skilled in the art from the folloWing detailed description, 
Which, taken in conjunction With the annexed draWings, 
discloses a preferred embodiment of the present invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Referring noW to the attached draWings Which form a part 
of this original disclosure: 

FIG. 1 is a rear side perspective vieW of a bicycle that is 
equipped With a bicycle headset structure in accordance With 
one embodiment of the present invention; 

FIG. 2 is an enlarged, partial side cross-sectional vieW of 
a top portion of the bicycle headset structure illustrated in 
FIG. 1 in accordance With the present invention; 

FIG. 3 is a partial top perspective vieW of a front portion 
of the bicycle illustrated in FIGS. 1 and 2, Which further 
illustrates the bicycle headset structure in accordance With 
the present invention; 

FIG. 4 is a top perspective vieW of the tubular spacer 
member of the bicycle headset structure illustrated in FIGS. 
1—3 in accordance With the present invention; 

FIG. 5 is a longitudinal cross-sectional vieW of the tubular 
spacer member of the bicycle headset structure illustrated in 
FIGS. 1—4 as seen along section line 5—5 in accordance 
With the present invention; 

FIG. 6 is a bottom plan vieW of the bottom end opening 
of the tubular spacer member of the bicycle headset structure 
illustrated in FIGS. 1—5 in accordance With the present 
invention; 

FIG. 7 is an enlarged, partial top vieW of the right portion 
of the handlebar utiliZing the present invention; 

FIG. 8 is a side vieW of the right end portion handlebar 
With selected portions shoWn in longitudinal cross section; 
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FIG. 9 is a transverse cross section of the right end portion 
handlebar as seen along section line 9—9 of FIG. 8; 

FIG. 10 is an end elevational vieW of the right hand grip 
used With the present invention; and 

FIG. 11 is a longitudinal cross section of the right hand 
grip shoWn in FIGS. 7—10 in accordance With the present 
invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Selected embodiments of the present invention Will noW 
be explained With reference to the draWings. It Will be 
apparent to those skilled in the art from this disclosure that 
the folloWing descriptions of the embodiments of the present 
invention are provided for illustration only and not for the 
purpose of limiting the invention as de?ned by the appended 
claims and their equivalents. 

Referring initially to FIG. 1, a bicycle 10 is illustrated that 
is equipped With a bicycle headset structure 11 and various 
electronic components in such a manner as to carryout a ?rst 
embodiment of the present invention as discussed beloW. 
Also as used herein, the folloWing directional terms “for 
Ward, rearWard, above, doWnWard, vertical, horiZontal, 
beloW and transverse” as Well as any other similar direc 
tional terms refer to those directions of a bicycle equipped 
With the present invention. Accordingly, these terms, as 
utiliZed to describe the present invention should be inter 
preted relative to a bicycle equipped With the present inven 
tion. 
As seen in FIG. 1, the bicycle 10 basically includes a main 

frame 12, a rear chain stay 13, a front Wheel 14 and a rear 
Wheel 15. The main frame 12 is also equipped With a seat 16, 
a handlebar 17 and a front fork 18 that rotatably supports the 
front Wheel 14 via a front dynamo hub 19 of the front Wheel 
14. Thus, the front Wheel 14 is rotatably mounted to the front 
fork 18 by the front dynamo hub 19 in conventional manner. 
The main frame 12 basically includes a top tube 12a, a seat 
tube 12b, a doWn tube 12c and a head tube 12d. The rear 
Wheel 15 is rotatably mounted to the rear chain stay 13, 
Which in turn is coupled to the main frame 12 at the bottom 
bracket. 
As seen in FIGS. 1 and 2, an upper end of the front fork 

18 is movably coupled to the head tube 12d of the main 
frame 12, While the loWer end of the front fork 18 is coupled 
to the aXle of the front dynamo hub 19. As seen in FIGS. 1 
and 2, the front fork 18 basically includes a steerer tube 18a 
that is rotatably mounted in the head tube 12d of the main 
frame 12 by the bicycle headset structure 11. Thus, the 
handlebar 17 is ?xed to the front fork 18 for turning the front 
fork 18 and the front Wheel 14 relative to the main frame 12. 

Referring back to FIG. 1, the bicycle 10 further includes 
a drive train 21 that basically includes a plurality of front 
chain rings or sprockets 22 mounted on a bottom bracket 
(not shoWn), a pair of crank arms 23 With a pair of pedals 24, 
an electric front derailleur 25 mounted on the bottom bracket 
(not shoWn), a drive chain 26, a plurality of rear sprockets 
27 coupled to a rear hub 28 of the rear Wheel 15 in a 
conventional manner, and an electric rear derailleur 29 
mounted to the rear chain stay 13. Since these parts of 
bicycle 10 are Well knoWn in the art, these parts Will not be 
discussed or illustrated in detail herein, eXcept as they are 
modi?ed to be used in conjunction With the present inven 
tion. Moreover, various conventional bicycle parts such as 
brakes, etc., Which are not illustrated and/or discussed 
herein, are also used in conjunction With the present inven 
tion as needed and/or desired. 
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4 
As seen in FIG. 3, the bicycle 10 is equipped With various 

electronic control components that are mounted on the 
handlebar 17. In particular, the bicycle 10 is equipped With 
a cycle computer 31, a front electronic shifter 32 and a rear 
electronic shifter 33. The cycle computer 31 is electrically 
coupled to various electronic components including, but not 
limited to, the front dynamo hub 19, the front electronic 
shifter 32 and the rear electronic shifter 33. For eXample, the 
bicycle 10 can be equipped With front and/or rear electric 
dampening suspensions that can be electrically coupled to 
cycle computer 31. The cycle computer 31 is preferably 
electrically coupled to these various electronic components 
by a main electrical cable or cord 41 that splits into several 
feed Wires or cords (only tWo electrical cords Will be 
illustrated in FIG. 2 for the sake of simplicity and for easy 
of illustration) and a pair of electrical shift cables or cords 
42 and 43. The cords 41, 42 and 43 are multi-conductor 
cords that each includes a plurality of electrical conductors. 
EXamples of various electronic control components that can 
be used With the present invention are the NeXave C-910 
components that are sold by Shimano Inc. 
The cycle computer 31 includes a plurality of push 

buttons for operating the automatic shifting control. In the 
illustrated embodiment, as seen in FIG. 2, the cycle com 
puter 31 is electrically coupled to the electric derailleurs 25 
and 29 by the main electrical cable or cord 41, While the 
cycle computer 31 is electrically coupled to the electronic 
shifters 32 and 33 by the electrical shift cords 42 and 43, 
respectively. 
The cycle computer 31 is preferably con?gured and 

arranged With control programs stored for controlling the 
automatic shifting based on the rider input commands and/or 
riding conditions from sensors (not shoWn). Alternatively, 
the cycle computer 31 preferably includes a microcomputer 
With a control program that controls the automatic shifting 
control. The cycle computer 31 can also include other 
conventional components such as an input interface circuit, 
an output interface circuit, and storage devices such as a 
ROM (Read Only Memory) device and a RAM (Random 
Access Memory) device. The microcomputer of the cycle 
computer 31 is programmed to display various information 
such as the status of the various components as Well as 
programmed to control automatic shifting control. The 
memory circuit stores processing results and control pro 
grams that are run by the processor circuit. 

Turning back to FIG. 2, the bicycle headset structure 11 
basically includes a stem bolt or steerer tube fastening 
member 50, a handlebar attachment member 51, a top 
tubular spacer member 52, a top steerer bearing set 53, a 
bottom steerer bearing set 54 and a bottom tubular spacer 
member 55. The bicycle headset structure 11 also preferably 
includes an internal headset Wiring cable or cord 56 that is 
electrically coupled at one end to the main electrical cord 41 
and splits into tWo sections at the other end for connection 
With front and rear devices or components. 

In the present invention, the bicycle headset structure 11 
is mounted on the steerer tube 18a of the front fork 18 such 
that the steerer tube 18a can freely rotate Within the head 
tube 12d. Thus, as seen in FIG. 2, the handlebar 17 is ?Xed 
to the steerer tube 18a of the front fork 18 by the handlebar 
attachment member 51 in a conventional manner. In other 
Words, the handlebar 17 is ?Xed to the front fork 18 for 
turning the front fork 18 and the front Wheel 14 relative to 
the main frame 12. 

In particular, the top tubular spacer member 52 supports 
an upper end of the steerer tube 18a to the upper end of the 
head tube 12d via the top bearing set 53 for rotational 
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movement, While the bottom tubular spacer member 55 
supports a loWer end of the steerer tube 18a to the loWer end 
of the head tube 12d via the bottom bearing set 54 for 
rotational movement. Thus, the top and bottom bearing sets 
53 and 54 are disposed betWeen the top and bottom tubular 
spacer members 52 and 55 and the upper and loWer ends of 
the head tube 12d, respectively. 

In assembling the bicycle headset structure 11, the top and 
bottom bearing sets 53 and 54 are installed With the top and 
bottom tubular spacer members 52 and 55 onto the upper 
and loWer ends of the head tube 12d. Then, the steerer tube 
18a is inserted into the head tube 12d such that the steerer 
tube 18a is rotatably supported in the head tube 12d by the 
top and bottom tubular spacer members 52 and 55. Next, the 
handlebar attachment member 51 is inserted onto the upper 
free end of the steerer tube 18a. Before the handlebar 
attachment member 51 is ?xedly clamped (i.e., loosely 
installed) to the steerer tube 18a, the stem bolt 50 is inserted 
into the interior of the steerer tube 18a and adjusted to apply 
an axial force that pulls the steerer tube 18a upWardly and 
pushes the handlebar attachment member 51 doWnWardly to 
axially load the top and bottom bearing sets 53 and 54. Thus, 
the bicycle headset structure 11 is con?gured and arranged 
to exert a doWnWard pressure or force on the handlebar 
attachment member 51, Which in turn exert a doWnWard 
pressure or axial force of the top and bottom bearing sets 53 
and 54. This axial force on the bicycle headset structure 11 
alloWs the user to apply an appropriate load to the top and 
bottom bearing sets 53 and 54. 
As seen in FIG. 2, the handlebar attachment member 51 

has a handlebar mounting portion 60 con?gured to secure 
the bicycle handlebar 17 thereto, an intermediate extension 
portion 61 and a steerer tube attachment portion 62 con?g 
ured to secure the bicycle steerer tube 18a thereto. The 
handlebar mounting portion 60 is con?gured as a tube clamp 
that is constricted by a fastener 64, eg a bolt and a nut. 
Similarly, the steerer tube attachment portion 62 is con?g 
ured as a tube clamp that is constricted by a pair of fasteners 
65, eg a pair of bolt and a pair of nut. Thus, the steerer tube 
attachment portion 62 has a radially contractible bore 66 that 
is dimensioned to receive the bicycle steerer tube 18a. The 
radially contractible bore 66 has a notch 67 that forms a 
portion of a Wiring passage of the handlebar attachment 
member 51. 

The intermediate extension portion 61 is preferably at 
least partially holloW to form a Wiring passage 68 of the 
handlebar attachment member 51. The Wiring passage 68 
has a ?rst Wiring aperture 69 that opens to the notch 67 of 
the steerer tube attachment portion 62, and a second Wiring 
aperture 70 that opens to the bottom of the intermediate 
extension portion 61. Thus, the main electrical cord 41 is 
electrically connected to the internal headset Wiring cord 56 
through the second Wiring aperture 70. Of course, the main 
electrical cord 41 and the internal headset Wiring cord 56 can 
be a single integral cord, as needed and/or desired. 
As seen in FIG. 2, the top and bottom tubular spacer 

members 52 and 55 are preferably each constructed as a 
one-piece, unitary member from a hard rigid material. More 
preferably, the top and bottom tubular spacer members 52 
and 55 are constructed of a metallic material suitable for 
bicycles. The top and bottom tubular spacer members 52 and 
55 are identical to each other, but the bottom tubular spacer 
member 55 is inverted relative to the top tubular spacer 
member 52. Thus, only the top tubular spacer member 52 
Will be discussed or illustrated in detail. 
As seen in FIGS. 4—6, the top tubular spacer member 52 

has a ?rst end portion 71 and a second end portion 72 With 
a central axial passageWay 73 extending betWeen the ?rst 
and second end portions 71 and 72. Thus, the ?rst end 
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6 
portion 71 has a ?rst or upper end opening 74, While the 
second end portion 72 has a second or loWer end opening 75. 
The central axial passageWay 73 is dimensioned to receive 
the bicycle steerer tube 18a. Preferably, the central axial 
passageWay 73 has a generally cylindrical interior surface. 

The outer surface of the top tubular spacer member 52 is 
preferably step shaped to support the top steerer bearing set 
53. In particular, the ?rst (upper) end portion 71 of the top 
tubular spacer member 52 has a ?rst annular section With a 
?rst maximum Width, While the second (loWer) end portion 
72 of the top tubular spacer member 52 has a second annular 
section With a second maximum Width that is smaller than 
the ?rst maximum Width such that an axially facing abut 
ment 76 is formed therebetWeen. The top steerer bearing set 
53 is supported on the second (loWer) end portion 72 of the 
top tubular spacer member 52 and contacts the axially facing 
abutment 76. 
A Wiring channel 77 extends longitudinally betWeen the 

?rst and second ends of the tubular spacer member 52. 
Preferably, Wiring channel 77 is an axially extending notch 
that is formed in the generally cylindrical interior surface of 
the central axial passageWay 73. The Wiring channel 77 is 
arranged to communicate With the notch 67 and the Wiring 
passage 68 of the handlebar attachment member 51 When the 
handlebar attachment member 51 and the top tubular spacer 
member 52 are attached to the bicycle steerer tube 18a. 
Thus, the internal headset Wiring cord 56 can pass from the 
handlebar attachment member 51 into the head tube 12d 
such that the internal headset Wiring cord 56 Will move With 
the steerer tube 18a. 

Referring back to FIG. 2, the stem bolt or steerer tube 
fastening member 50 is a relatively conventional structure 
that includes an expandable nut 50a dimensioned to engage 
an interior bore of the bicycle steerer tube 18a and a bolt 50b 
threadedly coupled to the expandable nut 50a. The bolt 50b 
including a head portion 50c that dimensioned to engage the 
steerer tube attachment portion 62 of the handlebar attach 
ment member 51. 

Referring noW to FIGS. 3 and 7—11, the Wiring from the 
cycle computer 31 to the electronic shifters 32 and 33 that 
are mounted on the handlebar 17 Will noW be explained. 
Preferably, the handlebar 17 has a pair of protective tubes 82 
and 84 to protect the shift cords 42 and 43, respectively. The 
protective tubes 82 and 84 from the cycle computer 31 into 
openings 17a of the handlebar 17 to protect the shift cords 
42 and 43, respectively. 

In the preferred embodiment, the shift cords 42 and 43 
extend through the holloW interior of the handlebar ends, 
and then Wrap around the free ends of the handlebar 17 so 
as to loop back on the outside of the handlebar 17 Where they 
are connected to the electronic shifters 32 and 33. In the 
preferred embodiment, the handlebar 17 is provided With 
left and right handlebar grips 86 to hold the shift cords 42 
and 43 in place. Basically, the hand grips 86 are identical. 
Thus, only one of the hand grips 86 Will be discussed and 
illustrated in detail herein. 

Preferably, the free ends of the handlebar 17 are provided 
With notches 17b for accommodating the Wires 42 and 43. In 
other Words, When the shift cords 42 and 43 Wrap around the 
free end of the handlebar 17, the shift cords 42 and 43 are 
located in the notches 17b. Thus, When the grips 86 are 
inserted onto the ends of the handlebar 17, the shift cords 42 
and 43 are not crimped by the grips 86. Moreover, the grips 
86 are preferably each provided With a longitudinally 
extending groove 87a such that the shift cords 42 and 43 can 
be disposed in the longitudinal grooves 87a When the grips 
86 are installed on the free ends of the handlebar 17. 
Preferably, the brake mounting portion 90 of the brake levers 
92 have a similar type cross section to the grips 86 so that 
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the shift cords 42 and 43 can pass between the mounting 
portions 90 of the brake levers 92 and the exterior surface of 
the handlebar 17. 

The front shifting unit 32 includes a pair of shifting push 
buttons for manually shifting the front derailleur 25 When 
the cycle computer 31 has been set by the rider to a manual 
mode. In the illustrated embodiment, as seen in FIG. 3, the 
front shifting unit 32 is electrically coupled to the cycle 
computer 31 by the electrical cord 42. In the preferred 
embodiment, the front shifting unit 32 inputs electrical 
commands to the cycle computer 31. 

The rear shifting unit 33 includes a pair of shifting push 
buttons for manually shifting the rear derailleur 29 When the 
cycle computer 31 has been programmed or set by the rider 
to a manual mode. In the illustrated embodiment, the rear 
shifting unit 33 is electrically coupled to the cycle computer 
31 by the electrical cord 43. In the preferred embodiment, 
the rear shifting unit 33 inputs electrical commands to the 
cycle computer 31. 

The terms of degree such as “substantially”, “about” and 
“approximately” as used herein mean a reasonable amount 
of deviation of the modi?ed term such that the end result is 
not signi?cantly changed. These terms should be construed 
as including a deviation of at least 15% of the modi?ed term 
if this deviation Would not negate the meaning of the Word 
it modi?es. 

While only selected embodiments have been chosen to 
illustrate the present invention, it Will be apparent to those 
skilled in the art from this disclosure that various changes 
and modi?cations can be made herein Without departing 
from the scope of the invention as de?ned in the appended 
claims. Furthermore, the foregoing descriptions of the 
embodiments according to the present invention are pro 
vided for illustration only, and not for the purpose of limiting 
the invention as de?ned by the appended claims and their 
equivalents. 

What is claimed is: 
1. A bicycle headset structure comprising: 
a handlebar attachment member having a handlebar 

mounting portion con?gured to secure a bicycle 
handlebar thereto and a steerer tube attachment portion 
con?gured to secure a bicycle steerer tube thereto, With 
a Wiring passage extending betWeen the handlebar 
mounting portion and the steerer tube attachment por 
tion; and 

a tubular spacer member having a ?rst end With an upper 
end opening, a second end With a loWer end opening, a 
Wiring channel extending betWeen the ?rst and second 
ends of the tubular spacer member and an axial pas 
sageWay extending axially betWeen the upper and 
loWer end openings of the tubular spacer member, the 
axial passageWay being dimensioned to receive the 
bicycle steerer tube, the Wiring channel being arranged 
to communicate With the Wiring passage of the handle 
bar attachment member When the handlebar attachment 
member and the tubular spacer member are attached to 
the bicycle steerer tube; 

the axial passageWay having a generally cylindrical inte 
rior surface With the Wiring channel being an axially 
extending notch formed in the generally cylindrical 
interior surface of the axial passageWay. 

2. The bicycle headset structure according to claim 1, 
Wherein 

the steerer tube attachment portion includes a radially 
contractible bore that is dimensioned to receive the 
bicycle steerer tube. 
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3. The bicycle headset structure according to claim 2, 

Wherein 
the radially contractible bore has a notch that forms a 

portion of the Wiring passage of the handlebar attach 
ment member. 

4. A bicycle headset structure comprising: 
a handlebar attachment member having a handlebar 

mounting portion con?gured to secure a bicycle 
handlebar thereto and a steerer tube attachment portion 
con?gured to secure a bicycle steerer tube thereto, With 
a Wiring passage extending betWeen the handlebar 
mounting portion and the steerer tube attachment por 
tion the steerer tube attachment portion having a steerer 
tube receiving opening that is adjustable in siZe in order 
to ?xedly attach the steerer tube therein; and 

a tubular spacer member having a ?rst end With an upper 
end opening, a second end With a loWer end opening, a 
Wiring channel extending betWeen the ?rst and second 
ends of the tubular spacer member and an axial pas 
sageWay extending axially betWeen the upper and 
loWer end openings of the tubular spacer member, the 
axial passageWay being dimensioned to receive the 
bicycle steerer tube, the Wiring channel being arranged 
to communicate With the Wiring passage of the handle 
bar attachment member When the handlebar attachment 
member and the tubular spacer member are attached to 
the bicycle steerer tube; 

the handlebar attachment member including an interior 
holloW area extending betWeen the handlebar mounting 
portion and the steerer tube attachment portion With a 
?rst Wire access opening formed in the steerer tube 
attachment portion and a second Wire access opening 
longitudinally spaced from the ?rst Wire access opening 
toWard the handlebar mounting portion from the steerer 
tube attachment portion such that the ?rst and second 
Wire access opening communicate With each other 
through the interior holloW area. 

5. The bicycle headset structure according to claim 4, 
further comprising 

a steerer tube fastening member including an expandable 
nut dimensioned to engage an interior bore of the 
bicycle steerer tube and a bolt threadedly coupled to the 
expandable nut, the bolt including a head portion that 
dimensioned to engage the steerer tube attachment 
portion of the handlebar attachment member. 

6. The bicycle headset structure according to claim 4, 
Wherein 

the tubular spacer member has a ?rst annular section With 
a ?rst maximum Width and a second annular section 
With a second maximum Width that is smaller than the 
?rst maximum Width such that an axially facing abut 
ment is formed therebetWeen. 

7. The bicycle headset structure according to claim 4, 
further comprising 

a head tube including a bearing for engaging the tubular 
spacer member. 

8. The bicycle headset structure according to claim 7, 
Wherein 

the tubular spacer member has a ?rst annular section With 
a ?rst maximum Width and a second annular section 
With a second maximum Width that is smaller than the 
?rst maximum Width such that an axially facing abut 
ment is formed therebetWeen that contacts the bearing. 

9. A tubular spacer member for use in a bicycle headset 
structure disposed under a handlebar attachment member, 
comprising: 

a ?rst end portion With an upper end opening; 
a second end portion With a loWer end opening; 
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a central passageway extending axially betWeen the upper 
and loWer end openings and dimensioned to receive a 
bicycle steerer tube therein; and 

a Wiring channel extending from one of the upper and 
loWer end openings toWards the other one of the upper 
and loWer end openings, the Wiring channel being 
arranged to form a space outside of an outer peripheral 
surface of the bicycle steerer tube When the tubular 
spacer member is attached to the bicycle steerer tube, 

the central passageWay having an interior surface With the 
Wiring channel being a notch formed in the interior 
surface of the central passageWay. 

10. The tubular spacer member according to claim 9, 
Wherein 

the second end portion has a ?rst annular section With a 
?rst maximum Width and a second annular section With 
a second maximum Width that is smaller than the ?rst 
maximum Width such that an axially facing abutment is 
formed therebetWeen. 

11. A tubular spacer member for use in a bicycle headset 
structure disposed under a handlebar attachment member, 
comprising: 

a ?rst end portion With an upper end opening; 
a second end portion With a loWer end opening; 

10 
a central passageWay extending axially betWeen the upper 

and loWer end openings and dimensioned to receive a 
bicycle steerer tube therein; and 

a Wiring channel extending from one of the upper and 
5 loWer end openings toWards the other one of the upper 

and loWer end openings, the Wiring channel being 
arranged to form a space outside of an outer peripheral 
surface of the bicycle steerer tube When the tubular 
spacer member is attached to the bicycle steerer tube; 

the central passageWay having a generally cylindrical 
interior surface With the Wiring channel being an axi 
ally extending notch formed in the generally cylindrical 
interior surface of the central passageWay. 

12. The tubular spacer member according to claim 11, 
15 Wherein 

10 

the second end portion has a ?rst annular section With a 
?rst maximum Width and a second annular section With 
a second maximum Width that is smaller than the ?rst 
maximum Width such that an axially facing abutment is 

20 formed therebetWeen. 


