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advanced user interface on the portable communication 
device tends to provide a more efficient mechanism for 
con?guring the peripheral device. The portable communi 
cation device is arranged to transmit the con?guration 
information directly to the peripheral device over the com 
munication link. The portable communication device may 
also be further interfaced to a computer that is arranged to 
identify the necessary con?guration information to be pro 
vided to the peripheral device. 

6 Claims, 3 Drawing Sheets 
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METHODS AND ARRANGEMENTS FOR 
CONFIGURING A PRINTER OVER A 

WIRELESS COMMUNICATION LINK USING 
A WIRELESS COMMUNICATION DEVICE 

TECHNICAL FIELD 

The present invention is related to computers, and more 
particularly to methods and arrangements for con?guring a 
peripheral device using a portable handheld device. 

BACKGROUND 

Computer netWorks are commonplace in today’s Working 
environment and are steadily making their Way into the 
home environment. These computer netWorks can be con 
?gured to provide intraconnectivity and/or interconnectivity 
betWeen various computing resources. These netWorks are 
particularly advantageous for environments that have shared 
resources, such as, for example, a printing device, scanning 
device, facsimile device, data storage device, etc. 

Con?guring these various netWorked devices to operate 
together can be dif?cult, especially for novice users or 
system administrators, and/or for larger netWorks. In some 
cases, a system administrator may be required to physically 
visit each resource on the netWork and con?gure the 
resource using the resource’s locally available con?guration 
mechanisms. Thus, for example, a system administrator may 
be required to con?gure a printer using its user interface 
(e.g., buttons, display, etc.). In certain other netWorks, the 
system administrator may be able to con?gure or otherWise 
modify the network and its various resources via the net 
Work interface itself (i.e., assuming that the resources have 
already been con?gured With applicable netWork identi?ers, 
addresses, etc.). Thus, for example, a system administrator 
may use one or more remotely hosted programs on a 

personal computer (PC) or the like to selectively con?gure 
shared resources by sending the appropriate information 
over the netWork interface. 

Unfortunately, most netWorks do not have a simple uni 
versal remote programming capability available that Will 
support the con?guration of all or most of the shared 
resources. This is particularly true for netWorks that include 
a variety of resources from different manufacturers, each of 
Whom may choose to provide or otherWise require a special 
programming mechanism, e.g., local control panel, 
sWitches, local or remote softWare programs, and the like. 

Moreover, some netWork resources tend to be more 
dif?cult to initially set up and subsequently recon?gure 
because the user interface has been designed to more readily 
support the routine user input/output requirements associ 
ated With normal operations. By Way of example, conven 
tional printers tend to have simple user interfaces With 
limited display capabilities and only a feW buttons. While 
such an arrangement typically provides for a more user 
friendly interface for those printing documents day in and 
day out, the limited display and buttons tend to make the 
con?guration process more dif?cult. For example, most 
netWorks require that each of the resources be assigned a 
unique identi?er, such as, an Internet Protocol (IP) address. 
To con?gure a printer With its assigned address or to change 
its address, the user or system administrator Will need to 
enter the neW information through the existing user inter 
face. Unfortunately, the user-friendly interfaces provided 
With most printers do not include a full numerical and/or 
alphanumerical keypad that might be convenient for enter 
ing such netWork identi?er information. Additionally, most 
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2 
printers have limited display capabilities, e.g., 16 character 
or perhaps 32 character Wide displays, that may further 
hinder the user When entering lengthy con?guration infor 
mation. 

This is not to say that printers cannot be con?gured as 
required, only that the existing interfaces tend to make the 
job more dif?cult. For example, some printers provide a 
scrolling display of selectable alphanumeric characters that 
can be navigated using only a feW input buttons. While this 
obviously Works, it tends to be sloWer, especially for lengthy 
addresses Wherein the user is forced to scroll up or doWn 
through several characters until the appropriate character is 
located. 

Consequently, there is a need for improved methods and 
arrangements for controlling, con?guring or otherWise inter 
facing With various computing resources, such as, peripheral 
devices. Preferably, the improved methods and arrange 
ments Will provide a simple, user-friendly and cost-effective 
user interface for more routine operations, While also pro 
viding a faster, more ef?cient and convenient user interface 
for advanced con?guring and/or controlling operations. 

SUMMARY 

The present invention provides improved methods and 
arrangements for controlling, con?guring or otherWise inter 
facing With various computing resources, such as, for 
example, peripheral devices. In accordance With certain 
aspects of the present invention, the improved methods and 
arrangements provide a simple, user-friendly and cost-ef 
fective user interface for routine operations, and a faster, 
more efficient and convenient user interface for advanced 
con?guring and/or controlling operations. 

Thus, for example, the above stated needs and others are 
met by a portable communication device, such as, a cellular 
telephone, pager, PDA, etc., that is programmed to con?gure 
a peripheral device through a communication link. The 
advanced user interface on the portable communication 
device tends to provide a more ef?cient mechanism for 
con?guring the peripheral device. The portable communi 
cation device can be arranged to transmit the con?guration 
information directly to the peripheral device over the com 
munication link. The portable communication device may 
also be further interfaced to a computer that is arranged to 
identify the necessary con?guration information to be pro 
vided to the peripheral device. 

BRIEF DESCRIPTION OF THE DRAWINGS 

A more complete understanding of the various methods 
and arrangements of the present invention may be had by 
reference to the folloWing detailed description When taken in 
conjunction With the accompanying draWings Wherein: 

FIG. 1 is a block diagram depicting an exemplary com 
puter netWork environment having at least one computer and 
one peripheral device. 

FIG. 2 is a representative diagram of a conventional user 
interface of an exemplary peripheral device for use in the 
computer netWork of FIG. 1. 

FIG. 3 is a block diagram depicting the use of a portable 
communication device to con?gure, control or otherWise 
communicate With a peripheral device, for example, as in 
FIG. 1. 

FIG. 4 is a block diagram depicting the use of a portable 
communication device to transport con?guration, control or 
other information betWeen a computer and at least one 
peripheral device, for example, as in FIG. 1. 
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FIG. 5 is a representative diagram of an exemplary 
conventional user interface suitable for use in a portable 
communication device, for example, as in FIGS. 3 and 4. 

DETAILED DESCRIPTION 

FIG. 1 depicts an exemplary computer netWork environ 
ment 10 having at least one computer 12 operatively coupled 
through at least one netWork 14 to at least one peripheral 
device 16. 
As graphically illustrated, a computer 12 can include a 

personal computer (PC), a Workstation computer, a server, a 
portable computer, or other like computing devices that are 
con?gurable to access one or more peripheral devices 16, 
through netWork 14. 

Network 14 may include dedicated communication 
resources, local area netWorks (LANs), Wide area netWorks 
(WANs), intranets, the Internet, and the like that are con 
?gured to carry information betWeen a computer 12 and a 
peripheral device 16. NetWork 14 Will likely be con?gured 
for use in accordance With one or more conventional net 

Working protocols, such as, e.g., TCP/IP, etc. 
Peripheral device 16 can include, for example, a printer, 

a plotter, a scanner, a facsimile machine, a modem, a data 
storage device, an input/output (I/O) device, or other types 
of shared resource devices. 
As stated above, there is often a need to con?gure or 

recon?gure computer netWork environment 10 and its vari 
ous components. For example, When a neW peripheral 
device 16 is added to netWork 14, there is a need to con?gure 
the neW peripheral device 16 so that a computer 12 may 
access it. This usually requires programming the peripheral 
device 16 With a unique netWork identi?er, such as, e.g., an 
IP address. 

With this in mind, FIG. 2 is a representative diagram of 
a conventional user interface 20 of an exemplary peripheral 
device 16, such as, a printer. As depicted, user interface 20 
has been designed to provide a simple, user-friendly inter 
face environment. In this example, user interface 20 includes 
a display 22 and a plurality of buttons 24. Display 22 
typically includes a liquid crystal display or other like 
alphanumeric display mechanism that is con?gured to dis 
play a limited amount of information to the user. For 
example, in certain printers, one or tWo 16 or 32 character 
display lines are provided to identify the operational status 
of the printer. The user is able to control certain actions of 
the printer through buttons 24, based on the information 
presented in display 22. 
As depicted in this example, buttons 24 may include a 

poWer button, a scroll up button, a scroll doWn button, and 
a selection button. It is recogniZed that other buttons and/or 
functions may be provided, depending on the type of periph 
eral device 16. 

While the various methods and arrangements disclosed 
herein are equally adaptable to a variety of peripheral 
devices 16, for the sake of brevity, this description Will focus 
on certain peripheral devices, such as, printers, that have 
been designed to avoid overloading user interface 20 With a 
full gamut of buttons, e.g., as might be required to readily 
program peripheral device 16 With applicable con?guration 
information. Additionally, manufacturing cost factors may 
also lead to a reduced number of buttons, etc. 

The example in FIG. 2 is one such user interface. Here, a 
user or system administrator Will be required to selectively 
scroll through and/or otherWise manipulate selectable func 
tions/inputs/characters as presented in display 22. Thus, for 
example, to con?gure peripheral device 16 With a neW IP 
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4 
address, the user Will need to navigate through one or more 
menus, etc., shoWn on display 22 until the correct entry 
?eld(s) (not shoWn) are presented. To enter the neW IP 
address information into the entry ?eld(s), the user Will then 
need to use one or more of buttons 24 to identify and select 
the character to be entered. For an IP address having a fairly 
long multiple decimal point delimited numerical sequence, 
such a scroll/identify and select process can be time con 
suming. LikeWise, entering other con?guration and control 
information in this manner can be inef?cient. 

FIG. 3 is a block diagram depicting the use of a portable 
communication device 30 to con?gure, control or otherWise 
communicate With a peripheral device 16, in accordance 
With certain implementations of the present invention. In 
this example, portable communication device 30 may 
include a cellular telephone, a pager, a personal digital 
assistant (PDA), a portable computer, a special-purpose 
portable communication device (e.g., a dedicated or univer 
sal remote control), or the like that is con?gured to selec 
tively communicate With peripheral device 16. Preferably, 
portable communication device 30 Will provide a more 
ef?cient mechanism for con?guring, controlling or other 
Wise communicating With peripheral device 16. 

With this in mind, as depicted portable communication 
device 30 includes logic 31 and a communication interface 
32. Logic 31 is con?gured to alloW the user to input 
information into portable communication device 30, e.g., for 
example, through a display 52 and keypad 54 (see FIG. 5), 
selectively store/process the information, and provide at 
least a portion of the information to communication inter 
face 32. In certain implementations, logic 31 may also be 
con?gured to receive and process inputs from communica 
tion interface 32. 

Communication interface 32 is operatively con?gured to 
transmit at least a portion of the information received from 
logic 31 to peripheral device 16 over a communication link 
34. In certain preferred implementations, communication 
link 34 represents an infrared (IR) signal transmitted through 
the atmosphere by communication interface 32. In certain 
implementations, communication link 34 represents a radio 
frequency (RF) signal transmitted through the atmosphere 
by communication interface 32. In still other implementa 
tions, communication link 34 represents an electrical or 
optical signal that is transmitted through an applicable cable 
or ?ber by communication interface 32. 

In certain implementations, communication link 34 may 
provide for unidirectional or bi-directional communications 
betWeen portable communication device 30 and peripheral 
device 16. 
As shoWn, peripheral device 16 includes a corresponding 

communication interface 36 that is con?gured to receive the 
applicable signal provided via communication link 34. Addi 
tional logic 37 is also provided Within peripheral device 16 
and con?gured to receive/process the information provided 
over communication link 34. Thus, logic 37 may be arranged 
to con?gure peripheral device 16 or otherWise control the 
operation of peripheral device 16, based on the received/ 
processed information. 

Those skilled in the art Will recogniZe that logic 31 and 
logic 37 may each be implemented in a variety of Ways, 
including the use of hardWare, softWare, ?rmWare, or any 
combination thereof, depending upon the support capability 
of the portable communication device 30 and peripheral 
device 16, respectively. 
As presented in FIG. 3, logic 31 is preferably con?gured 

to provide an intelligent step-by-step con?guration process, 
a menu-driven process, or other like process, that provides 
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the user With the capability to quickly and ef?ciently con 
?gure or control peripheral device 16. 

In accordance With certain further implementations, por 
table communications device 30 is also capable of interfac 
ing With corresponding logic provided in a computer 12. 
Reference is noW made to FIG. 4, Which depicts the use of 
portable communication device 30 to transport con?gura 
tion, control or other information betWeen a computer 12 
and peripheral device 16. Here, logic 41 is provided Within 
computer 12 and con?gured to at least provide such infor 
mation to logic 31 through communication link 40. Logic 41 
may also be con?gured to receive information from logic 31 
through communication link 40. 

Thus, for example, the user may ?rst generate the appro 
priate con?guration/control information for peripheral 
device 16 using logic 41 in computer 12. Logic 41 may 
include a con?guration programming application or the like 
that outputs the con?guration data based on user inputs. This 
con?guration programming application may be similar to a 
conventional remote program that is designed to con?gure 
peripheral device 16 over netWork 14, for example. 

The resulting con?guration information from logic 41 is 
then provided to logic 31 over communication link 40, 
Which may be the same type as communication link 34 or 
different. For example, communication link 40 may include 
a traditional serial communications port, a universal serial 
bus (USB) port, an IEEE-1394 port, etc., that is used to 
synchroniZe, or otherWise operatively connect portable com 
munication device 30 to computer 12. 

Once the applicable con?guration/control information has 
been transferred to portable communication device 30, it can 
then be processed, as necessary and provided to peripheral 
device 16, as described above over communication link 34. 

One of the important aspects of the methods and arrange 
ments described herein is that portable communication 
device 30 and/or computer 12 is able to provide a more 
advanced and ef?cient user interface than that Which is 
typically provided by peripheral device 16 alone. By Way of 
example, FIG. 5 depicts portable communication device 30 
having a user interface 50 that includes a display 52 and a 
keypad 54. Here, display 52 is preferably capable of shoW 
ing more information than the traditional display 22 on 
peripheral device 16. As such, the user Will be able to vieW 
con?guration and control information Without necessarily 
having to scroll through the displayed text. 

LikeWise, keypad 54 preferably includes a greater number 
of buttons than Would a typical peripheral device user 
interface 20. In certain con?gurations, keypad 54 includes at 
least a full set of numerical input keys. In other implemen 
tations, keypad 54 includes a full set of alphanumeric keys. 

In still other implementations, user interface 50 can be 
con?gured to input information and display information in 
languages other than English. Thus, for example, portable 
communication device 30 may be con?gured to input and 
display information in Japanese, German, etc. In this man 
ner, portable communication device 30 may provide for a 
more personal and ef?cient user interface capability; one 
that the peripheral device may not be capable of performing 
given its place of manufacture. 

Additionally, portable communication device 30 may also 
be con?gured to receive, process, display, and/or subse 
quently transfer other information, such as, peripheral 
device status information, logged information and/or error 
related information. As such, portable communication 
device 30 may further increase the user’s ability to monitor 
and adjust the operational performance of peripheral device 
16 and/or computer netWork environment 10. 
One of the complaints that many system administrators 

and other maintenance users have registered is that they are 
less inclined to implement solutions that require them to 

15 

25 

35 

40 

45 

65 

6 
purchase and carry about additional hardWare or devices. In 
accordance With certain implementations of the present 
invention, such users need not necessarily purchase or carry 
about additional devices because portable communication 
device 30 can be implemented using devices that they may 
already carry With them. For example, most of these users 
tend to carry either a cellular telephone or a pager, each of 
Which may be con?gured to provide a more ef?cient user 
interface capability, as described above. By Way of example 
only, Nokia currently manufactures cellular telephones hav 
ing numeric keypads along With alphabetic character key 
pads. Many users also carry a PDA, such as, e.g., a Palm 
device, handheld device or Pocket PC device, that are 
readily programmable to perform the above functions With 
display 52 and keypad 54 being implemented through a 
touch screen. Furthermore, such devices are already con?g 
ured to operatively interface With a computer 12 through 
cables and/or a comparable IR port. 

Although some preferred implementations of the various 
methods and arrangements of the present invention have 
been illustrated in the accompanying DraWings and 
described in the foregoing Detailed Description, it Will be 
understood that the invention is not limited to the exemplary 
implementations disclosed, but is capable of numerous 
rearrangements, modi?cations and substitutions Without 
departing from the spirit of the invention as set forth and 
de?ned by the folloWing claims. 
What is claimed is: 
1. A method comprising: 
maintaining printing device control information in a Wire 

less communication device, the printing device control 
information including netWork con?guration informa 
tion associated With a printing device and a netWork 
that is operatively coupled to the printing device, 
Wherein the netWork con?guration information 
includes a unique netWork device address of the print 
ing device for use in the netWork; 

selectively transmitting the printing device control infor 
mation to the printing device over a Wireless commu 
nication interface, and Wherein the Wireless communi 
cation interface is not part of the netWork; 

receiving the printing device control information using 
the printing device; and 

con?guring the printing device to operate on the netWork 
using the netWork con?guration information Within the 
received printing device control information. 

2. The method as recited in claim 1, Wherein the Wireless 
communication device is selected from a group of Wireless 
communication devices comprising a Wireless telephone and 
a pager. 

3. The method as recited in claim 1, Wherein the Wireless 
communication interface is con?gured to carry at least one 
signal selected from a group of signals comprising a radio 
frequency (RF) signal, and an infrared (IR) signal. 

4. The method as recited in claim 1, Wherein maintaining 
the printing device control information in the Wireless 
communication device further includes receiving the print 
ing device control information through a user interface 
portion of the Wireless communication device. 

5. The method as recited in claim 3, Wherein the Wireless 
communication interface is further con?gured to provide 
bi-directional communication betWeen the Wireless commu 
nication device and the printing device. 

6. The method as recited in claim 4, Wherein the user 
interface portion of the Wireless communication device 
includes a display and a keypad. 


