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(57) ABSTRACT 

Methods and systems are provided for acquiring seismic 
data. Data are collected representing acoustic signals 
received from the Earth at distinct geographic locations. 
Data representing an ambient signal at the distinct geo 
graphic locations are also collected. For each of the geo 
graphic locations, a known time dependence of the ambient 
signal is correlated With a time dependence of the collected 
acoustic-signal data to de?ne time-correlated acoustic signal 
data. The collected acoustic-signal data for the distinct 
geographic locations are synchronized from the time-corre 
lated acoustic-signal data. 
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ACQUIRING SEISMIC DATA 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

This application is a divisional of and claims the bene?t 
of US. application Ser. No. 10/418,940, ?led Apr. 18, 2003, 
now US. Pat. No. 6,934,219 the disclosure of Which is 
herein incorporated by reference in its entirety for all pur 
poses. 

This application is a nonprovisional of US. Prov. Appl. 
No. 60/375,545, entitled “A CABLE-LESS SEISMIC DATA 
RECORDER AND A METHOD FOR SYNCHRONIZING 
MULTIPLE SEISMIC DATA SETS,” ?led Apr. 24, 2002, 
the entire disclosure of Which is incorporated herein by 
reference for all purposes. 

BACKGROUND OF THE INVENTION 

This application relates generally to methods and systems 
for acquiring seismic data. More speci?cally, this applica 
tion relates to methods and systems for acquiring seismic 
data Without the need for Wireline telemetry or radio 
telemetry components or radio initiation. 

Present-day land-based oil and gas drilling sites are 
selected from three-dimensional images produced through 
the use of re?ection seismic data. The images are developed 
from data acquisition through active seismic tomography. 
SynthesiZed physical shock Waves are applied to a survey 
site. These Waves re?ect off rock strata at variable velocities 
and return to the surface. Geophones at the surface measure 
and record the ground motion at the survey site. The seismic 
response from each receiver point (a geophone unit or the 
summed response of several geophone units) is collected 
centrally by a data collection center. The collected data are 
reduced through sophisticated computer analysis for pro 
ducing three-dimensional maps of the geologic structure. 
A typical seismic survey site can comprise an active 

receiver spread measuring 8 kmz, With a plurality of receiver 
points located on a grid every 15—100 m. The seismic 
receivers are intended to respond to seismic events induced 
by human-generated explosives or mechanical sources. 
Accordingly, the receivers are typically con?gured to record 
data for time periods of about several seconds. In addition, 
the use of human-generated explosives limits the geographic 
distribution of the receivers since explosives often cannot be 
used Within toWns or cites, among other examples. 

Examples of currently used modes for seismic recording 
include the folloWing: (1) seismic data from each receiver 
channel are transmitted to a central collection unit via Wires; 
(2) seismic data from each receiver are transmitted to the 
central collection unit via radio telemetry; and (3) data from 
each receiver channel are recorded in ?ash memory and 
doWnloaded later When each unit is connected to and pro 
cessed by a mass storage device, such as a hard drive. Each 
of these modes has at least some disadvantages, a common 
one of Which is the need for transmission of speci?c timing 
signals to the collection units to synchroniZe recording With 
the time of the human-generated seismic-vibration-inducing 
explosion. For example, While Wire telemetry is reliable, 
quick, and alloWs examination of the collected data Within 
seconds of recording, it requires the layout and maintenance 
of Wires, Which may frequently be disturbed, such as by 
animals or other sources of disturbance. Radio telemetry 
removes the need to maintain the Wireline correction, but 
requires maintaining radio contact With all receiver units and 
the transmission of large amounts of data through shrinking 
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2 
commercial radio bands. Wireless telemetry is also sloW and 
unreliable. The third mode removes some of the Wireline 
connections, but still requires radio transmission of status 
and speci?c radio start-time synchroniZation information. 

There is, accordingly, a general need in the art for 
improved methods and systems of acquiring seismic data. 

BRIEF SUMMARY OF THE INVENTION 

Embodiments of the invention thus provide methods and 
systems for acquiring seismic data. In different embodi 
ments, these methods and systems permit continuous moni 
toring of acoustic information over extended periods of 
time, and alloW for synchroniZation of acoustic data through 
use of an ambient signal. These capabilities not only sim 
plify the Way in Which current seismic testing is performed, 
but also permit neW types of seismic testing to be performed, 
collecting information from seismic sources Whose timing is 
unknoWn in advance. 

In one set of embodiments, a method is thus provided for 
acquiring seismic data. Data are collected representing 
acoustic signals received from the Earth at a plurality of 
distinct geographic locations. Data representing an ambient 
signal at the plurality of distinct geographic locations are 
also collected. For each of the plurality of geographic 
locations, a knoWn time dependence of the ambient signal is 
correlated With a time dependence of the collected acoustic 
signal data to de?ne time-correlated acoustic signal data. 
The collected 110 acoustic-signal data for the plurality of 
distinct geographic locations are synchroniZed from the 
time-correlated acoustic-signal data. 

In some embodiments, the synchronized acoustic-signal 
data may be analyZed to identify a subterranean feature. For 
example, the analysis may comprise generating an acoustic 
hologram from the synchroniZed acoustic-signal data. Col 
lection of the data representing acoustic signals may be 
performed continuously at each of the distinct geographic 
locations for a period of time that exceeds one minute, one 
hour, one day, or one Week in different embodiments. In one 
embodiment, the collected data representing the ambient 
signal are embedded into the collected data representing 
acoustic signals received from the Earth. The plurality of 
distinct geographic locations may be at different depths With 
respect to the surface of the Earth in an embodiment. In one 
embodiment, the ambient signal comprises an electromag 
netic broadcast signal While, in another embodiment, it 
comprises a time-reference signal. 
The methods of the invention may be embodied in a 

system for acquiring seismic data. A plurality of collectors 
distributed at the plurality of distinct geographic locations 
are adapted to collect the data representing acoustic signals 
received from the Earth and the data representing an ambient 
signal. A processor coupled With a computer-readable stor 
age medium having a computer-readable program embodied 
therein is used for correlating time dependences and for 
synchroniZing the collected data by executing instructions in 
accordance With the embodiments described above. 

In some embodiments, the collectors may take the form of 
seismic sensor data recorders. The seismic sensor data 
recorder may include a signal preprocessor adapted for 
receiving a continuous stream of sensor data from a seismic 
sensor and a radio receiver adapted for receiving a continu 
ous stream of an ambient radio signal. An analog-to-digital 
converter may be provided in communication With the signal 
preprocessor and radio receiver, and be adapted to convert 
the sensor data to a digital sensor-data stream and to convert 
the continuous stream of the ambient radio signal to a digital 
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radio-signal stream. A processing unit in communication 
With the analog-to-digital converter may be adapted to 
receive and process the digital radio-signal stream and the 
digital sensor-data stream for storage in a memory. 

BRIEF DESCRIPTION OF THE DRAWINGS 

A further understanding of the nature and advantages of 
the present invention may be realiZed by reference to the 
remaining portions of the speci?cation and the draWings 
Wherein like reference numerals are used throughout the 
several draWings to refer to similar components. In some 
instances, a sublabel is associated With a reference numeral 
and folloWs a hyphen to denote one of multiple similar 
components. When reference is made to a reference numeral 
Without speci?cation to an existing sublabel, it is intended to 
refer to all such multiple similar components. 

FIG. 1A provides a block-diagram representation of a 
system for acquiring seismic data in accordance With an 
embodiment of the invention; 

FIG. 1B provides a representation of another arrangement 
for a collection unit in an embodiment of the invention; 

FIG. 2 provides a schematic illustration of a data-reduc 
tion computer on Which methods of the invention may be 
embodied; 

FIG. 3 provides a ?oW diagram illustrating methods for 
acquiring seismic data in accordance With embodiments of 
the invention; and 

FIGS. 4A—4E provide exemplary acoustic traces illustrat 
ing aspects of synchroniZation techniques used in embodi 
ments of the invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Embodiments of the invention are directed to methods 
and systems for acquiring seismic data. As used herein, 
references to “acquiring” seismic data are intended to be 
construed broadly as referring to various stages in a seismic 
data acquisition process, including collection, storage, and 
processing of seismic data. 

Embodiments of the invention make use of a plurality of 
individual Wireless seismic collection units. The individual 
collection units may function as data sensor recorders and/or 
as source-event recorders. Each collection unit records an 
independent stream of seismic data over time, such as in the 
form of displacement versus time. The collection units do 
not require radio contact With other collection units, nor do 
they require direct synchroniZation With other receiver units 
or With a source start time. In addition, the collection units 
do not require that a master unit initiate a recording 
sequence. In these embodiments, it is possible to eliminate 
the use of telemetry cables tied to a receiver station. Instead, 
information distributed to the units may be doWnloaded 
using a Wireless netWork protocol, such as a Wireless local 
area-netWork protocol, by using a physical connection, or by 
using an infrared connection. 

In some embodiments, each collection unit may comprise 
a lightWeight, battery-poWered device that may be attached 
to the structure of an existing geophone. In addition, any 
number of units may be used in conjunction With an-existing 
recording system to ?ll areas of lost coverage. Furthermore, 
the collection units may be placed in locations dif?cult for 
cable-connected geophones to reach or Where radio contact 
is difficult. In certain embodiments, the collection units may 
be con?gured for continuous recording over different peri 
ods of time, such as periods of time that exceed one minute, 
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4 
periods of time that exceed one hour, and even periods of 
time that exceed one day. In a particular embodiment, the 
collection units may record continuously for periods of time 
that exceed one Week. In other embodiments, the collection 
units may be con?gured to toggle betWeen on and off 
positions at predetermined times or in response to seismic 
vibrations Within predetermined amplitude ranges. In either 
case, data representing the received seismic acoustic signals 
may be stored on internal memory for later retrieval and 
processing. 

The structure of the collection units permits their random 
placement Within a survey area, permitting a reduction in the 
spurious phenomenon knoWn as “acquisition footprint” that 
is present in most three-dimensional seismic data sets. Also, 
the ability to move a single station collector to random 
locations permits an increase of receiver-point density and 
subsurface coverage, commonly referred to as a “fold,” in 
areas of high ambient noise or loW source-point density. The 
actual location of the collection unit after it is placed may be 
determined With a global-positioning-system (“GPS”) unit 
Within the collection unit. Such a feature eliminates the need 
for a surveyor to measure the location of each individual 
receiver unit. 
The ability of the collection units to record continuously 

over signi?cant periods of time permits increased ?exibility 
in the data that may be collected and in the types of analyses 
that may be performed. For example, continuous recording 
alloWs stacking many Weak source points, such as provided 
by mini-sosie and elastic-Wave generators, thereby increas 
ing the effective depth of re?ective signals and reducing 
unWanted random seismic noise. This ability thus increases 
the utility of such Weaker sources, Which otherwise might 
provide effective data only from near and shalloW re?ective 
events. Also, as explained further beloW, continuous record 
ing permits stacking of passive and/or random sources of 
noise, Which may be used to collect data in urban or 
suburban environments Where the use of explosives is 
dif?cult. 
An example of a collection unit 100 in an embodiment of 

the invention is shoWn in FIG. 1A. As shoWn in FIG. 1A, the 
collection unit 100 may interface With a source encoder 104, 
Which may be part of vibroseis electronics or of electronics 
used in conjunction With a dynamite blaster, or an acoustic 
data collector 108 such as a geophone, an accelerometer, or 
the like. There are a variety of different types of geophones 
that may be used. For example, in one embodiment, P-Wave 
(“primary” or “pressure”) collectors are used, Which have 
strings having only vertical elements to detect upWard 
heading compressional Waves; in another embodiment, 
S-Wave (“secondary” or “shear”) collectors are used, Which 
have strings having only horiZontal elements to detect 
transverse Waves; in a further embodiment, three-component 
collectors are used, having strings With vertical, in-line, and 
cross-line sensor elements. Collectors may comprise accel 
erometers or hydrophones in different embodiments. The 
source encoder 104 and/or acoustic-data collector 108 may 
be provided external to the collection unit 100 as shoWn in 
FIG. 1A, in Which case a housing of the collection unit 100 
may comprise external interfacing connections. Alterna 
tively, the source encoder 104 and/or acoustic-data collector 
108 may be integrated internally With the collection unit, an 
example of Which is shoWn in FIG. 1B discussed beloW. 
Within the housing are a number of modules, some of Which 
may be included on a printed circuit-board assembly. For 
example, the printed circuit-board assembly could include a 
signal preprocessor 112 and an analog-to-digital converter 
116 connected With the input sensor for receiving the active 
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seismic data. The signal preprocessor 112 could include 
ampli?ers, ?lters, and the like to amplify and/or select 
speci?c data components of interest from the active seismic 
data. 

In addition, the collection unit 100 may comprise a radio 
receiver 120 and antenna. The radio receiver 120 may be 
used as described beloW to capture an ambient signal for use 
as an independent synchroniZation measure. The ambient 
signal may be an electromagnetic signal that is broadcast for 
purposes unrelated to seismic investigation. For example, 
the ambient signal could comprise a radio signal from a 
nearby AM, FM, short-Wave, or other Wavelength radio 
transmission in the form of a local commercial broadcast, 
GPS timing signal, Universal Synchronized Time broadcast 
signal, or other ambient signal. Characteristics of the ambi 
ent signal may be used to synchroniZe the collection units 
100 by accounting for variations in internal time of the 
collection units 100. In some instances, the radio receiver 
120 is capable only of detecting certain Wavelengths so that 
the collection unit 100 is limited to providing synchroniZa 
tion information With speci?c types of signals. In other 
embodiments, the radio receiver 120 is tunable so that it may 
be con?gured to identify and collect different types of 
ambient-signal data in accordance With a de?ned state of the 
radio receiver 120. In cases Where the radio receiver 120 is 
con?gured to receive GPS signals, it may also be con?gured 
to function as a GPS unit to derive location information for 
the collection unit 100. 

Thus, When the collection unit 100 is operating and 
interfaced With an acoustic-data collector 108, the acoustic 
data collector 108 provides seismic data such as in the form 
of collector amplitude versus time on one or more channels. 
The signal from the collector 108 is passed through the 
signal preprocessor 112 for ampli?cation and ?ltering, and 
then passed to the analog-to-digital converter 116 for digi 
tiZation. Signals from the radio receiver 120 may also be 
digitiZed by the analog-to-digital converter 116 and, in one 
embodiment, are embedded With the seismic data. 

Operation of the signal preprocessor 112, analog-to-digi 
tal converter 116, and/or radio receiver 120 may be con 
trolled by a processing unit 124, Which may comprise, for 
example, a commercially available digital signal processor 
(“DSP”). The digitiZed seismic data and digitiZed radio 
signal data may be processed by the processing unit 124 and 
described beloW, perhaps including embedding them With 
each other, and stored in a memory device 128, such as ?ash 
memory; random-access memory, a hard drive, or the like. 
In an alternative embodiment, parallel data streams may be 
used to embed the data representing the ambient signal into 
the seismic data and to Write the ambient-signal data directly 
to memory. The various components of the collection unit 
100 may be poWered With a poWer supply 132, Which is 
shoWn external to the unit 100 but Which may alternatively 
be integrated internally to the unit 100. The poWer supply 
132 may comprise, for example, a solar cell, a chemical 
battery, or the like. 

FIG. 1B provides an example of one alternative con?gu 
ration for a collection unit in an embodiment of the inven 
tion. In this instance, the collection unit 100‘ is con?gured as 
a layered and integrated acquisition system. The various 
components are supported by a base plate 170, With the 
different functionality of the device corresponding to differ 
ent layers in its structure. For example, the geophone 
elements 166 may be provided in one layer, the acquisition 
elements 162 may be provided in another layer, the com 
munications and GPS elements 158 may be provided in a 
further layer, and the poWer components 154 are provided in 
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6 
still another layer. In the illustrated embodiment, the poWer 
components 154 are provided as a top layer to take advan 
tage of the use of solar cells. It is preferable that the 
communications and GPS elements 158 be provided in a 
position Where the may communicate easily With antennae 
150 that receive the ambient signals. In one embodiment, 
each collection unit 100‘ may be provided With at least tWo 
antennae receivers 150, one to receive GPS location and 
system timing signals and the other to conduct inter-unit 
communications. 

Referring again to FIG. 1A, a plurality of collection units 
100 or 100‘ used in a seismic analysis may be provided in 
communication With a data-reduction computer 140 through 
a data link 136. The data link 136 may comprise, for 
example, a Wireless netWork, infrared connection, hardWare 
connection, or the like. FIG. 2 provides a schematic illus 
tration of a structure of the data-reduction computer 140 that 
may be used to implement analysis of data received from the 
processing units 124 of multiple collection units 100. FIG. 
2 broadly illustrates hoW individual system elements may be 
implemented in a separated or more integrated manner. The 
data-reduction computer 140 is shoWn comprised of hard 
Ware elements that are electrically coupled via bus 226, 
including a processor 202, an input device 204, an output 
device 206, a storage device 208, a computer-readable 
storage media reader 210a, a communications system 214, a 
processing acceleration unit 216 such as a DSP or special 
purpose processor, and a memory 218. The computer-read 
able storage media reader 210a is further connected to a 
computer-readable storage medium 210b, the combination 
comprehensively representing remote, local, ?xed, and/or 
removable storage devices plus storage media for tempo 
rarily and/or more permanently containing computer-read 
able information. The communications system 214 may 
comprise a Wired, Wireless, modem, and/or other type of 
interfacing connection and permits data to be exchanged 
With the data link 136 for collection of data to be processed 
from multiple collection units 100. 
The data-reduction computer 140 also comprises softWare 

elements, shoWn as being currently located Within Working 
memory 220, including an operating system 224 and other 
code 222, such as a program designed to implement methods 
of the invention. It Will be apparent to those skilled in the art 
that substantial variations may be made in accordance With 
speci?c requirements. For example, customiZed hardWare 
might also be used and/or particular elements might be 
implemented in hardWare, softWare (including portable soft 
Ware, such as applets), or both. Further, connection to other 
computing devices such as netWork input/output devices 
may be employed. 
Methods using the system to acquire seismic data in 

embodiments of the invention are summariZed With the How 
diagram of FIG. 3. The order of the blocks shoWn in FIG. 3 
is exemplary and is not intended to be construed as an order 
in Which functions need be performed; in alternative 
embodiments, the functions indicated in FIG. 3 may be 
performed in a different order. At block 302, start-time data 
are collected, and may be used later in the method to 
establish Which collected data are useful. At block 304, 
acoustic data are collected With the collection units 100. If 
the units 100 are not already distributed Within a survey area, 
such collection may begin With distribution of the units 100 
over the survey area by one or more installers. Typically, the 
installer Will record a serial number identifying each of the 
units 100 distributed and the location Where it is distributed. 
Such installation may be facilitated With a handheld com 
putational device having a communications port for com 
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municating With the collection unit 100, such as a personal 
digital assistant (“PDA”). When the collection unit 100 is 
positioned, the installer may enter instructions on the hand 
held computational device to instruct the collection unit 100 
as to mode of operation, i.e. Whether it is to operate 
continuously, respond to signals of predetermined vibra 
tions, to transmit data or store data locally as they are 
collected, the type of ambient signals to detect and record, 
and the like. In some instances, the installer may record 
additional information about each collection unit 100 such 
as a status of the unit 100 When it is positioned. 
With the collection units 100 distributed over the survey 

area, they each collect acoustic data and ambient-signal data 
in accordance With their instructions at blocks 304 and 308. 
If the state of the collection unit 100 indicates that the 
ambient-signal data are to be embedded With the acoustic 
seismic data, such embedding is performed at block 312, 
usually in accordance With programming instructions of the 
processing unit 124. In one embodiment, the embedded data 
corresponds to a superposition of the ambient-signal data 
With the acoustic seismic data in a fashion that preserves 
their time dependence. In this Way, to the extent that features 
from the ambient signal remain identi?able, they may be 
directly synchroniZed With the acoustic seismic data in 
Which they are embedded. Furthermore, When such features 
remain identi?able in the data collected by a plurality of the 
collection units 100, they alloW synchroniZation among the 
separate sets of data. In other embodiments, the collected 
ambient signal might be retained separately from acoustic 
seismic data signals; such separately retained signals may 
still be used for synchroniZation if their relative time depen 
dencies are maintained for each of the collection units 100. 
Embedding the signals, hoWever, has the advantage of 
ensuring ab initio that information de?ning such relative 
time dependencies is preserved. 

Irrespective of Whether the data signals are embedded 
With each other, the data may be Written to a storage device 
at block 316. In one embodiment, the data are Written to the 
memory 128 comprised by a respective one of the collection 
units 100. Such embodiments are especially convenient 
When surveying remote areas over relatively long periods of 
time, but may be used in any embodiments Where seismic 
data are collected. In alternative embodiments, the data may 
be doWnloaded temporarily into an external data-storage 
device, such as in a portable laptop or handheld computer, 
or may even be transmitted directly through the data link 136 
to the data-reduction computer 140 When possible. If the 
data are stored locally to the collection units 100, the data 
may be recovered at a later point in time and transmitted to 
the data-reduction computer 140 by any suitable means so 
that analysis of the group of data sets may begin at block 
320. 

For each data set, the analysis begins by correlating the 
time dependence of the ambient signals to the collected 
acoustic seismic data at block 320 and then synchroniZing 
the multiple data sets at block 324. The correlation and 
synchroniZation functions at this stage are greatly simpli?ed 
in embodiments Where the ambient and seismic signals have 
been embedded With each other since such embedding 
preserves the time correlations betWeen them. Preservation 
of such time correlations permits synchroniZation to proceed 
at block 324 by identifying unique features from the ambient 
signal in each of the combined seismic/ambient signals. In 
some instances, one unique feature may be sufficient to 
perform the identi?cation, but it may be desirable to use 
multiple features for synchroniZation Where the signal varia 
tion is complex or to increase con?dence levels in the 
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8 
synchroniZation. One of the combined signals may be 
selected as a baseline signal de?ning a canonical time 
sequence. Each of other combined signals may then be 
shifted in time so that the selected identi?cation feature(s) 
match their occurrence in the canonical time sequence. In 
some embodiments, the determination of time shifts is 
facilitated by calculating cross-correlation functions to iden 
tify times of maximal correlation. Such time shifts may 
occur in either the positive or negative direction depending 
on the speci?c signal chosen to de?ne the canonical time 
sequence and depending on the speci?c variations of the 
other signals. 

In some instances, synchroniZation may also include 
application of a compression or expansion factor to the time 
sequence of given signals. It is generally expected that the 
need for compression or expansion of a time sequence Will 
be rare, but it may be appropriate if circumstances have 
caused the rate of recordation of some signals to differ from 
the rate of other signals. In such instances, simple linear time 
translation of the signals may be insuf?cient to match 
multiple identi?cation features from the ambient signal to 
the canonical time sequence. Application of a compression 
or expansion factor may be vieWed as a mapping f(OQKOI), 
Where ot>1 corresponds to a compression and a ot<1 corre 
sponds to an expansion for embedded ambient/seismic sig 
nal f(t). 

For example, suppose that the set of embedded signals 
received by the data-reduction computer 140 is denoted fl-(t). 
The canonical time sequence may be de?ned by a particular 
one of these signals, say f0(t). Supposing that identi?cation 
features may be identi?ed at a set of time intervals {Atj}, 
synchroniZation may proceed by ?nding (xi and 6,- so that 
these features are reproduced at these same time intervals 

{Atj} in each of fl-(otit—6i). 
Essentially the same techniques may be used When the 

ambient-signal data have not been embedded With the acous 
tic seismic data. Since both data sets for a given collection 
unit 100 Were collected substantially simultaneously and 
With a single collection unit 100, hoWever, the time corre 
lation betWeen the tWo is not expected to involve compres 
sion or expansion of the time dependence. Instead, a par 
ticular time value is assigned as a common time origin for 
both the seismic data and for the ambient data for each 
respective collection unit 100. Calculations to effect the 
synchroniZation may then initially be performed solely on 
the ambient-signal data, With time shifts and compression/ 
expansion factors being determined for data from each 
collection unit 100 to time-align identi?cation features of the 
ambient-signal data. These respective shifts and compres 
sion/expansion factors may then be applied to the corre 
sponding seismic data to complete the synchroniZation. 

For example, suppose the set of seismic data is de?ned by 
Sl-(t) and the set of ambient data is de?ned is de?ned by Al-(t) 
according to respective time origins. SynchroniZation may 
then be performed on the set of Al-(t) in a fashion similar to 
that for fl-(t) described above, With a canonical ambient 
signal AO(t) being chosen and factors (Xi and 6,- being deter 
mined to match a set of identi?cation features over the set of 
time intervals {Atj}. These determined factors may then be 
applied to the seismic data to produce a set of pure syn 
chroniZed seismic signals Sl-(Ait—6i) for use in subsequent 
analysis. 

In some instances, the subsequent analysis may make use 
of only selected portions of the synchroniZed data, such as 
portions of the data Within certain time intervals surrounding 
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known source events. Accordingly, at block 326, a quality 
control procedure may be used to ensure that data used in the 
analysis meet predetermined quality levels and are unlikely 
to represent spurious results. At block 328, the useable time 
WindoWs are extracted from the synchroniZed data sets. 
Identi?cation of the useable time WindoWs may be per 
formed by softWare in the data-reduction computer 140 to 
note source event times, such as collected at block 302, and 
to select regions having speci?c time intervals about syn 
chroniZed correspondences to such source event times. The 
unWanted data may then be deleted at block 332. Deletion of 
such data may be appropriate Where the data are to be used 
only for analysis to identify subterranean features. In other 
instances, the data may be used for other purposes that may 
make it desirable for the full data set to be retained. Some 
examples of such applications are discussed beloW. In some 
embodiments. 

After processing, the data may be stored on a mass storage 
device as indicated at block 336. In addition, it may be 
delivered to a client Who has paid for collection and prepa 
ration of the data at block 340, or may be subjected to further 
analysis as indicated at block 344 to identify subterranean 
features. Techniques for such analysis using synchroniZed 
data are knoWn to those of skill in the art and may include 
a variety of processing and acoustic reconstruction tech 
niques. In one embodiment, the analysis makes use of an 
acoustic holographic technique. An early example of a 
description of acoustic holography is provided generally in 
US. Pat. No. 4,070,643, entitled “ACOUSTIC HOLOGRA 
PHYAPPARATUS,” the entire disclosure of Which is incor 
porated herein by reference for all purposes, although other 
acoustic-holographic techniques that may be applied to the 
synchroniZed seismic data Will also be knoWn to those of 
skill in the art. 

FIGS. 4A—4E provide examples of acoustic-data traces to 
illustrate effecting synchroniZation With the ambient-signal 
information. In embodiments Where the ambient signal 
corresponds to a commercial broadcast signal, such as a 
radio-program or television-program signal, there may be 
characteristics in voice patterns or other variations over 
certain time intervals {Atj} that may be used as the identi 
?cation features. The inventors have found, for example, 
that the voices of certain speakers have frequency charac 
teristics that make them especially suitable for providing 
identi?cation features against seismic acoustic data, particu 
larly among speakers With voices in the loW end of the 
normal human frequency range. 

To illustrate the ability to use voice patterns as identi? 
cation features, FIG. 4A provides an example of a human 
voice signal recorded With tWo different collection units 100, 
respectively designated 402 and 404. The signal is from a 
popular motivational speaker often heard on television and 
radio Who has a loW-frequency voice of the type that the 
inventors have identi?ed as particularly suitable for use in 
synchroniZation according to embodiments of the invention. 
While the general behavior of the voice signals is clearly 
seen to be similar from FIG. 4A, actual matching of the time 
sequences for them may be facilitated through knoWn cor 
relation-evaluation techniques, such as through calculation 
of a cross-correlation function. For tWo functions V(1)(t) and 
V(2)(t), such as the voice functions shoWn in FIG. 4A but 
generally applicable to any of the ambient-signal data or 
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10 
combined ambient/seismic-signal data discussed above, the 
cross-correlation C at delay 6 is 

Where (Vm) and (V(2)) are respectively the mean of V(1)(t) 
and V(2)(t). The value of 6 at Which the cross-correlation C 
is maximiZed corresponds to the time shift to be introduced 
in synchroniZing V(1)(t) and V(2)(t). 

FIG. 4B provides the cross-correlation function 406 
resulting from a calculation using the signals shoWn in FIG. 
4A. Since the signals 402 and 404 in FIG. 4A are substan 
tially properly aligned, the maximal correlation value falls 
approximately in the center of the WindoW. If the signals did 
not match and required a time shift for synchroniZation, the 
maximal correlation value Would be offset by an amount 6, 
Which Would then be used as described above in providing 
the synchroniZed signals. 
The inventors have tested application of this technique 

With actual seismic data, With results shoWn in FIGS. 4C and 
4D. The traces in FIG. 4C are displayed in true amplitude 
and the traces in FIG. 4D re?ect the application of an 
automatic gain control. The traces are offset by amounts 
from the surveyed ground locations, With trace 408 being 
offset by 25 feet, trace 410 being offset by 20 feet, trace 412 
being offset by 15 feet, trace 414 being offset by 10 feet, and 
trace 416 being offset by 5 feet. The traces have been 
synchroniZed using the techniques described above. The 
apparent offset, from bottom-to-top and from left-to-right, 
thus re?ects a real physical change that provides information 
about the area being surveyed. In this instance, this physical 
change corresponds to differences in travel times resulting 
from the increase in offsets betWeen the source and collec 
tion units 100. A velocity derived from differences in the 
trace offset divided by differences in arrival time is very 
close to the speed of sound in air, about 1100 ft/s. In cases 
Where the acoustic signals are received from the Earth, the 
differences in the synchroniZed curves provide structural 
information about subterranean objects, such as hydrocar 
bon-gas or oil deposits. In one set of embodiments, such 
information is derived from acoustic signals received from 
inside the Earth. 

The voice signals of FIG. 4A are examples of irregular 
signals that may be used in synchroniZation. FIG. 4E pro 
vides an example of regular signals 430 derived from an 
ambient signal, With those signals embedded in seismic 
acoustic data 428 measured by one of the collection units 
100. Such regular signals may result from ambient signals 
that correspond, for example, to GPS time signals, Universal 
SynchroniZed Time broadcast signal, and the like. The 
regularity of such ambient signals 430, particularly When 
their amplitude is suf?cient to sWamp the seismic acoustic 
signals 428, permits them to be used in synchroniZation 
Without the use of cross-correlation calculations. In particu 
lar, the Well-de?ned nature of such signals permits the time 
intervals {Atj} to be very narroW, With precise central time 
values. Accordingly, in some embodiments, synchroniZation 
is performed With regular ambient signals directly, While in 
other embodiments synchroniZation, even With regular 
ambient signals, may still be performed With a cross-corre 
lation technique. 
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Exemplary Applications 
There are a number of applications using the methods and 

systems of the invention that illustrate advantages in some 
embodiments. In some embodiments, for example, the col 
lection units may be used With human-initiated events. Some 
such human-initiated events may be intended speci?cally to 
provide-acoustic sources for use in seismic investigation 
While others may provide seismic information only pas 
sively or incidentally. For example, in some embodiments, 
the collection units may be distributed over a survey area 
Where explosions may be initiated With dynamite, but Which 
has poor radio contact. In such instances, the convenience of 
the units’ ability to collect data continuously, Without the 
need for radio contact, may be exploited in combination With 
the ease of synchroniZation despite the poor radio contact of 
the survey area. Also, in some instances, the geographical 
distribution of the collection units may vary in depth With 
respect to the surface of the Earth, rather than solely on or 
above its surface. For example, some of the units could be 
positioned Within vertical mines or other shafts, enabling 
information resulting from different collector-unit distribu 
tions to be obtained. Analysis using data from such a vertical 
distribution of collector units is sometimes referred to as 
“tomographic analysis.” 

In other embodiments, seismic data may be collected 
passively from an urban or suburban area, or from any other 
area Where active data acquisition is dif?cult. Passive source 
events may be produced, for example, by placing obstruc 
tions laterally across road surfaces so that acoustic events 
are initiated When vehicles drive over them. Other mecha 
nisms for passive generation of acoustic events Will be 
apparent to those of skill in the art. The collection units may 
then be placed near in the urban or suburban regions to 
detect acoustic responses to these sources from the Earth. 
The ability of the collection units to record continuously 
over long periods of time Without speci?c knoWledge of the 
timing of acoustic events permits them to collect informa 
tion that may then be used as described herein to identify 
subterranean properties in the urban, suburban, or other 
survey area. It is generally expected that the magnitude of 
such passive acoustic sources Will be most suitable for 
mapping shalloW events, but in some instances mapping of 
deeper events may also be performed in this manner. 

The use of long-time continuous recording Without spe 
ci?c knoWledge of acoustic-event timing may be exploited 
in peripheral applications. For example, seismic testers are 
frequently subject to complaints from homeoWners and 
others that explosions used to generate acoustic sources have 
resulted in dam-age to structures. The cost to defend such 
allegations by seismic testers is signi?cant. Very often, the 
strength of acoustic impulses at the locations Where struc 
tures have been damaged is insuf?cient to cause the damage 
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reported, but there is frequently insuf?cient information to 
point to an alternative source for the damage. The use of 
some of the collection units during a seismic test period at 
various locations may produce more speci?c evidence that 
may be used in the defense of such allegations, speci?cally 
by providing a real-time record of peak particle velocity 
(“PPV”) in de?ned locations. In particular, the collection 
units may indicate not only the local strength of the explo 
sion alleged to have caused the damage at those de?ned 
locations, but also the local strength of other acoustic 
sources, such as may be provided by aircraft, trains, Weather 
patterns, and the like. In instances Where the PPV at a 
particular time and location is clearly linked With a different 
acoustic event, the likelihood that damage Was caused by the 
seismic testing is at best minimal. This ability to provide 
comparative evidence, correlated With the time other sources 
produced acoustic disturbances, may alloW unWarranted 
allegations to be disposed of more quickly. 
Having described several such embodiments, it Will be 

recogniZed by those of skill in the art that various other 
modi?cations, alternative constructions, and equivalents 
may be used Without departing from the spirit of the inven 
tion. Accordingly, the above description should not be taken 
as limiting the scope of the invention, Which is de?ned in the 
folloWing claims. 

What is claimed is: 
1. A seismic sensor data recorder comprising: 
a signal preprocessor adapted for receiving a continuous 

stream of sensor data from a seismic sensor; 

a radio receiver adapted for receiving a continuous stream 
of an ambient radio signal; 

an analog-to-digital converter in communication With the 
signal preprocessor and the radio receiver, Wherein the 
analog-to-digital converter is adapted to convert the 
sensor data to a digital sensor-data stream and to 
convert the continuous stream of the ambient radio 
signal to a digital radio-signal stream; and 

a processing unit in communication With the analog-to 
digital converter adapted to receive and process the 
digital radio-signal stream and the digital sensor-data 
stream for storage in a memory. 

2. The seismic sensor data recorder recited in claim 1 
Wherein the processing unit is further adapted to embed the 
digital radio-signal stream into the digital sensor-data stream 
prior to storage in the memory. 

3. The seismic sensor data recorder recited in claim 1 
Wherein the processing unit is adapted to encode the digital 
radio-signal stream and the digital sensor-data stream as 
separate channels in the memory. 


