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To all whom it may concern. 
Be it known that I, FRANCIS A. PEEBLES, a 

citizen of the United States,'residing at Se 
ville, in the county of Medina and State of 
Ohio, have invented certain new and useful 
Improvements in Fence-Posts; and I‘ do de 
clare the following to be a full, clear, and ex 
act description of the invention, such as will 
enable others skilled in the art to which it ap 
pertains to make and use the same, reference 
being had to the accompanying'drawings, and 
to the letters of reference marked thereon, 
which form a part of this speci?cation. 
This invention relates to new and useful 

improvements in fence-posts, and especially 
to a metallic post used in connection with va 
rious kinds of Wire fences and without slots 
or apertures which weaken posts; and it con 
sists, in connection with the post, of resist 
ance-plates, one of which is fastened to the 
bottom of the post, being held thereto in any 
suitable manner, while a second plate with 
preferably double-concave walls is secured to 
the post on'its opposite edge and at a vloca 
tion near the surface of the ground. 
Other features of the invention will here 

inafter appear and will-- be fully described 
and illustrated inthe accompanying draw 
ings, in which——- - 
Figure 1 is a perspective view of a post em 

bodying my improvements.~ Fig.v 2 is a do‘ 
tail view of the upper resistanceeplate. Fig. 3 
is a detail view of the resistance-vplate,which is 
fastened to the lower end ofthe post; Fig. 4, 
a vertical sectional view through‘ the bottom 
of the post. a 
Reference now being had to the details of 

the drawingsoby letter, A designates a me 
tallic post, preferably of the general shape 
shown and imperforate, there being no slots 
or apertures to weaken the post. The lower 
end of the post rests upon the shoulder O of 
the resistance-plate D. Said plate D has its 
lower end brought to a point, and whenfas-Vv 
tened to the post projects below the lower end 
thereof. One face of said plate D is convexed, 
as at D2, while its other facepis concaved, as 
at D’, and is apertured, as at d, to receive 
the bolt F, one end of which is adapted to en 

gage over the edge of the post, while its other 
end, which is threaded, receivesa tightening 
nut G. Said plate D is notched, as at H, to 
receive the post edgewise, and the outer edge 
vof the post is ?ush with the tapering edge of 
plate D. 
The second resistance-plate K has its 0p 

posite faces concaved, one face K’ having 
two notches or grooves L opposite each other 
and adapted to receive the edge of the post, 
the opposite edge from that engaged by plate 
D and preferably at such a location that plate 
K will be near the surface of the ground 
when the post is lowered into a post-hole, and 
by reason of the other face being concaved, 
as shown at K2, the plate K is'securely pre 
vented from moving laterally by reason of 
the earth engaging said concaved face K2. 
A bolt N with one hooked end engages over 
the edge of the post‘and passes through a cen 
tral aperture in plate K, and on the thread 
ed end of said bolt N a nut N’ engages side 
K2, whereby the’ plate may be drawn tightly 
against the post, the latter engaging in said 
oppositely-disposed notches or grooves. By 
the provision of these plates secured, as de 
sc'ribed,to the post on opposite sides there 
of and spaced apart the post is securely 
braced in all directions. 
Having thus-‘described myinvention, what 

I claim to be new, and desire to secure by Let 
ters Patent, is-— a 

1. A metallic post which is imperforate, a 
resistance-plate having a concaved face with 
a shoulder at its lower pointed end, the lower, 
end of said post adapted to rest on the shoul 
der of said resistance-plate, a threaded bolt 
with hooked end passing through said plate 
andholding the latter to the post and a re 
si‘stance-plate fastened to the opposite edge 
of the post and above the plate fastened to 
the bottom of the post, as set forth. 

2. A metallic post, a resistance-plate hav-2 
ing a shoulder neanits tapered end, a thread 
ed bolt with hooked end passing‘through an 
aperture in said plate and designed to hold 
the plate to the post, said plate beingcon 
caved on one face and notched to'receive the 
edge of the post, a resistance-plate having its 
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opposite sides eonenved, oppositely-disposed In testimony whereof I hereunto a?ix my 
notches or grooves on one side thereof, a signature in presence of two Witnesses. 
threaded bolt adapted to engage over the 3 T ‘ V 1‘ 
edge of the post and designed to hold the FI‘ALCIS A‘ PEEBL ‘S’ 

5 plate with eoncaved faces on the opposite ‘\Vitnesses: 
edge of the post from that engaged by the A. M. BEACH, 
plate at the lower end of the post, as set forth. W’. G. BRUMBAUGH. 


