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HOLLOW HANDLE PUSH-UP PISTON FOR A 
FOOD CONTAINER 

This invention relates to a push-up piston for a food 
container; and more particularly to a hollow handle push-up 
piston for a dessert or other food contained in a cylinder. 

BACKGROUND OF THE INVENTION 

Commonly, material such as food or ice cream can be 
contained Within a tube. At one end of the tube is a piston. 
The other another end of the tube is openable. When the tube 
is opened, the piston may force the food contained therein 
out of the tube and permit consumption of the exposed food. 

The piston or plunger forces the food out of the tube and 
permits ef?cient consumption of the food from the tube. The 
tube contains the food in an ef?cient fashion until consump 
tion thereof is desired. Such procedures are relatively com 
mon for foods, Which may slide Within a tube. These tubes 
are especially useful for foods, Which soften With heat. A 
typical food, Which softens With heat is ice cream. 

The plunger or piston usually has a support device such as 
a stick or a rod to assist With the movement of the food 
through the tube toWard the openable end. This rod is 
utilitarian and serves no other function. It is extremely 
dif?cult to modify the stick or rod to have an additional 
function. 

SUMMARY OF THE INVENTION 

Among the many objectives of this invention is the 
provision of a holloW handle supporting a piston slidably 
mounted in a tube containing a food. 
A further objective of this invention is the provision of a 

releasable holloW handle supporting a piston slidably 
mounted in a tube containing a food. 
A still further objective of this invention is the provision 

of a food Within a releasable holloW handle. 
These and other objectives of the invention (Which other 

objectives become clear by consideration of the speci?ca 
tion, claims and draWings as a Whole) are met by providing 
a food container having a tube With a piston. The piston 
includes a food contact member slidably mounted in the 
tube. The piston also has a holloW handle extending from 
and suitable for use With the food contact member. With the 
piston thus mounted in the tube, Wherein the holloW handle 
can apply pressure to the food contact member for the 
piston, food may be forced out of the end of the tube, Which 
is oppositely disposed from the piston. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side vieW of the holloW handle 100 of this 
invention. 

FIG. 2 depicts a perspective exploded vieW of the holloW 
handle 100 of this invention. 

FIG. 3 depicts a perspective assembled vieW of the dessert 
dispenser 100 With holloW handle 100 of this invention. 

FIG. 4 depicts a perspective assembled vieW of the holloW 
handle 100 of this invention shoWing a released mechanism. 

FIG. 5 depicts a side assembled vieW of the holloW handle 
100 of this invention. 

FIG. 6 depicts a side cross-sectioned vieW of the holloW 
handle 100 of this invention. 

Throughout the ?gures of the draWings, Where the same 
part appears in more than one ?gure of the draWings, the 
same number is applied thereto. 
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DESCRIPTION OF THE PREFERRED 

EMBODIMENTS 

In a disposable dessert or other food dispenser or con 
tainer, there is a tubular member or tube for holding a 
?rstfood, With a piston or plunger (Which terms may be used 
interchangeably herein) at one end of the tube and a releas 
able closing member at the other end of the tube. On the 
piston or plunger is a holloW handle, Which may contain a 
second food. Thus, the food container of this invention 
includes a tube With a piston or plunger mounted therein. 
With the releasable closing member removed, the piston or 
plunger may be pushed further into the tube and force the 
food contained therein out of the openable end, so that the 
food contained in the tube may be consumed. In this manner 
tWo food compartments are provided therein. 
The ?rst food and the second food may be the same or 

different. Preferably, the ?rst food is softenable food such as 
ice cream or yogurt. The ?rst food must be movable When 
pressure from the plunger is applied. The second food is 
preferably a solid food, in small pieces, Which Will pour out 
of the holloW handle. Many types of candy ?t this descrip 
tion. Other With similar physical properties, and similar or 
different compositions may be used. 
The tubular member may be of any suitable shape so long 

as the piston is receivable therein. Customarily, the desired 
shape is cylindrical. Accordingly, the piston is shaped to 
correspond to an interior diameter of the tubular member, 
such that the piston may slide therethrough and force food 
Within the tubular member out of the member for consump 
tion. 
The piston includes a food pushing member With a hollow 

handle extending therefrom. The holloW handle has a closed 
end and an open end. The holloW handle is generally tubular 
in shape. The open end of the holloW handle is secured in the 
base of the plunger in a central holder thereof. An apertured 
tab extends doWnWardly from the central holder. Adjacent 
the open end of a holloW handle are male protuberances. 
These male protuberances each have an aperture in the tab 
Which may receive the same. Such an action holds the 
holloW handle in the central holder. By lifting the tab, the 
male protuberances are released, thereby permitting removal 
of the holloW handle from the central holder and consump 
tion of candy or other food Which may be stored therein. 

Referring noW to FIG. 1, holloW handle 100 is incorpo 
rated into a dessert dispenser 110. The dessert dispenser 110 
includes a tubular member 112 With the piston or plunger 
114 mounted therein. Within the tubular member 112, is an 
appropriate food 116. Food 116 may be ice cream, yogurt, or 
another suitable food capable of being expelled from the 
tube. 
Adding FIG. 2 and FIG. 3 to the consideration, the 

structure of the holloW handle 100 becomes more clear. The 
holloW handle 100 has a closed end 130 and an open end 132 
oppositely disposed therefrom. Adjacent to the open end 132 
are three protuberances 134. 
The plunger 114 includes a food pushing member 140, 

Which is completed When the holloW tube 100 is releasably 
secured thereto. More particularly, the food pushing member 
140 of plunger 114 has a food side 142, Which contacts food 
116 contained Within the tubular member 112. Oppositely 
disposed from food side 142 is pushing side 144. Centrally 
in located pushing side 144 is central holder 146. 

Central holder 146 is adapted to receive the open end 132 
of holloW handle 100 in a female to male relationship in 
order to thereby close open end 132. As open end 132 is 
closed, a second food 148 of the appropriate siZe may be 
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contained therein prior to sealing therein. Seat support 136 
is adapted to contact central holder 146 and seal hollow 
handle 100 thereon. Central holder 146 is cylindrical in 
nature. 

Extending from central holder 146 is an apertured tab 150. 
Open end 132 mounts slidably in the central holder 146 is a 
male female relationship. Apertured tab 150 extends doWn 
Wardly from central holder 146 and includes an aperture 152 
for each of the male protuberances 134, in order to provide 
a snap locking mechanism to hold holloW handle 100 and 
central holder 146 and hence food pushing member 140. 
Each aperture 152 in tab 150 has a matching male protu 
berance 134. Other locking mechanisms are of course oper 
able. 

With the consideration of FIG. 4, hand 102 is shoWn as 
operating apertured tab 150. As apertured tab 150 is lifted by 
hand 102, male protuberances 134 are freed from tab aper 
tures 152 and permit removal of holloW handle 100 from 
central holder 146. Then second food 148 may be consumed 
through open end 132. 

FIG. 5 and FIG. 6 even more clearly set out the structure 
of holloW handle 100 and cooperation of holloW handle 100 
With food pushing member 140 in order to form plunger 114. 
Tab apertures 152 cooperate With male protuberances 134 to 
hold holloW handle 100 and a proper position. In this 
fashion, plunger 114 is efficiently formed. 

This application—taken as a Whole With the speci?cation, 
claims, abstract, and draWings—provides suf?cient informa 
tion for a person having ordinary skill in the art to practice 
the invention disclosed and claimed herein. Any measures 
necessary to practice this invention are Well Within the skill 
of a person having ordinary skill in this art after that person 
has made a careful study of this disclosure. 

Because of this disclosure and solely because of this 
disclosure, modi?cation of this method and apparatus can 
become clear to a person having ordinary skill in this 
particular art. Such modi?cations are clearly covered by this 
disclosure. 

The invention claimed is: 
1. A food container having a tube With a piston mounted 

in the tube, comprising: 
(a) the piston including a food contact member slidably 

mounted in the tube; 
(b) the piston also having a holloW handle extending from 

the food contact member; 
(c) the tube receiving a ?rst food; 
(d) the holloW handle receiving a second food; 
(e) the holloW handle having a closed end and an open 

end; 
(f) the open end being releasably secured to the food 

contact member; 
(g) the closed end being outside the tube; 
(h) the holloW handle cooperating With the food contact 
member in order to close the open end; 

(i) the food contact member having a food side and a 
pushing side; 
the pushing side including a central holder to support 
the holloW handle on the food contact member and 
form the piston; and 

(k) the central holder being secured to the holloW handle; 
(1) the open end having at least one male protuberance 

thereon; 
(m) the central holder having a tab extending therefrom; 
(n) the tab having at least one aperture; and 
(o) the at least one male protuberance having a matching 

counterpart With the at least one aperture. 
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2. The food container of claim 1 further comprising: 
(a) the at least one aperture in the tab being releasable 

from the at least one male protuberance; 
(b) the at least one protuberance being three protuber 

ances; and 
(c) the at least one aperture being three apertures. 
3. The food container of claim 2 further comprising: 
(a) the central holder receiving the open end in a female 

to male relationship in order to thereby close the open 
end; 

(b) the piston serving to close a ?rst end of the tube. 
4. In a food container having a tube With a piston mounted 

in the tube, the improvement comprising: 
(a) the food container supporting tWo separate compart 

ments for a food; 
(b) the piston including a food contact member slidably 

mounted in the tube; 
(c) the piston also having a holloW handle extending from 

the food contact member; 
(d) the tube receiving a ?rst food; 
(e) the holloW handle receiving a second food; 
(f) the holloW handle having a closed end and an open 

end; 
(g) the open end being releasably secured to the food 

contact member; 
(h) the closed end being outside the tube; 
(i) the holloW handle cooperating With the food contact 
member in order to close the open end; 
the food contact member having a food side and a 
pushing side; 

(k) the pushing side including a central holder to support 
the holloW handle on the food contact member and 
form the piston; 

(l) the central holder being secured to the holloW handle; 
(m) the open end having at least one male protuberance 

thereon; 
(n) the central holder having a tab extending therefrom; 
(o) the tab having at least one aperture; and 
(p) the at least one male protuberance having a matching 

counterpart With the at least one aperture. 
5. The food container of claim 4 further comprising: 
(a) the at least one aperture in the tab being releasable 

from the at least one male protuberance; 
(b) the at least one male protuberance being three protu 

berances; and 
(c) the at least one aperture being three apertures. 
6. The food container of claim 5 further comprising: 
(a) the central holder receiving the open end in a female 

to male relationship in order to thereby close the open 
end; 

(b) the piston serving to close a ?rst end of the tube. 
7. A method of removing from a food container having a 

?rst food compartment and a second food compartment 
comprising the steps of; 

(a) supporting a ?rst food in a tube; 
(b) supporting a second food in a holloW handle; 
(c) securing the holloW handle to a food contact member 

in order to form a piston in the tube, the piston being 
at least adjacent to the food in the tube; 

(d) moving the food contact member in order to consume 
the ?rst food; 

(e) releasing the holloW handle in order to consume the 
second food; 

(f) the holloW handle having a closed end and an open 
end; 

(g) the open end being releasably secured to the food 
contact members; 
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(h) the closed end being outside the tube; and 
(i) the hollow handle cooperating With the food contact 
member in order to close the open end; 
the food contact member having a food side and a 
pushing side; 

(k) the pushing side including a central holder to support 
the holloW handle on the food contact member and 
form the piston; 

(l) the central holder being secured to the holloW handle; 
(m) the open end having at least one male protuberance 

thereon; 
(n) the central holder having a tab extending therefrom; 
(o) the tab having at least one aperture; and 
(p) the at least one male protuberance having a matching 

counterpart With the at least one aperture. 
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8. The method container of claim 7 further comprising the 

steps of: 
(a) the at least one aperture in the tab being releasable 

from the at least one male protuberance; 

(b) the at least one protuberance being three protuber 
ances; and 

(c) the at least one male aperture being three apertures. 
9. The method of claim 8 further comprising the steps of: 

(a) the central holder receiving the open end in a female 
to male relationship in order to thereby close open end; 

(b) the piston serving to close a ?rst end of the tube. 


