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(57) ABsTRACT 

An objective of the present invention is to provide an 
aluminum nitride sintered body making it possible to keep a 
volume resistivity of 108 Q-cm or more, and guarantee 
covering-up capability, a large radiant heat amount and 
measurement accuracy With a thermovieWer. A carbon 
containing aluminum nitride sintered body of the present 
invention of the present invention comprising: carbon Whose 
peak cannot be detected on its X-ray diffraction chart or 
Whose peak is beloW its detection limit thereon; in a matrix 
made of aluminum nitride. 

2 Claims, 16 Drawing Sheets 
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CARBON-CONTAINING ALUMINUM 
NITRIDE SINTERED COMPACT AND 
CERAMIC SUBSTRATE FOR USE IN 

EQUIPMENT FOR MANUFACTURING OR 
INSPECTING SEMICONDUCTOR 

TECHNICAL FIELD 

The present invention relates to an aluminum nitride 
sintered body used as a material Which constitutes a hot 
plate, an electric static chuck, a Wafer prober, a susceptor 
and the like mainly in the semiconductor industry; and 
relates particularly to a carbon-containing aluminum nitride 
sintered body superior in capability of covering up an 
electrode pattern and so on, volume resistivity at high 
temperature, and accuracy of temperature-measurement 
With a thermovieWer. 

The present invention also: relates to a ceramic substrate, 
Wherein a ceramic made of the above-mentioned aluminum 
nitride sintered body and the like is used, the ceramic 
substrate being used as a semiconductor producing or exam 
ining device such as a hot plate, an electrostatic chuck or a 
Wafer prober; and relates particularly to a ceramic substrate, 
for a semiconductor producing/examining device, Which is 
superior in capability of covering up an electrode pattern and 
so on, volume resistivity at high temperature, and accuracy 
of temperature-measurement With a thermovieWer. 

BACKGROUND ART 

Hitherto, a heater, a Wafer prober and the like, using a 
metal base material such as stainless steel or aluminum 
alloy, has been used in semiconductor producing or exam 
ining devices comprising an etching device, a chemical 
vapor deposition device and the like. 

HoWever, a heater made of a metal has problems that its 
temperature controllability is poor and its thickness also 
becomes thick so that the heater is heavy and bulky. The 
heater also has a problem that corrosion resistance against 
corrosive gas is poor. 

To solve these problems, JP Kokai Hei 11-40330 suggests 
a heater Wherein a ceramic such as aluminum nitride is used 
instead of a metal. 

HoWever, aluminum nitride itself, Which is a base material 
constituting this heater, is generally White or light gray; 
therefore, it is not preferred for the use of a heater or a 
susceptor. Whereas, color of black has a larger radiant heat 
amount, therefore it is suitable for such a kind use. Color of 
black is particularly preferred for the use of a Wafer prober 
or an electrostatic chuck since it has a high capability of 
covering up an electrode pattern. Furthermore, When the 
surface temperature of a heater is measured With a thermo 
vieWer (surface thermometer) in the case of the substrate 
being White or light gray, the amount of radiant heat thereof 
does not become constant so that accurate measurement of 
the temperature has been impossible. 

In inventions in the prior art Which are disclosed in JP 
Kokai Hei 9-48668 and the like, Which are developed to 
comply With such a demand, is suggested a ceramic base 
material to Which, crystalline carbon Whose peak is detected 
at a position of 44 to 45° in its X-ray diffraction chart, is 
added. 

SUMMARY OF THE INVENTION 

HoWever, the ceramic base material in the prior art, to 
Which such crystalline carbon (graphite) is added, has a 
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2 
problem that its volume resistivity at high temperature, for 
example, at a high temperature range of 500° C. drops beloW 
1><108 Q-cm (reference to FIG. 1). 
An objective of the present invention is to: solve the 

problems Which the above-mentioned prior art embraces; 
and provide an aluminum nitride sintered body Wherein: its 
volume resistivity thereof at a high temperature, particularly 
at about 500° C., can be kept at 108 Q-cm or more at least; 
and covering-up capability, a large radiant heat amount, and 
measurement accuracy With a thermovieWer can be assured. 

Another objective of the present invention is to provide a 
ceramic substrate for a semiconductor-producing/examining 
device, Which is useful for a hot plate, an electrostatic chuck, 
a Wafer prober or a susceptor,: Wherein leakage current and 
short circuits are not generated since the volume resistivity, 
particularly at a high temperature of 200° C. or higher, is 
suf?ciently high; and Wherein covering-up capability, a large 
radiant heat amount and measurement accuracy With a 
thermovieWer can be assured. 
An aluminum nitride sintered body of a ?rst aspect of the 

present invention has been developed to meet the above 
mentioned demands, and is a carbon-containing aluminum 
nitride sintered body, 

comprising carbon: Whose peak cannot be detected on its 
X-ray diffraction chart or Whose peak is beloW its detection 
limit thereon; in a matrix made of aluminum nitride. 

In the aluminum nitride sintered body, carbon Whose peak 
cannot be detected on its X-ray diffraction chart or Whose 
peak is beloW its detection limit thereon is desirably at least 
one of amorphous carbon, and carbon forming solid solution 
in the phase of aluminum nitride crystal. The content of the 
carbon is desirably from 200 to 5000 ppm. 
An aluminum nitride sintered body of a second aspect of 

the present invention is a carbon-containing aluminum 
nitride sintered body, 

comprising both of: carbon Whose peak cannot be 
detected on its X-ray diffraction chart or Whose peak is 
beloW its detection limit thereon; and carbon Whose peak 
can be detected thereon; 

in a matrix made of aluminum nitride. 
In the aluminum nitride sintered body, the carbon Whose 

peak cannot be detected on its X-ray diffraction chart or 
Whose peak is beloW its detection limit thereon is desirably 
at least one of amorphous carbon and carbon forming solid 
solution in the phase of aluminum nitride crystal; and the 
carbon Whose peak can be detected thereon is desirably 
crystalline carbon. An embodiment Which comprises the 
amorphous carbon and the crystalline carbon is particularly 
desirable. 
The content of the total of the carbon is desirably from 

200 to 5000 ppm. 
In the aluminum nitride sintered bodies of the ?rst and 

second aspects of present inventions, the matrix desirably 
contains a sintering aid comprising at least one of an alkali 
metal oxide, an alkali earth metal oxide, and a rare earth 
oxide. 
About the aluminum nitride sintered bodies, their bright 

ness de?ned in JIS Z 8721 is desirably N4 or less. 
A ceramic substrate for the semiconductor-producing/ 

examining device of a third aspect of the present invention 
has been developed to meet the above-mentioned demands, 
and is a ceramic substrate for a semiconductor-producing/ 
examining device, Wherein: a ceramic substrate comprising 
carbon Whose peak cannot be detected on its X-ray diffrac 
tion chart or Whose peak is beloW its detection limit thereon, 
is provided With a conductor. 
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In the ceramic substrate for a semiconductor-producing/ 
examining device, the carbon Whose peak cannot be 
detected on its X-ray diffraction chart or Whose peak is 
beloW its detection limit thereon is desirably at least one of 
amorphous carbon, and carbon forming solid solution in the 
phase of ceramic crystal. The content of the carbon is 
desirably from 200 to 5000 ppm. 
A ceramic substrate for a semiconductor-producing/ex 

amining device, of a fourth aspect of the present invention, 
is a ceramic substrate for a semiconductor-producing/exam 
ining device, 

Wherein a ceramic substrate: comprising both of: 
carbon Whose peak cannot be detected on its X-ray 

diffraction chart or Whose peak is beloW its detection limit 
thereon; and carbon Whose peak can be detected thereon, 

is provided With a conductor. 
In the ceramic substrate for the semiconductor-producing/ 

examining device, the carbon Whose peak cannot be 
detected on its X-ray diffraction chart or Whose peak is 
beloW its detection limit thereon is desirably at least one of 
the amorphous carbon, and the carbon forming solid solu 
tion in the phase of aluminum nitride crystal. The carbon 
Whose peak can be detected thereon is desirably crystalline 
carbon. The content of the carbon is desirably from 200 to 
5000 ppm. 

The ceramic substrates for the semiconductor-producing/ 
examining device of the third and fourth aspects present 
inventions desirably contains a sintering aid comprising at 
least one of an alkali metal oxide, an alkali earth metal 
oxide, and a rare earth oxide. 

Regarding the substrates for the semiconductor-produc 
ing/examining device, their brightness de?ned in JIS Z 8721 
is desirably N4 or less. 

In the ceramic substrates for the semiconductor-produc 
ing/examining device of the third and fourth aspects of 
present inventions, it is desired: that the conductor is an 
electrostatic electrode and the ceramic substrate functions as 
an electrostatic chuck; or that the conductor is a resistance 
heating element and the ceramic substrate functions as a hot 
plate. 

It is also desired that the conductor is formed: on a surface 
of the ceramic substrate; and inside the ceramic substrate, 

the inside conductor is at least one of a guard electrode 
and a ground electrode, 

and the ceramic substrate functions as a Wafer prober. 

BRIEF DESCRIPTION OF DRAWINGS 

FIG. 1 is a graph shoWing a relationship betWeen the 
volume resistivity and the temperature of aluminum nitride 
sintered bodies according to Examples 1 to 3 and Compara 
tive Examples 1, 2. 

FIG. 2 is an X-ray diffraction chart of the aluminum 
nitride sintered body of Example 1. 

FIG. 3 is an X-ray diffraction chart of the aluminum 
nitride sintered body of Comparative Example 2. 

FIG. 4(a) is a vertical sectional vieW Which schematically 
illustrates an electrostatic chuck, and FIG. 4(b) is a sectional 
vieW taken along A—A line of the electrostatic chuck 
illustrated in FIG. 4(a). 

FIG. 5 is a horiZontal sectional vieW Which schematically 
illustrates another example of the electrostatic electrode 
embedded in the electrostatic chuck. 

FIG. 6 is a horiZontal sectional vieW Which schematically 
illustrates further another example of the electrostatic elec 
trode embedded in the electrostatic chuck. 
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4 
FIG. 7 is an explanatory vieW of a process for producing 

a Wafer prober comprising an aluminum nitride sintered 
body. 

FIG. 8 is an explanatory vieW of the process for producing 
the Wafer prober comprising the aluminum nitride sintered 
body. 

FIG. 9 is a graph shoWing the dependency of the bending 
strength of the aluminum nitride sintered bodies in 
Examples 1 and 3 upon temperature. 

FIG. 10 is a graph shoWing relationship betWeen the 
volume resistivity and the temperature of aluminum nitride 
sintered bodies according to Examples 4 to 6. 

FIG. 11 is a graph shoWing relationship betWeen the 
thermal conductivity and the temperature of the aluminum 
nitride sintered bodies according to Examples 1 and 4. 

FIG. 12 is an X-ray diffraction chart of the aluminum 
nitride sintered body of Example 4. 

FIG. 13 is a graph shoWing the dependency of the bending 
strength of the aluminum nitride sintered bodies in 
Examples 4 and 6 upon temperature. 

FIG. 14 is a bottom surface vieW Which schematically 
illustrates a ceramic heater Which is an example of the 
ceramic substrate for a semiconductor-producing/examining 
device of the present invention. 

FIG. 15 is a partially enlarged sectional vieW Which 
schematically illustrates the ceramic substrate illustrated in 
FIG. 14. 

FIG. 16 is a vertical sectional vieW Which schematically 
illustrates a Wafer prober Which is an example of the ceramic 
substrate for a semiconductor-producing/examining device 
of the present invention. 

FIG. 17 is a plain vieW Which schematically shows the 
Wafer prober illustrated in FIG. 16. 

FIG. 18 is a sectional vieW taken along A—A line of the 
Wafer prober illustrated in FIG. 16. 

Explanation of symbols 

2 chuck top conductor layer 
3 ceramic substrate 
5 guard electrode 
6 ground electrode 
7 groove 
8 air suction hole 
16, 17 plated through hole 
19, 190, 191 external terminal pin 
20, 70, 8O electrostatic chuck 
21 71 81 aluminum nitride substrate 
22, 72, 82a, 82b 
23, 73, 83a, 83b 
41 
180 

chuck positive electrostatic layer 
chuck negative electrostatic layer 
resistance heating element 
blind hole 

DETAILED DISCLOSURE OF THE INVENTION 

First, the aluminum nitride sintered body of the ?rst 
aspect of the present invention Will be described. 
The aluminum nitride sintered body of the ?rst aspect of 

the present invention is a carbon-containing aluminum 
nitride sintered body comprising: carbon Whose peak cannot 
be detected on its X-ray diffraction chart or Whose peak is 
beloW its detection limit thereon; in a matrix made of 
aluminum nitride. 

Research by the inventors demonstrated that: regarding a 
ceramic substrate comprising an aluminum nitride sintered 
body containing carbon Whose peak is detected at positions 
Where the diffraction angle 26 is 10 to 90°, particularly 26 
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is 44 to 45° on its X ray diffraction chart, its volume 
resistiv7ity at a high temperature (500° C.) is lowered to 
0.5><10 Q-cm, therefore a short circuit is caused betWeen 
heating element patterns or betWeen electrode patterns 
thereof When the ceramic substrate is heated. 

The reason for this can be considered as folloWs, since: 
the volume resistivity of an aluminum nitride sintered body 
is loWered at high temperature; and crystalline carbon has a 
crystal structure similar to metal crystal, and has a large 
electric conductivity at high temperature, these tWo proper 
ties act synergistically to result in the above-mentioned short 
circuit. 

The inventors continued to make further investigations on 
this fact. As a result, it has been found that in order to loWer 
the electric conductivity of carbon at high temperature, there 
should be used: carbon Whose crystallinity is loWered to 
such a degree that no peak is detected on its X-ray diffraction 
chart; or carbon forming solid solution in the crystal phase: 
that is, carbon Whose peak is not detected on the X-ray 
diffraction chart. 

The Wording “carbon Whose peak cannot be detected on 
the X-ray diffraction chart” means that no peak of carbon 
can be detected at positions Where the diffraction angle 26 is 
10 to 90°, particularly 44 to 45°. The reason Why the 
Wording is de?ned as above is as folloWs: since carbon can 
have various crystal systems, as disclosed in JP Kokai Hei 
9-48668, not only a peak Which shoWs its appearance at a 
position Where the diffraction angle 26 is 44 to 45° but also 
crystal of carbon Whose peak shoWs its appearance at 
positions Where the diffraction angle 26 is 10 to 90° must be 
considered (reference to FIGS. 2, 3). 

It is not preferred that halo, as Well as the peak, shows its 
appearance on the X-ray diffraction chart. The amorphous 
body usually has a gentle slope, called halo, near positions 
Where 26 is 15 to 40°, therefore, the fact that such halo 
shoWs its appearance means that amorphous carbon has been 
making an invasion into the phase of aluminum nitride 
crystal. As a result, the crystallinity of aluminum nitride is 
loWered, and also the sinterability thereof is hindered so that 
the brightness becomes high. Moreover, the strength at high 
temperature is loWered. 

Speci?c examples of the method for preparing carbon 
Whose peak cannot be detected on the X-ray diffraction chart 
include: 
(1) a method of forming solid-solution of carbon in the phase 

of aluminum nitride crystal not to cause any X-ray 
diffraction peak resulting from carbon crystal to shoW its 
appearance; and 

(2) a method of using amorphous carbon. 
Among these methods, the method (2) of using amor 

phous carbon is preferred. The reason for this is that: if 
carbon is forming solid-solution in aluminum nitride, 
defects are generated in the crystal so that the strength at 
high temperature is loWered. 

JP Kokai Hei 9-48668 describes a phenomenon that 
crystalline carbon forms solid-solution in aluminum nitride 
When heated at a temperature of 1850° C. so that the X-ray 
diffraction peak disappears. HoWever, though, in the inven 
tion disclosed in JP Kokai Hei 9-48668, a product Wherein 
the X-ray diffraction peak is present at 44 to 45° is recog 
niZed as the invention, the publication neither describes nor 
suggests volume resistivity thereof at high temperature. 

The aluminum nitride sintered body of the ?rst aspect of 
the present invention has novel physical property that: a 
carbon-containing sintered body does not have any peak 
shoWing its appearance at positions Where the diffraction 
angle 26 is 10 to 90° on the X ray diffraction chart, and at 
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6 
the same time, it has a volume resistivity of 108 Q-cm or 
more at the temperature range of 25 to 500° C. Therefore, 
the novelty and inventive step of the ?rst aspect of the 
present invention can never be rejected by the description of 
JP Kokai Hei 9-48668. 

In the ?rst aspect of the present invention, the content of 
carbon Whose peak cannot be detected on its X-ray diffrac 
tion chart or Whose peak is beloW its detection limit thereon 
is desirably set to 200 to 5000 ppm. If the amount is beloW 
200 ppm, it cannot be said that the aluminum nitride sintered 
body is black and it has a brightness over N4. If the amount 
is over 5000 ppm, the sinterability of aluminum nitride is 
loWered Particularly, the content is optimally from 200 to 
2000 ppm. 

In the ?rst aspect of the present invention, it is desired that 
the aluminum nitride sintered body constituting a matrix 
comprises a sintering aid. As the sintering aid, an alkali 
metal oxide, an alkali earth metal oxide or a rare earth oxide 

can be used. CaO, Y2O3, NaZO, Li2O and Rb2O are par 
ticularly preferred The content thereof is desirably from 0.1 
to 10% by Weight. 

In the aluminum nitride sintered body according to the 
?rst aspect of the present invention, its brightness de?ned in 
JIS Z 8721 is desirably N4 or less. This is because the 
sintered body having such a brightness is superior in radiant 
heat amount and covering-up ability. 
The brightness N is de?ned as folloWs: the brightness of 

ideal black is made to 0; that of ideal White is made to 10; 
respective colors are divided into 10 parts in the manner that 
the brightness of the respective colors is recogniZed stepWise 
betWeen the brightness of black and that of White at equal 
intensity intervals; and the resultant parts are indicated by 
symbols NO to N10, respectively. 

Actual brightness is measured by comparison With color 
chips corresponding to NO to N10. One place of decimals in 
this case is made to 0 or 5. 
The folloWing Will describe an example of a process for 

producing the aluminum nitride sintered body of the ?rst 
aspect of the present invention. 
(1) First, amorphous carbon is produced. For example, a 

hydrocarbon consisting only of C, H and O, preferably a 
saccharide (sucrose or cellulose) is ?red at a temperature 
of 300 to 500° C. in air, so as to produce pure amorphous 
carbon. 

(2) Next, the above-mentioned carbon is mixed With alumi 
num nitride poWder, Which Will be a matrix component. 
About the siZe of the mixed poWder, the average particle 
diameter thereof is preferably as small as about 0.1 to 5 
pm. This is because the sinterability thereof is improved 
as the siZe thereof is ?ner. The added amount of the 
carbon is decided under consideration of the lost amount 
at the time of ?ring. 
A sintering aid, such as the above-mentioned yttrium 

oxide (yttria: Y2O3), may be added to the above-mentioned 
mixture. 

Instead of the above-mentioned steps (1), (2), it is alloW 
able to adopt the folloWing steps: aluminum nitride poWder, 
a binder, a saccharide and a solvent are mixed to produce 
green sheets; the green sheets are laminated; and the lami 
nation of the green sheets is pre-?red at a temperature of 300 
to 500° C. to make the saccharide into amorphous carbon. In 
this case, both of the saccharide and amorphous carbon may 
be added. As the solvent, ot-terpineol, glycol and the like 
may be used. 
(3) Next, the formed body prepared by putting the resultant 
poWdery mixture into a mold, or the above-mentioned 
lamination of the green sheets (either of Which is pre 




























