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ELECTRONIC CARD ENCODER 

TECHNICAL FIELD 

The present invention relates to electronic card encoders. 

BACKGROUND OF THE INVENTION 

Electronic key card encoders are often used to produce 
customized electronic key cards at a point of transaction, 
such as at a hotel desk. Generally, key encoders carry out an 
encoding function and a readback function to ensure that the 
key is properly encoded. As is knoWn in the art, key cards 
have a magnetic strip that is encoded by the key encoder 
With a particular unique code. To ensure that the code Will 
be read back properly When it is inserted into a lock, the code 
must be encoded in a speci?c zone on the magnetic strip. 
Thus, key card encoders must be designed so that the 
location of the card being encoded is knoWn at all times 
during the encoding and card reading process. 

Currently, there are tWo types of key encoders in common 
use. One encoder structure is a narroW, rectangular structure 
having a slot along its length. A gate detects When the edge 
of the card passes through a given location in the slot to 
locate the card, ensuring that a record head encodes the card 
in the required zone. To encode the key card, a user grasps 
the card and manually sWipes it along the entire length of the 
slot. As the card passes through the slot, the gate trips, 
prompting the record head to begin encoding the magnetic 
strip and the read head to con?rm proper encoding. 

The manual encoding process for this type of structure, 
hoWever, makes user error common. If the user does not 

keep the key card ?rmly in the slot along its entire length 
(e.g., if the user inserts or removes the card at an angle 
before the entire magnetic strip is encoded, the resulting key 
card Will have the code deposited at the Wrong location on 
the strip and/or have an incomplete code on the strip. This 
improper code location and format makes it impossible to 
erase and re-encode the card because the read head cannot 
locate a code that is does not start and stop in the required 
zone. The card must therefore be discarded. Further, the 
manual encoding structure requires tWo heads (i.e., a record 
head and a read head), increasing the complexity of the 
structure. 

To eliminate the possibility of human error in manually 
sWiping the key card through an encoder, an alternative key 
encoder structure includes rubberized Wheels and a motor 
that pull the card inside a box through a front slot. In this 
structure, there is a single head that conducts both the 
encoding and the reading. The Wheels pull the card forWard 
to pass the magnetic strip past the head for encoding, pushes 
the card backWard to reWind the card, then pulls the card 
forWard to repass the strip against the head so that the head 
can read the encoded strip and con?rm proper encoding. 
Once the head con?rms that the card is properly encoded, 
the encoder pushes the card backWard again to eject it 
through the front slot. Although the Wheels and motor ensure 
that the code Will be deposited in the required zone, this 
structure also requires the card to be passed repeatedly past 
the heads, increasing Wear on the encoder components. The 
motor and Wheels can also degrade over time, requiring 
replacement. 

There is a need for a simple, inexpensive key encoder that 
is not susceptible to encoding errors. 
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2 
SUMMARY OF THE INVENTION 

The present invention is directed to a key card encoder 
that greatly reduces key encoding errors Without relying on 
any motorized mechanisms to move the card. Instead, move 
ment of the card is conducted manually. In one embodiment, 
the encoder has a plunger that is pushed doWnWard as the 
card is inserted into a slot in the encoder. The position of the 
plunger controls a value of an electronic component, such as 
a potentiometer. As a result, the value of the electronic 
component corresponds With the position of the card, alloW 
ing the card’ s position and direction to be tracked at all times 
during the encoding process if desired. At a minimum, the 
potentiometer value alloWs the invention to ensure that a 
code on the card starts and stops Within a desired range. 
As the card is inserted into the slot, a head encodes a 

magnetic strip on the card. When the card is fully inserted, 
a sWitch is tripped, prompting the encoder to check for a 
smart chip on the card and encode the smart chip if one is 
present. As the card is WithdraWn, the head reads the code on 
the magnetic strip to verify that the card Was correctly 
encoded, taking into account that the code Will be read in the 
reverse direction. 

In one embodiment, the slot is illuminated to guide the 
user through the encoding process. For example, the slot 
may be steadily illuminated in a ?rst color to indicate that 
the encoder is ready to accept a card for encoding, ?ash in 
the ?rst color after the card is inserted to indicate that the 
card is ready to be removed and veri?ed, and be illuminated 
in a second color if there is an error anytime during the 
encoding process. Illuminating the slot provides users With 
unambiguous feedback, further reducing the likelihood of 
encoding errors. 
By eliminating motorized components While restricting 

manual card movement, the inventive system offers a simple 
Way to reliably encode key cards While keeping the encoder 
structure compact and inexpensive. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of a key encoder according 
to one embodiment of the invention; 

FIG. 2 is a top plan vieW of the key encoder of FIG. 1; 
FIG. 3 is a rear plan vieW of the key encoder of FIG. 1; 
FIG. 4 is a representative diagram of inner components of 

the key encoder according to one embodiment of the inven 
tion before a key card is inserted; 

FIG. 5 is a representative diagram of the components in 
FIG. 3 after a key card is inserted into the encoder; 

FIG. 6 is a How diagram of a key card initialization 
method carried out in one embodiment of the invention; and 

FIG. 7 is a How diagram of a key card encoding and 
veri?cation method carried out in one embodiment of the 
invention. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

FIGS. 1 through 3 illustrate a key encoder 100 according 
to one embodiment of the invention as seen from the outside 
of the encoder 100. Referring to FIG. 1, the encoder 100 
includes a generally L-shaped housing 102 With a card 
insertion portion 104 and a base portion 106. In one embodi 
ment, the angle betWeen the card insertion portion 104 and 
the base portion 106 is around 100 degrees (i.e., 10 degrees 
olf from perpendicular). The angled housing, in conjunction 
With the compact con?guration of the encoder’s inner com 
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ponents (described in greater detail below) minimizes the 
amount of desk space that the key encoder 100 occupies. 

FIG. 2 is a representative top plan vieW of the key encoder 
100 of FIG. 1 to shoW the card insertion portion 104 in more 
detail. The card insertion portion 104 includes a slot portion 
108 having a slot 109 that accommodates a standard key 
card. The slot 109 preferably is slightly larger than the key 
card so that the card can be inserted easily into the slot 109 
but not be able to move Within the slot 109, preventing 
misalignment betWeen the magnetic strip and/ or smart chip 
on the card and an encoding head Within the encoder 100 
that reads data from and Writes data to the card. 

In one embodiment, the slot portion 108 is made of a 
translucent material that contains pockets or bevels to dis 
tribute light from at least one slot light source, such as an 
LED. In the illustrated embodiment, the slot 109 can be 
illuminated by tWo different color LEDs, a “good” color 
(e.g., blue or green) LED 110 indicating proper encoding 
and a “bad” color (e.g., red) LED 112 indicating improper 
encoding. By distributing the light from the light sources 
110, 112 evenly so that the slot portion 108 is clearly 
illuminated, the slot portion 108 offers users unmistakable 
feedback on the success or failure of the card encoding 
process, making the encoder 100 easier to read than existing 
encoders With small indicator lights. 

To provide additional feedback, the card insertion portion 
104 has a plurality of indicator lights 114 corresponding to, 
for example, card encoding status and transmission status. 
The indicator lights 114 provide additional feedback on the 
encoder’s operation Without interfering With the primary 
feedback provided by the illuminated slot 109. 

FIG. 3 shoWs the base portion 106 in more detail. In one 
embodiment, the base portion 106 includes a poWer con 
nection port 116 to connect the encoder 100 to a poWer 
source and at least one data port that carries data betWeen the 
encoder 100 and, for example, a computer or other user 
interface (not shoWn). For example, the data ports may 
include a USB port 118, an RS232 serial port 119, and/or a 
TCP/IP (Ethernet) port 120. Other data ports and their 
corresponding circuitry can be incorporated into the encoder 
100 via any knoWn method. 

FIGS. 4 and 5 are representative section diagrams illus 
trating inner components of the key encoder according to 
one embodiment of the invention. Note that FIGS. 4 and 5 
are not draWn to scale; it is to be understood, for example, 
that the various components are positioned so they can read 
from and Write to corresponding areas (e. g., magnetic strips, 
smart chips, etc.) on a key card. The illustrated components 
are disposed Within the card insertion portion 104 of the 
housing, outlined in phantom in FIGS. 4 and 5. Components 
disposed in the base portion 106 of the encoder 100 are 
omitted for clarity, but generally the base portion 106 can 
house a communication printed circuit board (PCB) 122 that 
supports, for example, any knoWn circuitry that carries data 
and poWer betWeen the encoder 100 and an outside com 
puter. 

In the illustrated embodiment, the card insertion portion 
104 houses a encoder PCB 152 that supports the translucent 
slot portion 108, the light sources 110, 112 that illuminate 
the slot portion, and the indicator lights 114. The encoder 
PCB 152 generally contains card encoding processing and 
customer interface devices (e.g., visual indicators, LEDs, 
etc), While the communication PCB 122 contains commu 
nication devices that act as a gateWay betWeen the encoder 
PCB 152 and the electrical input/output infrastructure via 
the data ports 118, 119, 120. The communication PCB 122 
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4 
can be selectively populated to provide multiple I/O ports or 
can be populated for speci?c applications requiring only one 
port to reduce cost. 

Also, the encoder PCB 152 and the communication PCB 
122 are separable, making it possible to modify the com 
munication PCB 122 Without any changes to the encoder 
PCB 152. As a result, the encoder PCB 152 can be manu 
factured the same Way, regardless of the speci?c application, 
and be mated to a communication PCB 122 having any 
con?guration (e. g., a speci?cally-con?gured communication 
PCB 122 having one or tWo ports or a fully versatile 
communication PCB 122 having all three ports) to provide 
customization. Thus, creating a separable encoder PCB 152 
and communication PCB 122 makes it possible to customize 
the communication ports of the encoder 100 by modifying 
the communication PCB 122 alone, thereby preserving the 
economies of scale that are possible in manufacturing a 
standardized encoder PCB 152. 

In one embodiment, a sliding mechanism 154 is mounted 
onto the encoder PCB 152 and is used to monitor the 
position of the key card 156 as it is inserted into the slot 109 
and to detect the position of the card 156 is it is being 
inserted. In one embodiment, the sliding mechanism 154 
includes a bracket 158, a spring-biased plunger 160, and a 
variable output electronic component, such as a potentiom 
eter 162. The potentiometer 162 operates in tandem With a 
head 164 that conducts both read and Write operations. The 
bracket 158 may be positioned so that the card 156 is 
inserted par‘tWay into the slot 109 before the plunger 160 
actually starts moving; this bracket position may correspond 
to, for example, a standard start position for the encoding on 
the strip. 
A sWitch 166 disposed at the bottom of the slot portion 

108 trips When the plunger 160, and therefore the card, 
reaches its loWest point, indicating that the card is inserted 
completely into the slot 109. The encoder PCB 152 also 
supports a smart card port 168 to accommodate key cards 
156 having smart chips 170. Aprocessor 172 is connected to 
the potentiometer 162, the head 164, the smart card port 168, 
the sWitch 166, and the lights 110, 112, 114 to coordinate the 
reading and encoding processes With the card position and 
light illumination. A memory 180 stores the code to be 
encoded on the key card 156 and is accessible by the 
processor 172. 
The sliding mechanism 154 should be calibrated via any 

knoWn process (e.g., by storing the desired potentiometer 
value positions in the processor 172) so that a code Will be 
deposited at the correct location (e.g., Within selected start 
and stop boundaries) on a magnetic strip 174. This calibra 
tion process compensates for manufacturing differences 
betWeen the potentiometer 162 and the bracket 158 so that 
the head 164 Will encode the magnetic strip 174 on the key 
card 156 at the same location regardless of the manufactur 
ing differences. Note that the potentiometer 162 provides an 
analog position detection system in the encoder 100 rather 
than a digital one, reducing complexity and cost. 
Once the sliding mechanism 154 is calibrated, the poten 

tiometer 162 Will accurately re?ect the position of the card 
156. More particularly, as the card pushes the plunger 160 
doWnWard, the position of the plunger 160 changes the 
potentiometer 162 value. In one embodiment, the potenti 
ometer value varies linearly With the plunger position. The 
potentiometer 162 is monitored by the processor 172. As the 
potentiometer 162 reaches selected threshold values, the 
processor 172 instructs the head 164 to encode a bit onto the 
magnetic strip 174 (if the card is being inserted) or read from 
the magnetic strip 174 (if the card is being removed) at each 
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card position corresponding to the threshold value. The 
potentiometer value can be used to check the start and end 
positions of the code on the magnetic strip 174 and check the 
position of each individual bit during encoding. Note that 
although the head 164 encodes or reads individual bits, it is 
not necessary to check for the location of each bit indepen 
dently during the read operation; checking the overall posi 
tion of the code on the magnetic strip 174 is su?icient for 
reading. 

Once the card 156 is fully inserted into the slot 109, the 
bottom edge of the card 156 trips the sWitch 166, indicating 
to the processor 172 that the card 156 is in position to be 
checked for a smart chip 170 by the smart card port 168. 
Note that if the card 156 is removed before it trips the sWitch 
166, the biasing force of the plunger 160 causes the plunger 
160 to move back upWard. The processor 172 detects the 
change in the potentiometer value caused by this upWard 
movement and sends a signal to the “bad” LED 112 to 
illuminate the slot 109 and notify the user that an error has 
occurred. 
When the card 156 is removed after being checked for a 

smart chip 170, the biasing force of the plunger 160 causes 
the plunger 160 to track the card’s movement out of the slot 
109, changing the potentiometer value. As the card 156 is 
removed, the head 164 may read each bit corresponding to 
the position indicated by the potentiometer value to verify 
that the magnetic strip 174 Was properly encoded. Because 
the encoded magnetic strip 174 Will be read backWards by 
the head 164, the processor 172 compensates for this fact 
When comparing the code on the magnetic strip 174 With the 
code stored in the memory 180. 

FIGS. 6 and 7 illustrate a process carried out by the key 
encoder 100 according to one embodiment of the invention 
in greater detail. The process 500 shoWn in FIG. 6 illustrates 
a process conducted by the encoder 100 before the card 156 
is inserted into the slot 109. The encoder 100 ?rst receives 
a key code to be encoded onto the card (e.g., 136 bits) from, 
for example, the main computer (not shoWn) through one of 
the ports 118, 119, 120 (block 502). The processor 172 then 
checks a checksum packet in the key code to verify that the 
key code has the expected number of bits and is otherWise 
accurate (block 504). Once the key code has been veri?ed, 
the processor 172 stores the key code in an encoding buffer 
(block 506) and carries out an encoder veri?cation module 
to verify that the key code has the proper number of bits and 
format (block 508). Once the key code has been veri?ed, the 
key code is stored in the memory 180 and the slot portion 
108 is illuminated With a steady light (e.g., a green or blue 
light) to indicate that the encoder 100 is ready to accept card 
insertion (block 510). 

Referring to FIG. 7, the processor 172 checks for any 
change in the bracket 158 position by checking for changes 
in the potentiometer 162 value (block 512). Once the key 
card 156 has been inserted far enough into the slot 109 to 
start moving the bracket 158, and therefore the plunger 160 
(block 514), the resulting change in the potentiometer 162 
value indicates to the processor 172 that the card is moving. 
When the processor 172 detects that the potentiometer 162 
value corresponds to the location of the ?rst bit, the head 164 
encodes the ?rst bit of the key code onto the key card (block 
516). As the card is inserted further into the slot 109 and 
pushes the plunger 160 doWnWard, the head 164 encodes 
subsequent bits based on the card position as indicated by 
the potentiometer 162 value (blocks 516, 517 518). The 
encoding process continues until the key code is completely 
encoded onto the card 156 (e.g., 136 bits). Once the card 156 
is fully inserted into the slot 109, the sWitch 166 at the 
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6 
bottom of the slot portion 108 closes (block 522), telling the 
processor to change the head 164 operation from a Write 
operation to a read operation. Note that if the card is 
removed before it is fully inserted into the slot 109, it Will 
cause the slot portion 108 to illuminate and ?ash in the “bad” 
color, indicating an encoding error (block 544). The proces 
sor can detect premature removal of the card 156 if, for 
example, feWer than the anticipated number of bits are 
Written or read When the potentiometer reverses direction. 

Note that the processor can also detect if the card 156 
reverses direction, even by a small amount, before it is fully 
encoded because any backWard movement of the card 156 
Will cause the potentiometer 162 value to change accord 
ingly as the spring-biasing force moves the plunger 160 
backWard When the card is WithdraWn slightly. The head 164 
may therefore Write a bit in a particular location more than 
once, if necessary, to maintain code integrity even if the user 
fails to insert the card smoothly. Thus, by continuously 
monitoring the card position via the potentiometer 162 
value, the inventive encoder 100 can provide reliably high 
encoding quality Without relying on any mechanical devices. 
Instead, the encoder 100 is able. 

FIG. 7 also illustrates optional steps that may be con 
ducted by the encoder 100 to detect and encode and/or read 
a smart chip 170 on the card 156. Note that the inventive 
encoder 100 is ?exible enough to accommodate both mag 
netic strip key cards and smart cards With no modi?cation or 
user input; instead, it can detect and encode both types of 
cards automatically. Further, the smart chip 170 encoding 
process can be conducted alone, alloWing the encoder 100 to 
be designed to Write/read only smart cards, if desired. 
Once the processor 172 detects that the key card is fully 

inserted, poWer is sent to the smart card port 168 to activate 
the port 168 (block 530). The smart card port 168 then 
checks the inserted key card to determine Whether the 
inserted card has a smart chip 170. To do this, the smart card 
port 168 sends a signal to the card 156 and Waits for an 
ansWer back from the card (block 532). 

If the inserted key card is not a smart card, the signal from 
the smart card port 168 Will simply be sent to the body of the 
card (e.g., bare plastic), Which Will not generate a return 
signal back to the smart card port 168. If the smart card port 
168 does not receive a return signal, the encoder 100 Will 
assume that the inserted key card only has a magnetic strip. 
The encoder 100 Will therefore cause the slot portion 108 to 
illuminate and ?ash in the “good” color (e.g., green or blue) 
to tell the user to remove the card from the slot 109 (block 

536). 
As the card is removed, the head 164 reads the encoded 

magnetic strip (block 538). Note that the encoded magnetic 
strip is read backWards by the head 164 When the card is 
WithdraWn from the encoder 100; this is taken into account 
When the code read by the head 164 is compared With the 
code stored by the processor in the memory 180. The 
encoder 100 then checks Whether the code read by the head 
164 matches the code stored in the memory 180 (block 540). 
If the codes match, it indicates that the card Was properly 
encoded. The slot portion 108 Will therefore be steadily 
illuminated in the “good” color after the card is removed to 
indicate that the code Was properly encoded onto the mag 
netic strip 174 (block 542). 

If the code read by the head 164 does not match the code 
stored in the memory 180, it indicates that the card 156 Was 
not encoded properly. In this case, the processor 172 causes 
the slot portion 108 to illuminate and ?ash on and off in the 
“bad” color (e.g., red) to notify the user of the error (block 
544). Note that the illuminated slot portion 108 clearly and 
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unmistakably indicates When the inserted card should be 
removed and Whether or not the encoding Was successful by 
changing the color and the ?ashing of the lights illuminating 
the slot portion 108. 

If the inserted key card is a smart card (i.e., a card that has 
a smart chip 170 on it), the smart chip 170 Will return a 
signal in response to the signal from the smart card port. The 
encoder 100 Will therefore assume that the card is a smart 
card and/or has a memory chip (block 548). The smart card 
port 168 then reads and/or Writes data to the smart chip 170 
(block 550) and then compares the code on the chip With a 
code stored in the memory 180 to verify Whether the chip 
170 Was correctly encoded (block 538). Like the example 
above, the slot portion 108 Will be steadily illuminated in the 
“good” color after the card is removed if the chip Was 
correctly encoded (block 540) and Will ?ash on and off in the 
“bad” color after the card is removed if there is an encoding 
error (block 544). When the card 156 is removed from the 
slot portion 108, the encoder checks and veri?es the code on 
the magnetic strip (if any) in the manner described above. 

Note that the embodiment shoWn in FIG. 7 assumes that 
the card either has a magnetic strip or both a magnetic strip 
and a smart chip. If the card has a smart chip alone, With no 
magnetic strip, all of the steps relating to encoding a 
magnetic strip (e.g., blocks 516 through 518 and block 538) 
can be omitted from the method shoWn in FIG. 7 Without 
departing from the scope of the invention. As a result, the 
inventive encoder 100 is ?exible enough to encode multiple 
types of key cards With virtually no change in the encoder 
100 itself. As can be seen from the above description, the 
encoder 100 is designed to encode cards With magnetic 
strips, cards With smart chips, and cards With both magnetic 
strips and chips using the same operating procedure for all 
three types of cards. Thus, the same encoder 100 can encode 
different types of cards automatically, Without requiring any 
user input to change the encoding procedure. 
As a result, the inventive key card encoder system and 

method relies on manual rather than mechanical movement 
of the card to position the card, eliminating the need for 
costly and high-maintenance motors and Wheels. Note that 
although the above examples check for and encode a mag 
netic strip in every instance, regardless of Whether the card 
has a magnetic strip, a smart card chip, or both, the invention 
can also be implemented With a magnetic card reader alone 
or a smart chip reader alone Without departing from the 
scope of the invention With little modi?cation due to the 
encoder’s simple structure. Further, the inventive system 
provides clear feedback to users via a large, easy-to-read 
illuminated slot, eliminating any ambiguities caused by 
unclear displays. By checking the card for both the magnetic 
strip and the smart chip every time a card is inserted, the 
inventive system also can encode both magnetic strips and 
smart chips While still keeping the encoder siZe and pro?le 
compact and the card detection and encoding algorithms 
simple. 

It should be understood that various alternatives to the 
embodiments of the invention described herein may be 
employed in practicing the invention. It is intended that the 
folloWing claims de?ne the scope of the invention and that 
the method and apparatus Within the scope of these claims 
and their equivalents be covered thereby. 

What claimed is: 
1. A card encoder, comprising: 
a slot portion having a slot that receives a card; 
a sliding mechanism that changes position as the card 

changes position Within the slot portion; 
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8 
an electronic component coupled to the sliding mecha 

nism and having a value corresponding to the position 
of the sliding mechanism; 

a head that carries out at least one of a read function and 
a Write function on the card; 

a processor in communication With the electronic com 
ponent and the head, Wherein the processor instructs 
the head to conduct said at least one of the read function 
and the Write function based on the position indicated 
by the electronic component value; and 

the head conducts the Write operation as the card is being 
inserted into the slot portion and conducts the read 
operation as the card is being WithdraWn out of the slot 
portion. 

2. The card encoder of claim 1, Wherein the card encoder 
further comprises at least one light source that illuminates 
the slot portion and that is controlled by the processor. 

3. The card encoder of claim 2, Wherein the slot portion 
comprises a translucent material that distributes the light 
from said at least one light source. 

4. The card encoder of claim 2, Wherein said at least one 
light source comprises a ?rst light source in a ?rst color and 
a second light source in a second color. 

5. The card encoder of claim 4, Wherein the processor 
illuminates the ?rst light source When the encoder is oper 
ating properly and illuminates the second light source When 
there is an encoder operating error. 

6. The card encoder of claim 5, Wherein the processor 
causes the ?rst light source to illuminate When the encoder 
is ready to accept a card and if an encoding process is 
successful, causes the ?rst light source to ?ash When the card 
is ready to be removed from the encoder. 

7. The card encoder of claim 5, further comprising a 
memory in communication With the processor to hold 
Wherein the processor illuminates the second light source if 
a number of bits on the card do not match a number of bits 
storied in memory. 

8. The card encoder of claim 1, Wherein the electronic 
component is a potentiometer. 

9. The card encoder as set forth in claim 1, Wherein said 
sliding mechanism has a surface contacted by a card inserted 
into the slot, said sliding mechanism moving With said card, 
such that movement of said sliding mechanism corresponds 
to the movement of a card further into the slot. 

10. A card encoder, comprising: 
a slot portion having a slot that receives a card; 
a sliding mechanism that changes position as the card 

changes position Within the slot portion; 
an electronic component coupled to the sliding mecha 

nism and having a value corresponding to the position 
of the sliding mechanism; 

a head that carries our at least one of a read function and 
a Write function on the card; 

a processor in communication With the electronic com 
ponent and the head, Wherein the processor instructs 
the head to conduct said at least one of the read function 
and the Write function based on the position indicated 
by the electronic component value; and 

a sWitch that closes When the card moves the sliding 
mechanism to a fully inserted position. 

11. The card encoder of claim 10, Wherein the sWitch 
causes the head to sWitch from a read con?guration to a 
Write con?guration When the sWitch is closed. 

12. The card encoder of claim 10, further comprising a 
smart card port in communication With the processor, 
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wherein the processor prompts the smart card port to check 
the card for a smart chip When the processor detects that the 
sWitch is closed. 

13. The card encoder of claim 12, Wherein the head 
encodes a magnetic strip, and Wherein the processor uses a 
single operating procedure to encode a card having the 
magnetic strip alone, a card having the smart chip alone, and 
a card having both the magnetic strip and the smart chip. 

14. The card encoder of claim 1, further comprising a 
housing that houses the slot portion, the sliding mechanism, 
the electronic component, the head, and the processor. 

15. The card encoder of claim 14, Wherein the housing 
comprises: 

a card insertion portion that houses the slot portion, the 
sliding mechanism, the electronic component, and the 
head; and 

a base portion that houses at least one data port. 
16. The card encoder of claim 15, Wherein the slot portion, 

the sliding mechanism, the electronic component, and the 
head are disposed on an encoder printed circuit board (PCB), 
and Wherein said at least one data port is disposed on a 
communication PCB, the encoder PCB and the communi 
cation PCB being separable. 

17. The card encoder of claim 16, Wherein said at least one 
data port on the communication PCB is one selected from 
the group consisting of a serial port, a USB port, and an 
Ethernet port to alloW customiZation of the communication 
PCB independent of the encoder PCB. 

18. A method of encoding a card, comprising: 
detecting a position of a sliding mechanism in a card 

encoder, Wherein the position of the sliding mechanism 
corresponds to a position of a card in the card encoder; 

Writing data to the card based on the detected position as 
the card is inserted into the card encoder; 

reading data from the card as the card is WithdraWn from 
the card encoder; and 

the head conducts the Write operation as the card is being 
inserted into the slot portion and conducts the read 
operation as the card is being WithdraWn out of the slot 
portion. 

19. The method of claim 18, Wherein the detecting step 
comprises monitoring a value of an electronic component 
coupled to the sliding mechanism, Wherein the value corre 
sponds to the position of the sliding mechanism. 

20. The method of claim 18, Wherein the card encoder 
comprises a slot portion that receives the card, and Wherein 
the method further comprises illuminating the slot portion. 

21. The method of claim 20, Wherein the illuminating step 
comprises: 

selecting betWeen a ?rst light source in a ?rst color and a 
second light source in a second color; 

illuminating the ?rst light source When the encoder is 
operating properly; and 

illuminating the second light source When there is an 
encoder operating error. 

22. The method of claim 21, Wherein illuminating the ?rst 
light source comprises: 

illuminating the ?rst light source steadily When the 
encoder is ready to accept a card and if an encoding 
process is successful; and 

?ashing the ?rst light source When the card is ready to be 
removed from the encoder. 
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23. The method of claim 18, further comprising: 
detecting When the card reaches a fully inserted position; 
checking the card for a smart chip; and 
conducting at least one of a read and Write operation on 

the smart chip. 
24. The method of claim 18, further comprising: 
detecting if the card is partially WithdraWn before it 

reaches a fully inserted position; and 
repeating the Writing step on a given card location When 

the card is reinserted after being partially WithdraWn. 
25. The method of claim 18, further comprising: 
storing a code to be Written to the card in memory; and 
verifying the data from the reading step With a code stored 

in memory. 
26. The method of claim 18, Wherein the card encoder is 

provided With a slot, and a card is inserted into the slot, and 
the sliding mechanism moving With the card as the card is 
inserted into the slot and the detecting of the position of the 
sliding mechanism then being performed. 

27. The method as set forth in claim 26, Wherein a sWitch 
trips When the sliding mechanism reaches a predetermined 
position indicating that the card is inserted fully Within the 
slot. 

28. A card encoder, comprising: 
a slot portion having a slot that receives a card; 
a sliding mechanism that changes position as the card 

changes position Within the slot portion, said sliding 
mechanism having a surface contacted by a card 
inserted into the slot, and said sliding mechanism 
moving With said card, such that movement of said 
sliding mechanism corresponds to the movement of a 
card further into the slot; 

a sWitch that closes When the card moves the sliding 
mechanism to a fully inserted position; 

a smart card port in communication With a processor, 
Wherein the processor prompts the smart card port to 
check the card for a smart chip When the processor 
detects that the sWitch is closed; 

and the processor in communication With an electronic 
component and the smart card port, Wherein the pro 
cessor instructs the smart card port to conduct said at 
least one of the read function and the Write function 
based on the position indicated by a value of the 
electronic component. 

29. The card encoder of claim 28, Wherein the card 
encoder further comprises at least one light source that 
illuminates the slot portion and that is controlled by the 
processor, Wherein said at least one light source comprises 
a ?rst light source in a ?rst color and a second light source 
in a second color. 

30. The card encoder of claim 29, Wherein the processor 
illuminates the ?rst light source When the encoder is oper 
ating properly and illuminates the second light source When 
there is an encoder operating error. 

31. The card encoder of claim 30, Wherein the processor 
causes the ?rst light source to illuminate When the encoder 
is ready to accept a card and if an encoding process is 
successful, causes the ?rst light source to ?ash When the card 
is ready to be removed from the encoder. 
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