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ANTENNA SYSTEM 

FIELD OF THE INVENTION 

The present invention relates to an antenna system and in 
particular but not exclusively to an antenna system for use 
in a base transceiver station of a Wireless telecommunica 
tions network. 

BACKGROUND TO THE INVENTION 

An area covered by a cellular telecommunications net 
Work is divided into a plurality of cells. Each of these cells 
has a base station Which is arranged to transmit signals to 
and receive signals from mobile stations located in the cell 
associated With the respective base station. Mobile stations 
Will be in active communication With the base station 
associated With the cell in Which the mobile station is 
located. 

In order to improve the capacity and/or the signal to 
interference ratio, beam steering or beam selection tech 
niques have been proposed. With beam steering or selection 
techniques, a base station is able to generate one or more 
beams. In the case of beam selection, the base station Will be 
capable of producing a ?xed number of beams to cover the 
cell associated With the base station. In certain conditions, 
not all of the beams Will be selected for communication With 
a given mobile station. For example, if it can be determined 
Where the mobile station in question lies in the cell, the beam 
or beams Which cover that part of the cell in Which the 
mobile station is located only Will be selected to transmit a 
signal. Accordingly, that signal for the mobile station in 
question Will not be transmitted in the other non selected 
beam directions. 

Beam steering uses a similar concept. Rather than having 
a ?xed number of beams, the number of beams Which are 
generated can be varied and the Width of those beams can be 
varied. As With the beam selection technique, one or more 
beams can be generated, in appropriate circumstances, to 
transmit a signal over only part of the cell. 

With both of these techniques, as not all signals are 
transmitted throughout the Whole cell, the interference gen 
erated is reduced, Which can alloW an increase in capacity to 
be achieved. Both of these techniques use an array of 
antennas in order to generate the beams. 

In addition to transmitting signals Which are intended for 
a given mobile station, the base transceiver station is also 
arranged to transmit a reference signal Which is used by all 
of the mobile stations in the cell associated With that base 
transceiver station. Accordingly, this reference signal must 
be transmitted throughout the cell. In GSM (Global System 
for Mobile Communications), the reference channel is the 
BCCH (Broadcast Control Channel). 

In GSM, frequency division multiple access is used in 
combination With time division multiple access. This means 
that a channel for a mobile station is de?ned by the carrier 
frequency used and the associated time slot on that fre 
quency. Accordingly, a base transceiver station Will be 
arranged to use a range of different frequency carriers. Multi 
carrier poWer ampli?ers are therefore used to drive each 
element of an antenna array Which alloWs beam steering or 
selection to be achieved. In order to also provide the BCCH 
channel, tWo solutions have been proposed. Firstly, an 
additional antenna is provided for the BCCH channel Which 
transmits the BCCH channel over the entire cell associated 
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2 
With the base transceiver station. HoWever, this is disadvan 
tageous in that the provision of an additional antenna incurs 
additional costs. 

In the second solution Which has been proposed, no 
additional antennas are provided. Rather, the antennas Which 
provide the beams are also used to transmit the BCCH 
channel throughout the cell. HoWever, this has the disad 
vantage that the poWer requirements for the multi carrier 
poWer ampli?ers has to be signi?cantly increased to ensure 
that it is alWays possible to transmit the BCCH channel 
throughout the cell. The requirement for the multi carrier 
poWer ampli?ers to have an increased poWer requirement 
increases the costs associated With the poWer ampli?ers. 

SUMMARY OF THE INVENTION 

It is therefore an aim of embodiments of the present 
invention to provide an antenna system Which is able to 
address the disadvantages of the proposed solutions. 

According to the ?rst aspect of the present invention there 
is provided an antenna system for a transmitter, said antenna 
system comprising an array of antennas, said array being 
controllable to transmit a signal over part or all of a coverage 
area of said transmitter; an ampli?er coupled to each 
antenna, said ampli?er being arranged to receive one or 
more signals to be transmitted by the respective antenna; and 
a further ampli?er connected to at least one of said antennas, 
said further ampli?er arranged to receive a signal to be 
transmitted over substantially all of the coverage area of said 
transmitter. 

Preferably, the ampli?er connected to each antenna is a 
multi carrier ampli?er Which is arranged to receive a plu 
rality of signals at different frequencies. Alternatively, the 
ampli?er connected to each antenna may be a single carrier 
ampli?er Which is arranged to receive signals in a single 
frequency range. 

Preferably, the third ampli?er is a single carrier ampli?er. 
Preferably, at least tWo of the antenna are connected to 
respective further ampli?ers. 
The said at least one antenna to Which the or each further 

ampli?er is connected may be at an end of an array. An 
output of the further ampli?er and an output of the ampli?er 
connected to the same antenna as the further ampli?er may 
both be connected to an output of a combiner, an output of 
Which is connected to the same antenna. The combiner may 
be a hybrid. 

In preferred embodiments of the present invention, the 
antenna array is a smart antenna array. The antenna array 
may provide a predetermined number of beam directions 
one or more of Which are selectable. 

Embodiments of the present invention may be incorpo 
rated in a base transceiver station. The or each further 
ampli?er may be arranged to receive a reference signal 
Which, in the GSM standard, may be the BCCH channel. 

BRIEF DESCRIPTION OF DRAWINGS 

For a better understanding of the present invention and as 
to hoW the same may be carried into effect, reference Will 
noW be made by Way of example to the accompanying 
draWings in whichzi 

FIG. 1 shoWs a cell of a telecommunications netWork With 
Which embodiments of the present invention can be used; 

FIG. 2 shoWs a block diagram of an embodiment of the 
present invention; 

FIG. 3 shoWs components Which are arranged upstream of 
the poWer ampli?ers of FIG. 2; 
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FIG. 4 is a block diagram of the embodiment of the 
present invention in more detail; 

FIG. 5 shows the cross connect of FIG. 4 in more detail, 
for the transmit path; 

FIG. 6 shoWs the cross connect of FIG. 4 in more detail 
for the receive path; 

FIG. 7 illustrates an alternative embodiment of the present 
invention; and 

FIG. 8 shoWs a graph of the poWer applied to each antenna 
element. 

DETAILED DESCRIPTION OF EMBODIMENTS 
OF THE PRESENT INVENTION 

Reference is made to FIG. 1 Which shoWs part of a cellular 
telecommunications netWork 2 in Which embodiments of the 
present invention can be implemented. The area covered by 
the netWork is divided into a plurality of cells, three of Which 
are shoWn in FIG. 1. Each cell 4 has associated thereWith a 
base transceiver station 6. In the example shoWn in FIG. 1, 
the base transceiver station associated With each cell 4 is 
provided at a common location. The base transceiver sta 
tions 6 are arranged to communicate With mobile terminals 
8 located in the cell 4 associated With a given base station. 

The embodiment of the present invention Will be 
described in the context of a GSM system. It should hoWever 
be appreciated that embodiments of the present invention 
can be used With any other system such as other frequency 
division multiple access systems, time division multiple 
access systems and spread spectrum systems such as code 
division multiple access. Embodiments of the present inven 
tion can also be used With hybrids of one or more of the 
above systems. 

Reference is made to FIG. 2 Which shoWs an embodiment 
of the present invention. In particular, FIG. 2 shoWs part of 
a base transceiver station Which provides a steered beam 
system. This steered beam system is sometimes referred to 
as a smart antennas system. It should be appreciated that 
embodiments of the present invention can also be used With 
beam selection arrays. 

The antenna array 10 illustrated in FIG. 2 comprises ?ve 
antennas l2aie. Each antenna is made up of one or more 
antenna elements. For example, each antenna may comprise 
a column or stack of antenna elements. In the embodiment 
shoWn in FIG. 2, ?ve antenna are shoWn. HoWever, alter 
native embodiments of the present invention may have 
different numbers of antennas. 

In one preferred embodiment of the present invention, six 
or eight antennas are provided. 

Each antenna 12 is connected to a respective multi carrier 
poWer ampli?er l4aie. The multi carrier poWer ampli?ers 
amplify the signals Which they receive and output the 
ampli?ed signals to the associated antenna 12. The poWer 
ampli?ers 14 are multi carrier poWer ampli?ers. This means 
that the poWer ampli?er is able to amplify signals having 
different radio frequencies Which are received at the same 
time. In this Way, the antenna array 10 is able to transmit 
signals having different frequencies at the same time. 
The arrangement shoWn in FIG. 2 also includes tWo 

further ampli?ers 16a and 16b. These tWo ampli?ers are 
single carrier ampli?ers and are arranged to amplify the 
BCCH signal. The tWo single carrier poWer ampli?ers 16a 
and 16b receive the same signal, that is the BCCH channel. 
In alternative embodiments of the present invention, only 
one of the single carrier poWer ampli?ers is provided. In yet 
another embodiment of the present invention, the single 
carrier poWer ampli?ers 16 may transmit different signals. 
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4 
The single carrier poWer ampli?ers 16a and 16b receive 

the BCCH channel, amplify the signal and output it to a 
respective combiner 18a and 18b. 
The ?rst combiner 1811 has its output connected to the ?rst 

antenna 12a of the array 10. The ?rst combiner 1811 also 
receives a second input from the output of the multi channel 
poWer ampli?er 1411 Which is associated With the ?rst 
antenna 12a. The combiner 1811, Which in preferred embodi 
ments of the present invention is a hybrid, combines the 
output of the single carrier poWer ampli?er 1611 With the 
output of the ?rst multi carrier poWer ampli?er 14a and 
outputs it to the ?rst antenna element 12a. 
The second combiner 18b is connected to the antenna at 

the other end of the array, namely antenna 12e. As With the 
?rst antenna 1211, the combiner 18b receives an input from 
the second single carrier poWer ampli?er 16b and from the 
output of the ?fth multi carrier poWer ampli?er 14e associ 
ated With the ?fth antenna element 12e. The output of the 
second combiner 18b is connected to the ?fth antenna 12e. 

For reasons Which Will be discussed later, it is advanta 
geous that the ?rst and second combiners be connected to 
antenna Which are at either end of the array. HoWever, in 
alternative embodiments of the present invention the com 
biner may be connected to antennas Which are not at either 
end of the array. 

Reference Will noW be made to FIG. 3 Which shoWs some 
of the elements Which are upstream of the multi carrier 
poWer ampli?ers 14 and single carrier poWer ampli?ers 16. 
In particular, each of the single carrier poWer ampli?ers and 
multi carrier poWer ampli?ers receives an input from the 
output of a respective ampli?er 20. 
Each ampli?er 20 has its input connected to the output of 

a phase and gain adjustment block 22. Each phase and gain 
adjustment block 22 alters the phase and gain of the signal 
so that the antenna array 10 is able to provide steered beams. 
The Way that the beams are generated is by providing the 
same signal to one or more of the antenna elements. The 
phase difference betWeen the versions of the same signal 
applied to the different antennas 12 cause constructive 
and/or destructive interference to occur so that a beam in a 

required direction can be generated. The phase of a given 
signal to be applied to the required antenna 12 is thus 
adjusted by the respective phase and gain adjustment blocks 
22. The gain selected by the phase and gain adjustment 
blocks 22 determine the poWer With Which a signal is 
transmitted by the respective antenna 12. The ampli?ers 20 
amplify the signals received from the respective phase and 
gain adjustment block. 
The input of each phase and gain adjustment block 22 is 

connected to the output of a transmit unit 24 Which provides 
the signals Which are to be transmitted. The signals Which 
are input to the phase and gain adjustment blocks 22 are 
radio frequency signals. The transmit unit 24 thus converts 
signals from a base band frequency to a radio frequency. 
HoWever, the function of unit 24 Will be discussed in more 
detail in relation to FIG. 4. 

Reference is noW made to FIG. 4 Which shoWs the 
embodiment of the present invention in some more detail. 
Those elements Which are the same as in FIGS. 2 and 3 have 
the same reference number. The circuitry shoWn in FIG. 4 
can be incorporated in a base transceiver station. The 
antenna array 10 is used not only to transmit signals but also 
to receive signals. Accordingly, each antenna element 12 is 
connected to a duplexer 26 Which incorporates a loW noise 
ampli?er for the receive path. The duplexer 26 therefore 
receives from the respective antenna 12 signals Which have 
been received by that antenna. Those signals are ampli?ed 
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by the loW noise ampli?er and are output to a cross connect 
unit 28 Which Will be described in more detail hereinafter. 

Each duplexer 26 also connects the output of the single 
carrier and multiple carrier ampli?ers 14 and 16 to the 
respective antenna 12, for the signals to be transmitted. 
Additionally, the outputs of cross connect unit 28 are con 
nected to the input of all of the ampli?ers, both the multi 
carrier ampli?ers 14 and the single carrier poWer ampli?ers 
16. 
The cross connect unit 28 is connected to a number of 

radio frequency receive and transmit units 30. The radio 
frequency receive and transmit units 30 provide tWo func 
tions. Firstly, for a given radio frequency signal Which is to 
be transmitted, one of the radio frequency unit 30 generates 
the signals Which are to be applied to each of the antennas 
12. The circuitry of FIG. 3 is incorporated in the radio 
frequency units 30. 

The second function provided by each radio frequency 
unit 30 is to receive the different versions of a signal Which 
is received by the respective antennas. For example, a 
mobile station Will transmit a signal to the base station. That 
signal Will be received probably by all of the antennas. The 
versions of that signal are then connected by the cross 
connect unit 28 to the same radio frequency receive unit 30. 

Each radio frequency unit 30 is connected to a base band 
unit 32. The base band unit converts signals for transmission 
Which are at a base band to a radio frequency and outputs 
those signals to the radio frequency unit 30. The base band 
unit 32 also converts the received signals from the radio 
frequency to the base band. The base band unit 32 may 
modulate the signals to be transmitted and demodulate the 
signals Which are received. 
The base band units 32 are connected to transmit receive 

units 38 Which process the received signals and generate the 
signals to be transmitted. A broadcast control channel unit 36 
is provided Which generates the information for the BCCH 
channel. 

Reference Will noW be made to FIG. 5 Which shoWs the 
cross connect unit 28 of FIG. 4 for transmitted signals, in 
more detail. 

As can be seen from FIG. 5 the cross connect unit 28 
comprises hybrid combiners 40. The output of each com 
biner 40 is connected to a respective one of the poWer 
ampli?ers 14 or 16. Whilst only six combiners are shoWn in 
FIG. 5, in practice, there Will be seven or eight combiners for 
a 6-column antenna, one for each ampli?er. 

Each combiner 40 is connected to each one of the RF units 
30. In particular, the respective combiners 40 are connected 
to the transmit part of each RF unit. Thus, each combiner 40 
Will receive as many inputs as there are radio frequency units 
30. The number of combiner inputs is preferably greater than 
or equal to the number of RF units 30. 

Consider one of the RF units 30. One RF unit 30 is 
arranged to cause a given signal to be transmitted in a given 
beam direction or directions. Accordingly, the radio fre 
quency unit 30 Will generate a version of the signal to be 
transmitted by each of the respective antennas 12. The 
different versions of the signal will differ in their phase and 
amplitude such that destructive and constructive interfer 
ence occurs in the required directions. As discussed previ 
ously, each antenna 12 transmits a number of different 
signals. These different signals are generated by the respec 
tive radio frequency unit and combined by the combiner 40. 
In the example shoWn in FIG. 5, the combiners 40 receive 
8 different signals, Which Will be at different frequencies. 
Those signals Will be combined by the combiner 40 and 
output to the respective antenna 12. 
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6 
Reference Will noW be made to FIG. 6 Which shoWs the 

cross connect unit 28 of FIG. 4 for received signals, in more 
detail. 
As can be seen from FIG. 6, the cross connect unit 28 

comprises multi couplers 42. There is one coupler 42 per 
antenna column/stack. 

The signals received by the respective antenna are ampli 
?ed by a loW noise ampli?er, Which is in the duplexer of 
FIG. 4. The signals Which are received by each loW noise 
ampli?er 26 Will be those signals Which are received by the 
respective antenna 12 and Will consist of a number of signals 
at different frequencies. Each element 12 of the array Will 
receive a version of each signal. The versions of the same 
signal Which are received will differ in their phase, depend 
ing on the direction from Which that signal has been 
received. 
The output of each loW noise ampli?er 26 is input to a 

coupler 42. The coupler 42 separates the signals received 
from a given antenna 12. The coupler is arranged to output 
each of the signals Which it has received to a different one 
of the radio frequency units 30. The couplers 42 are arranged 
so that signals from the same, for example, mobile station, 
are output to the same radio frequency unit. For example, if 
a given mobile station has transmitted a signal to the base 
station Which has been received by each of the antennas 12, 
the signal received from each of the antennas is output by the 
respective couplers 42 to the same radio frequency unit 30. 
Using the phase information contained in the signal, the 
radio frequency unit 30 is able to determine the direction 
from Which the signal has been received. The radio fre 
quency unit may also combine the separate signals. 

Reference is made to FIG. 7 Which shoWs an alternative 
to the arrangement of FIG. 5. In the arrangement shoWn in 
FIG. 7, tWo of the radio frequency units 30 are dedicated to 
the BCCH channel. Each of those tWo radio frequency units 
30 is input to a combiner 50 Which combines the tWo signals 
received from the tWo radio frequency units 30. The com 
bined signals are output to respective poWer ampli?ers. 
These are the single carrier poWer ampli?ers 16a and 16b 
shoWn in FIG. 2. 

The remaining radio frequency units 30 are each con 
nected to the single carrier poWer ampli?er units (SCPA) 14. 
One SCPA is provided for each antenna. In particular, each 
of the single carrier poWer ampli?er units 14 generates a 
signal for each antenna column. These signals Will be at 
different frequencies and are input to the single carrier poWer 
ampli?er unit Which separately ampli?es the signals from 
the RF units that are for the particular antenna column fed 
by the single carrier poWer ampli?er unit. The separately 
ampli?ed signals are then combined by the combiner 40. 
The output of each combiner 40 is connected to their antenna 
column (stack). 

Reference is noW made to FIG. 8. FIG. 8 shoWs for each 
of six antennas of an array the average voltage EMF Which 
is applied to each antenna, on average. As can be seen from 
FIG. 8, the signals of the central elements 3 and 4, on 
average have a higher poWer. In contrast, the tWo antennas 
Which are at either end of the array are such that, on average, 
the signals have a much loWer poWer. As can be seen the 
poWer of the signals applied to the elements tapers from the 
maximum average poWer at the centre of the array to the 
respective ends of the array. It is for this reason that, in 
preferred embodiments of the present invention, the ampli 
?er for the BCCH channel is applied to the elements at either 
end of the array. In typical embodiments of the present 
invention, the ratio betWeen the poWer applied to the end 
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antennas compared to the power applied to the central 
antennas is of the order of 0.6*0.7:1. 

It is possible in alternative embodiments of the present 
invention that the pro?le shoWn in FIG. 8 is not provided. In 
those embodiments in the present invention, it is preferred 
that the ampli?ers for the broadcast control channel be 
applied to those antenna Which, on average, have a loWer 
poWer applied to them. 

In the embodiment of the invention described above, the 
single carrier poWer ampli?er is described as being provided 
for use With the broadcast control channels. It should be 
appreciated that this principal can be used With any other 
channel in the GSM system. It should also be appreciated 
that embodiments of the present invention can also be used 
With systems other than GSM. In those situations, it is 
preferred, but not essential, that the single carrier poWer 
ampli?ers be used With reference channels Which are 
intended to the entire cell. 

Embodiments of the present invention may also be used 
With non frequency division multiple access systems. 

The invention claimed is: 
1. An antenna system for a transmitter, said antenna 

system comprising: 
an array of antennas, said array being controllable to 

transmit a signal over part or all of a coverage area of 

said transmitter; 
an ampli?er coupled to each antenna, said ampli?er being 

arranged to receive one or more signals to be transmit 
ted by the respective antenna, Whereby said ampli?ers 
are arranged to receive said signals such that in use the 
antenna system is able to provide steered beams; and 

a further ampli?er connected to at least one of said 
antennas, said further ampli?er arranged to receive a 
signal to be transmitted over substantially all of the 
coverage area of said transmitter. 

2. An antenna system as claimed in claim 1, Wherein said 
ampli?er connected to each antenna is a multi carrier 
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ampli?er Which is arranged to receive a plurality of signals 
at different frequencies. 

3. An antenna system as claimed in claim 1, Wherein said 
ampli?er connected to each antenna is a single carrier 
ampli?er Which is arranged to receive signals in single 
frequency range. 

4. An antenna system as claimed in claim 1, Wherein said 
further ampli?er is a single carrier ampli?er. 

5. An antenna system as claimed in claim 1, Wherein tWo 
of said antennas are connected to respective further ampli 
?ers. 

6. An antenna system as claimed in claim 1, Wherein said 
at least one antenna to Which the further ampli?er is con 
nected is at an end of the array. 

7. An antenna system as claimed in claim 1, Wherein an 
output of said further ampli?er and an output of said 
ampli?er connected to the same antenna as said further 
ampli?er are both: connected to an output of a combiner, an 
output of Which is connected to said same antenna. 

8. An antenna system as claimed in claim 7, Wherein said 
combiner comprises a hybrid. 

9. An antenna system as claimed in claim 1, Wherein said 
antenna array is a smart antenna array. 

10. An antenna system as claimed in claim 1, Wherein said 
antenna array provides a predetermined number of beam 
directions one or more of Which are selectable. 

11. A base transceiver station comprising an antenna 
system as claimed in claim 1. 

12. A base station as claimed in claim 11, Wherein the 
further ampli?er is arranged to receive a reference signal. 

13. Abase station as claimed in claim 12, Wherein the base 
station is a GSM base station and the reference channel is a 
BCCH channel. 


