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(57) ABSTRACT 

A Wireless communication system implements Wireless 
communications betWeen a base station and a plurality of 
User Equipments (UEs) including paging of UEs by initially 
processing paging indicator information. A ?rst embodiment 
involves a UE’s physical layer L1 being con?gured for 
interpreting a paging indicator (PI) to activate a preset 
decoding con?guration to process paging data in a pre 
speci?ed paging channel (PCH). A second embodiment 
involves the physical layer control of a next higher level, L2, 
interpreting the paging indicator and con?guring the physi 
cal layer L1 to process paging data in a pre-speci?ed PCH. 

11 Claims, 5 Drawing Sheets 
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LOW LAYER PAGING INDICATOR 
PROCESSING SYSTEM AND METHOD FOR 

MULTI-LAYER COMMUNICATION 
EQUIPMENT USED IN A WIRELESS 

COMMUNICATION SYSTEM 

REFERENCE TO RELATED APPLICATIONS 

This application is a continuation of Ser. No. 10/400,878, 
?led Mar. 27, 2003 now US. Pat. No. 6,934,550 Which 
claims the bene?t of US. Provisional Application No. 
60/368,786, ?led Mar. 29, 2002, Which is incorporated 
herein by reference as if fully set forth. 

FIELD OF INVENTION 

This invention relates to improving the ef?ciency of 
paging processing in communication equipment used in a 
Wireless communication system having multiple layers of 
processing such as a system designed in accordance With the 
present Third Generation Partnership Project (3GPP) speci 
?cations. 

BACKGROUND 

The popularity of Wireless telecommunication has given 
rise to the recognition of physical limitations on available 
bandWidth and uniformity concerns. Accordingly, a need for 
standardiZation has permeated the telecommunications 
industry. In January 1998, the European Telecommunica 
tions Standard InstituteiSpecial Mobile Group (ETSI 
SMG) agreed on a radio access scheme for Third Generation 
Radio Systems called Universal Mobile Telecommunica 
tions Systems (UMTS). To further implement the UMTS 
standard, the Third Generation Partnership Project (3GPP) 
Was formed in December 1998. 3GPP continues to Work on 
a common third generational mobile radio standard. 
A typical UMTS system architecture in accordance With 

current 3GPP speci?cations is depicted in FIG. 1. The 
UMTS netWork architecture includes a Core Network (CN) 
interconnected With a UMTS Terrestrial Radio Access Net 
Work (UTRAN) via an interface knoWn as IU Which is 
de?ned in detail in the current publicly available 3GPP 
speci?cation documents. 
The UTRAN is con?gured to provide Wireless telecom 

munication services to users through User Equipments 
(UEs) via a radio interface knoWn as UU. The UTRAN has 
base stations, knoWn as Node Bs in 3GPP, Which collec 
tively provide for the geographic coverage for Wireless 
communications With UEs. In the UTRAN, groups of one or 
more Node Bs are connected to a Radio NetWork Controller 

(RNC) via an interface knoWn as Iub in 3GPP. The UTRAN 
may have several groups of Node Bs connected to different 
RNCs, tWo are shoWn in the example depicted in FIG. 1. 
Where more than one RNC is provided in a UTRAN, 
inter-RNC communication is performed via an Iur interface. 

Fundamental to 3GPP and the architecture of other rela 
tively sophisticated systems is the adoption of a multi-layer 
structure such as the Open Systems International (OSI) 
seven layer model Which Was developed by the International 
Organization of Standardization (ISO). 

The OSI model Which is implemented through 3GPP 
systems has a physical layer in respective stations, base 
stations and user equipment, Which actually transmits and 
receives the Wireless telecommunication signals. The physi 
cal layer is commonly referred to as Layer 1 or L1. Other 
standard layers include a data link layer, Layer 2 (L2); a 
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2 
netWork layer, Layer 3 (L3); a transport layer, Layer 4 (L4); 
a session layer, Layer 5 (L5); a presentation layer, Layer 6 
(L6); and an application layer, Layer 7 (L7). Through the 
layered hierarchy, communication information and data is 
conveyed over various prede?ned channels Where the infor 
mation is formatted and distributed through the functioning 
of the higher layers and then passed to the physical layer for 
actual transmission. The layered structure and associated 
channel de?nitions and data format structures as de?ned by 
3GPP Technical Speci?cations provide for a highly sophis 
ticated and relatively ef?cient data communication system. 
One function implemented in 3GPP systems is paging. 

Under current 3GPP Technical Speci?cation such as 
TS25.221 and TS25.331 V3.1.2.0, the paging function is 
implemented utiliZing tWo different data signals namely, a 
Page Indication (PI) and substantive paging data. In accor 
dance With current 3GPP speci?cation, a PI is sent on a page 
indication channel (PICH) in advance of the substantive 
page data. That data is sent on a separate paging channel 
(PCH) Which is transported by a Secondary Common Con 
trol Physical Channel (SCCPCH). 

Since base stations are transmitting information for many 
UEs, the individual UEs only need to process that portion of 
the information being broadcast from the base stations that 
relates to that particular UE. In order to process paging data, 
a UE monitors a PICH until it receives an appropriate PI 
designated for that UE. After the appropriate PI signal is 
received by the UE, that UE then knoWs that substantive 
paging data is being sent for it on an associated PCH via an 
SCCPCH. OtherWise, the UE need not process paging data 
on the SCCPCH, such as paging data intended for a different 
UE. 

To avoid the need for unnecessary processing of data 
intended for other UEs, the UEs physical layer, L1, is 
selectively instructed by the UEs higher layers as to Which 
signals to process and the manner in Which the signals are to 
be processed in accordance With the format of those signals. 
Much of the direct control of the physical layer is conducted 
by the data link layer, Layer 2, Which in turn receives 
instructions and information from the netWork layer, Layer 
3, Which typically includes a radio resource control (RRC). 
The RRC provides information to the L1 control processing 
elements in Layer 2 to instruct the physical layer, L1, to 
process data received on speci?c channels such as a pre 
de?ned SCCPCH. 

In 3GPP systems, each SCCPCH has a speci?c format for 
transporting data Which, as noted above, can include data for 
a paging channel (PCH). A base station may broadcast more 
than one paging channel With the use of multiple PICHs and 
PCHs. HoWever, current 3GPP speci?cations dictate that 
only one PCH may be carried by a SCCPCH and that a 
unique PICH is de?ned for each PCH. Where multiple 
PICHs are being broadcast, the UEs make a determination as 
to Which PICH it can monitor for a PI signal using a knoWn 
algorithm as set forth in TS25.304 V3.11.0 Section 8. 
Once the selection of Which paging channel the UE 

should monitor is made, the RRC in level 3 directs the L1 
control to instruct the physical layer to process signals 
received on the appropriate PICH. At that time, because 
there is a one-to-one correspondence With the PICHs and the 
PCHs, it is knoWn Which PCH and accordingly Which 
SCCPCH is associated With the PICH Which the physical 
layer has been instructed to monitor. Once the UE receives 
an appropriate PI over the PICH Which it is monitoring, the 
physical layer L1 of the UE must be instructed to process the 
data on the SCCPCH Which is carrying the associated PCH 
in order to process the associated paging data. 
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As shown in FIG. 2, conventional implementations have 
the PICH processed at the physical layer L1, but the decision 
to receive PCH is made by higher layers, typically Within the 
RRC. Therefore, the processed paging indicator data is sent 
by L1 processing to the L1 Controller of L2 then on to the 
RRC in L3 Which signals L1 processing via L1 Control of 
L2 to receive and process the PCH data if the paging 
indicator is positive. L1 Control is the Layer 2/3 interface to 
Layer 1. 

For illustrative and comparative purposes, FIG. 2 shoWs 
a fairly typical example Where there is a tWo frame gap 
betWeen a PI and the corresponding paging data. The siZe of 
the gap is knoWn in the radio link and transport channel 
(RL/TR) con?guration for PCH reception. 
As shoWn in FIG. 2, conventionally the physical layer L1 

conducts chip processing of the received (RX) signal for 
each frame as it is received and then processes the received 
frames in accordance With the manner it has been con?gured 
by the L1 Controller of Layer 2. Thus, the physical layer L1 
decodes the Pl received on the PICH it is monitoring by the 
end of the received frame, Frame #1, in Which the PI is 
contained. Implicit in FIG. 2, is that the physical layer L1 
has been precon?gured by the L1 Controller to monitor the 
particular PICH based on instructions received from the 
RRC. 
When decoded, the PI is sent by L1 to the physical layer 

Control processing unit of L2 Which in turn requests neW 
instructions from the RRC of L3 based on the decoded PI. 
The RRC then responds to the control processor of L2 
instructing it to con?gure the physical layer L1 to process 
paging data from a speci?c PCH. The L2 processor in turn 
con?gures the physical layer for PCH to process paging data 
received on the speci?ed PCH. This instruction process 
typically spans in time about one and one half frames, i.e. 
completely over Frame #2 Which folloWs the frame in Which 
the P1 was received and into the next frame, Frame #3. The 
paging data is sent in the next frame, Frame #4, at Which 
time the physical layer L1 has already been con?gured to 
receive the paging data in the selected PCH and folloWs 
those con?guration instructions to process the paging data 
during Frame #5, i.e. after the conclusion of receipt/chip 
processing of the paging data in Frame #4. 

The present inventors have recogniZed that the con?gu 
ration of the physical layer L1 to process the paging data 
indicated by a PI can be performed more ef?ciently. 

SUMMARY 

The present invention comprises tWo different embodi 
ments for processing of paging indicator information. The 
?rst embodiment involves the physical layer L1 being 
con?gured for interpreting the paging indicator P1 to activate 
a preset decoding con?guration to process paging data in a 
pre-speci?ed PCH. The second embodiment involves the 
physical layer control of L2 interpreting the paging indicator 
and con?guring the physical layer L1 to process paging data 
in a pre-speci?ed PCH. 

Generally, a Wireless communication system implements 
Wireless communications betWeen a base station and a 
plurality of User Equipments (UEs) including paging of 
UEs. Preferably, the UEs are constructed With a multi-layer 
processing system having a con?gurable loWest physical 
layer L1 Which receives Wireless communication signals and 
selectively processes the received signals according to its 
then present con?guration. Preferably, the UEs have a ?rst 
higher level L2 that includes a physical layer processing 
control for recon?guring the physical layer L1, and a second 
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4 
higher layer L3 that includes a radio resource control (RRC) 
for providing the L2 physical layer processing control With 
paging channel parameters. 
As in the prior art, a paging indicator (PI) is received by 

a UE in advance of corresponding paging data and the UE 
is con?gured to process the paging data after receiving the 
PI. 

The invention provides a UE With a loW level buffer for 
storing predetermined paging data processing con?guration 
data. The UE’s ?rst higher level L2 is associated With the 
UE’s RRC such that, When a speci?c Pl that is determined 
by the UE’s RRC is identi?ed to the UE’s ?rst higher level 
L2, the UE’s physical layer L1 is con?gured to monitor for 
the speci?c P1. In conjunction With this, corresponding 
paging data processing con?guration data is stored in the 
buffer. The UE’s physical layer L1 is associated With the 
UE’s L2 physical layer processing control such that, When 
the UE’s physical layer L1 identi?es that the speci?c Pl has 
been received, the UE’s physical layer L1 is thereafter 
con?gured to process paging data based on the paging data 
processing con?guration data stored in the buffer Without 
communication With the RRC or other components of higher 
layers, i.e. higher than L2. 

Preferably the UE loWer layer buffer is a physical layer 
bulfer Within the UE’s physical layer L1 for storing prede 
termined paging data processing con?guration data. The 
UE’s physical layer L1 is then associated With the UE’s L2 
physical layer processing control such that, When the UE’s 
physical layer L1 is con?gured to monitor for reception of 
a speci?c Pl that is determined by the UE’s RRC, corre 
sponding paging data processing con?guration data is stored 
in said physical layer bulfer. At that time the UE’s physical 
layer L1 is also con?gured to access the buffer and use the 
stored data to recon?gure itself upon receiving and process 
ing the speci?c Pl. For a 3GPP system, the physical layer L1 
is con?gured to monitor a speci?c page indication channel 
(PICH) When it is con?gured to monitor for the speci?c PI 
and the physical layer L1 is con?gured to monitor a speci?c 
separate paging channel (PCH) Which is transported by a 
Secondary Common Control Physical Channel (SCCPCH) 
When it is con?gured to process the corresponding paging 
data. 

Alternatively, the UE loWer layer buffer is a physical layer 
processing control bulfer Within the UE’s ?rst higher level 
L2 for storing predetermined paging data processing con 
?guration data. The UE’s ?rst higher level L2 is then 
associated With the UE’s RRC such that, When a speci?c Pl 
that is determined by the UE’s RRC is identi?ed to the UE’s 
?rst higher level L2, corresponding paging data processing 
con?guration data is stored in said physical layer processing 
control buffer. The UE’s physical layer L1 is then associated 
With the UE’ s L2 physical layer processing control such that, 
When the UE’s physical layer L1 identi?es to the UE’s ?rst 
higher level L2 that the speci?c Pl has been received, the 
UE’s physical layer L1 is con?gured to process correspond 
ing paging data by the UE’s L2 processing control based on 
the paging data processing con?guration data stored in the 
physical layer processing control bulfer. Where the UE is for 
a 3GPP system, the physical layer L1 is con?gured to 
monitor a speci?c page indication channel (PICH) When it is 
con?gured to monitor for the speci?c PI and the physical 
layer L1 is con?gured to monitor a speci?c separate paging 
channel (PCH) Which is transported by a Secondary Com 
mon Control Physical Channel (SCCPCH) When it is con 
?gured to process the corresponding paging data. 
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Other objects and advantages of the present invention Will 
be apparent to those skilled in the art from the following 
detailed description and the drawings. 

BRIEF DESCRIPTION OF THE DRAWING(S) 

FIG. 1 is a schematic diagram of a typical UMTS system 
in accordance With current 3GPP speci?cations. 

FIG. 2 is a timing diagram of a prior art scheme for paging 
indicator processing. 

FIG. 3a is a timing diagram of a ?rst embodiment for 
paging indicator processing in accordance With the present 
invention. 

FIG. 3b is a representative illustration of a UE con?gured 
to implement the ?rst embodiment of the present invention. 

FIG. 4a is a timing diagram of a second embodiment for 
paging indicator processing in accordance With the present 
invention. 

FIG. 4b is a representative illustration of a UE con?gured 
to implement the second embodiment of the present inven 
tion. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

A User Equipment (UE) is provided for use in a Wireless 
communication system, such as illustrated in FIG. 1, Which 
implements Wireless communications betWeen a base station 
and a plurality of UEs including paging of UEs. The UEs are 
constructed With a multi-layer processing system, preferably 
a seven layer system as depicted in FIGS. 3b and 4b. A 
con?gurable loWest physical layer L1 receives Wireless 
communication signals and selectively processes the 
received signals according to its then present con?guration. 
Preferably, a ?rst higher level, L2, includes a physical layer 
processing control for recon?guring the physical layer L1, 
and a second higher layer, L3, includes a radio resource 
control (RRC) for providing the L2 physical layer process 
ing control With paging channel parameters. 

Preferably, the system initiates paging by a base station 
transmitting a paging indicator (PI) on a page indication 
channel (PICH) in advance of the substantive page data in 
accordance With current 3GPP speci?cations. Current 3GPP 
speci?cations specify that the page data is sent on a separate 
paging channel (PCH) Which is transported by a Secondary 
Common Control Physical Channel (SCCPCH) With a 2, 4 
or 8 frame gap from the transmission of the PI. The PI is 
received by the UE in advance of corresponding paging data 
and the UE is con?gured to process the paging data after 
receiving the PI. 
A ?rst embodiment of the invention is to provide a user 

equipment (UE) With a system for paging indicator (PI) and 
related paging data processing Where the UE’s physical 
layer L1 processing interprets the paging indicator as illus 
trated in FIGS. 3a and b. To implement this, the UE’s 
physical layer L1 includes a buffer in Which the radio link 
and transport channel (RL/ TR) con?guration for PCH recep 
tion is stored When the physical layer L1 is con?gured to 
monitor a corresponding PICH for receipt of a speci?ed PI. 
The pre-con?guration of the physical layer L1 to monitor a 
particular PICH for receipt of a speci?ed PI includes instruc 
tions to the physical layer to automatically recon?gure itself 
in accordance With the data stored in the buffer When the 
speci?ed PI is received and decoded. This embodiment 
reduces unnecessary interlayer signaling since the required 
con?guration information is available to L1 processing 
based on system information previously processed by higher 
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6 
layers at the time it is con?gured to monitor for a speci?ed 
PI. Accordingly, the invention reduces unnecessary poWer 
consumption since higher layer processors can remain in a 
poWered doWn state While L1 processes the PI to determine 
if there is a need for the UE to receive the PCH in a given 
DRX cycle. Conservation of poWer is signi?cant for a UE 
since many UEs are battery poWered and battery life can be 
considerably shortened by frequently poWering processing 
components for higher layers. 
As With the conventional system shoWn in FIG. 2, in the 

embodiment of the invention shoWn in FIGS. 3a and b, the 
physical layer L1 conducts chip processing of the received 
(RX) signal for each frame as it is received and then 
processes the received frames in accordance With the man 
ner it has been con?gured by the L1 Controller of Layer 2. 
Thus, the physical layer L1 decodes the PI received on the 
PICH it is monitoring by the end of the received frame, 
Frame #1, in Which the PI is contained. Implicit in FIG. 2, 
is that the physical layer L1 has been precon?gured by the 
L1 Controller to monitor the particular PICH based on 
instructions received from the RRC. HoWever, unlike the 
conventional system, the UE is con?gured such that the PCH 
processing con?guration is stored in a physical layer L1 
buffer for use When the speci?ed PI is decoded by the 
physical layer. Accordingly, When decoded, the PI triggers 
the physical layer L1 to automatically assume the con?gu 
ration required for processing the corresponding paging data 
Which is to be received on the corresponding PCH, instead 
of the PI being sent by L1 to the physical layer Control 
processing unit of L2 Which in turn Would request neW 
instructions from the RRC of L3. 

In addition to eliminating excessive interlayer signaling, 
the invention makes it possible to advance the transmission 
and receipt of the corresponding paging data. As With the 
prior art, a UE embodying the present invention can receive 
a PI in Frame #1 and be ready for reception of the corre 
sponding paging data in the PCH in Frame #4 for processing 
in Frame #5. HoWever, the present invention also enable the 
UE to receive a PI in Frame #1 and be ready for reception 
of the corresponding paging data in the PCH in Frame #3 for 
processing in Frame #4. Accordingly, if current 3GPP speci 
?cations are amended to permit a one frame gap betWeen the 
PI and the paging data such a faster paging process can be 
accommodated Without modifying the UE but merely pro 
viding the appropriate data to the buffer to process the PCH 
and page data in an earlier frame time period. 
A second embodiment of the invention is to provide a user 

equipment (UE) With a system for paging indicator (PI) and 
related paging data processing Where the UE’s physical 
layer L1 Controller of L2 interprets the paging indicator as 
illustrated in FIGS. 4a and b. To implement this, the UE’s 
physical layer L1 Controller has an associated L2 buffer in 
Which the radio link and transport channel (RL/TR) con 
?guration for PCH reception is stored When the L1 Con 
troller is instructed to con?gure the physical layer L1 to 
monitor a corresponding PICH for receipt of a speci?ed PI. 
Preferably, the UE is con?gured With a Radio Resource 
Controller (RRC) in level 3, that provides the parameters 
and other information to the Controller of L2. 
When the RRC instructs the L1 Controller of L2 to 

con?gure the physical layer L1 to monitor a particular PICH 
for receipt of a speci?ed PI, the L2 bulfer receives the 
parameters necessary to instruct to the physical layer L1 
hoW to be con?gured to receive the corresponding page data 
Which Will be received on the corresponding PCH after 
receipt of the speci?ed PI. Accordingly, When the physical 
layer L1 decodes the PI, the PI is sent the L1 Controller of 
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L2 Which then uses the data stored in the L2 buffer to 
directly instruct the physical layer L1 hoW to be con?gured 
for processing the corresponding paging data Which is to be 
received on the corresponding PCH Without requesting 
further instructions from the RRC of L3. 

This embodiment also reduces unnecessary interlayer 
signaling since the required con?guration information is 
available to L1 Controller of L2 based on system informa 
tion previously processed by higher layers at the time it 
receives the parameters needed to con?gure the physical 
layer L1 to monitor for a speci?ed PT. In particular signaling 
to and from the RRC is reduced. 

While both embodiments are viable, the ?rst embodiment 
is faster than the second embodiment. HoWever, there is 
some logic and buffering required in the ?rst embodiment 
that Would normally be done above the L1 processing layer 
When time permits. There is bene?t in processing time, 
reduced signaling and reduced poWer consumption if L1 
processing performed in the ?rst embodiment interprets the 
paging indicator and makes the decision for reception of the 
PCH channel data. Similar bene?ts, except no reduction in 
poWer consumption, Would be realiZed for the second 
embodiment. 

It should also be understood that the present invention can 
be fully implemented as a software module. In such a case, 
the module is easily adaptable to changes desired by the 
system administrator. For example, certain easy functions 
described hereinbefore as being implemented in L1 process 
ing may be implemented by L1 control and vice versa. 

What is claimed is: 
1. A Wireless communication system comprising: 
a base station con?gured to implement Wireless commu 

nications With a plurality of User Equipments (UEs) 
including paging of UEs; and 

at least one UE con?gured With a multi-layer processing 
system having: 
a con?gurable loWest physical layer L1 Which receives 

Wireless communication signals and selectively pro 
cesses the received signals according to its then 
present con?guration, 

a ?rst higher level L2 that includes a physical layer 
processing control for recon?guring the physical 
layer L1, and 

a second higher layer L3 that includes a radio resource 
control (RRC) for providing the L2 physical layer 
processing control With paging channel parameters 
con?gured such that When a paging indicator (PI) is 
received by the UE in advance of corresponding 
paging data, the UE is con?gured to process the 
paging data after receiving the Pl; 

said UE including a physical layer bulfer Within the UE’s 
physical layer L1 for storing predetermined paging data 
processing con?guration data Wherein the UE’s physi 
cal layer L1 is associated With the UE’s L2 physical 
layer processing control such that, When the UE’s 
physical layer L1 is con?gured to monitor for reception 
of a speci?c Pl that is determined by the UE’s RRC, 
corresponding paging data processing con?guration 
data is stored in said physical layer buffer and the UE’s 
physical layer L1 is con?gured to access said buffer and 
use the stored data to recon?gure itself upon receiving 
and processing the speci?c Pl. 

2. A Wireless communication system comprising: 
a base station con?gured to implement Wireless commu 

nications With a plurality of User Equipments (UEs) 
including paging of UEs; and 

5 

20 

25 

30 

40 

45 

50 

55 

60 

65 

8 
at least one UEs con?gured With a multi-layer processing 

system having: 
a con?gurable loWest physical layer L1 Which receives 

Wireless communication signals and selectively pro 
cesses the received signals according to its then 
present con?guration, 

a ?rst higher level L2 that includes a physical layer 
processing control for recon?guring the physical 
layer L1, and 

a second higher layer L3 that includes a radio resource 
control (RRC) for providing the L2 physical layer 
processing control With paging channel parameters 
con?gured such that When a paging indicator (PI) is 
received by the UE in advance of corresponding 
paging data, the UE is con?gured to process the 
paging data after receiving the Pl; 

said UE including a buffer for storing predetermined 
paging data processing con?guration data Wherein the 
UE’s ?rst higher level L2 is associated With the UE’s 
RRC such that, When a speci?c Pl that is determined by 
the UE’s RRC is identi?ed to the UE’s ?rst higher level 
L2 and the UE’s physical layer L1 is con?gured to 
monitor for the speci?c Pl, corresponding paging data 
processing con?guration data is stored in said buffer 
and Wherein the UE’s physical layer L1 is associated 
With the UE’s L2 physical layer processing control 
such that, When the UE’s physical layer L1 identi?es 
that the speci?c Pl has been received and processed, the 
UE’s physical layer L1 is con?gured to process paging 
data based on the paging data processing con?guration 
data stored in said buffer without communication With 
the RRC. 

3. The Wireless communication system according to claim 
2 Wherein: 

the UE buffer is a physical layer bulfer Within the UE’s 
physical layer L1 for storing predetermined paging data 
processing con?guration data; and 

the UE’s physical layer L1 is associated With the UE’s L2 
physical layer processing control such that, When the 
UE’s physical layer L1 is con?gured to monitor for 
reception of a speci?c Pl that is determined by the UE’s 
RRC, corresponding paging data processing con?gu 
ration data is stored in said physical layer buffer and the 
UE’s physical layer L1 is con?gured to access said 
buffer and use the stored data to recon?gure itself upon 
receiving and processing the speci?c Pl. 

4. The Wireless communication system according to claim 
3 Wherein the UE physical layer L1 is con?gured to monitor 
a speci?c page indication channel (PICH) When it is con 
?gured to monitor for the speci?c PI and the UE physical 
layer L1 is con?gured to monitor a speci?c separate paging 
channel (PCH) Which is transported by a Secondary Com 
mon Control Physical Channel (SCCPCH) When it is con 
?gured to process the corresponding paging data. 

5. The Wireless communication system according to claim 
2 Wherein: 

the UE buffer is a physical layer processing control bulfer 
Within the UE’s ?rst higher level L2 for storing pre 
determined paging data processing con?guration data; 

the UE’s ?rst higher level L2 is associated With the UE’s 
RRC such that, When a speci?c Pl that is determined by 
the UE’s RRC is identi?ed to the UE’s ?rst higher level 
L2, corresponding paging data processing con?gura 
tion data is stored in said physical layer processing 
control buffer; and 

the UE’s physical layer L1 is associated With the UE’s L2 
physical layer processing control such that, When the 
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UE’s physical layer L1 identi?es to the UE’s ?rst 
higher level L2 that the speci?c Pl has been received 
and processed, the UE’s physical layer L1 is con?gured 
to process corresponding paging data by the UE’s L2 
processing control based on the paging data processing 
con?guration data stored in said physical layer pro 
cessing control bulTer. 

6. The Wireless communication system according to claim 
5 Wherein the UE physical layer L1 is con?gured to monitor 
a speci?c page indication channel (PICH) When it is con 
?gured to monitor for the speci?c PI and the UE physical 
layer L1 is con?gured to monitor a speci?c separate paging 
channel (PCH) Which is transported by a Secondary Com 
mon Control Physical Channel (SCCPCH) When it is con 
?gured to process the corresponding paging data. 

7. A paging processing method for a User Equipment 
(UE) comprising: 

providing the UE With a multi-layer processing system 
having 
a con?gurable loWest physical layer L1 Which receives 

Wireless communication signals and selectively pro 
cesses the received signals according to its then 
present con?guration, 

a ?rst higher level L2 that includes a physical layer 
processing control for recon?guring the physical 
layer L1, and 

a second higher layer L3 that includes a radio resource 
control (RRC) for providing the L2 physical layer 
processing control With paging channel parameters 
con?gured such that, When a paging indicator (PI) is 
received by the UE in advance of corresponding 
paging data, the UE is con?gured to process the 
paging data after receiving the Pl; 

providing a UE bulTer for storing predetermined paging 
data processing con?guration data; 

using the UE’s RRC to determine a speci?c PI for the UE 
to monitor; 

identifying the speci?c P1 to the UE’s ?rst higher level L2 
and using the L2 physical layer processing control to 
con?gure the UE’s physical layer L1 to monitor for the 
speci?c P1 in conjunction With storing corresponding 
paging data processing con?guration data in said 
bulTer; and 

When the UE’s physical layer L1 identi?es that the 
speci?c Pl has been received by the UE, con?guring the 
UE’s physical layer L1 to process paging data based on 
the paging data processing con?guration data stored in 
said bulTer Without communication With the RRC. 
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8. The method according to claim 7 Wherein: 
the provided bulTer is a physical layer bulTer Within the 

UE’s physical layer L1 for storing predetermined pag 
ing data processing con?guration data; 

When the UE’s physical layer L1 is con?gured to monitor 
for reception of a speci?c Pl that is determined by the 
UE’s RRC, corresponding paging data processing con 
?guration data is stored in said physical layer bulTer and 
the UE’s physical layer L1 is con?gured to access said 
bulTer and use the stored data to recon?gure itself to 
process corresponding paging data upon receiving and 
processing the speci?c Pl. 

9. The method according to claim 8 Wherein the physical 
layer L1 is con?gured to monitor a speci?c page indication 
channel (PICH) When it is con?gured to monitor for the 
speci?c PI and the physical layer L1 is con?gured to monitor 
a speci?c separate paging channel (PCH) Which is trans 
ported by a Secondary Common Control Physical Channel 
(SCCPCH) When it is con?gured to process the correspond 
ing paging data. 

10. The method according to claim 7 Wherein: 
the provided bulTer is a physical layer processing control 

bulTer Within the UE’s ?rst higher level L2 for storing 
predetermined paging data processing con?guration 
data; 

When the speci?c PI is identi?ed to the UE’s ?rst higher 
level L2, corresponding paging data processing con 
?guration data is stored in said physical layer process 
ing control bulTer; and 

When the UE’s physical layer L1 identi?es that the 
speci?c Pl has been received by the UE, the UE’s 
physical layer L1 identi?es to the UE’s ?rst higher 
level L2 that the speci?c Pl has been received and the 
UE’s physical layer L1 is con?gured to process corre 
sponding paging data by the UE’s L2 processing con 
trol based on the paging data processing con?guration 
data stored in said physical layer processing control 
bulTer. 

11. The method according to claim 10 Wherein the physi 
cal layer L1 is con?gured to monitor a speci?c page indi 
cation channel (PICH) When it is con?gured to monitor for 
the speci?c PI and the physical layer L1 is con?gured to 
monitor a speci?c separate paging channel (PCH) Which is 
transported by a Secondary Common Control Physical 
Channel (SCCPCH) When it is con?gured to process the 
corresponding paging data. 

* * * * * 
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