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(57) ABSTRACT 

An emergency lighting equipment With an automatic charge/ 
discharge and monitoring system is provided. The emer 
gency lighting equipment comprises an operating mode 
control circuit, a rectify/voltage-divide and Voltage regula 
tion circuit, a main control unit, an illuminating apparatus 
and a battery. A battery discharge operating is initiated When 
the main control unit detects the passage of a preset period 
Without any battery discharge operation. The main control 
unit also terminates a battery discharging operation When the 
discharge operation is completed and terminates a battery 
charging operation after the battery has been ?oat-charged 
for a preset period of time. The emergency lighting equip 
ment may include a battery state inspection circuit for 
issuing a Warning signal When the battery is found to be 
defective. 
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EMERGENCY LIGHTING EQUIPMENT 
WITH AUTOMATIC CHARGE/DISCHARGE 

AND MONITORING SYSTEM 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application claims the priority bene?t of TaiWan 
application serial no. 92105457, ?led on Mar. 13, 2003. 

BACKGROUND OF INVENTION 

1. Field of Invention 
The present invention relates to an emergency lighting 

equipment and charge/discharge method. More particularly, 
the present invention relates to an emergency lighting equip 
ment With automatic charge/discharge and monitoring sys 
tem. 

2. Description of Related Art 
Emergency lighting equipment is an electrical appliance 

With a long history. The equipment provides some form of 
illumination to prevent accidents from happening When 
normal poWer is suddenly cut. Although most emergency 
lighting systems currently in the market have had many 
improvements, some problems including effective Working 
life, damage Warning and aesthetic appeal still need to be 
addressed. 
At present, most emergency lighting systems on sale in 

the market have a Working life of only one to tWo years. 
Moreover, system failure is often found after an actual 
poWer outage has occurred. Because the emergency lighting 
system is used mainly to prevent accidents, their failure is a 
serious concern. The short Working life of the emergency 
lighting system is also of great concern to the environmen 
talists because a substantial number of the systems must be 
replaced each year. The failure of most automatic lighting 
system lies typically in an inappropriate design of the battery 
charging/discharging unit. In general, once an emergency 
lighting system is installed, nobody Would take care to 
inspect and maintain the system periodically. Furthermore, 
most manufacturers are concerned about providing addi 
tional functions to the emergency lighting system and 
improving its outlook such as installing ?uorescent lamp 
instead of tungsten lamp. In other Words, the battery in the 
lighting system is in a constant ?oat-charging stage after 
installation unless there is an actual poWer outage. Since 
prolonged charging is likely to shorten the Working life of a 
battery, the emergency lighting system has a short useful 
life. 

Due to cost consideration, most emergency lighting sys 
tems have no loW voltage inspection circuits. In other Words, 
the internal electronic circuits are still in the discharging 
state long after the battery is completely discharged. When 
the poWer outage period is long, the emergency lighting 
system is still in the discharging state even after all energy 
is drained from the battery. Ultimately, the battery is per 
manently damaged. 

In brief, conventional emergency lighting systems have 
the folloWing draWbacks: l. The battery inside an emer 
gency lighting system is in a ?oat-charging state so that the 
system can have a maximum Working life of betWeen one to 
tWo years. Furthermore, failure is only found after an actual 
poWer outage has occurred. 2. Since there is no loW voltage 
inspection circuit inside the system, the battery may be 
permanently damaged by over-discharge. 3. There is little 
control over the discharge current in an emergency lighting 
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2 
system. Thus, the system Will stop providing any illumina 
tion after a While if the poWer outage is long. 

SUMMARY OF INVENTION 

Accordingly, one object of the present invention is to 
provide an emergency lighting equipment With an automatic 
charge/discharge and monitoring system that discharges 
according to Whether an alternating current voltage source is 
present or absent or a prede?ned period has passed since the 
last discharge operation or not. Furthermore, the emergency 
lighting equipment has a self-testing circuit for checking the 
state of its internal battery and issuing an alarm Whenever 
the battery is found to be defective. 
A second object of this invention is to provide a charge/ 

discharge method for automatically charging or discharging 
the battery Within an emergency lighting equipment. The 
automatic charge/discharge method takes care of the battery 
charging operation automatically in such a Way that a 
charging operation stops after the battery is in a ?oat 
charging state for some time and a discharging operation 
stops after the battery is in a discharging state for some time. 
Therefore, the battery is prevented from having any perma 
nent damage due to ?oat-charging too long or over-discharg 
ing for too long. 

To achieve these and other advantages and in accordance 
With the purpose of the invention, as embodied and broadly 
described herein, the invention provides an emergency light 
ing equipment With automatic charge/discharge system. The 
emergency lighting equipment provides emergency illumi 
nation When a poWer source stops providing an alternating 
current voltage to the equipment. The emergency lighting 
equipment With automatic charge/discharge system has an 
operating mode control circuit, a rectify/voltage-divide and 
voltage regulation circuit, a battery, a main control unit and 
an illuminating apparatus. 
The operating mode control circuit is coupled to an 

alternative current voltage source. The operating mode con 
trol circuit receives an alternative current (ac) voltage from 
the alternating current voltage source and re-transmits the ac 
voltage as Well as an operating mode signal. The operating 
mode control circuit also has a button that permits a user 
some control over the issuance of the operating mode signal. 
The rectify/voltage-divide and voltage regulation circuit is 
coupled to the operating mode control circuit. The rectify/ 
voltage-divide and voltage regulation circuit converts the ac 
voltage from the operating mode control circuit into a direct 
current (dc) voltage and re-transmits the dc voltage. The 
battery is a storage device for electrical poWer. 

The main control unit is coupled to the battery, the 
rectify/voltage-divide and voltage regulation circuit and the 
operating mode control circuit. The main control unit 
receives the operating mode signal and the dc voltage. The 
main control unit determines its current operating mode 
according to the operating mode signal and determines if the 
ac voltage source still provides an ac voltage according to 
the dc voltage. The battery is charged or discharged accord 
ing to the current operating mode and the state of the ac 
voltage source supply. If the ac voltage source provides an 
ac voltage continuously for a preset period of time and yet 
no discharge of the battery has occurred Within this period, 
a battery discharging operation is carried out. The list of 
operating modes in the emergency lighting equipment 
includes an automatic mode for charging/discharging the 
battery and terminating the illumination provided by the 
emergency lighting equipment automatically, a manual 
mode alloWing a user to turn on the emergency lighting 



US 7,034,506 B2 
3 

equipment manually and a shutdown mode allowing a user 
to turn off the emergency lighting equipment manually. 

The illuminating apparatus is coupled to the main control 
unit and the battery. The main control unit turns on the 
illuminating apparatus When the battery is in a discharging 
state but turns off the illuminating apparatus When the 
battery is over-discharged. 

According to one preferred embodiment of this invention, 
the main control unit furthermore comprises an analogue/ 
digital circuit, a micro-controller, a charge control circuit 
and a discharge control circuit. The analogue/digital circuit 
is coupled to the battery. The analogue/digital circuit mea 
sures the amount of electrical energy stored up inside the 
battery and issues a measure signal. The micro-controller is 
coupled to the analogue/digital circuit. The micro-controller 
receives the measure signal and outputs a charge signal or a 
discharge signal according to the measure signal. The micro 
controller also has a timer for counting the passage of time. 
When the timer in the micro-controller has detected the 
passage of a preset period of time Within Which the ac 
voltage source provides an ac voltage continuously Without 
any battery discharge, a discharge signal is issued. The 
charge control circuit is coupled to the micro-controller and 
the battery. The charge control circuit receives the charge 
signal to initiate a battery charging operation. The discharge 
control circuit is coupled to the illuminating apparatus, the 
micro-controller and the battery. The discharge control cir 
cuit receives the discharge signal to initiate a battery dis 
charging operation. When the battery is over-discharged, the 
discharge control circuit Will issue a shutdoWn signal to turn 
off the illuminating apparatus. The discharge control circuit 
also has the capacity to control the siZe of current from the 
discharging battery so that electric poWer provided by the 
battery may last longer. 

The rectify/voltage-divide and voltage regulation circuit 
comprises a rectify/voltage-divide circuit and a constant 
voltage source. The rectify/voltage-divide circuit is coupled 
to the operating mode control circuit and the micro-control 
ler. The rectify/voltage-divide circuit receives the ac voltage 
and converts the ac voltage to a dc voltage for output. The 
constant voltage source is coupled to the rectify/voltage 
divide circuit and the charge control circuit. The constant 
voltage source receives the dc voltage and outputs a constant 
dc voltage. 

The emergency lighting equipment of this invention fur 
thermore comprises a battery state inspection circuit and a 
battery state Warning device. The battery state inspection 
circuit is coupled to the micro-controller and the battery. 
When the state inspection circuit discovers the battery to be 
defective, a Warning signal is issued. The battery state 
Warning device is coupled to the micro-controller so that the 
battery state Warning device is triggered When the micro 
controller receives the Warning signal. 

The emergency lighting equipment of this invention fur 
thermore comprises a security monitor circuit. The security 
monitor circuit is coupled to the micro-controller and the ac 
voltage source for recording action before the ac poWer 
source again provides an ac voltage to the emergency 
lighting equipment. The security monitor circuit comprises 
an image capture device, a Wireless local netWork and a 
Wireless transceiver. The image capture device is coupled to 
the ac voltage source. Before the ac poWer source provides 
an ac voltage, the image capture device is activated to record 
and output the recorded image data. The Wireless local 
netWork is coupled to the image capture device for output 
ting the image data from the image capture device through 
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4 
Wireless transmission. The Wireless transceiver receives the 
image data in the Wireless transmission. 

According to one preferred embodiment of this invention, 
the emergency lighting equipment furthermore comprises an 
ac poWer source indicator light coupled to the rectify/ 
voltage-divide and voltage regulator circuit for shoWing 
Whether the ac poWer source is on or off. 

This invention also provides a method of discharging the 
battery inside an emergency lighting equipment With an 
automatic charge/discharge and monitoring system. A 
micro-controller is set up to receive a dc voltage. According 
to the reception of a dc voltage, the micro-controller deter 
mines if an ac poWer source is providing an ac voltage. The 
micro-controller also determines if the battery poWer has 
reached a discharge cut-olf voltage according to a measure 
signal transmitted from an analogue/digital circuit. If the 
batter poWer exceeds the discharge cut-olf voltage, a battery 
discharge operation is initiated. On the other hand, if the 
battery poWer is still beloW the discharge cut-olf voltage, the 
illuminating device is shut doWn. Furthermore, the micro 
controller also has a timer for counting the passage of time. 
When the timer in the micro-controller has detected the 
passage of a preset period of time Within Which the ac 
voltage source provides an ac voltage continuously Without 
any battery discharge, a battery discharge operation is ini 
tiated after assessing the surrounding brightness level. Con 
versely, a timer starts a 24-hour loW current discharge period 
for the battery. 

This invention also provides an alternative method of 
discharging the battery inside an emergency lighting equip 
ment With an automatic charge/discharge and monitoring 
system. A micro-controller is set up to determine if the 
current battery poWer has reached the charge voltage accord 
ing to a measurement signal transmitted from an analogue/ 
digital circuit. If the battery poWer is still beloW the charge 
voltage, a battery charging operation is carried out using a 
constant voltage. Thereafter, the micro-controller deter 
mines if the battery poWer has reached a saturated voltage. 
If the battery poWer has reached the saturate voltage, the 
battery charging operation is terminated. Conversely, the 
battery charging operation is continued. 

It is to be understood that both the foregoing general 
description and the folloWing detailed description are exem 
plary, and are intended to provide further explanation of the 
invention as claimed. 

BRIEF DESCRIPTION OF DRAWINGS 

The accompanying draWings are included to provide a 
further understanding of the invention, and are incorporated 
in and constitute a part of this speci?cation. The draWings 
illustrate embodiments of the invention and, together With 
the description, serve to explain the principles of the inven 
tion. 

FIG. 1 is a block diagram shoWing the circuit layout of an 
emergency lighting equipment With an automatic charge/ 
discharge and monitoring system according to one preferred 
embodiment of this invention. 

FIG. 2 is a block diagram shoWing various operating 
modules of an emergency lighting equipment according to 
one preferred embodiment of this invention. 

FIG. 3 is a How chart shoWing a method of discharging the 
battery inside an emergency lighting equipment according to 
one preferred embodiment of this invention. 

FIG. 4 is a How chart shoWing a method of charging the 
battery inside an emergency lighting equipment according to 
one preferred embodiment of this invention. 
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FIG. 5 is a How chart showing a method of inspecting the 
battery state of a battery inside an emergency lighting 
equipment according to one preferred embodiment of this 
invention. 

DETAILED DESCRIPTION 

Reference Will noW be made in detail to the present 
preferred embodiments of the invention, examples of Which 
are illustrated in the accompanying draWings. Wherever 
possible, the same reference numbers are used in the draW 
ings and the description to refer to the same or like parts. 

FIG. 1 is a block diagram shoWing the circuit layout of an 
emergency lighting equipment With an automatic charge/ 
discharge and monitoring system according to one preferred 
embodiment of this invention. The emergency light equip 
ment has an automatic charge/discharge circuit for main 
taining a long battery life and another circuit for controlling 
the siZe of discharging current from the batter so that the 
battery can provide poWer to the lighting equipment longer. 
In addition, a self-diagnostic circuit is installed to detect any 
faulty condition in the battery and issue a Warning signal 
When the battery is found to be defective. 
As shoWn in FIG. 1, the emergency lighting equipment 

100 comprises an operating mode control circuit 110, a 
rectify/voltage-divide and voltage regulation circuit 120, a 
battery 140, a main control unit 130 and an illumination 
apparatus 150. 

The operating mode control circuit 110 is coupled to an 
alternating current (ac) voltage source for receiving and 
re-transmitting the ac voltage and issuing an operating mode 
signal. The operating mode control circuit also has one or a 
multiple of buttons for user to select the type of operating 
signal output from the operating mode control circuit 110. 
The rectify/voltage-divide and voltage regulation circuit 

120 is coupled to the operating mode control circuit 110 for 
converting the ac voltage from the operating mode control 
circuit 110 into direct current (dc) voltage. The battery 140 
is a poWer storage device. The main control unit 130 is 
coupled to the battery 140, the rectify/voltage-divide and 
voltage regulation circuit 120 and the operating mode con 
trol circuit 110. The main control unit 130 receives the 
operating mode signal from the operating mode control 
circuit 110 and the dc voltage from the rectify/voltage-divide 
and voltage regulation circuit 120. The operating mode 
signal determines the current operating mode and the dc 
voltage determines if the ac voltage source is providing an 
ac voltage. According to the operating mode and state of 
connection of the ac voltage source, the main control unit 
130 initiates a battery charging or discharging operation. 
The main control unit 130 also carries out a battery dis 
charging operation When the timer in the micro-controller 
has detected the passage of a preset period of time Within 
Which the ac voltage source provides an ac voltage continu 
ously Without any battery discharge. The preset period can 
be set to Whatever length but a 90-day period is normal. 

FIG. 2 is a block diagram shoWing various operating 
modules of an emergency lighting equipment according to 
one preferred embodiment of this invention. As shoWn in 
FIG. 2, the operating mode includes an automatic mode, a 
manual mode and a shutdoWn mode. In the automatic mode, 
the battery inside the emergency lighting equipment is 
charged/discharged and the battery poWer to the illuminating 
apparatus is turned on/olf automatically. In the manual 
mode, the poWer to the illuminating apparatus is sWitched on 
manually. In the shutdoWn mode, poWer to the emergency 
lighting equipment is switched off manually. 
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6 
As shoWn in FIG. 1, the illuminating apparatus 150 is 

coupled to the main control unit 130 and the battery 140. 
When the battery 140 discharges, the illuminating apparatus 
150 is activated. On the other hand, When the battery 140 is 
over-discharged, the main control unit 130 shuts doWn the 
illuminating apparatus 150. The illuminating apparatus 150 
often uses a light-emitting diode for illumination because a 
light-emitting diode consumes very little poWer and pro 
duces minimal radiation and eye irritation. Since no trans 
former is required to boot up the light-emitting diode, poWer 
ef?ciency is also improved. 
The main control unit 130 furthermore comprises an 

analogue/digital circuit 138, a micro-controller 132, a charge 
control circuit 134 and a discharge control circuit 136. The 
analogue/digital circuit 138 is coupled to the battery 140 for 
measuring battery poWer and outputting a measurement 
signal thereafter. The micro-controller 132 is coupled to the 
analogue/digital circuit 138 for receiving the measurement 
signal from the analogue/ digital circuit 138 and outputting a 
charge signal or a discharge signal according to the mea 
surement signal. The micro-controller also has a timer. 
When the timer in the micro-controller 132 has detected the 
passage of a preset period of time Within Which the ac 
voltage source provides an ac voltage continuously Without 
any battery discharge, the micro-controller 132 outputs a 
discharge signal to discharge the battery 140. The charge 
control circuit 134 is coupled to the micro-controller 132 
and the battery 140 for receiving the charge signal from the 
micro-controller 132 and charging the battery 140 thereafter. 
The discharge control circuit 136 is coupled to the illumi 
nating apparatus 150, the micro-controller 132 and the 
battery 140 for receiving the discharge signal from the 
micro-controller 132 and discharging the battery 140 there 
after. Furthermore, When the battery 140 is over-discharged, 
the discharge control circuit 136 outputs a shutdoWn signal 
to the illuminating apparatus 150 to switch off the illumi 
nating apparatus 150. 
When the iris of human eyes adapted to intense light 

encounters darkness suddenly, sight is lost momentarily. 
This may cause some people to panic. The emergency 
lighting equipment of this invention is triggered to produce 
light gradually after transient poWer outage so that the lamp 
is prevented from burning due to too much current and the 
human eyes can adapt to the sudden change in brightness 
level. Once the iris is adjusted to the dimmer emergency 
illumination and the human is psychologically prepared, the 
brightness level of the lamp can be doWnWard adjusted 
again. To implement the aforementioned illumination 
adjustments, the discharge control circuit 136 operates as a 
pulse Width modulator. The discharge control circuit 136 
controls the siZe of the battery discharge current such that 
the lamp is fed With an increasing current at the beginning 
of poWer outage and then gradually loWering the battery 
discharge current once the human eyes have adapted to a 
dark environment. With this arrangement, the battery 140 
can poWer the emergency lighting equipment a little longer. 

In the embodiment of this invention, the rectify/voltage 
divide and voltage regulation circuit 120 furthermore com 
prises a rectify/voltage-divide circuit 122 and a constant 
voltage source 124. The rectify/voltage-divide circuit 122 is 
coupled to the operating mode control circuit 110 and the 
micro-controller 132 for converting ac voltage to a dc 
voltage. The constant voltage source 124 is coupled to the 
rectify/voltage-divide circuit 122 and the charge control 
circuit 134 for receiving the dc voltage and outputting the dc 
voltage as a constant voltage. 



US 7,034,506 B2 
7 

The emergency lighting equipment of this invention also 
has a battery state inspection circuit 162 and a battery state 
Warning device 164. The battery state inspection circuit 162 
is coupled to the micro-controller 132 and the battery 140 for 
issuing a Warning signal When the battery 140 is found to be 
defective. The battery state Warning device 164 is coupled to 
the micro-controller 132. On receiving the Warning signal, 
the micro-controller 132 activates the battery state Warning 
device 164 to sound a Warning. 

In the embodiment of this invention, the emergency 
lighting equipment 100 furthermore comprises a security 
monitor circuit 170 coupled to the micro-controller 132 and 
the ac poWer source. Before the ac poWer source provides an 
ac voltage to the emergency lighting equipment 200, the 
security monitor circuit 170 is triggered to record any action 
in surrounding premises. The security monitor circuit 170 
comprises an image-capturing device 172, a Wireless local 
netWork 174 and a Wireless transceiver 176. 

The image-capturing device 172 is coupled to the ac 
voltage source. When the ac poWer source stops providing 
an ac voltage to the emergency lighting equipment 200, the 
image-capturing device 172 is activated to record images 
and output the image data. The Wireless local netWork 174 
is coupled to the image-capturing device 172. On receiving 
the image data, the Wireless local netWork 174 transmits the 
data in a Wireless transmission. The Wireless transceiver 176 
receives the image data transmitted from the Wireless local 
netWork 174. The Wireless transceiver 176 can be a personal 
computer, a notebook computer 180 or a personal digital 
assistant (PDA) 182, for example, but is not limited as such. 

In the embodiment of this invention, the Wireless trans 
mission method can be any one of the standard network 
architectures recommended by IEEE including, for example, 
the 802.1lb, 802.11g and 802.1la, but is not limited as such. 

The emergency lighting equipment 100 of this invention 
may further comprise an ac poWer indictor light 190 coupled 
to the rectify/voltage-divide and voltage regulation circuit 
120 to shoW the presence or absence of ac poWer. 

In the folloWing, the steps for operating the emergency 
lighting equipment 100 are described. First, the operating 
mode control circuit 110 receives the ac voltage provided by 
an ac poWer source and transmits the ac voltage as Well as 

the operating mode signal. The rectify/voltage divide and 
voltage regulation circuit 120 receives the ac voltage and 
converts the ac voltage into a dc voltage. The main control 
unit 130 receives the operating mode signal and the dc 
voltage. The current operating mode is determined accord 
ing to the operating mode signal and Whether the ac poWer 
source provides an ac voltage is determined according to the 
dc voltage. When the poWer ac source stops providing any 
ac voltage, the battery 140 is discharged. On the other hand, 
if the battery 140 has not yet reached the charge-up voltage, 
the battery 140 is charged. When the main control unit 130 
has detected the passage of a preset period of time Within 
Which the ac voltage source provides an ac voltage continu 
ously Without any battery discharge, the battery 140 is 
discharged. If the battery 140 is over-discharged, the main 
control unit 130 Will issue a shutdoWn signal to switch off 
the illuminating apparatus 150. Furthermore, the main con 
trol unit 130 also triggers the battery state Warning device 
164 on receiving the Warning signal from the battery state 
inspection circuit 162 so that the user is foreWarned that the 
battery 140 is defective. 

FIG. 3 is a How chart shoWing a method of discharging the 
battery inside an emergency lighting equipment according to 
one preferred embodiment of this invention. As shoWn in 
FIG. 3, the micro-controller receives a dc voltage (s302). 
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8 
According to the dc voltage, the micro-controller determines 
if the ac poWer source continues to provide an ac voltage 
(s304). The micro-controller also determines if the battery 
poWer has reached the discharge cut-olf voltage according to 
the measurement signal from the analogue/digital circuit 
(s306). The discharge cut-olf voltage is set at 5.3V. If the 
battery poWer exceeds the cut-off voltage, the battery dis 
charges (s308). If the battery poWer is beloW the cut-off 
voltage, the battery discharge is stopped and the illuminating 
apparatus is switched off (s310). In addition, When the timer 
inside the micro-controller has detected the passage of a 
preset period of time Within Which the ac voltage source 
provides an ac voltage continuously Without any battery 
discharge (s312), the battery discharges after assessing the 
brightness level of the environment. Conversely, the timer 
counts a 24-hour period and initiates a loW current dis 
charge. The preset period is set to 90 days, for example. 

In the embodiment of this invention, a circuit incorporat 
ing some cadmium sul?de (CdS) is used to assess the 
brightness level around the emergency lighting equipment. 

FIG. 4 is a How chart shoWing a method of charging the 
battery inside an emergency lighting equipment according to 
one preferred embodiment of this invention. As shoWn in 
FIG. 4, the micro-controller receives the measurement signal 
from the analogue/digital circuit (s402). The micro-control 
ler determines if the current poWer has not yet reached 
charge-up voltage (s404). The charge-up voltage is set to 
5.3V, for example. If the battery poWer has still not reached 
the charge-up voltage, the battery is charged through the 
constant voltage (s406). The constant voltage is normally set 
to at least 7.5V, for example. Next, the battery poWer is 
checked to determine if it has reached the saturated voltage 
(s408). The saturated voltage is set to betWeen 6.6V to 7.3V. 
If the battery poWer has already been saturated, the battery 
charging operation is terminated (s410). Conversely, the 
battery charging operation is continued. 

FIG. 5 is a How chart shoWing a method of inspecting the 
battery state of a battery inside an emergency lighting 
equipment according to one preferred embodiment of this 
invention. As shoWn in FIG. 5, the battery state inspection 
circuit ?nds an initial battery voltage after the battery 
charging operation (s502). Next, stability of the battery 
discharge voltage during a battery discharge operation is 
assessed (s504). If the battery voltage is stable, the initial 
battery voltage is used to predict the poWer the battery 
contains (s506), otherwise, return to step s502. Thereafter, 
the loading current is checked to determine if it is Zero or not 
(s508). If the loading current is Zero, the open-circuit voltage 
of the battery is measured to determine if the battery is 
defective (s510). If the loading current is non-Zero, return to 
step s502. 
The state of the battery can be inspected using an open 

circuit voltage method or a Fourier method, for example, but 
is not limited as such. 

In summary, the emergency lighting equipment and bat 
tery charging method has the folloWing advantages: 1. The 
battery Will automatically discharge after a set period of time 
Without any discharge so that the battery life is increased 
considerably. 2. After the battery has ?oat-charged for a 
period of time, the battery charging operation stops auto 
matically so that any damage to the battery due to over 
charging is prevented. 3. When the battery is over-dis 
charged, discharge from the battery is terminated 
automatically to prevent any damage to the battery. 4. The 
battery state inspection circuit and the battery state Warning 
device together detects any defects in the battery and issues 
a Warning signal to inform the user for a battery replace 
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ment. 5. A security monitor circuit is incorporated into the 
emergency lighting equipment so that the equipment can 
serve as a monitor, image recorder or a security informer. 6. 
The emergency lighting equipment uses a pulse Width 
modulation device to provide a gradually increasing current 
from the battery at the ?rst moment of transient poWer 
outage to prevent the lamp from having an overloading 
current as Well as compensating for transient visual bright 
ness level difference. The current is gradually reduced to 
dim the lamp after the human eyes have adapted to a darker 
environment so that the battery poWer can last longer. 7. The 
illuminating apparatus uses a light-emitting diode as the 
source of illumination so that very little energy is consumed 
and very loW radiation is emitted from the light source to 
cause any eye irritation. Furthermore, since no transformer 
is needed to trigger the light-emitting diode, ef?ciency of the 
illuminating apparatus is improved. 

It Will be apparent to those skilled in the art that various 
modi?cations and variations can be made to the structure of 
the present invention Without departing from the scope or 
spirit of the invention. In vieW of the foregoing, it is intended 
that the present invention covers modi?cations and varia 
tions of this invention provided they fall Within the scope of 
the folloWing claims and their equivalents. 

The invention claimed is: 
1. An emergency lighting equipment With an automatic 

battery charge/discharge and monitoring system for provid 
ing emergency illumination When an alternating current (ac) 
poWer source stops providing an ac voltage, the emergency 
lighting equipment comprising: 

an operating module control circuit coupled to the ac 
poWer source for receiving and re-transmitting the ac 
voltage and outputting an operating mode signal; 

a rectify/voltage-divide and voltage regulation circuit 
coupled to the operating mode control circuit for con 
verting the ac voltage from the operating mode control 
circuit to a direct current (dc) voltage; 

a battery for holding electric energy; 
a main control unit coupled to the battery, the rectify/ 

voltage-divide and voltage regulation circuit and the 
operating mode control circuit for receiving the oper 
ating mode signal from the operating mode control 
circuit and the dc voltage from the rectify/voltage 
divide and voltage regulation circuit, determining the 
current operating mode according to the operating 
mode signal, determining if the ac poWer source still 
provides an ac voltage according to the dc voltage and 
charging or discharging the battery accordingly, and 
furthermore, discharging the battery if the ac poWer 
source has provided an ac voltage continuously for a 
preset period of time during Which there is no battery 
discharge; and 

an illuminating apparatus coupled to the main control unit 
and the battery, Wherein the illuminating apparatus is 
triggered When the battery discharges and the illumi 
nating apparatus is shutdoWn by the main control unit 
When the battery is over-discharged. 

2. The emergency lighting equipment of claim 1, Wherein 
the rectify/voltage-divide and voltage regulation circuit fur 
thermore comprises: 

a rectify/voltage-divide circuit coupled to the operating 
mode control circuit and the micro-controller for con 
verting the an voltage into a dc voltage; and 

a constant voltage source coupled to the rectify/voltage 
divide circuit and the charge control circuit for receiv 
ing the dc voltage and outputting the dc voltage as the 
constant voltage. 
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3. The emergency lighting equipment of claim 1, Wherein 

the preset period is set to 90 days. 
4. The emergency lighting equipment of claim 1, Wherein 

the equipment additionally comprises an ac poWer source 
indicator light coupled to the rectify/voltage-divide and 
voltage regulation circuit for indicating the presence of 
absence of an ac voltage supply. 

5. The emergency lighting equipment of claim 1, Wherein 
the illuminating apparatus uses a light-emitting diode as a 
source of illumination. 

6. The emergency lighting equipment of claim 1, Wherein 
the operating mode control circuit furthermore comprises a 
button for setting the operating mode into an automatic 
mode, a manual mode or a shutdoWn mode. 

7. The emergency lighting equipment of claim 1, Wherein 
the main control unit furthermore comprises: 

an analogue/digital circuit coupled to the battery for 
measuring the battery poWer and outputting a measure 
ment signal; 

a micro-controller coupled to the analogue/digital circuit 
for receiving the measurement signal and outputting a 
charge signal or a discharge signal accordingly, 
Wherein the micro -controller also has a tinier for timing 
the passage of the preset period With ac voltage but 
Without any battery discharge and outputting a dis 
charge signal at the end of the preset period; 

a charge control circuit coupled to the micro-controller 
and the battery for receiving the charge signal to initiate 
a battery charging operation; and 

a discharge control circuit coupled to the illuminating 
apparatus, the micro-controller and the battery for 
receiving the discharge signal and initiating a battery 
discharge operation, and furthermore, outputting a 
shutdoWn signal to the illuminating apparatus to sWitch 
off the illuminating apparatus When the battery is 
over-discharged. 

8. The emergency lighting equipment of claim 7, Wherein 
the discharge control circuit comprises a pulse Width modu 
lation device for controlling the siZe of current When the 
battery discharges and the duration of the batter discharge. 

9. The emergency lighting equipment of claim 1, Wherein 
the equipment additionally comprises a battery state inspec 
tion circuit coupled to the micro-controller and the battery 
for issuing a Warning signal When the battery is found to be 
defective. 

10. The emergency lighting equipment of claim 9, 
Wherein the equipment additionally comprises a battery state 
Warning device coupled to the micro-controller for issuing a 
Warning and triggered by the micro-controller When the 
micro-controller receives the Warning signal. 

11. The emergency lighting equipment of claim 9, 
Wherein the battery state inspection circuit uses an open 
circuit method or a Fourier method of operation. 

12. The emergency lighting equipment of claim 1, 
Wherein the equipment additionally comprises a security 
monitor circuit coupled to the micro-controller and the ac 
voltage far monitoring and recording images When the ac 
poWer source stops providing an ac voltage. 

13. The emergency lighting equipment of claim 12, 
Wherein the security monitor circuit furthermore comprises: 

an image-capturing device coupled to the ac voltage for 
initiating image recording and outputting the image 
data after the ac poWer source has stopped providing an 
ac voltage; 
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a Wireless local network coupled to the micro-controller 
and the image-capturing device such that the micro 
controller controls the Wireless transmission of data 
captured by the image-capturing device; and 

a Wireless transceiver for receiving the image data trans 
mitted through Wireless transmission. 

14. The emergency lighting equipment of claim 13, 
Wherein the Wireless transceiver comprises a personal com 
puter. 
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15. The emergency lighting equipment of claim 13, 

Wherein the Wireless transceiver comprises a notebook com 

puter. 
16. The emergency lighting equipment of claim 13, 

Wherein the Wireless transceiver comprises a personal digital 
assistant. 


