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(57) ABSTRACT 

Avoltage adapter characterized by an advantage of reducing 
unnecessary poWer loss induced in standby mode operation 
and conserving the overall poWer consumption accordingly. 
The voltage adapter according to the present invention 
receives an input voltage and converts the input voltage into 
an output voltage having a voltage level different from the 
input voltage, and comprises an EMI ?lter for suppressing a 
diiTerential mode noise in the input voltage, a bridge recti?er 
for performing a full-Wave recti?cation to the input voltage, 
a transistor switch, a driver for controlling on/oiT operations 
of the transistor sWitch according to a feedback amount 
derived from the output voltage, and a circuit box for 
providing a discharge path for the EMI ?lter, While sampling 
the input voltage to detect a variation of the input voltage. 

15 Claims, 7 Drawing Sheets 
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VOLTAGE ADAPTER CAPABLE OF 
CONSERVING POWER CONSUMPTION 

UNDER STANDBY MODE 

FIELD OF THE INVENTION 

The present invention relates to a voltage adapter, and 
more particularly to a voltage adapter Which is able to 
conserve power consumption under standby mode. 

BACKGROUND OF THE INVENTION 

Generally speaking, a voltage adapter, more particularly 
an AC/DC adapter, is used to receive a commercially avail 
able alternating-current (AC) poWer and convert the AC 
poWer into a direct-current (DC) poWer in order to enable a 
DC/DC converter to transform a high-level DC voltage into 
various loW-level DC voltages, and thereby operating an 
electronic device. The electronic device Which is adapted to 
cooperate With a DC poWer source can be, for example, a 
desktop computer. 

The circuit con?guration of a conventional AC/DC 
adapter is illustrated in FIG. 1. The AC/DC adapter as shoWn 
in FIG. 1 includes an input AC poWer source Vin, an EMI 
(electromagnetic interference) ?lter 11, a bridge recti?er 12, 
an input poWer detecting circuit 13, an energy storage device 
14, a transistor sWitch Q1, a driver 15, and an output ?lter 
16. The EMI ?lter 11 is constituted by an input poWer 
?ltering capacitor X-cap, Which is used to suppress the 
differential mode noise in the input AC voltage Vin. The 
input poWer ?ltering capacitor X-cap is connected With three 
serially-connected discharge resistors Rx in parallel, and the 
discharge resistors Rx are used to provide a discharge path 
for the input poWer ?ltering capacitor X-cap of the EMI ?lter 
11 to release the energy stored therein. The bridge recti?er 
12 comprises a plurality of diodes, and is used to perform a 
full-Wave recti?cation to the input AC voltage Vm. The AC 
voltage generated by the bridge recti?er 12 is converted to 
a DC voltage by a DC/AC converter (not shoWn). The 
energy storage device 14 is used to store energy While the 
transistor sWitch Q1 is ON, and release the energy stored 
therein to the output ?lter 16 While the transistor sWitch Q1 
is OFF. The output ?lter 16 comprises a diode D1 and a 
capacitor C1, and is used to perform a ?ltering and smooth 
ing operation to the received DC voltage so as to provide an 
output DC voltage. The driver 15 is used to control on/olf 
operations of the transistor sWitch Q1 according to a feed 
back amount derived from the output DC voltage, and 
thereby stabiliZe the output DC voltage. In addition, the 
AC/DC adapter further includes an input poWer detecting 
circuit 13 for sampling the input AC voltage and detecting 
the variation of the input AC voltage accordingly. The 
variation of the input AC voltage detected by the input 
poWer detecting circuit 13 is provided to the driver 15. 
Generally, the input poWer detecting circuit 13 comprises a 
voltage divider including a resistor R and a resistor r, 
Whereas the resistance of the resistor r is far smaller than that 
of the resistor R. 

Most of the portable electronic devices today are provided 
With poWer management facilities, and are able to adjust the 
allocation of the available poWer in response to user’s 
demands and build the parameters used in standby mode 
operation. Thus, the portable electronic devices today are 
more poWer-saving than ever before and are able to Work for 
a prolonged period. When the Whole system is Working 
under a standby mode, most of the internal circuit elements 
of the voltage adapter, including the transistor sWitch Q1 and 
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2 
the driver 15, are all shut doWn and stop operating. HoWever, 
some passive circuit elements of the voltage adapter, for 
example, the discharge resistors Rx and the resistors R and 
r located Within the input poWer detecting circuit 13, con 
tinue to receive the input AC voltage V111 and cause poWer 
consumption under standby mode. The senseless poWer 
consumption dissipated as a result of the passive circuit 
elements of the voltage adapter in standby mode operation 
Will increase the overall poWer consumption of an electronic 
device. 

Therefore, a major target to be pursued by the present 
invention is focused on the reduction of the poWer consump 
tion resulted from the passive circuit elements, especially 
the resistors of the voltage adapter in standby mode opera 
tion. 

SUMMARY OF THE INVENTION 

A major object of the present invention is to provide a 
voltage adapter capable of conserving poWer consumption 
under standby mode. 

In a preferred embodiment of the present invention, there 
is provided a voltage adapter for attaining the object of the 
present invention. The voltage adapter is used to receive an 
input voltage and convert the input voltage into an output 
voltage having a voltage level different from the input 
voltage, and includes an electromagnetic interference ?lter 
for suppressing a differential mode noise of the input volt 
age, a bridge recti?er connected to the electromagnetic 
interference ?lter for performing a full-Wave recti?cation to 
the input voltage, a transistor sWitch connected to the bridge 
recti?er, a driver connected to the transistor sWitch for 
controlling on/olf operations of the transistor sWitch accord 
ing to a feedback amount derived from the output voltage, 
and a circuit box connected to the electromagnetic interfer 
ence ?lter, the bridge recti?er, and the driver for providing 
a discharge path to the electromagnetic interference ?lter 
While sampling the input voltage to detect a variation of the 
input voltage. 
NoW the foregoing and other features and advantages of 

the present invention Will be best understood through the 
folloWing descriptions With reference to the accompanying 
draWings, Wherein: 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs the circuit diagram of a conventional 
AC/DC adapter; 

FIGS. 2(A)*2(C) shoW the voltage Waveform diagrams 
associated With the conventional AC/DC adapter of FIG. 1; 

FIGS. 3, 4, 5 and 6 shoW the equivalent circuit diagrams 
of the conventional AC/DC adapter of FIG. 1; and 

FIG. 7 shoWs the circuit diagram of the voltage adapter 
according to the preferred embodiment of the present inven 
tion. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

The predominant feature of the present invention is prac 
ticed by combining the resistors of the input poWer detecting 
circuit being used to detect the variation of the input voltage 
With the resistors forming the discharge path for the elec 
tromagnetic interference ?lter together, in such manner that 
the poWer consumption caused by the passive resistor ele 
ments of the voltage adapter is reduced under standby mode. 
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Detailed descriptions of a preferred embodiment according 
to the present invention Will be given as follows. 

FIGS. 2(A)*2(C) shoW voltage Waveform diagrams asso 
ciated With the conventional AC/DC adapter of FIG. 1. In 
these diagrams, FIG. 2(A) shoWs the voltage Waveform of 
the input AC voltage Vin, FIG. 2(B) shoWs the voltage 
Waveform of the AC voltage derived from the input AC 
voltage Vin being full-Wave recti?ed by a bridge recti?er 12, 
and FIG. 2(C) shoWs the voltage Waveform of the sampled 
input voltage detected by the input poWer detecting circuit 
13 of FIG. 1. It can be clearly seen from FIG. 2(B) that the 
resulted AC voltage of the input AC voltage Vin being 
full-Wave recti?ed has a similar phase With the input AC 
voltage Vin, but has an amplitude of a positive value, 
regardless of Whether the input AC voltage Vin is going 
through its positive half cycle or its negative half cycle. In 
FIG. 2(C), the input poWer detecting circuit of FIG. 1 uses 
a voltage divider comprising resistors R and r to sample the 
input AC voltage and detects the variation of the input AC 
voltage. Thus the amplitude of the sampled input voltage 
Will be equal to 

The driver 15 shoWn in FIG. 1 utiliZes the sampled input 
voltage to adjust the poWer factor of the input voltage and 
thereby determine the operation voltage range of the input 
voltage. 

FIG. 7 depicts the circuit con?guration of the voltage 
adapter according to a preferred embodiment of the present 
invention. Next, it is intended to elaborate on the transform 
ing steps of deducing the circuit con?guration of FIG. 7 
from the circuit con?guration of FIG. 1 With reference to the 
circuit con?gurations as shoWn in FIGS. 3 to 6, such that 
those skilled in the art Would be able to realiZe the spirits and 
principles contained in the present invention, and further 
concretiZe the circuit design norm carried out by the present 
invention based on the teachings suggested herein. 

Referring to FIG. 3, Which is a ?rst equivalent circuit 
con?guration of the voltage adapter of FIG. 1. With refer 
ence to the circuit con?guration of FIG. 3, the input current 
Will ?oW through a ?rst diode 22, a resistor R connected 
betWeen the EMI ?lter 11 and the ?rst diode 22, and a 
resistor r connected betWeen the ?rst diode 11, a second 
diode 24 and the ground terminal during the positive half 
cycle of the input AC voltage. During the positive half-cycle 
of the input AC voltage, the amplitude of the detected 
sampled input voltage Will thus be 

Which is a positive value. Similarly, the input current Will 
?oW through the second diode 24, a resistor R connected 
betWeen the discharge resistor RX and the second diode 24, 
and the resistor r connected betWeen the ?rst diode 11, the 
second diode 24 and the ground terminal during the negative 
half-cycle of the input AC voltage. During the negative 
half-cycle of the input AC voltage, the amplitude of the 
detected sampled input voltage Will thus be 
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Which is also a positive value. Therefore, according to the 
circuit con?guration of FIG. 3, the voltage Waveform of the 
sampled input voltage to be inputted to the driver 15 has the 
same pro?le With the voltage Waveform of the sampled input 
voltage as shoWn in FIG. 2(C), and the circuit con?guration 
of the voltage adapter as shoWn in FIG. 3 can be considered 
an equivalent circuit of the voltage adapter of FIG. 1. 

Referring to FIG. 4, Which is a second equivalent circuit 
con?guration of the voltage adapter of FIG. 1. With refer 
ence to FIG. 4, the input current Will ?oW through the ?rst 
diode 22, a resistor 1/2R connected betWeen the EMI ?lter 11 
and the ?rst diode 22, a resistor l/2R connected betWeen the 
?rst diode 22, the second diode 24 and the driver 15, and a 
resistor r connected betWeen the driver 15 and the ground 
terminal during the positive half-cycle of the input AC 
voltage. Because the tWo resistors of 1/2R, l/2R mentioned 
above are connected in series and thus their equivalent 
resistance is R, they can be considered an equivalence of the 
resistor R connected betWeen the EMI ?lter 11 and the ?rst 
diode 22 as shoWn in FIG. 3. Therefore, during the positive 
half-cycle of the input AC voltage, the amplitude of the 
detected sampled input voltage Will still be 

Which is a positive value. Similarly, the input current Will 
?oW through the second diode 24, a resistor 1/2R connected 
betWeen the discharge resistor RX and the second diode 24, 
the resistor 1/2R connected betWeen the second diode 24 and 
the driver 15, and the resistor r connected betWeen the driver 
15 and the ground terminal during the negative half-cycle of 
the input AC voltage. Because the tWo resistors of 1/2R, 1/2R 
mentioned above are connected in series and thus their 
equivalent resistance is R, they can be considered an equiva 
lence of the resistor R connected betWeen the EMI ?lter 11 
and the second diode 24 as shoWn in FIG. 3. Therefore, 
during the negative half-cycle of the input AC voltage, the 
amplitude of the detected sampled input voltage Will thus be 

Which is also a positive value. In this Way, according to the 
circuit con?guration of FIG. 4, the voltage Waveform of the 
sampled input voltage to be inputted to the driver 15 has the 
same pro?le With the voltage Waveform of the sampled input 
voltage as shoWn in FIG. 2(C), and the circuit con?guration 
of the voltage adapter as shoWn in FIG. 4 can be considered 
an equivalent circuit of the voltage adapters of FIGS. 1 and 
3. 

Referring to FIG. 5, Which is a third equivalent circuit 
con?guration of the voltage adapter of FIG. 1. With refer 
ence to the circuit con?guration of FIG. 5, the tWo parallel 
connected resistors R, R and the tWo parallel-connected 
resistors 2r, 2r Will be combined in parallel to form an 
equivalent circuit comprising a resistor 1/2R and a resistor r 
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being connected in series. Therefore, the circuit con?gura 
tion of FIG. 5 can be considered an equivalent circuit of the 
circuit con?guration of FIG. 4, and also an equivalent circuit 
of the circuit con?gurations of FIGS. 1 and 3. 

Referring to FIG. 6, Which is a fourth equivalent circuit 
con?guration of the voltage adapter of FIG. 1. With refer 
ence to the circuit con?guration of FIG. 6, the input current 
Will ?oW through the ?rst diode 22 and the resistor 1/2R 
connected betWeen the upper terminal of the EMI ?lter 11 
and the ?rst diode 22, and Will divert to the resistors (R+2r) 
connected betWeen the ?rst diode 22, the second diode 24 
and the ground terminal, and the resistors (1/2R+2r+1/2R) 
connected betWeen the ?rst diode 22 and the loWer terminal 
of the EMI ?lter 11 during the positive half-cycle of the 
input AC voltage. It is obvious that the resistance of the 
series combination comprising the resistors (1/2R+2r+1/2R) 
connected betWeen the ?rst diode 22 and the loWer terminal 
of the EMI ?lter 11 is equivalent to the resistance of (R+2r), 
and thus the series combination comprising the resistors 
(1/2R+2r+1/2R) connected betWeen the ?rst diode 22 and the 
loWer terminal of the EMI ?lter 11 can be considered one of 
the branch circuits of the parallel combination connected 
betWeen the ?rst diode 22, the second diode 24 and the 
ground terminal as shoWn in FIG. 5. Hence, the circuit 
operation in the positive half-cycle of the input AC voltage 
according to the circuit con?guration of FIG. 6 undergoes 
the same situation With FIG. 5. During the negative half 
cycle of the input AC voltage, the input current Will ?oW 
through the second diode 24 and the resistor 1/2R connected 
betWeen the loWer terminal of the EMI ?lter 11 and the 
second diode 24, and Will divert to the resistors (R+2r) 
connected betWeen the ?rst diode 22, the second diode 24 
and the ground terminal, and the resistors (1/2R+2r+1/2R) 
connected betWeen the upper terminal of the EMI ?lter 11 
and the second diode 24. It is obvious that the resistance of 
the series combination comprising the resistors (1/2R+2r+ 
1/2R) connected betWeen the upper terminal of the EMI ?lter 
11 and the second diode 24 is equivalent to the resistance of 
(R+2r), and thus the series combination comprising the 
resistors (1/2R+2r+1/2R) connected betWeen the upper termi 
nal of the EMI ?lter 11 and the second diode 24 can be 
considered one of the branch circuits of the parallel combi 
nation connected betWeen the ?rst diode 22, the second 
diode 24 and the ground terminal as shoWn in FIG. 5. Hence, 
the circuit operation in the negative half-cycle of the input 
AC voltage according to the circuit con?guration of FIG. 6 
undergoes the same situation With FIG. 5. In this manner, the 
circuit con?guration of FIG. 6 can be considered an equiva 
lence to the voltage con?gurations of FIG. 1, FIG. 3, FIG. 
4, and FIG. 5. 

Here We designate the resistor l/2R connected betWeen the 
anode of the ?rst diode 22 and the EMI ?lter 11 (input poWer 
?ltering capacitor X-cap) as a ?rst resistor, the resistor 
(1/2R+2r) connected betWeen the anode of the ?rst diode 22 
and the anode of the second diode 24 as a second resistor, the 
resistor 1/2R connected betWeen the anode of the second 
diode 24 and the EMI ?lter 11 (input poWer ?ltering capaci 
tor X-cap) as a third resistor, the resistor R connected 
betWeen the cathode of the ?rst diode 22, the cathode of the 
second diode 24, and the driver 15 as a fourth resistor, and 
the resistor 2r connected betWeen the driver 15 and the 
ground terminal as a ?fth resistor. 

Next, because the function of the three serially-connected 
discharge resistors Rx as shoWn in the circuit con?guration 
of FIG. 6 is to provide a discharge path for the input poWer 
?ltering capacitor X-cap only, the discharge capacitors Rx 
can be merged With the ?rst resistor, the second resistor and 
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6 
the third resistor. That is, the discharge resistors Rx can be 
eliminated, and the circuit box comprising the ?rst resistor, 
the second resistor and the third resistor can be used to 
replace the discharge resistors as the unit that provides a 
discharge path for the input poWer ?ltering capacitor X-cap. 
Moreover, because the component 1/2R of the second resistor 
is far larger than the other component 2r of the second 
resistor, the resistance of the second resistor can be approxi 
mated to 1/2R. Through the aforementioned steps to simplify 
the complexity of the circuit con?guration of the voltage 
adapter, the circuit con?guration of the voltage adapter 
according to a preferred embodiment of the present inven 
tion can be concluded in the circuit diagram of FIG. 7. 

The above description has fully illustrated the procedural 
steps of hoW to attain the circuit con?guration of the voltage 
adapter according to the present invention through the 
evolvement With a series of equivalent circuits obtained by 
modifying the circuit con?guration of the conventional 
voltage adapter With the replacement and integration of its 
circuit elements. It can be understood from the circuit 
diagram of FIG. 7 that the voltage adapter of the present 
invention provides an advantage that reduces the poWer 
consumption under standby mode resulted from the poWer 
loss caused by the passive resistor elements. This is done by 
placing a circuit box in the voltage adapter of the present 
invention that provides a discharge path for the EMI ?lter 
While detecting the variation of the input voltage by pro 
cessing the input voltage With a sampling operation. In a 
detailed aspect of the present invention, the constitution of 
the circuit box includes a ?rst resistor 1/2R having a ?rst 
terminal connected to the EMI ?lter 11 and a second 
terminal; a second resistor 1/2R having a ?rst terminal 
connected to the second terminal of the ?rst resistor and a 
second terminal; a third resistor 1/2R having a ?rst terminal 
connected to the second terminal of the second resistor and 
a second terminal connected to the EMI ?lter 11; a ?rst diode 
22 having a ?rst terminal connected commonly to the ?rst 
terminal of second resistor and the second terminal of the 
?rst resistor, and a second terminal; a second diode 24 
having a ?rst terminal connected commonly to the ?rst 
terminal of third resistor and the second terminal of the 
second resistor, and a second terminal; a fourth resistor R 
having a ?rst terminal connected commonly to the second 
terminal of the ?rst diode 22 and the second terminal of the 
second diode 24, and a second terminal connected to the 
driver 15; and a ?fth resistor 2r having a ?rst terminal 
connected to the second terminal of the fourth resistor, and 
a second terminal connected to the ground terminal. Com 
pared to the conventional voltage adapter of FIG. 1, the 
poWer loss induced in standby mode operation Within the 
voltage adapter of the present invention is equal to 

While the poWer loss induced in standby mode operation 
Within the conventional voltage adapter of FIG. 1 is equal to 

vin2 
R+rI 
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According to the present invention, the resistance of the 
resistors (1/2R+1/2R+r) should be equivalent to 3Rx, and 
thereby the voltage adapter of the present invention can 
reduce the standby mode poWer consumption by an amount 
up to 

Therefore, the present invention is competent to substan 
tially reduce the poWer loss induced in the standby mode 
operation from the passive resistor elements, and further 
conserve the overall poWer consumption. 

While the invention has been described in terms of What 
is presently considered to be the most practical and preferred 
embodiments, it is to be understood that the invention needs 
not be limited to the disclosed embodiment. On the contrary, 
it is intended to cover various modi?cations and similar 
arrangements included Within the spirit and scope of the 
appended claims Which are to be accorded With the broadest 
interpretation so as to encompass all such modi?cations and 
similar structures. 

What is claimed is: 
1. A voltage adapter for receiving an input voltage and 

converting the input voltage into an output voltage having a 
voltage level different from the input voltage, the voltage 
adapter comprising: 

an electromagnetic interference ?lter for suppressing a 
differential mode noise of the input voltage; 

a bridge recti?er connected to the electromagnetic inter 
ference ?lter for performing a full-Wave recti?cation to 
the input voltage; 

a transistor sWitch connected to the bridge recti?er; 
a driver connected to the transistor sWitch for controlling 

on/olf operations of the transistor sWitch according to a 
feedback amount derived from the output voltage; and 

a circuit box connected betWeen the electromagnetic 
interference ?lter, the bridge recti?er and the driver for 
providing a discharge path for the electromagnetic 
interference ?lter, While sampling the input voltage to 
detect a variation of the input voltage. 

2. The voltage adapter according to claim 1 Wherein the 
voltage adapter is an AC/DC adapter. 

3. The voltage adapter according to claim 1 Wherein the 
electromagnetic interference ?lter comprises at least an 
input poWer ?ltering capacitor. 

4. The voltage adapter according to claim 1 Wherein the 
bridge recti?er comprises a plurality of diodes. 

5. The voltage adapter according to claim 1 further 
comprising an energy storage device connected betWeen the 
bridge recti?er and the transistor sWitch for transferring a 
DC voltage. 

6. The voltage adapter according to claim 5 further 
comprising an output ?lter connected to the energy storage 
device for performing a ?ltering and smoothing operation to 
the DC voltage. 

7. The voltage adapter according to claim 6 Wherein the 
output ?lter comprises a diode and a capacitor. 

8. The voltage adapter according to claim 1 Wherein the 
circuit box comprising: 

a ?rst resistor having a ?rst terminal connected to the 
electromagnetic interference ?lter, and a second termi 
nal; 
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8 
a second resistor having a ?rst terminal connected to the 

second terminal of the ?rst resistor, and a second 
terminal; 

a third resistor having a ?rst terminal connected to the 
second terminal of the second resistor, and a second 
terminal connected to the electromagnetic interference 
?lter; 

a ?rst diode having a ?rst terminal connected to the ?rst 
terminal of the second resistor and the second terminal 
of the ?rst resistor, and a second terminal; 

a second diode having a ?rst terminal connected to the 
?rst terminal of the third resistor and the second 
terminal of the second resistor, and a second terminal; 

a fourth resistor having a ?rst terminal connected to the 
second terminal of the ?rst diode and the second 
terminal of the second diode, and a second terminal 
connected to the driver; and 

a ?fth resistor having a ?rst terminal connected to the 
second terminal of the fourth resistor, and a second 
terminal connected to ground. 

9. A voltage adapter for receiving an input voltage and 
converting the input voltage into an output voltage having a 
voltage level different from the input voltage, the voltage 
adapter comprising: 

an electromagnetic interference ?lter for suppressing a 
differential mode noise of the input voltage; 

a bridge recti?er connected to the electromagnetic inter 
ference ?lter for performing a full-Wave recti?cation to 
the input voltage; 

a transistor sWitch connected to the bridge recti?er; 
a driver connected to the transistor sWitch for controlling 

on/olf operations of the transistor sWitch according to a 
feedback amount derived from the output voltage; and 

a circuit box connected betWeen the electromagnetic 
interference ?lter, the bridge recti?er and the driver for 
providing a discharge path for the electromagnetic 
interference ?lter, While sampling the input voltage to 
detect a variation of the input voltage; 

Wherein the circuit box comprising: 
a ?rst resistor having a ?rst terminal connected to the 

electromagnetic interference ?lter, and a second termi 
nal; 

a second resistor having a ?rst terminal connected to the 
second terminal of the ?rst resistor, and a second 
terminal; 

a third resistor having a ?rst terminal connected to the 
second terminal of the second resistor, and a second 
terminal connected to the electromagnetic interference 
?lter; 

a ?rst diode having a ?rst terminal connected to the ?rst 
terminal of the second resistor and the second terminal 
of the ?rst resistor, and a second terminal; 

a second diode having a ?rst terminal connected to the 
?rst terminal of the third resistor and the second 
terminal of the second resistor, and a second terminal; 

a fourth resistor having a ?rst terminal connected to the 
second terminal of the ?rst diode and the second 
terminal of the second diode, and a second terminal 
connected to the driver; and 

a ?fth resistor having a ?rst terminal connected to the 
second terminal of the fourth resistor, and a second 
terminal connected to ground. 

10. The voltage adapter according to claim 9 Wherein the 
voltage adapter is an AC/DC adapter. 

11. The voltage adapter according to claim 9 Wherein the 
electromagnetic interference ?lter comprises at least an 
input poWer ?ltering capacitor. 
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12. The Voltage adapter according to claim 9 wherein the 

bridge recti?er comprises a plurality of diodes. 

13. The Voltage adapter according to claim 9 further 
comprising an energy storage device connected betWeen the 5 
bridge recti?er and the transistor sWitch for transferring a 
DC Voltage. 
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14. The Voltage adapter according to claim 13 further 

comprising an output ?lter connected to the energy storage 
device for performing a ?ltering and smoothing operation to 
the DC Voltage. 

15. The Voltage adapter according to claim 14 Wherein the 
output ?lter comprises a diode and a capacitor. 

* * * * * 


