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ELECTROMAGNETIC BROADSIDE 
ENERGY PROBE WITH INTEGRAL 

IMPEDANCE MATCHING 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application is a divisional of US. application Ser. 
No. 10/320,986 ?led Dec. 17, 2002 now US. Pat. No. 
6,956,448. 

FIELD OF THE INVENTION 

The present invention relates, in general, to sampling 
electromagnetic energy in a circuit, and more speci?cally, to 
a probe useful for sampling microWave energy in a micro 
Wave circuit Without disturbing the circuit function. 

BACKGROUND OF THE INVENTION 

Direct current, loW frequency, and digital circuits are 
often tested using a high impedance voltage probe or a loW 
impedance current probe; hoWever, such testing probes 
cannot be used to test all electromagnetic energy circuits. 
For example, microWave circuits are not typically tested in 
this fashion. 

MicroWave test equipment typically measures poWer. In 
order to test a microWave circuit, each microWave compo 
nent is typically presented With a matched load and source. 
When knowledge of intercircuit performance is desired in a 
complex microWave circuit, test ports may be designed into 
the circuit. Alternatively, the microWave circuit may be 
tested a partial assembly. 
When test ports are designed into the circuit, valuable 

circuit real estate is used. Further, the determination of the 
critical circuit junction to place an observation point is often 
dif?cult. 
When a fault exists in a circuit, it may be desirable to 

disassemble the circuit into subassemblies in order to locate 
the fault; hoWever, through the disassembly of the circuit (or 
the re-assembly), the fault could get lost (or even never 
located). This is particularly problematic in the case of 
testing space hardWare, Where if the fault is lost during 
troubleshooting (including disassembly) the circuit may be 
deemed not Worthy for ?ight. 
As such, it Would be desirable to develop an apparatus and 

method for testing microWave and other high frequency 
circuits in an impedance matched and reliable manner that 
overcomes the above-mentioned de?ciencies. 

SUMMARY OF THE INVENTION 

In an exemplary embodiment of the present invention, a 
probe for sampling electromagnetic energy in a circuit is 
provided. The probe includes a mating portion for mating 
With an electromagnetic energy transmission media in the 
circuit, in a broadside con?guration. The probe also includes 
a correction device for correcting impedance mismatch 
resulting from mating the mating portion With the electro 
magnetic energy transmission media of the circuit. 

In another exemplary embodiment of the present inven 
tion, a electromagnetic energy sampling circuit is provided. 
The electromagnetic energy sampling circuit includes an 
electromagnetic energy transmission media for carrying 
electromagnetic energy. The electromagnetic energy sam 
pling circuit also includes a probe for sampling the electro 
magnetic energy in the electromagnetic energy transmission 
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2 
media. The probe includes a mating portion for mating 
broadside With the electromagnetic energy transmission 
media in a broadside con?guration. The probe also includes 
a correction device for correcting impedance mismatch 
resulting from mating the mating portion With the electro 
magnetic energy transmission media. 

In yet another exemplary embodiment of the present 
invention, a method of sampling a signal in a circuit is 
provided. The method includes mating a probe With an 
electromagnetic energy transmission media in the circuit, 
the mating being con?gured in a broadside con?guration. 
The method also includes correcting impedance mismatch in 
the circuit resulting from the mating of the probe With the 
electromagnetic energy transmission media. The method 
also includes sampling a portion of the signal in the circuit. 

In yet another exemplary embodiment of the present 
invention, a method of joining a ?rst subassembly circuit 
With a second subassembly circuit is provided. The method 
includes mating a probe With an electromagnetic energy 
transmission media in the ?rst subassembly circuit, the 
mating being con?gured in a broadside con?guration. The 
method also includes correcting impedance mismatch in the 
?rst subassembly circuit resulting from the mating of the 
probe With the electromagnetic energy transmission media. 
The method also includes sampling a portion of the signal in 
the circuit using the probe. Additionally, the method 
includes transmitting the sampled portion of the signal to the 
second subassembly circuit. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention is best understood from the following 
detailed description When read in connection With the 
accompanying draWings. This emphasiZes that according to 
common practice, the various features of the draWings are 
not draWn to scale. On the contrary, the dimensions of the 
various features are arbitrarily expanded or reduced for 
clarity. Included in the draWings are the folloWing features: 

FIG. 1A is a cross sectional vieW of an electromagnetic 
energy transmission media and a coupling conductor 
arranged in a coplanar con?guration in accordance With an 
exemplary embodiment of the present invention; 

FIG. 1B is a cross sectional vieW of an electromagnetic 
energy transmission media and a coupling conductor in a 
broadside con?guration in accordance With an exemplary 
embodiment of the present invention; 

FIG. 1C is a cross sectional vieW of an electromagnetic 
energy transmission media and a coupling conductor in an 
o?‘set broadside con?guration in accordance With an exem 
plary embodiment of the present invention; 

FIG. 2A is a perspective vieW of an electromagnetic 
energy transmission media for use in accordance With an 
exemplary embodiment of the present invention; 

FIG. 2B is a perspective vieW of an overlay for use in 
accordance With an exemplary embodiment of the present 
invention; 

FIG. 2C is a top vieW of a stripline coupler in accordance 
With an exemplary embodiment of the present invention; 

FIG. 2D is a cross sectional vieW of a stripline coupler in 
accordance With an exemplary embodiment of the present 
invention; 

FIG. 3 is a perspective vieW of an edge coupled imple 
mentation of a stripline coupler in accordance With an 
exemplary embodiment of the present invention; 

FIG. 4 is a top vieW of a portion of an edge coupled 
implementation of a stripline coupler in accordance With an 
exemplary embodiment of the present invention; 
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FIG. 5 is a side vieW of a broadside stripline coupler in 
accordance With an exemplary embodiment of the present 
invention; 

FIG. 6 is a side vieW of another broadside stripline 
coupler in accordance With an exemplary embodiment of the 
present invention; 

FIG. 7 is a side vieW of yet another broadside stripline 
coupler in accordance With an exemplary embodiment of the 
present invention; 

FIG. 8 is a perspective vieW of a printed overlay in 
accordance With an exemplary embodiment of the present 
invention; 

FIG. 9 is a How diagram illustrating a method of sampling 
a signal in an electromagnetic energy circuit in accordance 
With an exemplary embodiment of the present invention; and 

FIG. 10 is a How diagram illustrating a method of joining 
a ?rst subassembly circuit With a second subassembly circuit 
in accordance With an exemplary embodiment of the present 
invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

This invention provides for the sampling of electromag 
netic energy signals (e.g., microWave signals) in circuits 
(e.g., microstrip transmission line circuits) Without disturb 
ing the functionality of the circuit. In an exemplary embodi 
ment, the present invention can use any portion of the circuit 
to be tested that includes a microstrip line that is three 
quarters of a Wavelength (3M4) in length. The microstrip 
line of the circuit to be tested, combined With the mating 
portion of a probe, forms a stripline coupler. For example, 
the stripline coupler can be designed to couple olf as little as 
—20 dB of signal to as much as —3 dB of signal. In an 
exemplary embodiment of the present invention, the strip 
line coupler provides a 50 Qsource to a microWave compo 
nent folloWing it and a 50 Q load to a microWave component 
preceding it. By maintaining an impedance common to the 
probe and the circuit components accurate measurements 
can be made Without changing the functionality of the circuit 
to be tested. 

In an exemplary embodiment, the present invention uses 
a probe (including a quarter Wavelength microstrip line and 
substrate) to form a stripline coupler by overlaying the probe 
on a microstrip line included in the circuit under test. 
Stripline couplers are Well understood devices With much 
literature and theory developed for their design. By over 
laying tWo 50 ohm microstrip lines (the microstrip in the 
circuit to be tested and the microstrip in the probe), the 
resultant stripline coupler has an impedance that is less than 
50 ohms. For example, the additional dielectric and ground 
plane on top of the stripline coupler increases the capaci 
tance in the circuit, thereby loWering the apparent imped 
ance. Additionally, the extra conductor needed to form the 
stripline coupler also tends to loWer the impedance. To 
mitigate this impedance mismatch, an impedance trans 
former can be built into the dielectric included in the 
overlay. Quarter Wave (M 4) transformers may be used in the 
overlay Where the impedance of the line is set using the 
folloWing equation: 

Z:(Z0*Zc)O'5 

Where 
ZITransformer line impedance 
ZOIdesired impedance 
ZCIimpedance of coupler 
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4 
Since the transformer impedance is betWeen the stripline 

coupler impedance and the circuit impedance, the dielectric 
of the overlay can be used to implement the transformer. For 
example, a microstrip line (in the circuit to be tested) and an 
overlay (including a portion of microstrip line) can be used 
to form a stripline coupler. The overlay sandWiches the 
tWo-microstrip lines that together form the stripline coupler. 
A connector or microstrip, stripline, or other type of micro 
Wave transmission media may be attached to the coupled 
line in order to extract the coupled signal from the circuit. 
The tWo adjacent conductors (i.e., the microstrip line of 

the circuit to be tested and the micro strip of the overlay) may 
be arranged in any of a number of con?gurations so long as 
a sample of the signal in the circuit to be tested can be 
extracted and transmitted to the microstrip line of the 
overlay. Any electromagnetic media in the circuit to be 
tested that alloWs for the transmission of a portion of the 
signal in the media, to the overlay, can be sampled in this 
manner. 

The sampling occurs internal to the circuit as a diagnostic 
or design tool. Alternatively, the sampling may be employed 
to join tWo circuits (or tWo subassembly circuits) together as 
part of a manufacturing process. 
The sampling occurs by mating a probe or other connector 

With the circuit to be tested, thereby changing the open 
microstrip (or other electromagnetic energy transmission 
media) transmission line structure (in the circuit to be tested) 
into a stripline structure. 
When a microstrip (in the circuit to be tested) is covered 

by an overlay (including an additional dielectric and ground 
plane) the resulting stripline coupler has a loWer character 
istic impedance than before the microstrip Was covered by 
the overlay. Further, the addition of another conductor (e. g., 
a microstrip in the overlay) that provides the sampling adds 
additional capacitance to the circuit to be tested and there 
fore loWers the characteristic impedance (Z0) of the circuit. 
In such an embodiment, the relationship betWeen Z0 and the 
capacitance can be illustrated by the folloWing equation: 

In an exemplary embodiment of the present invention, a 
quarter Wavelength transmission line structure is used to 
transform the characteristic impedance such that the effects 
of the impedance mismatch are mitigated. 

FIGS. 1A through 1C illustrate various exemplary con 
?gurations of an electromagnetic energy transmission media 
104 (e.g., a microstrip in the circuit to be tested) With a 
coupling conductor 106 (e.g., a microstrip included in a 
sampling probe). The three con?gurations illustrated in 
FIGS. 1A through 1C are examples, and any con?guration 
that provides for the sampling of electromagnetic energy 
from an electromagnetic energy transmission media of a 
circuit to be tested is Within the scope of the present 
invention. 

For example, FIG. 1A illustrates an electromagnetic 
energy transmission media 104a and a coupling conductor 
10611 in a coplanar or an edge coupled con?guration. For 
example, the electromagnetic energy transmission media 
104a may be a microstrip in a microWave circuit. It may be 
desirable to sample the electromagnetic energy in microstrip 
10411. As such, a probe (including coupling conductor 106a) 
is positioned (i.e., mated) such that coupling conductor 106a 
aligns With the microstrip 10411, as shoWn in FIG. 1A. 
Coupling conductor 10611 is con?gured such that a sample of 
the electromagnetic energy in microstrip 10411 is sampled by 
coupling conductor 106a. FIG. 1A also illustrates a ground 
plane 102A above and beloW coupling conductor 106a and 
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microstrip 104a. Dielectric material 10811 is included 
between microstrip 104a, coupling conductor 106a, and 
ground plane 102a. 

FIG. 1B illustrates electromagnetic energy transmission 
media 1041) and coupling conductor 10619 in a broadside 
con?guration. As With FIG. 1A, electromagnetic energy 
transmission media 1041) may be a microstrip in a micro 
Wave circuit. To sample the electromagnetic energy in 
microstrip 104b, coupling conductor 1061) (included in a 
probe or overlay) is positioned as shoWn in FIG. 1B. Ground 
plane 102!) is positioned above and beloW microstrip 10419 
and coupling conductor 10619. As With FIG. 1A, dielectric 
material 1081) is positioned betWeen ground plane 102b, 
microstrip 104b, and coupling conductor 1061). 

FIG. 1C is similar to FIGS. 1A and 1B except that 
coupling conductor 1060 and electromagnetic energy trans 
mission media 1040 are arranged in an offset broadside 
con?guration, as opposed to the standard broadside con?gu 
ration illustrated in FIG. 1B, and the coplanar con?guration 
illustrated in FIG. 1C. 

FIG. 2A is a perspective vieW of an electromagnetic 
energy transmission media 202. For example, electromag 
netic energy transmission media 202 may be a microstrip. 
Microstrip 202 includes ground plane conductor 204 posi 
tioned beloW substrate 208. Microstrip line 206 is formed on 
substrate 208. Microstrip 202 is a component of a circuit to 
be tested, for example, a microWave circuit. In order to take 
a sample of the electromagnetic energy in the microWave 
circuit, it is desirable to provide a noninvasive apparatus for 
sampling the electromagnetic energy in the microWave 
circuit While not interfering With the operation of the micro 
Wave circuit. 

FIG. 2B illustrates overlay 210 (a probe) that can be 
mated With microstrip 202. Overlay 210 includes ground 
plane conductor 214 beneath substrate 212. Coupling sec 
tion 216 includes a conductor (such as a microstrip) that is 
used to take a sample of the electromagnetic energy in 
microstrip line 206. 

FIG. 2C is a top vieW of a stripline coupler 218. Stripline 
coupler 218 includes overlay 210 mated With electromag 
netic energy transmission media 202. FIG. 2C also illus 
trates an exemplary position of microstrip line 206 With 
respect to coupling section 216. The distance D betWeen 
microstrip line 206 and coupling section 216 controls the 
amount of electromagnetic energy (e.g., microWave energy) 
to be coupled off of (sampled) microstrip line 206. 

FIG. 2D is a cross sectional vieW of stripline coupler 218. 
Stripline coupler 218 includes overlay 210 mated With 
electromagnetic energy transmission media 202. Ground 
plane conductor 214 is positioned above substrate 212, and 
ground plane conductor 204 is positioned beloW substrate 
208. As shoWn in FIG. 2D, coupling section 216 and 
microstrip line 206 are arranged in a coplanar (also knoWn 
as edge coupled) con?guration. 

In the exemplary embodiment of the present invention 
illustrated in FIGS. 2A through 2D, overlay 210 includes a 
smaller portion of microstrip line (coupling section 216) 
than in microstrip 202 (microstrip line 206). Overlay 210 
sandWiches microstrip line 206 and coupling section 216, 
thereby forming stripline coupler 218. In an exemplary 
embodiment of the present invention, overlay 210 on 
microstrip line 206 covers about the same length of micros 
trip as the coupler is long on both the input and output. A 
connector (not shoWn) With its signal conductor attached to 
the coupled line and its ground conductor attached to the top 
of the ground plane of overlay 210 can be used to extract the 
coupled signal. 
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6 
FIG. 3 is a perspective vieW of an edge coupled stripline 

coupler 300. Stripline coupler 300 includes electromagnetic 
energy transmission media 302 (e.g., a microstrip) and 
overlay (probe) 310. Microstrip 302 is part of an existing 
circuit to be tested, for example, a microWave circuit. 
Overlay 310 is mated With microstrip 302 such that overlay 
310 can obtain a sample of the electromagnetic energy in the 
microWave circuit. 

Microstrip 302 includes a ground plane 318 positioned 
beneath dielectric substrate 304. Microstrip 302 also 
includes microstrip line 306. Overlay 310 may include a 
ground plane (not shoWn) positioned above dielectric over 
lay 312, coupled conductor 316, and a dielectric overlay 
314. Coupled conductor 316 (also knoWn as a coupled 
section or sampling section) is used to sample electromag 
netic energy from the microWave circuit. 
By mating overlay 310 With microstrip 302 the impedance 

of microstrip 302 (as seen by the original circuit) Would tend 
to change. For example, the additional dielectric and pos 
sible ground plane (included in overlay 310) on top of 
microstrip 302 increases the capacitance, and thereby loWers 
the characteristic impedance as seen by the original circuit. 
Additionally, coupling conductor 316 (provided by overlay 
310) also tends to loWer the characteristic impedance. As 
such, by mating overlay 310 With microstrip 302 the char 
acteristic impedance as seen by the microWave circuit Would 
be changed. In order to mitigate this impedance mismatch, 
an impedance transformer may be built in to overlay 310. 
This impedance transformer is provided by dielectric over 
lay 312 and dielectric overlay 314. 

FIG. 4 is a top vieW of the edge coupled stripline coupler 
300 shoWn in FIG. 3. As in FIG. 3, dielectric substrate 304, 
and overlay 310 (including dielectric overlay 312, coupled 
conductor 316, and dielectric overlay 314) are also illus 
trated in FIG. 4. Coupled conductor 316 includes a connec 
tor 404. Connector 404 may be used to provide a transmis 
sion point for the sampled signal from coupled conductor 
316 to another circuit, for example a testing or analysis 
circuit. In an alternative embodiment, the microWave circuit 
(including stripline coupler 300) may be a subassembly 
circuit (part of a larger circuit) that is to be connected to 
another subassembly circuit. Coupled conductor 316 may 
also include a resistor 402 to provide a termination for the 
coupler. 

FIG. 5 is an illustration of a side vieW of a broadside 
coupler 500. Broadside coupler 500 includes electromag 
netic energy transmission media 502 and overlay 510. 
Electromagnetic energy transmission media 502 (e.g., 
microstrip) includes dielectric substrate 504 and microstrip 
conductor 506. Microstrip 502 may also include a ground 
plane conductor (not shoWn in FIG. 5). Overlay 510 includes 
dielectric overlay 512, a ground plane conductor (not shoWn 
in FIG. 5), stripline coupling conductor 516, and dielectric 
overlay 514. A connector 504 is also included for sending 
the sampled signal to a desired location (e.g., testing or 
analysis equipment, another subassembly circuit, etc.). As 
illustrated in the exemplary embodiment shoWn in FIG. 5, 
dielectric overlay 512, stripline coupling conductor 516, and 
dielectric overlay 514 are each a quarter Wavelength long. 
By mating overlay 510 With microstrip 502, the charac 

teristic impedance as seen by the microWave circuit Would 
tend to change, as described above; hoWever, dielectric 
overlay 512 and dielectric overlay 514 are included as an 
impedance transformer to mitigate the impedance mismatch. 
As such, the microWave circuit does not see any appreciable 
impedance mismatch as a result of the mating of overlay 510 
With microstrip 502. 
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Connector 520 could be located in any of a number of 
places so long as it provides a connection point between 
stripline coupling conductor 516 and an external point (e.g., 
testing or analysis equipment, a connection to another trans 
mission line if the invention is used to join tWo circuits as 
part of a manufacturing process, etc.). 

To illustrate the impedance mismatch correction opera 
tion, consider stripline coupler 500 again in FIG. 5. For 
example, We assume that microstrip 502 has a thickness of 
approximately 10 mils, and dielectric overlay 512 and 
dielectric overlay 514 have a thickness of approximately 20 
mils. We also assume that stripline coupling conductor 516 
is a quarter Wavelength in length. We then assume that 
microstrip 502 had a characteristic impedance of 50 Ohms 
before it Was covered by overlay 510. Without the imped 
ance mismatch correction, mating overlay 510 With micros 
trip 502 Would result in the characteristic impedance, as seen 
by the external circuit, to change from 50 Ohms to approxi 
mately 35.6 Ohms. 

In order to correct this impedance mismatch, an imped 
ance transformer can be used. In order to calculate the 
impedance of the impedance transformer, the folloWing 
relation may be used: 

ZtIthe impedance of the impedance transformer; 
Zo?he impedance of the microstrip before the overlay is 

mated; and 
ZL?he resultant impedance after the overlay is mated. 
In the assumptions listed above, ZOISO Ohms and 

Z L:35.6 Ohms. As such, Zt can be calculated to be 42 Ohms. 
In order to design a transformer impedance of 42 Ohms, 
dielectric overlay 512 and dielectric overlay 514 (each 
including a dielectric medium and a ground plane, and each 
having a length of one-quarter Wavelength) can be produced 
having a dielectric constant 657. As such, the characteristic 
impedance, as vieWed from the external circuit, is approxi 
mately 50 Ohms. The external circuit is unaWare of any 
disturbance in its impedance. 

Although the impedance Zt can be calculated as shoWn 
above, in some situations it may be dif?cult to ?nd a material 
to be used as dielectric overlay 512 or dielectric overlay 514, 
that is, a material having an appropriate dielectric constant 
to mitigate the effects of a potential impedance mismatch. As 
such, FIGS. 6 and 7 illustrate tWo methods of changing the 
impedance of an available overlay such that any potential 
impedance mismatch is properly corrected. 

FIG. 6 illustrates stripline coupler 600 including micros 
trip 602 and overlay 610. Microstrip 602 includes ground 
plane 608, dielectric substrate 603, and microstrip conductor 
606. Overlay 610 includes dielectric overlay 612, ground 
plane 618, stripline coupling conductor 616, and dielectric 
overlay 614. Overlay 610 is mated With microstrip 602 such 
that stripline coupling conductor 616 can extract a sample of 
the microWave energy in microstrip conductor 606. Overlay 
610 also includes a connector 604 for sending the sample of 
the microWave signal to a desired location. FIG. 6 is 
different from FIG. 5 in that the dielectric overlay 612 and 
the dielectric overlay 614 have been reduced in siZe (e.g., cut 
in siZe) in a horizontal plane to an appropriate level such that 
the characteristic impedance, as vieWed by the microWave 
circuit, appears to not have been changed by the mating of 
the overlay 610 With the microstrip 602. 

FIG. 7 illustrates stripline coupler 700 including micros 
trip 702 and overlay 710. Microstrip 702 is part of a 
microWave circuit. Microstrip 702 includes ground plane 
708, dielectric substrate 704, and microstrip conductor 706. 
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Overlay 710 is mated With microstrip 702. Overlay 710 
includes dielectric overlay 712, ground plane 718, stripline 
coupling conductor 716, and dielectric overlay 714. Stripline 
coupling conductor 716 is used to extract a sample of the 
microWave energy from microstrip conductor 706. Overlay 
710 includes connector 704 for sending the sample of the 
microWave signal to a desired location. 

Stripline coupler 700 is different from the coupler 600 
illustrated in FIG. 6 in that material has been removed from 
dielectric overlay 712 and dielectric overlay 714 in a vertical 
plane, as opposed to material being removed from dielectric 
overlay 612 and dielectric over 614 in a horizontal plane. 

In some situations physical space may not exist for a 
three-quarter Wavelength transmission line. In such a situ 
ation an arti?cial transmission line may be used to sample an 
electromagnetic energy signal. FIG. 8 illustrates overlay 804 
including a dielectric support 802 and an arti?cial transmis 
sion line that includes capacitors 806 and inductors 808. 
Capacitors 806 and inductors 808 are printed on to dielectric 
support 802. Inductors 808 can be used to sample the signal 
and a dielectric overlay can again be used to adjust the 
impedance as needed. For example, this overlay Would be 
used on a circuit With similar topology using an arti?cial 
transmission line rather than a simple microstrip line. 

In this case printed inductors and capacitors could be used 
as preexisting sampling points in designs that do not have 
room for a three-quarter Wavelength transmission line. In 
this case, the coupling, While still electromagnetic, Would be 
“transformer” coupled. 

FIG. 9 is a How diagram illustrating a method of sampling 
a signal in a circuit. At step 902, a mating portion of a probe 
(overlay) is mated With a piece of electromagnetic energy 
transmission media (e.g., a microstrip) in a circuit. The 
mating of the mating portion may include clamping the 
probe to the piece of electromagnetic energy transmission 
media. At step 904 impedance mismatch in the circuit that 
results from the mating of the mating portion With the piece 
of electromagnetic energy transmission media is corrected. 
At step 906 a signal in the circuit is sampled through the 
mating portion. The present exemplary method includes tWo 
optional steps, 908 and 910. At optional step 908, the probe 
is attached (e.g., connected by a Wire such as a coaxial cable) 
to a piece of equipment for analyZing the sampled portion of 
the signal. As optional step 910, the sampled portion of the 
circuit (e.g., a subassembly circuit) is transmitted to another 
circuit, for example, another subassembly circuit. By trans 
mitting the sampled signal to the another subassembly 
circuit, the tWo subassembly circuits are thereby connected 
to one another, for example, as part of a manufacturing or 
joining process. 

FIG. 10 is a How diagram illustrating a method of joining 
a ?rst subassembly circuit With a second subassembly cir 
cuit. At step 1002, a probe (overlay) is mated With an 
electromagnetic energy transmission media (e.g., a micros 
trip) in the ?rst subassembly circuit. At step 1004 impedance 
mismatch in the ?rst subassembly circuit that results from 
the mating of the probe With the electromagnetic energy 
transmission media is corrected. At step 1006 a signal in the 
circuit is sampled using the probe. At step 1008, the sampled 
portion of the signal from the ?rst subassembly circuit is 
transmitted to a second subassembly circuit. By transmitting 
the sampled signal to the second subassembly circuit, the 
tWo subassembly circuits are thereby connected to one 
another, for example, as part of a manufacturing or joining 
process. 

Although the present invention has been described pri 
marily in terms of microWave circuits, it is not limited 
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thereto. The sampling probe and the method of sampling a 
circuit may be applied to various types of electromagnetic 
energy circuits, for example, radio frequency (RF) circuits. 

Although the electromagnetic energy transmission media 
has been primarily described as a microstrip, it is not limited 
thereto. The electromagnetic energy transmission media 
may be any type of media from Which a sample of electro 
magnetic energy may be obtained using the probe described 
herein. 

Although the present invention has primarily been 
described in relation to a probe or an overlay, these terms 
generically refer to devices that may be connected, coupled, 
or aligned With an electromagnetic energy transmission 
media (e.g., a microstrip transmission line) and thereby 
extract a sample of the electromagnetic energy from the 
electromagnetic energy transmission media. In the case 
Where the electromagnetic energy transmission media is a 
microstrip transmission line, the probe or overlay may be 
de?ned as a device that upon being mated With the micros 
trip transmission line results in the microstrip transmission 
line being changed to a stripline structure. 

Although illustrated and described herein With reference 
to certain speci?c embodiments, the present invention is 
nevertheless not intended to be limited to the detailed 
shoWn. Rather, various modi?cations may be made in the 
details Within the scope and arranges of equivalence of the 
claims and Without departing from the spirit of the invention. 
What is claimed is: 
1. A probe for sampling electromagnetic energy in a 

circuit comprising: 
a mating portion for mating broadside With an electro 

magnetic energy transmission media in the circuit, the 
mating portion including a coupling conductor for 
retrieving a sample of the electromagnetic energy in the 
electromagnetic energy transmission media; and 

a correction device for correcting impedance mismatch 
resulting from mating the mating portion With the 
electromagnetic energy transmission media of the cir 
cuit, 

Wherein the coupling conductor is a quarter Wavelength 
conductor, and the correction device includes a ?rst 
quarter Wavelength dielectric overlay positioned on a 
?rst side of the coupling conductor, and a second 
quarter Wavelength dielectric overlay on a second side 
of the coupling conductor, the combination of the 
coupling conductor, the ?rst quarter Wavelength dielec 
tric overlay, and the second quarter Wavelength dielec 
tric overlay forming a three quarter Wavelength overlay 
that overlays the electromagnetic energy transmission 
media as a broadside coupler When the mating portion 
is mated With the electromagnetic energy transmission 
media. 

2. An electromagnetic energy sampling circuit compris 
ing: 

an electromagnetic energy transmission media for carry 
ing electromagnetic energy; and 

a probe con?gured as a broadside coupler With respect to 
the electromagnetic energy transmission media for 
sampling the electromagnetic energy in the electromag 
netic energy transmission media, said probe including 
a mating portion for temporarily mating With and 
sampling energy from the electromagnetic energy 
transmission media, said probe also including a cor 
rection device for correcting impedance mismatch in 
the electromagnetic energy transmission media result 
ing from mating the mating portion With the electro 
magnetic energy transmission media, 
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10 
Wherein the mating portion is a quarter Wavelength con 

ductor, and the correction device includes a ?rst quarter 
Wavelength dielectric overlay positioned on a ?rst side 
of the mating portion and a second quarter Wavelength 
dielectric overlay positioned on a second side of the 
mating portion. 

3. The electromagnetic energy sampling circuit of claim 2 
Wherein the mating portion, the ?rst quarter Wavelength 
dielectric overlay, and the second quarter Wavelength dielec 
tric overlay form a three quarter Wavelength overlay that 
overlays the electromagnetic energy transmission media 
When the mating portion is mated With the electromagnetic 
energy transmission media. 

4. The electromagnetic energy sampling circuit of claim 2 
Wherein the correction device is con?gured to transform an 
impedance resulting from mating the mating portion With 
the electromagnetic transmission media to another imped 
ance substantially similar to a characteristic impedance of 
the electromagnetic transmission media. 

5. A probe for sampling electromagnetic energy in a 
circuit comprising: 

a mating portion for temporarily mating With and sam 
pling energy from an electromagnetic energy transmis 
sion media in the circuit; and 

a correction device for correcting impedance mismatch in 
the electromagnetic energy transmission media result 
ing from mating the mating portion With the electro 
magnetic energy transmission media of the circuit, 

Wherein the mating portion includes a coupling conductor 
for retrieving a sample of the electromagnetic energy in 
the electromagnetic energy transmission media, and 

the coupling conductor is con?gured as a broadside 
coupler With respect to the electromagnetic energy 
transmission media, 

Wherein the coupling conductor is a quarter Wavelength 
conductor, and the correction device includes a ?rst 
quarter Wavelength dielectric overlay positioned on a 
?rst side of the coupling conductor, and a second 
quarter Wavelength dielectric overlay on a second side 
of the coupling conductor, the combination of the 
coupling conductor, the ?rst quarter Wavelength dielec 
tric overlay, and the second quarter Wavelength dielec 
tric overlay forming a three quarter Wavelength overlay 
that overlays the electromagnetic energy transmission 
media as a broadside coupler When the mating portion 
is mated With the electromagnetic energy transmission 
media. 

6. The probe of claim 5, Wherein the coupling conductor 
is con?gured as an offset broadside coupler With respect to 
the electromagnetic energy transmission media. 

7. The probe of claim 5 Wherein the probe includes a 
plurality of printed inductors for sampling electromagnetic 
energy in the circuit When the mating portion is mated With 
the electromagnetic energy transmission media. 

8. The probe of claim 5 Wherein the probe is con?gured 
to sample electromagnetic energy in a microWave circuit, a 
radio frequency circuit, or a millimeter Wave circuit. 

9. The probe of claim 5 Wherein the electromagnetic 
energy transmission media is a microstrip, coplanar 
Waveguide, or slot line. 

10. The probe of claim 5, Wherein the temporary mating 
of the mating portion With the electromagnetic energy trans 
mission media increases a capacitance of the circuit, thereby 
decreasing an impedance of the circuit, the correction device 
substantially negating the increase in the capacitance such 
that the impedance of the circuit is substantially unchanged 
as compared to an impedance of the circuit prior to the 
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temporary mating of the mating portion With the electro 
magnetic energy transmission media. 

11. A probe for sampling electromagnetic energy in a 
circuit comprising: 

a mating portion for mating With an electromagnetic 
energy transmission media in the circuit; and 

a correction device for correcting impedance mismatch 
resulting from mating the mating portion With the 
electromagnetic energy transmission media of the cir 
cuit; 

Wherein the mating portion is con?gured to sample a 
substantial amount of electromagnetic energy in the 
circuit, and 

the remaining amount of electromagnetic energy in the 
circuit is free-of any disturbance, 

Wherein the mating portion is coupled broadside to the 
transmission media in the circuit, 

the mating portion includes a coupling conductor for 
retrieving a sample of the electromagnetic energy in the 
electromagnetic energy transmission media, and 

the coupling conductor is a quarter Wavelength conductor, 
and the correction device includes a ?rst quarter Wave 
length dielectric overlay positioned on a ?rst side of the 
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coupling conductor, and a second quarter Wavelength 
dielectric overlay on a second side of the coupling 
conductor, the combination of the coupling conductor, 
the ?rst quarter Wavelength dielectric overlay, and the 
second quarter Wavelength dielectric overlay forming a 
three quarter Wavelength overlay that overlays the 
electromagnetic energy transmission media When the 
mating portion is mated With the electromagnetic 
energy transmission media. 

12. The probe of claim 11 Wherein the mating portion is 
con?gured to sample up to 50 percent of the electromagnetic 
energy in the circuit, Without disturbing the remaining 
amount of electromagnetic energy in the circuit. 

13. The probe of claim 11 Wherein the correction device 
is con?gured to have the folloWing impedance: 

ZI(ZO*ZC)O'5 

Where ZIimpedance of the probe 
ZOIimpedance of the transmission media of the circuit 
ZCIimpedance of the correction device. 


