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REDISTRIBUTION OF EXCESS 
BANDWIDTH IN NETWORKS FOR 

OPTIMIZED PERFORMANCE OF VOICE 
AND DATA SESSIONS: METHODS, SYSTEMS 

AND PROGRAM PRODUCTS 

RELATED APPLICATIONS 

(1) Ser. No. 09/448,190 entitled “METHOD AND SYS 
TEM FOR PROVIDING OPTIMAL DISCARD FRAC 
TION”, ?led Nov. 23, 1999 (RAL919990136US1); issued as 
US. Pat. No. 6,724,776 on Apr, 20, 2004. 

(2) Ser. No. 09/448,197 entitled “Method and System for 
Providing Differentiated Services in Computer Networks”, 
?led Nov. 23, 1999 (RAL919990138US1), issued as US. 
Pat. No. 6,657,960 on Dec. 2, 2003 both applications 
assigned to the same Assignee as that of the present inven 
tion and fully incorporated herein by reference. 

(3) Copending application Ser. No. 09/906,406 entitled 
“Codec With Network Congestion Detection And Automatic 
Fallback: Methods, Systems and Program Products”, ?led 
Jul. 16, 2001 (RAL920000088US1/1963-7412), published 
as US. application publication No. US2003-0012138A1 on 
Jan. 16, 2003; and 

(4) Copending application Ser. No. 09/906,499 entitled 
“Controlling NetWork Congestion Using A Biased Packet 
Discard Policy for Congestion Control and Encoded Session 
Packets: Methods, Systems and Program Products”, ?led 
Jul. 16, 2001 (RAL9-2000-0089US1/1963-7413) published 
as US. application publication No. US2003-0012137A1 on 
Jan. 16, 2003, both applications assigned to the same 
assignee as that of the present invention and fully incorpo 
rated herein by reference. 

BACKGROUND OF INVENTION 

1. Field of Invention 
This invention relates to communication netWork band 

Width allocation methods, systems and program products. 
More particularly, this invention relates to redistribution of 
excess bandWidth in netWorks for optimiZed performance of 
voice and data sessions: methods, systems and program 
products 

2. Description of Prior Art 
Numerous different Speech Coder/ Decoder techniques for 

compressing speech signals and recovering the original 
signals from the compressed data have been standardiZed by 
the ITU-T (e.g., G.711, G.723.1, G.726, G.728, G.729 A). 
There are many other codec techniques, Which remain 
proprietary. The various codec algorithms typically provide 
a trade-off betWeen implementation complexity (MIPs and 
Memory) bit rate required to support real-time speech, and 
speech quality. Thus one can typically choose a more 
complex algorithm to reduce the bit rate required to support 
a voice session, but in general the loWer bit rate also 
typically results in loWer quality speech When passed 
through a coder/decoder pair. 

Speech coders are typically useful in facilitating voice 
traf?c Within packet-based netWorks i.e., IP netWorks, 
including the Internet as Well as private and virtual private 
netWorks. The speech compression function is desirable 
since it reduces the load on the netWorks by reducing the bit 
rate required to support each speech session. Motivation for 
voice over packet netWorks is to reduce the cost of voice 
traf?c i.e., toll bypass, as Well as to consolidate both voice 
and data onto a single netWork thereby reducing netWork 
management overhead. Another motivation of voice over 
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2 
packet technology is to connect a remote telephone into the 
public telephone netWork Without using local phone service. 
The connection is done by using a broadband link such as 
Asynchronous Digital Subscriber Line (ASDL) to carry the 
digitiZed voice from the subscriber’s location through the 
local central of?ce to a voice gateWay 

In either netWork con?guration, the voice codec type is 
typically negotiated at the beginning of a voice session. 
ITU-T standard H.323 provides a protocol for tWo endpoints 
to negotiate the desired speech coder for a session. Once 
established, speech codec parameters are typically ?xed for 
the duration of a phone call. Typical user preference Would 
be to alWays use the codec Which results in the best speech 
quality. Unfortunately, if there is signi?cant traf?c (many 
voice sessions as Well as many data sessions) on the net 
Work, the higher throughput required for the desired speech 
quality can result in lost packets for both voice and data 
tra?ic in the netWork due to netWork router decisions to 
discard packets as queues become too full. Lost voice 
packets degrade the speech quality of voice sessions, and 
lost data tra?ic may even make congestion Worse because of 
a need to retransmit discarded data. The desirability of 
adjusting speech coder bit-rate in response to congestion 
Was pointed out in the text “Digital Coding of Waveforms” 
by Jayant and Noll, published by Prentice Hall, EngleWood 
Cliffs, NeW Jersey, November 1984. HoWever there Was no 
discussion in this reference as to hoW one should determine 
When to alter the coder bit rate. A paper entitled “A dynamic 
rate control mechanism for integrated netWorks”, by Yin and 
Hluchyj, ProceedingsiIEEE Infocom, 1991, (Location) 
discloses a technique Whereby a netWork device could 
modify a packet header to indicate to the end nodes a 
congested netWork condition. HoWever, the technique 
requires explicit packet modi?cation Within the netWork and 
Would be dif?cult to implement on a Widespread basis. 

Another motivation for voice over packet netWorks is that 
the netWork transmits data for each session fairly. One 
method of enforcing fairness is a Quality of Service (QoS) 
algorithm, Which allocates each session With its subscribed 
bandWidth and then evenly distributes excess bandWidth to 
all established sessions. See the Related Applications, supra. 
HoWever, When a netWork carries more than data (eg data 
and voice), the bandWidth allocation becomes critical to the 
performance of the netWork. For example, either a certain 
amount of bandWidth is needed for a voice session to 
achieve higher bit rate or the bandWidth Will be Wasted 
because of the characteristics of the voice speci?cations. 
Thusl there is a need to apply an appropriate Quality of 
Service (QoS) algorithm to optimiZe the usage of the net 
Work bandWidth and increase the performance of each 
speech and data session. 

Prior art related to bandWidth allocation in packet net 
Works includes: 

(1) US. Pat. No. 5,784,569 entitled “Guaranteed Band 
Width Allocation Method In A Computer System For Input/ 
Output Data Transfers” issued Jul. 21, 1998, ?led Sep. 23, 
1996 discloses an arbitration procedure for selecting among 
devices in a Computer system requesting access to a single 
resource such as, for example, a system bus or main 
memory. The arbitration procedure provides an ef?cient 
means for guaranteeing the available system bus bandWidth 
to devices having high bandWidth requirements. Each device 
can be allotted a certain amount of bandWidth that is 
guaranteed to be available for that device Within a given time 
interval. Excess bandWidth not consumed by the guaranteed 
allotments can be used as remainder (e.g., available but not 
guaranteed) bandWidth by the devices. The arbitration pro 
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cedure further provides a guaranteed maximum latency so 
that no device is prevented from completing data transfers in 
a timely manner. The arbitration procedure still further 
provides the ability to dynamically program the amount of 
the bandWidth that is guaranteed a particular device. The 
arbitration procedure can be applied to a number of different 
communication platforms and bus protocols. 

(2) International Publication WO98/27747 entitled 
“Medium Access Control (MAC) Protocol for Wireless 
ATM”; published Jun. 25, 1998 discloses a protocol, 
method, and apparatus for managing netWork communica 
tions particularly Well suited for ATM communications 
across a Wireless medium. Contiguous time slots Within a 
frame are allocated to each node having tra?ic to send. Each 
node is assured a nominal bandWidth, and excess bandWidth 
is distributed by demand. The allocation of excess band 
Width can be dependent upon the siZe of the buffer at each 
node, as Well as the time-criticality of each message. Nodes 
communicate their requests for allocation by appending such 
control information to the ?rst of their transmitted packets. 
The allocation, of each node’s transmit and receive time 
slots, is transmitted to all the nodes at the beginning of each 
frame. Thereafter, each node need not participate on the 
netWork until their allocated time periods, thereby alloWing 
portable devices to enter inactive states to conserve poWer. 
The netWork is operated in a connection mode; connections 
are established in a relatively non-interfering manner by the 
use of periodically occurring beacons. Inactive, uncon 
nected, nodes need only monitor the netWork during these 
beacon periods, further alloWing for poWer conservation. 

(3) EPO 0859492A2 entitled “Fair Queuing System With 
Adaptive BandWidth Redistribution”, issued Aug. 19, 1998 
discloses apparatus for routing packets in a communication 
netWork including a plurality of per-connection queues, each 
queue established for receiving packets from a respective 
source and temporarily storing each received packet before 
routing to a particular destination; a Weighted fair-queuing 
scheduler for servicing packets from each of the plurality of 
per-connection queues at guaranteed pre-allocated rates; a 
sensing device for a presence or absence of packets in 
queues, the absence of packets in queues indicating avail 
ability of excess bandWidth; and a state dependent scheduler 
for redistributing excess bandWidth upon sensing empty 
queues, the state dependent scheduler servicing those queues 
in accordance With a state variable corresponding to perfor 
mance property of the queues Wherein delay and isolation 
properties for routing packets of respective queues in 
Weighted fair-queuing is preserved. 

(4) EPO 02/58514 A1 entitled “Optimized BandWidth 
Allocation Apparatus BetWeen Circuit Slots and Packet Bit 
Stream in a Communication NetWor ”, issued Mar. 9, 1988 
discloses an integrated packet/circuit sWitched telecommu 
nications netWork, instantaneously on a per-slot basis real 
locating to the background packet How, the momentarily 
unused bandWidth let by a circuit user source and give it 
back to the circuit source as it resumes its activity. The 
circuit user data are sent through the netWork during slots of 
frames, Which are assigned to the circuit users on the call 
basis. Interfacing means are provided to generate slot 
qualifying bits, Which are set to a ?rst value When the 
corresponding circuit users are active and to a second value 
When the corresponding circuit users are inactive. The 
qualifying bits are transported through the netWork in cor 
respondence With the slot they qualify, and sensed to cause 
the slots having qualifying bits set to the second value to be 
?lled With packet bits. 
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4 
None of the prior art discloses a method of applying QoS 

algorithm for bandWidth allocation to achieve higher per 
formance in the netWork and guarantee each session With the 
minimum required bandWidth When a session (voice or data) 
is added at login or removed at logolf thereby enabling 
voices sessions to optimiZe speech quality by using the 
excess bandWidth When available. 

SUMMARY OF INVENTION 

An object of the invention is an improved packet netWork 
method, system and program product, Which redistributes 
excess bandWidth to optimiZe the performance of voice and 
data sessions. 

Another object is an improved packet netWork method, 
system and program Which allocates a neW voice session in 
the netWork based on a voice codec using a QoS bandWidth 
allocation algorithm. 

Another object is an improved packet netWork method, 
system and program product Which allocates bandWidth to 
remaining voice sessions based on a voice codec using a 
QoS algorithm When a voice or data session is added or 
removed from netWork. 

These and other objects, features and advantages are 
achieved in Voice Over IP (VoIP) netWork or other packet 
netWork Which redistributes excess bandWidth for voice and 
data sessions applying a Quality of Service (QoS) algorithm. 
The netWork includes interacting client stations using H.323 
protocol managing bit rate according to an algorithm as 
voice and data sessions are added or removed from the 
network. The client stations include codecs coupled to the 
netWork via Internet Service Providers (ISP) or Digital 
Subscriber Line Access Multiplexers (DSLAM). The codecs 
provide voice sessions at a minimum bandWidth using a 
voice codec (e.g., G723) and preferred bandWidth using 
another voice codec (e.g., G.729). Alternatively, a single 
codec type supporting 2 or more bit rates may be used. A ?rst 
algorithm applies the QoS algorithm allocating bandWidth 
betWeen interacting client stations after the addition of a neW 
voice or data session When there is insufficient bandWidth for 
the neW session to receive preferred bandWidth. A second 
algorithm is applied When a voice or data session is removed 
from the interacting client stations. If any session is allo 
cated minimum bandWidth the QoS increases a voice session 
at minimum bandWidth to preferred bandWidth. 

DESCRIPTION OF THE DRAWINGS 

The invention Will be further understood from the fol 
loWing detailed description of a preferred embodiment taken 
in conjunction With an appended draWing, in Which: 

FIG. 1 is a representation of an IP packet netWork, 
typically the Internet or private packet netWork or virtual 
private netWork for voice and data transmission betWeen tWo 
or more client stations executing softWare applications. 
These client stations include voice codecs allocating band 
Width to achieve higher performance in the netWork by 
guaranteeing each session With the minimum required band 
Width When a session (voice or data) is added at login or 
removed at logolf thereby enabling voices sessions to opti 
miZe speech quality by using the excess bandWidth When 
available. 

FIG. 2 is a How diagram of a ?rst algorithm for redis 
tributing excess bandWidth When a voice or data session is 
added in the netWork of FIG. 1. 

FIG. 3 is a How diagram of a second algorithm for 
redistributing excess bandWidth When a voice or data session 
is removed in the netWork of FIG. 1. 
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DESCRIPTION OF PREFERRED EMBODIMENT 

In FIG. 1 a network 100 includes terminals 1041, 1042, 
104”and 1061, 1062 and 106” With voice codecs allocating 
bandwidth to achieve higher performance in the netWork by 
guaranteeing each session With the minimum required band 
Width When a session (voice or data) is added at login or 
removed at logolf thereby enabling voices sessions to opti 
miZe speech quality by using the excess bandWidth When 
available. The terminals are connected to the Internet 102 
via Internet Service Providers (ISP) 110 and 112, respec 
tively. Alternatively, the terminals may be connected to the 
netWork 102 by access aggregating terminals 114, 116 
linked to the service providers or Digital Subscriber Line 
Access Multiplexer (DSLAMs) (not shoWn). 

The terminals 114 and 116 may also be connected to 
voice/data terminals 117. The service providers are in turn 
linked to routers 118 Within the netWork 102 for directing the 
calls and data betWeen the terminals 104 and 106. The 
operation of the Internet for initiating and routing calls 
betWeen terminals is Well knoWn and described, for 
example, in the text “Internet Architectures” by D. Minoli 
and A. Schmidt, published by John Wiley & Sons, NeW 
York, NeW York, 1998 (ISBN 0-471-19081-0) Which is fully 
incorporated herein by reference. 

Terminals 104, 106 and the service providers 110, 112 
function according to the frameWork of International Tele 
communications Union (ITU) H.323 Standard for audio, 
video and data communications across IP netWorks includ 
ing the internet. H.323 alloWs multi-media products and 
applications from multiple vendors to inter-operate Without 
concern for computability. H.323 covers a selection of audio 
and video codecs, shared applications, call control, and 
system control. H.323 includes ITU H.245 Which is used to 
negotiate capabilities under control aspects of the confer 
ence betWeen tWo or more points. 

The terminals include speech coder/decoder techniques 
for compressing speech signals and recovering the original 
signals from compressed data. The speech compression and 
decompression techniques have been standardized by the 
ITU, e.g., G.7ll, G.723.l, G.726, G.728, G.729A. 
A speech or data session is set up betWeen tWo terminals, 

e.g., 104, 106, executing compression/decompression algo 
rithms, e.g., G.7ll, as voice codecs. The codecs packetiZe 
the speech Which is transmitted over the internet using the 
“UDP” format. Each of the codecs must be con?gured in 
accordance With a previously negotiated Service Level 
Agreement (SLA) With the operator of the netWork. The 
SLA de?nes, among other things, a preferred speech codec 
type and a guaranteed minimum bit rate (minimum speech 
quality) speech codec type. 

The terminals and the service providers 110, 112 execute 
softWare implementing the H.323 protocol Which manages 
call signaling for tWo or more end points engaged in a 
speech session. The H.323 protocol de?nes procedures for 
tWo voice codec devices to negotiate a commonly-agreed to 
speech codec type and bit rate. 

In the absence of signi?cant netWork congestion, the 
voice codecs select the speech codec type With the highest 
speech quality (typically also the highest bit rate, but loWest 
implementation complexity) from among the set of speech 
codec types Which can be commonly supported betWeen the 
tWo devices. At least tWo different codec types or tWo 
different bit rate modes Within the same codec type must be 
commonly supported betWeen the tWo codec devices. It is 
preferable to select multiple bit rates Within the same codec 
type in order to minimize the transient effects of sWitching 
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6 
from one bit rate to another. A particular response time 
advantage for sWitching rates can be achieved if the codec 
type includes an embedded bit stream With predetermined 
priorities associated With different groups of bits Within a 
packet. When using such a codes type, a loWer bit rate may 
be achieved Without negotiating With the other end by 
simply dropping the loWer priority bits in the encoding 
process, thus creating a smaller packet to send during each 
interval. The receiving decoder Will automatically recogniZe 
that the received packet has less than the expected amount 
of data and since the priorities of the group of bits are 
predetermined, the decoder knoWs Which bits Were not sent, 
and knoWs hoW to recreate a loWer quality speech signal 
With the bits received Without having to negotiate the loWer 
bit rate. The receiving decoder may optionally signal its end 
coder to reduce the bit rate in the opposite direction by the 
same amount in order to better deal With the netWork 
congestion Which Was originally detected in that direction. 
Once the connection is established betWeen terminals 

104, 106 and compressed voice packets start ?oWing in the 
“UDT” format, H.323 control softWare typically becomes a 
background process, available for renegotiations or session 
termination but not actively processing the speech packets. 

Alternatively, a netWork node can also stimulate end 
points to rapidly reduce codec bit rate by discarding both 
voice and congestion control packets, and still explicitly 
delay restoring the How of congestion control packets once 
speech packets are ?oWing again to ensure speech coders do 
not attempt to speed up to soon causing a reoccurrence of the 
netWork congestion. 
As packet netWorks become more congested and more 

integrated there is a need to support QoS in netWorks as a 
means of providing a guaranteed level of service such that 
customer end-to-end latency Will not exceed a speci?ed 
level. A description of QoS requirements in packet netWorks 
is described in the text “Internet Architectures”, supra. 
HoWever, any bandWidth allocation in netWorks supporting 
QoS must be fairly applied across the netWork. An example 
of an algorithm for bandWidth allocation is described in 
RAL919990138, supra Which discloses controlling a plural 
ity of pipes in a computer netWork. The netWork includes at 
least one processsor for a sWitch. The processor has a queue 
and the plurality of pipes utiliZe the queue for transmitting 
tra?ic through the sWitch. A minimum and maximum How is 
set for each of the pipes. The computer determines if excess 
bandWidth exists for the queue. The How in a pipe is linearly 
increased based on the minimum ?oW or the maximum ?oW 
if excess bandWidth exists and if the How for the plurality of 
pipes is less than the maximum ?oW for the pipe. The How 
of a pipe is exponentially decreased based on the minimum 
?oW or the maximum if excess bandWidth does not exist and 
the How is greater than the minimum ?oW for the pipe 
thereby stabiliZing the traf?c through the sWitch. 
The particular QoS algorithm described above Was 

selected as an example of QoS bandWidth allocation algo 
rithm applicable in the invention. It should be understood 
that any QoS bandWidth allocation algorithm could be used 
in practicing the invention. 
Management of bandWidth allocation becomes more 

complex When the netWork supports both voice and data 
sessions. Processes are needed to achieve higher netWork 
performance. Such processes should guarantee each session 
With minimum required bandWidth When a voice or data 
session is added or removed and enable voice sessions to 
optimiZe speech quality by using excess bandWidth When 
available. 
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FIG. 2 describes a process 300 for achieving higher 
network performance When a neW voice or data session is 
added to the network. The process 300 may be executed in 
the access aggregate terminals 114 or 116 for one end of the 
connection. In block 301, a neW voice or data session is to 
be added. For example, a voice session may function at a 
minimum bandWidth using a voice codec, e.g., G723, and a 
preferred bandWidth using another voice codec, e.g., G.729. 

In block 303, a determination is made Whether the excess 
bandWidth available at the time the session is added is 
greater than or equal to (a) * (preferred bandWidth)+(b) 
Where the value of constants “a” and “b” are bandWidth 
margin safeguards. Constants “a” & “b” simply insure that 
a single pending session does not consume the entire avail 
able “excess bandWidth”. For example if a :2, and b :0, then 
excess bandWidth must be at least double the preferred 
bandWidth in order to allocate the session at the preferred 
bandWidth. Constant “b” can add additional buffer on excess 
bandWidth that is not proportional to the preferred band 
Width, again insuring that there Will be some bandWidth left 
available after the pending session is started. Values of 
constants “a” & “b” are set by a netWork administrator, and 
speci?c values can vary Widely depending on such things as 
total number of sessions, rate of neW sessions, length of 
sessions, quality of service objectives for netWork, etc. In a 
“yes” condition the process Will allocate preferred band 
Width to the neW sessions in block 305. The interacting 
codecs negotiate the bit rate for the neW session With the 
allocated bandWidth in block 307 using the H.323 protocol, 
after Which the process ends and Waits for the next voice or 
data session to be added to the netWork. 
A “no” condition for block 303 Where the bandWidth is 

not greater than or equal to (a)*(preferred bandWidth)+(b), 
the client’s station applies an agreed upon QoS algorithm for 
the netWork to all established voice sessions including the 
neW session in block 309. 

All session’s bandWidth allocations are checked in 
blocked 311 to determine Whether they are greater than or 
equal to their minimum bandWidth. 
A “no” condition reapplies the QoS algorithm to all 

established sessions including the data sessions and neW 
voice or data sessions in block 313 and all session bandWidth 
is less is than the minimum bandWidth, after Which the 
process transfers to block 315 Where the voice and data 
sessions renegotiate bit rate for the neW session and all 
sessions With bandWidth allocation changed. 

If all sessions are at or above their minimum bandWidth 
at block 311, the process transfers to 315 Where the client 
stations negotiate the bit rate for the neW sessions and 
renegotiate all bit rates for established sessions With the 
bandWidth allocations changed by 309 or 313 after Which 
the process returns to block 308 Where the process ends. 

FIG. 3 describes a process 400 for higher netWork per 
formance When a voice or data session is removed from 
interacting client stations on the netWork. The process 400 
may be executed in the access aggregate terminals 114 or 
116 (See FIG. 1) for one end of the connection. 

FIG. 3 describes a process 400 for higher netWork per 
formance When a voice or data session is removed from 
interacting client stations on the netWork. The process 400 
may be executed in the access aggregate terminals 114 or 
116 for one end of the connection. 

When the netWork detects a voice or data session has been 
removed in block 401, a test is performed in block 403 to 
determine Whether any other session changed, added or 
removed, occurred Within a selected time period (T). 
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The “yes” condition initiates block 405 in Which a deter 

mination is made Whether a neW session has been setup. If 
not, the process returns to block 401. 

The excess bandWidth is calculated in block 407 and the 
process transfers to adding the neW session in block 409 
Which is described in FIG. 3. 

If block 403 is a “no” condition, a test is performed in 
block 411 to determine Whether any voice session is allo 
cated With minimum bandWidth. 
A “no” condition transfers the process to block 413 Which 

reapplies the QoS algorithm to all data sessions including 
the excess bandWidth, after Which the bit rate for those 
sessions With bandWidth allocation change is renegotiated in 
block 415 and the process ends in block 417 Waiting for the 
next voice or data session to be removed. 

If block 411 is a “yes” condition, block 419 identi?es the 
voice session With the largest minimum bandWidth subscrip 
tion. Those voice sessions are identi?ed in block 421 Where 
the excess bandWidth is greater than or equal to (a)(preferred 
bandWidth —minimum bandWidth)+(b). 

If a “no” condition exists, block 423 determines Whether 
any voice sessions, not including those having been previ 
ously considered, is allocated With the minimum bandWidth. 

If “yes” the process returns to block 419. If “no” the 
process transfers to 413 to reapply the QoS algorithm to all 
data sessions With excess bandWidth and the bit rates are 
negotiated Where the bandWidth allocation is changed in 
block 415. 

If block 421 is a “yes” condition, block 425 increases a 
voice session currently at minimum bandWidth to preferred 
bandWidth after Which a test is performed in block 427 to 
determine Whether or not any excess bandWidth remains. 

A “yes” condition returns the process to block 423 and a 
“no” condition returns the process to block 415. The process 
continues until all excess bandWidth has been allocated or 
until all sessions have been allocated their preferred bit rate. 
The process ends in block 417 Waiting for the next voice or 
data session to be removed. 

While the invention has been described in a preferred 
embodiment various changes, such as multiple bit rate 
choices (i.e., more than 2), may be made Without departing 
from the spirit and scope of the invention as de?ned in the 
appended claims, in Which, 

We claim: 
1. A packet netWork redistributing excess bandWidth for 

optimiZed performance of voice and data sessions conducted 
on the netWork, comprising: 

plurality of client stations connected to the netWork for 
conducting voice and data sessions; 

each client station including at least one codec for con 
ducting sessions at a selected minimum bandWidth or a 

preferred bandWidth; and 
a Quality of Service (QoS) application executing in the 

client stations and controlling the redistribution of 
bandWidth When a Previously Presented session is set 
up or an existing session is removed, so that every 
Previously Presented session Will have at least mini 
mum bandWidth or, reallocating bandWidth to remain 
ing sessions after a removal of a session to increase 
bandWidth for some sessions. 

2. The netWork of claim 1 further comprising: 
session managing apparatus managing bit rate negotia 

tions betWeen client stations conducting voice and/or 
data sessions after addition or removal of voice or data 
session. 
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3. The network of claim 1 further comprises: 
an application in the client station executing a protocol for 
minimum bandwidth allocation. 

4. The network of claim 1 further comprises: 
an application in the client station executing a protocol for 

preferred bandwidth allocation. 
5. The network of claim 1 further comprises: 
an application in the session managing apparatus execut 

ing a protocol for bit rate negotiation. 
6. The network of claim 5 wherein the protocol for bit rate 

negotiations is lTU-T H.323. 
7. The network of claim 1 further comprises: 
timing apparatus which determines whether a session 

removal has occurred within a time period (T). 
8. The network of claim 1 further comprises: 
excess bandwidth detection apparatus and apparatus for 

reallocating bandwidth when an existing voice or data 
session is removed based on ensuring that some excess 
bandwidth remains after a pending session is started. 

9. A method of redistributing excess bandwidth in a 
packet network upon the addition of a session, comprising: 

executing in a client station the steps of determining 
whether a session is being added to the network; 

determining if the session is at a preferred bandwidth; 
allocating preferred bandwidth to a Previously Presented 

session if excess bandwidth is available; 
negotiating bit rate for the Previously Presented session 

with the allocated bit bandwidth; 
Applying a Quality of Service (QoS) algorithm to all 

established voice sessions including the Previously 
Presented session if excess bandwidth is not available; 
and 

determining if all session bandwidth allocations are equal 
to or greater than their minimum bandwidth upon 
addition of a session. 

10. The method of claim 9 further comprising the step of: 
applying the Quality of Service (QoS) algorithm to all 

established sessions including data sessions if all ses 
sion bandwidths are not at their minimum bandwidth. 

11. The method of claim 9 further comprising the step of: 
negotiating the bit rate for the Previously Presented 

session and all established sessions with the bandwidth 
allocation changed. 

12. The method of claim 9 further comprising the step of: 
executing an lTU-T protocol for bit rate negotiation. 

13. A method for redistributing excess bandwidth in a 
packet network upon removal of a voice or data session, 
comprising the steps of: 

determining whether a session is being removed from the 
network bandwidth; 

determining if a Previously Presented session is being 
added when a time period “T” has not expired; 

determining if any encoded session is allocated with 
minimum bandwidth upon removal of a session; 

if none, applying a Quality of Service (QoS) algorithm to 
all data sessions with excess bandwidth and negotiate 
the bit rate for the sessions with bandwidth allocation 
changed; 

?nding a voice session with the largest minimum band 
width subscription; 

determining whether some excess bandwidth remains 
after a pending session started; 

allocating preferred bandwidth to voice sessions with 
minimum bandwidth; and 

determining if any excess bandwidth remains. 
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14. The method of claim 13 further comprising the step of: 
determining for the remaining excess bandwidth if any 

voice sessions, not including those having been con 
sidered, are allocated with minimum bandwidth. 

15. The method of claim 13 further comprising the step of: 
allocating preferred bandwidth in the remaining band 

width to the voice session with minimum bandwidth. 
16. The method of claim 13 further comprising the step of: 

negotiating bit rates for the session with bandwidth alloca 
tion changed after applying the QoS algorithm to all ses 
sions. 

17. The method of claim 13 further comprising the step of: 
allocating bandwidth when a new session is removed based 
on ensuring that some excess bandwidth remains after a 
pending session is started. 

18. The method of claim 13 further comprising the step of: 
determining whether a session changed within a time 

period “T”. 
19. The method of claim 13 further comprising the step of: 
executing a protocol for bit rate negotiation. 
20. A program medium, executable in a computer system, 

for redistributing excess bandwidth in a packet network 
upon the addition of a session, comprising: 

program instruction determining whether a session is 
being added to the network; 

program instruction determining if the session is at a 
preferred bandwidth; 

program instruction allocating preferred bandwidth to a 
new session if excess bandwidth available; 

program instruction negotiating bit rate for the new ses 
sion with the allocated bit bandwidth; 

program instruction applying a Quality of Service (QoS) 
algorithm to all established encoded sessions including 
the session, if excess bandwidth is not available; and 

program instruction determining if all session bandwidth 
allocations are equal to or greater than their minimum 
bandwidth upon addition of a session. 

21. The medium of claim 20 further comprising: 
program instructions applying the Quality of Service 

(QoS) algorithm to all established sessions including 
non encoded sessions if all session bandwidths are not 
at their minimum bandwidth B. 

22. The medium of claim 20 further comprising: 
program instructions negotiating the bit rate for the Pre 

viously Presented session and all established sessions 
with the bandwidth allocation changed. 

23. The medium of claim 20 further comprising: 
program instructions allocating bandwidth when a new 

session is added based on ensuring that some excess 
bandwidth remains after a pending session is started. 

24. A medium, executable in a computer system, for 
redistributing excess bandwidth in a packet network upon 
removal of a session, comprising: 

program instructions determining whether a session is 
being removed from the network bandwidth; 

program instructions determining if a Previously Pre 
sented session is being added when a time period “T” 
has not expired; 

program instructions determining if any encoded session 
is allocated with minimum bandwidth upon removal of 
a session; 

program instructions applying a Quality of Service (QoS) 
algorithm to all data sessions with excess bandwidth 
and negotiate the bit rate for the sessions with band 
width allocation changed; 

program instructions ?nding an encoded session with the 
largest minimum bandwidth subscription; 
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program instructions determining whether some excess 
bandwidth remains after a pending session is started. 

program instructions allocating preferred bandwidth to 
encoded sessions with minimum bandwidth; and 

program instructions determining if any excess bandwidth 
remains. 

25. The medium of claim 24 further comprising: 
program instructions determining for the remaining 

excess bandwidth if any encoded sessions, not includ 
ing those having been considered, are allocated with 
minimum bandwidth. 

26. The medium of claim 24 further comprising: 
program instructions allocating preferred bandwidth in 

the remaining bandwidth to the encoded session with 
minimum bandwidth. 

27. The medium of claim 24 further comprising: 
program instructions negotiating bit rates for the session 

with bandwidth allocation changed after applying the 
QoS algorithm to all sessions. 

28. The medium of claim 24 further comprising the step 
of: 

program instructions allocating bandwidth when a new 
session is removed based on ensuring that some excess 
bandwidth remains after a pending session is started. 

29. The medium of claim 26 further comprising: 
program instructions determining whether a session 

changed within a time period “T”. 
30. A packet network redistributing excess bandwidth for 

optimiZed performance of voice and data sessions conducted 
on the network, comprising: 

plurality of client stations connected to the network for 
conducting voice and data sessions; 

each client station including at least one codec for con 
ducting sessions at a selected minimum bandwidth or a 

preferred bandwidth; 
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a Quality of Service (QoS) application executing in the 

client stations and controlling the redistribution of 
bandwidth when a new session is set up or an existing 

session is removed, so that every new session will have 
at least minimum bandwidth or, reallocating bandwidth 
to remaining sessions after a removal of a session to 
increase bandwidth for some sessions; and 

excess bandwidth detection apparatus for reallocating 
bandwidth when an existing voice or data session is 
removed based on ensuring that some excess band 
width remains after a pending session is started. 

31. A method of redistributing excess bandwidth in a 
packet network upon the addition of a session, comprising 
the steps of: 

determining whether a session is being added to the 

network; 
determining if the session is at a preferred bandwidth; 
allocating preferred bandwidth to a new session if excess 

bandwidth is available; 
negotiating bit rate for the new session with the allocated 

bit bandwidth; 
applying a Quality of Service (QoS) algorithm to all 

established voice sessions including the new session, if 
excess bandwidth is not available; and 

determining if all session bandwidth allocations are equal 
to or greater than their minimum bandwidth upon 
addition of a session; and 

allocating bandwidth when a new voice or data session is 
added based on ensuring that some excess bandwidth 
remains after a pending session is started. 


