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MEDICAL DEVICE BALLOON 

This application is a continuation of application Ser. No. 
09/451,902. ?led Dec. 1, 1999 noW U.S. Pat. No. 6,620,127. 

BACKGROUND OF THE INVENTION 

The invention relates to the ?eld of intravascular cath 
eters, and more particularly to a balloon catheter. 

In percutaneous transluminal coronary angioplasty 
(PTCA) procedures, a guiding catheter is advanced until the 
distal tip of the guiding catheter is seated in the ostium of a 
desired coronary artery. A guideWire, positioned Within an 
inner lumen of an dilatation catheter, is ?rst advanced out of 
the distal end of the guiding catheter into the patient’s 
coronary artery until the distal end of the guideWire crosses 
a lesion to be dilated. Then the dilatation catheter having an 
in?atable balloon on the distal portion thereof is advanced 
into the patient’s coronary anatomy, over the previously 
introduced guideWire, until the balloon of the dilatation 
catheter is properly positioned across the lesion. Once 
properly positioned, the dilatation balloon is in?ated With 
liquid one or more times to a predetermined siZe at relatively 
high pressures (e.g. greater than 8 atmospheres) so that the 
stenosis is compressed against the arterial Wall and the Wall 
expanded to open up the passageWay. Generally, the in?ated 
diameter of the balloon is approximately the same diameter 
as the native diameter of the body lumen being dilated so as 
to complete the dilatation but not overexpand the artery Wall. 
Substantial, uncontrolled expansion of the balloon against 
the vessel Wall can cause trauma to the vessel Wall. After the 
balloon is ?nally de?ated, blood ?oW resumes through the 
dilated artery and the dilatation catheter can be removed 
therefrom. 

In such angioplasty procedures, there may be restenosis of 
the artery, i.e. reformation of the arterial blockage, Which 
necessitates either another angioplasty procedure, or some 
other method of repairing or strengthening the dilated area. 
To reduce the restenosis rate and to strengthen the dilated 
area, physicians frequently implant an intravascular pros 
thesis, generally called a stent, inside the artery at the site of 
the lesion. Stents may also be used to repair vessels having 
an intimal ?ap or dissection or to generally strengthen a 
Weakened section of a vessel. Stents are usually delivered to 
a desired location Within a coronary artery in a contracted 
condition on a balloon of a catheter Which is similar in many 
respects to a balloon angioplasty catheter, and expanded to 
a larger diameter by expansion of the balloon. The balloon 
is de?ated to remove the catheter and the stent left in place 
Within the artery at the site of the dilated lesion. 

In the design of catheter balloons, balloon characteristics 
such as strength, ?exibility and compliance must be tailored 
to provide optimal performance for a particular application. 
Angioplasty balloons preferably have high strength for 
in?ation at relatively high pressure, and high ?exibility and 
softness for improved ability to track the tortuous anatomy 
and cross lesions. The balloon compliance is chosen so that 
the balloon Will have a desired amount of expansion during 
in?ation. Compliant balloons, for example balloons made 
from materials such as polyethylene, exhibit substantial 
stretching upon the application of tensile force. Noncompli 
ant balloons, for example balloons made from materials 
such as PET, exhibit relatively little stretching during in?a 
tion, and therefore provide controlled radial groWth in 
response to an increase in in?ation pressure Within the 
Working pressure range. HoWever, noncompliant balloons 
generally have relatively loW ?exibility and softness, so that 
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2 
it has been di?icult to provide a loW compliant balloon With 
high ?exibility and softness for enhanced trackability. 

Therefore, What has been needed is a catheter balloon 
With relatively loW compliance, and With improved ability to 
track the patient’s vasculature and cross lesions therein. The 
present invention satis?es these and other needs. 

SUMMARY OF THE INVENTION 

The invention is directed to a balloon catheter having a 
balloon formed at least in part of a blend of a ?rst polymeric 
material having a ?rst Shore durometer hardness, and at least 
one additional polymeric material of essentially the same 
composition as the ?rst polymeric material but compounded 
to have a Shore durometer hardness less than the Shore 
durometer hardness of the ?rst polymeric material. The 
balloon of the invention has enhanced softness and ?exibil 
ity due to the presence of the second polymeric material, and 
a loWer than expected compliance. In a presently preferred 
embodiment, the balloon is formed of a blend of polymeric 
materials comprising polyether block amides. 

In accordance With the invention, the balloon formed 
from a blend of polymeric materials preferably has a com 
pliance Which is not substantially greater than the compli 
ance of a balloon made from 100% of the ?rst polymeric 
material, eg a compliance less than about 20% greater, 
preferably less than 15% greater, and most preferably less 
than 10% greater than the compliance of a balloon made 
from 100% of the higher Shore durometer material. In a 
preferred embodiment, the compliance of the blend is not 
greater than the compliance of a balloon formed of 100% of 
the higher Shore durometer material. Additionally, the poly 
meric material blend Which forms the balloon has a ?exural 
modulus Which is less than the ?exural modulus of the ?rst 
polymeric material. The softness and ?exibility of a balloon 
is a function of the ?exural modulus of the polymeric 
material of the balloon, so that a balloon material having a 
loWer Shore durometer hardness, Which thus provides a soft 
and ?exible balloon, has a loWer ?exural modulus. Thus, the 
balloon of the invention has enhanced softness and ?exibil 
ity, yet does not have the increased compliance Which Would 
be expected from the amount of the second polymeric 
component having a loWer Shore durometer hardness than 
the ?rst polymeric component. 

In one embodiment of the invention, the balloon is 
semi-compliant or noncompliant. The term “noncompliant”, 
should be understood to mean a balloon With compliance of 
not greater than about 0.03 millimeters/atmospheres (mm/ 
atm). The term “semi-compliant” should be understood to 
mean a balloon With a compliance not greater than about 
0.045 (mm/atm). In contrast, compliant balloons typically 
have a compliance of greater than about 0.045 mm/atm. 
The ?rst polymeric material may range from about 10 to 

about 90% of the blend, and the second component of the 
blend may range from about 90 to about 10%. The blend 
preferably has an amount of the second polymeric material 
Which is greater than or equal to the amount of the ?rst 
polymeric material. In a presently preferred embodiment, 
the balloon is formed of a blend of polyether block amide 
polymeric materials having different Shore hardness. A 
suitable polyether block amide copolymer for use in the 
polymeric blend of the invention is PEBAX, available from 
Elf Atochem. 
The balloon of the invention is formed by extruding a 

tubular product formed from the blend of the ?rst polymeric 
component and at least a second polymeric component. In a 
presently preferred embodiment, the balloon is formed by 
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expanding the extruded tubular product in a balloon mold. 
Axial tension may be applied to the balloon during expan 
sion, and the balloon may be cooled under pressure and 
tension betWeen blowing steps. In one embodiment, the 
balloon is formed by expanding the extruded tubular product 
in a series of successively larger balloon molds. 

Various designs for balloon catheters Well knoWn in the 
art may be used in the catheter system of the invention. For 
example, conventional over-the-Wire balloon catheters for 
angioplasty or stent delivery usually include a guideWire 
receiving lumen extending the length of the catheter shaft 
from a guideWire port in the proximal end of the shaft. Rapid 
exchange balloon catheters for similar procedures generally 
include a short guideWire lumen extending to the distal end 
of the shaft from a guideWire port located distal to the 
proximal end of the shaft. 

The balloon catheter of the invention has improved per 
formance due to the ?exibility, softness, and controlled 
expansion of the balloon. The polymeric blend provides the 
surprising result of a balloon having relatively loW compli 
ance, for controlled balloon expansion, and having relatively 
high ?exibility and softness, for excellent ability to track the 
patient’s vasculature and cross lesions. These and other 
advantages of the invention Will become more apparent from 
the folloWing detailed description of the invention and the 
accompanying exemplary draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an elevational vieW partially in section of a 
balloon catheter Which embodies features of the invention, 
showing the balloon in an unexpanded state. 

FIG. 2 is a transverse cross sectional vieW of the balloon 
catheter of FIG. 1 taken along lines 242. 

FIG. 3 is a transverse cross sectional vieW of the balloon 
catheter of FIG. 1 taken along lines 343. 

DETAILED DESCRIPTION OF THE 
INVENTION 

FIG. 1 illustrates a balloon catheter Which embodies 
features of the invention. The catheter 10 of the invention 
generally comprises an elongated catheter shaft 11 having a 
proximal section, 12 a distal section 13, an in?atable balloon 
14 formed of a blend of polymeric materials on the distal 
section 13 of the catheter shaft 11, and an adapter 17 
mounted on the proximal section 12 of shaft 11. In FIG. 1, 
the catheter 10 is illustrated Within a patient’s body lumen 
18, prior to expansion of the balloon 14. 

In the embodiment illustrated in FIG. 1, the catheter shaft 
11 has an outer tubular member 19 and an inner tubular 
member 20 disposed Within the outer tubular member and 
de?ning, With the outer tubular member, in?ation lumen 21. 
In?ation lumen 21 is in ?uid communication With the 
interior chamber 15 of the in?atable balloon 14. The inner 
tubular member 20 has an inner lumen 22 extending therein 
Which is con?gured to slidably receive a guideWire 23 
suitable for advancement through a patient’s coronary arter 
ies. The distal extremity of the in?atable balloon 14 is 
sealingly secured to the distal extremity of the inner tubular 
member 20 and the proximal extremity of the balloon is 
sealingly secured to the distal extremity of the outer tubular 
member 19. 

FIG. 2, shoWing a transverse cross section of the catheter 
shaft 11, illustrates the guideWire receiving lumen 22 and 
in?ation lumen 21. The balloon 14 can be in?ated by 
radiopaque ?uid introduced at the port in the side arm 24 
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4 
into in?ation lumen 21 contained in the catheter shaft 11, or 
by other means, such as from a passageWay formed betWeen 
the outside of the catheter shaft and the member forming the 
balloon, depending on the particular design of the catheter. 
The details and mechanics of balloon in?ation vary accord 
ing to the speci?c design of the catheter, and are Well knoWn 
in the art. 

Balloon 14 is formed of a blend of polymeric materials, 
Which in a presently preferred embodiment comprises a ?rst 
polyether block amide polymeric material having a ?rst 
Shore durometer hardness, and a second polyether block 
amide polymeric material having a second Shore durometer 
hardness less than the ?rst Shore durometer hardness. The 
preferred polymeric material for forming the polymeric 
blend for the balloon is PEBAX. In one embodiment, the 
second polymeric material, or the second polyether block 
amide polymeric material, comprises about 20% to about 
80%, preferably about 40% to about 75%, and most pref 
erably about 50% to about 60% by Weight of the total Weight 
of the blend of polymeric materials, and the ?rst polymeric 
material, or the ?rst polyether block amide polymeric mate 
rial, comprises about 20% to about 80%, preferably about 
30% to about 70%, and most preferably about 40% to about 
50% by Weight of the total Weight of the blend of polymeric 
materials. Most preferably, the amount of the second poly 
meric material is not less than the amount of the ?rst 
polymeric material. In a presently preferred embodiment, 
the ?rst polyether block amide polymeric material has a 
Shore durometer hardness of about 70D to about 72D, and 
most preferably about 70D, and the second polyether block 
amide polymeric material has a Shore durometer hardness of 
about 55D to about 70D, and most preferably about 63D. 

Balloon 14 of the invention preferably has a compliance 
Which is not substantially greater than the compliance of a 
balloon consisting of the ?rst polyether block amide poly 
meric material. Balloon 14 has a compliance of about 0.030 
mm/atm to about 0.045 mm/atm, and preferably about 
0.035, from nominal to the rated burst pressure of the 
balloon, Where the nominal pressure is the pressure required 
to expand the balloon to its Working diameter, and the rated 
burst pressure, calculated from the average rupture pressure, 
is the pressure at Which 95% of the balloons can be pres 
suriZed to Without rupturing. For a balloon of the invention, 
having an outer diatemeter of not greater than 4.0 mm, the 
nominal pressure is typically about 6 to about 10 atm, and 
the rated burst pressure is about 14 to about 16 atm. Balloon 
14 has a ?exural modulus Which is less than the ?exural 
modulus of a balloon consisting of the ?rst polyether block 
amide polymeric material. Balloon 14 has a ?exural modu 
lus of about 50,000 to about 100,000 psi, and preferably 
about 55,000 to about 90,000 psi. 

In a presently preferred embodiment, the balloon of the 
invention is formed by bloW molding an extruded tubular 
product formed of a blend of the ?rst and second polyether 
block amide polymeric materials. The extruded tubular 
product is expanded to the ?nal Working diameter of the 
balloon in a balloon mold. The balloon may be heat set in the 
mold. In one embodiment, the balloon is bloWn in a series 
of successively larger balloon molds. Thus, the extruded 
tubular product is placed in a ?rst mold and the outer 
diameter of the tubular product is expanded at elevated 
pressure and temperature to a ?rst outer diameter. The 
balloon is then placed in a second, larger mold, and 
expanded at elevated pressure and temperature to a second 
outer diameter larger than the ?rst outer diameter. The 
number of successively larger molds used to expand the 
balloon may vary depending on the balloon material and 
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size. To form a 3.0 mm outer diameter (OD) balloon, the 
tubular member is expanded in a ?rst mold to an OD of 
about 2.0 to about 2.5 mm, and then expanded in a second 
mold to the Working diameter of 3.0 mm. Preferably, axial 
tension is applied to the balloon during expansion, and the 
balloon is cooled in the mold, under pressure and tension, 
betWeen blowing steps. However, the balloon of the inven 
tion is preferably produced by conventional techniques for 
producing catheter in?atable members in Which the extruded 
tubular product is expanded in a single mold to the Working 
diameter. 

The balloon 14 has su?icient strength to Withstand the 
in?ation pressures needed to in?ate the balloon. Balloon 14 
formed from a blend of the invention preferably has a burst 
pressure Which is not substantially less than the burst 
pressure of a balloon made from 100% of the ?rst polymeric 
material, i.e., a burst pressure not more than about 15% to 
about 20% less than, preferably not more than 5% to about 
15% less than the burst pressure of a balloon made from 
100% of the ?rst polymeric material. In a preferred embodi 
ment, the burst pressure of balloon 14 is not less than the 
burst pressure of a balloon formed of 100% of the ?rst 
polymeric material. The average burst pressure of balloon 
14, having an outer diameter of about 3.0 mm, a length of 
about 20 mm and a dual Wall thickness of about 0.036 mm 
is about 18 atm to about 26 atm. This compares Well With the 
average burst pressure of 18 atm to 26 atm for 3.0 mm 
balloons bloWn from 100% of the ?rst polymeric material. 
The tensile strength of an American Standard Testing 
Method (ASTM) “dog-bone” sample cut from a compres 
sion molded sheet of material is about 8,000 psi to about 
9,000 psi. The hoop strength, e.g. the product of the burst 
pressure and the balloon diameter, divided by tWo times the 
balloon Wall thickness, of a 3.0 mm balloon of the invention 
is about 22,000 psi to about 32,000 psi. 

The catheter shaft Will generally have the dimensions of 
conventional dilatation or stent deploying catheters. The 
length of the catheter 10 may be about 90 cm to about 150 
cm, and is typically about 135 cm. The outer tubular member 
19 has a length of about 25 cm to about 40 cm, an outer 
diameter (OD) of about 0.039 in to about 0.042 in, and an 
inner diameter (ID) of about 0.032 in. The inner tubular 
member 20 has a length of about 25 cm to about 40 cm, an 
OD of about 0.024 in and an ID of about 0.018 in. The inner 
and outer tubular members may taper in the distal section to 
a smaller OD or ID. 

The length of the compliant balloon 14 may be about 1 cm 
to about 4 cm, preferably about 0.8 cm to about 4.0 cm, and 
is typically about 2.0 cm. In an expanded state, at nominal 
pressure of about 8 to about 10 atm, the balloon diameter is 
generally about 0.06 in (1.5 mm) to about 0.20 in (5.0 mm). 
and the Wall thickness is about 0.0006 in (0.015 mm) to 
about 0.001 in (0.025 mm), or a dual Wall thickness of about 
0.025 mm to about 0.056 mm. The burst pressure is typically 
about 18 to 26 atm, and the rated burst pressure is typically 
about 14 atm. 

In a presently preferred embodiment, the balloon 14 
typically forms Wings, Which may be folded into a loW 
pro?le con?guration (not shoWn) for introduction into and 
advancement Within the patient’s vasculature. When in?at 
ing the balloon to dilate a stenosis, the catheter 10 is inserted 
into a patient’s vasculature to the desired location, and 
in?ation ?uid is delivered through the in?ation lumen 21 to 
the balloon 14 through the in?ation port 24. The semi 
compliant or noncompliant balloon 14 expands in a con 
trolled fashion With limited radial expansion, to increase the 
siZe of the passageWay through the stenosed region. Simi 
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6 
larly, the balloon has loW axial groWth during in?ation, to a 
rated burst pressure of about 14 atm, of about 5 to about 
10%. The balloon is then de?ated to alloW the catheter to be 
WithdraWn. The balloon may be used to deliver a stent (not 
shoWn), Which may be any of a variety of stent materials and 
forms designed to be implanted by an expanding member, 
see for example U.S. Pat. No. 5,514,154 (Lau et al.) and Us. 
Pat. No. 5,443,500 (SigWart), incorporated herein in their 
entireties by reference. 

EXAMPLE 1 

Polymeric blends Were formed using PEBAX 7033 SA01 
and PEBAX 6333 SA01. PEBAX 7033 (hereafter “PEBAX 
70D”) has a Shore durometer hardness of about 70D, a 
?exural modulus of 67,000 psi, and tensile strength of 8300 
psi. PEBAX 6333 (hereafter PEBAX 63D) has a Shore 
durometer hardness of about 63D, a ?exural modulus of 
49,000 psi, and a tensile strength of 8100 psi. PEBAX 70D 
Was blended With PEBAX 63D, Where the PEBAX 70D Was 
40% by Weight of the total blend and the PEBAX 63D Was 
60% by Weight of the total blend. The blend Was used to 
prepare 15 samples of balloon tubing having a mean ID of 
about 0.018 inch (0.46 mm) and a mean OD of about 0.034 
inch (0.86 mm), With a bloW up ratio of 6.6. The balloon 
tubing may be necked in a die before expanding the balloon 
tubing in a mold to form the balloon. A balloon Was formed 
from the balloon tubing by axially stretching the balloon 
tubing at elevated temperature, and expanding the balloon 
tubing in a balloon mold While heating the balloon tubing by 
traversing the length of the mold With a heated air noZZel (at 
about 360° F. to about 420° F. temperature controller set 
temperature) at a rate of about 1 mm/ sec to about 25 mm/ sec, 
and pressuriZing the balloon at about 250 psi to about 450 
psi to an OD of 3.0 mm (for a bloW up ratio of about 6.6). 
The balloon Was then heat treated in the mold by traversing 
the length of the mold With a second heated air noZZel, for 
about 5 to about 30 seconds (at about 220° F. to about 300° 
F. temperature controller set temperature). The balloon Was 
cooled in the mold. The balloons have an OD of about 3.0 
mm, a length of 20 mm, and a mean single Wall thickness of 
about 0.00065 inch (0.017 mm) to about 0.00080 inch (0.02 
mm). The mean rupture pressure of the balloons Was about 
20 atm. Radial (OD) compliance measurements made on the 
bloWn balloons shoW a compliance of about 0.036 mm/atm 
from a nominal OD of about 3.0 mm at about 8 atm to an 
outer diameter of about 3.25 mm at about 15 atm. Table 1 
lists the average balloon OD for the unruptured balloons, at 
a given in?ation pressure. 

TABLE 1 

In?ation Pressure Average Balloon 
(psi)/(atm) OD (mm) 

30/2 2.603 
45/3 2.759 
60/4 2.831 
75/5 2.887 
90/6 2.933 
105/7 2.971 
120/8 3.004 
135/9 3.038 
150/10 3.070 
165/11 3.102 
180/12 3.132 
195/13 3.166 
210/14 3.202 
225/15 3.235 
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TABLE l-continued 

In?ation Pressure Average Balloon 
(psi)/(atrn) OD (mm) 

240/16 3.273 
255/17 3.315 
270/18 3.350 
285/19 3.397 
300/20 3.454 

EXAMPLE 2 

PEBAX 70D Was blended With PEBAX 63D, Where the 
PEBAX 70D Was 40% by Weight of the total blend and the 
PEBAX 63D Was 60% by Weight of the total blend. The 
blend Was used to prepare balloon tubing having an ID of 
about 0.0195 inch (0.495 mm) and an OD of about 0.0355 
inch (0.902 mm), Which Was used to prepare balloons having 
a single Wall thickness of about 0.00065 (0.017 mm) to 
about 0.0008 inch (0.02 mm), With a bloW up ratio of about 
6.0, using a procedure similar to the procedure outlined in 
Example 1, except that the same heated air noZZel that Was 
used to heat the balloon tubing during the expansion of the 
balloon tubing in the mold Was used to heat treat the entire 
length of the balloon Within the mold after the balloon tubing 
is expanded in the mold. Similarly, a second balloon Was 
formed from 100% PEBAX 70D. 

Radial (OD) compliance and rupture pressure measure 
ment Were made on bloWn balloons, as listed beloW in Table 
2. The compliance Was measured from 8 atm (nominal OD 
of 3.0) to 14 atm (OD of about 3.25 mm). The balloons 
formed from a blend of PEBAX 70D and PEBAX 63D had 
compliance equal to the balloon formed from 100% PEBAX 
70D. 

TABLE 2 

PEBAX 
PEBAX 70D 70D/63D 

100% 40%/60% 

COMPLIANCE 0.042 0.042 

(mm/atm) n = 15 
MEAN RUPTURE 294 294 
PRESSURE 
(psi) n = 15 

EXAMPLE 3 

A ?rst balloon Was formed from a blend of 60 Weight % 
PEBAX 70D and 40 Weight % PEBAX 63D. The blend Was 
used to prepare balloon tubing having an ID of about 0.019 
inch (0.495 mm) and an OD of about 0.0355 inch (0.902 
mm), and a balloon Was formed from the balloon tubing by 
axially stretching and expanding the balloon tubing in a ?rst 
mold at 370 psi and 235° C. (temperature controller set 
temperature) to an OD of 2.0 mm, cooling the balloon in the 
mold at the elevated pressure, expanding the balloon in a 
second mold at 370 psi and 2370 C. (temperature controller 
set temperature) to an OD of 3.0 mm and a length of 20 mm, 
and cooling the balloon in the mold at the elevated pressure. 
Similarly, a second balloon Was formed from a blend of 80 
Weight % PEBAX 70D and 20 Weight % PEBAX 63D, and 
a third balloon Was formed from 100% PEBAX 63D. 

Radial (OD) compliance and rupture pressure measure 
ment Were made on bloWn balloons, as listed beloW in Table 
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8 
3. The compliance Was measured from a nominal pressure 
required to expand to an OD of about 3.0 (typically about 
648 atm) to the pressure required to expand the balloon to an 
OD of approximately 3.25 mm (typically about 11416 atm). 
The balloons formed from a blend of 60 Weight % PEBAX 
70D and 40 Weight % PEBAX 63D, despite the higher 
Weight % of the higher Shore durometer PEBAX polymeric 
material, had substantially similar rupture pressure and 
compliance compared to the balloons formed from 80 
Weight % PEBAX 70D and 20 Weight % PEBAX 63D. 
Speci?cally, the balloons formed of a 60/40 blend had loWer 
rupture pressure and higher compliance than the balloons 
formed of a 80/20 blend. 

TABLE 3 

PEBAX PEBAX PEBAX 
70D/63D 70D/63D 63D 
80%/20% 60%/40% 100% 

COMPLIANCE 0.0304 0.0353 0.049 

(mm/atm) 
MEAN RUPTURE 311 294 260 
PRESSURE 
(psi) n = 10 

AXIAL GROWTH 1.4 1.56 1.98 

(mm) 
DUAL WALL 0.038 0.037 0.042 
THICKNESS 

(mm) 

The compliance data for baloons is given beloW in Tables 446. 

TABLE 4 

PEBAX 70D/63D:80%/20% 

In?ation Pressure Average Balloon 
(psi)/(atrn) OD (mm) 

30/2 2.721 
45/3 2.777 
60/4 2.834 
75/5 2.882 
90/6 2.930 
105/7 2.965 
120/8 2.997 
135/9 3.027 
150/10 3.056 
165/11 3.085 
180/12 3.114 
195/13 3.147 
210/14 3.181 
225/15 3.217 
240/16 3.256 
255/17 3.299 
270/18 3.347 
285/19 3.403 
300/20 3.475 

TABLE 5 

PEBAX 70D/63D:60%/40% 

In?ation Pressure Average Balloon 
(psi)/(atrn) OD (m) (n = 10) 

30/2 2.722 
45/3 2.788 
60/4 2.849 
75/5 2.904 
90/6 2.943 
105/7 2.982 
120/8 3.016 
135/9 3.048 
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TABLE 5-continued 

PEBAX 70D/63D:60%/40% 

In?ation Pressure Average Balloon 
(psi)/(atrn) OD (min) (n = 10) 

150/10 3.082 
165/11 3.114 

180/12 3.150 

195/13 3.191 

210/14 3.228 

225/15 3.273 

240/16 3.319 

255/17 3.372 

270/18 3.441 

285/19 3.525 

300/20 3.628 

TABLE 6 

PEBAX 70D/63D:100% 63D 

In?ation Pressure Average Balloon 
(psi)/(atrn) OD (min) (n = 10) 

30/2 2.784 
45/3 2.864 
60/4 2.931 
75/5 2.982 
90/6 3.024 
105/7 3.063 
120/8 3.102 
135/9 3.143 
150/10 3.190 
165/11 3.242 
180/12 3.300 
195/13 3.360 
210/14 3.415 
225/15 3.464 
240/16 3.541 
255/17 3.639 
270/18 3.766 

EXAMPLE 4 

Blends of PEBAX 70D and PEBAX 63D Were used to 

form extruded tubing having an ID of 0.0328 inch and an 
OD of 0.0568 inch. Flexural modulus measurements Were 

made on the extruded tubing using a three point bend test. 
The average ?exural modulus from a sample of 6 specimens 
Was 15.7 gram/mm for the PEBAX 70D 100% formulation, 
and Was 14.4 gram/mm for the PEBAX 70D/63D 80%/20% 
formulation, and Was 11.5 for the PEBAX 70D/63D 40%/ 
60% formulation. Thus, increasing the Weight percent of the 
loWer Shore durometer material (i.e., PEBAX 63D) did 
increase the ?exibility of the extruded tubing. 

It Will be apparent from the foregoing that, While particu 
lar forms of the invention have been illustrated and 
described, various modi?cations can be made Without 
departing from the spirit and scope of the invention. For 
example, While the balloon is discussed primarily in terms of 
a blend of polyether block amides, it should be understood 
that other blends Which have the desired characteristics 
outlined above may also be used. Although individual fea 
tures of embodiments of the invention may be described or 

shoWn in some of the drawings and not in others, those 
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10 
skilled in the art Will recognize that individual features of 
one embodiment of the invention can be combined With any 
or all the features of another embodiment. Other modi?ca 
tions may be made Without departing from the scope of the 
invention. 

What is claimed is: 
1. A balloon catheter, comprising 
a) a shaft having a proximal end, a distal end, and an 

in?ation lumen extending therein; and 
b) a balloon on the shaft Which has an interior in ?uid 

communication With the in?ation lumen, and Which is 
formed of a blend of polymeric materials comprising a 
?rst polyether block amide polymeric material having 
a ?rst Shore durometer hardness of about 60D to about 
72D and being not more than about 50% by Weight of 
the blend, and a second polyether block a mide poly 
meric material having a second Shore durometer hard 
ness of about 55D to about 70D and less than the ?rst 

Shore durometer hardness, and the balloon having a 
rupture pressure not substantially less than a balloon 
consisting of the ?rst polyether block amide polymeric 
material. 

2. The balloon catheter of claim 1 Wherein the balloon has 
a compliance Which is not substantially greater than a 
compliance of a balloon consisting of the ?rst polyether 
block amide polymeric material. 

3. The balloon catheter of claim 1 Wherein the balloon has 
a compliance Which is not greater than a compliance of a 
balloon consisting of the ?rst polyether block amide poly 
meric material. 

4. The balloon catheter of claim 1 Wherein the blend has 
a ?exural modulus loWer than a ?exural modulus of the ?rst 

polyether block amide polymeric material. 
5. The balloon catheter of claim 1 Wherein the balloon 

mean rupture pressure is equal to a mean rupture pressure of 
a balloon consisting of the ?rst polyether block amide 
polymeric material. 

6. The balloon catheter of claim 1 Wherein the ?rst 
polyether block amide polymeric material is about 40% by 
Weight of the blend, and the second polyether block amide 
polymeric material is about 60% by Weight of the blend. 

7. The balloon of claim 1 Wherein the second polyether 
block amide polymeric material comprises about 40% to 
about 60% by Weight of the total blend. 

8. The catheter balloon of claim 1 Wherein the ?rst 
polyether block amide polymeric material comprises about 
40% to about 50% by Weight of the total blend. 

9. The balloon catheter of claim 1 Wherein the ?rst 
polyether block amide polymeric material has a Shore 
durometer hardness of about 70D. 

10. The balloon catheter of claim 1 Wherein the second 
polyether block amide polymeric material has a Shore 
durometer hardness of about 63D. 

11. The balloon catheter of claim 1 Wherein the balloon 
has a compliance of not greater than about 0.045 mm/atm 
from a nominal to a rated burst pressure of the balloon. 

12. The balloon catheter of claim 1 Wherein the balloon 
has a compliance of about 0.03 mm/atm to about 0.035 
mm/atm from a nominal to a rated burst pressure of the 
balloon. 

13. The balloon of claim 1 Wherein the balloon has a 
?exural modulus Which is less than a ?exural modulus of a 
balloon consisting of the ?rst polyether block amide poly 
meric material. 
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14. The balloon catheter of claim 13 Wherein the balloon about 40% to about 50% by Weight of the total blend; 
has a ?exural modulus Which is about 10% to about 36% less and 
than a ?exural modulus of a balloon consisting of the ?rst 
polyether block amide polymeric material. 

15. The balloon catheter of claim 1 Wherein the balloon 5 

a second polyether block amide polymeric material hav 
ing a second Shore durometer hardness Which is less 

has a du a1 W an thickness of about 0025 to about 005 6 mm’ than the Shore durometer hardness ?rst polyether block 
and a nominal outer diameter of about 1.5 to about 5.0 mm. amide Polymeric material and which is about 631), 

16. The balloon catheter of claim 1 Wherein the balloon being about 50% to about 60% by Weight of the total 
rupture pressure is not more than about 5% to about 15% blend, and the 118110011 having a rupture pressure not 
less than the burst pressure of the balloon consisting of the 10 substantially less than a balloon consisting of the ?rst 
?rst polyether block amide polymeric material. polyether block amide polymeric material, 

17. A balloon catheter, comprising 
a) an elongated shaft having a proximal end, a distal end, 

and at least one lumen therein; and 
b) a balloon formed at least in part of a blend of 15 
a ?rst polyether block amide polymeric material having a 

?rst Shore durometer hardness of about 70D, and being * * * * * 

18. The balloon catheter of claim 1 Wherein the balloon 
has a compliance of not greater than about 0.045 mm/atm 
over a pressure range of about 8 atm to about 14 atm. 
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