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POROUS ABRASIVE ARTICLES WITH 
AGGLOMERATED ABRASIVES AND 

METHOD FOR MAKING THE 
AGGLOMERATED ABRASIVES 

This application is a divisional application having priority 
in Us. Patent Ser. No. 10/120,969 ?led Apr. 11, 2002, noW 
6,679,758B2, granted Jan. 20, 2004. 

BACKGROUND OF THE INVENTION 

The invention relates to bonded abrasive articles or grind 
ing tools made porous by the use of certain agglomerated 
abrasive grains and to methods for making the agglomerated 
abrasive grains. 

Grinding tools are manufactured in a variety of grades or 
structures determined by the relative volume percentage of 
abrasive grain, bond and porosity Within a composite abra 
sive grain matrix. In many grinding operations, grinding tool 
porosity, particularly porosity of a permeable, or an inter 
connected nature, improves e?iciency of the grinding opera 
tion and quality of the Workpiece being ground. Porosity 
inducers, such as bubble alumina and naphthalene, may be 
added to abrasive composite mixtures to permit pressure 
molding and handling of a porous uncured abrasive article 
and to yield an adequate volume percent porosity in the ?nal 
tool. 

Natural porosity arising from packing of the abrasive 
grains and bond particles during pressure molding is insuf 
?cient to achieve a porosity character that is desirable for 
some grinding operations. Pore inducers have been added to 
achieve high porosity percentages, hoWever, open channels 
or interconnected porosity cannot be achieved With the pore 
inducers knoWn in the art (e.g., holloW ceramic or glass 
spheres). Some pore induces must be burnt out of the 
abrasive matrix (e.g., Walnut shells and naphthalene), giving 
rise to various manufacturing di?iculties. Further, the den 
sities of pore inducers, bond materials and abrasive grains 
vary signi?cantly, often causing strati?cation of the abrasive 
mix during handling and molding, and, in turn, loss of 
homogeneity in the three-dimensional structure of the ?n 
ished abrasive article. 

The volume percent of interconnected porosity, or ?uid 
permeability, has been found to be a more signi?cant deter 
minant of grinding performance of abrasive articles than 
mere volume percent porosity. U.S. Pat. No. 5,738,696 to 
Wu discloses a method for making bonded abrasives utiliZ 
ing elongated abrasive grain having an aspect ratio of at least 
5:1. The bonded abrasive Wheels have a permeable structure 
containing 55*80%, by volume, of interconnected porosity. 
The interconnected porosity alloWs removal of grinding 
Waste (sWarf) and passage of cooling ?uid Within the Wheel 
during grinding. The existence of interconnected porosity is 
con?rmed by measuring the permeability of the Wheel to the 
?oW of air under controlled conditions. The ?lamentary 
abrasive grains are not agglomerated or otherWise coated 
With bond prior to assembling the Wheel. U.S. Pat. No. 
5,738,697 to Wu discloses high permeability grinding 
Wheels having a signi?cant amount of interconnected poros 
ity (40*80%, by volume). These Wheels are made from a 
matrix of ?brous particles having an aspect ratio of at least 
5:1. The ?brous particles may be sintered sol gel alumina 
abrasive grain or ordinary, non-?brous abrasive grains 
blended With various ?brous ?ller materials such as ceramic 
?ber, polyester ?ber and glass ?ber and mats and agglom 
erates constructed With the ?ber particles. The ?lamentary 
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2 
abrasive grains are not agglomerated or otherWise coated 
With bond prior to assembling the Wheel. 

Abrasive grain has been agglomerated for various pur 
poses, principal among them to alloW use of a smaller 
particle (grit) siZe to achieve the same grinding e?iciency as 
a larger abrasive grit siZe. In many instances abrasive grain 
has been agglomerated With bond materials to achieve a less 
porous structure and a denser grinding tool, having more 
strongly bonded abrasive grains. Agglomerated abrasive 
grains have been reported to improve grinding e?iciency by 
mechanisms entirely unrelated to the amount or character of 
the porosity of the abrasive article. 

U.S. Pat. No. 2,194,472 to Jackson discloses coated 
abrasive tools made With agglomerates of a plurality of 
relatively ?ne abrasive grain and any of the bonds normally 
used in coated or bonded abrasive tools. Organic bonds are 
used to adhere the agglomerates to the backing of the coated 
abrasives. The agglomerates lend an open-coat face to 
coated abrasives made With relatively ?ne grain. The coated 
abrasives made With the agglomerates in place of individual 
abrasive grains are characterized as being relatively fast 
cutting, long-lived and suitable for preparing a ?ne surface 
?nish quality in the Work-piece. 

U.S. Pat. No. 2,216,728 to Benner discloses abrasive 
grain/bond aggregates made from any type of bond. The 
object of the aggregates is to achieve very dense Wheel 
structures for retaining diamond or CBN grain during grind 
ing operations. If the aggregates are made With a porous 
structure, then it is for the purpose of alloWing the inter 
aggregate bond materials to ?oW into the pores of the 
aggregates and fully densify the structure during ?ring. The 
aggregates alloW the use of abrasive grain ?nes otherwise 
lost in production. 

U.S. Pat. No. 3,048,482 to Hurst discloses shaped abra 
sive micro-segments of agglomerated abrasive grains and 
organic bond materials in the form of pyramids or other 
tapered shapes. The shaped abrasive micro-segments are 
adhered to a ?brous backing and used to make coated 
abrasives and to line the surface of thin grinding Wheels. The 
invention is characterized as yielding a longer cutting life, 
controlled ?exibility of the tool, high strength and speed 
safety, resilient action and highly e?icient cutting action 
relative to tools made Without agglomerated abrasive grain 
micro-segments. 

U.S. Pat. No. 3,982,359 to Elbel teaches the formation of 
resin bond and abrasive grain aggregates having a hardness 
greater than that of the resin bond used to bond the aggre 
gates Within an abrasive tool. Faster grinding rates and 
longer tool life are achieved in rubber bonded Wheels 
containing the aggregates. 

U.S. Pat. No. 4,355,489 to Heyer discloses an abrasive 
article (Wheel, disc, belt, sheet, block and the like) made of 
a matrix of undulated ?laments bonded together at points of 
manual contact and abrasive agglomerates, having a void 
volume of about 7(L97%. The agglomerates may be made 
With vitri?ed or resin bonds and any abrasive grain. 

U.S. Pat. No. 4,364,746 to BitZer discloses abrasive tools 
comprising different abrasive agglomerates having different 
strengths. The agglomerates are made from abrasive grain 
and resin binders, and may contain other materials, such as 
chopped ?bers, for added strength or hardness. 

U.S. Pat. No. 4,393,021 to Eisenberg, et al, discloses a 
method for making abrasive agglomerates from abrasive 
grain and a resin binder utiliZing a sieve Web and rolling a 
paste of the grain and binder through the Web to make 
Worm-like extrusions. The extrusions are hardened by heat 
ing and then crushed to form agglomerates. 
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Us. Pat. No. 4,799,939 to Bloecher teaches erodable 
agglomerates of abrasive grain, hollow bodies and organic 
binder and the use of these agglomerates in coated abrasives 
and bonded abrasives. Higher stock removal, extended life 
and utility in Wet grinding conditions are claimed for abra 
sive articles comprising the agglomerates. The agglomerates 
are preferably 150*3,000 microns in largest dimension. To 
make the agglomerates, the holloW bodies, grain, binder and 
Water are mixed as a slurry, the slurry is solidi?ed by heat 
or radiation to remove the Water, and the solid mixture is 
crushed in a jaW or roll crusher and screened. 

U.S. Pat. No. 5,129,189 to Wetshcer discloses abrasive 
tools having a resin bond matrix containing conglomerates 
of abrasive grain and resin and ?ller material, such as 
cryolite. 

U.S. Pat. No. 5,651,729 to Benguerel teaches a grinding 
Wheel having a core and an abrasive rim made from a resin 
bond and crushed agglomerates of diamond or CBN abra 
sive grain With a metal or ceramic bond. The stated bene?ts 
of the Wheels made With the agglomerates include high chip 
clearance spaces, high Wear resistance, self-sharpening char 
acteristics, high mechanical resistance of the Wheel and the 
ability to directly bond the abrasive rim to the core of the 
Wheel. In one embodiment, used diamond or CBN bonded 
grinding rims are crushed to a size of 0.2 to 3 mm to form 
the agglomerates. 

U.S. Pat. No. 4,311,489 to Kressner discloses agglomer 
ates of ?ne (i200 micron) abrasive grain and cryolite, 
optionally With a silicate binder, and their use in making 
coated abrasive tools. 

U.S. Pat. No. 4,541,842 to Rostoker discloses coated 
abrasives and abrasive Wheels made With aggregates of 
abrasive grain and a foam made from a mixture of vitri?ed 
bond materials With other raW materials, such as carbon 
black or carbonates, suitable for foaming during ?ring of the 
aggregates. The aggregate “pellets” contain a larger percent 
age of bond than grain on a volume percentage basis. Pellets 
used to make abrasive Wheels are sintered at 9000 C. (to a 
density of 70 lbs/cu. ft.; 1.134 g/cc) and the vitri?ed bond 
used to make the Wheel is ?red at 8800 C. Wheels made With 
16 volume % pellets performed in grinding With an e?i 
ciency similar to that of comparative Wheels made With 46 
volume % abrasive grain. The pellets contain open cells 
Within the vitri?ed bond matrix, With the relative smaller 
abrasive grains clustered around the perimeter of the open 
cells. A rotary kiln is mentioned for ?ring pre-agglomerated 
green aggregates to later foam and sinter to make the pellets. 

U.S. Pat. No. 5,975,988 to Christianson discloses coated 
abrasive articles include a backing and an organic bonded 
abrasive layer Where the abrasive is present as shaped 
agglomerates in the shape of a truncated four-sided pyramid 
or cube. The agglomerates are made from superabrasive 
grains bonded in an inorganic binder having a coe?icient of 
thermal expansion Which is the same or substantially the 
same as a coe?icient of thermal expansion of the abrasive 
grain. 
WO 00/51788 to Stoetzel, et al, discloses abrasive articles 

have a backing, an organic bond containing hard inorganic 
particles dispersed Within it, and abrasive particle agglom 
erates bonded to the backing. The abrasive particles in the 
agglomerates and the hard inorganic particles in the organic 
bond are essential the same size. Agglomerates may be 
randomly or precisely shaped and they are made With an 
organic bond. The hard inorganic particles may be any of a 
number of abrasive grain particles. 

U.S. Pat. No. 6,086,467 to Imai, et al, discloses grinding 
Wheels contain abrasive grain and grain clusters of ?ller 
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4 
grain having a smaller size than the abrasive grain. Vitri?ed 
bond may be used and the ?ller grain may be chromium 
oxide. The size of the grain clusters is 1/3 or more of the size 
of the abrasive grain. Bene?ts include controlled bond 
erosion and abrasive grain retention in loW force grinding 
applications utilizing superabrasive grain Wherein the 
superabrasive grain must be diluted to minimize grinding 
forces. Clusters of ?ller grain may be formed With Wax. No 
sintering of the clusters is disclosed. 
WO 01/04227 A2 to Adefris, et al, discloses an abrasive 

article comprises a rigid backing and ceramic abrasive 
composites made of abrasive particles in a porous ceramic 
matrix. The composites are held to the backing With a metal 
coating, such an electroplated metal. 
None of these prior art developments suggest the manu 

facture of abrasive articles using porous agglomerated abra 
sive grain and bond particles to control the percentage and 
character of porosity and to maintain porosity in the form of 
permeable, interconnected porosity in bonded abrasive 
articles. No suggestion is made to use a rotary calciner 
method to manufacture a variety of abrasive grain agglom 
erates for use in the abrasive articles. The methods and tools 
of the invention yield neW structures from agglomerated 
mixtures of existing abrasive grain and bond combinations, 
and they are sophisticated in permitting the controlled 
design and manufacture of broad ranges of abrasive article 
structures having bene?cial, bi-modal, interconnected 
porosity characteristics. Such bi-modal, interconnected 
porosity enhances abrasive tool performance, particularly in 
large contact area, precision-grinding operations, such as 
creepfeed surface grinding, inner diameter grinding and 
toolroom grinding processes. 

SUMMARY OF THE INVENTION 

The invention is a bonded abrasive tool, having a structure 
permeable to ?uid ?oW, the tool comprising: 
a) about 5475 volume % sintered agglomerates, comprising 

a plurality of abrasive grains held With a binding material, 
the binding material being characterized by a melting 
temperature betWeen 500 and 14000 C., and the sintered 
agglomerates having a three dimensional shape and an 
initial size distribution prior to manufacture of the tool; 

b) a bond; and 
c) about 35480 volume % total porosity, the porosity includ 

ing at least 30 volume % interconnected porosity; 

Wherein at least 50%, by Weight, of the sintered agglomer 
ates Within the bonded abrasive tool retain a plurality of 
abrasive grains held in a three-dimensional shape after 
manufacture of the tool. 

In another embodiment, the invention includes a vitri?ed 
bonded abrasive tool, having a structure permeable to ?uid 
?oW, the tool comprising: 
a) about 5475 volume % sintered agglomerates of a plurality 

of abrasive grain With a binding material, the binding 
material being characterized by a viscosity A at the 
binding material melting temperature; 

b) a vitri?ed bond characterized by a viscosity B at the 
binding material melting temperature, viscosity B being at 
least 33% loWer than viscosity A; and 

c) about 35480 volume % porosity, including at least 30 
volume % interconnected porosity. 
The invention further includes a vitri?ed bonded abrasive 

tool, having a structure permeable to ?uid ?oW, the tool 
comprising: 
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a) about 5*60 volume % sintered agglomerates of a plurality 
of abrasive grain With a binding material, the binding 
material being characterized by a melting temperature A; 

b) a vitri?ed bond characterized by a melting temperature B, 
melting temperature B being at least 150° C. loWer than 
melting temperature A; and 

c) about 35*80 volume % porosity, including at least 30 
volume % interconnected porosity. 
In another aspect of the invention, the tool is a bonded 

abrasive tool, having a structure permeable to ?uid How, the 
tool comprising: 
a) about 3456 volume % abrasive grain; 
b) about 3*25 volume % bond; and 
c) about 35*80 volume % total porosity, including at least 30 
volume % interconnected porosity; 

Wherein the interconnected porosity has been created With 
out the addition of porosity inducing media and Without the 
addition of elongated shaped materials having a length to 
cross-sectional Width aspect ratio of at least 5:1. 

The invention further includes processes for making the 
agglomerates and the tools of the invention. 

The invention includes a method of agglomerating abra 
sive grain, comprising the steps: 
a) feeding the grain and a binding material, selected from the 

group consisting essentially of vitri?ed bond materials, 
vitri?ed materials, ceramic materials, inorganic binders, 
organic binders, Water, solvent and combinations thereof, 
into a rotary calcination kiln at a controlled feed rate; 

b) rotating the kiln at a controlled speed; 
c) heating the mixture at a heating rate determined by the 

feed rate and the speed of the kiln to temperatures from 
about 145 to 1,3000 C., 

d) tumbling the grain and the binding material in the kiln 
until the binding material adheres to the grain and a 
plurality of grains adhere together to create a plurality of 
sintered agglomerates; and 

e) recovering the sintered agglomerates from the kiln, 
Whereby the sintered agglomerates have an initial three 
dimensional shape, a loose packing density of 21.6 g/cc 
and comprise a plurality of abrasive grains. 
The invention also includes sintered agglomerates of 

abrasive grain, made by a method comprising the steps: 
a) feeding abrasive grain With a binding material into a 

rotary calcination kiln at a controlled feed rate; 
b) rotating the kiln at a controlled speed; 
c) heating the mixture at a heating rate determined by the 

feed rate and the speed of the kiln to temperatures from 
about 145 to 1,3000 C., 

d) tumbling the grain and the binding material in the kiln 
until the binding material adheres to the grain and a 
plurality of grains adhere together to create a plurality of 
sintered agglomerates; and 

e) recovering the sintered agglomerates from the kiln, 

Whereby the sintered agglomerates have an initial three 
dimensional shape, a loose packing density of i 1.6 g/ cc and 
contain a plurality of abrasive grains. 

Using this process, an abrasive tool, comprising 5 to 75 
volume % abrasive grain agglomerates, is made by a method 
comprising the steps: 
a) feeding abrasive grain and a binding material, selected 

from the group consisting essentially of vitri?ed bond 
materials, vitri?ed materials, ceramic materials, inorganic 
binders, organic binders and combinations thereof, into a 
rotary calcination kiln at a controlled feed rate; 

b) rotating the kiln at a controlled speed; 
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6 
c) heating the mixture at a heating rate determined by the 

feed rate and the speed of the kiln to temperatures from 
about 145 to 1,3000 C., 

d) tumbling the mixture in the kiln until the binding material 
adheres to the grain and a plurality of grains adhere 
together to create a plurality of sintered agglomerates; 

e) recovering the sintered agglomerates from the kiln, the 
sintered agglomerates consisting of a plurality of abrasive 
grains bonded together by the binding material and having 
an initial three-dimensional shape and a loose packing 
density of 21.6 g/cc; 

f) molding the sintered agglomerates into a shaped compos 
ite body; and 

g) thermally treating the shaped composite body to form the 
abrasive tool. 
Methods of grinding using the abrasive tools of the 

invention, in particular, methods of surface grinding, also 
are disclosed. 

DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic draWing of a rotary kiln for carrying 
out the process for manufacturing the abrasive grain 
agglomerates of the invention. 

FIG. 2 is a photomicrograph of a cross-section of an 
abrasive Wheel of the invention made With agglomerated 
grain (lighter areas of photos), and having intra-agglomerate 
porosity (smaller darker areas of photo) and inter-agglom 
erate, interconnected porosity (darker areas of photo). 

FIG. 3 is a photomicrograph of a cross-section of a 
comparative abrasive Wheel of the prior art, showing the 
absence of agglomerated grain and the absence of large 
interconnected porosity in the structure of the Wheel. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Abrasive Agglomerates 
Abrasive grain agglomerates of the invention are three 

dimensional structures or granules, including sintered 
porous composites of abrasive grain and binding material. 
The agglomerates have a loose packing density (LPD) of 
i 1.6 g/cc, an average dimension of about 2 to 20 times the 
average abrasive grit siZe, and a porosity of about 30 to 88%, 
by volume. The abrasive grain agglomerates preferably have 
a minimum crush strength value of 0.2 MPa. 
The abrasive grain may include one or more of the 

abrasive grains knoWn for use in abrasive tools, such as the 
alumina grains, including fused alumina, sintered and sol gel 
sintered alumina, sintered bauxite, and the like, silicon 
carbide, alumina-Zirconia, aluminoxynitride, ceria, boron 
suboxide, garnet, ?int, diamond, including natural and syn 
thetic diamond, cubic boron nitride (CBN), and combina 
tions thereof. Any siZe or shape of abrasive grain may be 
used. For example, the grain may include elongated sintered 
sol gel alumina grains having a high aspect ratio of the type 
disclosed in US. Pat. No. 5,129,919. 

Grain siZes suitable for use herein range from regular 
abrasive grits (e.g., greater than 60 and up to 7,000 microns) 
to microabrasive grits (e. g., 0.5 to 60 microns), and mixtures 
of these siZes. For a given abrasive grinding operation, it 
may be desirable to agglomerate an abrasive grain With a grit 
siZe smaller than an abrasive grain (non-agglomerated) grit 
siZe normally selected for this abrasive grinding operation. 
For example, agglomerated 80 grit siZe abrasive may be 
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substituted for 54 grit abrasive, agglomerated 100 grit for 60 
grit abrasive and agglomerated 120 grit for 80 grit abrasive. 

The preferred sintered agglomerate siZe for typical abra 
sive grains ranges from about 200 to 3,000, more preferably 
350 to 2,000, most preferably 425 to 1,000 micrometers in 
average diameter. For microabrasive grain, preferred sin 
tered agglomerate siZe ranges from 5 to 180, more prefer 
ably 20 to 150, most preferably 70 to 120 micrometers in 
average diameter. 

The abrasive grain is present at about 10 to 65 volume %, 
more preferably 35 to 55 volume %, and most preferably 48 
to 52 volume % of the agglomerate. 

Binding materials useful in making the agglomerates 
preferably include ceramic and vitri?ed materials, prefer 
ably of the sort used as bond systems for vitri?ed bonded 
abrasive tools. These vitri?ed bond materials may be a 
pre-?red glass ground into a poWder (a frit), or a mixture of 
various raW materials such as clay, feldspar, lime, borax, and 
soda, or a combination of fritted and raW materials. Such 
materials fuse and form a liquid glass phase at temperatures 
ranging from about 500 to 14000 C. and Wet the surface of 
the abrasive grain to create bond posts upon cooling, thus 
holding the abrasive grain Within a composite structure. 
Examples of suitable binding materials for use in the 
agglomerates are given in Table 2, beloW. Preferred binding 
materials are characterized by a viscosity of about 345 to 
55,300 poise at 11800 C., and by a melting temperature of 
about 800 to 1,3000 C. 

In a preferred embodiment, the binding material is a 
vitri?ed bond composition comprising a ?red oxide com 
position of7l Wt % SiO2 and B2O3, 14 Wt %Al2O3, less than 
0.5 Wt % alkaline earth oxides and 13 Wt % alkali oxides. 

The binding material also may be a ceramic material, 
including, but not limited to, silica, alkali, alkaline-earth, 
mixed alkali and alkaline-earth silicates, aluminum silicates, 
Zirconium silicates, hydrated silicates, aluminates, oxides, 
nitrides, oxynitrides, carbides, oxycarbides and combina 
tions and derivatives thereof. In general, ceramic materials 
differ from glassy or vitri?ed materials in that the ceramic 
materials comprise crystalline structures. Some glassy 
phases may be present in combination With the crystalline 
structures, particularly in ceramic materials in an unre?ned 
state. Ceramic materials in a raW state, such as clays, 
cements and minerals, may be used herein. Examples of 
speci?c ceramic materials suitable for use herein include, 
but are not limited to, silica, sodium silicates, mullite and 
other alumino silicates, Zirconia-mullite, magnesium alumi 
nate, magnesium silicate, Zirconium silicates, feldspar and 
other alkali-alumino-silicates, spinels, calcium aluminate, 
magnesium aluminate and other alkali aluminates, Zirconia, 
Zirconia stabiliZed With yttria, magnesia, calcia, cerium 
oxide, titania, or other rare earth additives, talc, iron oxide, 
aluminum oxide, bohemite, boron oxide, cerium oxide, 
alumina-oxynitride, boron nitride, silicon nitride, graphite 
and combinations of these ceramic materials. 

The binding material is used in poWdered form and may 
be added to a liquid vehicle to insure a uniform, homoge 
neous mixture of binding material With abrasive grain during 
manufacture of the agglomerates. 
A dispersion of organic binders is preferably added to the 

poWdered binding material components as molding or pro 
cessing aids. These binders may include dextrins, starch, 
animal protein glue, and other types of glue; a liquid 
component, such as Water, solvent, viscosity or pH modi? 
ers; and mixing aids. Use of organic binders improves 
agglomerate uniformity, particularly the uniformity of the 
binding material dispersion on the grain, and the structural 
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8 
quality of the pre-?red or green agglomerates, as Well as that 
of the ?red abrasive tool containing the agglomerates. 
Because the binders burn off during ?ring of the agglomer 
ates, they do not become part of the ?nished agglomerate nor 
of the ?nished abrasive tool. 
An inorganic adhesion promoter may be added to the 

mixture to improve adhesion of the binding materials to the 
abrasive grain as needed to improve the mix quality. The 
inorganic adhesion promoter may be used With or Without an 
organic binder in preparing the agglomerates. 

Although high temperature fusing binding materials are 
preferred in the agglomerates of the invention, the binding 
material also may comprise other inorganic binders, organic 
binders, organic bond materials, metal bond materials and 
combinations thereof. Binding materials used in the abrasive 
tool industry as bonds for organic bonded abrasives, coated 
abrasives, metal bonded abrasives and the like are preferred. 
The binding material is present at about 0.5 to 15 volume 

%, more preferably 1 to 10 volume %, and most preferably 
2 to 8 volume % of the agglomerate. 
The preferred volume % porosity Within the agglomerate 

is as high as technically possible Within the agglomerate 
mechanical strength limitations needed to manufacture an 
abrasive tool and to grind With it. Porosity may range from 
30 to 88 volume %, preferably 40 to 80 volume % and most 
preferably, 50*75 volume %. Aportion (e.g., up to about 75 
volume %) of the porosity Within the agglomerates is 
preferably present as interconnected porosity, or porosity 
permeable to the ?oW of ?uids, including liquids (e.g., 
grinding coolant and sWarf) and air. 
The density of the agglomerates may be expressed in a 

number of Ways. The bulk density of the agglomerates may 
be expressed as the LPD. The relative density of the agglom 
erates may be expressed as a percentage of initial relative 
density, or as a ratio of the relative density of the agglom 
erates to the components used to make the agglomerates, 
taking into account the volume of interconnected porosity in 
the agglomerates. 
The initial average relative density, expressed as a per 

centage, may be calculated by dividing the LPD (p) by a 
theoretical density of the agglomerates (p0), assuming Zero 
porosity. The theoretical density may be calculated accord 
ing to the volumetric rule of mixtures method from the 
Weight percentage and speci?c gravity of the binding mate 
rial and of the abrasive grain contained in the agglomerates. 
For the sintered agglomerates of the invention, a maximum 
percent relative density is 50 volume %, With a maximum 
percent relative density of 30 volume % being more pre 
ferred. 
The relative density may be measured by a ?uid displace 

ment volume technique so as to include interconnected 
porosity and exclude closed cell porosity. The relative 
density is the ratio of the volume of the sintered agglomerate 
measured by ?uid displacement to the volume of the mate 
rials used to make the sintered agglomerate. The volume of 
the materials used to make the agglomerate is a measure of 
the apparent volume based on the quantities and packing 
densities of the abrasive grain and binder material used to 
make the agglomerates. For the sintered agglomerates of the 
invention, a maximum relative density of the sintered 
agglomerates preferably is 0.7, With a maximum relative 
density of 0.5 being more preferred. 

Method of Manufacture of Abrasive Agglomerates 
The agglomerates may be formed by a variety of tech 

niques into numerous siZes and shapes. These techniques 
may be carried out before, during or after ?ring the initial 
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(“green”) stage mixture of grain and binding material. The 
step of heating the mixture to cause the binding material to 
melt and How, thus adhering the binding material to the grain 
and ?xing the grain in an agglomerated form is referred to 
as ?ring, calcining or sintering. Any method known in the art 
for agglomerating mixtures of particles may be used to 
prepare the abrasive agglomerates. 

In a ?rst embodiment of the process used herein to make 
agglomerates, the initial mixture of grain and binding mate 
rial is agglomerated before ?ring the mixture so as to create 
a relatively Weak mechanical structure referred to as a 
“green agglomerate” or “pre-?red agglomerate.” 

To carry out the ?rst embodiment, the abrasive grain and 
binding materials may be agglomerated in the green state by 
a number of different techniques, e.g., in a pan pelletiZer, and 
then fed into a rotary calcination apparatus for sintering. The 
green agglomerates may be placed onto a tray or rack and 
oven ?red, Without tumbling, in a continuous or batch 
process. 

The abrasive grain may be conveyed into a ?uidized bed, 
then Wetted With a liquid containing the binding material to 
adhere the binding material to the grain, screened for 
agglomerate siZe, and then ?red in an oven or calcination 
apparatus. 

Pan pelletiZing may be carried out by adding grain to a 
mixer boWl, and metering a liquid component containing the 
binding material (e.g., Water, or organic binder and Water) 
onto the grain, With mixing, to agglomerate them together. 
A liquid dispersion of the binding material, optionally With 
an organic binder, may be sprayed onto the grain, and then 
the coated grain may be mixed to form agglomerates. 
A low-pressure extrusion apparatus may be used to 

extrude a paste of grain and binding material into siZes and 
shapes Which are dried to form agglomerates. A paste may 
be made of the binding materials and grain With an organic 
binder solution and extruded into elongated particles With 
the apparatus and method disclosed in US. Pat. No. 4,393, 
021. 

In a dry granulation process, a sheet or block made of 
abrasive grain imbedded in dispersion or paste of the bind 
ing material may be dried and then a roll compactor may be 
used to break the composite of grain and binding material. 

In another method of making green or precursor agglom 
erates, the mixture of the binding material and the grain may 
be added to a molding device and the mixture molded to 
form precise shapes and siZes, for example, in the manner 
disclosed in US. Pat. No. 6,217,413 B1. 

In a second embodiment of the process useful herein for 
making agglomerates, a simple mixture of the grain and 
binding material (optionally With an organic binder) is fed 
into a rotary calcination apparatus of the type shoWn in FIG. 
1. The mixture is tumbled at a predetermined rpm, along a 
predetermined incline With the application of heat. Agglom 
erates are formed as the binding material mixture heats, 
melts, ?oWs and adheres to the grain. The ?ring and agglom 
eration steps are carried out simultaneously at controlled 
rates and volumes of feeding and heat application. The feed 
rate generally is set to yield a How occupying roughly 
8*12%, by volume, of the tube (i.e., the kiln portion) of the 
rotary calcination apparatus. The maximum temperature 
exposure Within the apparatus is selected to keep the vis 
cosity of the binding materials in a liquid state at a viscosity 
of at least about 1,000 poise. This avoids excessive How of 
the binding material onto the surface of the tube and loss of 
binding material from the surface of the abrasive grain. 
A rotary calcination apparatus of the type illustrated in 

FIG. 1 may be used to carry out the agglomeration process 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

10 
for agglomerating and ?ring the agglomerates in a single 
process step. As shoWn in FIG. 1, a feed hopper (10) 
containing the feedstock (11) mixture of binding materials 
and abrasive grain is fed into a means (12) for metering the 
mixture into a holloW heating tube (13). The tube (13) is 
positioned at an incline angle (14) of approximately 0.55.0 
degrees such that the feedstock (11) can be gravity fed 
through the holloW tube (13). Simultaneously, the holloW 
tube (13) is rotated in the direction of the arroW (a) at a 
controlled rate of speed to tumble the feedstock (11) and the 
heated mix (18) as they pass along the length of the holloW 
tube. 
A portion of the holloW tube (13) is heated. In one 

embodiment, the heating portion may comprise three heat 
ing Zones (15, 16, 17) having a length dimension (d1) of 60 
inches (152 mm) along the length (d2) of 120 inches (305 
mm) of the holloW tube (13). The heating Zones permit the 
operator to control the processing temperature and to vary it 
as needed to sinter the agglomerates. In other models of the 
apparatus, the holloW tube may only comprise one or tWo 
heating Zones, or it may comprise more than three heating 
Zones. Although not illustrated in FIG. 1, the apparatus is 
equipped With a heating device and mechanical, electronic 
and temperature control and sensing devices operative for 
carrying out the thermal process. As can be seen in the 
cross-sectional vieW of the holloW tube (13), the feedstock 
(11) is transformed to a heated mix (18) Within the tube and 
it exits the tube and is collected as agglomerate granules 
(19). The Wall of the holloW tube has an inner diameter 
dimension (d3) Which may range from 5.5 to 30 inches 
(14476 mm) and a diameter (d4) Which may range from 6 to 
36 inches (1591 mm), depending upon the model and the 
type of material used to construct the holloW tube (e.g., 
refractory metal alloy, refractory brick, silicon carbide, 
mullite). 
The incline angle of the tube may range from 0.5 to 5.0 

degrees and the rotation of the tube may operate at 0.5 to 10 
rpm. The feed rate for a small scale rotary calciner may 
range from about 5 to 10 kg/hour, and an industrial produc 
tion scale feed rate may range from about 227 to 910 
kg/hour. The rotary calciner may be heated to a sintering 
temperature of 800 to 14000 C., and the feed material may 
be heated at a rate of up to 2000 C./minute as the feedstock 
enters the heated Zone. Cooling occurs in the last portion of 
the tube as the feedstock moves from a heated Zone to an 

unheated Zone. The product is cooled, e.g., With a Water 
cooling system, to room temperature and collected. 

Suitable rotary calcination machines may be obtained 
from Harper International, Buffalo, N.Y., or from Alstom 
PoWer, Inc., Applied Test Systems, Inc., and other equip 
ment manufacturers. The apparatus optionally may be ?tted 
With electronic, in-process control and detection devices, a 
cooling system, various designs of feed apparatus and other 
optional devices. 
When agglomerating abrasive grain With loWer tempera 

ture curing (e.g., about from about 145 to about 5000 C.) 
binding materials, an alternative embodiment of this rotary 
kiln apparatus may be used. The alternative embodiment, a 
rotary dryer, is equipped to supply heated air to the discharge 
end of the tube to heat the abrasive grain mixture, cure the 
binding material, bonding it to the grain, and thereby 
agglomerate the abrasive grain as it is collected from the 
apparatus. As used herein, the term “rotary calcination kiln” 
includes such rotary dryer devices. 

In a third embodiment of the process useful herein for 
making agglomerates, a mixture of the abrasive grain, 
binding materials and an organic binder system is fed into an 
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oven, Without pre-agglomeration and heated. The mixture is 
heated to a temperature high enough to cause the binding 
material to melt, ?oW and adhere to the grain, then cooled to 
make a composite. The composite is crushed and screened to 
make the sintered agglomerates. 

In the fourth embodiment, the agglomerates are not sin 
tered before making the abrasive tool, rather the “green” 
agglomerates are molded With bond material to form a tool 
body and the body is ?red to form the abrasive tool. In a 
preferred method of carrying out this process, a high vis 
cosity (When melted to form a liquid) vitri?ed binding 
material is used to agglomerate grain in the green state. The 
green agglomerates are oven-dried and mixed With a second, 
preferably loWer viscosity, vitri?ed bond composition and 
molded into the form of a green abrasive tool. This green 
tool is ?red at a temperature that is effective to fuse, but to 
avoid ?oW of, the high viscosity vitri?ed binding material. 
The ?ring temperature is selected to be su?iciently high to 
fuse the binding material composition into a glass; thereby 
agglomerating the grain, and to cause the bond composition 
to ?oW, bond the agglomerates and form the tool. It is not 
essential to select different viscosity materials and materials 
With different fusing or melting temperatures to carry out 
this process. Other combinations of binding materials and 
bond materials knoWn in the art may be used in this 
technique for making abrasive tools from green state 
agglomerates. 
Abrasive Tools 

The bonded abrasive tools of the invention include abra 
sive grinding Wheels, segmented Wheels, discs, hones, 
stones and other monolithic, or segmented, shaped abrasive 
composites. The abrasive tools of the invention comprise 
about 5 to 75 volume %, preferably 10 to 60 volume %, most 
preferably 20 to 52 volume % abrasive grain agglomerates. 

In a preferred embodiment, vitri?ed bonded abrasive tools 
comprise about 3 to 25 volume %, more preferably 4 to 20 
volume %, and most preferably 5 to 19 volume % bond. 
Together With the abrasive grain agglomerates and the bond, 
these tools comprise about 35 to 80 volume % porosity, this 
porosity including at least 30 volume % of interconnected 
porosity, preferably 55 to 80 volume % porosity, this poros 
ity including at least 50 volume % interconnected porosity. 
The vitri?ed bonded abrasive tools may comprise 35 to 52 
volume % sintered agglomerates, 3 to 13 volume % vitri?ed 
bond and 35 to 70 volume % porosity. 

The amount of interconnected porosity is determined by 
measuring the ?uid permeability of the tool according to the 
method ofU.S. Pat. No. 5,738,696. As used herein, Q/P?he 
?uid permeability of an abrasive tool, Where Q means ?oW 
rate expressed as cc of air ?oW, and P means differential 
pressure. The term Q/P represents the pressure differential 
measured betWeen the abrasive tool structure and the atmo 
sphere at a given ?oW rate of a ?uid (e.g., air). This relative 
permeability Q/P is proportional to the product of the pore 
volume and the square of the pore siZe. Larger pore siZes are 
preferred. Pore geometry and abrasive grain siZe are other 
factors affecting Q/P, With larger grit siZe yielding higher 
relative permeability. 

The abrasive tools of the invention are characterized by 
higher ?uid permeability values than comparable prior art 
tools. As used herein, “comparable prior art tools” are those 
tools made With the same abrasive grain and bond materials 
at the same porosity and bond volume percentages as those 
of the invention. In general, abrasive tools of the invention 
have ?uid permeability values of about 30 to 100% higher 
than the values of comparable prior art abrasive tools. The 
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12 
abrasive tools preferably are characterized by ?uid perme 
ability values at least 10% higher, more preferably at least 
30% higher, than those of comparable prior art tools. 

Exact relative ?uid permeability parameters for particular 
agglomerate siZes and shapes, bond types and porosity 
levels may be determined by the practitioner by applying 
D’Arcy’s LaW to empirical data for a given type of abrasive 
tool. 
The porosity Within the abrasive Wheel arises from the 

open spacing provided by the natural packing density of the 
tool components, particularly the abrasive agglomerates, 
and, optionally, by adding conventional pore inducing 
media. Suitable pore inducing media includes, but is not 
limited to, holloW glass spheres, ground Walnut shells, 
holloW spheres or beads of plastic material or organic 
compounds, foamed glass particles, bubble mullite and 
bubble alumina, and combinations thereof. The tools may be 
manufactured With open-cell porosity inducers, such as 
beads of naphthalene, or other organic granules, Which burn 
out during ?ring of the tool to leave void spaces Within the 
tool matrix, or they may be manufactured With closed cell, 
holloW pore inducing media (e.g., holloW glass spheres). 
Preferred abrasive tools of the invention either do not 
contain added pore inducer media, or contain a minor 
amount of added pore inducer media effective to yield an 
abrasive tool With a porosity content of Which at least 30%, 
by volume is interconnected porosity. 

The bonded abrasive tools of the invention have a porous 
structure. In this structure, the average diameter of the 
sintered agglomerates is no greater than an average dimen 
sion of the interconnected porosity When the interconnected 
porosity is measured at a point of a maximum opening. 
The ?nished tools optionally contain added secondary 

abrasive grains, ?llers, grinding aids and pore inducing 
media, and combinations of these materials. The total vol 
ume % abrasive grain in the tools (agglomerated and non 
agglomerated grain) may range from about 34 to about 56 
volume %, more preferably from about 36 to about 54 
volume %, and most preferably from about 36 to about 46 
volume % of the tool. The bonded abrasive tools preferably 
have a density of less than 2.2 g/cc. 
When an abrasive grain is used in combination With the 

abrasive agglomerates, the agglomerates preferably provide 
from about 5 to about 100 volume % of the total abrasive 
grain of the tool and more preferably from about 30 to about 
70 volume % of the total abrasive in the tool. When such 
secondary abrasive grains are used, these abrasive grains 
preferably provide from about 0.1 to about 95 volume % of 
the total abrasive grain of the tool, and more preferably, from 
about 30 to about 70 volume %. Suitable secondary abrasive 
grains include, but are not limited to, various aluminum 
oxides, sol gel alumina, sintered bauxite, silicon carbide, 
alumina-Zirconia, aluminoxynitride, ceria, boron suboxide, 
cubic boron nitride, diamond, ?int and garnet grains, and 
combinations thereof. 
The abrasive tools of the present invention preferably are 

bonded With a vitreous bond. Any of the various bonds 
knoWn in the art of making abrasive tools may be selected 
for use herein. Examples of suitable bonds may be found in 
Us. Pat. Nos. 4,543,107; 4,898,597; 5,203,886; 5,401,284; 
5,536,283; 5,095,665; 5,863,308; and 5,094,672, Which are 
hereby incorporated by reference. 

After ?ring, these vitreous bond compositions preferably 
include, but are not limited to a combination of the folloWing 
oxides: SiO2, A1203, NaZO, Li2O, and B203. Other oxides, 
such as K20, ZnO, ZrO2, and alkaline earth oxides, such as 
CaO, MgO and BaO, may be present. Cobalt oxide (CoO) 
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and other color sources may be included Where bond color 
is desirable. Other oxides, such as Fe2O3, TiO2 and P205, 
and other compounds existing as impurities in the raW 
materials may be included in the bond. Frits may be used in 
addition to raW (or un?red) bond materials, or in lieu of raW 
bond materials. The raW materials for the bond may include 
clay, kaolin, alumina, lithium carbonate, borax pentahydrate 
or boric acid, soda ash, ?int and Wollastonite, and such other 
bond materials as are knoWn in the art. The vitri?ed bond 
may be a glassy material or a ceramic material, With or 
Without amorphous regions. 

Organic binders are preferably added to poWdered bond 
components, fritted or raW, as molding or processing aids. 
These binders may include dextrins, starch, animal protein 
glue and other types of glue, a liquid component, such as 
Water, viscosity or pH modi?ers and mixing aids. Use of 
binders improves Wheel uniformity and the structural quality 
of the pre-?red or green pressed Wheel and the ?red Wheel. 
Because the binders are burned out during ?ring, they do not 
become part of the ?nished bond or abrasive tool. 
An inorganic adhesion promoter may be added to the 

mixture to improve adhesion of glass bonds to the abrasive 
grain agglomerates as needed during mixing and molding 
processes. The inorganic adhesion promoter may be used 
With or Without an organic binder in preparing the agglom 
erates. 

For some of the agglomerates, the abrasive tool may be 
made Without added bond material, provided suf?cient 
binder material is present in the tool to yield appropriate 
mechanical strength properties in the abrasive tool during 
manufacturing of the tool and use of the tool in grinding 
operations. For example, an abrasive tool may be con 
structed from at least 70 volume % agglomerates, having a 
binding material content of at least 5 volume % of the 
agglomerate. 

The density and hardness of the abrasive tools are deter 
mined by the selection of the agglomerates, type of bond and 
other tool components, the porosity content, together With 
the siZe and type of mold and selected pressing process. 

Abrasive Wheels may be molded and pressed by any 
means knoWn in the art, including hot, Warm and cold 
pressing techniques. Care must be taken in selecting a 
molding pressure for forming the green Wheels to avoid 
crushing an excessive amount of the abrasive grain agglom 
erates (e.g., more than 50%, by Weight, of the agglomerates) 
and to preserve the three-dimensional structure of the 
agglomerates. The appropriate maximum applied pressure 
for making the Wheels of the invention depends upon the 
shape, siZe, thickness and bond component of the abrasive 
Wheel, and upon the molding temperature. In common 
manufacturing processes, the maximum pressure may range 
from about 3,100 to 20,000 lbs/sq. in (218 to 1,406 Kg/sq. 
cm). Molding and pressing are preferably carried out at 
about 775 to 1,550 Kg/sq. cm, more preferably at 465 to 
1,085 Kg/sq. cm. The agglomerates of the invention have 
su?icient mechanical strength to Withstand the molding and 
pressing steps carried out in typical commercial manufac 
turing processes for making abrasive tools. 

The abrasive Wheels may be ?red by methods knoWn to 
those skilled in the art. The ?ring conditions are primarily 
determined by the actual bond and abrasives used, and by 
the type of binding material contained in the abrasive grain 
agglomerate. Depending upon the chemical composition of 
the selected bond, a vitri?ed bond may be ?red at 600 to 
1250° C., preferably 850 to 1200° C., to provide the 
mechanical properties necessary for grinding metals, ceram 
ics or other materials. The vitri?ed bonded body further may 
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14 
also be impregnated after ?ring in a conventional manner 
With a grinding aid, such as sulfur, or With a vehicle, such as 
epoxy resin, to carry a grinding aid into the pores of the 
Wheel. 

Selection of a suitable vitri?ed bond Will depend upon 
Which agglomeration process is in use and Whether a melt or 
fuse temperature or viscosity differential must be maintained 
betWeen the bond and the binding material of the agglom 
erate. 

In making a vitri?ed bonded grinding Wheel or other 
abrasive tool from the abrasive agglomerates, one of several 
general techniques may be selected. In the ?rst one, a 
relatively higher ?ring temperature (e.g., fuses at above 
about 1,000° C.), vitri?ed binding material is applied to 
agglomerate the grain. Then a second, loWer ?ring tempera 
ture (e.g., fuses at about 650 to 975° C.), poWdered, vitri?ed 
bond composition is mixed With the grain agglomerates and 
molded into the form of an abrasive tool. The green stage 
tool is ?red at the loWer ?ring temperature of the second 
bond material to create a ?nished abrasive tool. In a pre 
ferred embodiment, the vitri?ed bond has a bond ?ring 
temperature at least 1500 C. loWer than the binding material 
melting or fusing temperature. 

In the second technique, viscosity differentials betWeen 
the melted or fused glasses in their liquid state are exploited 
to use the same ?ring temperature for making the agglom 
erate and ?ring the abrasive Wheel. A high viscosity vitri?ed 
binding material is used to agglomerate grain in a ?rst ?ring 
step. Then the ?red agglomerates are mixed With a second, 
loWer viscosity vitri?ed bond composition and molded into 
the form of a green abrasive tool. The molded tool may be 
?red at about the same temperature as the temperature of the 
?rst ?ring step used to make the agglomerates, because, 
When in a hot, liquid state, the binding material Will not thin 
excessively and run off the grain. The original three-dimen 
sional con?guration of the agglomerate thus can be main 
tained. 

In a preferred embodiment of this technique, the viscosity 
of the vitri?ed bond at the binding material melting tem 
perature is at least 33% loWer than the viscosity of the 
binding material at its melting temperature. Thus, When the 
viscosity of the binding material is about 345 to 55,300 poise 
at 1180° C., the preferred vitri?ed bond material is charac 
teriZed by a viscosity of about 30 to 37,000 poise at 1180° 
C. 

In the third technique, an intermediate ?ring temperature 
(e.g., about 850i975° C.) binding material is used to 
agglomerate grain, but agglomeration is done at a tempera 
ture higher than the fuse or melt temperature of the binding 
material (e.g., 100041 2000 C.). The agglomerates are mixed 
With the same binding material being utiliZed as the vitri?ed 
bond composition and the mixture is molded into the form 
of a green abrasive tool. The green tool is ?red at a loWer 
temperature (e.g., about 850i975° C.) than temperature used 
to melt the binding material to agglomerate the grain. The 
loWer temperature is effective to bond the agglomerates 
together. This process maintains the three-dimensional 
structure of the agglomerates because the ?rst layer of 
binding material does not How at the ?ring temperature of 
the abrasive tool. 

In a fourth technique, the same composition is used as the 
binding material and the bond for the Wheel and the agglom 
eration and the Wheel are carried out at the same tempera 
ture. It is theoriZed that because the binding material has 
been fused to form a glass adhered to the abrasive grain 
during agglomeration, the properties of the binding materi 
als have been altered. Thus, the fused binding material 
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Within the sintered agglomerates ?oWs at a higher tempera 
ture than the unfused bond material, and the agglomerates 
retain their shape as the Wheel is being ?red. In a preferred 
embodiment the composition used for the binding material 
and the bond contain some raW materials and do not consist 
of a fritted glass composition. 

In a ?fth technique for making vitri?ed abrasive tools, the 
tool is made Without added bond material. The agglomerates 
are packed into a tool mold, pressed and ?red at a tempera 

16 
or no surface damage to the Workpiece during precision 
?nishing operations (e.g., to yield mirror ?nishes on glass 
and ceramic components). Tool life remains satisfactory due 
to the agglomerated structures, particularly in single layer 
tools, but also in three-dimensional matrix and slurry tools. 

In precision shaped pro?le grinding, the friablity of the 
agglomerates contributes to feWer dressing cycles. Due to 
the interconnected porosity of the tools, coolant supply and 
debris removal are enhanced resulting in cooler grinding 

ture in the range of about 500 to 14000 C. to form the tool. 10 operations, less thermal damage to the Workpiece and less 
The binding materials used to make the agglomerates com- grinding machine Wear. Because smaller grit size abrasive 
prise a vitri?ed bond composition and the binding material grains in agglomerated form give the grinding ef?ciency of 
is present in a suf?cient amount in the agglomerate (e.g., a larger grit size grain, but leave a smoother surface ?nish, 
about 5 to 15 volume % of the agglomerate) to bond the the ground Work part quality often improves signi?cantly. 
agglomerates together in the ?nished vitri?ed abrasive tool. 15 The folloWing Examples are provided by Way of illustra 

The agglomerates may be bonded With all knoWn types of tion of the invention, and not by Way of limitation. 
bonds, such as organic or resin bonds and metal bonds, 
knoWn in the art of manufacturing bonded abrasive tools. EXAMPLE 1 
The volume percent range for agglomerates suitable for use . . . 
. . . . . . A series of agglomerated abrasive gra1n samples Were 
1n v1tr1?ed abrasive tools 1s also satisfactory for metal and 20 . . . . 

. . prepared 1n a rotary calc1nat1on apparatus (electr1c ?red 
organ1c bonded tools. The organ1c and metal bonded tools 0 . 

. . model # HOU-5D34-RT-28, 1,200 C. maximum tempera 
usually comprise higher volume percentages of bond and . . . H H 
1 . . . ture, 30 KW 1nput, equ1pped W1th a 72 (183 cm) long, 5.5 
oWer volume percentages of poros1ty than v1tr1?ed bonded . . 

. . . (14 cm) 1nner d1ameter refractory metal tube, manufactured 
tools, and the abrasive gram content may be higher. The . 

. . by Harper Intemat1onal, Buifalo, N.Y.). The refractory metal 
organ1c and metal bonded tools may be mixed, molded and 25 . . . . 

. . . . tube Was replaced with a s1l1con carbide tube of the same 
cured or s1ntered according to var1ous processing methods, . . . 

. . . . . d1mens1ons, and the apparatus Was mod1?ed to operate at a 
and W1th var1ous proportions of abrasive gram or agglom- . o 

. . maximum temperature of 1,550 C. The process of agglom 
erate, bond and poros1ty components as are known in the art. . . . . . 

. . . . erat1on Was carried out under atmospheric cond1t1ons, at a 
The agglomerates of the 1nvent1on may be used 1n s1ngle . o . 
1 . . hot zone temperature control set point of 1,180 C., W1th an 
ayer metal bonded tools, as Well as 1n mult1-layer, three- 30 . . . 

. . . . apparatus tube rotat1on rate of 9 rpm, a tube 1ncl1ne angle of 
d1mens1onal structures, monol1th1c tools and segmented . 
matrix abrasive tools as are known in the an 2.5 to 3 degrees, and a material feedrate of 6*10 kg/hour. 

' The apparatus used Was substantially identical to the appa 
Grinding Applications ratus illustrated in FIG. 1. The yield of usable free-?owing 

The abrasive tools of the invention include abrasive 35 granules (de?ned as —12 mesh to pan) Was 60 to 90% of the 
Wheels, discs, hones and stones and sticks and they are total Weight of the feedstock before calcination. 
particularly effective in grinding applications having large The agglomerate samples Were made from a simple 
surface area contact betWeen the abrasive tool and the mixture of abrasive grain, binding material and Water mix 
Workpiece. Such applications or grinding operations tures described in Table 1-1. The vitri?ed bond binding 
include, but are not limited to, creepfeed and other precision 40 material compositions used to prepare the samples are listed 
surface grinding, porous toolroom grinding operations, in Table 2. Samples Were prepared from three types of 
internal diameter grinding operations and in ?ne surface abrasive grains: fused alumina 38A, fused alumina 32A and 
grinding of ceramics and other brittle Workpieces. sintered sol gel alpha-alumina Norton SG grain, obtained 

Fine grinding or polishing operations using micron or from Saint-Gobain Ceramics & Plastics, Inc., Worcester, 
submicron sized abrasive grain Will bene?t from use of tools 45 Mass., USA, in the grit sizes listed in Table 1. 
made With the agglomerates of the invention. Relative to After agglomeration in the rotary calcination apparatus, 
conventional super?nishing or polishing tools and systems, the agglomerated abrasive grain samples Were screened and 
the tools of the invention made With such ?ne grit abrasive tested for loose packing density (LPD), size distribution and 
agglomerates Will erode at loWer grinding forces With little agglomerate strength. These results are shoWn in Table 1. 

TABLE 1-1 

Agglomerated Granule Characteristics 

Sample Binding 
No. material pressure 
grain Weight Weight Volume LPD Average Average at 50% 
liquid lbs % (on % of gcc size size Average % crushed 
binding (Kg) grain binding —12/ distribution distribution relative fraction 
material of mix basis) material“ pan microns mesh size density MPa 

1 2.0 3.18 1.46 334 -40/+50 41.0 0.6 I 0.1 

60 grit 30.00 

(13.6) 
38A 0.60 

Water (0.3) 
A binding 0.64 
material (0.3) 
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TABLE 1 -1-continued 

Agglomerated Granule Characteristics 

Sample Binding 
No. material pressure 
grain Weight Weight Volume LPD Average Average at 50% 
liquid lbs % (on % of g/cc siZe siZe Average % crushed 
binding (Kg) grain binding —12/ distribution distribution relative fraction 
material of mix basis) material“ pan microns mesh siZe density MPa 

2 6.0 8.94 1.21 318 —45/+50 37.0 0.5 r 0.1 
90 grit 30.00 

(13.6) 
38A 0.90 
Water (0.4) 
E binding 1.99 
material (0.9) 
3 10.0 13.92 0.83 782 —20/+25 22.3 2.6 r 0.2 
120 grit 30.00 

(13.6) 
38A 1.20 
Water (0.5) 
C binding 3.41 
material (1.5) 
4 6.0 8.94 1.13 259 —50/+60 31.3 0.3 r 0.1 
120 grit 30.00 

(13.6) 
32A 0.90 
Water (0.4) 
A binding 1.91 
material (0.9) 
5 10.0 14.04 1.33 603 —25/+30 37.0 3.7 r 0.2 
60 grit 30.00 

(13.6) 
32A 1.20 

Water (0.5) 
E binding 3.31 
material (1.5) 
6 2.0 3.13 1.03 423 —40/+45 28.4 0.7 r 0.1 
90 grit 30.00 

(13.6) 
32A 0.60 

Water (0.3) 
C binding 0.68 
material (0.3) 
7 10.0 14.05 1.20 355 —45/+50 36.7 0.5 r 0.1 
90 grit 30.00 

(13.6) 
SG 1.20 
Water (0.5) 
A binding 3.18 
material (1.4) 
8 2.0 3.15 1.38 120 —120/+140 39.1 i 

120 grit 30.00 
(13.6) 

SG 0.60 
Water (0.3) 
E binding 0.66 
material (0.3) 
9 6.0 8.87 1.03 973 —18/+20 27.6 i 

60 grit 30.00 
(13.6) 

SG 0.90 
Water (0.4) 
C binding 2.05 
material (0.9) 

18 

“The volume % binding material is a percentage of the solid material Within the granule (i.e., binding 
material and grain) after ?ring, and does not include the volume % porosity. 

The volume % binding material of the ?red agglomerates 
Was calculated using the average LOI (loss on ignition) of 
the binding material raW materials. 

The sintered agglomerates Were sized With US. standard 
testing sieves mounted on a vibrating screening apparatus 
(Ro-Tap; Model RX-29; W.S. Tyler Inc. Mentor, Ohio). 65 
Screen mesh sizes ranged from 18 to 140, as appropriate for 
different samples. The loose packed density of the sintered 

agglomerates (LPD) Was measured by the American 
National Standard procedure for Bulk Density of Abrasive 
Grains. 

The initial average relative density, expressed as a per 
centage, Was calculated by dividing the LPD (p) by a 
theoretical density of the agglomerates (p0), assuming Zero 
porosity. The theoretical density Was calculated according to 
the volumetric rule of mixtures method from the Weight 
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percentage and speci?c gravity of the binding material and 
of the abrasive grain contained in the agglomerates. 

The strength of the agglomerates Was measured by a 
compaction test. The compaction tests Were performed using 
one inch (2.54 cm) in diameter lubricated steel die on an 

lnstron® universal testing machine (model MTS 1125, 
20,000 lbs (9072 Kg)) With a 5 gram sample of agglomerate. 
The agglomerate sample Was poured into the die and slightly 
leveled by tapping the outside of the die. A top punch Was 
inserted and a crosshead loWered until a force (“initial 
position”) Was observed on the recorder. Pressure at a 

constant rate of increase (2 mm/min) Was applied to the 
sample up to a maximum of 180 MPa of pressure. The 
volume of the agglomerate sample (the compacted LPD of 
the sample), observed as a displacement of the crosshead 
(the strain), Was recorded as the relative density as a function 
of the log of the applied pressure. The residual material Was 
then screened to determine the percent crush fraction. Dif 
ferent pressures Were measured to establish a graph of the 
relationship betWeen the log of the applied pressure and the 
percent crush fraction. Results are reported in Table 1 as the 
log of the pressure at the point Where the crush fraction 

15 

20 

20 
Adequate compaction strength Was observed for all 

samples 149, indicating that the glass binding material had 
matured and ?oWed to create an effective bond among the 

abrasive grains Within the agglomerate. Agglomerates made 
With 10 Weight % binding material had signi?cantly higher 
compaction strength than those made With 2 or 6 Weight % 
binding material. 
LoWer LPD values Were an indicator of a higher degree of 

agglomeration. The LPD of the agglomerates decreased With 
increasing Weight % binding material and With decreasing 
abrasive grit siZe. Relatively large dilferences betWeen 2 and 
6 Weight % binding material, compared With relatively small 
dilferences betWeen 6 and 10 Weight % binding material 
indicate a Weight % binding material of less than 2 Weight 
% may be inadequate for formation of agglomerates. At the 
higher Weight percentages, above about 6 Weight %, the 
addition of more binding material may not be bene?cial in 
making signi?cantly larger or stronger agglomerates. 
As suggested by agglomerate granule siZe results, binding 

material C samples, having the loWest molten glass viscosity 
at the agglomerating temperature, had the loWest LPD of the 
three binding materials. The abrasive type did not have a 
signi?cant effect upon the LPD. 

TABLE 2 

Binding Material used in the Agglomerates 

A Binding 
material F 

Fired Wt % B Binding C Binding D Binding E Binding Binding 
Composition (A-l binding material material material material material 
Elementsb material)a Wt % Wt % Wt % Wt % Wt % 

glass formers 69 (72) 69 71 73 64 68 
($102 + B203) 
A1203 15 (11) 10 14 10 1s 16 
alkaline earth R0 546 (748) <0.5 <0.5 142 647 546 
(CaO, MgO) 
Alkali R20 9410 (10) 20 13 15 11 10 
(N520, K20, 
LiZO) 
Spec. Gravity 2.40 2.38 2.42 2.45 2.40 2.40 
g/cc 
Estimated 25,590 30 345 850 55,300 7,800 
Viscosity (Poise) 
at 11800 C. 

“The A-l binding material variation set forth in parentheses Was used for the samples of 
Example 2. 
bImpurities (e.g., Fe2O3 and TiO2) are present at about 0.142%. 

equates to 50 Weight percent of the agglomerate sample. The 50 
crush fraction is the ratio of the Weight of crushed particles 
passing through the smaller screen to the Weight of the initial 
Weight of the sample. 

These agglomerates had LPD, siZe distribution, and mold 
ing strength and granule siZe retention characteristics suit 
able for use in the commercial manufacture of abrasive 

grinding Wheels. The ?nished, sintered agglomerates had 
three-dimensional shapes varying among triangular, spheri 
cal, cubic, rectangular and other geometric shapes. Agglom 
erates consisted of a plurality of individual abrasive grits 
(e. g., 2 to 20 grits) bonded together by glass binding material 
at grit to grit contact points. 

55 

60 

Agglomerate granule siZe increased With an increase in 
amount of binding material in the agglomerate granule over 
the range from 3 to 20 Weight % of the binding material. 

65 

EXAMPLE 2 

Additional samples of agglomerates Were made utiliZing 
various other processing embodiments and feedstock mate 
rials. 

A series of agglomerates (sample nos. 10413) Were 
formed at different sintering temperatures, ranging from 
1100 to 12500 C., utiliZing a rotary calcination apparatus 
(model #HOU-6D60-RTA-28, equipped With a 120 inch 
(305 cm) long, 5.75 inch (15.6 cm) inner diameter, 3/8 inch 
(0.95 cm) thick, mullite tube, having a 60 inch (152 cm) 
heated length With three temperature control Zones. The 
apparatus Was manufactured by Harper lntemational, Buf 
falo, NY). A Brabender feeder unit With adjustable control 
volumetric feed-rate Was used to meter the abrasive grain 
and binding material mixture into the heating tube of the 
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rotary calcination apparatus. The process of agglomeration 
Was carried under atmospheric conditions, With an apparatus 
tube rotation rate of 4 rpm, a tube incline angle of 2.5 
degrees, and a feed rate of 8 kg/hour. The apparatus used Was 

22 

TABLE 2-2 

Particle size distribution for ?red agglomerates 

substantially identical to the apparatus illustrated in FIG. 1. I Sieve # Weight % on Screen 
Temperature selections and other variables utilized to make S16v6 # ISO 565 —SampleN°'— 

these agglomerates are set forth in Table 2-1. ASTME pin 10 11 12 13 

All samples contained a mixture, on a Weight % basis, of 
_ _ _ _ _ _ -35 -500 41.05 17.49 11.57 14.31 

89.86% abras1ve gra1n (60 gm 38A alum1na gra1n obtained 10 35 500 2169 1736 1456 1769 
from Saint-Gobain Ceramics & Plastics, Inc.), 10.16% 30 600 18-30 24.34 21.27 26.01 

~ ~ ~ ~ ~ ~ 25 725 12.57 21.53 24.89 23.06 

b1nder mixture (6.3 Wt % AR30 l1qu1d protein binder, 1.0% 20 850 3A3 1325 1617 1143 
CarboWax® 3350 PEG and 2.86% of binding material A). 18 1000 1.80 4.58 10.09 5.97 
This mixture yielded 4.77 volume % binding material and 16 1180 0-16 0-95 1-44 0-54 

95.23 volume % grain in the sintered agglomerate granule. 15 
The calculated theoretical density of the agglomerate gran 
ules (assuming no porosity) Was 3.852 g/cc. EXAMPLE 3 

Prior to placing the mixture into the feeder unit, green 
stage agglomerates Were formed by simulated extrusion. To 20 Agglomerates (Sample nos~ 14223) were prepared as 
prepare extruded agglomerates, the liquid protein binder Was described in Example 2, except the temperature was main 
heated to dissolve the CarboWax® 3350 PEG. Then the tained constant at 10000 C., andamodel #KOU-8D48-RTA 
binding material Was added sloWly While stirring the mix- 20 rotary calciner apparatus, equipped With a 108 inch (274 
ture. Abrasive grains Were added to a high shear mixer (44 cm) long, 8 inch (20 cm) inner diameter, fused silica tube, 
inch (112 cm) diameter) and the prepared binding material- 25 having a 48 inch (122 0111) heated length With three tem 
binder mixture Was sloWly added to the grain in the mixer. Perature eehtrel Zones, Was used The apparatus Was menu‘ 
The combination Was mixed for 3 minutes. The mixed faetured by Harper ~lhterhatlehal, Bhhcalo, N-Y~ Varlous 
combination Was Wet-screened through a 12 mesh box methods Were exahhhett fer PreParatteh of the Pre'hred 
screen (US standard sieve size) onto trays in a layer at a 30 mlxture Of_ gram and hlndlng matenal' The PrOC€_3S_S of 
maximum depth of one inch (25 Cm) to form Wet’ green agglomeration Was carned under atmospheric conditions, 
(un?red), extruded agglomerates. The layer of extruded WM} an apparatus tube rotanon rate of 3 to 4 rpm’ a tube 

- o 1ncl1ne angle of 2.5 degrees, and a feed rate of 8 to 10 
agglomerates Was oven dried at 90 C. for 24 hours. After _ _ _ 

. . . kg/hour. The apparatus used was substantially identical to 
drying, the agglomerates Were screened again using a 12 to the a aratus illustrated in F1 G 1 
16 mesh (U.S. standard sieve size) box screen. 35 pp _ ' ' _ _ 

It Was observed during rotary calcination that the agglom- All samples contamed 30 lbs (13'6 Kg) abraslve gram (the 
erates made in the green state appeared to break apart When Same, gram used In Example 2’ except that Sample 16 

. contained 25 lbs (11.3 Kg) of 70 gm Norton SG® sol gel 
heated, and, then, re-formed as they tumbled out of the exit . . . . . . 

. . alum1na gra1n, obtained from Sa1nt-Goba1n Ceramics and 
end of the heated portion of the rotary calc1ner tube. The . . . . 
1 _ f th 1 t d 1 d _ th 40 Plastics, Inc.) and 0.9 lbs (0.41 Kg) b1nd1ng material A 
arger S11Ze_O e alglg ontlqerlal e grilnu es m; e In 1e grien (yielding 4.89 volume % binding material in the sintered 
State’ re anve t? t at O t e agg Omen“? gran_u es a ter agglomerate). The binding material Was dispersed in differ 
?nng’ Was readlly apparent upon Vlsual mspecnon of the ent binder systems prior to addition to the grain. The binder 
Samples‘ _ _ _ system of Example 2 (“Binder 2”) Was used for some 

After hhhg, the 'agglemehated Pattlele slzes Were 45 samples and other samples Were made using AR30 liquid 
observed to he sufhelehtly uhlfenh for eehhherelal Pur- protein binder (“Binder 3”) in the Weight percentages listed 
Poses, Wlth a SlZe dlstnhutleh Over a range Of about beloW in Table 3. Sample 20 Was used to prepare agglom 
50(P1200 microns. The SiZe diStI‘ibutiOn measurements are erates in the green, un?red state by the simulated extrusion 
set forth in Table 2-2, beloW. Yield, size, crush strength and 50 method of Example 2. 
LPD Were acceptable fOr Commercial use in making gn'nd- The variables tested and the test results of the tests are 
ing Wheels. summarized beloW in Table 3. 

TABLE 2-1 

pIBSSUI? 
LPD at 50% Ave. LPD 

Sintering % Yield Ave. g/cc crushed % yield agglom g/cc 
Temp.“ —12 size —12 fraction —16/+35 size —16/+35 

Sample No. ° C. mesh pm mesh MPa mesh pm mesh 

(10) 1100 n/a'’ n/a n/a n/a n/a 536 n/a 
(11) 1150 97.10 650 1.20 13 I 1 76.20 632 0.95 

(12) 1200 96.20 750 1.20 9 I 1 87.00 682 1.04 
(13) 1250 96.60 675 1.25 8 I 1 85.20 641 1.04 

“Temperature of rotary calciner controller set point (for all 3 zones). 
b“n/a” indicates no measurement Was made. 
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TABLE 3 

Green stage binder treatments 

Wt % 
binder % Yield 

Sample Mix (as % of —12 mesh LPD 
No. Treatment grain Wt) screen g/cc 

14 Binder 3 2.0 100 1.45 
15 Binder 3 1.0 100 1.48 
16 Binder 3; 4.0 92 1.38 

SG grain 
17 Binder 3 4.0 98 1.44 
18 Binder 2 6.3 90 1.35 
19 Binder 3 8.0 93 1.30 
20 Binder 2; 6.3 100 1.37 

simulated 
extrusion 

21 Binder 3 3.0 100 1.40 
22 Binder 3 6.0 94 1.44 
23 Binder 2 4.0 97 1.54 

These results con?rm that green stage agglomeration is 
not needed to form an acceptable quality and yield of 
sintered agglomerated granules (compare samples 18 and 
20). As the Wt % of Binder 3 used in the initial mix increased 
from 1 to 8%, the LPD showed a trend toWards a moderate 
decrease, indicating that the use of a binder has a bene?cial, 
but not essential, effect upon the agglomeration process. 
Thus, rather unexpectedly, it did not appear necessary to 
pre-form a desired agglomerate granule shape or size prior 
to sintering it in a rotary calciner. The same LPD Was 
achieved merely by feeding a Wet mixture of the agglom 
erate components into the rotary calciner and tumbling the 
mixture as it passes through the heated portion of the 
apparatus. 

EXAMPLE 4 

Agglomerates (sample nos. 24*29) Were prepared as 
described in Example 2, except the temperature Was main 
tained constant at 12000 C. and various methods Were 
examined for preparation of the pre-?red mixture of grain 
and binding material. All samples (except samples 28*29) 
contained a mixture of 300 lbs (136.4 Kg) abrasive grain 
(same grain as Example 2: 60 grit 38A alumina) and 9.0 lbs 
(4.1 Kg) of binding material A (yielding 4.89 volume % 
binding material in the sintered agglomerate). 

Sample 28 (same composition as Example 2) contained 
44.9 lbs (20.4 Kg) of grain and 1.43 lbs (0.6 Kg) of binding 
material A. The binding material Was combined With the 
liquid binder mixture (37.8 Wt % (3.1 lbs) of AR30 binder 
in Water) and 4.98 lbs of this combination Was added to the 
grain. The viscosity of the liquid combination Was 784 CP 
at 220 C. (Brook?eld LVF Viscometer). 

Sample 29 (same composition as Example 2) contained 
28.6 lbs (13 Kg) of grain and 0.92 lbs (0.4 Kg) of binding 
material A (yielding 4.89 volume % binding material in the 
sintered agglomerate). The binding material Was combined 
With the liquid binder mixture (54.7 Wt % (0.48 lbs) Dura 
max® resin B1052 and 30.1 Wt % (1.456 lbs) Duramax resin 
B1051 resin in Water) and this combination Was added to the 
abrasive grain. The Duramax resins Were obtained from 
Rohm and Haas, Philadelphia, Pa. 

The process of agglomeration Was carried under atmo 
spheric conditions, With an apparatus tube rotation rate of 4 
rpm, a tube incline angle of 2.5 degrees, and a feed rate of 
8 to 12 kg/hour. The apparatus used Was substantially 
identical to the apparatus illustrated in FIG. 1. 
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24 
Sample 28 Was pre-agglomerated, before calcination, in a 

?uidized bed apparatus made by Niro, lnc., Columbia, Md. 
(model MP-2/3 Multi-ProcessorTM, equipped With a MP-l 
size cone (3 feet (0.9 meter) in diameter at its Widest Width). 
The folloWing process variables Were selected for the ?u 
idized bed process sample runs: 

inlet air temperature 64*70o C. 
inlet air ?oW 10(L300 cubic meters/hour 
granulation liquid ?oW rate 440 g/min 
bed depth (initial charge 3*4 kg) about 10 cm 
air pressure 1 bar 
tWo ?uid external mix nozzle 800 micron ori?ce 
The abrasive grain Was loaded into the bottom apparatus 

and air Was directed through the ?uidized bed plate diffuser 
up and into the grain. At the same time, the liquid mixture 
of binding material and binder Was pumped to the external 
mix nozzle and then sprayed from the nozzles through the 
plate diffuser and into the grain, thereby coating individual 
abrasive grits. Green stage agglomerates Were formed dur 
ing the drying of the binding material and binder mixture. 

Sample 29 Was pre-agglomerated, before calcination, in a 
low pressure extrusion process using a Benchtop Granula 
torTM made by LCI Corporation, Charlotte, NC. (equipped 
With a perforated basket having 0.5 mm diameter holes). The 
mixture of grain, binding material and binder Was manually 
fed into the perforated basket (the extruder screen), forced 
through the screen by rotating blades and collected in a 
receiving pan. The extruded pre-agglomerates Were oven 
dried at 90° C. for 24 hours and used as feed stock for the 

rotary calcination process. 
The variables tested and the results of the tests are 

summarized beloW and in Tables 4-1 and 4-2. These tests 
con?rm the results set forth in Example 3 are also observed 
at a higher ?ring temperature (1200 versus 10000 C.). These 
tests also illustrate that loW-pressure extrusion and ?uid bed 
pre-agglomeration may be used to make agglomerated gran 
ules, but an agglomeration step before rotary calcination is 
not necessary to make the agglomerates of the invention. 

TABLE 4-1 

Agglomerate characteristics 

Wt % 

binder on % Yield Average 
Sample Mix grain Wt % —12 mesh size LPD 
No. Treatment basis screen um gcc 

24 Binder 3 1.0 71.25 576 1.30 
25 Binder 3 4.0 95.01 575 1.30 
26 Binder 3 8.0 82.63 568 1.32 
27 Binder 2 7.2 95.51 595 1.35 
28 Binder 3 7.2 90.39 n/a n/a 
29 Duramax 7.2 76.17 600 1.27 

resin 

TABLE 4-2 

Particle size distribution for agglomerates 

Sieve # Weight % on Screen 
Sieve # ISO 565 Sample No. 

ASTM-E pm 24 25 26 27 28 29 

—40 —425 17.16 11.80 11.50 11.50 n/a 11.10 
40 425 11.90 13.50 14.00 12.50 n/a 12.20 
35 500 17.30 20.70 22.70 19.60 n/a 18.90 
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TABLE 4-2-continued 

Particle size distribution for agglomerates 

Sieve # Weight % on Screen 

26 
These results again demonstrate the utility of Water as a 

temporary binder for the agglomerates in the rotary calci 
nation process. Further, mixtures of grain types, grain sizes, 
or both, may be agglomerated by the process of the inven 
tion and these agglomerates can be coated at a temperature 

Sieve # ISO 565 Sample NO- of 11800 C. in the rotary calciner. A signi?cant increase in 

ASTME pm 24 25 26 27 28 29 crush strength Was observed vvhen a h1gh aspect rat1o (1.e., 
24:1), elongated abras1ve gra1n Was used 1n the agglomer 

30 600 20.10 25.20 26.30 23.80 n/a 23.70 ates (Sample 33) 
25 725 17.60 19.00 17.20 18.40 n/a 19.20 10 
20 850 10.80 8.10 6.40 9.30 n/a 10.30 
18 1000 3.90 1.70 1.60 3.20 n/a 3.60 EXAMPLE 6 
16 1180 0.80 0.10 0.30 1.60 n/a 1.10 

Another series of agglomerates (sample nos. 38445) Was 
15 prepared as described in Example 3, except di?‘erent sinter 

EXAMPLE 5 ing temperatures Were used, and different types of abrasive 
grain grit sizes blends, different binding materials Were 

Additional agglomerates (sample nos. 3(L37) Were pre- tested. In some of the feedstock mixtures, Walnut shell Was 
pared as described in Example 3, except sintering was done used as an organic pore inducer ?ller material (Walnut shell 
at 11800 C., different types of abrasive grains Were tested, 20 Was obtalned_from C_OmPO_51t1On Materials Co? Inc» Falr' 
and 30 lbs (136 Kg) of abrasive grain Was mixed With 191 ?eld, Conn., 1n US Sleve s1ze 40/60). The var1ables ~tested 
lbs (09 Kg) of binding material A (to yield 894 Volume % are summarlzed beloW 1n Table 6. All samples conta1ned a 

. . . . . m1xture of 30 lbs (13.6 Kg) abras1ve gram and 2.5 Wt % 
b1nd1ng mater1al 1n the s1ntered agglomerate granules). . . . . . . 

B' d 3 of Exam le 3 Was com ared With Water as a binder Bender 3’ on gram welght b-asls’ Wlth Vanous amounts of 
In er p _ p 25 b1nd1ng mater1als as shoWn 1n Table 6. 

for green stage agglomerat1on. Samples 30434 used 0.9 lbs . . 
0 4 K f b, d S 1 35 37 d 0 72 1b The process of agglomerat1on Was carr1ed under atmo 

( ' g) 0 Weter as a 1n er‘ _ amp es T use ' _ S spheric conditions, With an apparatus tube rotation rate of 

(0.3 of B1nder 3. The var1ables tested are summanzed 85*95 rpm’ a tube incline angle of 2_ 5 degrees’ and a feed 
below 111 Table 5- rate of 548 kg/hour. The apparatus used Was substantially 

The process of agglomerat1on Was carr1ed under atmo- 30 identical to the apparatus illustrated in FIG, 1, 

spher1c cond1t1ons, vvlth an apparatus tube rotat1on rate of After agglomeration’ the agglomerated abrasive grain 
8'5’9'5 rpm’ a tube lhehhe angle of 2'5 degrees’ and a feed samples Were screened and tested for loose packing density 
Fate ef 5’8 kg/hour' The apparatus hsed Was substahhahy (LPD), average size and agglomerate crush strength (see 
ldehheal to the apparatus Illustrated In FIG' 1' _ _ Table 6). The properties of all agglomerates Were acceptable 

After agglomerat1on’ the agglomerated abreslve grehh 35 for use in manufacturing abrasive grinding Wheels. These 
Samples Were Screened and tested for loose Packlng denslty data appear to indicate the use of organic pore inducers, i.e., 
(LPD), size distribution and agglomerate strength. These Walnut shells, had no signi?cant impact on agglomerate 
results are shoWn in Table 5. characteristics. 

TABLE 5 

pressure at 
Wt % 50% 

binder on Average crushed 
grain Wt % size LPD fraction 

Salnple No. Abrasive grain Binder basis urn g/cc MPa 

30 60 grit Water 3.0 479 1.39 1.2 r 0.1 
57A aluInina 

31 60 grit Water 3.0 574 1.27 2.5 r 0.1 
55A aluInina 

32 80 grit Water 3.0 344 1.18 0.4 r 0.1 
XG alurnina 

33 70 grit Water 3.0 852 1.54 17 r 1.0 
Targa ® sol gel 
aluInina 

34 70/30 Wt % Water 3.0 464 1.31 1.1 1 0.1 
60 grit 
38N60 grit 
Norton SG 
aluInina 

35 60 grit 38A Binder 3 2.4 n/a n/a n/a 
aluInina 

36 60 grit Norton Binder 3 2.4 n/a n/a n/a 
SG ® alumina 

37 60/25/15 Wt % Binder 3 2.4 n/a n/a n/a 
60 grit 38 N 
120 grit 
Norton SG/ 
320 grit 57A 
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TABLE 6 TABLE 6-continued 

Abrasive Vol % pressure at Abrasive Vol % Pmssur6 at 

grain Fired Vol % 50% 5 grain I EiWId VOIl % 50% 
Wt % mixture Binding Fired crushed Wt. %.mlxmm . . Bmdmg Flmd cruslwd 

I I I I I Sample grit size Binding mate- Pore LPD fraction 

Sample grit size Binding mate- Pore LPD fraction NO_ grain typ? mammal rials; Induwr gm MPa 
No. grain type material riala Inducer gcc MPa 

45 50/50 vol % C 7.88 2 1.07 11.5 1 0.5 
38 90/10 Wt % F 5.18 0 1.14 11.5 1 0.5 80 grit 

60 grit 10 38A alumina/ 
38A alumina/ 60 grit 
70 gm 32A alumina 

Targa ® I801 aVolume % is on the basis of total solids (grain, binding material and pore 
gd alumma inducer) and does not include the porosity of the agglomerate. 

39 90/10 Wt % C 7.88 2 1.00 11.5 1 0.5 15 

60 grit 
38A alumina/ EXAMPLE 7 

70 grit 
Targa ® Sol Agglomerate samples 10*13 and 24*27 prepared accord 
gd alumina ing to Examples 2 and 4, respectively, Were used to make 

40 90/10 Wt% F 5.18 2 1.02 10.5 10.5 20 grinding Wheels (?nished size: 20><1><8 inch) (50.8><2.54>< 
80 grit 20.3 cm). These Wheels Were tested in a creepfeed grinding 
33A ?lumina/ operation against comparative Wheels made Without 
70 grit agglomerates, but containing pore inducer ?ller material. 
Targa ® I501 To make the abrasive Wheels, the agglomerates Were 
gd alumna 25 added to a mixer along With a liquid binder and a powdered 

41 90/10 Wt % C 7.88 0 0.92 n/a . . . . . . . 

80 gm vitri?ed bond composition corresponding to Binding mate 
38A alumina) rial C from Table 1-2. The Wheels Were then molded, dried, 
70 gm ?red to a maximum temperature of 9000 C., graded, ?nished, 
Targa® S01 balanced and inspected according to commercial grinding 
gel alumina 30 Wheel manufacturing techniques knoWn in the art. 

42 50/50 Wt % F 5.18 2 1.16 11.5 1 0.5 The composition of the Wheels (including volume % 

60 grit abrasive, bond and porosity in the ?red Wheels), density, and 
38A alumina/ modulus properties of the Wheels are described in Table 7-1. 
60 grit Wheels Were formulated to a modulus of elasticity corre 
32A alumina 35 sponding to a standard Wheel hardness grade betWeen the D 

43 50/50 Wt % C 7.88 0 1.06 Na and E grades on the Norton Company hardness grade scale. 
60 grit Preliminary tests had established the Wheels formulated 
38A alumina/ from agglomerated grain With a volume % structure (i.e., 
60 grit volume % grain, bond and pores, to a total of 100%) 
32A alumina 40 identical to that of a comparative Wheel made Without 

44 50/50 vol % F 5.18 0 1.08 8.5 1 0.5 agglomerated grain Were in fact considerably loWer in 
80 grit density, had a loWer elastic modulus, and Were softer than 
38A alumina/ the comparative Wheel. Thus, density and elastic modulus, 
60 grit more so than calculated volume % structure, Were selected 
32A alumina as the critical Wheel hardness indicators for Wheels made 

With agglomerated grain and tested in these grinding studies. 

TABLE 7-1 

Abrasive Wheel Characteristics 

Wheel Wheel Composition Relative Fired Mod. of 
(agglomerate Volume % Air Density Elasticity 

samples Ex. 2, 5) Agglom.a Bondd Porosity Permeabilityb gcc d/cm2 x 1010 

(10) 37.50 5.70 56.80 81.8 1.62 10.7 

(11) 37.50 5.70 56.80 84.1 1.61 10.6 

(12) 37.50 5.70 56.80 87.8 1.60 11.1 

(12) 37.50 5.70 56.80 89.5 1.60 10.2 

(13) 37.50 5.70 56.80 79.2 1.61 11.4 

(27) 37.50 8.40 54.10 90.3 1.66 13.9 

(26) 37.50 8.40 54.10 90.6 1.65 14.8 

(26) 37.50 8.40 54.10 80.1 1.65 15.4 

(25) 37.50 8.40 54.10 n/a 1.66 15.6 

(24) 37.50 8.40 54.10 n/a 1.69 17.6 
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TABLE 7-1 -continued 

30 

Abrasive Wheel Characteristics 

Comparative 
samplesc 
non 

agglomerated Grain Bond Porosity 
grain vol % Vol % vol % 

38A60-D25VCF2 37.50“ 4.70 57.80 75.8 1.60 9.20 
38A60-D25VCF2 37.50“ 4.70 57.80 75.8 1.59 9.60 
38A60-E25VCF2 37.50“ 5.70 56.80 59.6 1.67 19.80 
38A60-D28VCF2 36.00“ 4.70 59.30 n/a 1.64 15.50 

3At 37.50 vol. % abrasive grain, the comparative Wheels contained a greater volume % 
abrasive grain (i.e., 143 volume % more) than the experimental Wheels made With 37.50 
vol. % agglomerated grain, binding material and intra-agglomerate porosity. 
bFluid (air) permeability Was measured by the test methods disclosed in U.S. Pat. Nos. 
5,738,696 and 5,738,697, assigned to Norton Company. Relative air permeability values are 
expressed in cc/second/inch of Water units. 
cComparative Wheel samples Were commercial products obtained from Saint-Gobain Abra 
sives, Inc., Worcester, MA, and marked With the Wheel designations indicated for each in 
Table 7-1. 
dValues for volume % bond of the experimental Wheels do not include the volume % glass 
binding material used on the grains to make the agglomerates. Volume % bond represents 
only the materials added to make the grinding Wheels. 

The Wheels Were tested in a creepfeed grinding operation 
against comparative commercial Wheels recommended for 
use in creepfeed grinding operations (the comparative 
Wheels are described in Tables 7-1 and 7-2). The compara 
tive Wheels had the same size dimensions, comparable 
hardness grades and Were otherwise suitable comparative 
Wheels to the experimental Wheels in a creepfeed grinding 
study, but they Were made Without agglomerates. 

Grinding Conditions: 
Machine: Hauni-Blohm Pro?mat 410 
Mode: Slot creepfeed grind 
Depth of Cut: 0.125 inch (0.318 cm) 
Wheel speed: 5500 surface feet per minute (28 m/sec) 
Table speed: Varied in increments of 2.5 in/min (6.4 

cm/min.) from 5*17.5 inches/minute (12.7*44.4 
cm/minute) or until failure observed (Workpiece burn or 
machine or Wheel failure) 

Coolant: Master Chemical Trim E210 200, at 10% concen 
tration With deionized Well Water, 95 gal/min (360 L/min) 

25 

30 

35 

40 

Workpiece material: AISI 4340 steel 48*50 Rc hardness 
Dress mode: rotary diamond, non-continuous 
Dress compensation: 40 micro-inch/rev (1 micrometer/rev) 
Total radial dress compensation: 0.02 inch/rev (0.5 mm/rev) 
Speed ratio: +0.8 

In these grinding runs, the table speed Was increased until 
failure Was observed. Failure Was denoted by Workpiece 
burn or by excessive Wheel Wear as indicated by poWer data, 
Wheel Wear (WWR) measurements, measurements of sur 
face ?nish and visual inspection of the ground surface. The 
material removal rate (maximum MRR) at Which failure 
occurred Was noted. 

As set forth in Table 7-2, beloW, these grinding tests 
demonstrated that the experimental Wheels containing the 
agglomerates Were consistently able to achieve higher maxi 
mum material removal rates than the comparative Wheels. 
The experimental Wheels also exhibited acceptable values 
for the other, less critical, grinding parameters observed in 
creepfeed operations (i.e., WWR, poWer and surface ?nish). 

TABLE 7-2 

Grinding Test Results 

Speci?c Average 
Wheel Wheel Composition Maximum Grinding Surface 

(agglomerate Volume % MRR WWR Energy Roughness 

samples Ex. 2, 5) Agglom.a Bond Porosity mm3/s/mm mm3/s/mm J/mm3 pm 

(10) 37.50 5.70 56.80 16.4 0.27 45.1 1.07 

(11) 37.50 5.70 56.80 13.6 0.14 45.8 1.04 

(12) 37.50 5.70 56.80 16.3 0.43 44.0 1.40 

(12) 37.50 5.70 56.80 13.8 0.14 44.8 1.05 

(13) 37.50 5.70 56.80 13.6 0.24 45.8 1.03 

(27) 37.50 8.40 54.10 16.3 0.21 47.3 0.97 

(26) 37.50 8.40 54.10 13.7 0.17 50.3 0.86 

(26) 37.50 8.40 54.10 11.0 0.09 54.4 0.80 

(25) 37.50 8.40 54.10 13.5 0.12 52.4 0.89 

(24) 37.50 8.40 54.10 10.9 0.08 54.6 0.77 
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TABLE 7-2-continued 

32 

Grinding Test Results 

Comparative 
samplesc 
non 

agglomerated Grain Bond Porosity 
grain vol % Vol % vol % 

JOHNOZ 37.50 4.70 57.80 8.3 0.12 46.7 1.28 
38A60-D25VCF2 
EB030-2 37.50 4.70 57.80 10.8 0.14 46.5 1.16 
38A60-D25VCF2 
EB012-2 37.50 5.70 56.80 11.0 0.07 58.5 0.67 
38A60-E25VCF2 
JOHNOl 36.00 4.70 59.30 11.0 0.12 54.7 0.68 

3At 37.50 vol. % abrasive grain, the comparative Wheels contained a greater volume % abrasive grain 
(i.e., 143 volume % more) than the experimental Wheels made With 37.50 vol. % agglomerated grain, 
binding material and intra-agglomerate porosity. 

EXAMPLE 8 

An agglomerated abrasive grain sample (60) Was prepared 
in the rotary calcination apparatus, With a silicon carbide 
tube, described in Example 1 and illustrated in FIG. 1. The 
process of agglomeration Was carried out under atmospheric 
conditions, at 1,3500 C., With an apparatus tube rotation rate 
of 9 rpm, a tube incline angle of 3 degrees, and a feedrate of 
6*10 kg/hour. 
The agglomerate sample Was made from a mixture of 38A 

alumina abrasive grain, 60 grit size (same grain as used in 
Examples 1 and 6), 5.0 Wt % binding material F (based on 
Weight of abrasive grain) and 2.5 Wt % Binder 3 in Water 
(50/50 Weight mixture based on Weight of abrasive grain). 

After agglomeration in the rotary calcination apparatus, 
the agglomerated abrasive grain Was screened and tested for 
loose packing density (LPD) and other attributes by the 
methods described above. The yield of usable free-?owing 
agglomerates (de?ned as —12 mesh to pan) Was 72.6% of the 
feedstock before sintering. The LPD of the agglomerate Was 

20 

25 

30 

35 

1.11 g/cc and the relative density Was 28.9%. These sintered 
agglomerates Were used to make grinding Wheels having a 
?nished size of 16.25><0.75><5.00 inch (41.3><2.4><12.8 cm). 
To make the abrasive Wheels, the agglomerates Were 

added to a mixer along With a powdered vitri?ed bond 
composition (corresponding to Binding material C from 
Table 1-2) and liquid Binder 3 to make a mixture. The 
Wheels Were then molded from this mixture, dried, ?red to 
a maximum temperature of 9000 C., graded, ?nished, bal 
anced and inspected according to commercial grinding 
Wheel manufacturing techniques knoWn in the art. Wheels 
Were made to correspond in modulus of elasticity value to 
comparative Wheels having a standard Wheel hardness grade 
in the E grade range on the Norton Company hardness grade 
scale. 

The characteristics of the ?red abrasive Wheels and a 
comparative commercial Wheel, obtained from Saint 
Gobain Abrasives, lnc., Worcester, Mass, are described in 
Table 8-1 beloW. 

TABLE 8-1 

Abrasive Wheels 

Abrasive Wheel Composition Fired Mod. of 

Wheel Agglom. Bondc Porosity Density Elasticity 
Sample Vol. % vol % vol % Air Permeabilityb gcc d/cm2 x 1010 

Experimental 37.50 9.88 52.62 90.4 1.66 17.5 
8-4 
8-11 37.5 9.88 52.62 87.4 1.66 17.5 
8-17 37.5 9.88 52.62 88.3 1.66 17.5 

Grain Bond Porosity 
Comparative vol % vol % vol % 

38A605- 37.50 5.73 56.77 43.5 1.65 17.3 

a) At 37.50 vol. % abrasive grain component, the comparative sample Wheels contained a 
larger volume percentage abrasive grain (i.e., about 143 vol. % more) than the experi 
mental Wheels of the invention containing a mixture of 37.50 vol. % agglomerated grain, 
binding material and intra-agglomerate porosity. 
bFluid (air) permeability Was measured by the test methods disclosed in U.S. Pat. Nos. 
5,738,696 and 5,738,697, assigned to Norton Company. Relative air permeability values 
are expressed in cc/second/inch of Water units. 
cValues for volume % bond do not include the volume % binding material used on the 
grains to make the agglomerates. Volume % bond represents only the materials added to 
make the grinding Wheels. 
























