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(57) ABSTRACT 

A system and method for testing the signals on a parallel 
communication bus uses a single printed circuit board that 
connects to the bus. The signals from the bus may be 
passively and actively ?ltered prior to a multiplexer. The 
multiplexer may be controlled by a variety of inputs, includ 
ing communications over a second bus by a remote device. 
The output of the multiplexer is one or more probe points 
that may be connected to a measurement device. 
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PARALLEL BUS DEBUGGING TOOL 

BACKGROUND OF THE INVENTION 

a. Field of the Invention 
The present invention pertains generally to testing of 

communications busses and more speci?cally to signal 
probing of communications busses With a multitude of 
signals. 

b. Description of the Background 
Parallel communication busses typically have a multitude 

of signal lines that are operable to send electrical signals 
betWeen devices. It is often desirous to test one or more lines 
of the bus by using various electronic test devices such as a 
scope or meter. When testing a bus that comprises many 
signals, a technician may be required to disconnect and 
connect a probe for each individual signal. Some commu 
nication busses have in excess of sixty or more signals, 
causing the testing of each line of the bus to become time 
consuming and error prone. 

Direct probing of some communications busses may 
cause the performance of the bus to be disrupted or com 
promised. In such instances, the measurements taken may be 
skeWed, distorted, or meaningless. Often, certain circuitry 
may be necessary to isolate the signals from the test equip 
ment. 

Some communication busses use an adaptive ?ltering 
mechanism Whereby a device on the bus sets speci?c 
?ltering parameters to maximize the signal integrity at that 
particular point of the bus. In some instances, one or more 
devices on the bus may transmit a training signal that is 
received and used by the ?lter to set the adaptive ?lter 
parameters. Measurements may be desired With or Without 
adaptive ?ltering operational. 

It Would therefore be advantageous to provide a system 
and method for simply testing a multitude of signal lines on 
a parallel communication bus. It Would be further advanta 
geous to provide a system and method for testing a multitude 
of signal lines Wherein adaptive ?ltering may be optionally 
used. 

SUMMARY OF THE INVENTION 

The present invention overcomes the disadvantages and 
limitations of previous solutions by providing a system and 
method for testing the signals on a parallel communication 
bus. A scope probe device is connected to the bus. The 
signals from the bus may be passively and actively ?ltered 
prior to a multiplexer. The multiplexer may be controlled by 
a variety of inputs. The output of the multiplexer is one or 
more probe points that may be connected to a measurement 
device. 
An embodiment of the present invention may comprise a 

sWitchable probe board for probing a parallel bus compris 
ing: a connector adapted to connect into the parallel bus; a 
plurality of signal paths corresponding to individual signals 
of the parallel bus, each of the plurality of signal paths 
having a passive ?lter, and an adjustable ?lter circuit, the 
plurality of signal paths being electrically communicated to 
the connector; a sWitch matrix connected to each of the 
plurality of signal paths and having at least one output; and 
a controller adapted to con?gure the sWitch matrix to 
connect one of the plurality of signal paths to the at least one 
output, the controller having an input; Wherein the sWitch 
able probe board is a single printed circuit board. 

Another embodiment of the present invention may com 
prise a method for probing a plurality of signals on a parallel 
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2 
bus comprising: providing a sWitchable probe board having 
a connector adapted to connect into the parallel bus, a 
plurality of signal paths corresponding to individual signals 
of the parallel bus, each of the plurality of signal paths 
having a passive ?lter, and an adjustable ?lter circuit, the 
plurality of signal paths being electrically communicated to 
the connector, a sWitch matrix connected to each of the 
plurality of signal paths and having at least one output, and 
a controller adapted to con?gure the sWitch matrix to 
connect one of the plurality of signal paths to the at least one 
output, the controller having an input, Wherein the sWitch 
able probe board is a single printed circuit board; connecting 
the connector to the parallel bus; connecting a test device to 
the at least one output; causing the sWitch matrix to select a 
?rst of the plurality of signals to be connected to the at least 
one output by sending an input to the controller; measuring 
the ?rst of the plurality of signals using the test device; 
causing the sWitch matrix to select a second of the plurality 
of signals to be connected to the at least one output by 
sending an input to the controller; and measuring the second 
of the plurality of signals using the test device. 

Yet another embodiment of the present invention may 
comprise a sWitchable probe board for probing a parallel bus 
comprising: a ?rst means for connecting to the parallel bus; 
a plurality of second means for preparing the signals in a 
?xed ?lter and an adjustable ?lter circuit, each of the 
plurality of second means corresponding to individual sig 
nals of the parallel bus, the plurality of second means being 
electrically communicated to the ?rst means; a third means 
for probing a signal; a fourth means for selectively connect 
ing one of the plurality of second means to the third means; 
and a ?fth means for controlling the fourth means, the ?fth 
means having an input; Wherein the sWitchable probe board 
is a single printed circuit board. 
The advantages of the present invention are that testing of 

busses With high signal counts may be performed under 
various conditions, including active ?ltering, With a mini 
mum of set up and, in some embodiments, in an automated 
or semi-automated fashion. Such a system can speed debug 
ging time and provide a repeatable method for characteriZ 
ing the performance of a bus. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the draWings, 
FIG. 1 is an illustration of an embodiment of the present 

invention shoWing a sWitchable probe system. 
FIG. 2 is an illustration of an embodiment of the present 

invention shoWing a SCSI communication bus segment. 
FIG. 3 is an illustration of an embodiment of the present 

invention shoWing a method for testing a parallel circuit. 

DETAILED DESCRIPTION OF THE 
INVENTION 

FIG. 1 illustrates an embodiment 100 of the present 
invention shoWing a sWitchable probe system. The sWitch 
able probe board 102 contains a parallel bus connector 104. 
The signals from the parallel bus connector 104 are routed 
through a buffer 106, a programmable gain module 108, and 
into a sWitch matrix 110. The output of the sWitch matrix 110 
are probe channels 112, 114, and 116. The sWitch matrix 110 
may be controlled by the user control 118. In some imple 
mentations, the user control 118 may interface With a remote 
device 120. 
The embodiment 100 may be used to test a parallel bus 

such as a SCSI bus that has many parallel signals. Such 
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busses may have 20 or more signals. As the number of 
signals increases, so too does the complexity of probing and 
measuring individual signals. Other embodiments may be 
developed for other parallel busses, such as the PCI bus or 
other parallel busses While keeping Within the spirit and 
intent of the present invention. 

The signals may enter the board 102 through the parallel 
bus connector 104. The parallel bus connector 104 may be 
a standard connector that is used to engage a stub port or 
other connection onto the bus to be tested. For example, in 
an application using a SCSI bus, the connector 104 may be 
a standard SCSI connector that may be found on a standard 
SCSI device, such as a disk drive. 
The signals are sent through a buffer 106. The buffer 106 

may be a passive or active set of components that are used 
to prepare the signals for testing. In some cases, the buffer 
106 may have certain capacitance, impedance, and resis 
tance characteristics such that the board 102 does not 
adversely affect the performance of the bus. In some 
instances, the buffer 106 may isolate the bus signals from the 
remaining circuitry on the board 102. Each application may 
have a speci?c set of electrical performance characteristics 
that may be determined by those skilled in the art. 

The programmable gain circuit 108 may be used in some 
applications to set a skeW value based on a training pattern 
broadcast on the bus by other devices or for other program 
mable or settable signal processing characteristics. In 
essence, When a training pattern is broadcast, the device 102 
may analyZe the pattern and select appropriate values of the 
adjustable circuitry 108 to maximize performance by mini 
miZing skeW and reducing inter-symbol interference. Vari 
ous methods for determining the optimum values are knoWn 
in the art and may or may not be directly applicable to the 
speci?c embodiment contemplated. In some embodiments, 
the programmable ?lter and deskeW circuit 108 may not be 
present or the functionality may be sWitched out of the 
circuit. In still other embodiments, the user control 118 may 
be able to control the programmable ?lter and deskeW circuit 
108, including being able to read the values obtained by the 
circuit 108 after evaluation of the training patterns. In other 
embodiments, the programmable gain circuit 108 may com 
prise adjustable gain, ?lters, or other signal processing 
functions. 

The analog sWitch matrix 110 may connect any of the 
various signal lines from the parallel bus to the probe 
channels 112, 114, and 116. In some embodiments, only one 
probe channel 112 may be used, While in other embodi 
ments, several probe channels may be implemented. 

The probe channels 112, 114, and 116 may be test points 
on the board 102 to Which a test device may be connected, 
such as a logic analyZer, oscilloscope, volt meter, or other 
test device. Various mechanical con?gurations may be used 
by those skilled in the arts, depending on the test device, 
quality of signal, and other factors. 

The user control 118 may be various types of input by 
Which the sWitch matrix 110 may be controlled. In a very 
simple example, the user control 118 may be a set of dip 
sWitches. In other embodiments, the user control 118 may be 
a microprocessor that is able to automatically sWitch 
betWeen input lines on a sequentially repeating basis. Such 
an embodiment may have a keypad and display mounted on 
the board 102. In still other embodiments, the user control 
118 may be an interface to a remote device 120. Such an 

interface may be an IEEE-488, RS-232, Ethernet, or other 
interface. 

FIG. 2 illustrates an embodiment 200 of the present 
invention shoWing a SCSI communication bus segment. The 
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4 
bus path 202 has ter'minators 204 and 218 at either end. 
Several stub connections 206, 208, and 210 may be provided 
along the bus segment 202. Devices 212, 214, and 216 are 
connected directly into the bus segment 202. Device 218 is 
connected to the bus path 202 through an enclosure 220. The 
sWitch board 222 may be directly plugged into any of the 
stub connections 206, 208, or 210. Additionally, one of the 
devices 212, 214, 216, and 218 may be removed and 
replaced With the sWitch board 222 in order to test the 
connections at those points, if desired. 
The embodiment 200 is shoWn as a SCSI bus. The use of 

SCSI is only as an example of the principles of operation of 
the invention. The present invention may be used With 
various other busses knoWn in the art While keeping Within 
the spirit and intent of the present invention. 

The sWitch board 222 may be used to evaluate connect 
edness and performance of the bus path 202 at various 
locations. In some cases, the bus performance may be 
different if the sWitch board 222 Were plugged into the stub 
connector 206 as compared to the stub connector 210. The 
ease and simplicity of testing the bus path 202 With the 
sWitch board 222 may alloW a technician or engineer to 
characterize the bus performance, debug problems on the 
bus, or for other uses. 

In cases Where the devices on the bus are commonly disk 
drives, the mechanical con?guration of the sWitch board 222 
may be similar to that of a disk drive. For example, the siZe 
of the sWitch board 222 may be con?gured like that of a disk 
drive and mounting hardWare may be attached to the circuit 
board so that the sWitch board 222 may be inserted and held 
in place using the same or similar guiding and mounting 
hardware as a disk drive. Such an embodiment has the 
bene?t of enabling a bus path containing a plurality of disk 
drives to be checked readily and effectively. 

FIG. 3 is an illustration of an embodiment 300 of the 
present invention shoWing a method for using a sWitch 
board. The process begins in block 302. The sWitch board is 
plugged into an available connector in block 304. If neces 
sary, the training sequence may be performed on the bus in 
block 306. An input line is selected for testing in block 308 
and the sWitch matrix on the sWitch board is activated to 
connect the determined input line to the output line in block 
310. The measurement is performed in block 312. If another 
line is to be tested in block 314, the process returns to block 
308. If not, the process ends in block 316. 
The embodiment 300 illustrates a method by Which one or 

more lines on a parallel bus may be tested using the sWitch 
board. In some cases, the selection of the appropriate input 
line may be done manually, such as setting a rotary sWitch 
or dip sWitch. In other cases, the determination of the line, 
the length of test, and other parameters may be programmed 
into the user controller of the sWitch board. In such cases, the 
board may be used to perform fully or semi-automated tests 
of a parallel bus. Such automated tests may quickly and 
ef?ciently test many or all of the signal lines of a bus in a 
short period of time, substantially saving time and increas 
ing the repeatability and reliability of the measurements. In 
cases Where an automated test is performed, an automated 
test apparatus may be con?gured to simultaneously control 
the sWitch matrix and the measurement device. 
The foregoing description of the invention has been 

presented for purposes of illustration and description. It is 
not intended to be exhaustive or to limit the invention to the 
precise form disclosed, and other modi?cations and varia 
tions may be possible in light of the above teachings. The 
embodiment Was chosen and described in order to best 
explain the principles of the invention and its practical 
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application to thereby enable others skilled in the art to best 
utilize the invention in various embodiments and various 
modi?cations as are suited to the particular use contem 
plated. It is intended that the appended claims be construed 
to include other alternative embodiments of the invention 
except insofar as limited by the prior art. 
What is claimed is: 
1. A sWitchable probe board for probing a parallel bus 

comprising: 
a connector for connecting into said parallel bus; 
a plurality of signal paths corresponding to individual 

signals of said parallel bus, each of said plurality of 
signal paths having a passive ?lter, and an adjustable 
?lter circuit, said plurality of signal paths being elec 
trically communicated to said connector; 

a sWitch matrix connected to each of said plurality of 
signal paths and having at least one output; and 

a controller adapted to con?gure said sWitch matrix to 
connect one of said plurality of signal paths to said at 
least one output, said controller having an input; 

Wherein said sWitchable probe board is a single printed 
circuit board. 

2. The sWitchable probe board of claim 1 Wherein said 
controller comprises dip sWitches. 

3. The sWitchable probe board of claim 1 Wherein said 
controller comprises a microprocessor programmable to 
cause said sWitch matrix to sequentially sWitch a predeter 
mined set of said plurality of signal paths to said at least one 
output. 

4. The sWitchable probe board of claim 3 Wherein said 
controller communicates on a second communications bus. 

5. The switchable probe board of claim 4 Wherein said 
controller is programmed by a second device communicat 
ing over said second communications bus. 

6. The sWitchable probe board of claim 1 Wherein said 
adjustable ?lter circuit receives a training pattern of signals 
on said parallel bus and said adjustable ?lter circuit is set to 
a skeW value based on said training pattern. 

7. The sWitchable probe board of claim 1 Wherein said 
parallel bus is a SCSI bus. 

8. The sWitchable probe board of claim 1 Wherein said 
parallel bus is a PCI bus. 

9. The sWitchable probe board of claim 1 further com 
prising mounting hardWare for simulating the mounting 
hardWare of a disk drive. 

10. A method for probing a plurality of signals on a 
parallel bus comprising: 

providing a sWitchable probe board having a connector 
adapted to connect into said parallel bus, a plurality of 
signal paths corresponding to individual signals of said 
parallel bus, each of said plurality of signal paths 
having a passive ?lter, and an adjustable ?lter circuit, 
said plurality of signal paths being electrically com 
municated to said connector, a sWitch matrix connected 
to each of said plurality of signal paths and having at 
least one output, and a controller for con?guring said 
sWitch matrix to connect one of said plurality of signal 
paths to said at least one output, said controller having 
an input, Wherein said sWitchable probe board is a 
single printed circuit board; 

connecting said connector to said parallel bus; 
connecting a test device to said at least one output; 
causing said sWitch matrix to select a ?rst of said plurality 

of signals to be connected to said at least one output by 
sending an input to said controller; 

measuring said ?rst of said plurality of signals using said 
test device; 
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6 
causing said sWitch matrix to select a second of said 

plurality of signals to be connected to said at least one 
output by sending an input to said controller; and 

measuring said second of said plurality of signals using 
said test device. 

11. The method of claim 10 Wherein said controller 
comprises dip sWitches. 

12. The method of claim 10 Wherein said controller 
comprises a microprocessor programmable to cause said 
sWitch matrix to sequentially sWitch a predetermined set of 
said plurality of signal paths to said at least one output. 

13. The method of claim 12 Wherein said controller 
communicates on a second communications bus. 

14. The method of claim 13 Wherein said controller is 
programmed by a second device communicating over said 
second communications bus. 

15. The method of claim 10 Wherein said adjustable ?lter 
circuit receives a training pattern of signals on said parallel 
bus and sets said adjustable ?lter circuit to a skeW value 
based on said training pattern. 

16. The method of claim 10 Wherein said parallel bus is 
a SCSI bus. 

17. The method of claim 10 Wherein said parallel bus is 
a PCI bus. 

18. The method of claim 10 further comprising mounting 
hardWare for simulating the mounting hardWare of a disk 
drive. 

19. A sWitchable probe board for probing a parallel bus 
comprising: 

a ?rst means for connecting to said parallel bus; 
a plurality of second means for preparing said signals in 

a ?xed ?lter and an adjustable ?lter circuit, each of said 
plurality of second means corresponding to individual 
signals of said parallel bus, said plurality of second 
means being electrically communicated to said ?rst 
means; 

a third means for probing a signal; 
a fourth means for selectively connecting one of said 

plurality of second means to said third means; and 
a ?fth means for controlling said fourth means, said ?fth 
means having an input; 

Wherein said sWitchable probe board is a single printed 
circuit board. 

20. The sWitchable probe board of claim 19 Wherein said 
input to said ?fth means comprises dip sWitches. 

21. The sWitchable probe board of claim 19 Wherein said 
?fth means comprises a microprocessor programmable to 
cause said fourth means to sequentially sWitch a predeter 
mined set of said plurality of second means to said third 
means. 

22. The sWitchable probe board of claim 21 Wherein said 
?fth means communicates on a second communications bus. 

23. The sWitchable probe board of claim 22 Wherein said 
?fth means is programmed by a second device communi 
cating over said second communications bus. 

24. The sWitchable probe board of claim 19 Wherein said 
adjustable ?lter circuit receives a training pattern of signals 
on said parallel bus and sets said adjustable ?lter circuit to 
a skeW value based on said training pattern. 

25. The sWitchable probe board of claim 19 Wherein said 
parallel bus is a SCSI bus. 

26. The sWitchable probe board of claim 19 Wherein said 
parallel bus is a PCI bus. 

27. The sWitchable probe board of claim 19 further 
comprising a sixth means for mounting said sWitch probe 
board Wherein said sixth means simulates the mounting 
hardWare of a disk drive. 


