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MOUNTING CONFIGURATION AND 
METHOD FOR A MOTORCYCLE SEAT 

RELATED APPLICATION DATA 

This is a continuation patent application of US. patent 
application Ser. No. 10/617,426 ?led on Jul. 11, 2003, now 
US. Pat. No. 6,913,099 Which is incorporated herein by 
reference. 

FIELD OF THE INVENTION 

The present invention relates to motorcycles, and more 
speci?cally to mounting con?gurations for motorcycle seats. 

BACKGROUND 

Motorcycles are provided With various types of seats for 
the comfort of motorcycle operators and passengers. Motor 
cycle seats can be coupled to the motorcycle in a variety of 
Ways, including hinging the seat to the motorcycle frame, or 
bolting the motorcycle seat to the frame. Other motorcycle 
seats may be provided With hidden storage compartments, 
and may be coupled to the motorcycle using a keyed lock. 

SUMMARY 

One embodiment of the present invention provides a 
motorcycle having a frame and a seat mounting stud extend 
ing upWardly from a seat support of the frame. In one 
construction, a seat assembly includes a seat pan having a 
forWard mounting tab extending forWardly from the seat pan 
and coupled to the frame adjacent a fuel tank, a rearWard 
mounting tab extending rearWardly from the seat pan and 
coupled to a rear fender, and a mounting aperture positioned 
betWeen the forWard and rearWard mounting tabs. The 
mounting stud is received Within the mounting aperture and 
cooperates With the forWard and rearWard mounting tabs to 
couple the seat assembly to the frame. In some construc 
tions, the locations of the mounting stud and the mounting 
aperture can be sWitched, such that the seat support de?nes 
the mounting aperture, and the mounting stud extends from 
the seat pan. 

Other features of the invention Will become apparent to 
those skilled in the art upon revieW of the folloWing detailed 
description, claims, and draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side vieW of a motorcycle embodying some 
aspects of the invention. 

FIG. 2 is a perspective vieW of a seat assembly of the 
motorcycle illustrated in FIG. 1. 

FIG. 3 is a side vieW of the seat assembly illustrated in 
FIG. 2. 

FIG. 4 is a rear vieW of the seat assembly With the seat 
assembly pivoted upWardly. 

FIG. 5 is a side vieW of the seat assembly With portions 
shoWn in section illustrating a ?rst step for installing the seat 
assembly on the motorcycle. 

FIG. 6 is a side vieW illustrating a second step for 
installing the seat assembly on the motorcycle. 

FIG. 7 is a side vieW illustrating a third step for installing 
the seat assembly on the motorcycle. 

FIG. 8 is a side vieW illustrating a fourth step for installing 
the seat assembly on the motorcycle. 
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2 
Before one embodiment of the invention is explained in 

detail, it is to be understood that the invention is not limited 
in its application to the details of construction and the 
arrangements of the components set forth in the folloWing 
description or illustrated in the draWings. The invention is 
capable of other embodiments and of being practiced or 
being carried out in various Ways. Also, it is understood that 
the phraseology and terminology used herein is for the 
purpose of description and should not be regarded as lim 
iting. The use of “including” and “comprising” and varia 
tions thereof herein is meant to encompass the items listed 
thereafter and equivalents thereof as Well as additional 
items. 

DETAILED DESCRIPTION 

FIG. 1 illustrates a motorcycle 10 including a frame 
assembly 14, and an engine assembly 18 supported by the 
frame assembly 14. A sWingarm 22 is pivotally coupled to 
the engine assembly 18 and supports a rear Wheel 26. The 
frame 14 includes a steering head 30 that pivotally supports 
a steering assembly 34, Which in turn supports a front Wheel 
38. An upper frame member or backbone 42 extends rear 
Wardly from the steering head 30 and bends doWnWardly 
toWard the sWingarm 22. A seat support 44 extends rear 
Wardly from the backbone 42 to a pair of fender supports 46 
that support a rear fender 50 above the rear Wheel 26. A fuel 
tank 54 is coupled to the backbone 42 and extends generally 
from the steering head 30 to the bent area of the backbone 
42. A seat assembly 58 extends rearWardly from the fuel tank 
54 and is supported by the backbone 42, the seat support 44, 
and the rear fender 50 as discussed further beloW. 

Referring to FIGS. 2*4, the seat assembly 58 includes a 
seat pan 62 Which, in the illustrated embodiment, is formed 
of a polymer. The seat pan 62 is formed and contoured to 
closely folloW the shape of the backbone 42, the seat support 
44, and the rear fender 50. The seat pan 62 includes a 
forWard mounting portion 66, a central mounting portion 70, 
and a rearWard mounting portion 74. The seat assembly 58 
also includes a seat cushion 75 (illustrated in phantom) that 
overlies the seat pan 62 and that provides a seating surface 
76 (see FIG. 3) for the motorcycle operator and passenger. 
The seat cushion 75 is formed of a resilient material, such as 
foam rubber, covered With a suitable fabric, such as vinyl or 
leather. A grab strap 77 extends from the seat pan 62 around 
the seat cushion 75 for grasping by the motorcycle passen 
ger. 
The forWard mounting portion 66 of the seat pan 62 

includes a forWard mounting tab 78 that slides into a cavity 
82 de?ned betWeen the backbone 42 and the fuel tank 54 
(see FIG. 4). Speci?cally, the forWard mounting tab 78 slides 
betWeen a mounting bracket 83 that is coupled to the fuel 
tank 54, and a mounting boss 84 that extends generally 
upWardly from the seat support 44. The forWard mounting 
tab 78 is formed of a material having increased strength With 
respect to the seat pan material. In the illustrated construc 
tion, the forWard mounting tab 78 is steel. The forWard 
mounting tab 78 is coupled to the forWard mounting portion 
66 by suitable fasteners 85 such as bolts, screWs, rivets, or 
the like. 
The central mounting portion 70 de?nes a generally 

V-shaped aperture 86. Positioned Within the aperture 86 is a 
mounting plate 90 that, like the mounting tab 78, is formed 
of a material having increased strength With respect to the 
seat pan material (eg steel, as in the illustrated construc 
tion). The mounting plate 90 can be coupled to the seat pan 
62 using suitable fasteners, such as those discussed above, 
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or, as in the illustrated construction, can be integrally 
molded into the seat pan 62. The mounting plate 90 de?nes 
a frame mount in the form of a generally keyhole-shaped 
opening 94 that is positioned in the loWer portion of the 
V-shaped aperture 86. The keyhole opening 94 receives a 
seat mount in the form of a mounting stud 98 that extends 
generally upWardly and forWardly from the seat support 44. 
The mounting stud 98 is con?gured With an enlarged end 
portion 102 siZed such that When the mounting stud 98 is 
positioned in a large portion of the keyhole opening 94, the 
enlarged end portion 102 can pass freely through the open 
ing 94 and the mounting stud 98 and keyhole opening 94 are 
unlatched. HoWever When the mounting stud 98 is posi 
tioned in a small portion of the keyhole opening 94, the 
enlarged end portion 102 cannot pass through the opening 94 
and the mounting stud 98 and keyhole opening 94 are 
latched together. 

The mounting plate 90 also de?nes a pair of angled posts 
or tabs 106 that are positioned in the leg portions of the 
V-shaped aperture 86. Respective end portions 110 of the 
grab strap 77 are provided With holes or apertures (not 
shoWn) that are coupled (eg by hooking) to the angled tabs 
106 such that the grab strap 77 is coupled to the seat pan 62 
by the mounting plate 90. As discussed above, the mounting 
plate 90 has increased strength With respect to the seat pan 
62, thereby providing a suitable connection point for carry 
ing loads that may be placed on the grab strap 77 (eg by the 
motorcycle passenger) during motorcycle operation. Chan 
nel portions 112 are de?ned by the seat pan 62 and receive 
the end portions 110 of the grab strap 77. 

The rearWard mounting portion 74 of the seat pan 62 
includes a rearward mounting tab 114 that extends rear 
Wardly from the seat pan 62 and beyond the seat cushion 75. 
The rearWard mounting tab 114 is also formed of a material 
having increased strength With respect to the seat pan 
material. The rearWard mounting tab 114, like the mounting 
plate 90 can be coupled to the seat pan 62 by suitable 
fasteners, or can be integrally molded into the seat pan 62. 
The rearWard mounting tab 114 de?nes a mounting aperture 
118 that can be aligned With a threaded opening 122 de?ned 
by the rear fender 50. 

Referring to FIGS. 5*8, the seat assembly 58 is installed 
by positioning the forWard mounting tab 78 betWeen the 
mounting bracket 83 and the mounting boss 84, and moving 
the seat assembly 58 in the direction of the arroW in FIG. 5, 
thereby inserting the mounting tab 78 into the cavity 82. 
With the forWard mounting tab 78 positioned in the cavity 
82, the rearWard mounting portion 114 is moved doWn 
Wardly in the direction of the arroW in FIG. 6, such that the 
forWard mounting tab 78 pivots about the mounting boss 84. 
As the seat assembly 58 is moved doWnWardly, the keyhole 
opening 94 is positioned such that the enlarged end portion 
102 of the mounting stud 98 is alloWed to pass through the 
large portion of the keyhole opening 94, and the mounting 
stud 98 and keyhole opening 94 are therefore unlatched. 
Thus, as illustrated in FIG. 6, the seat assembly 58 is in a 
released or unlatched position With respect to the frame 14, 
and the mounting aperture 118 in the rearWard mounting tab 
114 is positioned forWardly of the threaded opening 122 in 
the rear fender 50. 

The seat assembly 58 is then slid rearWardly in the 
direction of the arroW in FIG. 7 from the unlatched position 
to a coupled or latched position. RearWard movement of the 
seat assembly 58 to the latched position adjusts the position 
of the mounting stud 98 Within the keyhole opening 94 such 
that the mounting stud 98 is positioned in the small portion 
of the keyhole opening 94. As mentioned above, the 
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4 
enlarged end portion 102 is therefore unable to be WithdraWn 
from the keyhole opening 94 and the mounting stud 98 and 
keyhole opening are therefore latched together. RearWard 
movement of the seat assembly 58 also brings the mounting 
aperture 118 into alignment With the threaded opening 122 
such that a mounting fastener 126 (FIG. 8) can be extended 
through the mounting aperture 118 and threaded into the 
threaded opening 122, thereby securing the seat assembly 58 
to the motorcycle 10. In this regard, mounting and dismount 
ing of the seat assembly 58 can be accomplished by install 
ing or removing a single fastener. 

Several variations to the above-described components are 
possible, and are Within the spirit and scope of the present 
invention. For example, instead of providing the forWard 
mounting tab 78 on the seat pan 62, and de?ning the cavity 
82 betWeen the backbone 42 and the fuel tank 54, a cavity 
can alternatively be de?ned by the seat pan 62 and one of the 
backbone 42 and the fuel tank 54 can be provided With a tab 
that is received by the cavity. Similarly, the mounting stud 
98 can alternatively be provided on the mounting plate 90, 
and the frame assembly 14 can be provided With a keyhole 
shaped opening, like keyhole opening 94. Furthermore, the 
tabs 106 need not be formed in the manner illustrated. For 
example, the tabs 106 can be formed by fasteners, rivets, 
pins, or substantially any other member that can be used to 
suitably secure the end portions 110 of the grab strap 77 to 
the mounting plate 90 
The above-described seat assembly 58 and its variations 

provide a seat assembly in Which the seat pan 62 can be of 
a polymeric construction, thereby reducing costs, While 
maintaining suitable structural integrity. More speci?cally, 
by providing mounting locations that include strength-en 
hancing components, such as the forWard mounting tab 78, 
the mounting plate 90, and the rearWard mounting tab 114, 
the rigidity With Which the seat assembly 58 is coupled to the 
motorcycle is improved in comparison With a seat pan not 
including such components. Furthermore, the mounting 
plate 90 provides a relatively rigid mounting point so that the 
grab strap 77 can be suitably attached to the seat assembly 
58, Whereas many prior art seat assemblies had grab straps 
attached to the frame. Attaching the grab strap 77 directly to 
the seat assembly 58 simpli?es removal of the seat assembly 
58 from the motorcycle 10. Attaching the grab strap 77 to the 
higher strength mounting plate 90 in the above-described 
manner also reduces the likelihood of detaching the grab 
strap 77 from the seat assembly 58 by bending, breaking, or 
otherWise damaging the posts or tabs 106. Loads placed on 
the grab strap 77 are transmitted from the relatively rigid 
mounting plate 90 into the frame 14 by Way of the mounting 
stud 98, thereby reducing stresses in the less rigid seat pan 
62. 

Various features of the invention are set forth in the 
folloWing claims. 
What is claimed is: 
1. A seat assembly for a motorcycle, the motorcycle 

including a frame, the seat assembly comprising: 
a seat cushion; 
a seat pan coupled to the seat cushion; 
a front mount extending from a forWard portion of the seat 

Pan; 
a rear mount extending from a rearWard portion of the seat 

pan; and 
a central mounting portion located on the seat pan 

betWeen the front and rear mounts, the central mount 
ing portion de?ning a frame mount that latches to the 
frame When the seat assembly is slid rearWardly to a 
?rst position With respect to the frame, and that releases 
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from the frame When the seat assembly is slid for 
Wardly to a second position With respect to the frame. 

2. The seat assembly of claim 1, Wherein the rear mount 
includes a rearWard mounting tab that extends rearWardly of 
the seat pan and de?nes an opening, the seat assembly 
further comprising a fastener extending through the opening 
and coupling the seat assembly to the motorcycle. 

3. The seat assembly of claim 1, Wherein the seat pan is 
formed of a polymer, and the central mounting portion is 
formed of a metal. 

4. The seat assembly of claim 1, Wherein the front and rear 
mounts are each coupled to the seat pan, Wherein the seat 
pan is formed of a ?rst material, and Wherein the front 
mount, the rear mount, and the central mounting portion are 
formed of a second material having increased strength With 
respect to the ?rst material. 

5. The seat assembly of claim 1, Wherein the front mount 
includes a forWard mounting tab that extends forWardly of 
the seat pan. 

6. The seat assembly of claim 1, Wherein the frame mount 
comprises one of a mounting stud and a mounting aperture, 
and Wherein the other of the mounting stud and the mounting 
aperture is provided on the frame. 

7. The seat assembly of claim 6, Wherein the mounting 
aperture is substantially keyhole-shaped and the mounting 
stud includes an enlarged end portion. 

8. The seat assembly of claim 7, Wherein the mounting 
aperture includes a hole portion and a slot portion, Wherein 
the slot portion is positioned forWardly of the hole portion, 
and Wherein the seat assembly is moved rearWardly from the 
second position to the ?rst position during installation to 
position the mounting stud Within the slot portion. 

9. The seat assembly of claim 1, further comprising a strap 
coupled to the central mounting portion. 

10. The seat assembly of claim 9, Wherein the central 
mounting portion includes a ?rst mounting post and a 
second mounting post, and Wherein ?rst and second ends of 
the strap are coupled to the ?rst and second mounting posts 
respectively. 

11. The seat assembly of claim 9, Wherein the strap 
extends around the seat cushion. 

12. A seat assembly for a motorcycle, the motorcycle 
including a frame, the seat assembly comprising: 

a seat cushion; 
a seat pan coupled to the seat cushion; 
a front mount extending from a forWard portion of the seat 

Pan; 
a rear mount extending from a rearWard portion of the seat 

pan; and 
a central mounting portion located on the seat pan 

betWeen the front and rear mounts, the central mount 
ing portion de?ning a frame mount that latches to the 
frame When the seat assembly is in a ?rst position With 
respect to the frame, and that releases from the frame 
When the seat assembly is in a second position With 
respect to the frame; 

Wherein the frame mount comprises one of a mounting 
stud and a mounting aperture; 

Wherein the other of the mounting stud and the mounting 
aperture is provided on the frame; and 

Wherein the mounting aperture is substantially keyhole 
shaped and the mounting stud includes an enlarged end 
portion. 

13. The seat assembly of claim 12, Wherein the rear mount 
includes a rearWard mounting tab that extends rearWardly of 
the seat pan and de?nes an opening, the seat assembly 
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6 
further comprising a fastener extending through the opening 
and coupling the seat assembly to the motorcycle. 

14. The seat assembly of claim 12, Wherein the seat pan 
is formed of a polymer, and the central mounting portion is 
formed of a metal. 

15. The seat assembly of claim 12, Wherein the front and 
rear mounts are each coupled to the seat pan, Wherein the 
seat pan is formed of a ?rst material, and Wherein the front 
mount, the rear mount, and the central mounting portion are 
formed of a second material having increased strength With 
respect to the ?rst material. 

16. The seat assembly of claim 12, Wherein the front 
mount includes a forWard mounting tab that extends for 
Wardly of the seat pan. 

17. The seat assembly of claim 12, Wherein the mounting 
aperture includes a hole portion and a slot portion, Wherein 
the slot portion is positioned forWardly of the hole portion, 
and Wherein the seat assembly is moved rearWardly from the 
second position to the ?rst position during installation to 
position the mounting stud Within the slot portion. 

18. The seat assembly of claim 12, further comprising a 
strap coupled to the central mounting portion. 

19. The seat assembly of claim 18, Wherein the central 
mounting portion includes a ?rst mounting post and a 
second mounting post, and Wherein ?rst and second ends of 
the strap are coupled to the ?rst and second mounting posts 
respectively. 

20. The seat assembly of claim 18, Wherein the strap 
extends around the seat cushion. 

21. A seat assembly for a motorcycle, the motorcycle 
including a frame, the seat assembly comprising: 

a seat cushion; 
a seat pan coupled to the seat cushion; 
a front mount extending from a forWard portion of the seat 

Pan; 
a rear mount extending from a rearWard portion of the seat 

Pan; 
a central mounting portion located on the seat pan 

betWeen the front and rear mounts, the central mount 
ing portion de?ning a frame mount that latches to the 
frame When the seat assembly is in a ?rst position With 
respect to the frame, and that releases from the frame 
When the seat assembly is in a second position With 
respect to the frame; and 

a strap coupled to the central mounting portion. 
22. The seat assembly of claim 21, Wherein the rear mount 

includes a rearWard mounting tab that extends rearWardly of 
the seat pan and de?nes an opening, the seat assembly 
further comprising a fastener extending through the opening 
and coupling the seat assembly to the motorcycle. 

23. The seat assembly of claim 21, Wherein the seat pan 
is formed of a polymer, and the central mounting portion is 
formed of a metal. 

24. The seat assembly of claim 21, Wherein the front and 
rear mounts are each coupled to the seat pan, Wherein the 
seat pan is formed of a ?rst material, and Wherein the front 
mount, the rear mount, and the central mounting portion are 
formed of a second material having increased strength With 
respect to the ?rst material. 

25. The seat assembly of claim 21, Wherein the front 
mount includes a forWard mounting tab that extends for 
Wardly of the seat pan. 

26. The seat assembly of claim 21, Wherein the frame 
mount comprises one of a mounting stud and a mounting 
aperture, and Wherein the other of the mounting stud and the 
mounting aperture is provided on the frame. 
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27. The seat assembly of claim 26, wherein the mounting 
aperture is substantially keyhole-shaped and the mounting 
stud includes an enlarged end portion. 

28. The seat assembly of claim 27, Wherein the mounting 
aperture includes a hole portion and a slot portion, Wherein 5 
the slot portion is positioned forwardly of the hole portion, 
and Wherein the seat assembly is moved rearWardly from the 
second position to the ?rst position during installation to 
position the mounting stud Within the slot portion. 

8 
29. The seat assembly of claim 21, Wherein the central 

mounting portion includes a ?rst mounting post and a 
second mounting post, and Wherein ?rst and second ends of 
the strap are coupled to the ?rst and second mounting posts 
respectively. 

30. The seat assembly of claim 21, Wherein the strap 
extends around the seat cushion. 


