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STENT COVERED WITH HETEROLOGOUS 
TISSUE 

RELATED APPLICATION 

This application is a continuation of application Ser. No. 
08/935,784, ?led Sep. 23, 1997, now US. Pat. No. 6,468, 
300, Which is incorporated herein in its entirety. 

FIELD OF THE INVENTION 

This invention relates to the ?eld of expandable intralu 
minal support devices and more particularly to stents cov 
ered With heterologous tissue. 

BACKGROUND OF THE INVENTION 

Typically, stents are expandable, tubular metallic devices 
that are positioned Within a patient’s vasculature or other 
body lumen and expanded in order to support a vessel or 
body lumen and alloW the ?oW of blood or other body ?uids. 
Often, the stents are formed from a deformable metal and 
delivered using a balloon-type catheter. By advancing the 
catheter through the body lumen, the stent may be delivered 
to a desired position. In?ating the balloon then deforms the 
stent into an expanded con?guration, seating it Within the 
artery or other body lumen. Other implementations make 
use of a self-expanding stent formed from a psuedoelastic 
material that is delivered n a constricted condition and When 
released spontaneously expands to an enlarged con?gura 
tion. In other embodiments, a stent made of shape memory 
alloy (NiTi) is inserted into the body lumen in a martensitic 
phase and transforms to austenite Which has an expanded 
memory When raised to a temperature above the transfor 
mation temperature, usually less than 45° C. 

Stents are often used in conjunction With an intravascular 
treatment for obstructive coronary artery disease. For 
example, ablation, atherectomy, balloon large percentage of 
percutaneous transluminal coronary angioplasty (PTCA) 
patients and rates can be even higher With other procedures. 
The prior art has employed a number of mechanical and 
pharmacological strategies to reduce the restenosis rate, but 
none have been particularly effective. Accordingly, stents 
have been proposed to maintain the patency of a treated 
vessel and prevent restenosis. Using stents, restenosis rates 
have fallen to less than 20%. 

Restenosis is thought to be a natural healing reaction 
provoked by injury from the intravascular procedure. The 
healing process frequently causes thrombosis and may lead 
to intimal hyperplasia that occludes the vessel. Although 
helpful in reducing restenosis, stents do not represent a 
complete solution. The framework of the stent may still 
alloW migration and proliferation of the smooth muscle 
cells, While the stent itself can be thrombogenic. To address 
these problems, stents have been covered With DACRON, 
PTFE and autologous vein and the surface has seeded With 
endothelial cells or otherWise treated. Each of these solu 
tions suffer from certain draWbacks, such as not being 
biocompatible, lacking su?icient mechanical strength, hav 
ing a surface that is difficult to prepare, lack of ready 
availability and being thrombogenic. 

Thus, there remains a need for a stent capable of mini 
miZing restenosis While having a consistency similar to the 
native artery, a non-thrombogenic surface and su?icient 
mechanical strength as Well as being biocompatible and 
readily available. This invention satis?es these and other 
needs. 

SUMMARY OF THE INVENTION 

The invention is a stent assembly suitable for maintaining 
the patency of a bodily lumen, generally comprising an 
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2 
expandable, tubular frameWork comprising a stent at least in 
part Within a cylinder of biocompatible, non-thrombogenic 
expandable material such as heterologous tissue. Preferably, 
the heterologous tissue comprises bovine pericardium, but 
other preferred embodiments include porcine pericardium, 
aortic lea?et and other suitable heterologous tissue. The 
expandable, tubular frameWork may be a conventional 
metallic stent. 

This invention is also directed to a method for maintain 
ing the patency of a bodily lumen comprising the steps of 
mounting a stent assembly of a tubular expandable, metallic 
frameWork forming the stent coaxially disposed Within a 
cylinder of biocompatible, non-thrombogenic expandable 
material such as heterologous tissue on an expandable 
member on the distal extremity of a catheter; advancing the 
catheter through the bodily lumen until the stent assembly is 
positioned at a desired location; expanding the stent assem 
bly by expanding the expandable member onto Which the 
stent assembly is mounted to anchor it Within the bodily 
lumen; contracting the expandable member, e.g. de?ating 
the balloon, and Withdrawing the catheter. The expanded 
cylinder of biocompatible, non-thrombogenic expandable 
material such as heterologous tissue should extend over a 
substantial portion, preferably all, of the stenotic region in 
Which it is disposed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an isometric vieW, partially in section, of a stent 
of the invention shoWing the tubular, expandable, metallic 
frameWork positioned coaxially Within a cylinder of heter 
ologous tissue. 

DETAILED DESCRIPTION OF THE 
INVENTION 

As shoWn in FIG. 1, a stent assembly 10 of this invention 
generally comprises a tubular, expandable metallic frame 
Work forming the stent 12 positioned coaxially Within a 
cylinder 14 of heterologous tissue. Preferably, metallic stent 
12 extends about 1 mm beyond each end of cylinder 14 to 
prevent prolapse of the tissue into the lumen of the stent 
When it is expanded. Cylinder 14 may be secured to metallic 
frameWork 12 by any suitable means. For example, four 
radially spaced sutures 16 may be placed at each end of 
cylinder 14. 

Cylinder 14 preferably comprises bovine pericardium, a 
material shoWn to resist suture line bleeding, require no 
pre-clotting, support endothelialiZation and have an excel 
lent host-tissue response. Further, bovine pericardial tissue 
has an elasticity of up to about 30% Which alloWs the tissue 
cylinder to conform to both the unexpanded and expanded 
con?gurations of the metallic frameWork Without adding a 
great deal of bulk Which increases the pro?le on the balloon. 
Other heterologous tissue suitable in the practice of the 
invention includes porcine pericardium, aortic lea?et and 
others. 

Useful heterologous tissue is relatively impenetrable, 
Which prevents tissue build up and the migration of smooth 
muscle cells through the stent frameWork. A particularly 
preferred bovine pericardium has cross-linked collagen and 
is available from Bio Vascular. Bovine pericardium tissue is 
available in a thickness ranging from about 0.25 mm to 
about 0.75 mm, With an average of about 0.45 mm. Thick 
nesses of 0.45 mm and less are preferred, so long as the 
mechanical strength remains su?icient. 

Metallic stent 12 may comprise any suitable conventional 
stent. For example, Micro Stent II, available from Arterial 
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Vascular Engineering, and Multi-Link, available from 
Guidant, have proven useful. Other stents that may be used 
in the practice of this invention include the PalmaZ-ShatZ 
stent from Johnson and Johnson, the Gianturco stent from 
Cook Incorporated and other commercially available stents. 
Conventional balloon expandable stents are preferred, but, 
as previously mentioned, self-expanding stents formed from 
shape memory materials are also suitable. 

The cylinder of heterologous tissue 14, may be formed by 
cutting a rectangle of tissue having a length about 2 mm 
shorter than the stent on Which it is to be mounted and a 
Width about equal to the circumference of the expanded 
stent. The tWo sides corresponding to the length of the stent 
then may be secured together, such as by seWing With 6-0 or 
7-0 polypropylene sutures. Other means for securing the 
sides of the stent cover together include mechanical means 
such as staples, adhesive or chemical bonding and the like. 
It may be desirable to support the tissue While manipulating 
it. For example, a 9 French introducer dilator may be used 
to support a 3 mm diameter cylinder, an 11 French dilator for 
a 3.5 mm cylinder and a 12 French dilator for a 4 mm 
cylinder. The tissue should be kept Wet at all times during 
manipulation. Additionally, radio-opaque markers, such as 
rings of gold or platinum, may be added to the outer layer 
of the tissue so that the integrity of the cylinder may be 
assured before deployment. The cylinder of heterologous 
tissue is con?gured to be mounted onto a stent and generally 
has a length of about 5 to about 80 mm, preferably about 10 
to about 50 mm and a diameter of about 2 to about 6 mm 
preferably about 2.5 to about 5 mm. 

The use of the covered stent system generally folloWs 
conventional procedures. In particular, a guideWire is back 
loaded into a delivery catheter having the covered stent 
assembly 10 loaded over an in?atable balloon or on a self 

expanding stent delivery system. The catheter and guideWire 
are percutaneously introduced by means of a conventional 
Seldinger technique and a 9 or 10 French guiding catheter 
into the patient’s arterial system. The guideWire is advanced 
out delivery catheter through the vasculature under ?uoro 
scopic imaging until it crosses a stenotic region. Then the 
catheter is advanced over the guideWire until the stent 10 is 
positioned at the desired location Within the stenotic region. 
Then, the balloon is in?ated or the securing mechanism of 
the self expanding stent is released to expand metallic 
frameWork 12 and tissue cylinder 14, seating the assembly 
Within the vessel. The balloon is then de?ated and the 
catheter is removed, leaving the expanded stent assembly in 
place. 

Although primarily described With respect to preventing 
restenosis in angioplasty patients, the covered stents of this 
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invention may be used in a number of coronary artery, 
peripheral artery and non-vascular applications. For 
example, coronary artery applications include use in ectatic 
arteries and ectatic arteries containing an obstructive lesion, 
aneurismatic arteries, saphenous vein grafts and native arter 
ies. Peripheral artery applications include aortic abdominal 
aneurysm and other aneurismatic peripheral arteries, trans 
jugular intrahepatic portal shunt, percutaneous transluminal 
angioplasty, ?stula closing and neuro interventions (such as 
aneurysms and arterial-venous malformations). Finally, the 
covered stents of this invention may be used in urological, 
gastroenterological, respiratory and other non-vascular 
applications. 
A general description of the device of the present inven 

tion as Well as a preferred embodiment of the present 
invention has been set forth above. One skilled in the art Will 
recogniZe and be able to practice many changes in many 
aspects of the device described above, including variations 
that fall Within the teachings of this invention. The spirit and 
scope of the invention should be limited only as set forth in 
the claims Which folloW. 
What is claimed is: 
1. A cylinder of heterologous tissue Which is con?gured to 

?t over an intraluminal stent, Which has a ?rst end With a 
diameter and a second end With a diameter equal to the 
diameter of the ?rst end, Which is formed of a single layer 
of heterologous tissue having ?rst and second opposed edges 
oriented along the longitudinal axis of the cylinder and 
having a thickness of less than about 0.45 millimeters, Which 
has a seam oriented along the longitudinal axis of the 
cylinder and formed by the ?rst edge With a ?rst edge facing 
and the second edge With a second edge facing secured to the 
?rst edge at a plurality of intermediate locations along the 
seam from the ?rst end to the second end to form the 
cylinder, the second edge facing abutting the ?rst edge 
facing at the seam. 

2. The cylinder of claim 1 having a length of about 5 to 
about 80 mm. 

3. The cylinder of claim 1 having a length of about 10 to 
about 50 mm. 

4. The cylinder of claim 1 having a diameter of about 2 to 
about 6 mm. 

5. The cylinder of claim 1 having a diameter of about 2.5 
to about 5 mm. 

6. The cylinder of claim 1 Wherein the heterologous tissue 
of the single tissue layer is selected from the group consist 
ing of bovine pericardium, porcine pericardium, and aortic 
lea?et. 


