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RECONFIGURABLE PROCESSING CIRCUIT 
INCLUDING A DELAY LOCKED LOOP 

MULTIPLE FREQUENCY GENERATOR FOR 
GENERATING A PLURALITY OF CLOCK 
SIGNALS WHICH ARE CONFIGURED IN 
FREQUENCY BY A CONTROL PROCESSOR 

FIELD OF THE INVENTION 

This invention relates generally to the ?eld of recon?g 
urable processors. More particularly, in certain embodi 
ments, this invention relates to a recon?gurable processor 
that can run at multiple con?gurable clock frequencies. 

BACKGROUND OF THE INVENTION 

The ?eld of recon?gurable processors is currently under 
going a period of rapid advances. Recon?gurable processors 
are circuit arrangements containing an array of circuits such 
as processors, arithmetic logic units (ALU), memory, inter 
faces, and other logic, digital and/or analog circuits that can 
be con?gured to operate in a desired manner under pro 
grammed control. Thus, the same circuit can be con?gured 
and recon?gured to operate in several Ways depending upon 
the manner in Which the circuit con?guration is pro 
grammed. One popular application for such circuitry is in 
the ?eld of digital signal processing (DSP). In this ?eld, for 
example, a recon?gurable processor might operate as a ?rst 
type of modem in a ?rst environment and a second type of 
modem in a different environment. 

In conventional recon?gurable processors, a single ?xed 
clock is used to control the timing of internal functions. That 
is, the signal processing data path fabric operates at one 
?xed internal clock frequency. This can lead to high poWer 
consumption for certain DSP applications. This is almost 
alWays undesirable, but is particularly bothersome in bat 
tery-poWered devices Whose battery life is dependent upon 
minimiZing excess poWer consumption. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The features of the invention believed to be novel are set 
forth With particularity in the appended claims. The inven 
tion itself hoWever, both as to organiZation and method of 
operation, together With objects and advantages thereof, may 
be best understood by reference to the folloWing detailed 
description of the invention, Which describes certain exem 
plary embodiments of the invention, taken in conjunction 
With the accompanying draWings in Which: 

FIG. 1 is a conventional recon?gurable processor circuit. 
FIG. 2 is a recon?gurable processor circuit With multiple 

frequency generator capabilities consistent With certain 
embodiments of the present invention. 

FIG. 3 illustrates an exemplary multiple frequency gen 
erator suitable for use in a recon?gurable processor circuit 
consistent With certain embodiments of the present inven 
tion. 

FIG. 4 depicts a process of con?guring the recon?gurable 
processor circuit in a manner consistent With certain 
embodiments of the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

While this invention is susceptible of embodiment in 
many different forms, there is shoWn in the draWings and 
Will herein be described in detail speci?c embodiments, With 
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2 
the understanding that the present disclosure is to be con 
sidered as an example of the principles of the invention and 
not intended to limit the invention to the speci?c embodi 
ments shoWn and described. In the description beloW, like 
reference numerals are used to describe the same, similar or 
corresponding elements in the several vieWs of the draW 
ings. 
The terms “a” or “an”, as used herein, are de?ned as one 

or more than one. The term “plurality”, as used herein, is 
de?ned as tWo or more than tWo. The term “another”, as used 
herein, is de?ned as at least a second or more. The terms 
“including” and/or “having”, as used herein, are de?ned as 
comprising (i.e., open language). The term “coupled”, as 
used herein, is de?ned as connected, although not necessar 
ily directly, and not necessarily mechanically. The term 
“program”, as used herein, is de?ned as a sequence of 
instructions designed for execution on a computer system. A 
“program”, or “computer program”, may include a subrou 
tine, a function, a procedure, an object method, an object 
implementation, in an executable application, an applet, a 
servlet, a source code, an object code, a shared library/ 
dynamic load library and/or other sequence of instructions 
designed for execution on a computer system. 

Recon?gurable processors are circuit arrangements con 
taining an array of circuits such as processors, arithmetic 
logic units (ALU), memory, interfaces, and other logic, 
digital and/or analog circuits that can be con?gured to 
operate in a desired manner under programmed control. 
Turning noW to FIG. 1, a conventional recon?gurable pro 
cessor array circuit 100 is depicted. In this circuit 100 a 
recon?gurable processor array receives a single clock signal 
112, (e.g., a 150 Mhz clock signal). This single clock signal 
drives all of the recon?gurable blocks of the recon?gurable 
processor array 108. In accordance With the conventional 
operation of such circuits, a control processor 118 (Which is 
externally programmed) is used to control the speci?c 
con?guration of the recon?gurable processor array 108 
using instructions and data stored in a memory (e.g., a 
Random Access Memory) 124. As previously mentioned, 
With this arrangement, all of the recon?gurable processor 
array operates at a single clock frequency Which may result 
in certain of the processing array operating at an unneces 
sarily high clock rate, thus consuming an unnecessarily large 
amount of poWer. 

FIG. 2 depicts a recon?gurable processor circuit 200 
consistent With certain embodiments of the present invention 
in Which multiple clock frequencies can be programmed 
along With the programming of the recon?gurable processor 
array 208. This alloWs for the user to run the processing 
array 208 (also referred to as data path fabric, or fabric) 
under program control at multiple clock frequencies. Hence 
the user can de?ne Which portions of the processing array 
208 can run at certain frequencies. This alloWs the user to 
run portions of the processor array 208 at loWer clock 
frequencies, Which leads to loWer poWer consumption for 
applications such as certain digital signal processing (DSP) 
applications. 

In this exemplary embodiment, a control processor 218 
programs the recon?gurable processing array 208 to func 
tion in a desired manner under program control much like 
circuit 100. The programming for such control may be 
stored in memory 224. HoWever, in the present embodiment, 
a clock signal 212 is supplied to a multiple frequency 
generator circuit 230, Which derives multiple clock signals 
from clock signal 212, also under program control from 
control processor 230 (Which is again externally pro 
grammed). Multiple frequency generator 230 receives 
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instructions from control processor 218 that instructs mul 
tiple frequency generator 230 to generate a selected collec 
tion of clock frequencies, e.g., by deriving such clock 
frequencies from the clock 212. These clock signals are then 
provided to a timing control circuit 236 (Which in certain 
embodiments may be embodied as a part of control proces 
sor 218). Timing control circuit 236 allocates and distributes 
the multiple clock frequencies to the various portions of the 
recon?gurable processing array 208 so that different por 
tions of the recon?gurable processing array 208 can operate 
at different clock rates. For this exemplary embodiment, the 
recon?gurable processor array 208 is depicted as having 
been divided into three blocks (or collection of processing 
functions) that operate at three different clock rates. Block 
240 operates at 50 MhZ, block 244 operates at 100 MhZ and 
block 248 operates at 150 MhZ. If this processor circuit 200 
carries out a similar process as that of circuit 100, it is likely 
to require less poWer (assuming the multiple frequency 
generator and timing control functions use minimal addi 
tional poWer). 

In one embodiment, a multiple frequency generator based 
on a delay locked loop can be used to generate multiple 
clock signals in the multiple frequency generator 212. FIG. 
3 illustrates one technique, consistent With an embodiment 
of the present invention, of synthesizing multiple frequen 
cies (in this example three frequencies are synthesiZed 
simultaneously) While reducing the current drain When com 
pared With that of three separate synthesiZers. In this 
example, a tapped delay line 304 receives a reference clock 
input signal and produces a delayed version thereof at an 
output. The delay line has N buffers in series, and each buffer 
has tWo or more inverters. Each buffer delay the reference 
clock signal a fraction of its Wavelength locked by the delay 
lock loop (DLL). The output of the delay line and the 
reference clock are inputs into a phase detector 308 and a 
loW pass ?lter 312. The output and reference clock inputs are 
compared at a phase detector 308 and the output of the phase 
detector is loW pass ?ltered at 312 to produce a signal that 
controls the overall delay of the delay line 304 . 

The delay line 304’s taps are provided as inputs to 
multiple multiplexers 320A, 320B and 320C. Under control 
of one or more tap selection processors such as 330A, 330B 
and 330C appropriately select combinations of the delay 
signals from the delay line taps to produce synthesiZed clock 
signals, based upon control commands issued from control 
processor 216. These synthesiZed clock signals may be gated 
by gating circuits 340A, 340B and 340C to produce output 
1, output 2 and output 3 respectively representing three 
synthesiZed frequencies. Of course, more or feWer frequen 
cies may be synthesiZed Without departing from the inven 
tion. 

In order to generate the multiple synthesiZed output 
signals, the same delay locked loop structure is shared With 
the delay line 304’s tap outputs being provided to a multiple 
circuit arrangements for selection of the taps. Thus, any 
collection of three output frequencies can be generated using 
the arrangement of FIG. 3. Of course, the present multiple 
frequency generator is in no Way limited to systems to 
produce three outputs. In general, tWo or more output 
selection circuits can be used to provide any desired number 
of output frequencies. Using CMOS or other high input 
impedance multiplexers, loading on the delay line is gener 
ally insigni?cant. HoWever, driver circuitry can be used to 
boost the drive capacity of the delay line taps if necessary, 
With any delays introduced by the drivers appropriately 
accounted for. In light of this discussion, those skilled in the 
art Will recogniZe that a single tap selection processor that by 
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4 
various means produces multiple tap addresses for the 
various multiplexers is entirely equivalent to the multiple tap 
selection processors shoWn. Thus, the illustration of multiple 
or single tap selection processors is simply a matter of 
convenience in illustration for any particular embodiment 
and should not be considered to be a limitation. By use of the 
above structure of circuit 230, for example, substantial 
current drain savings can be achieved over use of three 
separate DLL circuits. The above circuit arrangement 230 
can thus be used to synthesiZe any desired set of frequencies 
(to Within the accuracy of the DLL). 

Thus, the recon?gurable processing array With variable 
timing control as described herein may be implemented as a 
softWare recon?gurable digital signal processor/processing 
array. The processing array is a matrix of ALU substructures 
(commonly called the data path in a conventional DSP) or a 
collection of digital blocks that are clocked by reference 
clocks. The circuit is frequency recon?gurable in the sense 
that the processing array208 can run at multiple clock 
frequencies. Thus, certain embodiments consistent With this 
invention provide a more scalable and loWer poWer con 
suming digital signal processor than those previously avail 
able. Certain embodiments consistent With the invention 
also permit the various clock speeds to be dynamically 
changed as deemed desirable to enhance performance While 
minimiZing poWer consumption. 

Referring back to FIG. 2, the recon?gurable processor 
array 208 (also referred to as the Baseband Processing 
Fabric or simply “Fabric”) may be made up of an array of 
Arithmetic Logic Unit (ALU) substructures denoted as 
Processing Units (PU’s). Each PU is softWare recon?gurable 
executing a list of assembly instruction per softWare that is 
doWnloaded during a con?guration process. Each PU can 
run at independent clock frequencies fpu, Where 
Fmin<:fPu<:Fmax. The fabric can run at multiple frequen 
cies, in other Words the control processor 218 and timing 
control circuit 236 allocates and routes clocks to the fabric 
208 to produce frequency recon?gurablity throughout the 
fabric. In the example shoWn, one softWare image runs one 
segment of the fabric at 151 MHZ, another segment of the 
fabric at 99 MhZ and yet another segment of the fabric at 49 
MHZ. 

HoWever, the fabric 208 and multiple frequency generator 
212 can be recon?gured at Will (even dynamically) by a neW 
softWare doWnload that con?gures a portion of the fabric 
208 to run, for example, at 197.5 MHZ, While another 
segment of the fabric runs at 99 MHZ, and a ?nal portion of 
the fabric 208 runs at 50 MHZ. For example, a neW softWare 
doWnload could subdivide the fabric 208 into ?ve neW 
portions and run each portion at 252 MHZ, 199 MHZ, 150 
MHZ, 100 MHZ, and 85 MHZ respectively. Furthermore, 
each of the ?ve neW portions could be programmed to run 
at any frequency Within a speci?ed frequency range (depen 
dant on the application). For example, portion one could 
operate Within 249*260 MHZ; portion tWo could operate 
Within l88i20l MHZ; portion three could operate Within 
l36il5l MHZ; portion four could operate Within 88*l05 
MHZ; and portion ?ve could operate Within 83*90 MHZ. 
Each of the ?ve neW portions Would have a neW processing 
task dependant on functional parameters. This gives the user 
a poWerful ability to recon?gure the frequency of operation 
of the recon?gurable processor array 208. Each ALU sub 
structure (PU) in the fabric 208 can be recon?gured in both 
processing task and frequency. While the fabric 208 is 
described above as an array of ALU substructures acting as 
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Processing Units, the fabric 208 could equivalently include 
a collection of any analog or digital blocks that utiliZe 
reference clocks. 

The Integrated Control Processor 218 is for the control of 
the fabric 208, multiple frequency generator 230, timing 
control circuit 236 and off-chip communications. The con 
trol processor 218 controls neW softWare doWnloads on the 
fabric. 

The multiple frequency generator circuit 230 produces 
multiple, independent (or dependent) clock frequencies 
f1, . . . ,fn to be used as clocking signals Within the fabric 
208. Any suitable multiple frequency generator 230 such as 
that shoWn in FIG. 3 can be implemented as a loW poWer 
solution for the multiple frequency generator. 
The timing control circuit 236 allocates Which PU’s in the 

fabric Will run at different frequencies f1, . . . ,fn and routes 

the clocks through the fabric. 
In addition to the ability to potentially reduce poWer 

consumption, certain embodiments consistent With the 
present invention also provide more DSP algorithm ?exibil 
ity. Certain architectures consistent With the present inven 
tion alloW the user to run fast and sloW processing algo 
rithms in a parallel fashion Without having to allocate more 
silicon to faster algorithms. While the fabric 208 is described 
above as an array of ALU substructures acting as Processing 
Units, the fabric could equally Well have a collection of any 
digital or analog circuit blocks using reference clocks. By 
Way of example and not limitation, the processing fabric 
might have a collection of data converters Whose reference 
clocks could be decreased (or shut o?‘) When not processing 
data (i.e., clock gear shifting). 

The multiple frequency generator 230 can be imple 
mented as a loW poWer solution to further reduce poWer 
consumption for this circuit. The output frequencies of the 
multiple frequency generator are digitally programmable 
and therefore conducive to a softWare recon?gurable appli 
cation. Also, the multiple frequency generator 230 consistent 
With certain embodiments of the invention is able to change 
frequencies on a cycle-to-cycle basis because it does not 
incur lock time limitations found in traditional phase-locked 
loop (PLL) frequency synthesiZers (hoWever, this does not 
suggest that an embodiment consistent With the present 
invention cannot be based upon a PLL frequency synthe 
siZer). Use of the multiple frequency generator 230 as 
depicted in FIG. 3 produces multiple independent outputs 
from a single reference clock Without need for multiple 
phase locked loops. 

Thus, a recon?gurable processor circuit consistent With 
certain embodiments of the present invention has an array of 
con?gurable circuit blocks. A control processor con?gures a 
function of a plurality of the con?gurable circuit blocks. A 
multiple frequency generator generates a plurality of clock 
signals, each clock signal being con?gured in frequency by 
the control processor. A timing control circuit receives the 
plurality of clock signals, allocates the plurality of clock 
signals of different frequency among the plurality of circuit 
blocks and routes the clock signals to the circuit blocks. 
A recon?gurable processor circuit consistent With certain 

other embodiments of the present invention has an array of 
con?gurable circuit blocks, Wherein certain of the con?g 
urable circuit blocks comprise one of con?gurable arith 
metic logic units and clocked digital logic circuits. A control 
processor con?gures a function of a plurality of the con?g 
urable circuit blocks. A memory stores program instructions 
used by the control processor. A multiple frequency genera 
tor receives a reference clock and synthesiZes the plurality of 
clock signals, each clock signal being con?gured in fre 
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6 
quency by the control processor. A timing control circuit 
receives the plurality of clock signals, allocates the plurality 
of clock signals of different frequency among the plurality of 
circuit blocks and routes the clock signals to the circuit 
blocks, Wherein the timing control circuit operates under 
control of the control processor. 
One process for con?guration of a recon?gurable proces 

sor circuit consistent With certain embodiments of the inven 
tion is depicted in How chart form as process 400 of FIG. 4, 
starting at 404. At 408, an instruction set is loaded from an 
external source to the control processor 218. Such instruc 
tions specify the functional parameters of the con?gurable 
circuits forming a part of the fabric 208 as Well as clock 
frequencies for each of the con?gurable circuit or group of 
circuits. The con?gurable processing array 208 is then 
programmed With the appropriate functional parameters to 
con?gure the array 208 as desired at 412. At 416, the 
multiple frequency generator is programmed to generate the 
speci?ed clock frequencies from the reference clock signal 
212. The timing control circuit 236 is then programmed to 
allocate and route clock signals to the various con?gurable 
circuits of fabric 208 at 420. At this point, the recon?gurable 
processor circuit 200 is fully programmed and con?gured 
and operation of the circuit 200 can be initiated at 424. This 
con?guration remains functional until such time as a recon 
?guration is initiated at 430, at Which point, control returns 
to 408 to recon?gure the circuit 200. 

While process 400 is depicted as a sequential process, the 
actual order of the programming functions 412, 416 and 420 
can be rearranged as desired or carried out someWhat in 
parallel Without departing from the invention. Such varia 
tions are considered fully equivalent and are contemplated 
by the present invention. 

Thus, a method of con?guring a recon?gurable processor 
circuit consistent With certain embodiments of the present 
invention involves receiving a set of con?guration instruc 
tions the control instructions specifying functional param 
eters and clock frequency of a circuit block; con?guring the 
circuit block With the functional parameters; and routing a 
clock signal having the clock frequency to the circuit block. 
The present invention, as described in certain exemplary 

embodiments herein, may be implemented using the pro 
grammed control processor executing programming instruc 
tions that are broadly described above, in How chart form, 
that can be stored on any suitable electronic storage medium 
or transmitted over any suitable electronic communication 
medium. HoWever, those skilled in the art Will appreciate 
that the processes described above can be implemented in 
any number of variations and in many suitable programming 
languages Without departing from the present invention. For 
example, the order of certain operations carried out can often 
be varied, additional operations can be added or operations 
can be deleted Without departing from the invention. Error 
trapping can be added and/or enhanced and variations made 
Without departing from the present invention. Such varia 
tions are contemplated and considered equivalent. 

Circuit arrangements consistent With the present inven 
tion can be used for many digital signal processing functions 
such as cellular base stations for multiple or programmable 
air interfaces, cellular handsets for multiple or program 
mable air interfaces as Well as air interfaces for other such 
Wireless communication devices. Many other applications 
Will occur to those skilled in the art upon consideration of 
this teaching. 

While the invention has been described in conjunction 
With speci?c embodiments, it is evident that many altema 
tives, modi?cations, permutations and variations Will 
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become apparent to those of ordinary skill in the art in light 
of the foregoing description. Accordingly, it is intended that 
the present invention embrace all such alternatives, modi 
?cations and variations as fall Within the scope of the 
appended claims. 

What is claimed is: 
1. A recon?gurable processor circuit, comprising: 
an array of con?gurable circuit blocks; 
a control processor that con?gures a function of a plural 

ity of the con?gurable circuit blocks; 
a delay locked loop multiple frequency generator that 

receives a reference clock as an input and generates a 
plurality of clock signals as outputs, each clock signal 
being con?gured in frequency by the control processor, 
the delay locked loop multiple frequency generator 
comprising: 

a delay line With a plurality of tap outputs from each of a 
plurality of delay elements; 

a phase detector that compares the reference clock With an 
output of the delay line and produces an output related 
to a result of the comparison; 

a loW pass ?lter receiving the phase detector output as an 
input and producing a ?ltered output that controls a 
delay of the delay line; 

a plurality multiplexers each receiving the plurality of 
outputs from the delay line and producing one of the 
plurality of clock signals as an output; and 

a tap selection processor, responsive to the control pro 
cessor, that con?gures each multiplexer to select a set 
of tap outputs that produces a speci?ed clock signal at 
the output of each of the associated multiplexers; 

Whereby, the clock signal at the output of any of the 
multiplexers can be changed by recon?guration of the 
associated multiplexer by the tap selection processor 
Without incurring a period of instability; 

a timing control circuit that receives the plurality of clock 
signals, allocates the plurality of clock signals of dif 
ferent frequency among the plurality of circuit blocks 
and routes the clock signals to the circuit blocks, 
Wherein the allocating and routing are carried out under 
program control. 

2. The recon?gurable processor circuit according to claim 
1, Wherein the timing control circuit operates under control 
of the control processor. 

3. The recon?gurable processor circuit according to claim 
1, Wherein the timing control forms a part of the control 
processor. 

4. The recon?gurable processor circuit according to claim 
1, Wherein certain of the con?gurable circuit blocks com 
prise con?gurable arithmetic logic units. 

5. The recon?gurable processor circuit according to claim 
1, Wherein certain of the con?gurable circuit blocks com 
prise clocked digital logic circuits. 

6. The recon?gurable processor circuit according to claim 
1, further comprising a memory that stores program instruc 
tions used by the control processor. 

7. The recon?gurable processor circuit according to claim 
1, realiZed in an integrated circuit. 

8. The recon?gurable processor circuit according to claim 
1, Wherein array of con?gurable circuits is con?gured to 
carry out a digital signal processing function. 

9. The recon?gurable processor circuit according to claim 
8, Wherein the digital signal processing function comprises 
an air interface for a Wireless communications device. 
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8 
10. A recon?gurable processor circuit, comprising: 
an array of con?gurable circuit blocks, Wherein certain of 

the con?gurable circuit blocks comprise one of con?g 
urable arithmetic logic units and clocked digital logic 
circuits; 

a control processor that con?gures a function of a plural 
ity of the con?gurable circuit blocks; 

a memory that stores program instructions used by the 
control processor; 

a delay locked loop multiple frequency generator that 
receives a reference clock as an input and synthesiZes 
a plurality of clock signals as outputs therefrom, each 
clock signal being con?gured in frequency by the 
control processor, the delay locked loop multiple fre 
quency generator comprising: 
a delay line With a plurality of tap outputs from each of 

a plurality of delay elements; 
a phase detector that compares the reference clock With 

an output of the delay line and produces an output 
related to a result of the comparison; 

a loW pass ?lter receiving the phase detector output as 
an input and producing a ?ltered output that controls 
a delay of the delay line; 

a plurality multiplexers each receiving the plurality of 
outputs from the delay line and producing one of the 
plurality of clock signals as an output; and 

a tap selection processor, responsive to the control 
processor, that con?gures each multiplexer to select 
a set of tap outputs that produces a speci?ed clock 
signal at the output of each of the associated multi 
plexers; 

Whereby, the clock signal at the output of any of the 
multiplexers can be changed by recon?guration of 
the associated multiplexer by the tap selection pro 
cessor Without incurring a period of instability; and 

a timing control circuit that receives the plurality of 
clock signals, allocates the plurality of clock signals 
of different frequency among the plurality of circuit 
blocks and routes the clock signals to the circuit 
blocks, Wherein the timing control circuit operates 
under control of the control processor to allocate and 
route the clock signals to the circuit blocks. 

11. The recon?gurable processor circuit according to 
claim 10, realiZed in an integrated circuit. 

12. The recon?gurable processor circuit according to 
claim 10, Wherein array of con?gurable circuits is con?g 
ured to carry out a digital signal processing function. 

13. The recon?gurable processor circuit according to 
claim 12, Wherein the digital signal processing function 
comprises an air interface for a Wireless communications 
device. 

14. A method of con?guring a recon?gurable processor 
circuit, comprising: 

receiving a set of con?guration instructions the con?gu 
ration instructions specifying functional parameters 
and clock frequency of a circuit block; 

providing a delay locked loop multiple frequency genera 
tor that receives a reference clock as an input and 
synthesiZes a plurality of clock signals as outputs 
therefrom, each clock signal being con?gured in fre 
quency by the control processor, Wherein the delay 
locked loop multiple frequency generator comprises: 
a delay line With a plurality of tap outputs from each of 

a plurality of delay elements; 
a phase detector that compares the reference clock With 

an output of the delay line and produces an output 
related to a result of the comparison; 
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a loW pass ?lter receiving the phase detector output as 
an input and producing a ?ltered output that controls 
a delay of the delay line; 

a plurality multiplexers each receiving the plurality of 
outputs from the delay line and producing one of the 
plurality of clock signals as an output; and 

a tap selection processor, responsive to the control 
processor, that con?gures each multiplexer to select 
a set of tap outputs that produces a speci?ed clock 
signal at the output of each of the associated multi 
plexers; 

Whereby, the clock signal at the output of any of the 
multiplexers can be changed by recon?guration of the 
associated multiplexer by the tap selection processor 
Without incurring a period of instability; 

at the delay locked loop multiple frequency generator, 
generating a plurality of clock signals including the 
clock signal having the clock frequency to the circuit 
block based upon the con?guration instructions; 
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providing the plurality of clock signals to a timing control 

circuit; 
con?guring the circuit block With the functional param 

eters; 
at the timing control circuit, allocating and routing the 

clock signal having the clock frequency to the circuit 
block based upon the con?guration instructions; and 

changing the clock frequency Without incurring a period 
of instability. 

15. The method according to claim 14, Wherein certain of 
the circuit block comprises one of a con?gurable arithmetic 
logic unit and a clocked digital logic circuit. 

16. The method according to claim 14, Wherein the circuit 
block is con?gured to carry out at least a portion of a digital 
signal processing function. 


