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NESTABLE CONTAINERS WITH 
REVERSIBLY DEFORMABLE CLOSURES 

RELATED APPLICATIONS 

This application claims priority to US. Patent Ser. No. 
60/514,956, ?led Oct. 28, 2003, Which is hereby incorpo 
rated by reference, and also claims priority to US. Patent 
Ser. No. 60/514,940, ?led Oct. 28, 2003, Which is hereby 
incorporated by reference herein. 

TECHNICAL FIELD 

The technical ?eld is related to nestable containers and 
reversibly deformable closures for the containers that are 
disposable in the nested arrangement. 

BACKGROUND 

Food storage containers are popularly used to store food 
that is left over after a meal. The food is packed into the 
storage container, sealed, and placed into a refrigerator. Such 
food containers are typically reusable and made of plastic 
and have a lid. The lid seats snugly on the container to help 
preserve the food and isolate it from the environment. 

SUMMARY 

Many consumers oWn a variety of types of reusable food 
containers. Each type has its oWn lid. As a result, there is 
often a need to search through a variety of lids and contain 
ers to identify ones that match. The searching process is 
often inconvenient and frustrating. This application has 
identi?ed this problem and provides certain inventive 
embodiments that address these dif?culties. 
One solution to this problem is to store the containers With 

the closures that ?t them. Storage of the closures With the 
containers, hoWever, is dif?cult because the containers can 
not be nested With each other While the closure is on the 
container. Therefore reversibly deformable closures are 
described herein that can be positioned betWeen the con 
tainers While the containers are nested. The closures are in 
a ?rst position While covering the containers, and are revers 
ibly deformed to another position When stored in or on the 
containers, so that the containers may be nested With each 
other. The closures may then be restored to the covering 
position. Reversible deformation thus refers to a change in 
shape that is reversible, and may be used to refer to the 
transition from a covering position to a storage position, or 
vice versa. 

Embodiments include food storage containers associated 
With a reversibly deformable closure that can be positioned 
to cover the container and deformed to ?t inside the con 
tainer. Then the containers may be nested, each With a 
closure still associated With them. The reversible deforma 
tion may be accomplished, e.g., by using an elastic material 
or a rigid material having a telescoping, stacked, folded, 
layered, and/or corrugated structure. And closures can be 
prepared that are deformed to be stored on the bottom of the 
container so as not to interfere With container nesting When 
not in use, but can be positioned to ?t over the top of the 
container. Thus the lids can be stored With the containers so 
that they are not separated during storage. 

Embodiments include a food storage apparatus having 
food storage containers and closures for the containers, the 
food storage apparatus comprising a plurality of nested food 
storage containers each having an opening; and, a plurality 
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2 
of reversibly deformable closures for covering the openings, 
Wherein the containers are nestable With each other With one 
of the closures disposed betWeen each nested container, and 
the openings each have the same dimensions. A reversibly 
deformable closure may have at least a portion that is an 
elastic material for reversibly deforming the closure, or the 
reversibly deformable closures may be made essentially of 
elastic materials. A surface area of the reversibly deformable 
closure may be increased by at least about 25% or 100% 
When the closure is disposed over an opening compared to 
the surface area of the closure in a resting position. A 
reversibly deformable closure may have a fold, or corruga 
tions for reversibly deforming the closure, may have a 
detent, or could have a combination thereof. The reversibly 
deformable closures may include a nondeformable portion. 
Similarly, methods for using such apparatuses are includes, 
e.g., a method of storing a plurality of food storage con 
tainers, the method comprising nesting the plurality of 
containers With each other With a reversibly deformable 
closure disposed betWeen the plurality of containers, 
Wherein the plurality of containers each comprise an open 
ing of the same dimension and the reversibly deformable 
closure may be used to cover the opening. Other embodi 
ments are described, beloW, in the Detailed Description. 

BRIEF DESCRIPTION OF THE FIGURES 

FIG. 1 depicts a container and associated reversibly 
deformable closure attachable over the opening of the con 
tainer or to the bottom of the container; 

FIG. 2 depicts a method to nest the container and closure 
of FIG. 1 in a stack With the closure disposed betWeen the 
containers; 

FIG. 3A is a perspective vieW of another embodiment of 
a reversibly deformable closure; 

FIG. 3B depicts a top plan vieW ofthe closure ofFIG. 3A; 
FIG. 3C depicts a cross-sectional vieW along the line 

AiA of FIG. 3A; 
FIG. 3D depicts a side vieW of the closure of FIG. 3; 
FIG. 4 depicts another embodiment, With a container and 

its reversibly deformable closure that may be reversibly 
?xed to the top or bottom of the container; 

FIG. 5A depicts another embodiment With a plurality of 
containers and a plurality of reversibly deformable closures 
having folds for reversible deformation; 

FIG. 5B depicts the embodiment of FIG. 5A With the 
closure partially folded and the containers disposed for 
nesting; 

FIG. 5C depicts the embodiment of FIG. 5B With the 
containers nested having one of the closures disposed 
betWeen them; 

FIG. 6A depicts another embodiment With a plurality of 
containers and a plurality of reversibly deformable closures 
having corrugations for reversible deformation, and further 
depicts the closures in a collapsed state of deformation; 

FIG. 6B depicts the embodiment of FIG. 6A With the 
closures disposed in the containers, Which are positioned for 
nesting With each other With one of the closures disposed 
betWeen them; 

FIG. 7A is a perspective vieW of an alternative embodi 
ment of a set of containers, and reversibly deformable 
closures; 

FIG. 7B depicts a cross-sectional vieW along the line 
AiA in FIG. 7A; 

FIG. 7C depicts a perspective vieW of the set of FIG. 7, 
With the closure being positioned for placement in the 
container; 
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FIG. 7D is an elevated cross-sectional vieW of the set of 
FIG. 7, showing the containers and closures nested together; 

FIG. 8A is a perspective vieW of an alternative embodi 
ment of a set of containers and reversibly deformable 
closures; 

FIG. 8B is a sectional vieW along line AiA of FIG. 8A; 
FIG. 8C is a perspective vieW of the embodiment of FIG. 

8A shoWing a closure positioned for placement into a 
container; and, 

FIG. 8D is an elevated cross-sectional vieW of the 
embodiment of FIG. 8A, With the containers and closures 
being nested together. 

DETAILED DESCRIPTION 

Closures are provided that may be stored in or on a 
container, and certain embodiments provide for such storage 
even When the container is nested With other containers. This 
method of storage conveniently keeps the containers and 
closures together. An embodiment is a closure, e. g., a lid, for 
a container, the closure having a reversibly deformable 
member. Reversible deformation may be accomplished by 
using elastic materials, and/or by providing structures that 
alloW a change in shape, e.g., folded or corrugated. The 
closure may be reversibly deformable, e.g., to have a change 
in surface area or projected surface area. The change from a 
?rst shape to a second shape alloWs for the closure to be 
used/stored in a ?rst shape and stored/used in a second 
shape. Thus the closure may be stored in a ?rst shape and 
kept in association With the container, and then the closure 
may be altered to a second shape to ?t on the container. 

Container is a term that includes a container that fully 
encloses a space, or partially encloses a space. Certain 
embodiments involve the use of containers that have a shape 
that encloses a space on all sides except for an opening. For 
example, a boWl, box, carton, envelope, bottle, or jug may 
be enclosed on all sides except for an opening. Alternatively, 
a container may be prepared With multiple openings. Certain 
embodiments relate to a container that is fully or partially 
enclosed. Certain embodiments relate to a container that has 
multiple detachable sections. The container may be reusable 
or disposable. While a food storage container is described as 
a preferred embodiment, other types of containers are also 
contemplated. A closure refers to a structure or device 
designed to close off the opening of a container and prevent 
loss of its contents; this terminology is consistent With that 
provided by the United States Container Corporation on its 
Website at the time of ?ling. Closures may involve various 
means of securing the closure to the container, e.g., fasten 
ers, friction ?t, threads, ribs, force-?t, and other means 
knoWn to artisans in these ?elds. 

Containers, closures, and sections of the containers may 
be assembled from materials that are used for conventional 
containers. Such materials include, for example, Woods, 
plastics, ceramics, cloths, textiles, fabrics, Weaves, and 
metals. Plastics include, for example, polyethylene, poly 
carbonate, polyvinylchloride, high density polyethylene, 
polypropylene, polystyrene, polytetra?uoroethylene, poly 
urethane, silicones, and various elastomers. Containers for 
food storage should be made of food grade materials that do 
not undesirably contaminate the food With undesirable sub 
stances. 

Elastic articles, e.g., containers, closures, and sections 
thereof, may be made With materials that are reversibly 
deformable, for example, from natural or synthetic rubbers, 
or rubbery materials. Examples of materials for deformable 
sections include neoprene, nitrile, polyisoprenes, ?uoroelas 
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4 
tomers, ethylene/acrylics, silicones, butyl rubbers, SBR, 
EPDM, VITON, combinations and derivatives thereof, and 
other materials, e.g., as in the Handbook of Plastics and 
Elastomers. Liquid silicone rubbers are expensive, but are 
useful materials that are highly elastic, food-compatible, and 
suitable in a range of temperatures from freeZing to boiling. 
Other speci?c materials that may be suitable, depending 
upon speci?c designs and uses, are SANTOPRENE, KRAY 
TON, ENGAGE, ESTANE, and DOW CORNING SILAS 
TIC. Sources for materials include, for example, American 
Cyanamid Company, B.F. Goodrich Chemical Company, 
Copolymer Rubber & Chemical Corporation, DoW Corning 
Corporation, E.I. Dupont de Nemours, Federal Mogul Cor 
poration, Goodyear Tire and Rubber Company, Malaysian 
Rubber Bureau, Parker Seal Company, Polysar Limited, 
Precision Rubber Products Corporation, Sargent Industries, 
Thiokol Corporation, 3 M Company, DoW, and Uniroyal 
Industries Products. 
An alternative to an elastic material is a reversibly 

deformable material or structure that is not elastic. For 
example, a structure or material that is deformed by a ?rst 
mechanical force and requires a second mechanical force to 
restore the material to its ?rst con?guration is reversibly 
deformable. Such structures may be, e.g., a corrugated 
plastic that has a ?rst shape and is stretched to achieve a 
second shape, such as a substantially ?at shape. Alternative 
structures are telescoping, nested, stacked, folded, and lay 
ered structures. 

For example, a closure may be prepared that is folded in 
a storage position so that it has a relatively small projected 
area relative to its unfolded state. Thus a user may fold a 

closure, dispose it in or under a container, and nest the 
container With other containers of a similar or substantially 
identical siZe and shape. Then the closure may be unfolded 
and used as a lid for the container. Or, for example, a closure 
may be prepared that is collapsed in a storage position so 
that it occupies a relatively small volume relative to its 
uncollapsed state. Thus a user may expand the closure, 
dispose it in or under a container, and nest the container With 
other containers of a similar or substantially identical siZe 
and shape. Then the closure may be expanded and used as 
a lid for the container. The collapsing and expanding may be 
accomplished, for example, by use of corrugations in the 
closure. Alternatively, a telescoping or layering structure 
may be used to accomplish the same. 

Alternatively, elastic materials may be joined With less 
elastic materials, or rigid materials to make a reversibly 
deformable closure. For example, tWo essentially rigid por 
tions of a closure may be joined by an elastic portion. In use, 
the closure is expanded by pulling in the rigid portions and 
fastened to the container to cover it. The closure is removed, 
and the elastic portion causes it to contract to a shape With 
a smaller surface area. The closure is then stored in the 
container, and the containers may be nested With each other. 
Alternatively, the elastic portion may serve as a hinge to 
alloW folding of the closure to achieve a smaller projected 
surface area. Or these embodiments may be combined. 
One measure of the change in the state of a closure 

betWeen tWo positions is the change in surface area. A 
measurement of a surface area is accomplished by adding up 
the entire area of the surface, and is not to be confused With 
the projected surface area of an object. For example, a 
stretchable rubber sheet increases its surface area When it is 
stretched. In contrast, an essentially unstretchable material 
bounded by an elastic band of rubber material can have its 
projected area changed by stretching the band over an 
object, but the band’s stretching essentially does not change 
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the surface area of the object because the unstretchable 
material remains the same siZe. A projected surface area is 
the projection of an object onto a tWo-dimensional surface. 
For example, a corrugated closure has substantially no 
change in its surface area as the corrugations are ?attened, 
but the projected surface area is changed. 

Elastic materials for the embodiments are those materials 
that can have their surface area appreciably changed using 
the manual force generated by an average man or Woman. It 
is appreciated that most materials have some measurable 
elasticity, especially if the appropriate machine is harnessed 
to stretch the material. Suitable materials, hoWever, are those 
that can be stretched using manual force. To determine a 
range for manual force, a digital, spring scale (0 to 50 
pounds) Was attached to one of the narroW ends of a 
rectangular food storage container. A standard cover that had 
been cut in half across the Width Was placed onto the 
container to restrain the sides and to make the area that 
Would be held by the user during application of the closure 
more realistic. The load applied Was measured at peak 
applied load and at steady applied load approximately 15 
seconds after the person began to pull the scale. A steady 
state load Would be a comfortable load for most persons and 
the peak load Would approach the amount of force that 
Would not be comfortable. Four persons Were tested tWo or 
three times each and an average steady applied load Was 
measured as being 8.6, 7.0, 14.9, and 8.4 pounds, for an 
average of about 9.7 pounds. The average peak values Were 
11.5, 9.2, 17.3, and 10.2 pounds, for an average of 12.1 
pounds. These values serve as benchmarks to indicate the 
approximate range of some values for some typical users. 

The closures, if they apply a compressive force to a 
container, should not exceed the crush strength of the 
container. A GLADWARE polypropylene food storage con 
tainer Was tested using an INSTRON mechanical tester, and 
determined in compression to deform at about 109 lbf. With 
a stress of about 9.6 ksi. In tension, the container Was 
determined to have a maximum Wall strength of about 104 
lbf at 2.25 inches. Although only one container Was tested, 
these values are benchmarks for the tensile and compressive 
strength of this category of container. 
The sti?fness appropriate for a covering, container, or 

portion thereof can be tailored to the application. A test of 
stiffness is the 5-centimeter (cm) sti?fness test. The 5-cm 
stiffness test may be performed by preparing the article, a 
representative portion thereof, or a representative a sample 
of its material that is roughly square and about 6 cm on a 
side. The material is leveled parallel to the ground With one 
side ?xed in its middle in a clamp. A Weight, or a force, is 
placed on the material about ?ve centimeters horizontally 
aWay from the clamp. The force that bends the material 
enough to alloW the Weight to slide off of the material is the 
5-cm sti?fness test value. Most reusable applications require 
a material that has enough sti?fness to support a force of a 
gram, or a feW grams, at a distance of ?ve centimeters. 
Household plastic Wraps have a 5-cm stiffness of less than 
1 gram, e.g., thin polyethylene or polyvinylchlor‘ide sheets 
used to secure leftovers of meals. Indeed, such Wraps can not 
even be con?gured for the test because they have a very loW 
stiffness and therefore have a 5-cm stiffness of less than 1 
gram. Further, these types of Wraps are not reversibly 
deformable; upon use, they are stretched to close a container, 
and upon release from the container do not effectively 
recover their original, unstretched shape. 
Some embodiments are food storage containers for home 

use, e.g., for meal leftovers. Although food storage contain 
ers for home use have a multiplicity of uses that are not 
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6 
limited to storage of food or use at a home, such containers 
are made to comply With certain requirements for food 
safety. Some embodiments are directed to using food-grade 
materials, microWaveable materials, materials resistant to 
deformation in the conditions typically encountered in auto 
matic dishWashers, freeZable materials, materials for use in 
a household oven, and/or materials that do not give off 
harmful substances in normal use. 

Moreover, food storage containers for home use have 
limited dimensions so that a plurality of them may be 
accommodated Within a home storage space, e.g., a refrig 
erator or pantry. SiZes and suitable ranges of siZes are may 
be described volumetrically in terms of the number of 
ounces of Water that they hold: from about one ounce to 

about 512 ounces, and every siZe therebetWeen, every range 
of siZes therebetWeen, and ranges from any siZe therebe 
tWeen to almost Zero. Such siZes therefore include, for 
example: about one half-pint, about one pint, about one 
quart, about tWo quarts, and about one gallon. Such ranges 
therefore include, for example, from about one quarter pint 
to about one gallon or to about tWo quarts. Such ranges 
therefore include, for example about 5 ounces to about 20 
ounces. 

Moreover, food storage containers for home use may have 
a range of thicknesses When plastic is the material used for 
the container; these ranges are dictated by the engineering 
characteristics of the materials, as Well as consumer percep 
tions such as the look and feel of the product. Thickness may 
include, e.g., the folloWing fractions of an inch: one quarter, 
one eight, one sixteenth, one thirty second, and one sixty 
fourth. 

Containers include shape stable containers. A shape stable 
container essentially maintains its shape When items are 
placed Within it; for example, a bucket, a carton, a milk jug, 
or a box. A shape stable container does not typically to tend 
to conform its shape to accommodate the items placed 
Within it. A shape stable container may have an elastic 
portion but still retain its classi?cation as a shape stable 
container because the elastic member does not typically 
conform to the items Within it, even though the elastic 
member may sometimes bend or be displaced. For example, 
many consumers are familiar With plastic food storage bags 
dispensed from rolls that are not shape stable, e.g., those 
bags popularly referred to as sandWich bags or freeZer bags. 

Another embodiment is a storage device having a closure 
and a container comprising an opening, With the closure 
being securable over the opening and comprising a revers 
ibly deformable portion having a surface area or a projected 
surface area that is increased by at least about 15%, e.g., by 
at least about 25%, by at least about 50%, or by at least about 
100%, When the closure is secured over the opening. In some 
embodiments, the closure may be stored on the bottom or a 
side of the container Without occluding the opening. In 
general, an increase in surface area is associated With 
convenience in storage, since a small closure may be con 
veniently stored. This increase, hoWever, is, in general, 
offset by an increased force for use, Which is less convenient 
for a user. Further, an increase in elasticity is often accom 
panied by changes to other material properties, such as 
hardness, tackiness, and toughness. The balancing of these 
factors can be achieved by using design principles described 
herein in association With consideration of the properties of 
the materials that are chosen. 

Embodiments include a container that comprises a 
nestable shape Wherein a plurality of the containers occupy 
less space When nested as compared to the space occupied 
When the plurality of containers are not nested. Some 
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nestable containers have openings that receive the bottom of 
another container, e.g., a nested stack of reusable/disposable 
food containers that are commonly available at retail stores. 
The nesting may be essentially complete or partially com 
plete. Essentially complete refers to containers that are 
nested so that the interior volume of one container is 
essentially ?lled by another. Partially complete refers to 
nesting Wherein a ?rst container ?ts inside a second con 
tainer but leaves a portion of the second container’s interior 
volume un?lled, eg between about 1% and about 75% of 
the volume of the container (i.e., 99% to 25% of the 
container is ?lled); persons of ordinary skill in these arts Will 
immediately appreciate that all values and ranges betWeen 
the explicitly stated range are contemplated. 

Closures may be made to have a surface area or projected 
surface area that is increased When placed over an opening 
of a container. The increase of the surface area or projected 
surface area may be, for example, at least about 5%, e.g., at 
least about 15%, at least about 25%, at least about 50% and 
at least about 100%. Ranges of increased surface area may 
be, e.g., 5%41000%, and all ranges therebetWeen, e.g., 
5%4500%, and 15%4350%; persons of ordinary skill in 
these arts Will immediately appreciate that all values and 
ranges betWeen the explicitly stated ranges are contem 
plated. As already described, embodiments include contain 
ers With a volume in the range betWeen about 1 ounce and 
about 512 ounces, and coverings or containers made of 
plastic that is at least about one sixteenth of an inch thick. 
A sampling of reusable food container designs in the range 
from 4 ounces to 56 ounces that are presently on the market 
shoWs approximate dimensions for the interior bottom com 
pared to the exterior top edge of the containers, see Table 1. 
The ratio of the outside top to inside bottom circumference 
ranged from about 1.3 to about 2.0, and the ratio of the top 
opening siZe to interior bottom ranged from about 1.6 to 3.1. 
These ratios provide some indication of some closure 
dimensions from a manufacturing and end-user applications 
perspective, and provide insight into the amount of stretch or 
change in area that is required When using a reversibly 
deformable closure as described herein. 

TABLE 1 

Dimensions of some commonly available reusable food containers 

Size 
OZ. Shape Source Di Do Do/Di Do2/Di2 

4 Round GLAD 2 3.25 1.6 2.6 
8 Round ZIPLOC 2.75 4.25 1.5 2.4 

32 Round DIXIE 4.125 5.25 1.3 1.6 
20 Square ZIPLOC 4.125 5.5 1.3 1.8 
14 Round ZIPLOC 3.5 5.5 1.6 2.5 
32 Square ZIPLOC 4 5.625 1.4 2.0 
32 Round GLAD 3.5 6 1.7 2.9 
24 Round GLAD 3.25 6.375 2.0 3.8 
25 Square GLAD 5 6.625 1.3 1.8 
56 Round ZIPLOC 4 7 1.8 3.1 

Note for Table: 
D0 is outer diameter or length of a side; 
Di is inner diameter or length of a side at interior bottom; measurements 
performed using a ruler and are approximate. 

Embodiments of closures include those having a surface 
area of any siZe suitable for the intended container. For 
example, the closure, When stretched, may have a surface 
area that is a range of about 1 to about 1,000 square inches 
When the covering is stretched, including all ranges there 
Within, e.g., about 4 to about 64 square inches, about 9 to 
about 36 square inches, and about 9 to about 36 square 
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8 
inches; persons of ordinary skill in these arts Will immedi 
ately appreciate that all values and ranges betWeen the 
explicitly stated ranges are contemplated. 

Referring to FIG. 1, storage apparatus 10 has container 
1100 and reversibly deformable closure 2200. Container 
1100 has opening 1102 de?ned by sides 1104, Which are 
joined to bottom 1106. Container 1100 has posts 3304 and 
posts 3306. Closure 2200 has holes 3302. In use, closure 
2200 is expanded to stretched con?guration 2202 and placed 
over opening 1102 and fastened to the container by placing 
posts 3304 into holes 3302. Closure 2200 is removable and 
may be relaxed from stretched con?guration 2202 to a 
storage con?guration 2204 and optionally stored on bottom 
1106 of container 1100 by placing posts 3306 into holes 
3302. The storage con?guration 2204 may be a fully or 
partially relaxed state. Some embodiments substitute other 
fasteners for post fasteners and hole fasteners. 

Various fasteners and seals may be used to join a closure 
to a container. Further, the degree of sealing may be con 
trolled and varied, so that some seals are Water tight While 
others merely provide a snug seating arrangement to gen 
erally isolate the container contents from the outside envi 
ronment. For example, ?anges, grooves, beads, and various 
means for establishing a seal betWeen a container and a 

closure, as knoWn to persons in these arts, may be used. For 
example, means for joining a lid to a container as employed 
in food containers sold under the GLADWARE, ZIPLOC, 
RUBBERMAID, or DIXIEWARE brands may be used. The 
opening of the containers may be located in the top, side, or 
bottom of the container and the closure may be placed over 
the opening in such embodiments. 

FIG. 2 shoWs nestable apparatus 60 having subcompo 
nents 50, 50', that include containers 1100, 1100' and revers 
ibly deformable closures 2200, 2200'. Containers 1100, 
1100' have openings 1102, 1102' de?ned by sides 1104, 
1104', Which are joined to bottoms 1106, 1106'. Containers 
1100, 1100' have posts 3304, 3304' and posts 3306, 3306'. 
Closures 2200, 2200' have holes 3302, 3302'. In use, closure 
2200, 2200' is stretched to stretched con?guration 2202 (not 
shoWn) and placed over opening 1102, 1102' and fastened to 
the container by placing posts 3304, 3304' into holes 3302, 
3302'. Reversible deformable closure 2200, 2200' is remov 
able and may be relaxed from stretched con?guration 2202 
(not shoWn) to a storage con?guration 2204, 2204' and 
optionally stored on bottom 1106 of container 1100 by 
placing posts 3306, 3306' into holes 3302, 3302'. The storage 
con?guration 2204, 2204' may be a fully or partially relaxed 
state. ArroWs indicate the nesting of the containers With the 
reversibly deformable closures. 

Referring to FIGS. 3A43D, closure 2220 is circular and 
has L-shaped lip 2226, Which projects approximately per 
pendicularly from surface of closure 2220 and then bends at 
about ninety degrees to form an “L” shape. FIG. 4 shoWs 
container 1120 With upper ?ange 1126, round side 1124, 
recess 1127, and loWer ?ange 1128. Closure 2220 may be 
stretched to stretched con?guration 2222 and fastened over 
opening 1122 by pressing and snapping lip 2226 over ?ange 
1116. Closure 2220 may be relaxed to storage con?guration 
2226 and pressed against ?ange 1228 until lip 1226 snaps in 
place around ?ange 1128, With lip 2226 being received by 
recess 1127. Closure 2200 may be reversibly separated from 
container 1120 by pulling closure 2220 from the container. 
Container 1124 may be nested With identical or similar 
containers, and may include closure 2220 in the storage 
position on the bottom of the container so that the closure is 
disposed betWeen the containers When the containers are 
nested. 
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FIGS. 5Ai5C depict a reversibly deformable closure 
having a fold. The fold allows the closure to be changed 
from a storage position to a covering position. The set 5500 
of closures and containers has containers 5502 and closures 
5504, Which may be moved from a storage con?guration 
5506 to a covering position 5508 by folding the closure 
along hinge 5510. In use, closures 5504 may be used to 
cover containers 5502, With closures 5504 being in the 
covering position 5508. The closures 5504 may be removed 
from the containers and placed into a folded, or storage, 
position 5506, by folding them along hinge 5510. The 
closures 5504 may then be placed inside a container, and the 
containers nested With each other, With the closures disposed 
betWeen the nested containers, as shoWn in FIG. 5B and 
FIG. 5C. A single hinge has been depicted, but a plurality of 
hinges may be used, including hinges that are parallel to 
each other, perpendicular to each other, or a combination 
thereof. For example, tWo hinges may be used to divide a 
closure into approximately three sections so that the outer 
most tWo sections may be folded inWards to reduce the 
projected surface area of the closure. Or, for example, tWo 
hinges may be perpendicular to each other and intersect at 
approximately the center of the closure, so that the closure 
may be folded approximately into quarters to have a pro 
jected surface area about one-fourth of its maximum 
unfolded area. 

FIGS. 6A and 6B depict a reversibly deformable closure 
having a plurality of corrugations that are movable to 
increase or decrease the surface area of the closure. Set 6600 
has containers 6610 and reversibly deformable closures 
6620. Closures 6620 have a plurality of corrugations 6622. 
In use, closures 6620 may be expanded and to a ?rst position 
6624 for covering the containers and a collapsed position 
6626 having a decreased projected surface area, and stored 
inside containers 6610, Which may then be nested With each 
other, With closures 6620 disposed betWeen the nested 
containers. The coverings may be joined to the containers 
using a variety of different types of fastening systems, 
including the types that are in common use among suppliers/ 
brands such as GLADWARE, ZIPLOC, RUBBERMAID, 
and TUPPERWARE. A Wide variety of fastening systems are 
contemplated. For brevity, hoWever, only a feW are depicted 
in this application. 

FIG. 7 depicts container 7000 having reversibly deform 
able closure 7002, that is fastenable over the opening of 
container 7000. FIG. 7B shoWs detail from line AiA 
indicated in FIG. 7A; With rim 7004 of closure 7002 ?tting 
around ?ange 7006 of container 7000. FIG. 7C shoWs hoW 
closure is ?exibly and reversibly deformed to be tucked 
inside container 7000. FIG. 7D shoWs a cross-sectional vieW 
depicting the closure 7002 in place inside the containers 
When the containers 7000 are nested With each other, and 
shoWs portions 7010 that are not in contact With the bottom 
of the container. Instead, portions 7010 are in contact With 
the interior sides of the container. The reversibly deformable 
closure 7000 may be made to have essentially no change in 
its surface area, using materials that are ?exible, and not 
necessarily stretchable. The ?exibility of the closures alloWs 
for a change in projected surface area, as depicted in FIG. 
7d, Without a change in actual surface area. Although 
portions 7010 are not contacting the container bottom, the 
containers may nonetheless be nested With each other. 

Alternatively, an elastic reversibly deformable material 
may be used to make closure 7002, or a similar closure. The 
closure is stretched to increase its actual surface area in the 
covering position, and contracts in a storage position. If the 
material has su?icient elasticity, it Will lie completely on the 
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10 
bottom of the container, and the area of portions 7010 is 
effectively Zero. A less elastic material may be used, so that 
the portions 7010 have an increased surface area. The siZe 
and shape of the container, the degree of desired nesting, and 
the choice of materials for the container or closure Will all 
affect the shape and dimensions of the closures that are 
chosen. 

FIG. 8 depicts another embodiment of a set having 
containers and reversibly deformable closures. The set 8000 
has containers 8002 and closures 8004. Containers have 
?ange 8006 that receives the closure rims to form a seal. 
Closures 8004 have rims 8008 and detent 8010. Detent 8010 
has a relatively curved storage position 8014 at rest and a 
relatively ?attened position 8012 When deployed to cover a 
container. In use, closure 8004 may be placed over container 
8002 to cover the container. In this position, detent 8010 is 
relatively ?at, see FIG. 8B. The closure 8004 may be 
removed, and alloWed to contract, see FIG. 8C. The closure 
is then stored With the containers, Which may be nested 
together With the closures disposed betWeen the containers, 
see FIG. 8D. The detent 8010 may serve to create a bias in 
the closure to cause it to contract and movement betWeen 
positions 8012 and 8014 alloWs for a change in the projected 
area of the closure. 

Sets of containers and reversibly deformable closures may 
be assembled. The closures may be disposed betWeen the 
containers While the containers are nested With each other. 
The number of containers in such a set may be, e. g., at least 
2, at least 3, at least 4, or at least 5. Or, for example, the 
number of such containers may be betWeen 2 and 10, or 
betWeen, e.g., 3 and 8. The set may have one closure per 
container. Alternatively, the number of closures may be 
more or less than the number of containers, e.g., as When 
providing a closures that ?ts many siZes of containers. The 
containers may be similar to each other in siZe and shape, 
e.g., essentially identical, or essentially identical for nesting 
purposed. The containers may all have openings that are 
essentially the same siZe, e.g., having the same dimensions, 
e.g., length, Width, or diameter. Alternatively, variously 
siZed containers may be used in the set. The closures may be 
essentially identical to each other, e. g., having essentially the 
same dimensions, e.g., length, Width, or diameter, or may be 
variously siZed. 

Another embodiment is a stretchable section of a con 
tainer, the stretchable section having an elastic member. The 
elastic member is deformable so that the stretchable section 
may be reversibly stretched to have a change in area or 
dimensions. The change from a ?rst shape to a second shape 
alloWs for the stretchable section to be used/ stored in a ?rst 
shape and stored/used in a second shape. Thus the stretch 
able section may be stored in a ?rst shape and kept in 
association With the container, and then the stretchable 
section may be stretched to a second shape to ?t on the 
container. Or the stretchable section may be stretched in 
storage and unstretched in use. Alternatively, the stretchable 
section may be fully or partially stretched in storage or use. 
The elastic member may be a portion of the stretchable 
section or the elastic member may be the entire stretchable 
section. The elastic member or container may be reusable or 
disposable. Thus, for example, a container may be equipped 
With a ?ap or ?aps for closing over the opening in the 
container, With the ?aps being reversibly deformable, e.g., 
elastic. 
Embodiments With various features have been described 

herein. Other embodiments may combine these features. The 
various embodiments are intended to convey the spirit of the 
invention so that persons of ordinary skill in the art can 
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practice the invention in its full scope Without being limited 
to the particular embodiments herein. Further, all publica 
tions and patent applications described herein are hereby 
incorporated by reference. 

The invention claimed is: 
1. A food storage apparatus having food storage contain 

ers and detachable, reversibly deformable closures revers 
ibly movable betWeen a covering position for fastening to 
and covering the containers and a storage position for 
storing the closures, the food storage apparatus comprising: 

a plurality of nested food storage containers each having 
an opening; and, 

a plurality of reversibly deformable closures for revers 
ibly fastening to the containers in the covering position 
to cover the openings to thereby form a substantially 
Watertight seal With the containers, With the closures 
being detachable from the containers, 

Wherein the containers are nestable With each other With 
one of the closures in the storage position to thereby be 
disposed betWeen each nested container and entirely 
Within one of the containers, and the openings of the 
containers each have the same dimensions. 

2. The apparatus of claim 1, Wherein at least one of the 
reversibly deformable closures comprises an elastic material 
for reversibly deforming the closure betWeen the covering 
position and the storage position. 

3. The apparatus of claim 1, Wherein a projected surface 
area of the reversibly deformable closure is increased by at 
least about 25% When the closure is disposed over an 
opening compared to the projected surface area of the 
closure in a storage position. 

4. The apparatus of claim 1, Wherein a projected surface 
area of the reversibly deformable closure is increased by at 
least about 100% When the closure is disposed over an 
opening compared to the projected surface area of the 
closure in a storage position. 

5. The apparatus of claim 1, Wherein at least one of the 
reversibly deformable closures further comprises a detent. 

6. The apparatus of claim 1, Wherein at least one of the 
reversibly deformable closures comprises a fold for revers 
ibly deforming the closure betWeen the covering position 
and the storage position. 

7. The apparatus of claim 6, Wherein the fold comprises 
a hinge. 

8. The apparatus of claim 1, Wherein at least one of the 
reversibly deformable closures comprises a nondeformable 
portion. 

9. The apparatus of claim 1, Wherein the plurality of 
containers, plurality of closures, or both the plurality of 
containers and the plurality of closures comprise food grade 
materials. 

10. The apparatus of claim 9, Wherein the food grade 
materials are plastic. 

11. The apparatus of claim 1, Wherein the plurality of 
containers, plurality of closures, or both the plurality of 
containers and the plurality of closures comprise materials 
that are microWaveable and resistant to permanent deforma 
tion in the conditions typically encountered in automatic 
dishWashers. 

12. The apparatus of claim 1, Wherein the plurality of 
containers, plurality of closures, or both the plurality of 
containers and the plurality of closures are at least one 
sixteenth of an inch thick. 

13. The apparatus of claim 1, Wherein each of the plurality 
of containers has a volume in the range betWeen about 1 
ounce and about 512 ounces. 
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14. The apparatus of claim 1, Wherein each of the plurality 

of closures has a surface area of less than about one half 
square foot When disposed over one of the openings. 

15. The apparatus of claim 1, Wherein the plurality of 
containers comprises three of the containers. 

16. The apparatus of claim 1, Wherein the plurality of 
containers are identical to each other. 

17. The apparatus of claim 1, Wherein the plurality of 
closures are identical to each other. 

18. The apparatus of claim 1, further comprising pack 
aging that contains at least three of the containers and at least 
three of the closures. 

19. The apparatus of claim 1, Wherein each of the plurality 
of containers have a volume and are nested so that a ?rst 
container nested inside a second container occupies betWeen 
about 25% and about 95% of the volume of the second 
container. 

20. A method of storing a plurality of food storage 
containers, the method comprising nesting the plurality of 
containers With each other With a detachable and reversibly 
deformable closure disposed betWeen the plurality of con 
tainers and entirely Within one of the containers, Wherein the 
plurality of containers each comprise an opening of the same 
dimension and the detachable and reversibly deformable 
closure may be reversibly fastened to the container to cover 
the opening to thereby form a substantially Watertight seal 
With the container. 

21. The method of claim 20, further comprising reversibly 
deforming the closure from a storage position Wherein the 
closure is disposed betWeen the containers to a covering 
position to cover the opening. 

22. The method of claim 20, further comprising reversibly 
deforming the reversibly deformable closure so that a pro 
jected surface area of the reversibly deformable closure is 
increased by at least about 25% When the closure is disposed 
over an opening compared to the projected surface area of 
the closure disposed betWeen the containers in a storage 
position. 

23. The method of claim 20, further comprising reversibly 
deforming the reversibly deformable closure so that a pro 
jected surface area of the reversibly deformable closure is 
increased by at least about 100% When the closure is 
disposed over an opening compared to the projected surface 
area of the closure disposed betWeen the containers in a 
storage position. 

24. The method of claim 20, Wherein at least one of the 
reversibly deformable closures comprises a nondeformable 
portion and a fold for reversibly deforming the closure from 
a storage position Wherein the closure is disposed betWeen 
the containers to a covering position to cover the opening. 

25. The method of claim 24, Wherein the fold comprises 
a hinge. 

26. The method of claim 20, Wherein at least one of the 
reversibly deformable closures comprises a nondeformable 
portion. 

27. The method of claim 20, Wherein the plurality of 
containers, plurality of closures, or both the plurality of 
containers and the plurality of closures comprise food grade 
materials. 

28. The method of claim 27, Wherein the food grade 
materials are plastic. 

29. The method of claim 20, Wherein the plurality of 
containers, plurality of closures, or both the plurality of 
containers and the plurality of closures comprise materials 
that are microWaveable and resistant to permanent deforma 
tion in the conditions typically encountered in automatic 
dishWashers. 
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30. The method of claim 20, wherein the plurality of 
containers, plurality of closures, or both the plurality of 
containers and the plurality of closures are at least one 
sixteenth of an inch thick. 

31. The method of claim 20, Wherein each of the plurality 
of containers has a volume in the range betWeen about 1 
ounce and about 512 ounces. 

32. The method of claim 20, Wherein each of the plurality 
of closures has a surface area of less than about one half 
square foot When disposed over one of the openings. 

33. The method of claim 20, Wherein the plurality of 
containers are identical to the other. 

34. The method of claim 20, Wherein each of the plurality 
of containers has a shape that de?nes an interior space and 
each of the plurality of closures are disposed in an interior 
space of one of the plurality of containers. 

35. The method of claim 20, Wherein each of the plurality 
of containers have a volume and are nested so that a ?rst 
container nested inside a second container occupies betWeen 
about 25% and about 95% of the volume of the second 
container. 

36. The method of claim 20, Wherein at least one of the 
closures further comprises a detent. 

37. A food storage apparatus having a container With an 
opening and a closure reversibly deformable betWeen a 
storage position and a covering position for covering the 
opening, the apparatus comprising: 

food storage container having an opening and being 
nestable With other containers of identical siZe and 
shape, and 

reversibly deformable closure for covering the opening in 
a covering position to thereby form a substantially 
Watertight seal With the container that is detachable 
from the container and is reversibly deformable by 
folding from the covering position to a storage position, 

Wherein the closure comprises a nondeformable portion 
and has a projected surface area in the storage position 
that is less than a projected surface area of the closure 
in the covering position such that the closure is storable 
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inside the container While other containers of identical 
siZe and shape are nested in the container Wherein the 
reversibly deformable closure comprises a fold for 
reversibly deforming the closure from the storage posi 
tion to the covering position. 

38. The apparatus of claim 37, Wherein the reversibly 
deformable closure comprises an elastic material for revers 
ibly deforming the closure. 

39. The apparatus of claim 37, Wherein a projected surface 
area of the reversibly deformable closure is increased by at 
least about 25% When the closure is disposed over an 
opening compared to the projected surface area of the 
closure in a storage position Wherein the closure is disposed 
entirely Within the container. 

40. The apparatus of claim 37, Wherein the fold comprises 
a hinge. 

41. The apparatus of claim 37, Wherein the of container 
has a volume in the range betWeen about 1 ounce and about 
512 ounces. 

42. The apparatus of claim 37, Wherein the container and 
the closure are made only of materials that are food grade 
materials. 

43. The apparatus of claim 37, Wherein the container and 
the closure are made only of materials that are microWave 
able and resistant to permanent deformation in the condi 
tions typically encountered in automatic dishWashers. 

44. The apparatus of claim 1, further comprising pack 
aging that contains at least three of the containers and at least 
three of the closures. 

45. The apparatus of claim 37 Wherein all materials for the 
container and for the closure are only food grade plastic 
materials. 

46. The apparatus of claim 37, Wherein the closure further 
comprises a detent. 

47. The apparatus of claim 37, Wherein the closure has a 
surface area of less than about one half square foot When 
disposed over the opening. 

* * * * * 


