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CARDIAC RHYTHM MANAGEMENT 
SYSTEMS AND METHODS PREDICTING 
CONGESTIVE HEART FAILURE STATUS 

CROSS REFERENCE TO RELATED 

APPLICATION(S) 

This patent application is a continuation-in-part of 
Sweeney et al. US. patent application Ser. No. 09/850,537, 
?led on May 7, 2001, now US. Pat. No. 7,050,846, entitled 
“CARDIAC RHYTHM MANAGEMENT SYSTEM WITH 
ARRHYTHMIA PREDICTION AND PREVENTION,” 
Which is, in turn, a continuation of SWeeney et al. US. patent 
application Ser. No. 09/411,345, ?led on Oct. 1, 1999, and 
issued on Aug. 7, 2001 as US. Pat. No. 6,272,377, each of 
Which is assigned to Cardiac Pacemakers, Inc., the speci? 
cation of each Which is incorporated herein by reference in 
its entirety. 

TECHNICAL FIELD 

This document relates generally to medical systems, 
devices, and methods, and particularly, but not by Way of 
limitation, to cardiac rhythm management systems and 
methods predicting congestive heart failure status. 

BACKGROUND 

When functioning properly, the human heart maintains its 
oWn intrinsic rhythm. Its sinoatrial node generates intrinsic 
electrical cardiac signals that depolariZe the atria, causing 
atrial heart contractions. Its atrioventricular node then passes 
the intrinsic cardiac signal to depolariZe the ventricles, 
causing ventricular heart contractions. These intrinsic car 
diac signals can be sensed on a surface electrocardiogram 
(ECG) obtained from electrodes placed on the patient’s skin, 
or from electrodes implanted Within the patient’s body. The 
surface ECG Waveform, for example, includes artifacts 
associated With atrial depolariZations (“P-Waves”) and those 
associated With ventricular depolariZations (“QRS com 
plexes”). 
A normal heart is capable of pumping adequate blood 

throughout the body’s circulatory system. HoWever, some 
people have irregular cardiac rhythms, referred to as cardiac 
arrhythmias. Moreover, some patients have poor spatial 
coordination of heart contractions. In either case, diminished 
blood circulation may result. For such patients, a cardiac 
rhythm management system may be used to improve the 
rhythm and/or spatial coordination of heart contractions. 
Such systems are often implanted in the patient and deliver 
therapy to the heart. 
One problem faced by physicians treating cardiovascular 

patients is the treatment of congestive heart failure (also 
referred to as “CHF”). Congestive heart failure, Which can 
result from long-term hypertension, is a condition in Which 
the muscle in the Walls of at least one of the right and left 
sides of the heart deteriorates. By Way of example, suppose 
the muscle in the Walls of left side of the heart deteriorates. 
As a result, the left atrium and left ventricle become 
enlarged, and the heart muscle displays less contractility. 
This decreases cardiac output of blood through the circula 
tory system Which, in turn, may result in an increased heart 
rate and less resting time betWeen heartbeats. The heart 
consumes more energy and oxygen, and its condition typi 
cally Worsens over a period of time. 

In the above example, as the left side of the heart becomes 
enlarged, the intrinsic electrical heart signals that control 
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2 
heart rhythm may also be affected. Normally, such intrinsic 
signals originate in the sinoatrial (SA) node in the upper 
right atrium, traveling through electrical pathWays in the 
atria and depolariZing the atrial heart tissue such that result 
ing contractions of the right and left atria are triggered. The 
intrinsic atrial heart signals are received by the atrioven 
tricular (AV) node Which, in turn, triggers a subsequent 
ventricular intrinsic heart signal that travels through speci?c 
electrical pathWays in the ventricles and depolariZes the 
ventricular heart tissue such that resulting contractions of the 
right and left ventricles are triggered substantially simulta 
neously. 

In the above example, Where the left side of the heart has 
become enlarged due to congestive heart failure, hoWever, 
the conduction system formed by the speci?c electrical 
pathWays in the ventricle may be affected, as in the case of 
left bundle branch block (LBBB). As a result, ventricular 
intrinsic heart signals may travel through and depolariZe the 
left side of the heart more sloWly than in the right side of the 
heart. As a result, the left and right ventricles do not contract 
simultaneously, but rather, the left ventricle contracts after 
the right ventricle. This reduces the pumping e?iciency of 
the heart. Moreover, in LBBB, for example, different regions 
Within the left ventricle may not contract together in a 
coordinated fashion. 

Cardiac rhythm management systems include, among 
other things, pacemakers, also referred to as pacers. Pacers 
deliver timed sequences of loW energy electrical stimuli, 
called pace pulses, to the heart, such as via an intravascular 
lead Wire or catheter (referred to as a “lead”) having one or 
more electrodes disposed in or about the heart. Heart con 
tractions are initiated in response to such pace pulses (this is 
referred to as “capturing” the heart). By properly timing the 
delivery of pace pulses, the heart can be induced to contract 
in proper rhythm, greatly improving its ef?ciency as a pump. 
Pacers are often used to treat patients With bradyarrhyth 
mias, that is, hearts that beat too sloWly, or irregularly. Such 
pacers may also coordinate atrial and ventricular contrac 
tions to improve pumping ef?ciency. 

Cardiac rhythm management systems also include cardiac 
resynchronization therapy (CRT) devices for coordinating 
the spatial nature of heart depolariZations for improving 
pumping ef?ciency, such as for patients having CHF. For 
example, a CRT device may deliver appropriately timed 
pace pulses to different locations of the same heart chamber 
to better coordinate the contraction of that heart chamber or 
the CRT device may deliver appropriately timed pace pulses 
to different heart chambers to improve the manner in Which 
these different heart chambers contract together. 

Cardiac rhythm management systems also include 
de?brillators that are capable of delivering higher energy 
electrical stimuli to the heart. Such de?brillators include 
cardioverters, Which synchronize the delivery of such 
stimuli to sensed intrinsic heart activity signals. De?brilla 
tors are often used to treat patients With tachyarrhythmias, 
that is, hearts that beat too quickly. Such too-fast heart 
rhythms also cause diminished blood circulation because the 
heart isn’t alloWed suf?cient time to ?ll With blood before 
contracting to expel the blood. Such pumping by the heart is 
inef?cient. A de?brillator is capable of delivering a high 
energy electrical stimulus that is sometimes referred to as a 
de?brillation countershock, also referred to simply as a 
“shock.” The countershock interrupts the tachyarrhythmia, 
alloWing the heart to reestablish a normal rhythm for the 
ef?cient pumping of blood. In addition to pacers, CRT 
devices, and de?brillators, cardiac rhythm management sys 
tems also include devices that combine these functions, as 
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Well as monitors, drug delivery devices, and any other 
implantable or external systems or devices for diagnosing or 
treating the heart. 

The present inventors have recognized that one problem 
presented by CHF patients is predicting hoW the status of the 
patient’s CHF Will progress in the future. The present 
inventors have recogniZed that there exists an unmet need 
for predicting future CHF status. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the draWings, Which are offered by Way of example, 
and not by Way of limitation, and Which are not necessarily 
draWn to scale, like numerals describe substantially similar 
components throughout the several vieWs. Like numerals 
having different letter suf?xes represent different instances 
of substantially similar components. 

FIG. 1 is a schematic diagram illustrating generally, by 
Way of example, but not by Way of limitation, portions of a 
cardiac rhythm management system capable of predicting 
future congestive heart failure (CHF) status. 

FIG. 2 is a graph illustrating generally, by Way of 
example, but not by Way of limitation, various CHF physi 
ological parameters, at least tWo of Which are used in the 
probability computation to provide a Weighted probability of 
a CHF status change occurring during a predetermined 
future time period. 

DETAILED DESCRIPTION 

In the folloWing detailed description, reference is made to 
the accompanying draWings, Which form a part hereof, and 
in Which is shoWn by Way of illustration speci?c embodi 
ments in Which the invention may be practiced. These 
embodiments are described in suf?cient detail to enable 
those skilled in the art to practice the invention, and it is to 
be understood that the embodiments may be combined, or 
that other embodiments may be utiliZed and that structural, 
logical and electrical changes may be made Without depart 
ing from the scope of the present invention. The folloWing 
detailed description is, therefore, not to be taken in a limiting 
sense, and the scope of the present invention is de?ned by 
the appended claims and their equivalents. 

In this document, the terms “a” or “an” are used, as is 
common in patent documents, to include one or more than 
one. Furthermore, all publications, patents, and patent docu 
ments referred to in this document are incorporated by 
reference herein in their entirety, as though individually 
incorporated by reference. In the event of inconsistent 
usages betWeen this documents and those documents so 
incorporated by reference, the usage in the incorporated 
reference(s) should be considered supplementary to that of 
this document; for irreconcilable inconsistencies, the usage 
in this document controls. 

This document discusses, among other things; systems, 
device., and methods that Will be described in applications 
involving implantable medical devices including, but not 
limited to, implantable cardiac rhythm management systems 
such as pacemakers, cardioverter/de?brillators, pacer/ 
de?brillators, biventricular or other multi-site resynchroni 
Zation or coordination devices, and drug delivery systems. 
HoWever, these systems, devices, and methods may be 
employed in unimplanted devices, including, but not limited 
to, external pacemakers, cardioverter/de?brillators, pacer/ 
de?brillators, biventricular or other multi-site resynchroni 
Zation or coordination devices, monitors, programmers and 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
recorders, Whether such devices are used for providing a 
diagnostic, a therapy, or both a diagnostic and a therapy. 

FIG. 1 is a schematic diagram illustrating generally, by 
Way of example, but not by Way of limitation, portions of a 
cardiac rhythm management system 100 capable of predict 
ing future congestive heart failure (CHF) status. In this 
example, system 100 includes a hermetically sealed implant 
able cardiac rhythm management device 105 and a program 
mer or other external user interface 110. In this example, 
intracardiac leads 115A*B are catheters connected to device 
105, With respective distal portions intravascularly intro 
duced into heart 120. In the illustrative example of FIG. 1, 
a distal portion of lead 115A is introduced into a right 
ventricle of heart 120, and a distal portion of lead 115B is 
introduced through coronary sinus 125 (Which, in this docu 
ment, includes the great cardiac vein) into proximity With a 
Wall of a left ventricle of heart 120. In this example, leads 
115A*B each include one or more pacing and/or de?brilla 
tion electrodes, e.g., 117A*B, such as for providing pacing, 
resynchronization (e.g., for a CHF subject), cardioversion, 
and/or de?brillation therapy to heart 120. 

In the example of FIG. 1, device 105 carries various 
electrical components, such as a communication circuit 130, 
Which is capable of Wirelessly communicating With a com 
munication circuit of nearby remote external user interface 
110. In another example, communication circuit 130 is 
capable of Wirelessly communicating With a communication 
circuit of a distant remote external user interface 199, such 
as by using a nearby external communication repeater 196. 
In one example, repeater 196 is coupled to user interface 199 
via internet connection 197. In another example, repeater 
196 also communicatively couples device 105 to an elec 
tronic medical database 198, such as via internet connection 
197. In a further example, communication circuit 130 of 
device 105 is communicatively coupled to a communication 
circuit of a Weight scale or other external sensor 135. In one 
example, device 105 additionally or alternatively includes 
an implantable sensor 140 thereWithin or implanted nearby 
and coupled thereto. For predicting a future change in a 
subject’s CHF status, system 100 includes a CHF physi 
ological parameter input device 145 and a processor 150 for 
performing the prediction by computing a Weighted prob 
ability using at least tWo CHF physiological parameters 
obtained from CHF parameter input device 145, thereby 
increasing the accuracy of the future CHF status change 
prediction. CHF parameter input device 145 includes one or 
more of external sensor(s) 135, nearby external user inter 
face 110, distant external user interface 199, computeriZed 
patient information medical database 198, and/or implant 
able sensor(s) 140. In one example, device 105 also includes 
a therapy control module 155, Which uses an indication of 
the predicted probability of a CHF status change occurring 
Within a predetermined future time period as at least one 
factor for adjusting a therapy provided by pulse generator 
circuit 160 through electrodes 117A*B to heart 120. In 
another example, device 105 communicates an indication of 
the predicted probability of a CHF status (or derived there 
from) to nearby external user interface 110 and/or more 
distant external user interface 199 to be provided to a 
physician, caregiver, patient, or other user. 

In the example of FIG. 1, processor 150 is capable of 
sequencing through various control states such as, for 
example, by using a digital microprocessor having execut 
able instructions stored in an associated instruction memory 
circuit, a microsequencer, or a state machine. HoWever, 
processor 150 is capable of using many other hardWare/ 
?rmWare/softWare implementations. In the example of FIG. 
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1, processor 150 includes an on-board or off-board memory 
circuit 165, Which is capable of storing data associated With 
at least tWo CHF physiologic parameters (e.g., CHF Param 
eter 1, CHF Parameter 2, . . . , CHF Parameter N) and 

corresponding conditional probabilities or other Weights 
associated With each such parameter (e.g., Weight 1, Weight 
2, . . . , Weight N). In general, each Weight is computed using 
historical data relating the corresponding CHF physiologic 
parameter to CHF status. In one example, the historical data 
is obtained from the same subject from Which the CHF 
physiologic information is obtained. In another example, the 
historical data is obtained from at least one different subject 
(for example, by accessing data in medical database 198). In 
a further example, the historical data is obtained from a 
population of subjects. Processor 150 also includes a CHF 
status change module 170, Which may be implemented 
either in dedicated hardWare or as a sequence of instructions 
executed by processor 150. 

In another example, a Weight is computed using not only 
its corresponding CHF physiologic parameter, but also using 
information about Which other CHF physiologic parameter 
(and/or hoW many other CHF physiologic parameters) are 
also being used to predict the likelihood of a change in the 
subject’s CHF status. In an illustrative example, suppose 
parameters A and B each have Weights of 0.1, leading to a 
combined prediction Weight of 0.2. In another example, 
hoWever, parameters A and B each have Weights of 0.1, 
When these parameters are individually used in the CHF 
status change prediction, but have a different (e. g., greater or 
lesser) Weight When both are present (e.g., a stronger Weight 
of 0.5 When both A and B are su?iciently present and used 
in the CHF status change prediction. Therefore, the Weight 
values may depend on cross-correlation betWeen tWo or 
more different CHF physiologic parameters. In one example, 
a matrix is used to store the Weights, and the matrix index 
is used to access the particular Weights that are appropriate 
for a particular combination of CHF physiologic parameters. 
In another example, the Weight values depend on hoW many 
CHF physiologic parameters are being used to compute the 
likelihood of a subject’s CHF status change. As an illustra 
tive example, suppose CHF physiologic parameter A has a 
Weight of 0.5 When it is used alone for predicting a subj ect’s 
CHF status change. In another example, hoWever, CHF 
physiologic parameter has a Weight of 0.25 When used in 
combination With one other different CHF physiologic 
parameter (e.g., parameter B or parameter C, etc.). 

In the example of FIG. 1, CHF status change module 170 
includes a probability computation module 172 that com 
putes a probability of the subject undergoing a change in 
CHF status using the Weighted probability of the at least tWo 
CHF physiologic parameters. An indication of the computed 
probability is output at node 175 and input to comparator 
180, Which compares it to a predetermined threshold that is 
also input to comparator 180. The resulting comparison, 
Which is stored at prediction storage location 185, provides 
a binary indication of Whether the predicted change in CHF 
status is deemed signi?cant. In one example, either this 
binary indication at node 190 of Whether the predicted CHF 
status change is signi?cant, or the underlying probability of 
a change in CHF status at 195 is provided to therapy control 
module 155, Which responsively adjusts one or more therapy 
parameters controlling hoW pulse generator circuit 160 
delivers therapy to heart 120. Either or both of the status 
indicators at 175 and/or 190 can also be communicated via 
nearby user interface 110 and/or more distant user interface 
199. 
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6 
FIG. 2 is a graph illustrating generally, by Way of 

example, but not by Way of limitation, various CHF physi 
ological parameters 200A*S, at least tWo of Which are used 
in the probability computation 205 to provide a Weighted 
probability at 210 of a CHF status change occurring during 
a predetermined future time period. The probability at 210 is 
computed by normaliZing an indication of each of the tWo or 
more CHF physiological parameters 200A*S (to obtain PI.) 
and scaling each such normaliZed CHF physiological param 
eter 200A*S by its corresponding Weight, Wi, and summing 
the resulting products. 

In one example, ?uid in the subject’s lungs (i.e., acute 
pulmonary edema) is used as a CHF physiologic parameter 
200A. In one example, acute pulmonary edema is measured 
by an implantable sensor 140 that senses transthoracic 
impedance, a loW frequency component of Which changes 
With edema status. In another example, acute pulmonary 
edema is measured on an X-ray by a user, and an indication 
of the degree of edema is input to CHF parameter input 
device 145 by the user at external user interface 110. An 
increase in pulmonary edema correlates to a future Worsen 
ing of the subject’s CHF status during the predetermined 
future time period. 

In another example, the subj ect’s Weight is used as a CHF 
physiologic parameter 200B. In one example, the subject’s 
Weight is measured by an external sensor 135 having a scale 
coupled to a Wireless communication circuit that is capable 
of communicating With communication circuit 130 in 
implantable device 105. In another example, the subject’s 
Weight is measured on an external scale, and manually input 
by the subject, caregiver, or another user to nearby external 
user interface 110, and Wirelessly communicated to com 
munication circuit 130 of implantable device 105. An 
increase in Weight correlates to a future Worsening of the 
subject’s CHF status during the predetermined future time 
period. 

In another example, the subject’s shortness of breath 
While sleeping (i.e., paroxysmal nocturnal dyspnea) is used 
as a CHF physiologic parameter 200C. In one example, 
paroxysmal nocturnal dyspnea is measured by implantable 
sensors 140 including a respiration sensor (e.g., an imped 
ance sensor) to detect the shortness of breath and a sleep 
detector. One example of a sleep detector is described in 
Carlson et al. U.S. patent application Ser. No. 09/802,316, 
entitled “CARDIAC RHYTHM MANAGEMENT SYS 
TEM USING TIME-DOMAIN HEART RATE VARIABIL 
ITY INDICIA,” Which is assigned to Cardiac Pacemakers, 
inc., and Which is incorporated herein by reference in its 
entirety, including its description of a sleep detector. In 
another example, the subject, caregiver, or another user 
enters an indication of the degree of paroxysmal nocturnal 
dyspnea into nearby external user interface 110 of CHF 
parameter input device 145. An increase in paroxysmal 
nocturnal dyspnea correlates to a future Worsening of the 
subject’s CHF status during the predetermined future time 
period. 

In another example, the subject’s shortness of breath 
While lying doWn, i.e., orthopnea, is used as a CHF physi 
ologic parameter 200D. In one example, orthopnea is mea 
sured by implantable sensors 140 including a respiration 
sensor (e.g., an impedance sensor) to detect the shortness of 
breath and a posture sensor (e.g., an accelerometer). In 
another example, the subject, caregiver, or another user 
enters an indication of the degree of orthopnea into external 
user interface 110 of CHF parameter input device 145. An 
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increase in orthopnea correlates to a future Worsening of the 
subject’s CHF status during the predetermined future time 
period. 

In another example, the subject’s changed respiration 
sounds (e.g., increased rales) is used as a CHF physiologic 
parameter 200E. In one example, the changed respiration 
sounds are measured by implantable sensor 140 including a 
microphone, accelerometer, or other like sound detector. In 
another example, the subject, caregiver, or another user 
enters an indication of the degree of increased rales into 
external user interface 110 of CHF parameter input device 
145. An increase in rales correlates to a future Worsening of 
the subject’s CHF status during the predetermined future 
time period. 

In another example, the subject’s heart sounds (for 
example, heart sounds referred to in the art as S1, S2, and 
particularly the heart sound referred to in the art as S3) are 
used as a CHF physiologic parameter 200E. In one example, 
the heart sounds are measured by implantable accelerometer 
or other sensor 140, such as by using the systems and 
methods described in Lincoln et al. US. patent application 
Ser. No. 09/ 862,763, entitled “CARDIAC RHYTHM MAN 
AGEMENT SYSTEM SELECTING A-V DELAY BASED 
ON INTERVAL BETWEEN ATRIAL DEPOLARIZATION 
AND MITRAL VALVE CLOSURE,” and/or the systems 
and methods described in Lincoln et al. US. patent appli 
cation Ser. No. 10/099,865, entitled “CARDIAC RHYTHM 
MANAGEMENT SYSTEM AND METHOD USING 
TIME BETWEEN MITRAL VALVE CLOSURE AND 
AORTIC EJECTION,” each of Which is assigned to Cardiac 
Pacemakers, Inc., and the disclosure of each of Which is 
incorporated herein by reference in its entirety, including its 
description of heart sound detection. An increase in certain 
heart sounds (e. g., S3) correlates to a future Worsening of the 
subject’s CHF status during the predetermined future time 
period. 

In another example, the subject’s neck vein distension 
(e.g., bulging neck vein) is used as a CHF physiologic 
parameter 200G. In one example, the subject, caregiver, or 
another user enters an indication of the degree of neck vein 
distension into external user interface 110 of CHF parameter 
input device 145. An increase in neck vein distension 
correlates to a future Worsening of the subject’s CHF status 
during the predetermined future time period. 

In another example, the subject’s abdominojugular re?ex 
(e. g., bulging of neck vein upon applying compression to the 
subject’s thorax) is used as a CHF physiologic parameter 
200H. In one example, the subject, caregiver, or other user 
enters an indication of the degree of abdominojugular re?ex 
into external user interface 110 of CHF parameter input 
device 145. An increase in abdominojugular re?ex correlates 
to a future Worsening of the subject’s CHF status during the 
predetermined time period. 

In another example, the subject’s cardiomegaly (i.e., 
enlargement of heart) is used as a CHF physiologic param 
eter 200I. In one example, the subject’s heart siZe is mea 
sured by implantable sensor 140 (e.g., a transthoracic 
impedance sensor). For example, a reduced cardiac stroke 
component of a transthoracic impedance signal correlates to 
an increase in heart siZe. In another example, the subject, 
caregiver, or another user enters an indication of the sub 
ject’s heart siZe, based on an echocardiogram or other 
imaging measurement, into external user interface 110 of 
CHF parameter input device 145. An increase in heart siZe 
correlates to a future Worsening of the subject’s CHF status 
during the predetermined future time period. 
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In another example, the subject’s intravascular blood 

pressure is used as a CHF physiologic parameter 200]. In 
one example, the subject’s intravascular blood pressure is 
measured by implantable sensor 140 (e.g., a vena cava or 
right atrial pressure transducer). In another example, the 
subject, caregiver, or another user enters an indication of the 
subject’s intravascular blood pressure (e.g., based on an 
external measurement) into external user interface 110 of 
CHF parameter input device 145. An increase in intravas 
cular blood pressure correlates to a future Worsening of the 
subject’s CHF status during the predetermined future time 
period. 

In another example, the subject’s dyspnea on exertion is 
used as a CHF physiologic parameter 200K. In one example, 
the rapid shalloW breathing associated With dyspnea is 
measured by implantable sensors 140 including a respiration 
sensor (e.g., an impedance sensor) and an activity sensor 
(e.g., an accelerometer) to detect exertion. For example, an 
increase in respiratory rate together With an increase in 
activity, if accompanied by a decrease in tidal volume of the 
respiration, is indicative of dyspnea on exertion. In another 
example, the subject, caregiver, or another user enters an 
indication of the subj ect’s dyspnea on exertion into external 
user interface 110 of CHF parameter input device 145. An 
increase in dyspnea on exertion correlates to a future Wors 
ening of the subject’s CHF status during the future prede 
termined time period. 

In another example, the subject’s night cough (or cough 
While lying doWn) is used as a CHF physiologic parameter 
200L. In one example, the night cough is measured by an 
implantable sensor(s) 140 (e.g., a transthoracic impedance 
sensor) to detect the cough and a clock, a sleep detector, or 
a posture detector to respectively detect a time period during 
the night, the subject’s sleep, and/or the subject’s lying 
doWn. In another example, the subject, caregiver, or another 
user enters an indication of the subject’s night cough into 
external user interface 110 of CHF parameter input device 
145. An increase in night cough (or cough While lying doWn) 
correlates to a future Worsening of the subject’s CHF status 
during the future predetermined time period. 

In another example, the subject’s heart rate is used as a 
CHF physiologic parameter 200M. In one example, heart 
rate is measured using an implantable sensor 140 (e.g., a 
cardiac signal sense ampli?er coupled to an electrode 117A 
and/or 117B). In another example, the subject, caregiver, or 
another user enters an indication of the subject’s heart rate 
(e.g., based on an external measurement) into external user 
interface 110 of CHF parameter input device 145. An 
increase in heart rate (e.g., average resting heart rate) 
correlates to a future Worsening of the subject’s CHF status 
during the future predetermined time period. 

In another example, the subject’s pleural effusion (i.e., 
?uid in the subject’s chest, but outside the subject’s lungs) 
is used as a CHF physiologic parameter 200N. In one 
example, pleural effusion is measured by an implantable 
sensor 140 that senses transthoracic impedance, a loW fre 
quency component of Which changes With pleural effusion 
status. In another example, pleural effusion is measured on 
an X-ray or other image by a user, and an indication of the 
degree of pleural effusion is input to CHF parameter input 
device 145 by the user at external user interface 110. An 
increase in pleural effusion correlates to a future Worsening 
of the subj ect’s CHF status during the predetermined future 
time period. 

In another example, the subject’s hepatomegaly (i.e., liver 
enlargement) is used as a CHF physiologic parameter 2000. 
In one example, hepatomegaly is measured on an X-ray or 
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other image by a user, and an indication of the degree of 
hepatomegaly is input to CHF parameter input device 145 
by the user at external user interface 110. An increase in 
hepatomegaly correlates to a future Worsening of the sub 
ject’s CHF status during the predetermined future time 
period. 

In another example, the subject’s peripheral edema (i.e., 
?uid retention in the extremities) is used as a CHF physi 
ologic parameter 200R In one example, a user, physician, or 
caregiver measures a sWollen arm or leg (e.g., using a tape 
measure) and inputs an indication of the degree of peripheral 
edema to CHF parameter input device 145 at external user 
interface 110. An increase in peripheral edema correlates to 
a future Worsening of the subject’s CHF status during the 
predetermined future time period. 

In another example, the subject’s left ventricular end 
diastolic pressure (LVEDP) is used as CHF physiologic 
parameter 200Q. In one example, LVEDP is measured using 
an implantable pressure sensor 140 disposed Within in the 
subject’s left ventricle. An increase in LVEDP correlates to 
a future Worsening of the subject’s CHF status during the 
predetermined future time period. 

In another example, the subject’s left atrial pressure (“LA 
pressure”) is used as CHF physiologic parameter 200R. In 
one example, LA pressure is measured using an implantable 
pressure sensor 140 disposed Within in the subject’s left 
atrium. An increase in LA pressure correlates to a future 
Worsening of the subject’s CHF status during the predeter 
mined future time period. 

In another example, the subject’s brain natriaetic peptide 
(BNP) level is used as CHF physiologic parameter 2008. 
BNP is released by the subject’s body in response to left 
ventricular stress. An increase in BNP correlates to a future 
Worsening of the subject’s CHF status during the predeter 
mined future time period. In one example, the subject’s BNP 
level is measured by an external blood test, and an indication 
of the BNP level is input to CHF parameter input device 145 
by the user at external user interface 110. In another 
example, the subject’s BNP level is measured by an implant 
able sensor 140 or an external (e.g., transdermal) sensor 135. 

In a further example, therapy control module 155 adjusts 
a therapy being provided by pulse generator 160 to heart 120 
based on at least one of the binary indication predicting 
Whether a signi?cant change in CHF status is expected to 
occur Within a predetermined future time period or on the 
multivalued underlying probability of the change in CHF 
status. In one example, such therapy adjustment includes 
changing Which electrodes are being used to deliver cardiac 
resynchronization therapy for spatially coordinating heart 
contractions. 

In another example, such therapy adjustment includes 
initiating or adjusting paired pacing. Paired pacing involves 
delivering a premature electrical energy pulse to a portion of 
the heart during a time period that excites heart tissue, but 
does not cause a corresponding heart contraction. The 
energy thus delivered increases an intracellular calcium 
concentration, and is folloWed by delivery of a second 
energy pulse during an immediately subsequent time period 
that does trigger a resulting heart contraction. Thus, in this 
example, pacing a particular heart chamber of a subject at 75 
beats per minute includes delivering pairs of pacing pulses 
at the 75 beats per minute rate, the ?rst pacing pulse in the 
pair increasing intracellular calcium concentration, but not 
triggering a resulting heart chamber contraction, and the 
second pacing pulse in the pair using the increased calcium 
concentration in triggering a resulting heart chamber con 
traction. 
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In an alternative example, the probability computation 

205 takes the form of a conditional probability computation, 
such as described in SWeeney et al. U.S. Pat. No. 6,272,377, 
Which is assigned to Cardiac Pacemakers, Inc., and Which is 
incorporated by reference herein in its entirety, including its 
description of using conditional probabilities to predict the 
likelihood of occurrence of a future event. In the present 
context, the future event is a CHF status change, and the 
CHF physiologic parameters serve as triggers/markers or, 
more generally, conditioning events. The Weights correlating 
each CHF physiologic parameter to a future CHF status 
change are conditional probabilities that may alternatively 
be expressed as rates, as described in the above-incorporated 
SWeeney et al. reference. 
One such example includes detecting a conditioning event 

(e.g., one of CHF physiologic parameters 200A*S) statisti 
cally associated With the occurrence of a CHF status change 
in a subject. In this example, device 105 predicts the 
occurrence of a CHF status change Within a speci?ed 
prediction time period if an estimated CHF status change 
probability exceeds a speci?ed threshold value. The esti 
mated CHF status change probability is computed from a 
conditional CHF status change probability, associated With 
the conditioning event, that is derived from past observa 
tions of instances in Which the conditioning event occurs 
alone or together With a CHF status change Within a speci 
?ed time period. 

In a further example, the conditional CHF status change 
probability CP is a ratio of the number of observed instances 
in Which the conditioning event is folloWed by a CHF status 
change Within a speci?ed basic time period to the total 
number of observed instances of the conditioning event. In 
a further example, this involves estimating a rate C at Which 
the conditioning event occurs. The estimated CHF status 
change probability is then calculated by the expression: 

estimated CHF status change probability:CP><(1—e’ 
CT), 

Where T is a measure of the speci?ed prediction time period. 
In one example, the conditional CHF status change prob 
ability is calculated by the expression: 

Where T is a measure of the speci?ed prediction time period, 
and R is an estimate of the rate at Which the CHF status 
changes occur While the conditioning event is present. In a 
further example, a plurality of conditioning events statisti 
cally associated With the occurrence of a CHF status change 
are detected, and a composite estimated CHF status change 
probability is compared With a threshold value in order to 
predict the occurrence of a CHF status change. The com 
posite CHF status change probability is associated With a 
combination of the estimated CHF status change probabili 
ties associated With each detected conditioning event, such 
as described in the above-incorporated SWeeney et al. ref 
erence. 

It is to be understood that the above description is 
intended to be illustrative, and not restrictive. For example, 
the above-discussed examples may be used in combination 
With each other. Many other embodiments Will be apparent 
to those of skill in the art upon revieWing the above 
description. The scope of the invention should, therefore, be 
determined With reference to the appended claims, along 
With the full scope of equivalents to Which such claims are 
entitled. Moreover, the terms “?rst,” “second,” “third,” etc. 
are used merely as labels, and are not intended to impose 
numeric requirements on their objects. 
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What is claimed is: 
1. A cardiac rhythm management system comprising: 
an implantable cardiac rhythm management device com 

prising: 
at least one congestive heart failure (CHF) physiologic 

parameter input device to provide CHF physiologic 
information about a subject, the CHF physiologic 
information comprising information about at least 
one of the subject’s dyspnea, orthopnea, neck vein 
distension, abdominojugular re?ex, cough, 
hepatomegaly, peripheral edema, brain patriaretic 
peptide (BNP) level, or at least one of pulmonary 
edema, cardiomegaly, or pleural effusion Wherein the 
input device comprises an implantable transthoracic 
impedance sensor con?gured to provide information 
about the subject’s pulmonary edema, cardiomegaly, 
or pleural effusion; and 

a processor circuit, comprising at least one processor 
input coupled to the at least one CHF physiologic 
parameter input device to receive a plurality of 
different CHF physiologic parameters, the processor 
comprising: 
Weighting factors, stored in a memory, the Weighting 

factors corresponding to each of the received CHF 
physiologic parameters; and 

a CHF status change probability indicator, to predict 
a likelihood of a subsequent change in a CHF 
status of a subject using the plurality of different 
received CHF physiologic parameters and corre 
sponding Weighting factors; and 

an external remote user interface communicatively cou 

plable to the implantable cardiac rhythm management 
device, the external remote user interface comprising a 
user-detectable indication of the CHF status change 
probability indicator received from the implantable 
cardiac rhythm management device, in Which the 
remote user interface comprises a user input device to 
receive at least one CHF physiologic parameter from a 
user and to communicate to the at least one CHF 
physiological parameter input device in the implantable 
cardiac rhythm management device the at least one 
CHF physiological parameter selected from the group 
consisting of at least one or more of the subject’s 
dyspnea, orthopnea, neck vein distension, abdomino 
jugular re?ex, cough, hepatomegaly, peripheral edema, 
brain natriaretic peptide (BNP) level, pulmonary 
edema, cardiomegaly, or pleural effusion. 

2. The system of claim 1, in Which a ?rst Weighting 
parameter corresponding to a ?rst received CHF physiologic 
parameter, used to predict the likelihood of a subsequent 
change in the CHF status of the subject, depends on Which 
at least one other received CHF physiologic parameter is 
also used to predict the likelihood of a subsequent change in 
CHF status. 

3. The system of claim 1, in Which a ?rst Weighting 
parameter corresponding to a ?rst received CHF physiologic 
parameter, used to predict the likelihood of a subsequent 
change in the CHF status of the subject, depends on the 
number of other received CHF physiologic parameters that 
are also used to predict the likelihood of a subsequent 
change in CHF status. 

4. The system of claim 1, in Which the CHF status change 
probability indicator, is con?gured to predict a likelihood of 
a subsequent change in a CHF status of a subject by 
comparing to a threshold value a probability computed using 
the plurality of different received CHF physiologic param 
eters and corresponding Weighting factors. 
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5. The system of claim 1, in Which at least one of the 

Weighting factors is computed using historical data relating 
its corresponding CHF physiologic parameter to CHF status. 

6. The system of claim 5, in Which the historical data is 
obtained from the same subject from Which the CHF physi 
ologic information is obtained. 

7. The system of claim 5, in Which the historical data is 
obtained from at least one subject other than the subject from 
Which the CHF physiologic information is obtained. 

8. The system of claim 1, further comprising a therapy 
control module con?gured to adjust a therapy provided to 
the subject using at least the CHF status change probability 
indicator. 

9. The system of claim 1, in Which the user interface is 
con?gured to receive from the user at least one CHF 
physiologic parameter further comprising information about 
the subject’s Weight to communicate to the at least one CHF 
physiologic parameter input device in the implantable car 
diac rhythm management device. 

10. The system of claim 9, in Which the user interface is 
con?gured to receive from the user at least one CHF 
physiologic parameter comprising information about the 
subject’s dyspnea to communicate to the at least one CHF 
physiologic parameter input device in the implantable car 
diac rhythm management device. 

11. The system of claim 9, in Which the user interface is 
con?gured to receive from the user at least one CHF 
physiologic parameter comprising information about the 
subject’s orthopnea to communicate to the at least one CHF 
physiologic parameter input device in the implantable car 
diac rhythm management device. 

12. The system of claim 9, in Which the user interface is 
con?gured to receive from the user at least one CHF 
physiologic parameter comprising information about the 
subject’s neck vein distention to communicate to the at least 
one CHF physiologic parameter input device in the implant 
able cardiac rhythm management device. 

13. The system of claim 9, in Which the user interface is 
con?gured to receive from the user at least one CHF 
physiologic parameter comprising information about the 
subject’s abdominojugular re?ex to communicate to the at 
least one CHF physiologic parameter input device in the 
implantable cardiac rhythm management device. 

14. The system of claim 9, in Which the user interface is 
con?gured to receive from the user at least one CHF 
physiologic parameter comprising information about the 
subject’s cough to communicate to the at least one CHF 
physiologic parameter input device in the implantable car 
diac rhythm management device. 

15. The system of claim 9, in Which the user interface is 
con?gured to receive from the user at least one CHF 
physiologic parameter comprising information about the 
subject’s hepatomegaly to communicate to the at least one 
CHF physiologic parameter input device in the implantable 
cardiac rhythm management device. 

16. The system of claim 9, in Which the user interface is 
con?gured to receive from the user at least one CHF 
physiologic parameter comprising information about the 
subject’s peripheral edema to communicate to the at least 
one CHF physiologic parameter input device in the implant 
able cardiac rhythm management device. 

17. The system of claim 9, in Which the user interface is 
con?gured to receive from the user at least one CHF 
physiologic parameter comprising information about the 
subject’s brain natriaretic peptide (BNP) level. 

18. The system of claim 1, in Which the at least one 
congestive heart failure (CHF) physiologic parameter input 
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device of the implantable cardiac rhythm management 
device comprises an implantable transthoracic impedance 
sensor con?gured to provide information about the subj ect’s 
pulmonary edema. 

19. The system of claim 1, in Which the at least one 
congestive heart failure (CHF) physiologic parameter input 
device of the implantable cardiac rhythm management 
device comprises an implantable transthoracic impedance 
sensor con?gured to provide information about the subj ect’s 
cardiomegaly. 

20. The system of claim 1, in Which the at least one 
congestive heart failure (CHF) physiologic parameter input 
device of the implantable cardiac rhythm management 
device comprises an implantable transthoracic impedance 
sensor con?gured to provide information about the subj ect’s 
pleural effusion. 

21. The system of claim 1, in Which the at least one 
congestive heart failure (CHF) physiologic parameter input 
device of the implantable cardiac rhythm management 
device comprises implantable respiration and posture sen 
sors con?gured to provide information about the subject’s 
dyspnea. 

22. The system of claim 1, in Which the at least one 
congestive heart failure (CHF) physiologic parameter input 
device of the implantable cardiac rhythm management 
device comprises an implantable sound sensor con?gured to 
provide information about the subject’s respiration sounds. 

23. The system of claim 1, in Which the at least one 
congestive heart failure (CHF) physiologic parameter input 
device of the implantable cardiac rhythm management 
device comprises an implantable sound sensor con?gured to 
provide information about the subject’s heart contraction 
sounds. 

24. The system of claim 1, in Which the at least one 
congestive heart failure (CHF) physiologic parameter input 
device of the implantable cardiac rhythm management 
device comprises an implantable pressure sensor con?gured 
to provide information about the subject’s intravascular 
pressure. 

25. The system of claim 1, in Which the at least one 
congestive heart failure (CHF) physiologic parameter input 
device of the implantable cardiac rhythm management 
device comprises pressure sensor siZed and shaped to be 
placed in at least one of a left ventricle and a left atrium for 
providing an intracardiac pressure measurement, the intra 
cardiac pressure measurement comprising at least one of a 
left ventricular end diastolic pressure (LVEDP) measure 
ment and a left atrial (LA) pressure measurement. 

26. The system of claim 1, further comprising an external 
scale communicatively couplable to the implantable cardiac 
rhythm management device, the scale con?gured to com 
municate information about the subject’s Weight to the at 
least one congestive heart failure (CHF) physiologic param 
eter input device of the implantable cardiac rhythm man 
agement device. 

27. A cardiac rhythm management system comprising: 
an implantable cardiac rhythm management device com 

prising: 
means for providing at least one congestive heart 

failure (CHF) physiologic parameter about a subject, 
the CHF physiologic information comprising infor 
mation about at least one of the subject’s dyspnea, 
orthopnea, neck vein distension, abdominojugular 
re?ex, cough, hepatomegaly, peripheral edema, brain 
natriaretic peptide (BNP) level, pulmonary edema, 
cardiomegaly, or pleural effusion; and 
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14 
a processor circuit, comprising at least one processor 

input coupled to the at least one CHF physiologic 
parameter input device to receive a plurality of 
different CHF physiologic parameters, the processor 
comprising: 
Weighting factors, stored in a memory, the Weighting 

factors corresponding to each of the received CHF 
physiologic parameters; and 

a CHF status change probability indicator, to predict 
a likelihood of a subsequent change in a CHF 
status of a subject using a probability computed 
using the plurality of different received CHF 
physiologic parameters and corresponding 
Weighting factors; and 

an external remote user interface communicatively cou 
plable to the implantable cardiac rhythm management 
device, the external remote user interface comprising a 
user-detectable indication of the CHF status change 
probability indicator received from the implantable 
cardiac rhythm management device, in Which the 
remote user interface comprises a user input device to 
receive at least one CHF physiologic parameter from a 
user and to communicate to the at least one CHF 
physiological parameter input device in the implantable 
cardiac rhythm management device the at least one 
CHF physiological parameter selected from the group 
consisting of at least one or more of the subject’s 
dyspnea, orthopnea, neck vein distension, abdomino 
jugular re?ex, cough, hepatomegaly, peripheral edema, 
brain natriaretic peptide (BNP) level, pulmonary 
edema, cardiomegaly, or pleural effusion. 

28. A cardiac rhythm management system comprising: 
an implantable cardiac rhythm management device com 

prising: 
at least one congestive heart failure (CHF) conditioning 

event input device to provide a CHF conditioning 
event statistically associated With the occurrence of 
a CHF status change in a subject; 

a processor circuit, comprising at least one processor 
input coupled to the at least one CHF conditioning 
event input device to receive the CHF conditioning 
event, the processor comprising an indicator predict 
ing the occurrence of a CHF status change Within a 
speci?ed prediction time period if an estimated CHF 
status change probability exceeds a speci?ed thresh 
old value, Wherein the estimated CHF status change 
probability is computed from a conditional CHF 
status change probability, associated With the condi 
tioning event, that is derived from past observations 
of instances in Which the conditioning event occurs 
alone or together With a CHF status change Within a 
speci?ed time period; and 

Wherein the processor is adapted to estimate a rate C at 
Which the conditioning event occurs, and further 
Wherein the estimated CHF status change probability 
is calculated by the expression: estimated CHF status 
change probability:CP><(1—e_CT). 

29. The system of claim 28, in Which the conditional CHF 
status change probability is a ratio of the number of observed 
instances in Which the conditioning event is folloWed by a 
CHF status change Within a speci?ed basic time period to the 
total number of observed instances of the conditioning 
event. 

30. The system of claim 28, Wherein the conditional CHF 
status change probability is calculated by the expression: 
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wherein T is a measure of the speci?ed prediction time 
period, and R is an estimate of the rate at Which CHF 
status changes occur While the conditioning event is 
present. 

31. A method comprising: 
obtaining a plurality of different congestive heart failure 

(CHF) physiologic parameters about a subject for pre 
dicting a CHF status change, in Which the obtaining the 
plurality of different CHF physiologic parameters 
about the subject comprises at least one of: 

receiving a user input information about at least one of the 
subject’s dyspnea, orthopnea, neck vein distention, 
abdominojugular re?ex, cough, hepatomegaly, periph 
eral edema, and brain natiaretic peptide (BNP) level; 
and sensing a thoracic impedance to obtain information 
about at least one of the subject’s pulmonary edema, 
cardiomegaly, and pleural effusion; 

Weighting each of the CHF physiologic parameters to 
provide corresponding Weighted CHF physiologic 
parameters; 

computing a CHF status change probability using the 
Weighted CHF physiologic parameters; and 

using the computed CHF status change probability in 
predicting Whether the subject’s CHF status Will 
undergo a signi?cant change Within a speci?ed subse 
quent time period. 

32. The system of claim 31, in Which the Weighting each 
of the CHF physiologic parameters comprises Weighting a 
?rst CHF physiologic parameter depending at least in part 
on Which other CHF physiologic parameters are obtained 
from the patient for predicting the CHF status change. 

33. The system of claim 31, in Which the Weighting each 
of the CHF physiologic parameters comprises Weighting a 
?rst CHF physiologic parameter depending at least in part 
on hoW many other CHF physiologic parameters are 
obtained from the patient for predicting the CHF status 
change. 

34. The method of claim 31, in Which the predicting 
Whether the subject’s CHF status Will undergo a signi?cant 
change Within a speci?ed time period comprises comparing 
the computed CHF status change probability to a threshold. 

35. The method of claim 31, further comprising adjusting 
a therapy provided by an implantable cardiac rhythm man 
agement device to the subject using at least the computed 
CHF status change probability. 

36. The method of claim 31, in Which the Weighting 
comprises Weighting at least one of the CHF physiologic 
parameters using historical data obtained from the subject. 

37. The method of claim 31, in Which the Weighting 
comprises Weighting at least one of the CHF physiologic 
parameters using historical data obtained from a different 
subject. 

38. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises receiving a user input including informa 
tion about the subject’s Weight. 

39. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises receiving a user input including informa 
tion about the subject’s dyspnea. 

40. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises receiving a user input including informa 
tion about the subject’s orthopnea. 

41. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
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subject comprises receiving a user input including informa 
tion about the subject’s neck vein distention. 

42. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises receiving a user input including informa 
tion about the subject’s abdominojugular re?ex. 

43. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises receiving a user input including informa 
tion about the subject’s cough. 

44. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises receiving a user input including informa 
tion about the subject’s hepatomegaly. 

45. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises receiving a user input including informa 
tion about the subject’s peripheral edema. 

46. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises receiving a user input including informa 
tion about the subject’s brain natiaretic peptide (BNP) level. 

47. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises sensing a transthoracic impedance to 
obtain information about the subject’s pulmonary edema. 

48. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises sensing a transthoracic impedance to 
obtain information about the subject’s cardiomegaly. 

49. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises sensing a transthoracic impedance to 
obtain information about the subject’s pleural effusion. 

50. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises sensing respiration and posture to obtain 
information about the subject’s dyspnea. 

51. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises sensing the subject’s respiration sounds. 

52. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises sensing the subject’s heart contraction 
sounds. 

53. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises sensing the subject’s intravascular pres 
sure. 

54. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises sensing the subject’s intracardiac pressure 
selected from the group consisting of a left ventricular 
end-diastolic pressure (LVEDP) and a left atrial (LA) pres 
sure. 

55. The method of claim 31, in Which the obtaining the 
plurality of different CHF physiologic parameters about the 
subject comprises measuring the subject’s Weight at an 
external scale and telemetering the subject’ s Weight from the 
external scale to an implantable cardiac rhythm management 
device. 
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