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(57) ABSTRACT 

A method for veri?cation of a system design represented by 
a model that includes a plurality of variables. The method 
includes arranging the variables in an Ordered Binary Deci 
sion Diagram (OBDD) according to an initial order of the 
variables, the OBDD including a number of nodes arranged 
in roWs corresponding respectively to the plurality of the 
variables. Each processor, among a group of tWo or more 
computer processors, is assigned a respective variable 
among the plurality of the variables. Using each processor, 
the roWs of the OBDD are reordered by varying a position 
in the OBDD of the roW corresponding to the respective 
variable that is assigned to the processor until at least one of 
the processors identi?es a neW order for the OBDD. The neW 
order of the OBDD may be used to verify a characteristic of 
the model against a speci?cation. 

18 Claims, 3 Drawing Sheets 
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DISTRIBUTED BDD REORDERING 

FIELD OF THE INVENTION 

The present invention relates generally to design automa 
tion and veri?cation, and speci?cally to design veri?cation 
techniques that use Binary Decision Diagrams (BDDs) to 
represent the state of a system under test. 

BACKGROUND OF THE INVENTION 

Ordered Binary Decision Diagrams (OBDDs) are Widely 
used in design automation, primarily because of the ability 
of OBDD data structures to represent complex systems in a 
memory-efficient manner. Tools based on OBDD manipu 
lation have been developed for use, inter alia, in automated 
formal veri?cation of hardWare circuits and other systems 
that can be represented as ?nite state machines. For 
example, US. patent application Ser. No. 10/042,304, pub 
lished as US. 2002/0193974 A1, Whose disclosure is incor 
porated herein by reference, describes a method for sym 
bolic model checking based on OBDDs. The method is used 
to check a model (also referred to as an implementation) of 
a given hardWare design against the design speci?cation. 
The model is represented by an OBDD, Which de?nes states 
of the system under study and a transition relation among the 
states. A reachability analysis is performed, using the 
OBDD, in order to ?nd traces in the state space of the system 
that link an initial state to a target state having a speci?ed 
property, Which may either comply With or violate the 
speci?cation. 

Bryant and Meinel provide a useful revieW of the prop 
erties and applications of OBDDs in “Ordered Binary Deci 
sion Diagrams in Electronic Design Automation,” published 
in Logic Synthesis and Veri?cation (KluWer Academic Pub 
lishers, 2001), pages 2854307, Which is incorporated herein 
by reference. To summariZe brie?y, an OBDD is a directed 
acyclic graph consisting of nonterminal nodes labeled by the 
variables in a set V and terminal nodes labeled by the 
Boolean constants 1 and 0. Each nonterminal node has tWo 
outgoing edges: a 1-edge and a 0-edge. The starting node of 
the ordered BDD is called the root. 
A Boolean function f on the variables in V, for a given 

assignment of the values of the variables, is computed by 
folloWing a path from the root to a terminal node. At each 
node along the path, if the corresponding variable X is 
assigned the value 1, the path folloWs the 1-edge. OtherWise, 
the path folloWs the 0-edge. Each variable occurs at most 
once on any given path. The value of the terminal node that 
is reached at the end of the path is the value of f for the given 
assignment. All paths from the root to either terminal node 
respect the variable ordering of the OBDD, i.e., if variable 
X occurs before variable y on one path in a given BDD 
ordering, then variable y Will never occur before variable X 
on any other path. Therefore, the OBDD graph is typically 
“leveliZed,” so that all nodes corresponding to a given 
variable appear together in a roW. The variable ordering of 
the OBDD can be altered, hoWever, using simple logical 
techniques that are knoWn in the art, Without changing the 
underlying Boolean function that the OBDD represents. 

The siZe of an OBDD (i.e., the number of nodes in the 
OBDD, and hence the compleXity of its manipulation and 
memory consumption) depends strongly on the variable 
order. Therefore, in many OBDD applications, dynamic 
variable reordering is used to modify the variable order, and 
thus reduce the siZe, of the OBDD in the course of the 
application. 
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2 
One commonly-used method for OBDD reordering is 

“sifting,” as described by Rudell in “Dynamic Variable 
Ordering for Ordered Binary Decision Diagrams,” Proceed 
ings of the IEEE International Conference on Computer 
Aided Design (Santa Clara, Calif., 1993), pages 4247, 
Which is incorporated herein by reference. Sifting makes use 
of the fact that sWapping the order of tWo adjacent variables 
in the OBDD affects only the nodes of the OBDD in the 
corresponding roWs of the graph. The sifting algorithm seeks 
an optimal position for a selected variable in the OBDD by 
sWapping the corresponding roW up and doWn over the 
entire graph While the positions of all other variables remain 
?Xed. After the variable has traversed all possible positions, 
the optimal position is identi?ed, and the variable is 
sWapped back to that position. The procedure is then 
repeated to optimiZe the positions of other variables. 

Other OBDD reordering methods attempt to perform 
variable reordering over a selected subset or block of the 
variables. For eXample Song and Chang describe What they 
call a “distributed reordering algorithm,” in “A Variable 
Reordering Method for Fast OptimiZation of Binary Deci 
sion Diagrams,” Proceedings of the Fifth Asian Test Sym 
posium ATS’97 (IEEE, 1997), pages 2284233, Which is 
incorporated herein by reference. The algorithm attempts to 
reduce optimiZation time by selecting a subset of the vari 
ables, Which are not adjacent to one another, and eXchanging 
the positions of the variables in the subset. As another 
eXample, Meinel and Slobodova describe a block-restricted 
sifting strategy in “Speeding Up Variable Reordering of 
OBDDs,” Proceedings of the International Conference on 
Computer Design (1997), pages 3384343, Which is also 
incorporated herein by reference. This algorithm uses 
Rudell’s sifting method, but restricts it to certain selected 
blocks of variables. 

SUMMARY OF THE INVENTION 

As an OBDD is constructed and evaluated in the course 
of formal veri?cation, the siZe of the OBDD tends to groW 
rapidly, until it consumes all the available memory resources 
of the computer that is performing the veri?cation process. 
In response to this problem, veri?cation programs, such as 
symbolic model checkers, must generally interrupt the veri 
?cation process in order to reorder the OBDD, and thus 
reduce its siZe. The veri?cation program may typically be 
interrupted in this manner several times before it is able to 
complete its run. EXisting reordering algorithms, such as 
those described above, are computation-intensive and inef 
?cient. As a result, the computer often spends more time on 
OBDD reordering than it does on the veri?cation process 
itself. 
Embodiments of the present invention provide methods 

and systems for accelerating the process of OBDD reorder 
ing, by distributing reordering tasks among multiple com 
puter processors. For this purpose, one of the processors is 
assigned to serve as the master, While one or more of the 
processors serve as slaves (although the master-processor 
may serve alternately as both master and slave). 
The master assigns each of the slaves a respective variable 

in the OBDD. Each slave then attempts to reorder the roWs 
of the OBDD by varying the position of the roW correspond 
ing to its respective variable. When the slave has identi?ed 
an optimal reordering, Which reduces the siZe of the OBDD, 
it reports the neW order it has found to the master. The 
master decides Whether to adopt this neW order and Whether 
to continue the reordering process. If so, the master distrib 
utes the neW order to all the slaves along With a neW, 
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respective variable assignment. This process continues itera 
tively until the OBDD has been reduced to a desired siZe, 
whereupon the veri?cation process continues using the 
reordered OBDD. 

The slaves may apply substantially any OBDD reordering 
algorithm knoWn in the art. The inventors have found that it 
is most ef?cient to have all the slaves operate simultaneously 
on the same set of roWs of the OBDDitypically covering 
substantially the entire OBDDirather than having each of 
the slaves reorder a separate block or other subset. With all 
the slaves operating on the same set of roWs, the distributed 
reordering methods described herein can achieve a reduction 
in reordering time that is greater than linear in the number 
of slave processors (so that four slave processors, for 
example, typically complete their reordering tasks in less 
than 25% of the time required by a single processor to 
complete the same task). By contrast, the inventors found 
that block reordering, Wherein each slave operates over a 
separate group of roWs, gave inferior results, Which are 
highly dependent on the speci?c structure of the OBDD. 

Part of the reason for the large performance improvement 
achieved by embodiments of the present invention stems 
from the fact that in most cases, most of the reduction in 
OBDD siZe is due to repositioning just a small number of the 
variables. Therefore, When the master adopts a neW order 
found by one of the slaves, While discarding the Work done 
concurrently by the other slaves, it generally causes little 
Wasted computational effort on the part of the other slaves. 
Ef?cient communication of the neW OBDD orders betWeen 
the master and slaves also saves time and reduces the 
computational burden that the slaves Would otherWise incur 
by having to sWap the variables back to the optimal ordering, 
as required by the conventional sifting algorithm. 

Although the embodiments described herein relate par 
ticularly to the use of OBDDs in formal veri?cation, the 
methods and principles of the present invention may simi 
larly be used in other applications in Which OBDDs are used 
to model a target system. 

There is therefore provided, in accordance With an 
embodiment of the present invention, a method for veri? 
cation of a system design represented by a model that 
includes a plurality of variables, the method including: 

arranging the variables in an Ordered Binary Decision 
Diagram (OBDD) according to an initial order of the vari 
ables, the OBDD including a number of nodes arranged in 
roWs corresponding respectively to the plurality of the 
variables; 

assigning to each processor, among a group of tWo or 
more computer processors, a respective variable among the 
plurality of the variables; 

using each processor, reordering the roWs of the OBDD 
by varying a position in the OBDD of one of the roWs, Which 
corresponds to the respective variable that is assigned to the 
processor, until at least one of the processors identi?es a neW 
order for the OBDD; and 

using the neW order of the OBDD, verifying a character 
istic of the model against a speci?cation. 

Typically, reordering the roWs includes, using each pro 
cessor, ?nding the neW order such that the number of the 
nodes in the OBDD is reduced relative to the initial order, 
and reordering the roWs includes receiving ?rst and second 
neW orders, respectively, from ?rst and second processors 
among the tWo or more computer processors, and selecting 
the neW order from among the ?rst and second neW orders 
so as to minimize the number of the nodes in the OBDD. 

Typically, reordering the roWs includes operating simul 
taneously With at least tWo of the processors on a common 
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4 
set of the roWs. In disclosed embodiments, operating simul 
taneously includes operating on substantially all the roWs of 
the OBDD using all of the at least tWo of the processors. 
Reordering the roWs may include sifting the roWs of the 
OBDD. 

In disclosed embodiments, the method includes replacing 
the initial order With the neW order, and repeating the steps 
of assigning the respective variable and reordering the roWs 
based on the neW order until a prede?ned reordering crite 
rion is satis?ed. Typically, the reordering criterion deter 
mines a maximum number of the nodes in the BDD. When 
the tWo or more computer processors include ?rst and 
second processors, reordering the roWs typically includes 
receiving the neW order from the ?rst processor, and replac 
ing the initial order includes communicating the neW order 
to the second processor for use in repeating the step of 
reordering the roWs. In some embodiments, reordering the 
roWs includes receiving ?rst and second neW orders, respec 
tively, from the ?rst and second processors, and selecting the 
?rst neW order according to a prede?ned selection criterion. 

In a disclosed embodiment, verifying the characteristic 
includes operating on the OBDD using the group of com 
puter processors While saving data regarding the OBDD in 
a memory until a predetermined amount of space in the 
memory has been consumed, and repeating the steps of 
assigning the respective variable and reordering the roWs 
includes repeating the steps after operating on the OBDD to 
verify the characteristic so as to reduce the amount of space 
occupied by the OBDD in the memory. Typically, verifying 
the characteristic includes applying a symbolic model 
checker to verify the model against the speci?cation. 

There is also provided, in accordance With an embodi 
ment of the present invention, apparatus for veri?cation of 
a system design represented by a model that includes a 
plurality of variables, the apparatus including a master 
processor and one or more slave processors, 

Wherein the master processor is arranged to receive an 
Ordered Binary Decision Diagram (OBDD) representing the 
model according to an initial order of the variables, the 
OBDD including a number of nodes arranged in roWs 
corresponding respectively to the plurality of the variables, 
and to assign to each of the one or more slave processors a 
respective variable among -the plurality of the variables, and 

Wherein each slave processor is arranged to reorder the 
roWs of the OBDD by varying a position in the OBDD of 
one of the roWs, Which corresponds to the respective vari 
able that is assigned to the slave processor, until at least one 
of the slave processors identi?es a neW order for the OBDD, 
and 

Wherein at least one of the master and slave processors is 
further arranged to verify a characteristic of the model 
against a speci?cation using the neW order of the OBDD. 

In some embodiments, the master processor is further 
arranged to function as one of the slave processors. 

There is additionally provided, in accordance With an 
embodiment of the present invention, a computer softWare 
product for veri?cation of a system design represented by a 
model that includes a plurality of variables, the product 
including a computer-readable medium in Which program 
instructions are stored, Which instructions, When read by a 
group of tWo or more computer processors in mutual com 
munication, cause one of the computer processors to serve 
as a master processor, and cause bone or more of the 

computer processors to serve as slave processors, 
Wherein the instructions cause the master processor to 

receive an Ordered Binary Decision Diagram (OBDD) rep 
resenting the model according to an initial order of the 
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variables, the OBDD including a number of nodes arranged 
in roWs corresponding respectively to the plurality of the 
variables, and to assign to each of the one or more slave 
processors a respective variable among the plurality of the 
variables, and 

Wherein the instructions cause each slave processor to 
reorder the roWs of the OBDD by varying a position in the 
OBDD of one of the roWs, Which corresponds to the 
respective variable that is assigned to the slave processor, 
until at least one of the slave processors identi?es a neW 
order for the OBDD, and 

Wherein the instructions further cause at least one of the 
computer processors to verify a characteristic of the model 
against a speci?cation using the neW order of the OBDD. 

There is further provided, in accordance With an embodi 
ment of the present invention, a method for modeling a 
target system, the method including: 

identifying a plurality of variables that characterize the 
target system and a Boolean function that is applicable to the 
variables; 

responsively to the Boolean function, arranging the vari 
ables in an Ordered Binary Decision Diagram (OBDD) 
according to an initial order of the variables, the OBDD 
including a number of nodes arranged in roWs corresponding 
respectively to the plurality of the variables; 

assigning to each processor, among a group of tWo or 
more computer processors, a respective variable among the 
plurality of the variables; and 

using each processor, reordering the roWs of the OBDD 
by varying a position in the OBDD of one of the roWs, Which 
corresponds to the respective variable that is assigned to the 
processor, until at least one of the processors identi?es a neW 
order for the OBDD. 

There is moreover provided, in accordance With an 
embodiment of the present invention, apparatus for model 
ing a target system, including a master processor and one or 
more slave processors, 

Wherein the master processor is arranged to receive a 
model of the target system characterized by a plurality of 
variables and a Boolean function, Wherein the model is 
represented by an Ordered Binary Decision Diagram 
(OBDD) according to an initial order of the variables, the 
OBDD including a number of nodes arranged in roWs 
corresponding respectively to the plurality of the variables, 
and 

Wherein the master processor is arranged to assign to each 
of the one or more slave processors a respective variable 
among the plurality of the variables, and 

Wherein each slave processor is arranged to reorder the 
roWs of the OBDD by varying a position in the OBDD of 
one of the roWs, Which corresponds to the respective vari 
able that is assigned to the slave processor, until at least one 
of the slave processors identi?es a neW order for the OBDD. 

There is furthermore provided, in accordance With an 
embodiment of the present invention, a computer softWare 
product for modeling a target system, the product including 
a computer-readable medium in Which program instructions 
are stored, Which instructions, When read by a group of tWo 
or more computer processors in mutual communication, 
cause one of the computer processors to serve as a master 

processor, and cause one or more of the computer processors 
to serve as slave processors, 

Wherein the instructions cause the master processor to 
receive a model of the target system characterized by a 
plurality of variables and a Boolean function, Wherein the 
model is represented by an Ordered Binary Decision Dia 
gram (OBDD) according to an initial order of the variables, 
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6 
the OBDD including a number of nodes arranged in roWs 
corresponding respectively to the plurality of the variables, 
and 

Wherein the instructions further cause the master proces 
sor to assign to each of the one or more slave processors a 

respective variable among the plurality of the variables, and 
Wherein the instructions cause each slave processor to 

reorder the roWs of the OBDD by varying a position in the 
OBDD of one of the roWs, Which corresponds to the 
respective variable that is assigned to the slave processor, 
until at least one of the slave processors identi?es a neW 
order for the OBDD, and 

Wherein the instructions further cause at least one of the 
computer processors to verify a characteristic of the model 
against a speci?cation using the neW order of the OBDD. 
The present invention Will be more fully understood from 

the folloWing detailed description of the embodiments 
thereof, taken together With the draWings in Which: 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram that schematically illustrates a 
system for formal veri?cation, in accordance With an 
embodiment of the present invention; 

FIGS. 2A and 2B are graphs that schematically illustrate 
an OBDD before and after variable reordering; and 

FIG. 3 is a How chart that schematically illustrates a 
method for OBDD reordering, in accordance With an 
embodiment of the present invention. 

DETAILED DESCRIPTION OF EMBODIMENTS 

FIG. 1 is a block diagram that schematically illustrates a 
computer system 20 for formal veri?cation, in accordance 
With an embodiment of the present invention. System 20 
comprises a master processor 22 and one or more slave 
processors 24, referred to hereinbeloW as master 22 and 
slaves 24. Each of master 22 and slaves 24 comprises a 
central processing unit (CPU) and memory (not shoWn), 
along With suitable communication interfaces, as are knoWn 
in the art. Master 22 may also serve as one of the slaves for 
purposes of OBDD reordering. System 20 may comprise a 
multi-processor computer, containing the master and slave 
processors, each With its oWn memory resources or memory 
partition. Alternatively, system 20 may comprise a cluster of 
separate computers, Which serve as the master and slaves. 
Other multi-processor system con?gurations Will be appar 
ent to those skilled in the art, and are considered to be Within 
the scope of the present invention. 

System 20 typically carries out the functions described 
herein under the control of suitable softWare, such as a 
model checking softWare package, into Which the OBDD 
reordering functions described beloW are integrated. For 
example, system 20 may run RuleBase Parallel Edition, 
Which is sold by IBM Corporation (Armonk, N.Y.). Rule 
Base is described generally by Beer et al., in “RuleBase: an 
Industry-Oriented Formal Veri?cation Tool,” Proceedings of 
the Design Automation Conference DAC’96 (Las Vegas, 
Nev., 1996), Which is incorporated herein by reference. The 
softWare may be doWnloaded to system 20 in electronic 
form, over a netWork, for example, or it may be supplied on 
tangible media, such as DVD, CD-ROM or non-volatile 
memory. 

System 20 receives a hardWare implementation model 26 
of a target system 30 in development, such as an integrated 
circuit design. The model may refer to the entire target 
system or device or to a sub-unit, such as a circuit or 
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functional block. System 20 synthesizes an OBDD repre 
senting the model, using methods of OBDD synthesis that 
are known in the art (as described, for example, in the 
above-mentioned article by Bryant and Meinel). A user of 
system 20 prepares and inputs a speci?cation 28, comprising 
properties for use in model checking of model 26, and 
selects other initial parameters. System 20 then analyZes the 
model, using the OBDD representation, to ?nd full or partial 
traces through the state space of the model, in order to verify 
that the model satis?es speci?cation 28. At various stages in 
the operation of system 20, the model checking process is 
interrupted in order to reorder the OBDD, using the methods 
described hereinbeloW. Details of speci?c methods of model 
checking that may be applied by system 20 are described, for 
example, in the above-mentioned U.S. patent application 
Ser. No. 10/042,304, as Well as in Us. patent application 
Ser. No. 10/042,293 (published as U.S. 2002/0178423 A1) 
and Ser. No. 10/042,294 (published as U.S. 2003/0004926 
A1), Whose disclosures are incorporated herein by reference. 

FIG. 2A is a graph 32 that schematically illustrates an 
exemplary OBDD, illustrating the impact of variable reor 
dering on OBDD siZe. Graph 32 represents the Boolean 
function f(xl, . . . , x6):(xlAx4)v(x2Ax5)v(x3Ax6). Non 

terminal nodes 34 correspond to variables x1, . . . , x6, 

Wherein x1 is at the root node. Terminal nodes 36 correspond 
to 1- and 0-values of the function. The 1-edge originating 
from each node 34 is shoWn as a solid arroW, While the 
0-edge is shoWn as a dashed arroW. The graph may be 
constructed, for example, by Shannon decomposition of f, 
folloWed by elimination and merging of redundant nodes, as 
described in the above-mentioned article by Bryant and 
Meinel. The decomposition in this case Was performed 
according to the nominal order of the variables, i.e., x1, x2, 
x3, . . . . The graph is leveliZed, so that nodes 34 corre 

sponding to each of the variables are arranged in a respective 
roW 38, 40, 42, 44, 46, 48. 

FIG. 2B is a graph 50 ofthe OBDD of FIG. 2A folloWing 
reordering of nodes 34. The reordering may be accom 
plished by sifting, as described in the above-mentioned 
article by Rudell, leading (in this case) to sWapping the 
position of roW 42 With roW 44 and then With roW 46, and 
then sWapping the position of roW 44 With roW 40. More 
generally, the variables are sWapped over substantially all of 
the roWs in graph 32, i.e., over all the roWs except the roW 
containing terminal nodes 36. After each sWap, redundant 
nodes are removed by elimination and merging, as described 
above. As a result, graph 50 represents the same Boolean 
function f as graph 32, but With only one node per roW. 
Although this example illustrates the poWer of OBDD 
reordering, such extreme reduction in the siZe of the OBDD 
is not achieved in most practical cases. 

FIG. 3 is a How chart that schematically illustrates a 
method for OBDD reordering, in accordance With an 
embodiment of the present invention. Operation of the 
method is described hereinbeloW With reference to system 
20 (FIG. 1), but the method may similarly be applied in other 
contexts in Which OBDD siZe reduction is desired. The 
method starts With construction of a starting OBDD, With a 
given variable ordering, at an initiation step 60. In the 
present example, the starting OBDD may be synthesiZed by 
the model checking softWare running on system 20, based on 
the transition relation of the model 26. The “starting OBDD” 
provided at step 60 may, by the same token, be in a form 
computed by the model checking softWare as the model 
checking process proceeds. As noted above, the model 
checking process may be interrupted a number of times in 
order to carry out the method shoWn in FIG. 3. 
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8 
To begin the reordering process, master 22 passes the 

OBDD to each of slaves 24, and assigns a respective 
variables to each slave, at an assignment step 62. Typically, 
the master starts by choosing the variables having the largest 
number of nodes in their respective roWs of the OBDD, and 
assigning one of these variables to each of the slaves. 
Alternatively, the same variable may be assigned to tWo of 
the slaves, Wherein one of the slaves is instructed to sWap the 
variable successively upWard, toWard the root node, While 
the other slave is instructed to sWap the variable succes 
sively doWnWard, toWard the terminal nodes. Other criteria 
and schemes for variable assignment Will be apparent to 
those skilled in the art. 

Each slave 24 reorders the roWs in the OBDD With respect 
to its assigned variable, at a reordering step 64. (Meanwhile, 
master 22 saves the OBDD With the existing roW ordering in 
its memory.) Typically, slaves 24 use Rudell’s sifting 
method, as described above, Wherein the position of the 
assigned variable is ?rst sWapped doWn to the bottom of the 
OBDD (just above the terminal roW), and is then sWapped 
back up to the top. Alternatively, the slaves may be con 
strained to sWap the variable position Within certain roW 
boundaries. The boundaries for this purpose may be deter 
mined based on the structure of the OBDD, as described, for 
example, in the above-mentioned article by Meinel and 
Slobodova. Alternatively, the boundaries may be set accord 
ing to heuristic criteria, for example, de?ning a range equal 
to a certain fraction of the number of roWs in the OBDD. 
When roW sWapping Within particular boundaries does not 
give the desired reduction in OBDD siZe, the boundaries 
may be enlarged. Further alternatively, slaves 24 may apply 
other reordering algorithms that are knoWn in the art, such 
as the WindoW permutation algorithm, Which is also 
described in the above-mentioned article by Rudell. 

After each sWap, slave 24 removes redundant nodes and 
counts the change in the number of nodes in the OBDD. The 
slave tracks the changes in order to determine the optimal 
position for its assigned variable, in Which the OBDD has 
the smallest number of nodes, at an optimiZation step 66. 
Typically, the slave is able to ascertain the optimal position 
after it has sWapped the variable position over all the roWs 
of the assigned sWapping range. As noted above, this range 
may include substantially all the roWs of the OBDD, or it 
may alternatively include the roWs only in a limited range. 
Alternatively, the slaves may apply an optimization criterion 
that permits them to identify a variable position as “optimal” 
Without traversing the entire range. As long as the slave has 
not yet found the optimal variable position, and has not 
received any contrary instruction from master 22, the slave 
continues reordering the OBDD at step 64. 
Upon ?nding the optimal position for its assigned vari 

able, slave 24 reports the result to master 22, at a reporting 
step 68. The report typically includes the “reordering gain,” 
i.e., the reduction in the number of nodes in the OBDD, as 
Well as the changes that have been made in the OBDD 
structure as a result of the reordering. Master 22 then decides 
Whether to adopt the reordering proposed by one of slaves 
24, at a reordering decision step 70. Master 22 may make the 
decision either synchronously or asynchronously relative to 
the operation of slaves 24. In the synchronous mode, master 
22 Waits to receive reports from all of slaves 24 at step 68, 
before choosing the best reordering (typically the reordering 
that gives the greatest reordering gain). Alternatively, in the 
asynchronous mode, slaves 24 operate continuously, and 
master 22 may decide to adopt a neW ordering reported by 
one of the slaves at step 68, While the other slaves are still 
Working on their respective reordering tasks at step 64. In 
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this case, the master may decide to adopt the neW ordering 
When it provides a reordering gain in excess of a predeter 
mined threshold or satis?es some other criterion. In any 

case, upon deciding to adopt a given reordering, the master 
reorders the OBDD held in its oWn local memory to accord 
With the neW order. 

Also at step 70, master 22 evaluates the reordered OBDD 
that it has received from slave 24 in order to determine 
Whether to terminate the reordering process. Typically, the 
process terminates When the siZe of the OBDD has been 
reduced beloW a certain level, or alternatively, after com 
pleting a certain number of iterations through the method of 
FIG. 3 or after a certain amount of time has been spent on 
reordering. Upon termination of the reordering process, the 
reordered OBDD last adopted by the master is used in 
continuing the veri?cation process, at a veri?cation step 72. 

On the other hand, if master 22 decides at step 70 to 
continue the reordering process, it passes the reordered 
OBDD that it has adopted to all the slaves, at a distribution 
step 74. If the master is operating asynchronously, as 
described above, it instructs all the slaves that have not yet 
completed their reordering tasks at step 64 to terminate these 
tasks immediately. Asynchronous operation is thus advan 
tageous in that once one of the slaves has found a bene?cial 
reordering, the neW order is passed to the remaining slaves 
immediately. Thus, the slaves Waste little time on alternative 
reorderings that Will not be used by system 20, and also may 
avoid the ?nal step in Rudell’s method of sWapping the 
sifted roW back to the optimal position that they have found. 

In order to reduce the burden of communication betWeen 
master 22 and slaves 24, the OBDD structure is typically 
communicated in a compact, “?at” format: At step 74, for 
example, master 22 ?rst transmits the number of roWs in the 
OBDD, folloWed by the number of nodes in each roW, then 
folloWed by a sequence of couples of numbers de?ning the 
nodes in raster order, starting from the bottom roW of the 
OBDD. For each node in the sequence, the corresponding 
couple has the form {left child node, right child node}, 
Wherein the left and right child nodes are the nodes to Which 
the 1- and O-edges leaving the node connect. The child nodes 
are identi?ed in the couple by sequential numbers indicating 
the respective positions of the left and right child nodes in 
the raster order. 

After master 22 has distributed the neW OBDD order to 
slaves 24 at step 74, it returns to step 62 and assigns a neW 
variable for each of the slaves to reorder. System 20 thus 
continues to iterate through the process of FIG. 3 until the 
termination criterion is satis?ed at step 70. 

Although the embodiments described above relate spe 
ci?cally to the use of OBDDs in symbolic model checking, 
the methods of variable reordering taught by the present 
invention may similarly be applied in other areas in Which 
BDDs are used. Some of these areas are enumerated in the 
above-mentioned article by Bryant and Meinel. For 
example, OBDDs may be used in automated synthesis of 
gate-level implementations of logic circuits, as Well as in 
verifying that a given implementation is logically equivalent 
to and consistent With the logical speci?cation of the circuit. 
As another example, OBDDs may be used in formal veri 
?cation of sequential systems, such as controllers or proto 
cols, including both hardWare- and softWare-based systems. 
This sort of formal veri?cation is typically performed by 
modeling the system as a ?nite state machine (FSM) With a 
transition relation among the system variables that de?nes 
transitions among the states of the FSM, expressed in terms 
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10 
of an OBDD. The principles of the present invention are 
useful in alleviating OBDD siZe explosion in all these 
applications. 

It Will thus be appreciated that the embodiments described 
above are cited by Way of example, and that the present 
invention is not limited to What has been particularly shoWn 
and described hereinabove. Rather, the scope of the present 
invention includes both combinations and subcombinations 
of the various features described hereinabove, as Well as 
variations and modi?cations thereof Which Would occur to 
persons skilled in the art upon reading the foregoing descrip 
tion and Which are not disclosed in the prior art. 
The invention claimed is: 
1. A method for veri?cation of a system design repre 

sented by a model that includes a plurality of variables, the 
method comprising: 

arranging the variables in an Ordered Binary Decision 
Diagram (OBDD) according to an initial order of the 
variables, the OBDD comprising a number of nodes 
arranged in roWs corresponding respectively to the 
plurality of the variables; 

assigning to each processor, among a group of tWo or 
more computer processors, a respective variable among 
the plurality of the variables; 

using each processor, reordering the roWs of the OBDD 
by varying a position in the OBDD of one of the roWs, 
Which corresponds to the respective variable that is 
assigned to the processor, until at least one of the 
processors identi?es a neW order for the OBDD: and 

using the neW order of the OBDD, verifying a character 
istic of the model against a speci?cation, 

Wherein reordering the roWs comprises, 
using each processor, ?nding the neW order such that 

the number of the nodes in the OBDD is reduced 
relative to the initial order; and 

receiving ?rst and second neW orders, respectively, 
from ?rst and second processors among the tWo or 
more computer processors, and selecting the neW 
order from among the ?rst and second neW orders so 
as to minimiZe the number of the nodes in the 
OBDD. 

2. The method according to claim 1, Wherein reordering 
the roWs comprises operating simultaneously With at least 
tWo of the processors on a common set of the roWs. 

3. The method according to claim 2, Wherein operating 
simultaneously comprises operating on substantially all the 
roWs of the OBDD using all of the at least tWo of the 
processors. 

4. The method according to claim 1, and comprising 
replacing the initial order With the neW order, and repeating 
the steps of assigning the respective variable and reordering 
the roWs based on the neW order until a prede?ned reorder 

ing criterion is satis?ed, 
Wherein the tWo or more computer processors comprise 

?rst and second processors, and Wherein reordering the 
roWs comprises receiving the neW order from the ?rst 
processor, and Wherein replacing the initial order com 
prises communicating the neW order to the second 
processor for use in repeating the step of reordering the 
roWs. 

5. The method according to claim 4, Wherein reordering 
the roWs comprises receiving ?rst and second neW orders, 
respectively, from the ?rst and second processors, and 
selecting the ?rst neW order according to a prede?ned 
selection criterion. 

6. The method according to claim 1, and comprising 
replacing the initial order With the neW order, and repeating 
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the steps of assigning the respective variable and reordering 
the roWs based on the neW order until a prede?ned reorder 

ing criterion is satis?ed, 
Wherein verifying the characteristic comprises operating 

on the OBDD using the group of computer processors 
While saving data regarding the OBDD in a memory 
until a predetermined amount of space in the memory 
has been consumed, and Wherein repeating the steps of 
assigning the respective variable and reordering the 
roWs comprises repeating the steps after operating on 
the OBDD to verify the characteristic so as to reduce 
the amount of space occupied by the OBDD in the 
memory. 

7. A computer softWare product for veri?cation of a 
system design represented by a model that includes a 
plurality of variables, the product comprising a computer 
readable medium in Which program instructions are stored, 
Which instructions, When read by a group of tWo or more 
computer processors in mutual communication, cause one of 
the computer processors to serve as a master processor, and 
cause one or more of the computer processors to serve as 

slave processors, 
Wherein the instructions cause the master processor to 

receive an Ordered Binary Decision Diagram (OBDD) 
representing the model according to an initial order of 
the variables, the OBDD comprising a number of nodes 
arranged in roWs corresponding respectively to the 
plurality of the variables, and to assign to each of the 
one or more slave processors a respective variable 

among the plurality of the variables, and 
Wherein the instructions cause each slave processor to 

reorder the roWs of the OBDD by varying a position in 
the OBDD of one of the roWs, Which corresponds to the 
respective variable that is assigned to the slave proces 
sor, until at least one of the slave processors identi?es 
a neW order for the OBDD, and 

Wherein the instructions further cause at least one of the 
computer processors to verify a characteristic of the 
model against a speci?cation using the neW order of the 
OBDD, and 

Wherein the instructions cause each of the slave proces 
sors to ?nd the neW order such that the number of the 
nodes in the OBDD is reduced relative to the initial 
order, and 

Wherein the instructions cause at least tWo of the com 
puter processors to serve respectively as ?rst and 
second slave processors, and Wherein the instructions 
cause the master processor to receive ?rst and second 
neW orders, respectively, from the ?rst and second 
slave processors and to select the neW order from 
among the ?rst and second neW orders so as to mini 
miZe the number of the nodes in the OBDD. 

8. The product according to claim 7, Wherein the instruc 
tions cause at least tWo of the computer processors to serve 
as slave processors, and further cause the at least tWo of the 
processors to reorder the roWs by operating simultaneously 
on a common set of the roWs. 

9. The product according to claim 8, Wherein the instruc 
tions cause the at least tWo of the processors to operate 
simultaneously on substantially all the roWs of the OBDD. 

10. The product according to claim 7, Wherein the instruc 
tions cause the master processor to replace the initial order 
With the neW order, and to repeat assigning a neW respective 
variable to each of the slave processors, so as to cause the 
slave processors to repeat reordering the roWs based on the 
neW order until a prede?ned reordering criterion is satis?ed, 
and 
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12 
Wherein the instructions cause at least tWo of the com 

puter processors to serve respectively as ?rst and 
second slave processors, and Wherein the instructions 
cause the master processor to receive the neW order 
from the ?rst processor, and to communicate the neW 
order to the second processor for use in repeating the 
reordering of the roWs. 

11. The product according to claim 10, Wherein the 
instructions cause the master processor to receive ?rst and 
second neW orders, respectively, from the ?rst and second 
slave processors, and to select the ?rst neW order according 
to a prede?ned selection criterion. 

12. The product according to claim 7, Wherein the instruc 
tions cause the at least one of the computer processors to 
verify the characteristic of the model by operating on the 
OBDD While saving data regarding the OBDD in a memory 
until a predetermined amount of space in the memory has 
been consumed, and 

Wherein the instructions further cause the master proces 
sor to assign the neW respective variable to each of the 
slave processors and to cause the slave processors to 
repeat the reordering of the roWs so as to reduce the 
amount of space occupied by the OBDD in the memory 
due to operating on the OBDD to verify the character 
istic. 

13. A method for modeling a target system, the method 
comprising: 

identifying a plurality of variables that characterize the 
target system and a Boolean function that is applicable 
to the variables; 
responsively to the Boolean function, arranging the 

variables in an Ordered Binary Decision Diagram 
(OBDD) according to an initial order of the vari 
ables, the OBDD comprising a number of nodes 
arranged in roWs corresponding respectively to the 
plurality of the variables; 

assigning to each processor, among a group of tWo or 
more computer processors, a respective variable 
among the plurality of the variables; and 

using each processor, reordering the roWs of the OBDD 
by varying a position in the OBDD of one of the 
roWs, Which corresponds to the respective variable 
that is assigned to the processor, until at least one of 
the processors identi?es a neW order for the OBDD, 

Wherein reordering the roWs comprises operating 
simultaneously With at least tWo of the processors on 
a common set of the roWs. 

14. The method according to claim 13, Wherein operating 
simultaneously comprises operating on substantially all the 
roWs of the OBDD using all of the at least tWo of the 
processors. 

15. The method according to claim 13, and comprising 
replacing the initial order With the neW order, and repeating 
the steps of assigning the respective variable and reordering 
the roWs based on the neW order until a prede?ned reorder 
ing criterion is satis?ed, 

Wherein the tWo or more computer processors comprise 
?rst and second processors, and Wherein reordering the 
roWs comprises receiving the neW order from the ?rst 
processor, and Wherein replacing the initial order com 
prises communicating the neW order to the second 
processor for use in repeating the step of reordering the 
roWs. 

16. A computer softWare product for modeling a target 
system, the product comprising a computer-readable 
medium in Which program instructions are stored, Which 
instructions, When read by a group of tWo or more computer 
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processors in mutual communication, cause one of the 
computer processors to serve as a master processor, and 
cause one or more of the computer processors to serve as 

slave processors, 
Wherein the instructions cause the master processor to 

receive a model of the target system characterized by a 
plurality of variables and a Boolean function, Wherein 
the model is represented by an Ordered Binary Deci 
sion Diagram (OBDD) according to an initial order of 
the variables, the OBDD comprising a number of nodes 
arranged in roWs corresponding respectively to the 
plurality of the variables, and 

Wherein the instructions further cause the master proces 
sor to assign to each of the one or more slave processors 
a respective variable among the plurality of the vari 
ables, and 

Wherein the instructions cause each slave processor to 
reorder the roWs of the OBDD by varying a position in 
the OBDD of one of the roWs, Which corresponds to the 
respective variable that is assigned to the slave proces 
sor, until at least one of the slave processors identi?es 
a neW order for the OBDD, and 

Wherein the instructions further cause at least one of the 
computer processors to verify a characteristic of the 
model against a speci?cation using the neW order of the 
OBDD, and 
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Wherein the instructions cause at least tWo of the com 

puter processors to serve as slave processors, and 
further cause the at least tWo of the processors to 
reorder the roWs by operating simultaneously on a 
common set of the roWs. 

17. The product according to claim 16, Wherein the 
instructions cause the at least tWo of the processors to 
operate simultaneously on substantially all the roWs of the 
OBDD. 

18. The product according to claim 16, Wherein the 
instructions cause the master processor to replace the initial 
order With the neW order, and to repeat assigning a neW 
respective variable to each of the slave processors, so as to 
cause the slave processors to repeat reordering the roWs 
based on the neW order until a prede?ned reordering crite 
rion is satis?ed, and 

Wherein the instructions cause at least tWo of the com 
puter processors to serve respectively as ?rst and 
second slave processors, and Wherein the instructions 
cause the master processor to receive the neW order 
from the ?rst processor, and to communicate the neW 
order to the second processor for use in repeating the 
reordering of the roWs. 


