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METHOD AND SYSTEM FOR DISTANCE 
MEASUREMENT IN A LOW OR ZERO 

INTERMEDIATE FREQUENCY 
HALF-DUPLEX COMMUNICATIONS LOOP 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The present application is related to previously-?led 
United States Patent Applications assigned to the same 
assignee and having at least one common inventor: “ACCU 
RATE DISTANCE MEASUREMENT USING RF TECH 
NIQUES”, Ser. No. 09/759,601 ?led Jan. 16, 2001; “SYS 
TEM AND METHOD FOR REDUCING MULTIPATH 
DISTORTION IN WIRELESS DISTANCE MEASURE 
MENT SYSTEMS”, Ser. No. 09/759,600, ?led Jan. 16, 
2001; and “DISTANCE MEASUREMENT USING HALF 
DUPLEX RF TECHNIQUES”, Ser. No. 09/759,602, ?led 
Jan. 16, 2001. The speci?cations of the above-referenced 
US. Patent Applications are herein incorporated by refer 
ence. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates generally to distance mea 

suring systems, and more speci?cally, to a method and 
system for measuring a distance betWeen transceivers hav 
ing a loW or zero intermediate frequency. 

2. Background of the Invention 
A multitude of Wireless communications systems are 

common use today. Mobile telephones, pagers and Wireless 
connected computing devices such as personal digital assis 
tants (PDAs) and laptop computers provide portable com 
munications at virtually any locality. As described in the 
above-incorporated patent applications, the above-listed 
portable devices as Well as other communication systems 
may be enhanced to provide distance measurement capabil 
ity Within portable or stationary Wireless devices. 

In particular, BLUETOOTH devices provide a Wireless 
netWork operating in the 2.4 Ghz Industrial Scienti?c and 
Medical band and be enhanced to provide a measurement of 
distance betWeen connected devices Without adding a sepa 
rate infrastructure as is required With systems such as the 
Global Positioning System (GPS), thereby providing dis 
tance measurement With loW incremental cost (BLUE 
TOOTH is a trademark of Bluetooth SIG, Inc., Which is an 
acronym for Bluetooth Special Interest Groupia consor 
tium of Wireless device manufacturers). 

The techniques described in the above-incorporated pat 
ents introduce distance measurement capability Within trans 
ceivers that are synchronized by a relatively high Interme 
diate Frequency (IF), but modern Radio Frequency (RF) 
Integrated circuit (IC) designs may use a very loW IF 
frequency or a direct conversion scheme With no IF fre 
quency at all. In a transceiver implemented using a loW or 
zero IF frequency, synchronization of the devices involved 
in the distance measurement becomes impractical, and thus 
the knoWn distance measuring schemes are thWarted by the 
lack of synchronization. 

In particular, the half-duplex techniques described in the 
above-incorporated patent application “DISTANCE MEA 
SUREMENT USING HALF-DUPLEX RF TECH 
NIQUES” are techniques that require synchronization of a 
pair of transceivers to retain phase coherency betWeen 
reception and transmission intervals of a half-duplex signal. 
Without synchronization, a phase measurement cannot be 
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2 
made and therefore no distance measurement. In a direct 
conversion half-duplex system or a half-duplex loW IF 
system Where synchronization is impractical, implementa 
tion of the knoWn distance measurement techniques is 
impossible. 

Therefore, it Would be desirable to provide a method and 
system for measuring distance Within a loW or zero IF 
transceiver loop, so that distance betWeen Wireless devices 
may be made Without requiring additional infrastructure and 
Without synchronization of local oscillators betWeen Wire 
less devices. 

SUMMARY OF THE INVENTION 

The above objective of providing a distance measurement 
in a loW or zero intermediate frequency half-duplex com 
munications loop is achieved in a method and system. The 
method is embodied in a system that transmits a radio 
frequency (RF) signal from a measuring device to a mea 
sured device. The measured device receives the RF signal 
during a reception interval and demodulates the received RF 
signal With a local oscillator having a predetermined fre 
quency differing from the local oscillator frequency of the 
measuring device. The resulting doWn-converted signal 
phase and frequency information is stored during the recep 
tion interval and retained until after the end of the reception 
interval. During a subsequent transmission interval, the 
measured device up-converts a signal having a phase and 
frequency in conformity With the stored phase and frequency 
information using the measurement device local oscillator 
and transmits the up-converted signal. The resulting signal 
transmitted from the measured device is of the same fre 
quency as the received RF signal and is synchronized to the 
measurement device local oscillator. The transmitted signal 
is received at the measuring device and is used to measure 
the distance betWeen the measuring device and the measured 
device. 

The foregoing and other objectives, features, and advan 
tages of the invention Will be apparent from the folloWing, 
more particular, description of the preferred embodiment of 
the invention, as illustrated in the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a pictorial diagram depicting a Wireless netWork 
in Which an embodiment of the invention is practiced. 

FIG. 2 is a block diagram depicting a communications 
loop Within Which the present invention is embodied. 

FIG. 3 is a block diagram depicting a phase-frequency 
hold circuit in accordance With an embodiment of the 
invention. 

FIG. 4 is a block diagram depicting a phase-frequency 
hold circuit in accordance With an alternative embodiment of 
the invention. 

FIG. 5A is a schematic diagram depicting a selectable 
modulator/demodulator circuit that may be used Within 
transceivers 10A and 10B of FIG. 2. 

FIG. 5B is a schematic diagram depicting phase detector 
and loop ?lter circuit that may be used Within the phase 
frequency hold circuit of FIG. 3. 

FIG. 6 is a ?owchart depicting a method in accordance 
With an embodiment of the invention. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Referring now to the ?gures and in particular to FIG. 1, 
a wireless network within which the present invention is 
embodied is depicted in a block diagram. A plurality of 
wireless devices 10A*10D inter-communicate via radio 
frequency (RF) signals (for example 12A and 12B illustrat 
ing a communication between devices 10A and 10B) trans 
mitted and received via antennas 14A and 14B. Wireless 
devices 10A*10D may be mobile telephones, personal digi 
tal assistants (PDAs), laptop computers with wireless 
modems, pagers, or other portable or non-portable devices 
that include wireless communications capability. Some 
devices in the associated wireless network may be receive 
only or broadcast only, but in order to implement the 
distance measuring techniques of the present invention, a 
pair of transceivers is used, as a signal must be transmitted 
from a “measuring” device to a “measured” device and a 
second signal is then returned from the measured device. 

Wireless devices 10A*10D are transceivers capable of 
communicating using a common protocol and frequency 
band of operation. For example, transceivers 10A*10D may 
be BLUETOOTH devices communicating in a band cen 
tered around 2.4 GhZ and having a bandwidth of approxi 
mately 80 MhZ. 79 channels are provided with a 1 MhZ 
bandwidth each, and the devices frequency hop at a rate of 
1600 hops per second. A complete protocol, including 
communications control protocols and transport layer pro 
tocols are de?ned by the BLUETOOTH speci?cation, pro 
viding a complete wireless networking solution. While the 
BLUETOOTH speci?cation is of particular interest in wire 
less networking, it should be understood that the techniques 
of the present invention apply to wireless communication 
systems in general, and in particular to half-duplex commu 
nication systems using either direct conversion (Zero IE) or 
low frequency IF signals. 

The present invention measures distance using techniques 
similar to those described in the above-incorporated patent 
applications. The slope of phase versus frequency as mea 
sured around a communications loop and over a plurality of 
frequencies is used to determine the distance between a pair 
of transceivers. The ambiguities due to an unknown number 
of wavelengths between the transceivers and due to multi 
path distortion is resolved by the use of multiple frequency 
measurements. The techniques and apparatus of the present 
invention further encompass distance measuring within sys 
tems using a continuously varying frequency (such as a 
linear “chirp” pro?le or other time-variant frequency pro?le) 
within a half-duplex communications system, as the tech 
niques of the present invention provide a transceiver that is 
capable of transmitting a response signal that is coherent 
with a received signal without synchronization of local 
oscillators and it is this method and structure to which the 
invention particularly pertains. 

Without a mechanism for overcoming the synchronization 
requirement, the far end of a communications loop using 
direct conversion cannot transmit a signal coherent with a 
signal received from the originating end of the communi 
cations loop. In particular, within a half-duplex system, the 
signal transmitted by the originating end is not available at 
the far end of the communications loop at the time of 
transmission by the far end of the communications loop and 
therefore phase information must be held until the time of 
transmission from the far end of the communications loop. 
This objective is accomplished by the method and structure 
disclosed in the above-reference patent application, but 
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4 
when implemented in a direct conversion system or system 
having a very low IF frequency, the locking of a local 
oscillator at the measured device is not possible as the phase 
comparison time for just one cycle of difference frequency 
can consume a large part of the reception interval. 
The present invention concerns the structure and method 

by which the storing of phase information corresponding to 
the signal transmitted by the originating end of the commu 
nications loop (and thus the local oscillator and modulation 
source of the originating end) is achieved. 

Referring now to FIG. 2, a communications loop within 
which the present invention is embodied is depicted. Trans 
ceiver 10A and transceiver 10B are coupled by a wireless 
communication 12 through antennas 14A and 14B. Trans 
ceiver 10A is the “measuring” device for the purposes of 
illustration and transceiver 10B is the “measured” device, 
but the functional blocks, circuits and software/?rmware 
required to implement the invention may be present in both 
transceivers or may be implemented in separate fashion as 
shown. In general, enhancements the measured device are 
required over prior art receivers, but the measurement device 
may be implemented in a fashion similar to the half-duplex 
transceiver described in the above-referenced patent appli 
cation. 

Modulation source 23A provides the source signal Sml of 
frequency PM that is up-converted by modulator 26A to 
provide RF transmit signal SIM that is broadcast through 
antenna 14A during a transmit time interval (time slot) as 
selected by T/R switch 22A. Local oscillator 24A provides 
the upconversion signal at frequency F L01 and therefore the 
transmitted RF signal SIM has a frequency of FLoliFm 
(where the sign is determined by selection of either upper 
sideband or lower sideband selected by a processor 29A). It 
should be understood that the techniques of the present 
invention may be applied to a sinusoidal waveform having 
a simple frequency as illustrated by the above equations, or 
to a more complex spectrum having discrete or continuous 
bandwidth for which Fm represents a band of frequencies. 

Transceiver 10B receives the RF signal corresponding to 
the SIS<l signal as received signal SRXZ, which has the same 
frequency characteristics as S Ed, and a phase determined in 
part by the distance between transceiver 10A and transceiver 
10B. Signal S RXZ is downconverted by a demodulator 27B 
producing demodulated signal S d2 which has a frequency 
Fm:(FLO1—FLO2), where FLO2 is the frequency of local 
oscillator 24B used to demodulate signal S RXZ. The sign of 
the frequency equation above is again determined by a 
selection of upper/lower sideband demodulation which may 
be selected by processor 29B. Subsequent distance measure 
ment signaling is then conducted by selecting upper or lower 
sideband modulation via the USB/LSB select signal. Alter 
natively, A counter or an FFT algorithm may be used to 
determine the frequency offset between the local oscillators 
(of the measuring device and measured device) at the 
measured device and this frequency offset information may 
be transmitted to the measuring device for use in correcting 
the phase measurements. As will be described below for a 
digital implementation of phase/freq hold 28 (28B of FIG. 
4), this measurement is needed in one embodiment to 
determine the delay of the storage and conversion elements 
and is information already available. 
Upper or lower sideband modulation is chosen to ensure 

that the frequency of S d2 which has a frequency Fm:(FLO1— 
FLO2) su?iciently high to carry out the measurement. For 
example, in a BLUETOOTH system with a carrier fre 
quency of 2.4 GHZ and a local oscillator stability of 30 ppm, 
the frequency deviation due to local oscillator stability is 
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:72 KhZ. By using Fm:75 KhZ and selecting upper or lower 
sideband, a minimum demodulated frequency of approxi 
mately 75 KhZ is maintained. For local oscillators deviating 
by 150 KHZ in either direction the demodulated frequency 
Will be 75 KhZ, for deviations of 75 KhZ the sideband 
yielding a demodulated 150 KhZ (rather than Zero) can be 
chosen and so forth, guaranteeing a 75 KhZ minimum 
frequency from the output of demodulator 27B. 

The proper sideband for modulation, chosen as described 
above to yield a minimum demodulated frequency at the 
measured device, can be chosen in several Ways. One 
mechanism is to transmit a request from the measuring 
device to the measured device (using a command protocol) 
that causes the measured device to send a binary represen 
tation of a measurement of the difference frequency betWeen 
the local oscillator reference clocks (for example, by mea 
suring the deviation betWeen the demodulated frequency and 
the expected demodulated frequency for a predetermined RF 
frequency). The estimated deviation is returned to the mea 
suring device to inform the measuring device of the devia 
tion betWeen the local oscillators. Once the deviation is 
knoWn, upper sideband or loWer sideband modulation is 
selected by the measuring device to guarantee a minimum 
demodulated frequency Within the measured device. The 
frequency deviation may be measured using an FFT algo 
rithm, counter chain or other frequency measurement tech 
nique. 
An alternative mechanism for selecting operating an 

sideband for modulation is for the measuring device to send 
a request (via a command protocol) to the measured device 
requesting that the measured device return one time interval 
of upper sideband demodulation and then one interval of 
loWer sideband transmission (based on a ?xed modulating 
reference Within the measured device). The average of the 
tWo received frequencies at the measuring device yields the 
offset betWeen the local oscillators, since the modulation 
deviation Will subtract to remove contribution from the 
modulating source. 

The output of demodulator 27B is measured (sampled) 
during the reception interval by a phase/frequency hold 
circuit 28. Phase/freq hold circuit 28 may be an analog 
system or a digital system as Will be described in particular 
embodiments beloW. The phase and frequency information 
corresponding to the S d2 signal is held until the transmission 
interval and the output of phase/freq hold 28 is upconverted 
by modulator 26B to produce a transmit signal SR2, Which 
has a carrier frequency of F LolzFm corresponding exactly to 
signal SIS<2 transmitted from transceiver 10A and having a 
phase determined in part by the distance betWeen transceiver 
10A and transceiver 10B. 

Transceiver 10A receives the signal transmitted from 
transceiver 10B during a reception interval as selected by 
T/R sWitch 22A and received signal SRx1 is demodulated by 
demodulator 27A to produce demodulated signal S d1 Which 
has a frequency of Fm exactly the same as modulation source 
23A output signal Sml. The output of modulation source 23A 
and demodulated signal S d1 are then compared by signal 
processing block 25 to determine a phase for that particular 
channel frequency. Multiple hop phase measurements are 
then used to determine a measured distance eliminating the 
effects of multipath and other path delays. 

Referring noW to FIG. 3, a transceiver in accordance With 
an embodiment of the invention is shoWn. A Q, and 1, pair 
of quadrature signals are received from demodulator 27B. 
The input signal is ?ltered by a loW-pass ?lter 32A and 
introduced to a phase comparator 41 that compares the phase 
of the demodulated signal With the output of a voltage 
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6 
controlled oscillator (VCO) 43. Loop ?lter ampli?er 42 
?lters the output of phase comparator 41 to provide a control 
voltage V6 to set the frequency of VCO 43, thus forming a 
phase-lock loop. Phase comparator 41 and loop ?lter ampli 
?er 42 include enable inputs coupled to a time slot detector 
31A that disables the output of phase comparator 41 and puts 
loop ?lter ampli?er in a “hold” state during the transmission 
interval (i.e., When Q, and I, are invalid because no signal is 
received during this interval). 
The above-described phase/freq hold circuit thus holds 

the phase and frequency of the demodulated signal received 
during the reception interval until the transmission interval 
begins. Oscillator 43 provides a quadrature pair of output 
signals for input to modulator 26B and upconversion for 
transmission from the measured device. In this example, 
only the 1, signal is coupled to the internal circuits, the Q, 
signal could be used alternatively or in conjunction With the 
1, signal (For example, phase comparator 41 could be a 
quadrature multiplier and both signals in the pair could be 
used for phase comparison after loW-pass ?ltering). Also, 
time slot detect circuit 31A output may be supplied as an 
input signal from another block Within a transceiver, as the 
detection of the time divisions are common to many other 
circuits Within a typical transceiver. Time slot detection 
based on the detected quadrature output may or may not be 
preferable and is include as only an example of a mechanism 
for deriving synchronization to time slots. 

Referring noW to FIG. 4, a phase/freq hold circuit 28B in 
accordance With an alternative embodiment of the invention 
is depicted. In the embodiment shoWn, both quadrature 
signals Q, and I, are ?ltered by loWpass ?lters 32A and 32B 
and are subsequently sampled by A/D converters 33A and 
33B. A control logic 36 controls the sampling process, Which 
is synchronized to the reception time slot detected by time 
slot detect 31B. During the reception time interval, the 
sampled demodulated signals Q, and I, are stored in ?rstin 
?rstout (FIFO) memories 34A and 34B by control logic 36. 
During the transmission interval, the stored Waveforms are 
“played back” by control logic 36 via D/A converters 35A 
and 35B. Thus, the phase and frequency and amplitude 
information of the demodulated signals Q, and I, are stored 
(as complete sampled Waveforms of Q, and 1,) in FlFOS 34A 
and 34B until the transmission time interval. A phase delay 
through the conversion system and FIFO memories 34A is 
compensated Within the distance measurement by one of a 
variety of means. A counter or an FFT algorithm may be 
used to determine the frequency offset betWeen the local 
oscillators (of the measuring device and measured device) at 
either device and this frequency offset information may be 
transmitted from the measured device (in response to a 
request from the measuring device) to the measuring device 
for use in correcting the phase measurements. The time 
delay of the sampling system is a design parameter and can 
be taken into account as Well as the conversion component 
delays, or this information may be stored Within the mea 
sured device and transmitted to the measuring device. An 
alternative is to transmit a modulated signal from the mea 
sured device (during a specially designated time slot) and 
the processing subsystem Within the measuring device can 
then determine the delay from the received modulated 
signal. 
While the tWo embodiments depicted above represent a 

pure “analog” approach and a pure “digital” approach, other 
techniques may be used in accordance With other embodi 
ments of the invention. For example, phase/freq hold 28A 
may use a “digital” phase comparator or a full digital 
phase-lock loop or phase/freq hold 28B may use an analog 
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phase/frequency detection scheme and store values corre 
sponding to frequency and phase rather than Waveform 
samples. The present invention concerns: 1) demodulating 
the received signal With a reference frequency other than the 
reference frequency of the originating source, 2) storing the 
resulting intermediate frequency signals’ phase and fre 
quency information for later transmission, and 3) modulat 
ing a signal having a phase and frequency in conformity With 
the stored phase and frequency information With the same 
reference frequency used to demodulate the received signal 
to produce a signal for transmission. 

Referring noW to FIG. 5A an exemplary modulator/ 
demodulator circuit 27C that may be used Within transceiv 
ers 10A and 10B of FIG. 2 is depicted. The signals are shoWn 
as con?gured for a demodulator, but it should be understood 
that a corresponding modulator circuit may be implemented 
by exchanging the RF In signal With a modulation input 
signal and demodulator output signals With RF Output 
signals. USB/LSB select signal controls sWitch S1 Which 
determines Which of the quadrature local oscillator output 
signals is applied to the local oscillator input nodes of mixer 
M1. The RF in signal (Which is the modulation input signal 
for a modulator) is applied to mixer M1 providing a 
demodulated quadrature output at the Output signal pins. 
The illustration of FIG. 5A is provided as an example and it 
should be understood that other forms of selectable mixer 
circuits can be used in accordance With embodiments of the 
invention, such as BJT and PET mixers, as Well as digital 
implementations such as XOR gate mixers. 

Referring noW to FIG. 5B, a phase comparator/loop ?lter 
circuit that may be used Within the phase/frequency hold 
circuit of FIG. 3 is depicted. Phase detector 45 includes an 
edge comparator that produces a signed output based on 
Whether the VCO Out signal leads or lags the Sig In signal. 
When the Track input control signal is active (during the 
reception time slot), buffer 47 enables the signed output to 
charge or discharge loop ?lter 48. When the Track signal is 
inactive, the sWitch in loop ?lter 48 opens, placing loop ?lter 
48 in a hold state (because the capacitor voltage can only 
change due to leakage). In general, any appropriate loop 
?lter/phase detector can be used to implement the phase/ 
frequency hold circuit as long as suf?cient frequency agility 
and hold stability are achieved. 

Referring noW to FIG. 6, a method in accordance With an 
embodiment of the invention is depicted in a ?owchart. The 
method illustrated is an exemplary method and variations in 
the order and use of certain steps is not a requirement, for 
example, the frequency deviation handshaking communica 
tions may be unnecessary for certain implementations of 
embodiments of the invention. First, a command is trans 
mitted to the measured device to return a 150 KHZ deviation 
signal (step 50). The deviation signal is transmitted from the 
measured device, received by the measuring device and the 
deviation is detected (step 51). If the local oscillator of the 
measured device has a higher frequency than the local 
oscillator of the measuring device (decision 52), the loWer 
sideband is selected for subsequent distance measurement 
signaling (step 54). OtherWise the upper sideband is selected 
(step 53). 

Next, the distance measuring signal is transmitted from 
the measuring device to the measured device (step 55) and 
the measured device stores frequency and phase information 
during the reception interval (step 56B). Then, the measured 
device transmits a return signal that is reconstructed from 
the stored frequency and phase information (step 57). The 
measuring device receives and detects the phase of the 
return signal (step 58). Steps 55 through 58 are repeated for 
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multiple frequencies and the phase information is compen 
sated for phase folding due to roll-overs of phase that occur 
(step 59). After all of the measuring frequencies have been 
sampled, the distance betWeen the measured device and the 
measuring device is determined by the slope of phase versus 
frequency (step 60). 

While the invention has been particularly shoWn and 
described With reference to the preferred embodiments 
thereof, it Will be understood by those skilled in the art that 
the foregoing and other changes in form, and details may be 
made therein Without departing from the spirit and scope of 
the invention. 

What is claimed is: 
1. A method for measuring distance in a half-duplex 

communications loop comprising an originating transceiver 
and a repeating transceiver, comprising: 

receiving a ?rst radio-frequency signal having a carrier 
frequency from among a plurality of carrier frequencies 
at said repeating transceiver during a reception time 
slot; 

doWnconver‘ting said ?rst radio-frequency signal to a 
intermediate frequency signal by demodulating said 
?rst radio-frequency signal With a local oscillator signal 
to produce a pair of quadrature demodulated signals at 
said intermediate frequency and generating a phase 
lock reference signal locked to one of said pair of 
quadrature demodulated signals; 

retaining phase, frequency and amplitude information of 
said intermediate frequency signal Within said repeat 
ing transceiver after the end of the reception time slot; 

upconverting said stored intermediate frequency signal to 
a second radio-frequency signal during a transmission 
time slot, said second radio-frequency signal having a 
carrier frequency equal to said carrier frequency of said 
?rst radio-frequency signal and a phase corresponding 
to said retained phase information of said ?rst radio 
frequency signal and an amplitude corresponding to 
said retained amplitude information of said ?rst radio 
frequency signal; and 

transmitting said second radio-frequency signal from said 
repeating transceiver during said transmission time 
slot, Whereby said second radio-frequency signal may 
be received by said originating transceiver for deter 
mining a phase delay of said half-duplex communica 
tions loop. 

2. The method of claim 1, Wherein said upconverting 
comprises modulating said phase-lock reference signal With 
said local oscillator signal to produce said second radio 
frequency signal. 

3. The method of claim 1, further comprising: 
comparing a phase of said phase-lock reference signal to 

a phase of said one of said pair of quadrature demodu 
lated signals during said reception time slot; 

integrating a result of said phase comparison to produce 
a phase reference signal; 

holding a result of said integrating during said transmis 
sion time slot, and Wherein said generating uses said 
held result as a phase reference for generating said 
phaselock reference signal during said transmission 
time slot. 

4. A communications transceiver, comprising: 
a receiver for receiving a ?rst radiofrequency (RF) signal 

including a doWnconverter for producing an interme 
diate frequency signal output during a reception time 
interval; 
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a storage for storing frequency, phase and amplitude 
information of said intermediate frequency signal out 
put after an end of said reception time interval; 

a transmitter for transmitting a second radio-frequency 
signal, said transmitter including an upconverter for 
upconverting said stored frequency, phase and ampli 
tude information of said intermediate frequency signal 
to produce said second radio-frequency signal; and 

a command decoder for receiving a request to transmit an 
upper sideband modulated signal and a loWer sideband 
modulation signal during tWo subsequent time slots, 
Whereby a remote device can determine the deviation 
of a local oscillator of said doWnconverter and said 
upconverter. 

5. The communications transceiver of claim 4, Wherein 
said storage is a digital memory circuit for storing values 
encoding said frequency, phase and amplitude information 
of said intermediate frequency signal output. 

6. The communications transceiver of claim 5, Wherein 
said storage further comprises: 

at least one multi-bit analog-to-digital converter coupled 
to said intermediate frequency signal output and further 
coupled to said digital memory circuit for converting 
said intermediate frequency signal output to a digital 
numeric sequence and storing said digital numeric 
sequence during said reception time interval; and 

at least one multi-bit digital-to-analog converter coupled 
to said digital memory and further coupled to said 
upconverter for generating a signal corresponding to 
said digital numeric sequence after said end of said 
reception time interval. 

7. The communications transceiver of claim 6, Wherein 
said at least one digital-to-analog converter comprises tWo 
digital-to-analog converters, said at least one analog-to 
digital converter comprises tWo analog-to-digital converters, 
said intermediate frequency signal output comprises a 
quadrature pair of intermediate frequency signals, Wherein 
said digital memory stores a digital numeric corresponding 
to each of said quadrature pair of signals, and Wherein said 
tWo analog-to-digital converters generates a signal corre 
sponding to an associated one of said quadrature pair of 
signals. 

8. The communications transceiver of claim 7, Wherdin 
said digital memory is a pair of FIFO memories having a 
bit-Width greater than one, each coupled to an associated one 
of said digital-to-analog converters and said analog-to 
digital converters for sampling and generating a signal 
corresponding to an associated one of said quadrature pair of 
signals. 

9. The communications transceiver of claim 5, Wherein 
said digital memory is a FIFO memory. 

10. The communications transceiver of claim 4, further 
comprising: 

a frequency measuring subsystem for measuring a mea 
sured frequency of a demodulated signal; and 

a command decoder for receiving a request to transmit a 
binary representation of said measured frequency, 
Whereby a remote device can determine the deviation 
of a local oscillator of said doWnconverter and said 
upconverter. 

11. A communications transceiver, comprising: 
a receiver for receiving a ?rst radio-frequency (RF) signal 

including a doWnconverter for producing an interme 
diate frequency signal output during a reception time 
interval; 
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10 
a storage for storing frequency and phase information of 

said intermediate frequency signal output after an end 
of said reception time interval; and 

a transmitter for transmitting a second radio-frequency 
signal, said transmitter including an upconverter for 
upconverting said stored frequency and phase informa 
tion of said intermediate frequency signal to produce 
said second radio-frequency signal, Wherein said stor 
age is a phase-lock loop including an oscillator for 
producing an oscillator output phase-locked to said 
intermediate frequency signal output and maintaining 
said oscillator output after said end of said reception 
time interval. 

12. The communications transceiver of claim 11, Wherein 
said phase-lock loop includes a loop ?lter having a hold 
state, and Wherein said hold state is entered in response to 
said end of said reception time interval. 

13. The communications transceiver of claim 11, further 
comprising: 

a frequency measuring subsystem for measuring a mea 
sured frequency of a demodulated signal; and 

a command decoder for receiving a request to transmit a 
binary representation of said measured frequency, 
Whereby a remote device can determine the deviation 
of a local oscillator of said doWnconverter and said 
upconverter. 

14. The communications transceiver of claim 11, further 
comprising a command decoder for receiving a request to 
transmit an upper sideband modulated signal and a loWer 
sideband modulation signal during tWo subsequent time 
slots, Whereby a remote device can determine the deviation 
of a local oscillator of said doWnconverter and said upcon 
verter. 

15. A distance measuring system, comprising: 
a ?rst communications transceiver for transmitting a ?rst 

radio-frequency signal from among a plurality of fre 
quencies, and receiving a second radio-frequency sig 
nal having a carrier frequency equal to a carrier fre 
quency of said ?rst radio-frequency signal; and 

a second communications transceiver for receiving said 
?rst radio-frequency signal and transmitting said sec 
ond radio-frequency signal, Wherein said second com 
munications receiver transmits said second radio-fre 
quency signal after an end of a reception time interval 
in Which sald ?rst radio-frequency signal is received, 
and Wherein said ?rst radio-frequency signal is con 
verted to an intermediate frequency signal and fre 
quency, phase and amplitude information correspond 
ing to said intermediate frequency signal are stored in 
a storage Within said second communications trans 
ceiver during said reception time interval, and second 
radio-frequency signal is generated in conformity With 
said stored frequency, phase and amplitude information 
after said end of said reception time interval, and 
Wherein said ?rst communications transceiver further 
comprises a processing circuit for determining a dis 
tance betWeen said ?rst communications and said sec 
ond communications transceiver in conformity With a 
return phase of said second radio-frequency signal; 

Wherein said second communications transceiver, further 
comprises a command decoder for receiving a request 
from said ?rst communications receiver to transmit an 
upper sideband modulated signal and a loWer sideband 
modulation signal during tWo subsequent time slots, 
Whereby said second commmunications transceiver can 
determine the deviation of a local oscillator of said 
second communications transceiver by measuring fre 
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quencies of signals received from said second commu 
nications transceiver during said tWo subsequent time 
slots. 

16. The distance measuring system of claim 15, Wherein 
said plurality of carrier frequencies is a set of discrete carrier 
frequencies, and Wherein said ?rst and second communica 
tions transceivers receive and transmit signals having a 
carrier frequency from among said discrete set of carrier 
frequencies. 

17. The distance measuring system of claim 15, Wherein 
said plurality of carrier frequencies is a continuous range of 
carrier frequencies, and Wherein said ?rst and second com 
munications transceivers receive and transmit signals having 
a continuously varying carrier frequency from Within said 
continuous range. 

18. The distance measuring system of claim 15, Wherein 
said storage is a digital memory circuit for storing values 
encoding said frequency, phase and amplitude information 
of said intermediate frequency signal. 

19. The distance measuring system of claim 18, Wherein 
said storage further comprises: 

at least one multi-bit analog-to-digital converter coupled 
to said intermediate frequency signal and further 
coupled to said digital memory circuit for converting 
said intermediate frequency signal output to a digital 
numeric sequence and storing said digital numeric 
sequence during said reception time interval; and 

at least one multi-bit digital-to-analog converter coupled 
to said digital memory and further coupled to said 
upconverter for generating a signal corresponding to 
said digital numeric sequence after said end of said 
reception time interval. 

20. The distance measuring system of claim 19, Wherein 
said at least one digital-to-analog converter comprises tWo 
digital-to-analog converters, said at least one analog-to 
digital converter comprises tWo analog-to-digital converters, 
said intermediate frequency signal output comprises a 
quadrature pair of intermediate frequency signals, Wherein 
said digital memory stores a digital numeric corresponding 
to each of said quadrature pair of signals, and Wherein said 
tWo analog-to-digital converters generates a signal corre 
sponding to an associated one of said quadrature pair of 
signals. 

21. The distance measuring system of claim 20, Wherein 
said digital memory is a pair of FIFO memories having a 
bit-Width greater than one, each coupled to an associated one 
of said digitalto-analog converters and said analog-to-digital 
converters for sampling and generating a signal correspond 
ing to an associated one of said quadrature pair of signals. 

22. The distance measuring system of claim 15, Wherein 
said second communications transceiver further comprises: 

a frequency measuring subsystem for measuring a mea 
sured frequency of a demodulated signal; and 

a command decoder, for receiving a request from said ?rst 
communications transceiver to return a binary repre 
sentation of said measured frequency, Whereby said 
?rst communications transceiver can determine the 
deviation of a local oscillator of said second commu 
nications transceiver. 
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23. A distance measuring system, comprising: 
a ?rst communications transceiver for transmitting a ?rst 

radio-frequency signal from among a plurality of fre 
quencies, and receiving a second radio-frequency sig 
nal having a carrier frequency equal to a carrier fre 
quency of said ?rst radio-frequency signal; 

a second communications transceiver for receiving said 
?rst radio-frequency signal and transmitting said sec 
ond radio-frequency signal, Wherein said second com 
munications receiver transmits said second radio-fre 
quency signal after an end of a reception time interval 
in Which said ?rst radio-frequency signal is received, 
and Wherein said ?rst radio-frequency signal is con 
verted to an intermediate frequency signal and fre 
quency and phase information corresponding to said 
intermediate frequency signal are stored in a storage 
Within said second communications transceiver during 
said reception time interval, and second radio-fre 
quency signal is generated in conformity With said 
stored frequency and phase information after said end 
of said reception time interval, Wherein said ?rst com 
munications transceiver further comprises a processing 
circuit for determining a distance betWeen said ?rst 
communications and said second communications 
transceiver in conformity With a return phase of said 
second radio-frequency signal, and Wherein said stor 
age is a phase-lock loop including an oscillator for 
producing an oscillator output phase-locked to said 
intermediate frequency signal and maintaining said 
oscillator output after said end of said reception time 
interval. 

24. The distance measuring system of claim 23 Wherein 
said phase-lock loop includes a loop ?lter having a hold 
state, and Wherein said hold state is entered in response to 
said end of said reception time interval. 

25. The distance measuring system of claim 23, Wherein 
said second communications transceiver further comprises: 

a frequency measuring subsystem for measuring a mea 
sured frequency of a demodulated signal; and 

a command decoder for receiving a request from said ?rst 
communications transceiver to return a binary repre 
sentation of said measured frequency, Whereby said 
?rst communications transceiver can determine the 
deviation of a local oscillator of said second commu 
nications transceiver. 

26. The distance measuring system of claim 23, Wherein 
said second communications transceiver further comprises a 
command decoder for receiving a request from said ?rst 
communications receiver to transmit an upper sideband 
modulated signal and a loWer sideband modulation signal 
during tWo subsequent time slots, Whereby said second 
commmunications transceiver can determine the deviation 
of a local oscillator of said second communications trans 
ceiver by measuring frequencies of signals received from 
said second communications transceiver during said tWo 
subsequent time slots. 
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