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(57) ABSTRACT 

The invention relates to a method of estimating the speed (V) 
of a mobile station connected by a radio transmission 
channel to a remote station, said method including the 
following successive steps: receiving and ?ltering a trans 
mission signal (s) to obtain a measuring signal re?ecting 
time variations of said transmission channel, determining a 
correlation function (R("c)) of said measuring signal param 
etered by the mobile station speed (v), seeking the value 
(R"(0)) of the second derivation of said correlation function 
at the origin, estimating the ?rst derivative (do) of the 
measuring signal and calculating the variance (C) of the 
estimate, and identifying the results obtained during the 
preceding tWo steps (R"(0):C). 

8 Claims, 1 Drawing Sheet 
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RADIO ESTIMATION METHOD OF A 
MOBILE STATION VELOCITY 

The present invention relates to a method of estimating 
the speed of a mobile station relative to a remote station by 
means of a radio signal transmitted over a transmission 
channel linking the tWo stations. 

The ?eld of the invention is therefore that of mobile radio 
systems that set up a radio link betWeen a portable or mobile 
terminal and a central equipment unit Which usually services 
a plurality of terminals. The central equipment unit is often 
part of an infrastructure such as a netWork and is generally 
?xed. It is referred to herein as a remote station. In contrast, 
the terminal can move around While it is operating and is 
therefore referred to as a mobile station. 

Movement of the mobile station relative to the remote 
station is characteriZed by a speed Which constitutes an 
important item of information for more than one reason. 
First of all, it is an operating parameter of the mobile station 
and the vehicle in Which it is located. Also, the more 
particular ?eld of cellular mobile telephone netWorks is 
referred to. 

In cellular mobile telephone netWorks the coverage of a 
mobile station is assured by a plurality of remote stations 
each assigned to an identi?ed geographical sector referred to 
as a cell. If the mobile station is at the boundary of several 
cells, the question arises of to Which remote station it should 
be connected. Clearly the speed of the mobile station is a 
fundamental element in choosing the appropriate remote 
station. 

If the speed is virtually Zero, it is not very probable that 
the mobile station Will leave the cell onto Which it is logged, 
but if the speed is high it is much more probable that the 
station is in the process of moving to a neW cell. 

Complementarily, microcellular netWorks in Which each 
location is covered simultaneously by a microcell and by an 
umbrella cell Which is superposed on a plurality of adjacent 
microcells is referred to. Mobile stations With a Zero or loW 
speed are preferably connected to microcells and mobile 
stations moving quickly should be connected to the umbrella 
cell to prevent too numerous and too frequent changes of 
microcell. 

It is therefore apparent that the speed of a mobile station 
is a parameter that is very useful When it comes to selecting 
the ?xed station to Which to connect it, by the procedure 
knoWn as “handover”. 

The present invention therefore provides a method of 
estimating the speed of a mobile station connected to a 
remote station by a radio transmission channel Which carries 
a radio transmission signal. 

According to the invention, said method includes the 
folloWing successive steps: 
receiving and ?ltering a transmission signal to obtain a 

measuring signal re?ecting time variations of said trans 
mission channel, 

determining a correlation function of said measuring signal 
parametered by the mobile station speed, 

seeking the value of the second derivation of said correlation 
function at the origin, 

estimating the ?rst derivative of the measuring signal and 
calculating the variance of the estimate, and 

identifying the results obtained during the preceding tWo 
steps. 
The ?ltering of the transmission signal advantageously 

consists of eliminating the additive noise of the transmission 
channel. 
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2 
According to another feature of the invention, the mea 

suring signal is the dynamic impulse response of the trans 
mission channel. 

In this case the method preferably includes a step of 
producing the static impulse response r of the transmission 
channel; the transmission channel has a particular time 
dispersion, the transmission signal is a training sequence, a 
measuring matrix is established from the training sequence 
alloWing for the time dispersion, and the step of producing 
the static response r of the transmission channel uses the 
folloWing equation: 

in Which n represents the additive noise of the channel. 
Moreover, an additional step is provided for seeking the 

eigen vector rO associated With the greatest eigen value of the 
covariance of the static response r, the ?rst derivative of the 
measuring signal is equal to a coef?cient (x0 determined so 
that the transmission signal is noW de?ned by the equation: 

in Which T is a matrix representing time. 
The invention Will emerge in more detail from the fol 

loWing description of one embodiment of the invention, 
Which is given by Way of illustrative example and With 
reference to the single FIGURE of the accompanying draW 
ing, Which represents in symbolic form the various steps of 
that embodiment. 
The folloWing notation is used, Where X(t) denotes a 

complex function of time: 
X'(t): ?rst derivative of the function X(t), 
X"(t): second derivative of the function X(t), 
|X(t)|: modulus of the function X(t), 
X*(t): complex conjugate function of the function X(t), 
E[X(t) X*(t)]: variance of the function X(t). 
The temporal correlation function R('c) of X(t) is Written 

as folloWs: 

Differentiating the above expression With respect to "c, We 
obtain: 

Making the change of variable t'It-"t, the preceding 
expression becomes: 

Differentiating the above expression With respect to "u 
again, We obtain: 

R”(T):—EP<"(l’+T)X*'(l§] 

For the value "5:0, the above expression therefore takes 
the folloWing value: 

Thus the second derivative R"(0) of the correlation func 
tion at the origin has the same value as the variance of the 
?rst derivative of the function X(t). 
The invention proposes to use this result to estimate the 

speed of the mobile station. 
It is assumed that the mobile station receives a transmis 

sion signal from the remote station via a transmission 
channel. It should nevertheless be noted that the problem is 
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entirely symmetrical and that the solution Would be the same 
if it Were the remote station that Were receiving a signal from 
the mobile station. 

The ?rst operation is to select a correlation model of the 
received signal. A correlation model With the speed of the 
mobile station relative to the remote station as a parameter 
can be determined empirically. It can equally Well be a 
theoretical model, and in the context of this embodiment of 
the invention the lakes’ model is used, as it is Well suited to 
this situation. In accordance With the lakes’ model, for a 
signal of normaliZed energy, if JO represents the Zero order 
Bessel function, the correlation function is Written: 

Where 
v is the speed, and 
7» is the Wavelength of the signal. 
The ?rst derivative of the above correlation function is 

Written: 

The second derivative is Written: 

The value of the second derivative of the Zero order 
Bessel function at the origin is —1/2: 

The equation (2) obtained in this Way explains the depen 
dent relationship betWeen the second derivative of the 
correlation function at the origin and the speed. In the case 
of the lakes’ model the relationship is a particularly simple 
one but, regardless of Which model is adopted, there is a 
one-to-one relationship betWeen these tWo parameters. 

It is then necessary to de?ne a measurement signal X(t) 
Which re?ects the temporal variations of the transmission 
channel. 

The measurement signal can naturally be the transmission 
signal itself. 

In this case it is preferable to apply ?ltering to eliminate 
additive noise from the transmission channel. 

Note that if the transmission signal is obtained by trans 
mitting a pulse, after the ?ltering referred to above the signal 
corresponds to the impulse response of the transmission 
channel. 

Accordingly, in accordance With one advantageous fea 
ture of the invention, the measurement signal is the impulse 
response of the channel. That response is generally used for 
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4 
other purposes, in particular for equalizing the transmission 
signal, and is therefore already available. 
One means of estimating the time-dependent dynamic 

impulse response as opposed to an estimated static impulse 
response ignoring temporal variations of the transmission 
channel is described next by Way of example. 
The example refers to the GSM digital cellular mobile 

telephone system because that system has the merit of being 
Well-known to the skilled person. This form of presentation 
is adopted for clarity but must not be seen as limiting the 
invention in anyWay to only that system. 
The GSM uses training sequences TS formed of 26 

symbols aO to a25 having the value +1 or —I. The symbols 
coming from the transmitter are knoWn at the receiver and 
the expression “training sequence” therefore refers to any 
sequence of bits knoWn to the receiver by Whatever means. 

Referring to the FIGURE, the transmission signal is 
therefore the sequence s of symbols received by the receiver. 
The sequence s, Which corresponds to the training sequence 
TS transmitted by the transmitter, is formed of 26 symbols 
S0 to S25. 

Estimation techniques use a measurement matrix M con 
structed from the training sequence TS of length n. The 
matrix has (n-d) roWs and (d+l) columns, Where d repre 
sents the time dispersion of the channel. The item in the ith 
roW and the jth column is the (d+i—j)th symbol of the 
training sequence: 

The training sequence is chosen so that the matrix M’M 
can be inverted, Where the operator .’ represents transposi 
tion. 

Conventionally, the time dispersion d of the channel, 
Which has a value of 4 in the GSM, the estimated static 
impulse response takes the form of a vector With ?ve 
components. Using the least squares technique, the vector r 
has the value (M’l\/I)_l M’.s. 
A smoothing matrix L is noW constructed by smoothing 

the various responses obtained for the training sequences 
successively transmitted to obtain an estimate of the cova 
riance associated With the static response. In this context the 
term “smoothing” is to be understood in a very general 
sense, referring to any operation for smoothing or averaging 
the static response. 

A ?rst example of smoothing, in Which the operator .1’ 
represents the Hermitian transformation, averages the matrix 
rrh over a period assumed to comprise m training sequences: 

L(rrh) : rrh 
1 

In a second example of smoothing, When the ith training 
sequence is received the smoothing matrix obtained for the 
(i—l)th training sequence is updated by means of a multi 
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plying coef?cient 7», this factor being generally referred to as 
the smoothing forget factor and having a value from 0 to 1: 

Initialization can be effected by any means, in particular 
by means of the ?rst estimate r obtained or an average 
obtained as above for a small number of training sequences. 

The next step is to seek the eigen vector rO associated With 
the greatest eigen value of the matrix L(rr]'). 

Using the notation uO:M.rO, it is postulated that the 
received signal takes the folloWing form: 

S:M.r+otol".uo+n (3) 

in Which n is the additive noise on the transmission channel 
and T is a matrix Which shoWs the time, expressed in symbol 
periods, at Which the various symbols are received: 

—lO.5 O O . . . . .. O 

O —9.5 O . . . . .. O 

O O —85 O O 

T: . . . . .. 

O 9.5 O 

O O 10.5 

T is in fact a diagonal matrix of dimension 22 in Which the 
item in the ith roW and the ith column represents the time 
that corresponds to the (d+i)th symbol a(d+i_l) of the training 
sequence, the time origin being arbitrarily ?xed betWeen the 
?fteenth and sixteenth symbols. 

It is apparent that the time derivative of the dynamic 
impulse response takes the value of the coef?cient (x0. 
A transform operator A is introduced, Wherein I denotes 

the identity matrix: 

A:I—M(M’M)’1M' 

Equation (3) then yields the folloWing expression: 

A.s:aOA2".uO+A.n 

Using the notation u'O:T.uO, the solution of the above 
equation in the least squares sense gives the estimated value 
(x0 of the coe?icient (x0: 

13/0: 

The next operation is to calculate the variance C of the 
derivative of the dynamic impulse response: 

0 = EMF] 

From equations (1) and (2): 
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From equation (3): 

X (z):r+zotoro 

When rO is normalized: 

It folloWs that: 

The speed of the mobile station is thus obtained: 

It is therefore apparent that, knoWing a model of the 
correlation function of a signal received via a transmission 
channel, it is possible to estimate the relative speed of the 
stations transmitting and receiving the signal. 
The invention is not limited to the embodiment described. 

In particular, any means described can be replaced by 
equivalent means. 

The invention claimed is: 
1. A method of estimating the speed of a mobile station 

connected by a radio transmission channel to a remote 
station, said method including the folloWing successive 
steps: 

receiving and ?ltering a transmission signal to obtain a 
measuring signal re?ecting time variations of said 
transmission channel, 

determining a correlation function of said measuring 
signal parametered by the mobile station speed, 

seeking the value of the second derivative of said corre 
lation function at the origin, 

estimating the ?rst derivative of the measuring signal and 
calculating the variance of the estimate, and 

comparing the value of the second derivative of said 
correlation function at the origin With the calculated 
variance of said estimate and deriving from the com 
parison a speed estimate of the mobile station. 

2. A method according to claim 1, Wherein ?ltering said 
transmission signal consists of eliminating the additive noise 
of said transmission channel. 

3. A method according to claim 1, Wherein said measuring 
signal is the dynamic impulse response of said transmission 
channel. 

4. A method according to claim 3, Wherein, said trans 
mission channel has a particular time dispersion, said trans 
mission signal is a training sequence, a measuring matrix M 
is established from said training sequence alloWing for said 
time dispersion, and the method includes a step of producing 
the static response r of said transmission channel in accor 
dance With the equation: 

in Which s represents the transmission signal and n repre 
sents the additive noise of the channel. 
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5. A method according to claim 4, wherein, including a 
step of seeking the eigen vector r0 associated With the 
greatest eigen value of the covariance of said static response, 
the ?rst derivative of said measuring signal is equal to a 
coef?cient (x0 determined so that said transmission signal is 
noW de?ned by the equation: 

in Which T is a matrix representing time. 
6. A method according to claim 1, Wherein said derived 

speed estimate of the mobile station is further taken into 
account in a handover mechanism. 

7. A mobile station capable of being connected by a radio 
transmission channel to a remote station, said mobile station 
comprising: 
means for receiving and means for ?ltering a transmission 

signal received from said remote station over the trans 
mission channel, to obtain a measuring signal re?ecting 
time variations of said transmission channel, 

means for determining a correlation function of said 
measuring signal parametered by the mobile station 
speed, 

means for seeking the value of the second derivative of 
said correlation function at the origin, 

means for estimating the ?rst derivative of the measuring 
signal and means for calculating the variance of the 
estimate, and 
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mans for comparing the value of the second derivative of 

said correlation function at the origin With the calcu 
lated variance of said estimate and means for deriving 
from the comparison a speed estimate of the mobile 
station. 

8. A station capable of being connected by a radio 
transmission channel to a mobile station, said station com 
prising: 
means for receiving and means for ?ltering a transmission 

signal received from said mobile station over the trans 
mission channel, to obtain a measuring signal re?ecting 
time variations of said transmission channel, 

means for determining a correlation function of said 
measuring signal parametered by the mobile station 
speed, 

means for seeking the value of the second derivative of 
said correlation function at the origin, 

means for estimating the ?rst derivative of the measuring 
signal and means for calculating the variance of the 
estimate, and 

means for comparing the value of the second derivative of 
said correlation function at the origin With the calcu 
lated variance of said estimate and means for deriving 
from the comparison a speed estimate of the mobile 
station. 


