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SEPARATION DEVICE AND METHOD OF 
MAKING THE SAME 

BACKGROUND OF THE INVENTIONS 

Separation devices come in many forms and are used in 
many Ways. Mechanical separation devices, Which are 
sometimes referred to as “?lters,” are commonly used to 
remove particles from ?uids. Separation lines, on the other 
hand, are typically in the form of long, expensive tubes that 
are used to separate compounds into their individual com 
ponents. When a ?uid compound is driven through a sepa 
ration line, the compound Will separate into its individual 
components prior to reaching the end of the line due to 
differences in the molecular Weights of the components. One 
common use of separation lines is spectroscopy, such as gas 
chromatography mass spectroscopy (“GCMS”), Fourier 
transform infrared spectroscopy (“FTIR”) and ultraviolet/ 
visible spectroscopy (“UV VIS”). 

The inventor herein has determined that conventional 
separation devices are susceptible to improvement. For 
example, the inventor herein has determined that it Would be 
desirable to provide mechanical separation devices that are 
Well suited for the removal of small particles from small 
?uid volumes and are also relatively inexpensive to manu 
facture. The inventor herein has also determined that it 
Would be desirable to provide separation line apparatus that 
pack long separation lines into relatively small volumes and 
are also relatively inexpensive to manufacture. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Detailed description of preferred embodiments of the 
inventions Will be made With reference to the accompanying 
draWings. 

FIG. 1 is a side vieW of a separation device in accordance 
With a preferred embodiment of a present invention. 

FIG. 2 is a perspective vieW of the separation device 
illustrated in FIG. 1. 

FIG. 3 is a section vieW taken along line 3i3 in FIG. 1. 
FIG. 4 is a plan vieW of a cover in accordance With a 

preferred embodiment of a present invention. 
FIG. 5 is a plan vieW of a cover and a ?lter layer in 

accordance With a preferred embodiment of a present inven 
tion. 

FIG. 6 is a section vieW taken along line 6i6 in FIG. 5. 
FIG. 7 is a plan vieW of a cover blank in accordance With 

a preferred embodiment of a present invention. 
FIG. 8 is a plan vieW of a cover in accordance With a 

preferred embodiment of a present invention. 
FIG. 9A is a section vieW taken along line 9Ai9A in 

FIG. 8. 
FIG. 9B is an end vieW of the cover illustrated in FIG. 8. 
FIG. 10 is a side vieW of a separation device in accordance 

With a preferred embodiment of a present invention. 
FIG. 11 is a perspective vieW of the separation device 

illustrated in FIG. 10. 
FIG. 12 is a section vieW taken along line 12i12 in FIG. 

10. 
FIG. 13 is a plan vieW of a cover in accordance With a 

preferred embodiment of a present invention. 
FIG. 14 is a plan vieW of a cover and a separation layer 

in accordance With a preferred embodiment of a present 
invention. 

FIG. 15 is a section vieW taken along line 15i15 in FIG. 
14. 
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2 
FIG. 16 is a plan vieW of a cover blank in accordance With 

a preferred embodiment of a present invention. 
FIG. 17 is a plan vieW of a cover in accordance With a 

preferred embodiment of a present invention. 
FIG. 18A is a section vieW taken along line 18Ai18A in 

FIG. 17. 
FIG. 18B is an end vieW of the cover illustrated in FIG. 

17 . 

FIG. 19A is a plan vieW shoWing tWo separation devices 
connected to one another in series. 

FIG. 19B is a plan vieW shoWing tWo separation devices 
connected to one another in series. 

FIG. 20 is a diagrammatic vieW of a ?uid delivery system 
in accordance With a preferred embodiment of a present 
invention. 

FIG. 21 is a diagrammatic vieW of a spectroscopy system 
in accordance With a preferred embodiment of a present 
invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The folloWing is a detailed description of the best pres 
ently knoWn modes of carrying out the inventions. This 
description is not to be taken in a limiting sense, but is made 
merely for the purpose of illustrating the general principles 
of the inventions. 
A ?lter in accordance With one embodiment of a present 

invention, and Which is con?gured to separate particles from 
a ?uid (i.e. a liquid or a gas), is generally represented by 
reference numeral 100 in FIGS. 1*3. The exemplary ?lter 
100 includes a bottom cover 102, a ?lter layer 104 With a 
plurality of ?lter members 106, and a top cover 108. An inlet 
region 110, an outlet region 112 and a ?lter region 114, 
Which contains the ?lter members 106, are located betWeen 
the top and bottom covers 102 and 108. The top cover 108 
has corresponding inlet and outlet regions 116 and 118. Fluid 
enters the exemplary ?lter 100 by Way of an inlet tube 120, 
Which is positioned in an inlet slot 121, and exits by Way of 
an outlet tube 122, Which is positioned in an outlet slot 123. 
Sealant material 124 is also provided around the inlet and 
outlet tubes 120 and 122. 

Turning to FIG. 5, the ?lter members 106 in the exem 
plary implementation may be arranged in a plurality of ?lter 
member groups l26aic. Each group 126a-c includes a 
plurality of roWs of spaced ?lter members. The siZe of the 
respective ?lter members 106 in each group may vary. The 
siZe of ?lters members 106 in the groups 126aw, for 
example, decreases along the direction of ?uid ?oW (i.e. the 
largest ?lter members are closest to the inlet region 110 and 
the smallest ?lter members are closest to the outlet region 
112). The present inventions are not, hoWever, limited to any 
particular ?lter member arrangement. For example, the ?lter 
members 106 could be arranged in a single group that 
occupies all or a portion of the ?lter region 114. The ?lter 
members 106 could also all be the same siZe or the siZe could 
vary randomly Within the ?lter region 114. 

The exemplary ?lter members 106 are generally circular 
in cross-sectional shape and are perpendicular to the bottom 
cover 102 and top cover 108. Nevertheless, the ?lter mem 
bers 106 are not limited to any particular cross-sectional 
shape. For example, the cross-sectional shape of the ?lter 
members 106 could be elliptical, square, rectangular, hex 
agonal or any other shape suitable for the intended applica 
tion. Nor is the orientation of the ?lter members 106 relative 
to the bottom cover 102 and top cover 108 limited to the 
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exemplary perpendicular orientation. The ?lters members 
106 need only extend in a direction that is transverse to the 
direction of ?uid ?oW. 

In addition to the ?lter members 106, portions of the 
exemplary ?lter layer 104 also form the Walls that de?ne the 
inlet region 110, outlet region 112 and ?lter region 114. 
More speci?cally, and referring to FIGS. 5 and 6, the ?lter 
layer 104 includes a pair of side Walls 128 and 130 and a pair 
of end Walls 132 and 134. The Walls may, alternatively, be 
formed in the bottom cover 102 or top cover 108. In either 
instance, the inner surfaces of the side Walls may de?ne a 
tapered, funnel-like area therebetWeen (as shoWn) or be 
generally parallel to one another. 
As illustrated for example in FIGS. 1*3, the inlet and 

outlet tubes 120 and 122 in the exemplary implementation 
extend though the end Walls of the top cover 108 and are 
positioned in in-line fashion. Alternatively, the inlet and 
outlet tubes 120 and 122 could extend through the side Walls 
or the top Wall. The inlet tube 120 and/or outlet tube 122 
may also be omitted and replaced by other couplings such 
as, for example, septums con?gured to receive needles and 
threaded openings to Which syringes and other devices may 
be coupled. Additionally, the exemplary inlet and outlet 
tubes 120 and 122 (or other couplings) may be associated 
With the bottom cover 102, or both the top and bottom 
covers, instead of the top cover only. 

Filters in accordance With the present inventions have a 
Wide variety of applications. Such applications include, but 
are not limited to, chemical, biological and medical appli 
cations. The ?lters may be used alone to, for example, ?lter 
suspended solids from Water, separate cells from a liquid 
medium, select speci?cally sized pigments and other solids 
from a liquid medium, or trap speci?c solids Which may then 
be reclaimed by ?ushing them from the ?lter. The ?lters may 
also be inserted into a ?uid line, such as an intravenous line, 
or connected to other devices in series or parallel, as 
discussed beloW With reference to FIGS. 19A and 19B. 

Filters in accordance With the present inventions are also 
not limited to any particular siZes. In addition to the type of 
application, the ?oW rate (determined by the cross-sectional 
area and length of the ?lter region) and the siZe of the 
particles that Will be alloWed to pass through the ?lter 
(determined by the spacing betWeen the ?lter members) are 
also taken into account. The exemplary ?lter 100, Which is 
Well suited for loW volume (eg about 1 ul to about 1 ml) 
applications such as drug delivery, is a relatively small 
device. Here, the bottom cover 102 and top cover 108 Would 
each preferably be about 0.25 mm to about 25 mm in length 
(measured from the inlet end to the outlet end), about 0.25 
mm to about 10 mm Wide, and about 0.5 mm to about 2 mm 
thick. The ?lter layer 104 Would be about 10 um to about 
500 pm thick, While the diameter of the ?lter members 106 
Would preferably be about 1 um to about 100 um and the 
spacing therebetWeen Would range from 1 um to about 100 
pm. The inlet and outlet tubes 120 and 122 Would have an 
outer diameter (“OD”) betWeen about 0.3 mm and about 
0.75 mm and an inner diameter (“ID”) betWeen about 0.1 
mm and about 0.55 mm. 

In one speci?c implementation, the bottom cover 102 and 
top cover 108 are each about 25 mm in length, about 5 mm 
Wide, and about 1 mm thick. The ?lter layer 104 here is 
about 20 pm thick, While the diameter of the ?lter members 
106 Would preferably be about 10 pm with spacing of about 
10 pm at the inlet end, While the diameter Would be about 1 
pm With spacing of about 1 pm at the outlet end. The inlet 
and outlet tubes 120 and 122 have an OD of about 0.75 mm 
and an ID of about 0.55 mm. 
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4 
Turning to materials and manufacturing, the exemplary 

bottom cover 102 and top cover 108 may be formed from 
relatively rigid inert materials such as glass, quartz or 
silicon. Plastics such as Kapton® and Upilex® may also be 
used Where ?exibility is desired. As illustrated in FIG. 4, the 
bottom cover 102 preferably (although not necessarily) has 
a generally ?at, smooth inner surface 136. The ?lter layer 
104, including the ?lter members 106 and the Walls 
128*134, is formed on the bottom cover inner surface 136, 
as shoWn in FIGS. 5 and 6. Preferably, the ?lter layer 104 is 
formed by a photolithographic process Wherein the inner 
surface 136 is coated With a layer of photoactive material 
such as, for example, a photoresist (Which may be positive 
or negative photoresist), polyimide or adhesive. An adhe 
sions promoter, such as silane coupling agents, may be 
added if desired. The layer of photoactive material is then 
masked and exposed to light. The appropriate portion of the 
photoactive material layer can then be removed and the 
remaining photoactive material forms the exemplary ?lter 
layer 104. Alternatively, the ?lter layer 104 may be formed 
by simply depositing suitable ?lter layer material, such as 
Vacrel®, in the appropriate pattern through the use of screen 
printing or other suitable processes. The bottom cover 102 
and ?lter layer 104 are baked to about 10000 C. after the 
?lter layer 104 has been formed. Alternatively, light curing 
may be employed. 
As illustrated in FIG. 7, manufacture of the exemplary top 

cover 108 preferably (although not necessarily) initially 
starts With a glass, quartZ or silicon blank 107 that has a 
generally ?at, smooth inner surface 138. The inlet and outlet 
regions 116 and 118 and inlet and outlet slots 121 and 123 
may be formed in the inner surface 138, as is shoWn in FIGS. 
8*9B, through the use of an etching process (either chemical 
or mechanical) to complete the top cover 108. Alternatively, 
in those instances Where the top cover 108 is formed from 
plastics or another moldable materials, the top cover may 
simply be molded With the inlet and outlet regions 116 and 
118 and the inlet and outlet slots 121 and 123 in place. 
The next step in the exemplary manufacturing process is 

the mounting of the top cover 108 onto the ?lter layer 104. 
More speci?cally, the top cover 108 is positioned on the 
?lter layer 104 in the manner illustrated in FIG. 3 and is 
bonded to the ?lter layer through the use of heat and pres sure 
and/or adhesives. Thus, in addition to ?ltering particles from 
?uid, the ?lter layer 104 also secures the bottom cover 102 
to the top cover 108. Once the top cover 108 is in place, the 
inlet and outlet tubes 120 and 122 may be inserted into the 
inlet and outlet slots 121 and 123. The sealant material 124 
is then applied to create an airtight seal around the inlet and 
outlet tubes 120 and 122. Suitable sealant materials include 
encapsulating materials such as UV curable adhesives and 
other adhesives such as cyanoacrylates. Additionally, in 
those instances Where ?uid Will be supplied to the exemplary 
?lter 100 under a relatively high pressure, it may be desir 
able to package the ?lter. The packaging (not shoWn) may, 
for example, take the form of a plastic outer shell or a layer 
of encapsulating material that extends around the exterior of 
the bottom cover 102, ?lter layer 104 and top cover 108. 

The materials and photolithographic and screen printing 
manufacturing processes described above are conventional 
in the ?eld of semiconductor manufacturing and are rela 
tively inexpensive. Such materials and manufacturing pro 
cesses also lend themselves to the formation of small 
structures under tight tolerances. 
A separation line apparatus in accordance With one 

embodiment of a present invention is generally represented 
by reference numeral 200 in FIGS. 10*12. Many aspects of 
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the separation line apparatus 200 are similar to those of the 
?lter 100 illustrated in FIGS. 1*3 and similar elements are 
represented by similar reference numerals. More speci? 
cally, the exemplary separation line apparatus 200 includes 
a bottom cover 202, a separation layer 204 With a separation 
line 206, and a top cover 208. More speci?cally, the sepa 
ration layer 204 has a channel formed therein. The separa 
tion layer material on opposite sides of the channel de?nes 
the lateral sides of the separation line 206, While the bottom 
cover 202 and top cover 208 respectively de?ne the bottom 
and top sides of the separation line. An inlet region 210, an 
outlet region 212 and a separation region 214 are located 
betWeen the top and bottom covers 202 and 208. The top 
cover 208 has corresponding inlet and outlet regions 216 and 
218. Fluid enters the exemplary separation line apparatus 
200 by Way of an inlet tube 220, Which is positioned in an 
inlet slot 221, and exits by Way of an outlet tube 222, Which 
is positioned in an outlet slot 223. Sealant material 224 is 
also provided around the inlet and outlet tubes 220 and 222. 

Referring to FIG. 14, the exemplary separation line 206 
has a generally serpentine con?guration. In other Words, the 
separation line 206 Winds back and forth Within the sepa 
ration region 214 in order to maximize the length of the 
separation line given the available surface area provided by 
the bottom cover 202. In the exemplary implementation, the 
separation line 206 includes a plurality of relatively long 
portions 20611 which are connected in series by respective 
connector portions 20619. The relatively long portions 20611 
in the exemplary implementation are linear and extend in a 
direction that is transverse to the longitudinal axis of the 
separation line apparatus 200, While the connector portions 
206b are curved. 

It should be noted that “serpentine” separation lines in 
accordance With the present inventions are not limited to the 
con?guration presented in the exemplary embodiment. For 
example, the relatively long portions 206a may be curved 
and, although curved connector portions 206!) are prefer 
able, the connector portions do not have to be curved. The 
separation layer 204 may also be con?gured such that the 
relatively long portions 206a extend in the same direction as 
the longitudinal axis of the separation line apparatus 200. 
Here, the inlet region 210 could be positioned near one of the 
side edges of the bottom cover (i.e. one of the long edges) 
and the outlet region 212 could be positioned near the other. 
So con?gured, the separation line 206 Would Wind back and 
forth from one longitudinal end of the bottom cover 202 to 
the other. 
As illustrated for example in FIGS. 10*12, the inlet and 

outlet tubes 220 and 222 in the exemplary implementation 
extend though the end Walls of the top cover 208 and are 
positioned in in-line fashion. Alternatively, the inlet and 
outlet tubes 220 and 222 could extend through the side Walls 
or the top Wall. The inlet tube 220 and/or outlet tube 222 
may also be omitted and replaced by other couplings such 
as, for example, septums con?gured to receive needles or 
threaded openings to Which syringes or other devices could 
be coupled. Additionally, the exemplary inlet and outlet 
tubes 220 and 222 (or other couplings) may be associated 
With the bottom cover 202, or both the top and bottom 
covers, instead of the top cover only. 

Separation line apparatus in accordance With the present 
inventions have a Wide variety of applications. Such appli 
cations include, but are not limited to, GCMS, FTIR, UV 
VIS and other forms of spectroscopy. The separation line 
apparatus may also be used alone or in series With other 
devices, as described beloW With reference to FIGS. 19A and 
19B. 
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6 
Separation line apparatus in accordance With the present 

inventions are also not limited to any particular sizes. In 
addition to the type of application, the length of the sepa 
ration line and the How rate (determined by the cross 
sectional area and length of the separation line) are also 
taken into account. The exemplary separation line apparatus 
200, Which is Well suited for loW volume (eg about 1 ul to 
about 1 ml) applications such as forensic chromatography, is 
relatively small device. Here, the bottom cover 202 and top 
cover 208 Would each preferably be about 0.25 mm to about 
25 mm in length (measured from the inlet end to the outlet 
end), about 0.25 mm to about 10 mm Wide, and about 0.5 
mm to about 2 mm thick. The separation layer 204 Would be 
about 10 pm to about 1 mm thick, While the Width (measured 
in a direction transverse to ?uid How) of the separation line 
portions 206a and 2061) Would preferably be about 1 pm to 
about 100 um, With about 1 um to about 100 um betWeen 
adjacent line portions 206a. So con?gured, the length of the 
separation line Would be about 1 m to about 25 m, assuming 
that about 2.5 mm on each end of the apparatus is occupied 
by the inlet and outlet regions 210 and 212 and that the 
connector portions 206!) are about 0.5 mm from the edges of 
the bottom cover 202. The inlet and outlet tubes 220 and 222 
Would have an outer diameter (“OD”) betWeen about 0.3 
mm and about 0.75 mm and an inner diameter (“ID”) 
betWeen about 0.1 mm and about 0.55 mm. 

In one speci?c implementation, the bottom cover 202 and 
top cover 208 are each about 25 mm in length, about 5 mm 
Wide, and about 1 mm thick. The separation layer 204 here 
is about 20 pm thick, While the Width of the separation line 
portions 206a and 2061) Would preferably be about 20 pm, 
with about 20 um betWeen adjacent line portions 206a. So 
con?gured, the length of the separation line Would be about 
2 m, With the assumptions described above. The inlet and 
outlet tubes 220 and 222 have an OD of about 0.75 mm and 
an ID of about 0.55 mm. 

With respect to materials and manufacturing, the exem 
plary separation line apparatus 200 may be formed With the 
same materials and processes as the exemplary ?lter 100. 
Here too, the exemplary bottom and top covers 202 and 208 
may be formed from relatively sturdy inert materials such as 
glass, silicon and quartz, or plastics such as Kapton® and 
Upilex®. The bottom cover 202 preferably (although not 
necessarily) has a generally ?at, smooth inner surface 236 as 
shoWn in FIG. 13 and the separation layer 204 is formed on 
the inner surface as shoWn in FIGS. 14 and 15. Preferably, 
the separation layer 204 is formed from the materials, and by 
the photolithographic or printing processes, described 
above. Turning to FIG. 16, the exemplary top cover 208 
preferably (although not necessarily) initially starts With a 
glass, silicon or quartz blank 207 that has a generally ?at, 
smooth inner surface 238. The inlet and outlet regions 216 
and 218 and slots 221 and 223 may be formed through the 
use of an etching process to complete the top cover 208 
illustrated in FIGS. 17*18B. Alternatively, top covers 208 
Which are formed from plastics or another moldable mate 
rials may simply be molded With inlet and outlet regions 216 
and 218 and slots 221 and 223 in place. 
The top cover 208 may then be mounted onto the sepa 

ration layer 204 and bonded thereto through the use of heat 
and pressure and/or adhesives. Thus, in addition to provid 
ing a separation line, the separation layer 204 also secures 
the bottom cover 202 to the top cover 208. Once the top 
cover 208 is in place, the inlet and outlet tubes 220 and 222 
may be inserted into the inlet and outlet slots 221 and 223 
and the sealant material 224 applied to create an airtight seal 
around the inlet and outlet tubes. Additionally, in those 
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instances Where ?uid Will be supplied to the separation 
apparatus 200 under relatively high pressure, it may be 
desirable to package the separation apparatus With, for 
example, plastic outer shell or a layer of encapsulating 
material. 
As noted above, tWo or more separation devices in 

accordance With the present inventions may be connected to 
one another in series or parallel. For example, as illustrated 
in FIG. 19A, an assembly 300 in accordance With an 
invention herein includes a pair of ?lters 100a and 10019 that 
are connected to one another in series. A coupling 302, such 
as a ring of encapsulating material, may be used to connect 
the outlet tube 122 of the ?lter 10011 to the inlet tube 120 of 
the ?lter 10019. The ?lters 100a and 1001) may, for example, 
be con?gured to trap di?ferently siZed particles. Turning to 
FIG. 19B, an assembly 304 in accordance With an invention 
herein includes a pair of ?lter 100 and a separation line 
apparatus 200 that are connected to one another in series by 
the aforementioned coupling 302. Such an arrangement may 
be used to remove particles from ?uid prior to separation for 
spectroscopy. 
The present inventions also encompass systems that 

employ the above described ?lters and separation line appa 
ratus. As illustrated for example in FIG. 20, a ?uid delivery 
system 306 in accordance With a preferred embodiment of a 
present invention includes a ?uid source 308, a ?lter 100, 
and a device 310 that receives the ?ltered ?uid. In the 
medical area, for example, the ?uid source 308 may be a 
source of intravenous ?uid and the device 310 may be a 
needle or other patient interface. Turning to FIG. 21, an 
exemplary spectroscopy system 312 in accordance With a 
present invention includes a gas source 314, a separation line 
apparatus 200, and a spectroscopic analyZer 316 such as a 
GCMS, FTIR or UV VIS analyZer. 

Although the present inventions have been described in 
terms of the preferred embodiments above, numerous modi 
?cations and/or additions to the above-described preferred 
embodiments Would be readily apparent to one skilled in the 
art. It is intended that the scope of the present inventions 
extend to all such modi?cations and/or additions. 

I claim: 
1. A ?lter, comprising: 
?rst and second covers in spaced relation having a ?oW 

region therebetWeen de?ning an inlet, an outlet and a 
?oW direction from the inlet to the outlet; and 

a plurality of spaced relatively small ?lter members of 
substantially the same siZe and including a ?rst longi 
tudinal end associated With the ?rst cover and a second 
longitudinal end associated With the second cover; 

the ?lter members being located betWeen the inlet and the 
outlet such that the ?lter members are in ?rst and 
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second ?lter member groups that extend transverse to 
the ?oW direction, the ?rst ?lter member group is closer 
to the inlet than the second ?lter member group, and the 
space betWeen respective pairs of adjacent ?lter mem 
bers in the ?rst ?lter member group is greater than the 
space betWeen adjacent ?lter members in the second 
?lter member group. 

2. A ?lter, comprising: 
?rst and second covers in spaced relation having a ?oW 

region therebetWeen de?ning an inlet, an outlet and a 
?oW direction from the inlet to the outlet; 

a plurality of spaced, relatively small ?lter members of 
substantially the same siZe and formed from different 
material than the ?rst and second covers located 
betWeen the inlet and the outlet such that adjacent ?lter 
members de?ne a space therebetWeen and the space 
betWeen respective pairs of adjacent ?lter members 
decreases in the ?oW direction, each ?lter member 
including a ?rst longitudinal end associated With the 
?rst cover and a second longitudinal end associated 
With the second cover; and 

?rst and second side Wall members located on opposite 
sides of the ?oW region, each of the side Wall members 
extending from the ?rst cover to the second cover and 
each of the side Wall members being formed from the 
same material as the ?lter members; 

the ?rst and second side Wall members extending from an 
area adjacent to the ?oW region inlet such that inner 
surfaces of the ?rst and second side Walls are generally 
tapered toWard one another in the ?oW direction. 

3. A ?lter as claimed in claim 1, Wherein the ?lter 
members are perpendicular to the ?rst and second covers. 

4. A ?lter as claimed in claim 1, Wherein the ?lter 
members are formed from a different material than the ?rst 
and second covers. 

5. A ?lter as claimed in claim 1, Wherein the ?lter 
members are formed from a photoactive material. 

6. A ?lter as claimed in claim 1, Wherein the ?lter 
members de?ne a height of less than about 500 um. 

7. A ?lter as claimed in claim 2, Wherein the ?lter 
members are formed from a photoactive material. 

8. A ?lter as claimed in claim 2, Wherein adjacent ?lter 
members are less than about 100 um apart. 

9. A ?lter as claimed in claim 2, Wherein the ?lter 
members de?ne a Width of less than about 100 um. 

10. A ?lter as claimed in claim 2, Wherein the ?lter 
members de?ne a height of less than about 500 um. 

11. A ?lter as claimed in claim 2, Wherein the ?lter 
members are perpendicular to the ?rst and second covers. 

* * * * * 


