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METHOD AND APPARATUS FOR 
CONTROLLING TRANSMISSION POWER 
ASSOCIATED WITH A TRANSMITTING 

UNIT 

TECHNICAL FIELD 

The present disclosure relates to Wireless communication 
systems, and more particularly, to a method and an apparatus 
for controlling transmission poWer associated With a trans 
mitting unit. 

BACKGROUND 

A Wireless communication system is a complex netWork 
of systems and elements. Typical systems and elements 
include (1) a radio link to mobile stations (e.g., a cellular 
telephone or a subscriber equipment used to access the 
Wireless communication system), Which is usually provided 
by at least one and typically several base stations, (2) 
communication links betWeen the base stations, (3) a con 
troller, typically one or more base station controllers or 
centraliZed base station controllers (BSC/CBSC), to control 
communication betWeen and to manage the operation and 
interaction of the base stations, (4) a switching system, 
typically including a mobile sWitching center (MSC), to 
perform call processing Within the system, and (5) a link to 
the land line, i.e., the public sWitch telephone netWork 
(PSTN) or the integrated services digital netWork (ISDN). 
Abase station subsystem (BSS) or a radio access netWork 

(RAN), Which typically includes one or more base station 
controllers and a plurality of base stations, provides all of the 
radio-related functions. The base station controller provides 
all the control functions and physical links betWeen the 
sWitching system and the base stations. The base station 
controller is also a high-capacity sWitch that provides func 
tions such as handover, cell con?guration, and control of 
radio frequency (RF) poWer in the base stations. 

The base station handles the radio interface to the mobile 
station. The base station includes the radio equipment (trans 
ceivers, antennas, ampli?ers, etc.) needed to service each 
communication cell in the system. A group of base stations 
is controlled by a base station controller. Thus, the base 
station controller operates in conjunction With the base 
station as part of the base station subsystem to provide the 
mobile station With real-time voice, data, and multimedia 
services (e.g., a call). 

To ensure that all mobile stations receive proper commu 
nication services, the base station typically provides poWer 
control information. To illustrate this concept, mobile sta 
tions serviced by the base station may be anyWhere in the 
communication cell from right under the antenna of the base 
station to a couple of miles aWay from the base station. If all 
of the mobile stations used the same amount of transmission 
poWer (i.e., radio frequency (RF) output poWer), a mobile 
station proximate to the base station may cause interference 
to a mobile station distant from the base station. To mitigate 
this problem, the base station provides each of the mobile 
stations With poWer control information so that the mobile 
stations may optimally control their transmission poWer and 
all signals arrive at the base station at substantially equal 
poWer. For example, the base station may instruct a mobile 
station to operate at a reduced transmission poWer to avoid 
causing interference to other mobile stations. In particular, 
the mobile station may vary its transmission poWer from a 
feW tens of nanoWatts up to the order of one Watt (W). To 
reduce transmission poWer, the gain of the mobile station 
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2 
may be attenuated by adjusting the bias level of the mobile 
station (e.g., reducing control voltage of the mobile station). 
Accordingly, the mobile station demands less supply current 
Which, in turn, reduces the third-order intercept point (1P3) 
level of the mobile station. In particular, the 1P3 level 
indicates the linearity of an RF signal (i.e., distortion level 
of the signal) from the mobile station. Therefore, higher 1P3 
level may result in a more distortion-free RF signal from the 
mobile station but may also require more supply current 
(i.e., result in greater poWer consumption by the mobile 
station). 

Typically, the supply current of a mobile station is con 
stant (i.e., the input poWer is constant). HoWever, the third 
order intercept point (1P3) level may decrease as the trans 
mission poWer is reduced. Thus, unless the input poWer of 
the mobile station is appropriately reduced as Well, inter 
modulation distortion may be generated during reduction of 
transmission poWer because of an insu?icient 1P3 level for 
a given amount of input poWer. In particular, inter-modula 
tion distortion may cause RF energy to over?oW into adja 
cent and/ or alternate channels of a frequency band. That is, 
the RF energy may exceed the acceptable level speci?ed by 
a Wireless communication protocol that is alloWed in the 
frequency band. As a result, spurious RF emissions and 
degradation in signal quality may occur during reduction of 
transmission poWer. 

Further, the trend in the Wireless communication industry 
is not only to provide small hand-held portable devices but 
also to provide additional user features and functionality. 
Thus, one aspect of designing a Wireless communication 
system is to optimiZe the resources available to the mobile 
station. That is, one method of improving the availability of 
resources is to reduce the amount of poWer consumed by a 
transmitting unit of the mobile station. By reducing poWer 
consumption of a mobile station, transmission time may be 
extended and/or smaller capacity and siZe batteries may be 
used. 

Therefore, a need exist to control transmission poWer 
associated With a transmitting unit of a mobile station to 
improve transmission ef?ciency during poWer reduction and 
to optimiZe communication resources of a Wireless commu 
nication system. 

BRIEF DESCRIPTION OF THE DRAWINGS 

This disclosure Will describe several embodiments to 
illustrate its broad teachings. Reference is also made to the 
attached draWings. 

FIG. 1 is a block diagram representation of a Wireless 
communication system that may be adapted to operate in a 
manner as described herein. 

FIG. 2 is a block diagram representation of a mobile 
station. 

FIG. 3 is a block diagram representation of a transmitting 
unit. 

FIG. 4 is a block diagram representation of a baseband 
component associated With the transmitting unit. 

FIG. 5 is a block diagram representation of a radio 
frequency (RF) component associated With the transmitting 
unit. 

FIG. 6 is a block diagram representation of the transmit 
ting unit adapted to operate in a manner as described herein. 

FIG. 7 is a block diagram representation of the transmit 
ting unit adapted to operate in a manner as described herein. 

FIG. 8 is a How diagram illustrating a method for con 
trolling transmission poWer associated With a transmitting 
unit. 
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DETAILED DESCRIPTION 

A method and an apparatus for controlling transmission 
power associated With a transmitting unit are described. In 
a Wireless communication system, a base station provides 
poWer control information to a mobile station for transmis 
sion of a radio frequency (RF) signal. The mobile station 
generally includes a transmitting unit operable to generate 
the radio frequency signal based on an input signal and a 
baseband signal. The transmitting unit may be operable in 
accordance With a variety of Wireless communication pro 
tocols such as, but not limited to, a code division multiple 
access (CDMA) based communication protocol, a time 
division multiple access (TDMA) based communication 
protocol, a global service for mobile communications 
(GSM) based communication protocol, a Bluetooth based 
communication protocol, and a Wireless local area netWork 
(WLAN) communication protocol (e. g., an Institute of Elec 
trical and Electronics Engineer (IEEE) 802.11 based com 
munication protocol). In particular, the transmitting unit 
may include, but is not limited to, a variable baseband 
source, a radio frequency (RF) component, a poWer ampli 
?er, a processing component, a baseband controller, and a 
lineariZation controller. 

The variable baseband source is operatively coupled to 
the processing component and the baseband controller. The 
variable baseband source is operable to generate a baseband 
signal based on an input signal from the processing com 
ponent. In particular, the variable baseband source may 
include, but is not limited to, a digital multiplier operatively 
coupled to the processing component, a digital-to-analog 
converter operatively coupled to the digital multiplier, an 
attenuator (e.g., a programmable baseband step attenuator) 
operatively coupled to the digital-to-analog converter and 
the baseband controller, and a baseband ?lter operatively 
coupled to the attenuator and the RF component. The 
variable baseband source may also include a channel ?lter 
(e.g., a ?nite impulse response (FIR) ?lter) operatively 
coupled to the processing component and the digital multi 
plier. 

Operatively coupled to the variable baseband source is the 
RF component. In particular, the RF component is operable 
to generate the RF signal based on the output of the variable 
baseband source, i.e., the baseband signal. The RF compo 
nent may include, but is not limited to, an RF mixer 
operatively coupled to the variable baseband source, a 
variable gain ampli?er component operatively coupled to 
the RF mixer and the lineariZation controller, and an inter 
stage ?lter operatively coupled to the variable gain ampli?er 
component and the poWer ampli?er. For example, the vari 
able gain ampli?er component may include a post-mixer 
ampli?er, a ?rst voltage controlled ampli?er (V CA), and a 
second voltage controlled ampli?er (V CA), Which are 
operatively coupled to the lineariZation controller. In an 
alternate embodiment, the second VCA may be operatively 
coupled to the processing component. 

To control transmission poWer associated With the trans 
mitting unit (i.e., RF output poWer), the processing compo 
nent is operatively coupled to the variable baseband source 
and the RF component. That is, the processing component 
may synchronously adjust the baseband and RF controls of 
the transmitting unit to change the RF output poWer. During 
an RF output poWer reduction (i.e., back-o?), for example, 
the processing component may reduce the input poWer and 
the bias level (e.g., current or voltage) associated With the 
transmitting unit. To illustrate this concept, the processing 
component may generate a ?rst control signal and a second 
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4 
control signal based on poWer control information from the 
base station. In particular, the processing component may 
provide the ?rst control signal to the baseband controller 
Which, in turn, may adjust the variable baseband source 
based on the ?rst control signal. For example, the baseband 
controller may reduce poWer associated With the input signal 
to generate the baseband signal (i.e., input poWer). Likewise, 
the processing component may provide the second control 
signal to the lineariZation controller Which, in turn, may 
adjust the radio frequency (RF) component based on the 
second control signal. Based on the second control signal, 
the lineariZation controller may reduce poWer associated 
With the baseband signal to generate the radio frequency 
(RF) signal. That is, the second control signal may be used 
to adjust the bias level of the RF component to adjust the 
gain/ attenuation of the RF signal. Accordingly, reductions in 
poWer associated With the input signal and the baseband 
signal may reduce the amount of supply current demanded 
by the mobile station. As a result, transmission time of a 
battery poWering mobile station (i.e., battery life) may be 
extended because the amount of supply current may be 
reduced as the RF output poWer is backed off. 
A communication system is also described, and particu 

larly, in terms of a Wireless communication system operating 
in accordance With at least one of several standards. These 
standards include analog, digital or dual-mode communica 
tion system protocols such as, but not limited to, the 
Advanced Mobile Phone System (AMPS), the NarroWband 
Advanced Mobile Phone System (NAMPS), the Global 
System for Mobile Communications (GSM), the IS-55 Time 
Division Multiple Access (TDMA) digital cellular, the IS-95 
Code Division Multiple Access (CDMA) digital cellular, 
CDMA 2000, the Personal Communications System (PCS), 
3G, the Universal Mobile Telecommunications System 
(U MTS) and variations and evolutions of these protocols. As 
shoWn in FIG. 1, a Wireless communication system 100 
includes a communication netWork 110, and a plurality of 
base station controllers (BSC), generally shoWn as 120 and 
122, servicing a total service area 130. The Wireless com 
munication system 100 may be, but is not limited to, a 
frequency division multiple access (FDMA) based commu 
nication system, a time division multiple access (TDMA) 
based communication system, and code division multiple 
access (CDMA) based communication system. As is knoWn 
for such systems, each BSC 120 and 122 has associated 
thereWith a plurality of base stations (BS), generally shoWn 
as 140, 142, 144, and 146, servicing communication cells, 
generally shoWn as 150, 152, 154, and 156, Within the total 
service area 130. The BSCs 120 and 122, and base stations 
140, 142, 144, and 146 are speci?ed and operate in accor 
dance With the applicable standard or standards for provid 
ing Wireless communication services to mobile stations 
(MS), generally shoWn as 160, 162, 164, and 166, operating 
in communication cells 150, 152, 154, and 156, and each of 
these elements are commercially available from Motorola, 
Inc. of Schaumburg, Ill. 

To ensure proper communication services are provided to 
mobile stations Within a communication cell, a base station 
may provide the mobile stations With poWer control infor 
mation. The poWer control information may specify the 
transmission poWer to be generated by a transmitting unit of 
a mobile station (i.e., RF output poWer). For example, the 
base station 142 may provide the mobile station 162 With 
poWer control information so that the mobile station 162 
may transmit to the base station 142 Without causing inter 
ference to other mobile stations serviced by the base station 
142 such as mobile station 164. Based on the poWer control 
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information, the mobile station 162 may be operable to 
control its transmission poWer and improve on its transmis 
sion ef?ciency. 
As shoWn in FIG. 2, the mobile station 162 may be 

adapted in accordance With a preferred embodiment of the 
invention to control transmission poWer associated With a 
transmitting unit. The mobile station 162 generally includes 
a controller 210, a transmitting unit 220 and a receiving unit 
225. The controller 210 generally includes a processor 230 
and a memory 240. The processor 230 is operatively coupled 
to the memory 240, Which stores a program or a set of 
operating instructions for the processor 230. Accordingly, 
the processor 230 executes the program or the set of oper 
ating instructions such that the mobile station 162 operates 
in accordance With a preferred embodiment of the invention. 
The program or set of operating instructions may be embod 
ied in a computer-readable medium such as, but not limited 
to, paper, a programmable gate array, an application speci?c 
integrated circuit (ASIC), an erasable programmable read 
only memory (EPROM), a read only memory (ROM), a 
random access memory (RAM), a magnetic media, and an 
optical media. 

The receiving unit 225 is operatively coupled to the 
controller 210 and an antenna 250. The transmitting unit 220 
is also operatively coupled to the controller 210 and the 
antenna 250. Referring to FIG. 3, the transmitting unit 220 
generally includes a processing component 310, a baseband 
controller 320, a lineariZation controller 330, a variable 
baseband source 340, and a radio frequency (RF) component 
350. The processing component 310 is operatively coupled 
to the baseband controller 320, the lineariZation controller 
330, and the variable baseband source 340. The processing 
component 310 may be, but is not limited to, a micropro 
cessor control unit (MCU) for digital signal processing 
(DSP). The baseband controller 320 is operatively coupled 
to the variable baseband source 340, and the lineariZation 
controller 330 is operatively coupled to the RF component 
350 as described in further detail beloW. 
As shoWn in FIG. 4, the variable baseband source 340 

generally includes a digital multiplier 410, a digital-to 
analog converter (DAC) 420, an attenuator 430 (e.g., a 
programmable baseband step attenuator), and a baseband 
?lter 440. The digital multiplier 410 is operatively coupled 
to the DAC 420 Which, in turn, is operatively coupled to the 
attenuator 430. The attenuator 430 is operatively coupled to 
the baseband ?lter 440 and the baseband controller 320. To 
provide the RF component 350 With the output of the 
variable baseband source 340, the baseband ?lter 440 is 
operatively coupled to the RF component 350 as described 
in further detail beloW. The variable baseband source 340 
may also include a channel ?lter 450 (e.g., a ?nite impulse 
response FIR) ?lter), Which is operatively coupled to the 
processing component 310. The channel ?lter 450 is opera 
tively coupled to the digital multiplier 410 Which, in turn, is 
operatively coupled to the baseband controller 320. 
As noted above, the variable baseband source 340 is 

operatively coupled to the RF component 350. Referring to 
FIG. 5, the RF component 350 generally includes an RF 
mixer 510, a variable gain ampli?er component 520, and an 
interstage ?lter 530. In particular, the baseband ?lter 440 of 
the variable baseband source 340 is operatively coupled to 
the RF mixer 510 Which, in turn, is operatively coupled to 
the variable gain ampli?er component 520. The variable 
gain ampli?er component 520 may include, but is not 
limited to, a post-mixer ampli?er 542, and a plurality of 
voltage controlled ampli?er (VCA) generally shoWn as a 
?rst VCA 544 and a second VCA 546. Accordingly, the 
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lineariZation controller 330 is operatively coupled to the RF 
component 350 such that the lineariZation controller 330 is 
operable to adjust the variable gain ampli?er component 
520, i.e., the post-mixer ampli?er 542, the ?rst VCA 544, 
and the second VCA 546. Further, the variable gain ampli?er 
component 520 is operatively coupled to the interstage ?lter 
530. 

Referring back to FIG. 3, the transmitting unit 220 further 
includes a poWer ampli?er (PA) component 370 and a 
post-PA component 380. In particular, the PA component 
370 is operatively coupled to the interstage ?lter 530 of the 
RF component 350 as shoWn in FIG. 6 to boost the signal 
poWer to the level to be transmitted as one of ordinary skill 
in the art Will readily recogniZe. The post-PA component 380 
is operatively coupled to the PA component 370 and the 
antenna 250. The post-PA component 380 may include, but 
is not limited to, a ?lter and a sWitch to prepare a radio 
frequency signal for transmission via the antenna 250 as one 
of ordinary skill in the art Will readily recogniZe. 
A basic ?oW for controlling transmission poWer associ 

ated With a transmitting unit that may be applied With the 
preferred embodiment of the present invention shoWn in 
FIGS. 2, 3, 4, and 5 may start the mobile station 162 (e.g., 
via the receiving unit 225) receiving poWer control infor 
mation from a base station such base station 142 shoWn in 
FIG. 1. The poWer control information may specify the 
transmission poWer to be generated by the transmitting unit 
220 of the mobile station 162 (i.e., RF output poWer). For 
example, the poWer control information may include an 
amount of poWer to increase or decrease the RF output 
poWer based on the quality of an RF signal received by the 
base station 142 from the mobile station 162. Based on that 
poWer control information, the processing component 310 
generates a ?rst control signal and a second control signal to 
satisfy the speci?ed transmission poWer by the base station 
142. For example, the ?rst control signal may be a digital 
form of a control signal Whereas the second control signal 
may be an analog form of the control signal. Accordingly, 
the processing component 310 provides the control signals 
to the baseband controller 320 and the lineariZation control 
ler 330 to synchronously adjust the baseband and RF con 
trols, respectively, associated With the transmitting unit 220. 
In particular, the processing component 310 provides the 
?rst control signal to the baseband controller 320 Which, in 
turn, adjusts the variable baseband source 340 (i.e., to adjust 
the input poWer of the transmitting unit 220). LikeWise, the 
processing component 310 provides the second control 
signal to the lineariZation controller 330 Which, in turn, 
adjusts the RF component 350 (i.e., to adjust the bias level 
of the transmitting unit 220). 

Typically, a radio frequency signal is based on a baseband 
signal. Thus, to generate the baseband signal, the processing 
component 310 may provide an input signal to the variable 
baseband source 340. The input signal may be a digital form 
of a signal including, but not limited to, voice, data, and 
multimedia. The channel ?lter 450, Which may be a ?nite 
impulse response (FIR) ?lter that operates to limit band 
Width of the input signal to a single channel. As noted above, 
the processing component 310 provides the ?rst control 
signal to the baseband controller 320 to adjust the variable 
baseband source 340. Based on the ?rst control signal, for 
example, the baseband controller 320 may generate a ?rst 
adjustment signal and a second adjustment signal to adjust 
the digital multiplier 410 (i.e., a digital gain/attenuation 
stage) and the attenuator 430 (i.e., an analog gain/attenua 
tion stage), respectively, of the variable baseband source 
340. In response to the ?rst adjustment signal from the 
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baseband controller 320, the digital multiplier 410 provides 
a scaling factor to adjust the amplitude of the output of the 
channel ?lter 450 (i.e., a ?ne adjustment to the input signal). 
Thus, the output of the channel ?lter 450 may be a signal that 
is proportional to the input signal from the processing 
component 310 (e.g., a multiple of the input signal). Then, 
the DAC 420 converts the output of the digital multiplier 
410 from a digital form to an analog form. The attenuator 
430 may adjust the output of the DAC 420 (i.e., a coarse 
adjustment to an analog form of the input signal) in response 
to the second adjustment signal from the baseband controller 
320. Accordingly, the baseband ?lter 440 (e.g., a loW-pass 
?lter (LPF)) selectively sorts the output of the attenuator 430 
to a desired frequency band (i.e., speci?c range of frequen 
cies) to produce the baseband signal from the variable 
baseband source 340. 

As mentioned above, the RF component 350 is opera 
tively coupled to the variable baseband source 340. Thus, the 
variable baseband source 340 may provide the baseband 
signal to the RF component 350 to generate an RF signal. In 
particular, the RF mixer 510 modulates the baseband signal 
to a higher radio frequency for transmission over the air, i.e., 
a carrier. Accordingly, the variable gain ampli?er component 
520 receives the output of the RF mixer 510. The processing 
component 310 provides the second control signal to the 
lineariZation controller 330 to adjust the variable gain ampli 
?er component 520. For example, the processing component 
310 may provide the second control signal (e.g., the control 
signal in analog form) to the lineariZation controller 330 
Which, in turn, generates a plurality of adjustment signals to 
adjust the variable gain ampli?er component 520. The 
post-mixer ampli?er 542 and the ?rst and second VCAs 544, 
546 amplify the output of the RF mixer 510 based on the 
plurality of adjustment signals generated by the lineariZation 
controller 330. In particular, a ?rst adjustment signal from 
the lineariZation controller 330 may adjust the bias level of 
the post-mixer ampli?er 542 (e.g., adjust the voltage or 
current of the post-mixer ampli?er 542). A second adjust 
ment signal and a third adjustment signal may adjust the RF 
level of the RF signal via the ?rst and second VCAs 544, 
546, respectively (e.g., adjust the voltage of the ?rst and 
second VCAs 544, 546 to control the amplitude of the output 
from the post-mixer ampli?er 542). Accordingly, the inter 
stage ?lter 530 selectively sorts the output of the variable 
gain ampli?er component 520 to a desired range of frequen 
cies (i.e., “clean-up” the edges) to produce the RF signal. 
Then, the PA component 370 may boost the signal poWer of 
the RF signal to the level to be transmitted While the post-PA 
component 380 may prepare the RF signal for transmission 
via an over-the-air channel. 

In an alternate embodiment, the processing component 
310 may also directly adjust the bias level of the RF 
component 350. In particular, the processing component 310 
may be operatively coupled to the variable gain ampli?er 
component 520. For example, the lineariZation component 
330 may be operatively coupled to the post-mixer ampli?er 
542 and the ?rst VCA 544 While the processing component 
310 may be operatively coupled to the second VCA 546 as 
shoWn in FIG. 6. 

In another alternate embodiment, the transmitting unit 
220 may be entirely DSP-controlled by the processing 
component 310 (i.e., operate Without the baseband controller 
320 and the lineariZation controller 330). The processing 
component 310 may operate as both the baseband controller 
320 and the lineariZation controller 330. Referring to FIG. 7, 
for example, the processing component 310 may operatively 
coupled to the variable baseband source 340 and the RE 
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8 
component 350. To adjust the input poWer of the transmit 
ting unit 220, the processing component 310 may be opera 
tively coupled to the digital multiplier 410 and the attenuator 
430 of the variable baseband source 340. Further, the 
processing component 310 may be operatively coupled to 
the variable gain ampli?er component 520 to adjust the bias 
level of the RF component 350. The processing component 
310 may be operatively coupled to the post-mixer ampli?er 
542, and the ?rst and second VCAs 544 and 546. 

In yet another alternate embodiment, the transmitting unit 
220 may include other modulators and intermediate fre 
quency (IF) components as one of ordinary skill in the art 
Will readily recogniZe to generate the radio frequency signal 
based on the baseband signal from the variable baseband 
source 340. For example, the transmitting unit 220 may 
include an IF component operatively coupled to the variable 
baseband source 340 and the RF component 350. 

In addition to operating Within a mobile station (e.g., a 
cellular telephone), the transmitting unit 220 may be inte 
grated into other electronic devices such as, but not limited 
to, a cordless telephone, a personal digital assistant (PDA), 
and a laptop computer. Further, the transmitting unit 220 
may be operable in accordance With a variety of Wireless 
communication protocols such as, but not limited to, a code 
division multiple access (CDMA) based communication 
protocol, a time division multiple access (TDMA) based 
communication protocol, a global service for mobile com 
munications (GSM) based communication protocol, a Blue 
tooth based communication protocol, and a Wireless local 
area netWork (WLAN) communication protocol (e.g., an 
Institute of Electrical and Electronics Engineer (IEEE) 
802.11 based communication protocol). 

In accordance With the preferred embodiments of the 
present invention, and With references to FIG. 8, a method 
800 for controlling transmission poWer associated With a 
transmitting unit of a mobile station is shoWn. Method 800 
begins at step 810, Wherein a mobile station generates a ?rst 
control signal and a second control signal based on poWer 
control information from a base station providing commu 
nication service to the mobile station. The poWer control 
information provides information so that the mobile station 
may be operable in accordance With a Wireless communi 
cation protocol (e.g., CDMA). Accordingly, the mobile 
station may adjust the input poWer and the bias level 
associated With the transmitting unit to meet the output 
poWer and linearity requirements of the Wireless communi 
cation protocol. During an RF output poWer reduction as 
speci?ed by the base station, for example, the mobile station 
may synchronously reduce the input poWer and the bias 
level associated With the transmitting unit. In particular, the 
processing component at step 820 provides the ?rst control 
signal to adjust poWer associated With an input signal to 
generate a baseband signal (i.e., to reduce the input poWer of 
the transmitting unit). For example, the processing compo 
nent may provide the ?rst control signal to a baseband 
controller (e.g., one shoWn as 320 in FIG. 3) Which, in turn, 
adjusts a variable baseband source associated With the 
transmitting unit (one shoWn as 340 in FIG. 3) to generate 
the baseband signal based on the input signal. Likewise at 
step 830, the processing component provides the second 
control signal to adjust the poWer associated With the 
baseband signal to generate the radio frequency signal (i.e., 
to reduce the bias level associated With the transmitting 
unit). That is, the processing component may provide the 
second signal to a lineariZation controller (one shoWn as 330 
in FIG. 3) that is operable to adjust a radio frequency 
component associated With the transmitting unit (one shoWn 
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350 in FIG. 3) to generate the radio frequency signal. By 
reducing the input power and the bias level during an RF 
output poWer reduction, the mobile station may reduce the 
amount of supply current required to operate the transmit 
ting unit. As a result of less poWer consumption by the 
transmitting unit, transmission ef?ciency of the mobile sta 
tion may be improved (e.g., transmission time of a battery 
poWering the mobile station may be extended). 
Many changes and modi?cations to the embodiments 

described herein could be made. The scope of some changes 
is discussed above. The scope of others Will become appar 
ent from the appended claims. 

What is claimed is: 
1. In a Wireless communication system, Wherein a base 

station provides poWer control information to a mobile 
station, the mobile station comprising: 

a controller comprising a processor and a memory opera 
tively coupled to the processor, and 

a transmitting unit operatively coupled to the controller, 
the transmitting unit comprising: 
a variable baseband source operable to generate a 

baseband signal based on an input signal; 
a radio frequency component operatively coupled to the 

variable baseband source, the radio frequency com 
ponent being operable to generate a radio frequency 
signal based on the baseband signal; 

a processing component operatively coupled to the 
variable baseband source, the processing component 
being operable to generate a ?rst control signal and 
a second control signal based on poWer control 
information from the base station to control trans 
mission poWer of the radio frequency signal; 

a baseband controller operatively coupled to the pro 
cessing component and the variable baseband 
source, the baseband controller being operable to 
adjust the variable baseband source based on the ?rst 
control signal from the processing component; and 

a lineariZation controller operatively coupled to the 
processing element, the lineariZation controller 
being operable to adjust the radio frequency com 
ponent based on the second control signal from the 
processing component. 

2. The mobile station of claim 1, Wherein the variable 
baseband source comprising: 

a digital multiplier operatively coupled to the processing 
component; 

a digital-to-analog converter operatively coupled to the 
digital multiplier; 

an attenuator operatively coupled to the digital-to-analog 
converter and the baseband controller; and 

a baseband ?lter operatively coupled to the attenuator and 
the radio frequency component. 

3. The mobile station of claim 2, Wherein the variable 
baseband source further comprising a channel ?lter opera 
tively coupled to the processing component and the digital 
multiplier. 

4. The mobile station of claim 2, Wherein the variable 
baseband source further comprising a ?nite impulse 
response ?lter operatively coupled to the processing com 
ponent and the digital multiplier. 

5. The mobile station of claim 2, Wherein the attenuator 
comprises a programmable baseband step attenuator. 

6. The mobile station of claim 1, Wherein the RF com 
ponent comprising: 

an RF mixer operatively coupled to the variable baseband 
source; 
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10 
a variable gain ampli?er component operatively coupled 

to the RF mixer and the lineariZation controller; and 
an interstage ?lter operatively coupled to variable gain 

ampli?er component and the poWer ampli?er. 
7. The mobile station of claim 6, Wherein the variable gain 

ampli?er component comprises one of a post-mixer ampli 
?er and a voltage controlled ampli?er (VCA) operatively 
coupled to the lineariZation controller. 

8. The mobile station of claim 7, Wherein the lineariZation 
controller is operable to adjust bias level of the post-mixer 
ampli?er. 

9. The mobile station of claim 6, Wherein the variable gain 
ampli?er component comprises a post-mixer ampli?er, a 
?rst voltage controlled ampli?er (V CA), and a second 
voltage controlled ampli?er (VCA), the post-mixer ampli?er 
and the ?rst voltage controlled ampli?er are operatively 
coupled to the lineariZation controller, and the second volt 
age controlled ampli?er (V CA) is operatively coupled to the 
processing component. 

10. The mobile station of claim 1 further comprising a 
poWer ampli?er operatively coupled to the radio frequency 
ampli?er component. 

11. The mobile station of claim 1 Wherein the baseband 
controller and the lineariZation controller are operable to 
substantially synchronously adjust the variable baseband 
source and the radio frequency component based on the ?rst 
and second control signals, respectively. 

12. The mobile station of claim 1, Wherein the mobile 
station operates in accordance With one of a code division 
multiple access (CDMA) based communication protocol, a 
time division multiple access (TDMA) based communica 
tion protocol, a global service for mobile communications 
(GSM) based communication protocol, a Bluetooth based 
communication protocol, and a Wireless local area netWork 
(WLAN) communication protocol. 

13. In a Wireless device, a transmitting unit comprising: 
a variable baseband source operable to generate a base 

band signal based on an input signal; 
a radio frequency component operatively coupled to the 

variable baseband source, the radio frequency compo 
nent operable to generate a radio frequency signal 
based on the baseband signal; and 

a processing component operatively coupled to the vari 
able baseband source and the radio frequency compo 
nent, 

the processing component being operable to adjust poWer 
associated With the input signal and poWer associated 
With the baseband signal to generate the radio fre 
quency signal. 

14. The transmitting unit of claim 13, Wherein the pro 
cessing component is operable to generate a ?rst control 
signal and a second control signal, and Wherein the trans 
mitting unit further comprising: 

a baseband controller operatively coupled to the process 
ing component and the variable baseband source, the 
baseband controller being operable to adjust the vari 
able baseband source based on the ?rst control signal; 
and 

a lineariZation controller operatively coupled to the pro 
cessing component and the radio frequency component, 
the lineariZation controller being operable to adjust the 
radio frequency component based on the second control 
signal. 

15. The transmitting unit of claim 13, Wherein the trans 
mitting unit operates in accordance With one of a code 
division multiple access (CDMA) based communication; 
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protocol, a time division multiple access (TDMA) based 16. The transmitting unit of claim 13, Wherein the Wireless 
communication protocol, a global service for mobile com- device is one of a cellular telephone, a cordless telephone, a 
munications (GSM) based communication protocol, a Blue- personal digital assistant (PDA), and a laptop computer. 
tooth based communication protocol, and a Wireless local 
area netWork (WLAN) communication protocol. * * * * * 


