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REDUCED VOLTAGE PRE-CHARGE 
MULTIPLEXER 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application claims priority from a US. Provisional 
Patent Application 60/510,710, ?led Oct. 10, 2003. 

TECHNICAL FIELD 

The invention relates to a semiconductor integrated circuit 
device, and more particularly to a semiconductor integrated 
circuit device incorporating a multiplexer circuit utiliZing a 
pre-charged node to increase signal throughput speed. 

BACKGROUND ART 

With respect to FIG. 1, a prior art multiplexer circuit 100, 
from US. Pat. No. 5,701,095 to OhsaWa, includes a data 
selecting circuit 110 and an NMOS pre-charge transistor 
120. Input data signals A through D and selecting signals 5 
through d (a-bar through d-bar) control the connection of a 
system supply potential VDD to a common node X provid 
ing an output signal 6 (Q-bar) by biasing the gate terminals 
of PMOS transistors 2-1 thru 2-4 and 3-1 thru 3-4. The 
common node X is charged to a system ground potential 
GND by setting a pre-charge signal PRCH high, thereby 
biasing the NMOS pre-charge transistor 120 into conduc 
tion. After completion of the charging operation, the pre 
charge signal PRCH goes loW, and the common node X 
?oats. The ’095 patent discloses a method for setting the 
input data signals A-D at a level loWer than the poWer 
supply voltage VDD to speed up transmission of the input 
data signals A-D to the common node X. HoWever, the ’095 
patent does not disclose control of the pre-charge potential 
at the common node X as a method to speed up the 
transmission of the input data signals A-D to the common 
node X. 

SUMMARY OF THE INVENTION 

Prior art multiplexers sulfer from loW speeds due to 
factors such as 1) heavy loading on a common node and 2) 
depth of stages in a path (“stage dept ”). Each of these tWo 
factors produces a different type of delay. The heavy loading 
on a common node causes a select-to-output delay. The stage 
depth causes an input-to-output delay. 

The present invention has a loW input to output delay as 
Well as a loW select to output delay. The multiplexer is a 
common line With individual pulldoWns for each input that 
are gated by selects. A reduced voltage pre-charge on the 
common line alloWs a quick response to a pulldoWn. 

The reduced voltage pre-charge multiplexer of the present 
invention signi?cantly reduces path delay through a large 
multiplexer. The multiplexer utiliZes a common pre-charge 
node With input and select gated discharge paths. A pre 
charge level is loWered to less than full voltage to further 
reduce path delay. The loWer pre-charge voltage signi? 
cantly reduces a time required to cause the common node to 
reach a sWitching point of the bu?fered output of the mul 
tiplexer. 

Additionally, the present invention has a reduced stage 
depth for a given path providing an increased operating 
speed using a pre-charge/discharge approach to increase the 
path speed by reducing the load on the common line. The 
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2 
reduced voltage pre-charge signi?cantly increases the oper 
ating speed over the pre-charge/ discharge approach over the 
prior art. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic diagram of a multiplexer circuit as 
knoWn in the prior art. 

FIG. 2 is a schematic diagram of a multiplexer circuit 
according to an exemplary embodiment of the present 
invention. 

FIG. 3 is a voltage-time graph comparing signals propa 
gated under the prior art and in accordance With the exem 
plary embodiment of FIG. 3. 

FIG. 4 is a schematic diagram of an exemplary embodi 
ment of a pulse Width modulator (PWM). 

FIG. 5 is a timing diagram illustrating the operation of a 
pre-charge control circuit according to the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

With reference to FIG. 2, an exemplary embodiment of a 
loW pre-charge voltage multiplexer 200 is comprised of a 
PMOS pre-charge transistor P1, a ?rst NMOS input tran 
sistor NIO, a ?rst NMOS select transistor NSO, a second 
NMOS input transistor N11, and a second NMOS select 
transistor NS1. An input signal I0 is coupled to the gate 
terminal of the ?rst NMOS input transistor N10. The drain 
terminal of the ?rst input transistor N10 is coupled to a 
common circuit node COMMON. The source terminal of the 
?rst NMOS input transistor N10 is coupled to the drain 
terminal of the ?rst NMOS select transistor NSO. A select 
signal S0 is coupled to the gate terminal of the ?rst NMOS 
select transistor NSO. The source terminal of the ?rst NMOS 
select transistor NSO is coupled to a system ground potential 
GND. An input signal I1 is coupled to the gate terminal of 
the second NMOS input transistor N11. The drain terminal 
of the second input transistor N11 is coupled to the common 
circuit node COMMON. The source terminal of the second 
NMOS input transistor N11 is coupled to the drain terminal 
of the second NMOS select transistor NS1. A select signal 
S1 is coupled to the gate terminal of the second NMOS 
select transistor NS1. The source terminal of the second 
NMOS select transistor NS1 is coupled to the system ground 
potential GND. 

The PMOS pre-charge transistor P1 has its source termi 
nal coupled to a pre-charge supply potential VPCHG, its 
gate terminal coupled to a pre-charge control signal CHG, 
and its drain terminal coupled to the common signal node 
COMMON. An output bulfer 250 has its input terminal 
coupled to the common signal node COMMON, and its 
output terminal coupled to output signal OUT. In the exem 
plary embodiment, the output bulfer 250 is an inverter. The 
output signal OUT produced by the action of the output 
bulfer 250 is the logical inverse of the signal present on the 
common signal node COMMON. A system supply potential 
VDD and the system ground potential GND are coupled to 
the output bulfer 250 to provide poWer for its operation. 

It is useful to conceptualiZe the operation of the loW 
pre-charge voltage multiplexer 200 as having tWo phases: a 
pre-charge phase and an evaluate phase. 

During the pre-charge phase of the loW pre-charge voltage 
multiplexer 200, both select signals S0 and S1 are held at 
logic loW, preventing conduction in the ?rst input select 
transistor NS0 and the second input select transistor NS1. 
The pre-charge control signal CHG is set to logic loW and 
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biases the PMOS pre-charge transistor into conduction. This 
results in the pre-charge supply potential VPCHG being 
coupled to the common signal node COMMON. The pre 
charge supply potential VPCHG is selected to be less than 
the system supply potential VDD, but greater than a sWitch 
point of the output bulfer 250. In the exemplary embodi 
ment, the pre-charge supply potential VPCHG is approxi 
mately 1.8 volts, and the system supply potential is 
approximately 2.85 volts. After the potential on the common 
signal node COMMON reaches approximately the pre 
charge supply potential VPCHG, the pre-charge control 
signal CHG is set to logic high and biases the PMOS 
pre-charge transistor o?f, ?oating the common signal node 
COMMON. Once charged, the common signal node COM 
MON remains at approximately the pre-charge supply 
potential VPCHG until discharged, to be explained infra. 

During the evaluate phase of operation, one of select 
signals S0 and S1 is set to logic high, thereby enabling the 
associated input signal (I0 and I1 respectively) to control a 
discharge path for the common node COMMON through the 
NMOS input transistor NIO and NI1. For example, assume 
S0 is set to logic high, biasing the ?rst NMOS select 
transistor NSO into conduction. The state of the common 
signal node COMMON noW depends on a value of the input 
signal I0. If the input signal I0 is at logic high, then the ?rst 
NMOS input transistor NIO is biased into conduction. The 
series combination of the ?rst NMOS select transistor NS0 
and the ?rst NMOS input transistor NIO provides a path for 
the discharge of the common signal node COMMON, alter 
ing its condition to a logic loW. The logic loW is then inverted 
by the output bulfer 250 to a logic high on output signal 
OUT Which matches the input signal I0. The reduced pre 
charge voltage signi?cantly reduces the time required to 
cause the common signal node COMMON to reach the 
sWitching point of the output bulfer 250, by alloWing a fast 
response to the pulldoWn. Overall, the speed gain is depen 
dent on hoW close the pre-charge supply potential VPCHG 
is to the sWitching point of the output bulfer 250. 

If the input signal I0 is logic loW during the evaluation 
phase of the circuit operation, no pulldoWn of the common 
signal node COMMON occurs. The common signal node 
COMMON remains at logic high, and the output signal OUT 
remains at logic loW, matching I0. The output signal OUT 
can conceptually be considered to match the input signal I0 
With a small propagation time delay. 

Those skilled in the art Will readily recogniZe that the 
number of signals processed by the loW pre-charge voltage 
multiplexer 200 may be increased by the instantiation of 
additional series combinations of an NMOS input transistor 
With an associated NMOS select transistor, extending the 
circuit illustrated in FIG. 2. 

In an alternate embodiment of the present invention, an 
alternative NMOS pre-charge transistor may be substituted 
for PMOS pre-charge transistor P1, the alternative NMOS 
pre-charge transistor having its source terminal coupled to 
the system supply potential VDD, its drain terminal coupled 
to the common signal node COMMON, and its gate terminal 
coupled to the pre-charge control signal CHG. A voltage 
reduction of approximately one diode potential (about 0.6 to 
0.7 volts) Would be produced by the NMOS device so 
con?gured, resulting in the desired reduction in the pre 
charge potential present on the common signal node COM 
MON. The logical polarity of the pre-charge control signal 
CHG controlling the NMOS operation Would be inverted 
With respect to the case of PMOS pre-charge transistor P1, 
by means readily knoWn to those skilled in the art, to provide 
an appropriate on/olf function by the NMOS transistor. 
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4 
With reference to FIG. 3, a voltage-time graph compares 

the performance of the present invention With a multiplexer 
design based on the prior art. A reduced voltage pre-charge 
curve 310 represents the time vs. voltage behavior of the 
common signal node COMMON for a multiplexer according 
to the exemplary embodiment of the present invention. A 
normal voltage pre-charge curve 320 represents the time vs. 
voltage behavior of the common signal node COMMON, 
Where the pre-charge voltage is equal to the system supply 
potential VDD, in accordance With the prior art. A sWitch 
point potential line 330 represents a threshold level at Which 
the output bulfer 250 sWitches logic states. During a pre 
charge interval 340, both pre-charge curves remain constant 
at their initial values. HoWever, during an evaluate interval 
350, the pre-charge curves decrease as time progresses. The 
points Where the reduced pre-charge curve 310 and the 
normal pre-charge curve 320 cross the sWitchpoint potential 
line 330 determines When the multiplexer output transitions 
to its desired value. The difference betWeen the crossing 
points is given by a reduced delay interval 360 Which 
represents the performance improvement associated With the 
present invention. 

FIG. 4 is a schematic diagram of an exemplary embodi 
ment of a pulse Width modulator (PWM) 400 circuit utiliZ 
ing the present invention. The pulse Width modulator 400 is 
comprised of the loW pre-charge voltage multiplexer 200, a 
current controlled delay chain 420, a state machine 460, a 
tap select register 480, a pre-charge control circuit 440, and 
the output bulfer 250. The current controlled delay chain 420 
is further comprised of a plurality of clock delay elements 
422 and associated clock delay chain taps 424. The clock 
delay elements 422 may be any of a plurality of signal delay 
con?gurations knoWn to those skilled in the art, one example 
of Which is tWo inverters connected in series. In the exem 
plary embodiment, each of the clock delay elements 422 and 
the associated clock delay chain taps 424 are instantiated 48 
times and connected in series to produce multiple values of 
delay as a clock signal clk propagates through the current 
controlled delay chain 420. Only a portion of the 48 instan 
tiations are shoWn for the sake of clarity. 

Each of the 48 instances of the delay chain taps 424 is 
coupled to an input signal terminal of the loW pre-charge 
voltage multiplexer 200. In FIG. 4, only the input signal I0 
and the input signal I1 couplings are shoWn to avoid 
obscuring the essential features of the present invention. 
State machine 460 is coupled to an encoded pulse train 
output terminal and to the tap select register 480. The tap 
select register 480 is coupled to the select signal terminals. 
In FIG. 4, only the select signal S0 and the select signal S1 
are shoWn, but in actuality one select signal is associated 
With each input signal terminal. Based on a value of the 
encoded pulse train output, the state machine 460 con?gures 
the tap select register 480 to select one speci?c select signal 
out of the 48 instantiations Which enables the associated 
input signals providing a desired delay of the clock signal 
clk. Arrival of the delayed clock at the speci?c select signal 
enables discharge of the common signal node COMMON, 
resulting in propagation of the delayed clock to the output 
signal OUT. 
The pre-charge control circuit 440 is coupled to the 

encoded pulse train output and to the pre-charge control 
node CHG. In the exemplary embodiment, the pre-charge 
control circuit 440 is a simple delayed inversion and feed 
back of the multiplexer circuit output signal OUT. In opera 
tion, a rising edge signal on the output signal OUT causes 
the state machine 460 to advance the speci?c select signal 
selected by the tap select register 480, breaking the dis 
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charge path and triggering the pre-charge process. The 
initiation of the pre-charge process raises the potential on the 
common signal node COMMON, returning the output signal 
OUT to a logic loW and prepares the pulse Width modulator 
(PWM) 400 circuit for the arrival of the delayed clock at the 
next selected tap. The signal on output signal OUT produced 
in this manner is termed a self-timed clock pulse. Those 
skilled in the art Will readily recogniZe that the self-timed 
clock pulse need only be Wide enough to advance the tap 
select register. 

With reference to FIG. 5, a timing diagram of the pre 
charge control circuit 440 according to the present invention 
is comprised of a common signal node timing curve 510, an 
output signal node timing curve 520, and a pre-charge 
control signal timing curve 530. At event AS, the common 
signal node COMMON, initially charged to pre-charge 
supply potential VPCHG, is pulled to a logic loW during the 
evaluate phase of the loW pre-charge voltage multiplexer 
200 operation. As a result, after a time period t1 associated 
With a propagation delay through the output buffer 250, the 
output signal OUT transitions from logic loW to logic high. 
Note that the value of logic high associated With the output 
signal node timing curve 520 is the system supply potential 
VDD. This is because the output buffer 250 is poWered by 
the system supply potential VDD and system ground poten 
tial GND and has a logic sWing Which spans the potential 
difference betWeen these supply potentials. The output sig 
nal OUT is inverted and delayed by the pre-charge control 
circuit 440 for a time period t2, causing the pre-charge 
control signal CHG to transition to logic loW. This causes 
PMOS pre-charge transistor P1 to be biased into conduction, 
initiating the charging process on the common signal node 
COMMON by coupling COMMON to the pre-charge sup 
ply potential VPCHG. Those skilled in the art Will readily 
recogniZe that the signal inversion is necessary due to the 
operating characteristics of the PMOS transistors, Which 
cause them to enter conduction When their gate terminals are 
biased at logic loW, and Which further cause them to be off 
When their gate terminals are biased at logic high. After a 
time period t3, the common signal node COMMON charges 
to the pre-charge supply potential VPCHG. At event B5, the 
rising edge of the common signal node COMMON causes 
the output signal OUT to transition to logic loW after a time 
period t4 associated With the propagation delay through the 
output buffer 250. The output signal OUT is inverted and 
delayed by the pre-charge control circuit 440 for a time 
period t5, causing the pre-charge control signal CHG to 
transition to logic high. This causes PMOS pre-charge 
transistor P1 to be shut o?‘. The common signal node 
COMMON is alloWed to ?oat, remaining at the pre-charge 
supply potential VPCHG. The common signal node COM 
MON continues to ?oat for a time period t6. At the end of 
time period t6, the common signal node COMMON is pulled 
to logic loW, restarting the process Which began at event A5. 
A novel point in the operation of the pre-charge control 

circuit 440 as evidenced by inspection of the common signal 
node timing curve 510, the output signal timing curve 520, 
and the pre-charge control signal timing curve 530, is that 
the pre-charge timing is automatically generated from the 
output signal OUT of the pulse Width modulator (PWM) 
400. 

In the foregoing speci?cation, the present invention has 
been described With reference to speci?c embodiments 
thereof. It Will, hoWever, be evident that various modi?ca 
tions and changes can be made thereto Without departing 
from the broader spirit and scope of the present invention as 
set forth in the appended claims. For example, in the 
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6 
exemplary embodiment, only one select is alloWed to be 
active (high) at a time. HoWever, other embodiments are 
envisioned Where more than one select could be active at a 
time. The speci?cation and draWings are, accordingly, to be 
regarded in an illustrative rather than a restrictive sense. 
What is claimed is: 
1. An electronic circuit for selecting one of a plurality of 

input signals for coupling to an output channel of an output 
buffer, the electronic circuit comprising: 

a plurality of input terminals; 
a plurality of pulldoWn devices con?gured to provide a 

separate pathWay for each of the plurality of input 
terminals, each of the pulldoWn devices being coupled 
to a common pre-charge node; 

a select signal terminal coupled to each of the pulldoWn 
devices and con?gured to gate each of the plurality of 
input terminals; 

a system poWer supply having a voltage potential VDD, 
and a pre-charge supply, With a pre-charge voltage 
potential VPCHG. the system voltage potential exceed 
ing the pre-charge supply voltage and the precharge 
voltage potential exceeding the sWitchpoint voltage 
during a pre-charge interval, but dropping to and beloW 
the sWitchpoint voltage afterWards; and 

a pre-charge device to provide the pre-charge voltage 
potential for the common pre-charge node, the pre 
charge device having a ?rst terminal coupled to the 
pre-charge supply and a second terminal coupled to the 
pre-charge node to provide the pre-charge voltage 
potential, the pre-charge voltage potential being both 
greater than the sWitchpoint voltage of the output buffer 
and closer in value to the sWitchpoint voltage than to 
the system supply voltage potential, VDD, the output 
buffer sWitching logic states When the pre-charge volt 
age drops beloW the sWitchpoint voltage after the 
pre-charge interval. 

2. The electronic circuit of claim 1, Wherein the pre 
charge device comprises a PMOS transistor coupled to the 
pre-charge potential supply. 

3. The electronic circuit of claim 1, Wherein the system 
supply potential, VDD, is about 2.85 volts and the pre 
charge potential is about l.8 volts. 

4. The electronic circuit of claim 1, Wherein the pre 
charge device comprises an NMOS transistor coupled to the 
pre-charge potential supply. 

5. A method for coupling an input signal placed on one of 
a plurality of input signal terminals to an output channel of 
an output buffer in an integrated circuit, the method com 
prising: 

coupling an NMOS input transistor having a gate terminal 
in series With an NMOS select transistor having a gate 
terminal to create a pulldoWn circuit; 

creating a plurality of pulldoWn circuits; 
associating an individual pulldoWn circuit With one of the 

plurality of input terminals by coupling the gate termi 
nal of the NMOS input transistor to the input signal; 

coupling one of a plurality of select signals to the gate 
terminal of one of the NMOS select transistors; 

coupling the plurality of pulldoWn circuits to a common 
pre-charge node; 

providing a system poWer supply having a voltage poten 
tial VDD and further providing a pre-charge supply 
having a pre-charge voltage potential VPCHG less than 
VDD; 

coupling a PMOS pre-charge transistor to the pre-charge 
node and to the pre-charge supply With the pre-charge 
voltage potential being selected to be both greater than 
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the sWitchpoint voltage of the output bulTer and closer 
in value to the sWitchpoint voltage than to system 
supply voltage potential, VDD; 

pre-charging the common node to the pre-charge supply 
voltage potential by biasing the PMOS pre-charge 
transistor into conduction; 

initiating a pulldoWn of the common node by biasing a 
single pulldoWn circuit into conduction in response to 
an active select signal on the NMOS select transistor of 
the single pulldoWn circuit and a logic high present on 
the gate terminal of the NMOS input transistor of the 
single pulldoWn circuit; and 

sWitching logic states at the output bulTer When the 
pre-charge voltage at the common node drops beloW 
the sWitchpoint voltage. 

6. An electronic circuit for selecting one of a plurality of 
input signals for coupling to an output channel, the elec 
tronic device comprising: 

an output bulTer having a characteristic sWitchpoint volt 
age at Which the output bulTer sWitches logic states, the 
bulTer coupled to the output channel; 

a plurality of input terminals; 
a plurality of pulldoWn devices each connected in a 
manner to provide a separate pathWay for each of the 
plurality of input terminals, each of the individual 
pulldoWn devices being coupled to a common pre 
charge node; 
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a select means for gating each of the plurality of input 

terminals; and 
means for providing a system poWer supply having a 

voltage potential VDD and further providing a pre 
charge potential supply having a pre-charge voltage for 
the common pre-charge node, the pre-charge voltage 
being selected to be both greater than a sWitchpoint 
voltage of the output bulTer and the system supply 
voltage potential VDD but closer in value to the sWitch 
point voltage than to the system supply voltage poten 
tial, VDD during a pre-charge interval but dropping to 
and beloW the sWitchpoint voltage afterwards, Where 
upon the output bulTer sWitches logic states. 

7. The electronic circuit of claim 6, Wherein the pre 
charge potential supply has a PMOS transistor coupled to the 
pre-charge potential supply. 

8. The electronic circuit of claim 6, Wherein the system 
poWer supply potential, VDD, is about 2.85 volts and the 
pre-charge supply voltage is about 1.8 volts. 

9. The electronic circuit of claim 6, Wherein the pre 
charge potential supply has an NMOS transistor coupled to 
a pre-charge potential supply. 


