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SELF-IDENTIFYING ANTENNA SYSTEM 

BACKGROUND OF THE INVENTION 

The present system is directed to the ?eld of antenna 
technology for Wireless communication. The present system 
has special applicability in a Wireless access point (AP) or 
Wireless bridge (BR) of the type used With a Wireless local 
area netWork (WLAN) 

The Federal Communications Commission (FCC) and 
other regulatory agencies WorldWide place a number of 
restrictions on intentional radiator components such as trans 
mitting radio antennas. In one instance, the FCC requires 
that radio components for WLAN devices operate at a ?xed 
maximum poWer level, so as to maintain compliance With an 
approved antenna gain. This poWer level is established for 
each WLAN device during the installation of a WLAN. In 
order to insure compliance With the poWer/gain require 
ments, the FCC requires that a professional, licensed 
installer be contracted to install these components, and that 
once installed the end user has no access to increase the 

maximum available poWer level set by the professional 
installer. 

In a further effort to insure compliance, the FCC requires 
that intentional radiators such as WLAN devices be 
designed so that no antenna may be used With the device 
other than the one speci?cally provided. Most manufactures 
accomplish this by providing a non-standard, proprietary 
reverse-TNC connector, for joining the radio component to 
the antenna. This special connector adds expense to the AP, 
While providing no additional functionality or other bene?t 
beyond compliance With regulations. 

SUMMARY OF THE INVENTION 

The di?iculties and drawbacks of previous-type systems 
are overcome by the present antenna system, to be used With 
a radio component particularly a WLAN device. The present 
system includes an antenna element for transmitting and 
receiving signals at radio frequencies. An antenna connector 
is provided for establishing a signal connection betWeen the 
antenna element and a radio component. An electronic 
serialization component is provided for indicating one or 
more predetermined antenna characteristics. This compo 
nent is adapted to read out the predetermined antenna 
characteristics through the antenna connector to the radio 
component. 
As Will be realized, the invention is capable of other and 

different embodiments and its several details are capable of 
modi?cations in various respects, all Without departing from 
the invention. Accordingly, the draWing and description are 
to be regarded as illustrative and not restrictive. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram representing the structure of a 
preferred embodiment in accordance With the present sys 
tem. 

FIG. 2 is a How chart illustrating the method of varying 
operational parameters in accordance With the present sys 
tem. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

As shoWn in FIG. 1, an antenna system 10 is disclosed 
that cooperates With a Wireless transceiver 20, preferably for 
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2 
exchanging Wireless telecommunications in the radio fre 
quency (RF) band of the electromagnetic spectrum. The 
antenna system 10 includes an antenna element 12 for 

transmitting and receiving signals at radio frequencies. In 
the preferred embodiment, the present antenna system 10 is 
used in accordance With a Wireless access point or bridge of 

the type used With a WLAN. In such an embodiment, it is 
contemplated that the present system Would communicate 
over one or both of the 2.4 GHz and 5 GHz Wireless bands, 
in accordance With the IEEE 802.11 protocols. Of course, it 
should be appreciated that the present embodiments could be 
used With any Wireless communication device, operating 
under any Wireless band, including large communications 
stations and small, hand-held units, all Without departing 
from the scope of the invention. 

The present antenna element 12 cooperates With an elec 
tronic serialization component 14 for indicating one or more 
predetermined antenna characteristics. The electronic seri 
alization component 14 can be any suitable type of identi 
?cation circuit, Where the predetermined antenna character 
istics are coded into or by the circuit. The predetermined 
antenna characteristics can be any suitable type of informa 
tion that can be used to identify the antenna or its properties. 
For example, the characteristics can include the level of 
antenna gain and its associated maximum output poWer, 
desired operation of the antenna, including selecting a 
preferred operational frequency band. The characterizing 
can also include a product model identi?cation number, 
including the manufacturer and the speci?c radio compo 
nents and type of connection With Which the antenna 12 is 
permitted to operate, in accordance With WorldWide regula 
tory requirements. Any other suitable identi?cation charac 
teristics could also be employed, Without departing from the 
invention. 

In the preferred embodiment, the electronic serialization 
component 14 is a programmable circuit, such a semicon 
ductor memory chip. In the preferred embodiment, a Dallas 
Semiconductor DS2502P memory chip could be used, 
though any other suitable component(s) could be used. 
HoWever, a hard-coded circuit may also be used, such as an 
analog or digital threshold detection circuit for detecting a 
desired voltage threshold, corresponding to a predetermined 
limit of antenna gain. Any other suitable circuit can be 
provided for detecting any other physical property of the 
signal, such as current, frequency, Waveform, and any other 
suitable characteristic that might be detected. It should also 
be appreciated that the antenna system can include any 
number of antenna elements in an antenna array, to establish 
any desired radiation pattern or any sort of sectorized 
communications service area, such as is knoWn in the art. 

In the preferred embodiment, the serialization component 
14 is an integral part of an antenna system that can be 
connected to the Wireless transceiver 20, so as to provide an 
externally-mounted antenna system 10. The antenna system 
10 can also be internally-mounted into a transceiver hous 
ing, so as to be a part of an internal unit. In any event, an 
antenna connector 16 is used for establishing a signal 
connection betWeen the antenna element 12 and a radio 
component 22 Within the transceiver 20. The serialization 
component 14 is mounted “doWnstream” of the antenna 
element 12. The antenna connector 16 can be a coaxial 

cable, or any other suitable means for establishing a signal 
connection With the radio component 22. 
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In operation, as shown in FIG. 2 the serialization com 
ponent 14 is con?gured to “read out” the programmed 
antenna characteristics, so as to send an “identi?cation 
stream” through the antenna connector 16 to the radio 
component 22. The radio component 22 includes an algo 
rithm and suitable hardWare for receiving and processing the 
signal from the serialization component 14, so as to vary one 
or more operational parameters in response to antenna 
characteristics. For example, if a required antenna gain is 
indicated the radio component algorithm automatically sets 
a limit on maximum poWer as indicated by the antenna 
element 12, so as to maintain compliance With the FCC 
mandated antenna gain. In this Way, a WLAN can noW be 
installed Without a lot of “?ne-tuning” of maximum output 
poWer by professional installers. By enabling antenna gain 
to be automatically detected by the algorithm, the present 
system could feasibly be installed by average maintenance 
personnel. It is hoped that the present invention Would 
simply rollout of a WLAN, and possibly lead to the revision 
of the FCC installation requirements. 

The present algorithm can be adapted to read out fre 
quency speci?cations from the serialization component 14. 
For example, in certain types of high-gain antennas, it is 
required that the end channels of the band not be used, to 
avoid interference encroachment at the adjoining bands. By 
specifying Which channels cannot be used, the present 
serialization component 14 can instruct the radio component 
22 to not transmit signals over prohibited frequency chan 
nels. In this Way, the present system can enable a single 
antenna system to replace a number of different antenna 
systems currently manufactured and marketed. For example, 
in 5 GHZ antenna systems, integral antenna systems are 
knoWn that Work in all bands, including the unlicensed 
UNII-l band, Which has a 200 mW operational limit. Exter 
nal antenna systems are knoWn that Work in all bands other 
than UNII-l. These antennas are otherWise similar, but tWo 
products are sold for each respective applications With the 
present systems, it is contemplated that a single antenna 
product “part number” can be manufactured, With the 
requirements for external and internal antennas programmed 
into the serialization component 14. In this Way, the present 
system can reduce manufacturing, packaging, inventory and 
distribution thereby realizing a considerable improvement in 
e?iciency. 

The present system also has the potential to alleviate the 
requirement that proprietary antennas be used With propri 
etary transceiver components. Rather than use a unique type 
of electrical connector betWeen the antenna and the radio 
component, the present radio component can be pro 
grammed to not function unless the correct product model 
number is read out of the serialization component 14. 
Similarly, the circuit of the serialization component 14 can 
include a sWitch, physical or programmatic, Which disables 
the radio unless it identi?es the correct type of antenna 
component 12. In this Way, compliance With regulatory 
standards is obtained Without incurring the additional 
expense of manufacturing a proprietary antenna connector 
component. 

In addition to facilitating FCC compliance, the present 
system alloWs for netWork management functionality. Since 
the antennas can “talk” to the access point or bridge, their 
predetermined antenna characteristics can also be read by a 
netWork administrator in a remote location. This can assist 
in inventory control and technical support of the WLAN, 
since all the antennas in a WLAN can be read out. In this 
Way, compliance can be assured at the administrative level, 
and any failures or other operational variations can be 
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4 
detected. The present system also offers the ?exibility of 
reprogramming one or more serialization components via 
the netWork. In a system upgrade, neW access points can be 
added to a WLAN, eg for distributing sectorized coverage 
of a conference room over a number of neWly added Wireless 
channels. In this event, it may be desirable to remotely 
reprogram the serialization component “on the ?y” over the 
netWork, to select a neW maximum output poWer and/or 
channel limitation. In this Way, the present system also 
alloWs greater control and ?exibility of netWork manage 
ment. 

As described hereinabove, the present invention solves 
many problems associated With previous type devices. HoW 
ever, it Will be appreciated that various changes in the 
details, materials and arrangements of parts Which have been 
herein described and illustrated in order to explain the nature 
of the invention may be made by those skilled in the area 
Within the principle and scope of the invention Will be 
expressed in the appended claims. 

I claim: 
1. An antenna system comprising: 
an antenna element for transmitting and receiving signals 

at radio frequencies; 
an antenna connector for establishing a signal connection 

betWeen the antenna element and a radio component; 
and 

an electronic serialization component for indicating at 
least one predetermined antenna characteristic, and 
adapted to read out the at least one predetermined 
antenna characteristic through the antenna connector to 
the radio component is coupled betWeen the antenna 
element and the antenna connector; 

Wherein the electronic serialization component comprises 
a circuit, the at least one predetermined antenna char 
acteristic is coded into the circuit; 

Wherein the circuit comprises a threshold detection circuit 
for detecting a predetermined voltage threshold, corre 
sponding to a predetermined antenna gain; and 

Wherein the electronic serialization component is repro 
grammable to alloW a change of a value of the at least 
one predetermined antenna characteristic. 

2. The antenna system of claim 1, Wherein the at least one 
predetermined antenna characteristic is selected from a 
group consisting of operational frequency band, product 
model number and type of connection. 

3. The antenna system of claim 2, Wherein the circuit 
comprises a semiconductor memory chip. 

4. The antenna system of claim 2, Wherein the antenna 
element comprises a plurality of antenna elements in an 
antenna array. 

5. A Wireless communication device comprising: 
a radio component for exchanging Wired electronic sig 

nals With Wireless signals; 
an antenna system comprising: 
an antenna element for respectively transmitting and 

receiving at radio frequencies the Wireless signals 
exchanged With the radio component; 

an antenna connector for establishing a signal connection 
betWeen the antenna and the radio component; and 

an electronic serialization component for indicating pre 
determined antenna characteristics, and adapted to read 
out the predetermined antenna characteristics through 
the antenna connector to the radio component; 

Wherein the electronic serialization component is coupled 
betWeen the antenna connector and the antenna element 
and is responsive to a remote signal to change a value 
of a selected predetermined antenna characteristic; and 
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wherein the electronic serialization component comprises 
a circuit, Wherein the predetermined antenna charac 
teristics are coded into the circuit, the circuit comprises 
a threshold detection circuit for detecting a predeter 
mined voltage threshold, corresponding to a predeter 
mined antenna gain. 

6. The Wireless communication device of claim 5, 
Wherein the predetermined antenna characteristics include 
one of a group consisting of operational frequency band, 
product model number, maximum output poWer and type of 
connection. 

7. The Wireless communication device of claim 5, 
Wherein the circuit comprises a semiconductor memory 
chip. 

8. The Wireless communication device of claim 5, 
Wherein the antenna element comprises a plurality of 
antenna elements in an antenna array. 

9. The Wireless communications device of claim 5, 
Wherein the antenna system is an integrally mounted antenna 
system. 

10. The Wireless communications device of claim 5, 
Wherein the antenna system is an externally mounted 
antenna system. 

11. The Wireless communications device of claim 5, 
Wherein the radio component comprises at least one algo 
rithm for varying at least one operational parameter in 
response to the predetermined antenna characteristics. 

12. The Wireless communications device of claim 11, 
Wherein the predetermined antenna characteristics comprise 
antenna gain, and Wherein the radio component algorithm 
sets antenna poWer so as to maintain antenna gain. 

13. The Wireless communications device of claim 5, 
Wherein the radio component and antenna system are 
included in at least one of a Wireless access point and bridge 
for use With Wireless local area netWork. 

14. A method of antenna operation comprising: 
receiving an identi?cation stream from an antenna seri 

alization component; 
processing the identi?cation stream so as to identify at 

least one predetermined antenna characteristics; 
varying at least one operational parameters of a radio 

component in response to the at least one predeter 
mined antenna characteristic; and 

modifying a value of the at least one antenna character 
istic of the identi?cation stream stored at the antenna 
serialization component responsive to a remote signal; 

Wherein the at least one predetermined antenna charac 
teristic comprises a predetermined radio component 
operational frequency range. 

15. The method of claim 14, Wherein the steps of pro 
cessing and varying are implemented by an algorithm Within 
the radio component. 

16. The method of claim 14, Wherein the at least one 
predetermined antenna characteristic comprises a predeter 
mined antenna component number, and Wherein the at least 
one operational parameter respectively comprises a com 
mand to disable the radio component if the predetermined 
antenna component number is not indicated. 

17. The method of claim 14, further comprising a step of 
reading predetermined antenna characteristics over a net 
Work by a netWork administrator in a remote location. 

18. A method of antenna operation comprising: 
receiving an identi?cation stream from an antenna seri 

alization component; 
processing the identi?cation stream so as to identify at 

least one predetermined antenna characteristics; 
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6 
varying at least one operational parameters of a radio 

component in response to the at least one predeter 
mined antenna characteristic; 

modifying a value of the at least one antenna character 
istic of the identi?cation stream stored at the antenna 
serialization component responsive to a remote signal; 
and 

reading predetermined antenna characteristics over a net 
Work by a netWork administrator at a remote location. 

19. The method of claim 18, Wherein the steps of pro 
cessing and varying are implemented by an algorithm Within 
the radio component. 

20. The method of claim 18, Wherein the steps of pro 
cessing and varying are implemented by an algorithm Within 
the radio component. 

21. The method of claim 18, Wherein the at least one 
predetermined antenna characteristic comprises a predeter 
mined radio component operational frequency range. 

22. The method of claim 18 Wherein the at least one 
predetermined antenna characteristic comprises a predeter 
mined antenna component number, and Wherein the at least 
one operational parameter respectively comprises a com 
mand to disable the radio component if the predetermined 
antenna component number is not indicated. 

23. An antenna system comprising: 
an antenna element for transmitting and receiving signals 

at radio frequencies; 
an antenna connector for establishing a signal connection 

betWeen the antenna element and a radio component; 
and 

an electronic serialization component for indicating at 
least one predetermined antenna characteristic, and 
adapted to read out the predetermined antenna charac 
teristics through the antenna connector to the radio 
component is coupled betWeen the antenna element and 
the antenna connector; 

Wherein the electronic serialization component is repro 
grammable to alloW a change of a value of the at least 
one predetermined antenna characteristic; and 

Wherein the at least one predetermined antenna charac 
teristic comprises a predetermined radio component 
operational frequency range. 

24. The antenna system of claim 23 Wherein the prede 
termined antenna characteristics comprises one of a group 
consisting of: antenna gain, product model number and type 
of connection. 

25. The antenna system of claim 24, Wherein the circuit 
comprises a semiconductor memory chip. 

26. The antenna system of claim 25, Wherein the circuit 
comprises a threshold detection circuit for detecting a pre 
determined voltage threshold, corresponding to a predeter 
mined antenna gain. 

27. An antenna system, comprising: 
means for receiving an identi?cation stream from an 

antenna serialization component; 
means for processing the identi?cation stream so as to 

identify at least one predetermined antenna character 
istics; 

means for varying at least one operational parameters of 
a radio component in response to the at least one 
predetermined antenna characteristic; and 

means for modifying a value of the at least one antenna 
characteristic of the identi?cation stream stored at the 
antenna serialization component responsive to a remote 
signal; 
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wherein the at least one predetermined antenna charac 
teristic comprises a predetermined radio component 
operational frequency range. 

28. The system of claim 27, Wherein the means for 
processing and means for varying are implemented Within 
the radio component. 

29. The system of claim 27, Wherein the at least one 
predetermined antenna characteristic comprises a predeter 
mined antenna component number, the system further com 
prising means for disabling the radio component if the 
predetermined antenna component number is incorrect. 

30. The system of claim 27, further comprising means for 
reading predetermined antenna characteristics over a net 
Work by a netWork administrator in a remote location. 

31. An antenna system, comprising: 
means for receiving an identi?cation stream from an 

antenna serialization component; 
means for processing the identi?cation stream so as to 

identify at least one predetermined antenna character 
istics; 

8 
means for varying at least one operational parameters of 

a radio component in response to the at least one 
predetermined antenna characteristic; 

means for modifying a value of the at least one antenna 
characteristic of the identi?cation stream stored at the 
antenna serialiZation component responsive to a remote 
signal; and 

means for reading predetermined antenna characteristics 
over a netWork by a netWork administrator at a remote 
location. 

32. The system of claim 27, Wherein the at least one 
predetermined antenna characteristic comprises a predeter 
mined radio component operational frequency range. 

33. The system of claim 31, Wherein the at least one 
predetermined antenna characteristic comprises a predeter 
mined antenna component number, the system further com 
prises means for disabling the radio component responsive 
to reading an invalid antenna component number. 


