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T0 at” whom it may concern: ‘ 
Be it known that I, MARIUS A. GoUY, a citi-‘ 

zen of the United States, residing at New 
York, in the county and State of New York, 
have invented certain new and useful Im 
provements in Hair-Retainers, of which the 
following is a speci?cation. ' ‘ 

This invention relates to hair-retainers, and 
has for its object to provide an improved de 
vice of this class which will be particularly 
serviceable in maintaining girls’ and women’s 
hair in proper form and arrangement when 
the same is braided or otherwise dressed, 
which will be simple and inexpensive in con 
struction, positive in operation, and generally 
superior in point of convenience and service 
ability. 
In the drawings, Figure 1 is a perspective 

view of a female ?gure, illustrating my im 
proved hair-retainer in use. Fig. 2 is an en 
larged edge view of the improved device with 
the members in extended position. Fig. 3 is 
a similar inner face view. Fig. 4 is a view 
similar to Fig. 2 with the members in closed 
or operative relation. Fig. 5 is a transverse 
sectional view of the same, taken upon the 
line 00 to, Fig. 4. 

Corresponding parts in all the ?gures are 
denoted by the same reference characters. 

Referring with particularity to the draw 
ings, 1 designates my improved hair-retainer, 
which embodies two loosely-connected mem 
bers 2 and 3, respectively, which in using the 
device are clamped around the hair and re 
tain the same in position or dressed condi 
tion. The members 2 and 3 are preferably 
pivotally connected, as at 4, at an end of 
each, and means 5 are provided at the oppo 
site ends of said members 2 and 3 for clamp 
ing the same in operative position. Each of 
the members 2 and 3 embodies a plurality of 
serrations 6, which are so arranged as to en 

' gage the hair in} spaced lines at opposite sides 
of the same when the members 2 and 3 are 
in clamping position, and thus ?rmly bind 
the hair against displacement or loosening. 
In the preferred form of construction each 

of the members 2 and 3 is formed of a single 
metal blank 7 and 8, respectively, which 
blanks are formed at an end of each into 

hinged members 9, through which is passed 
‘a pintle 10, thus forming the pivotal connec 
tion at 4. The means 5 for securing the mem 
bers 2 and 3 in operative clamping position 
may consist of a catch 11, formed upon the 
outer end of one of the members, as 3, and 
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arranged for engagement with the outer end ‘ 
of the other member, as 4. In stamping or 
forming each of the members 2 and 3 from 
its respective blank 7 or 8 the same is pref 
erably given a longitudinal curvature,where 
by when the members 2 and 3 are brought to 
gether into operative relation the same pre 
sent an oppositely-bowed appearance and are 
thus enabled to accommodate between them 
selves a considerable quantity of hair. The 
series of serrations 6 of each of the members 
2 and 3 is formed by suitably stamping or 
cutting the respective blank 7 or 8 and form 
ing a row of the serrations 6. The metal 
forming each row is then bent inwardly at 
right angles, with the inner face of the re 
spective blank in the position shown in the 
drawings. The serrations 6 may be of any 
preferred form and number, according to the 
class of work to be performed. To obtain 
the staggered or non-coinciding relation of 
the two series of serrations 6 in the two mem 
bers 2 and 3, as above set forth, said series of 
serrations are formed at oppositemsides of the 
central longitudinal plane of the two mem 
bers 2 and 3. 
The formation of the series of serrations 6 

in each of the members 2 and 3 forms an open 
ing 12 in the respective blank 7 or 8 at one 
side of the respective series of serrations, and 
at the opposite side of the latter is formed 
another opening 13, said openings 12 and 13 
in each of the blanks 7 and 8 being separated 
by a longitudinal web 14, which carries the 
respective series of serrations 6. In forming 
the two series of serrations 6 and the webs 
14, above referred to, the latter are bent in 
wardly at their ends, as at 15, to project said 
webs 14 slightly inwardly of the inner faces 
of the blanks 7 and 8, respectively. This for 
mation of the blanks 7 and .8 permits the easy 
insertion of ribbons or other decorative de 
vices through the openings 12 and 13 and rear 
wardly of the webs 14 in any desired arrange 
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ment, as shown in dotted lines in Figs. 1 and 
4:, the use of such ribbons or allied devices 
serving to obscure and cover the hair-retainer 
in use and present a more decorative and neat 
appearance of the dressed hair. ' 
The operation and advantages of my im 

proved hair-retainer will be readily under 
stood. 
The device in its preferred use is employed 

as an end piece or fastening for braided hair, 
as illustrated in Fig. 1, the end of the braid 
being prevented from loosening and undoing 
by the improved retainer, which is securely 
clamped about the same. The series of ser 
rations 6 effectively enter between the strands 
of hair and lock the same in position, thus 
efficiently preventing the hair ends from “ un~ 
raveling.” The hair being clamped at oppo 
site and non-coinciding points by means of 
the series of serrations 6, it is the more effec 
tually clamped and bound in dressed condi 
tion. The opposite curvature of the two mem 
bers 2and3 provides space for the accom 
modation of a considerable quantity of hair, 
which is snugly and ?rmly retained between 
the members. 
The device may be rendered more decora 

tive by the use of ribbons or similar decora 
tions, which may be threaded through the 
openings 12 and 13, in the blanks of which 
the members 2 and 3 are ‘formed, the forma 
tion of the members in this respect permit 
ting the device to also serve as a fastening 
for ribbons and similar decorations. 
The entire device is very simple and inex 

pensive in construction and positive in oper 
ation and may be manufactured in a wide 
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variety of forms and varieties with or with 
out decorative elements. 
Having thus described my invention, I 

claim and desire to secure by Letters Pat 
ent— 
An improved hair-retainer, comprising two 

pivotally-connected oppositely-bowed mem 
bers, and means for clamping said members 
around the hair; each of said members con 
sisting of a single metal blank which is formed 
at one end into a hinge member and is formed 
intermediate of its ends into a longitudinal 
series of inwardly-projecting serrations and 
a longitudinal web from which said serrations 
project, said blank being provided with open 
ings at opposite sides of said web, and said 
web being bent into a position wherein it ex 
tends inwardly of the inner face of said blank; 
and said series of serrations in the two mem 
bers being arranged out of coincidence where 
by the hair clamped between said members 
is positively and tortuously engaged; the rel 
ative arrangement and construction of parts 
being such that a ribbon or other decorative 
device may be readily threaded through either 
of said members exteriorly of the respective 
longitudinal Web and interiorly of the remain 
ing portions of the respective blank, substan 
tially as described and for the purpose set 
forth. 
In testimony whereof I have signed my 

name in the presence of the subscribing Wit 
nesses. 

MARIUS A. GOUY. 
Witnesses: 

RAYMOND I. BLAKESLEE, 
M. LAMMER. 
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