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(57) ABSTRACT 

An apparatus for a serial ventilation device that increases 
air?oW compared to conventional devices Without increas 
ing the siZe is presented. The ?rst ventilator is mounted on 
the intake opening side of the serial ventilation device, With 
the front surface of its blades facing the air intake side. The 
second ventilator is mounted on the exhaust opening side of 
the serial ventilation device, With the front surface of its 
blades facing the air exhaust side. Thus a ?rst ventilator, 
Which ventilates from the rear side of the ventilator, and a 
second ventilator, Which ventilates from the front side of the 
ventilator, operate as a Whole. Both ventilators are connected 
serially such that their rotation shafts are positioned coaxi 
ally, While the number of blades of the tWo ventilators are 
diiferent. 

10 Claims, 6 Drawing Sheets 
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SERIAL VENTILATION DEVICE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims priority from Japanese Patent 
Application No. 2002-197289 ?led on Jul. 5, 2002. 

BACKGROUND OF THE INVENTION 

1. Field of Invention 
The present invention relates to an apparatus for a ven 

tilation device, such as that used for exhausting heat gen 
erated inside the case of electronics devices or equipment to 
the exterior, and more particularly to a serial ventilation 
device in Which tWo ventilators are placed longitudinally 
and operate at the same time. 

2. Description of the Related Art 
In electronic devices in Which many electronic compo 

nents are housed in a relatively small case, such as o?ice 
equipment like personal computers and copiers, heat gen 
erated by these electronic components collects inside the 
case and there is concern that the electronic components Will 
experience heat failure. 

Accordingly, vent holes have been created in the Walls or 
roof of the cases for these electronic devices and ventilators 
attached to these vent holes exhaust the heat inside the case 
to the outside. As methods to force heat exhaust using 
ventilators there is the normal method, using one ventilator, 
and the serial operation and parallel operation methods, 
using tWo ventilators With good external shape and charac 
teristics in combination at the same time. 

In the serial operation method, tWo ventilators are placed 
longitudinally facing the same direction such that their 
rotation shafts are positioned in a straight line and they 
operate in the same direction at the same time. This method 
is designed mainly to increase static pressure P. In the 
parallel operation method, tWo ventilators are mounted 
laterally facing the same direction such that their rotation 
shafts are positioned in parallel and they operate in the same 
direction at the same time. This method is designed mainly 
to increase air?oW Q. 

Accordingly, engineers select the serial operation method 
or the parallel operation method depending on physical 
conditions, such as the available mounting space for tWo 
ventilators, and/or required speci?cations such as Which of 
increasing static pressure P or air?oW Q has priority. HoW 
ever, in recent years, the miniaturization of electronic 
devices has been remarkable and the consequent need for 
improvement in the heat exhaust characteristics required for 
ventilation devices is notable. For instance, in ventilation 
devices using the serial operation method (i.e., serial ven 
tilation devices) the effect of even a small increase in air?oW 
Q on the ef?ciency of exhausting heat generated inside an 
electronics device’s case is large. Accordingly, even for 
serial ventilation devices recently there have been demands 
for further increases in air?oW Q Without increasing the siZe. 

SUMMARY OF THE INVENTION 

Accordingly, the present invention is directed to a serial 
ventilation device that increases air?oW Q Without increas 
ing the siZe. 

The construction of the serial ventilation device of the 
present invention is characteriZed by a casing of almost 
equal external dimensions housing the body of the ventila 
tors including the blades. The device has a ?rst ventilator 
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2 
Which performs regular ventilation to the rear side of the 
blades, and a second ventilator Which performs regular 
ventilation to the front side of the blades, When the front side 
of the blades of both ventilators are facing the same direction 
and rotating in the same direction. The ?rst ventilator is 
mounted on the air intake opening side of the device, With 
the front surface of its blades facing the air intake side. The 
second ventilator is mounted on the air exhaust opening side 
of the device, With the front surface of its blades facing the 
air exhaust side. Both ventilators are placed in succession in 
a serial state, With the rotation shafts positioned on the same 
line, and the number of blades of the ?rst ventilator is 
different from the number of blades of the second ventilator. 
An embodiment of the invention is characterized by 

external dimensions of the casings for each of the ventilators 
being formed such that they are perforated With assembly 
holes in the same location at each corner and, in each casing, 
screW holes or notches in order to mutually connect the 
ventilator locate in a position that is contiguous When the 
ventilators are placed in series, excluding the position on 
straight lines that link the assembly holes of the ventilators. 
An embodiment of the present invention is further char 

acteriZed by external dimensions of the casing formed in a 
rectangle, and, in the area of this rectangle, excluding the 
square area Within the rectangle that houses the body of the 
ventilators, screW holes or notches located in order to 
mutually connect the ventilators. 

Yet another embodiment of the present invention is char 
acteriZed by external dimensions of the casing formed in a 
square, and, in the area of this square, excluding the square 
area Within the square that houses the body of the ventila 
tors, screW holes or notches located in order to mutually 
connect the ventilators. 
The present invention, including its features and advan 

tages, Will become more apparent from the folloWing 
detailed description With reference to the accompanying 
draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side vieW of the serial ventilation device, 
according to the ?rst embodiment of the present invention, 
shoWing the cross-section of the upper-half of the serial 
ventilation device. 

FIG. 2 is a draWing shoWing the serial ventilation device 
of FIG. 1 from the intake opening side. 

FIG. 3 is a front vieW of the ?rst fan motor blades and the 
peripheral area. 

FIG. 4 is a front vieW of the second fan motor blades and 
the peripheral area. 

FIG. 5 is a front vieW of the ?rst fan motor With notches 
drilled in the casing instead of holes. 

FIG. 6 is a graph shoWing the PQ characteristics of the 
present invention along With those of a conventional venti 
lation device. 

FIG. 7 is a draWing shoWing a serial ventilation device 
from the intake opening side, according to another embodi 
ment of the present invention. 

DETAILED DESCRIPTION 

BeloW, the different embodiments of the present invention 
are explained With reference to the draWings. It should be 
noted that each ?gure shoWs an embodiment in Which a fan 
motor is used in each ventilator. It should be further noted 
that in FIG. 2, the ventilator mounted on the exhaust opening 
side is omitted except for the fan motor assembly holes. 



US 7,175,399 B2 
3 

Referring noW to FIGS. 1 and 2, a ?rst fan motor I (a ?rst 
ventilator) is mounted on an air intake opening side of the 
ventilation device, and a second fan motor II (a second 
ventilator) is mounted on an air exhaust opening side of the 
ventilation device. The front surface of the blades of fan 
motor I face the air intake side While the front surface of the 
blades of fan motor II face the air exhaust side. Both fan 
motors I and II are formed With almost equal external 
dimensions, as can be seen in FIG. 1, and have almost the 
same con?guration, With the exception of the difference in 
a ventilation side, face direction and number of the blades. 
For the sake of brevity, the common structure of the ?rst and 
second fan motors are described beloW using only the 
elements of fan motor I. The elements of fan motor II that 
are the same as those of fan motor I are indicated by the 
same reference numbers With a prime. Explanation of these 
same elements is accordingly omitted. 

Fan motor I has rectangular (vertical) casing 1, Wherein 
circular air vent 1a is formed in the center region of square 
area 31, Which is positioned in the center region of the 
vertical direction of that rectangle. Assembly holes 1b are 
formed in each comer to assemble fan motor I to the device 

case (not shoWn). 
In the center region of air vent 1a in casing 1, motor base 

4 is held ?xed by ribs 3 (in this case three ribs), that extend 
from the surrounding edge of the opening of air vent 1a. 
Tubular bearing support 5 is anchored to the center region of 
this motor base 4. The outer races of tWo bearings 6 and 7 
are supported at an interval inside bearing support 5, and 
motor rotation shaft 8 is inserted into and supported by the 
inner circumference of bearings 6 and 7. Retaining ring 9 is 
mounted to the end of rotation shaft 8 and prevents slipping 
of rotation shaft 8 as Well as ?xing the axial direction. 

Fan motor I further has an impeller 10, Wherein multiple 
blades 10d are arranged at equal intervals in the direction of 
rotation on an outer circumference of impeller body 100, 
Which has a cylinder 10a and a boss 10b. This impeller 10 
is coupled to the rear end of rotation shaft 8 by boss 10b, 
Which is positioned above the central axis 411 of impeller 
body 100 and cylinder 10a, and is con?gured such that 
blades 10d rotate around rotation shaft 8 When rotation shaft 
8 rotates. Coil spring 11 is ?tted betWeen the inner face of 
bearing 7 and boss 10b, providing de?ection force to boss 
10b, and thus to impeller 10, in the direction of the rear end 
of rotation shaft 8. As shoWn in FIG. 1, When the ventilation 
device is assembled, axis 411 of the rotation shaft 8 coincides 
With axis 411 of the rotation shaft 8', so that shafts 8 and 8'are 
coaxially to each other. 
A nearly cylindrical motor yoke 12 is inserted and 

mounted to the inner circumference of impeller 10 and 
cylinder 10a, and cylindrical permanent magnet 13 is af?xed 
to the inner circumference of this motor yoke 12. Along With 
the motor yoke 12 and permanent magnet 13, a direct current 
motor (DCM) comprising stator coil 14 and a stator iron core 
15, conducted by stator coil 14, are ?xed to the exterior of 
bearing support 5. In the vicinity of stator iron core 15, a 
circuit board, in this case PC board 16, is positioned that has 
electronic circuits for supplying a ?xed current to stator coil 
14. The electronic circuits on PC board 16 controls the 
electric current supply to stator coil 14 in order to make the 
motor yoke 12 permanent magnet 13 side rotate against the 
stator 14 iron core 15 side. Although not shoWn in the 
?gures, lead Wires that supply electric poWer to PC board 16 
are connected to PC board 16. 

Referring noW to FIGS. 3 and 4, the ventilation side, face 
direction and number of the blades of fan motors I and II are 
described as folloWs. 
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The ventilation blade surfaces of fan motors I and II are 

in the same direction. In other Words, the front side facing 
the observer direction. Moreover they are con?gured such 
that, When rotating in the same counter-clockWise direction 
a (forWard rotation), fan motor I performs regular ventilation 
to the rear side of the blade surface and fan motor II 
performs regular ventilation to the front side of the blade 
surface. Accordingly, regular ventilation is ventilation in the 
direction actively intended in the design of fan motors I and 
II. 

In addition, the number of blades 10d of fan motor I is 
comparatively greater than the number of blades 10d‘ of fan 
motor II. In an embodiment shoWn by the draWing, the 
number of fan motor I blades 10d is ?ve and the number of 
fan motor II blades 10d‘ is three. It is to be understood, of 
course, that While the number of blades 10d of fan motor I 
is greater than the number of blades 10d‘ of fan motor II, that 
it is acceptable to make the number of blades 10d‘ of fan 
motor II greater than the number of blades 10d of fan motor 
I. In this embodiment as Well, the same effect (air?ow 
increase) as the above embodiment is obtained. Further, it is 
also to be understood, of course, that more or less blades 
may be used depending on speci?cations. 

Referring again to FIGS. 1 and 2, and noW also to FIG. 5, 
both fan motors I and II are connected by screWs, hoWever, 
it is to be understood that it is acceptable to use other 
methods to connect them. In the case that fan motors I and 
II are connected by screWs, screW holes or notches are 
drilled into fan motors I and II. As shoWn in FIGS. 1 and 2, 
hole 21 With a diameter larger than the screW portion of the 
self-tapping screW (not shoWn) used for connecting is drilled 
through the side of the fan motor I and hole 22 With a 
diameter slightly smaller than that same screW portion is 
drilled through the side of the fan motor II. In this con?gu 
ration, fan motors I and II are connected by screWing the 
self-tapping screW through the fan motor I hole 21 to the fan 
motor 11 hole 22. 

Regarding the fan motor I side, instead of hole 21, drilling 
a notch 23 as shoWn in FIG. 5 is acceptable. In this manner, 
Work to connect fan motors I and II is made easier by 
omitting the alignment of the self-tapping screW end to hole 
21 shoWn in FIGS. 1 and 2. Although not shoWn, it is also 
acceptable to make the holes in fan motors I, II of equal 
diameter and connect fan motors I and II by inserting a bolt 
through the holes and screWing a nut onto the end of the bolt. 
In this example as Well, by drilling a notch instead of a hole 
in the fan motor I side, Work to connect fan motors I, II is 
made easier. 

Regarding the positioning of the holes 21, 22 and notch 23 
(in other Words the screW location) any position is accept 
able except for a position in a straight line above the fan 
motor assembly holes 1b, 1b‘ in casings 1, 1'. In other Words, 
as long as it is a position that does not impede assembly of 
the serial ventilation device of the present invention at the 
desired position using holes 1b, 1b’. 

In an embodiment Wherein casings 1, 1' are formed in a 
rectangular shape as shoWn in FIGS. 1 and 2, it is acceptable 
to set the screW position anyWhere in rectangular regions 32 
and 33, except for the square region 31 that houses the fan 
motor itself (roughly the structural portion of the device 
excepting casings 1, 1'). In this manner, positioning of the 
screW holes or notches (holes 21, 22; notch 23) for connect 
ing fan motors I and II is made easier. 

Referring noW to FIG. 6, the static pressure P and air ?oW 
Q characteristics of the serial ventilation device of an 
embodiment of the present invention are shoWn. A ?ag R for 
the same characteristics for a conventional serial ventilation 
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device (conventional device) are also shown. Curve 1 shows 
the PQ characteristics of the present invention and curve 2 
shows the PiQ characteristics of the conventional device. 
Further, curve 3 shows the rotation speed-air?ow character 
istics of the present invention and curve 4 shows the rotation 
speed-air?ow characteristics of the conventional device. 
As shown in this ?gure, improvement (air?ow increase) 

can be seen in the PiQ characteristics, particularly in the 
air?ow PiQ characteristics, of present invention compared 
to the conventional device. 

Referring now to FIG. 7, another embodiment of the serial 
ventilation device is shown. In this embodiment it is shown 
that it is acceptable to form case 1 in a square shape and set 
screw holes 73 for connecting fan motors I and II in 
peripheral region 72, which excludes square area 71 that 
houses the fan motor itself (like square area 31 in FIG. 2). 
It is to be understood that “square-shape” includes “nearly 
square-shape.” Also, in place of holes 73, it is acceptable to 
use notches (not shown) similar to notch 23 shown in FIG. 
5. Accordingly, in this manner screw holes 73, or similar 
notches, are not limited to the same positioning limits as 
shown in FIG. 2. The reference numbers for the elements of 
the fan motor shown in FIG. 7 that are identical to the 
elements of the fan motor in FIG. 2 are the same. 

It is to be understood, of course, that the serial ventilation 
device of the above embodiments can be attached to the vent 
holes of an electronic device case (not shown) and/or an 
o?ice equipment case (not shown). In such use the device 
would be attached, for example, with the center right side of 
FIG. 1 facing the exterior of the electronic device/equipment 
case. 

In this state, if a ?xed voltage of electric current is 
supplied to lead wires (not shown) in both fan motors I and 
II, each operate as follows. That is, electric current con 
trolled by electronic circuits on PC boards 16, 16' will ?ow 
to stator coils 14, 14'. With this, magnetic ?ux will be 
generated from stator iron cores 15, 15' and motor yokes 12, 
12', and impellers 10, 10' (blades 10d, 10d‘) will begin 
forward rotation around rotation shafts 8, 8' due to the 
mutual magnetic effect of that magnetic ?ux and the mag 
netic ?ux generated by permanent magnets 13, 13'. 

That is, ?rst fan motor I rotates in counter clockwise 
direction 0t as seen from the front side of the blades (the 
intake opening side of the device), and will perform venti 
lation facing from left side 100 to the right side 100' of FIG. 
1, in other words from the rear side of the ventilator towards 
the second ventilator. In addition, second fan motor II rotates 
in counter clockwise direction 0t as seen from the front side 
of the blades (i.e., from the view point “B”), and will 
perform ventilation from left side 100 to the right side 100' 
of FIG. 1, in other words to the front side of the second 
ventilator. The serial ventilation device as a whole will 
ventilate from the left side 100 of FIG. 1 toward the right 
side 100' (refer to arrow [3). 
As a result, the air in the center left side of FIG. 1, in other 

words the interior of the equipment case, will be sucked in 
and through vent holes 111 and will be exhausted to the center 
right side of FIG. 1, through the vent hole 111', in other words 
outside of the case. By this kind of ventilation activity the 
interior of the case will be cooled. 

It is to be understood, of course, that while in the above 
embodiments an outer rotor-type motor was used as the 
motor to rotate the blades, it is not limited thereto, and an 
inner rotor-type motor can also be used. Moreover, in the 
above embodiments the use of the serial ventilation device 
inside the case of an electronic device to exhaust heat is 
explained, however, it is also acceptable to use the serial 
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6 
ventilation device to bring outside air into the electronic 
device case, etc., by changing the direction of ventilation to 
the direction opposite that of the above embodiments. 

In the present invention above, a ?rst ventilator that 
ventilates to the rear side of the blades and a second 
ventilator that ventilates to the front side of the blades when 
all of the blades are rotated in the same direction and in 
which the ventilation surface of the blades are facing the 
same direction is described. That is, the ?rst ventilator is 
mounted to the intake opening side of a device with the front 
surface of its blades facing the air intake side while the 
second ventilator is mounted to the exhaust opening side of 
the device with the front surface of its blades facing the air 
exhaust side. Then, both ventilators are connected serially 
such that their rotation shafts are positioned on the same 
straight line. Furthermore the number of blades of the ?rst 
ventilator is set higher or lower than the number of blades of 
the second ventilator, thus obtaining the PiQ characteristics 
shown, for example, in FIG. 6. In this way, air?ow increase 
can be realiZed in comparison with the conventional serial 
ventilation device without enlarging the shape or siZe. 

In the foregoing description, the apparatus and method of 
the present invention have been described with reference to 
speci?c examples. It is to be understood and expected that 
variations in the principles of the apparatus and method 
herein disclosed may be made by one skilled in the art and 
it is intended that such modi?cations, changes, and substi 
tutions are to be included within the scope of the present 
invention as set forth in the appended claims. The speci? 
cation and drawings are accordingly to be regarded in an 
illustrative rather than in a restrictive sense. 

What is claimed: 
1. An apparatus for a serial ventilation device comprising: 
a casing; 
a ?rst ventilator, mounted on an air intake opening side of 

the casing, having a ?rst rotating shaft and at least one 
intake blade having a front surface facing the air intake 
opening side and a rear surface, said at least one intake 
blade being mounted on said ?rst rotating shaft; and 

a second ventilator, mounted on an air exhaust opening 
side of the casing, having a second rotating shaft and at 
least one exhaust blade with a front surface facing the 
air exhaust opening side and a rear surface, said at least 
one exhaust blade being mounted on said second rotat 
ing shaft, 

wherein the ?rst ventilator performs ventilation from the 
front surface to the rear surface of the at least one intake 
blade and then towards the second ventilator, and the 
second ventilator performs ventilation from the rear 
surface to the front surface of the at least one exhaust 
blade and then towards the exhaust, 

further wherein said ?rst rotating shaft is independent 
from and coaxial to said second rotating shaft; 

further wherein said rotating shafts rotate in opposite 
directions; 

further wherein each of said ventilators comprise a motor 
base, with an outer circular wall shaped in a tilted 
con?guration such that a diameter of the outer circular 
wall of said motor base decreases to the midpoint 
between the ?rst and second ventilators. 

2. The apparatus according to claim 1, further comprising: 
at least one rib attached to the casing; said motor base 

being a?ixed to the at least one rib; 
a bearing support, having a tubular shape and being 

anchored to the motor base; and 
at least one bearing supported by the bearing support, 
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wherein at least one of said ?rst rotating shaft and said 
second rotating shaft is supported by an inner circum 
ference of the at least one bearing. 

3. The apparatus according to claim 1, Wherein said ?rst 
rotating shaft is coupled to an impeller, and Wherein said at 
least one intake blade is af?xed to said impeller. 

4. The apparatus according to claim 1, Wherein said 
second rotating shaft is coupled to an impeller, and Wherein 
said at least one exhaust blade is af?xed to said impeller. 

5. An apparatus for a serial ventilation device, compris 
ing: 

a ?rst ventilator having a number of intake blades 
mounted on a ?rst rotating shaft; and 
a second ventilator having a number of exhaust blades 
mounted on a second rotating shaft, said number of 
exhaust blades being at least one blade feWer than 
said number of intake blades, 

Wherein said ?rst rotating shaft is independent from and 
coaxial to said second rotating shaft; 

further Wherein said rotating shafts rotate in opposite 
directions; 

further Wherein said ?rst and second ventilators are posi 
tioned in series With respect to each other such that they 
ventilate air along the same line in the same direction. 

Wherein said ?rst rotating shaft is coupled to an impeller, 
and Wherein said at least one intake blade is af?xed to said 

impeller. 
6. The apparatus according to claim 5, Wherein a front 

side of the at least one intake blade of the ?rst ventilator 
faces in an opposite direction from a front side of the at least 
one exhaust blade of the second ventilator. 

7. The apparatus according to claim 5, further comprising: 
a casing in Which the ?rst and second ventilators are 

housed. 
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8. The apparatus according to claim 7, Wherein the ?rst 

ventilator is positioned on an air intake opening side of the 
casing, and the second ventilator is positioned on an air 
exhaust opening side of the casing. 

9. The apparatus according to claim 7, further comprising: 
at least one rib attached to the casing; 
a motor base ?xed to the at least one rib; 
a bearing support, having a tubular shape and anchored to 

the motor base; and 
at least one bearing supported by the bearing support; 
Wherein at least one of said ?rst rotating shaft and said 

second rotating shaft is supported by an inner circum 
ference of the at least one bearing. 

10. An apparatus for a serial ventilation device, compris 
ing: 

a ?rst ventilator having a number of intake blades 
mounted on a ?rst rotating shaft; and 

a second ventilator having a number of exhaust blades 
mounted on a second rotating shaft, said number of 
exhaust blades being at least one blade feWer than said 
number of intake blades, 

Wherein said ?rst rotating shaft is independent from and 
coaxial to said second rotating shaft; 

further Wherein said rotating shafts rotate in opposite 
directions; 

further Wherein said ?rst and second ventilators are posi 
tioned in series With respect to each other such that they 
ventilate air alone the same line in the same direction, 

Wherein said second rotating shaft is coupled to an 
impeller, 

and Wherein said at least one exhaust blade is af?xed to 
said impeller. 


