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(57) ABSTRACT 

Known techniques to improve metal-oxide-semiconductor 
?eld e?cect transistor (MOSFET) performance is to add a 
high stress dielectric layer to the MOSFET. The high stress 
dielectric layer introduces stress in the MOSFET that causes 
electron mobility drive current to increase. This technique 
increases process complexity, however, and can degrade 
PMOS performance. Embodiments of the present invention 
create dislocation loops in the MOSFET substrate to intro 
duce stress and implants nitrogen in the substrate to control 

(56) References Cited the groWth of the dislocation loops so that the stress remains 
beneath the channel of the MOSFET. 
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NITROGEN CONTROLLED GROWTH OF 
DISLOCATION LOOP IN STRESS 

ENHANCED TRANSISTOR 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This Application is a Divisional of US. application Ser. 
No. 10/405,110, ?led Mar. 31, 2003 now US. Pat. No. 
6,800,887. 

BACKGROUND 

1. Field 
Embodiments of the present invention relate to transis 

tors, and in particular to improving the speed of transistors. 
2. Discussion of Related Art 
A typical metal-oxide-semiconductor ?eld effect transis 

tor (MOSFET) has a gate, a drain, and a source formed in or 
on a semiconductor Wafer. When a voltage Vg is applied to 
the gate that is greater than the threshold voltage Vt of the 
transistor, the transistor turns on and current ?oWs in a 
conducting layer formed beloW the gate and betWeen the 
source and drain. When the voltage Vg applied to the gate 
that is less than the threshold voltage Vt of the transistor, the 
transistor turns OE and current stops ?oWing in the channel. 
The current that ?oWs in the channel is the drive current I D, 
sometimes called saturation drive current or linear drive 
current. 

In the MOSFET equation, saturation drive current (ID) is 
expressed by 

Where W is the Width of the gate, L is the length of the gate, 
COX is the gate capacitance, Vg is the gate voltage, Vt is the 
threshold voltage for the transistor, p. is electron mobility in 
the channel, in percent change. As the equation indicates, as 
the electron mobility increases, drive current increases. 
MOSFETS can be either n-type metal oxide semiconduc 

tor (N MOS) transistors or p-type metal oxide semiconductor 
(PMOS) transistors and usually a combination of NMOS 
transistors and PMOS transistors are present in a single 
integrated circuit device. Integrated circuit technology is 
advancing at a rapid pace and transistor technology must 
keep up. 
One method for improving NMOS transistor performance 

is to add a layer of high stress dielectric material to the 
transistor. Adding a layer of high stress dielectric material to 
the transistor introduces stress in the device. Introducing 
stress by adding a layer of high stress dielectric material to 
the transistor increases electron mobility in the transistor. 
Increasing electron mobility causes transistor drive current 
to improve. This technique, i.e., adding a layer of high stress 
dielectric material, increases transistor fabrication process 
complexity, hoWever, and can degrade PMOS transistor 
performance. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the draWings, like reference numbers generally indicate 
identical, functionally similar, and/ or structurally equivalent 
elements. The draWing in Which an element ?rst appears is 
indicated by the leftmost digit(s) in the reference number, in 
Which: 

FIG. 1 is a ?owchart illustrating a process for fabricating 
one or more semiconductor transistors on a Wafer according 

to an embodiment of the present invention; 
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2 
FIG. 2 is a cross-sectional vieW of a device fabricated 

according to embodiments of the present invention; 
FIG. 3 is a graphical representation of drive current 

improvement versus density of dislocation loops according 
to embodiments of the present invention; 

FIG. 4 is a graphical representation of drive current 
improvement versus the energy level used to implant Si in 
a substrate to create the dislocation loops according to 
embodiments of the present invention; 

FIG. 5 shoWs a substrate With several small dislocation 
loops according to an embodiment of the present invention; 

FIG. 6 is a graphical representation of drive current 
improvement versus dislocation loop radius according to an 
embodiment of the present invention; 

FIG. 7 shoWs a substrate With several large dislocation 
loops after groWth due to thermal processing according to an 
embodiment of the present invention; 

FIG. 8 shoWs a substrate With several small dislocation 
loops after a substrate is doped With N using ion implanta 
tion according to an embodiment of the present invention; 

FIG. 9 shoWs a substrate With several small dislocation 
loops after the substrate is subject to one or more thermal 
processes according to an embodiment of the present inven 
tion; and 

FIG. 10 is a high-level block diagram of a computer 
system according to an embodiment of the present inven 
tion. 

DETAILED DESCRIPTION OF THE 
ILLUSTRATED EMBODIMENTS 

Embodiments of the present invention are directed to a 
MOSFET having nitrogen controlled dislocation loops in the 
transistor substrate beloW the conducting channel to enhance 
electron mobility and improve drive current of the transistor. 
FIG. 1 is a ?owchart illustrating a process 100 for fabricat 
ing one or more semiconductor transistors on a Wafer 

according to an embodiment of the present invention. A 
machine-readable medium With machine-readable instruc 
tions thereon may be used to cause a processor to perform 
the process 100. Of course, the process 100 is only an 
example process and other processes may be used. The 
process may be used on batches of Wafers or on individual 
Wafers. 

In a block 102, a transistor may be formed in or on a 
semiconductor substrate. The transistor may be an n-type 
metal-oxide-semiconductor ?eld e?fect transistor (MOS 
FET) transistor. The substrate may be a single crystal 
substrate. 

In one embodiment, the transistor may include a source 
formed in or on the substrate, a drain formed in or on the 
substrate, a gate dielectric layer formed on the silicon 
substrate, a gate electrode formed on the gate dielectric 
layer, tWo dielectric spacers formed on the sides of the gate 
dielectric layer and the gate electrode, dielectric shalloW 
trench isolation (STI) regions formed in the Wafer. The 
source may have a tip implant and the drain may have a tip 
implant. The substrate may have a Well. The source, drain, 
gate, gate dielectric layer, spacers, STI regions, and Well 
may be fabricated using Well-known and/or proprietary 
techniques. When operating, the transistor includes a con 
ducting channel beneath the gate electrode or gate dielectric 
layer and betWeen the source and the drain. 

In a block 104, dislocation loops may be introduced into 
the substrate (e.g., doping) beloW the channel to increase 
percent electron mobility in the channel. Dislocation loops 
may be introduced by implanting high dose silicon after gate 
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patterning and immediately before the tip implantation using 
conventional MOSFET processing. 

In one embodiment, the substrate is doped using ion 
implantation (e.g., Si thirty-?ve kilo electron volts (35 keV); 
l0l5 atoms/cm2). After annealing, extra silicon atoms from 
the implant create a disk of extra Si atoms that displace 
nearby Si atoms in the substrate and interrupt the periodicity 
of the crystal lattice. This displacement may be called a 
“dislocation loop” and creates a compressive stress in the 
substrate. 

In one embodiment, the surface normal to the disk may 
have a component in the “y” direction of the substrate plane. 
The “y” direction is sometimes called the “vertical” direc 
tion or the direction perpendicular to the substrate plane. 
When the surface normal to the dislocation loop is tilted in 
the “y” direction the compressive stress oriented in the y 
direction propagates in the “y” direction. Compressive stress 
oriented in the “y” direction increases electron mobility in 
the channel and thus increases drive current. This is because 
only compressive stress oriented in the “y” direction propa 
gates up to the channel. 

The surface normal to the dislocation loop also may have 
components in the “X” direction and/or the “Z” direction. 
When surface normal to the dislocation loop is tilted in the 
“X” direction compressive stress oriented in the X direction 
203 propagates in the “X” direction. When surface normal to 
the dislocation loop is tilted in the “Z” direction compressive 
stress oriented in the “Z” direction 205 propagates in the “Z” 
direction. Compressive stresses oriented in the “X” or “Z” 
direction, 203 or 205, respectively, degrade electron mobil 
ity and thus decrease drive current. HoWever, compressive 
stresses from the loop oriented in the “X” or “Z” direction, 
203 or 205, respectively, have little effect on electron 
mobility and drive current as long as the dislocation loop is 
located beloW the channel. This is because as long as the 
dislocation loop remains beloW the channel, the compressive 
stresses oriented in the “X” or “Z”, 203 or 205, respectively, 
do not propagate up to or into the channel; they only 
propagate in the “X” or “Z” directions. Only the compressive 
stress oriented in the “y” direction 201 propagates up to the 
channel. 

Alternatively, high dose silicon implantation and anneal 
ing may be accomplished before the gate deposition. This 
alternative process creates dislocation loops along the length 
of the channel. 

FIG. 2 is a cross-sectional vieW of a device 200 fabricated 
according to embodiments of the present invention. The 
device 200 may be an NMOS transistor that includes a 
substrate 202, a gate dielectric layer 204 formed on the 
substrate 202, a gate electrode 206 formed on the gate 
dielectric layer 204, tWo vertical sideWall dielectric spacers 
208 formed on the sides of the gate dielectric layer 204 and 
the gate electrode 206, a source 210 and a drain 212 formed 
in the substrate 202, and source and drain tips 214 and 216, 
respectively, formed in the substrate 202. 
When operating, the device 200 includes a channel 218. 

In one embodiment of the present invention, there may be 
one or more dislocation loops 220 (only one is shoWn) in the 
substrate 202 just beloW the channel 218, or Where the 
channel 218 Would be When the device 200 is operating. The 
distance from the center of mass of a dislocation loop 220 
and the channel 218 may be termed “loop depth,” and the 
loop depth may be ?Xed. In one embodiment, the loop depth 
may be approXimately 250 A. 
As the density of dislocation loops 220 increases, the 

compressive stress 201 felt in the “y” direction increases, the 
percent electron mobility increases, and the drive current of 
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4 
the device 200 increases. FIG. 3 is a graphical representation 
300 of drive current improvement (in percent (%) improve 
ment) as it relates to the density of dislocation loops 220 (in 
dislocation loops per cm2) according to an embodiment of 
the present invention. 
As the graphical representation 300 illustrates Where there 

are no dislocation loops 220, i.e., the density of dislocation 
loops 220 in the substrate 202 is Zero, there is no improve 
ment in drive current. As the dislocation loop 220 density 
increases, the drive current steadily improves. A point 302 
represents a density of dislocation loops 220 of approXi 
mately 1011 loops per cm2 and a corresponding drive current 
improvement of approXimately eighteen percent. In this 
embodiment, it is assumed that each dislocation loop has a 
radius of approXimately 162 A. 
As the energy used to implant Si to create the dislocation 

loops 220 increases, the density of dislocation loops 
increases, the compressive stress is felt in the “y” direction 
increases, the percent electron mobility increases, and the 
drive current of the device 200 increases. FIG. 4 is a 
graphical representation 400 of drive current improvement 
(in percent (%) improvement) as it relates to the energy level 
(in keV) used to implant Si in the substrate 202 to create the 
dislocation loops 220 according to an embodiment of the 
present invention. 

The graphical representation 400 illustrates that as the 
energy level used to implant Si in the substrate 202 
increases, the drive current steadily improves. A point 402 
represents an energy level of approXimately thirty-?ve keV 
and a corresponding drive current improvement of approXi 
mately nine percent When there are approximately 1015 Si 
atoms per cm2 being implanted in the substrate 202. 

FIG. 5 shoWs the substrate 202 With several small dislo 
cation loops 502 and 504 according to an embodiment of the 
present invention. In the embodiment shoWn, there are 
tWenty-eight dislocation loops: fourteen dislocation loops 
502 tilted (largely) in the “y-X” direction and fourteen 
dislocation loops 504 tilted (largely) in the “y-Z” direction. 
The dislocation loops 502 tilted in the “y-X” direction create 
compressive stress in the “y” and “X” directions. The dis 
location loops 504 tilted in the “y-Z” direction create com 
pressive stress in the “y” and “Z” direction 

The radius of each dislocation loop may be approXimately 
200 angstroms (A). As described above, compressive 
stresses from the loops in the “X” (or “Z”) direction have 
little effect on electron mobility and drive current as long as 
the dislocation loops are located beloW the channel. 

In conventional semiconductor fabrication processing, the 
device 200 may have to be subject to one or more thermal 
processes, such as rapid thermal anneal. Annealing tends to 
cause dislocation loops to groW and annealing processes 
tend to have a cumulative effect on dislocation loop groWth. 
As the radius of a dislocation loop increases the percent 

electron mobility increases, and the drive current of the 
device 200 increases until a dislocation loop groWs so large 
that it enters the channel 218. When a dislocation loop groWs 
so large that it enters the channel 218 the compressive 
stresses in the “X” or “Z” direction, 203 or 205, respectively, 
have a signi?cant negative effect on electron mobility and 
drive current, hoWever (i.e., compressive stresses in the “X” 
or “Z” direction begin degrade electron mobility and 
decrease drive current). A dislocation loop also can groW so 
large that it shorts the source 210 and drain 212. 

FIG. 6 is a graphical representation 600 of drive current 
improvement (in percent (%) improvement) as it relates to 
dislocation loop radius (in angstroms (A)) according to an 
embodiment of the present invention. A point 602 illustrates 
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that as dislocation loop radius increases drive current 
increases for dislocation loop depths of approximately 250 
A. For smaller radii the graphical representation 600 shoWs 
a signi?cant increase in drive current, as increased compres 
sive stress in the “y” direction improves the electron mobil 
ity. However, as dislocation loop siZe continues to increase, 
the dislocation loop eventually strikes the channel 218, and 
the “x” and/or “Z” directed compressive stress ?elds degrade 
electron mobility and thus drive current, as indicated by the 
graphical representation rapidly falling off after the point 
602. 

FIG. 7 shoWs the substrate 202 With several large dislo 
cation loops after groWth due to thermal processing accord 
ing to an embodiment of the present invention. In the 
embodiment shoWn, there are seven dislocation loops: three 
dislocation loops 702 tilted (largely) in the “y-Z” direction 
and four dislocation loops 704 tilted (largely) in the “y-x” 
direction. The dislocation loops 702 tilted in the “y-x” 
direction create compressive stress in the “y” and “x” 
directions. The dislocation loops 704 tilted in the “y-Z” 
direction create compressive stress in the “y” and “Z” 
direction. 

The radius of each dislocation loop may be approximately 
400 angstroms (A). The total area occupied by all of the 
dislocation loops is not increased. If these loops are at depths 
smaller than the loop radius, the dislocation loops 702 and 
704 extend into the channel 218 and the compressive 
stresses in the “x” (or “Z”) direction have a signi?cant 
negative effect on electron mobility and drive current. 

Referring back to FIG. 1, rather than alloWing thermal 
processes to cause the dislocation loops to enter the channel 
218, in a block 106, nitrogen (N) may be introduced into the 
substrate 202 (e.g., doping) beloW the channel 218 at loop 
depth prior to subjecting the device 200 to one or more 
thermal processes. In one embodiment, the substrate is 
doped With N using ion implantation. The N attaches to the 
perimeter of (or “decorates”) the dislocation loops 502 and 
504 to control the groWth of the dislocation loops 502 and 
504 during one or more thermal processes. In one embodi 
ment of the present invention, suf?cient N is implanted to 
alloW the dislocation loops 502 and 504 to propagate up to 
the channel 218 but not into the channel 218 (e.g., N 18 keV; 
5><l0l4 atoms/cm2). 

FIG. 8 shoWs the substrate 202 With several small dislo 
cation loops 802 and 804 underneath the channel 218 after 
the substrate is doped With N using ion implantation before 
being subject to thermal processes according to an embodi 
ment of the present invention. In the embodiment shoWn, 
there are tWenty-eight dislocation loops: fourteen disloca 
tion loops 802 tilted (largely) in the “y-x” direction and 
fourteen dislocation loops 804 tilted (largely) in the “y-Z” 
direction. The dislocation loops 802 and 804 are decorated 
With N. 

The radius of each dislocation loop may be approximately 
200 angstroms (A). 

In a block 108, the device 200 is annealed. In an embodi 
ment of the present invention, annealing is accomplished 
using a rapid thermal process such as rapid thermal anneal 
(RTA). The annealing temperature may be up to and around 
approximately nine hundred degrees C. or more and may last 
for one to ?ve minutes or more. Additional anneals may be 
performed. 

FIG. 9 shoWs the substrate 202 With several small dislo 
cation loops 902 and 904 underneath the channel 218 after 
the substrate 202 is subject to one or more thermal processes 
according to an embodiment of the present invention. In the 
embodiment shoWn, there remain tWenty-eight dislocation 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
loops: fourteen dislocation loops 902 tilted (largely) in the 
“y-x” direction and fourteen dislocation loops 904 tilted 
(largely) in the “y-Z” direction. 
The siZe of each dislocation loop is not signi?cantly 

affected by being subjected to thermal processes. For 
example, the dislocation loops 902 and 904 may have radii 
of approximately 200 angstroms (A). 

FIG. 10 is a high-level block diagram of a computer 
system 1000 according to an embodiment of the present 
invention. The system 100 includes a processor 1002, a main 
memory 1004, input/output (I/O) device(s) 1006, and a 
graphics device(s) 1008. The main memory 1004 is coupled 
to the processor 1002 and the I/O devices 1006. The U0 
device(s) 1006 are further coupled to the graphics device(s) 
1008 and the processor 1002. The graphics device(s) 1008 
are further coupled to the processor 1002. 

In one embodiment of the present invention, the processor 
1002 includes a MOSFET 1010, Which may include one or 
more nitrogen-enhanced dislocation loops 1012 implanted 
according to embodiments of the present invention in it 
substrate (not shoWn). 
The main memory 1004 performs its conventional func 

tions of storing data (pixels, frames, audio, video, etc.) and 
softWare (control logic, instructions, code, computer pro 
grams, etc.) for access by other system components. In 
general, the main memory 1004 includes several data lines 
corresponding to several addressable storage locations. In 
one embodiment, each data line handles eight data Words (or 
sixty-four bytes). In another embodiment, each data line 
handles sixteen data Words (or 128 bytes). Memory tech 
nology is Well knoWn, and suitable memory can be a random 
access memory (RAM) available from Rambus Inc., in 
Mountain VieW Calif., such as Rambus® Dynamic RAM 
(RDRAM). 
The U0 device(s) 1006 typically are peripheral compo 

nents or devices, such as printers, local disk drives, compact 
disk (CD) ROMs, local area netWorks (LANs), sound mod 
ules, small computer system interfaces (SCSI), etc. The I/O 
devices 1006 generally have I/O drivers, Which read and 
Write to memory for the I/O devices 1006. I/O devices are 
Well knoWn. 
The graphics device(s) 1008 is, in general, a screen that 

displays images. Typical images include three-dimensional 
images, animation effects, video, text, etc. Graphics device 
technology is also Well knoWn, and thus, Will not be 
described in any further detail. 
Embodiments of the present invention are directed to 

forming NMOS transistors on a substrate. In alternative 
embodiments, a second transistor may be formed in or on the 
substrate. The second transistor may be a p-type MOS 
(PMOS) transistor having a source region, a drain region, a 
gate region, and a conducting channel. When silicon is 
implanted in the substrate, the percent electron mobility in 
the PMOS conducting channel remains substantially 
unchanged. 
The above description of illustrated embodiments of the 

invention is not intended to be exhaustive or to limit the 
invention to the precise forms disclosed. While speci?c 
embodiments of, and examples for, the invention are 
described herein for illustrative purposes, various equivalent 
modi?cations are possible Within the scope of the invention, 
as those skilled in the relevant art Will recogniZe. These 
modi?cations can be made to the invention in light of the 
above detailed description. 

In the above description, numerous speci?c details, such 
as particular processes, materials, devices, and so forth, are 
presented to provide a thorough understanding of embodi 
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ments of the invention. One skilled in the relevant art Will 
recognize, however, that the embodiments of the present 
invention can be practiced Without one or more of the 

speci?c details, or With other methods, components, etc. In 
other instances, Well-known structures or operations are not 
shoWn or described in detail to avoid obscuring the under 
standing of this description. 

Various operations have been described as multiple dis 
crete operations performed in turn in a manner that is most 
helpful in understanding embodiments of the invention. 
HoWever, the order in Which they are described should not 
be construed to imply that these operations are necessarily 
order dependent or that the operations be performed in the 
order in Which the operations are presented. 

Reference throughout this speci?cation to “one embodi 
ment” or “an embodiment” means that a particular feature, 
structure, process, block, or characteristic described in con 
nection With the embodiment is included in at least one 
embodiment of the present invention. Thus, the appearances 
of the phrases “in one embodiment” or “in an embodiment” 
in various places throughout this speci?cation are not nec 
essarily all referring to the same embodiment. Furthermore, 
the particular features, structures, or characteristics may be 
combined in any suitable manner in one or more embodi 
ments. 

The terms used in the folloWing claims should not be 
construed to limit the invention to the speci?c embodiments 
disclosed in the speci?cation and the claims. Rather, the 
scope of embodiments of the invention is to be determined 
entirely by the folloWing claims, Which are to be construed 
in accordance With established doctrines of claim interpre 
tation. 
What is claimed is: 
1. A system, comprising: 
a processor having at least one semiconductor Wafer, the 

Wafer having a ?rst transistor formed therein, the 
transistor having a source region, a drain region, and a 
gate region, and a conducting layer beloW the gate 
region and betWeen the source region and the drain 
region; 

a silicon implant introducing dislocation loops in the 
semiconductor substrate at a depth beloW the conduct 
ing layer, the dislocation loops to apply compressive 
stress in the “y” direction of the semiconductor sub 
strate up to the conducting layer, but not in an “x” 
direction of the semiconductor Wafer up to the con 
ducting layer or a “Z” direction of the semiconductor 
Wafer up to the conducting layer; and 

a nitrogen implant introduced in the semiconductor sub 
strate With projected range at a depth beloW the con 
ducting layer. 

20 

25 

30 

35 

40 

45 

50 

8 
2. The system of claim 1, Wherein the transistor is a p-type 

metal oxide semiconductor (PMOS) transistor. 
3. The system of claim 1, Wherein the silicon implant 

introduced in the semiconductor substrate at a depth beloW 
the conducting layer is to create a dislocation loop. 

4. The system of claim 1, Wherein the transistor is an 
n-type metal oxide semiconductor (NMOS) transistor. 

5. The system of claim 1, further comprising a ?rst spacer 
formed on the semiconductor substrate betWeen the gate 
region and the source region. 

6. The system of claim 5, further comprising a second 
spacer formed on the semiconductor substrate betWeen the 
gate region and the drain region. 

7. A system, comprising: 
a processor having at least one semiconductor Wafer, the 

Wafer having a ?rst transistor formed therein, the 
transistor having: 
a conducting layer having one or more dislocation 

loops introduced at a depth beloW the conducting 
layer, the one or more dislocation loops to apply a 
compressive stress in a “y” direction of the semi 
conductor Wafer up to the conducting layer, but not 
in an “x” direction of the semiconductor Wafer up to 
the conducting layer or a “Z” direction of the semi 
conductor Wafer up to the conducting layer; and 

a nitrogen dopant introduced at the depth beloW the 
conducting layer; and 

a graphics device coupled to the processor. 
8. The system of claim 7, Wherein the one or more 

dislocation loops that are to apply a compressive stress in a 
“y” direction of the semiconductor Wafer up to the conduct 
ing layer is not to apply a compressive stress in a “Z” 
direction of the semiconductor Wafer up to the conducting 
layer. 

9. The system of claim 7, Wherein the nitrogen dopant 
introduced at the depth beloW the conducting layer is to 
control groWth of the one or more dislocation during one or 
more thermal processes. 

10. The system of claim 9, Wherein the nitrogen dopant 
introduced at the depth beloW the conducting layer is to 
alloW the one or more dislocation to propagate up to the 
conducting layer but not into the conducting layer. 

11. The system of claim 7, Wherein the transistor is an 
n-type metal oxide semiconductor (NMOS) transistor. 

12. The system of claim 7, Wherein the transistor is a 
p-type metal oxide semiconductor (PMOS) transistor. 


