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An inner rotor motor includes a rotor having a plurality of 
magnetic poles circumferentially arranged, and a stator With 
a stator core having a plurality of magnetic pole teeth that 
are positioned on the outer side of the circumference of the 
rotor and oppose the rotor. A coil is provided on each of the 
magnetic pole teeth. The stator extends not more than 180 
degrees With respect to the center of the rotor. 
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THIN INNER ROTOR MOTOR FOR 
ROTATABLY DRIVING MEDIUM, AND DISK 

APPARATUS USING THE SAME 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a technology ideally used 

for a thin inner rotor motor for rotatably driving a medium 
that is used With, for example, a ?oppy disk drive unit or the 
like. 

2. Description of the Related Art 
A disk apparatus, such as a ?oppy disk unit, has been 

extensively used for a personal computer, an o?ice com 
puter, a Word processor, etc., and has been showing remark 
able Widespread use. This type of disk apparatus is con 
structed, for example, as shoWn in FIG. 10. 
The disk apparatus Will be outlined in conjunction With 

FIG. 10. Achassis 101 has a spindle center 102 providing the 
rotational center of a disk, and is accommodated in an 
equipment housing (not shoWn) of, for example, a personal 
computer or the like. The chassis 101 is formed by a 
bottomed box that is opened frontWard and upWard and has 
a space for accommodating a disk cartridge 103. 
At the rear end of the chassis 101, a stepping motor 124 

for driving a head carriage, and the head carriage con 
structed to be moved back and forth by the stepping motor 
124 are provided. A ?rst head 130 for reading the informa 
tion recorded on a disk is retained on the distal end of the 
head carriage, and a head arm 132 having a second head 131 
associated With the ?rst head 130 is attached to the rear 
upper end such that it may sWing through the intermediary 
of an elastic member. The head arm 132 is urged such that 
the second head 131 is urged toWard the ?rst head 130. The 
disk apparatus in this example is provided With a cartridge 
holder 136 that removably holds the disk cartridge 103, and 
a device for opening and closing the shutter of the disk 
cartridge 103. 
Some disk apparatuses of this type use an inner rotor 

motor shoWn in FIGS. 11A and 11B as the motor for rotating 
a disk in order to achieve a thinner design in recent years. 

The inner rotor motor is constructed by a stator 164 that 
has an annular yoke 161 extending in the circumferential 
direction and multiple cores 163 Which are radially provided 
on the inner circumferential surface of the yoke 161 and 
around Which coils 162 are Wound, and a rotor 166 having 
an annular magnet 165 Which is rotatably provided on the 
inner circumferential surface of the stator 164 so that it 
opposes the cores 163. The inner rotor motor further 
includes a circuit board 168 on Which a retaining assembly 
170 that incorporates a bearing 169 is mounted, and a rotary 
shaft 171 for ?xing the rotor Which is rotatably supported by 
the retaining assembly 170 on the circuit board 168 through 
the intermediary of the bearing 169 and Which has an axis 
extending in the vertical direction. The rotor 166 of the inner 
rotor motor functions as a turntable that has a disk chucking 
magnet (not shoWn) and a disk chucking rotary lever (not 
shoWn). 

In the stator for this type of inner rotor motor, the yoke 
161 and the cores 163 are provided such that they surround 
substantially the Whole circumference of the circular rotor 
166 except for the portion Wherein the heads 130 and 131 
move. In order to meet magnetic characteristics require 
ments, the stator is formed of silicon steel or the like that is 
more costly than a galvaniZed steel plate constituting the 
chassis 101, etc. 
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2 
For this type of disk apparatus, hoWever, there has been 

a constant demand for reduced manufacturing cost, and also 
a high demand for a smaller siZe and a reduced Weight of the 
disk apparatus. Hence, a demand exists for reducing the 
areas of the yoke 161 and the cores 163 formed of the costly 
silicon steel in the stator for the inner rotor motor. 

If, hoWever, the areas of the yoke 161 and the cores 163 
are reduced to meet the aforesaid demand, then the magnetic 
interaction relative to the rotor 166 may become uneven in 
the circumferential direction, adversely affecting the opera 
tional stability of a disk. 

In addition, another problem exists. When an attempt is 
made to reduce the siZe and Weight of a ?oppy disk drive 
unit or the like, the possibility increases in Which the 
magnetic head for Writing and reading magnetic information 
from and to a medium, such as a ?oppy disk, is brought 
excessively close to the magnet of the rotor, and the mag 
netic ?uxes from the magnet of the rotor 166 to the magnetic 
head adversely affect the Writing and reading of the magnetic 
information. 

Furthermore, the magnetic ?uxes that enter into the chas 
sis 101 from the magnetic poles of the rotor 166 cause a 
force to act betWeen the rotor 166 and the chassis 101. This 
consequently causes an applied thrusting force to push the 
rotor 166 against the chassis 101, possibly leading to dete 
riorated rotation of the rotor 166. On the other hand, if the 
thrusting force for pushing the rotor 166 against the chassis 
101 is too Weak, then the rotational stability of the rotor 166 
deteriorates. Therefore, there has been a demand for con 
trolling the thrusting force to remain Within a preferable 
range. 

SUMMARY OF THE INVENTION 

In vieW of the above, the present invention has been made 
to attain the objectives shoWn below: 

(1) To reduce the manufacturing cost; 
(2) To reduce the siZe and Weight of an apparatus; 
(3) To maintain the rotational stability of a motor; 
(4) To improve the operational stability of a disk appa 

ratus; 
(5) To reduce the in?uences of the magnetic ?uxes from 

a rotor on a magnetic head or the like positioned around the 
rotor; and 

(6) To control the thrusting force applied to the rotor. 
To this end, according to one aspect of the present 

invention, there is provided an inner rotor motor including: 
a rotor having a plurality of magnetic poles circumferen 
tially arranged; and a stator that has a stator core having a 
plurality of magnetic pole teeth that are positioned on the 
outer side of the circumference of the rotor and oppose the 
rotor, a coil being provided on each of the magnetic pole 
teeth, Wherein the stator is provided to an extent of 180 
degrees or less With respect to the central angle of the rotor. 

Further preferably, the stator is provided to an extent of 90 
degrees or less With respect to the central angle of the rotor. 
A magnetic balancer for securing magnetic balance 

betWeen the rotor and the stator may be provided on the 
outer side of the circumference of the rotor. 
The magnetic balancer may be made integral With a 

chassis to Which the rotor is rotatably installed and Which is 
formed of a magnetic material. 
The magnetic balancer is constituted by a plurality of 

segments arranged in the circumferential direction of the 
rotor. Hence, When the magnetic balancer and the chassis are 
formed by press-bending, the stress that in?uences the 
bottom surface of the chassis can be reduced. 
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Preferably, the sum of the quantities of magnetic ?uxes 
going in and out of the magnetic balancer from the rotor and 
the sum of the quantities of magnetic ?uxes going in and out 
of magnetic pole teeth of the stator from the rotor are set to 
be equal. 

The disposition of the magnetic balancer in relation to the 
circumference of the rotor and the disposition of the mag 
netic pole teeth in relation to the circumference of the rotor 
may be set so that they are point-symmetrical With respect 
to the center of the rotor. 

The lengths of the magnetic balancer and the magnetic 
pole teeth provided at the positions Where they are point 
symmetrical With respect to the center of the rotor may be set 
such that they respectively occupy equal lengths on the 
circumference of the rotor. 

Preferably, six pieces of the magnetic pole teeth are 
provided. 

According to another aspect of the present invention, 
there is provided a disk apparatus equipped With the inner 
rotor motor described above. 

The inner rotor motor according to the present invention 
has a stator provided to an extent of 180 degrees or less With 
respect to the central angle of the rotor. This arrangement 
makes it possible to reduce the area of the stator core to 
approximately half or less, as compared With a structure in 
Which the stator is provided over the full circumference of 
the rotor as in the case of a conventional inner rotor motor. 
Therefore, the cost for the stator core formed of, for 
example, a silicon steel plate, and the cost for coil Windings, 
etc. can be reduced so as to reduce the manufacturing cost 
for the inner rotor motor. At the same time, as compared With 
the case Where the stator is provided over the full circum 
ference of the rotor, the area required for installing the motor 
can be reduced to achieve a reduced siZe, and the Weight can 
be also reduced because the number of the magnetic pole 
teeth can be reduced. The stator may be continuously 
provided up to 180 degrees With respect to the central angle, 
or may be formed in a plurality of stator segments With 
intervals provided therebetWeen as long as the total sum of 
the central angles of the portions Where the stator segments 
are provided stays Within 180 degrees. 

Providing the stator to an extent of 90 degrees or less With 
respect to the central angle of the rotor makes it possible to 
further reduce the manufacturing cost, Weight, and siZe. 

The magnetic balancer for securing magnetic balance 
betWeen the rotor and the stator is provided on the outer side 
of the circumference of the rotor. Therefore, even if the 
stator is disposed only on one side of the rotor and the rotor 
is driven only from the one side of the rotor, the force acting 
on the rotor can be symmetriZed in good balance With 
respect to the rotary shaft of the rotor. Thus, the stability of 
the rotative drive of the rotor can be maintained. 

The magnetic balancer is made integral With the chassis to 
Which the rotor is rotatably installed and Which is formed of 
a magnetic material. Hence, When a chassis made of, for 
example, a galvanized steel plate is manufactured, the 
magnetic balancer and the chassis can be formed at the same 
time by bending and raising the portion at under the rotor 
toWard the rotor mounting side by press-cutting. With this 
arrangement, the manufacturing process can be simpli?ed 
and the material cost can be saved, permitting reduced 
manufacturing cost, as compared With the case Where a 
separate member is installed as the magnetic balancer. 

Furthermore, the magnetic balancer is formed by a plu 
rality of segments arranged in the circumferential direction 
of the rotor. Hence, as set forth above, When the chassis 
formed of, for example, the galvaniZed steel plate is bent and 
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4 
raised, the in?uences on the surface of the chassis to Which 
the rotor is installed can be restrained so as to control 

deformation or the like. Moreover, When the magnetic 
balance is set for the magnetic pole teeth arranged in the 
circumferential direction of the rotor With spaces provided 
therebetWeen, the symmetry of the magnetic balancer With 
respect to the magnetic pole teeth can be easily obtained. 

The sum of the quantities of magnetic ?uxes going in and 
out of the magnetic balancer from the rotor is set to be equal 
to the sum of the quantities of magnetic ?uxes going in and 
out of magnetic pole teeth of the stator from the rotor. With 
this arrangement, the action applied to the rotor by the 
magnetic balancer and the magnetic pole teeth can be 
symmetrically set With greater ease. To be more speci?c, a 
means may be used Whereby the sum of the lengths of the 
magnetic balancers that occupy the circumference of the 
rotor and the sum of the lengths of the magnetic pole teeth 
of the stator that occupy the circumference of the rotor are 
set to be equal. 

The disposition of the magnetic balancer in relation to the 
circumference of the rotor and the disposition of the mag 
netic pole teeth in relation to the circumference of the rotor 
are set so that they are symmetrical With respect to the 
rotational center of the rotor. This arrangement makes it 
possible to symmetrically set the action applied to the rotor 
by the magnetic balancer and the magnetic pole teeth With 
greater ease. 

The lengths of the magnetic balancer and the magnetic 
pole teeth provided at the positions Where they are point 
symmetrical With respect to the center of the rotor are set so 
that they respectively occupy equal lengths on the circum 
ference of the rotor. This arrangement makes it possible to 
symmetrically set the action applied to the rotor by the 
magnetic balancer and the magnetic pole teeth With greater 
ease When designing a magnetic circuit. 

The six magnetic pole teeth are installed, providing the 
compatibility With a three-phase inner rotor motor. 

The height of the magnetic balancer from the chassis is 
set, considering the in?uences exerted on the stability of the 
rotational operation of the rotor, and a cartridge supporting 
portion is provided on the distal end of the magnetic 
balancer, the cartridge supporting portion being set to be 
higher than the rest and projecting above the rotative surface 
of the rotor. With this arrangement, the disk cartridge of a 
?oppy disk or the like can be set such that it does not come 
in contact With the rotor. 

According to yet another aspect of the present invention, 
there is provided an inner rotor motor having: a rotor having 
a plurality of magnetic poles circumferentially arranged, and 
a stator that has a stator core having a plurality of magnetic 
pole teeth that are positioned on the outer side of the 
circumference of the rotor and oppose the rotor, a coil being 
provided on each of the magnetic pole teeth, the inner rotor 
motor further including: a portion Wherein the stator is 
provided around the rotor to an extent of 180 degrees or less 
With respect to the central angle of the rotor; and a portion 
Wherein a magnetic shield for blocking magnetic ?uxes from 
the rotor is provided. 
The magnetic shield may be made integral With a chassis 

to Which the rotor is rotatably installed and Which is formed 
of a magnetic material. 

The distance betWeen the magnetic shield and the cir 
cumference of the rotor may be set such that the distance are 
larger at both ends of the magnetic shield, as compared With 
that at the center of the magnetic shield. 
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Preferably, the magnetic shield is provided such that it 
linearly extends in the tangential direction of the circumfer 
ence of the rotor. 

The length of the magnetic shield in the circumferential 
direction of the rotor may be set to be shorter than the 
circumferential length of tWo magnetic poles of the rotor. 
A magnetic balancer for securing magnetic balance 

betWeen the rotor and the magnetic shield may be provided 
on the outer side of the circumference of the rotor. 

The disposition of the magnetic balancer may be set in 
relation to the circumference of the rotor and the disposition 
of the magnetic shield in relation to the circumference of the 
rotor such that they are point-symmetrical With respect to the 
center of the rotor. 

According to a further aspect of the present invention, 
there is provided a disk apparatus equipped With the inner 
rotor motor described above and a magnetic head, Wherein 
the magnetic shield blocks magnetic ?uxes from the rotor to 
the magnetic head. 

According to the present invention, the stator is provided 
to an extent of 180 degrees or less With respect to the central 
angle of the rotor. This arrangement makes it possible to 
reduce the area of the stator core to approximately half or 
less, as compared With a structure in Which the stator is 
provided over the full circumference of the rotor as in the 
case of a conventional inner rotor motor. Therefore, the cost 
for the stator core formed of, for example, a silicon steel 
plate and the cost for coil Windings, can be reduced so as to 
reduce the manufacturing cost for the inner rotor motor. At 
the same time, as compared With the case Where the stator 
is provided over the full circumference of the rotor, the area 
required for installing the motor can be reduced to achieve 
a reduced siZe, and the Weight can be also reduced because 
the number of the magnetic pole teeth can be decreased. In 
this state, a portion is provided Wherein a magnetic shield for 
blocking magnetic ?uxes from the rotor is disposed. Hence, 
When a magnetic head or the like is provided in the vicinity 
of the rotor, the magnetic shield Will be positioned betWeen 
the magnetic head or the like and the rotor thereby to block 
the magnetic ?uxes from the rotor to the magnetic head or 
the like, making it possible to reduce the in?uences of the 
magnetic poles of the rotor exerted on the magnetic head or 
the like. As a result, the magnetic head or the like can be 
provided at a position closer to the rotor, permitting a further 
compact design to be achieved. 

The magnetic shield for blocking the magnetic ?uxes 
from the rotor can be applied to a structure other than the 
magnetic head as long as it is subjected to the in?uences of 
the magnetic ?uxes from the rotor. 

Forming the magnetic shield integral With the chassis to 
Which the rotor is rotatably installed and Which is formed of 
a magnetic material makes it possible to form the magnetic 
shield and a chassis at the same time by bending and raising 
the portion at under the rotor toWard the rotor mounting side 
by press-cutting When the chassis made of, for example, a 
galvanized steel plate is manufactured. With this arrange 
ment, the manufacturing process can be simpli?ed and the 
material cost can be saved, permitting reduced manufactur 
ing cost, as compared With the case Where a separate 
member is installed as the magnetic shield. 

According to the present invention, the distance betWeen 
the magnetic shield and the circumference of the rotor is set 
such that the distance is larger at both ends of the magnetic 
shield, as compared With that at the center of the magnetic 
shield. Therefore, even if the length of the magnetic shield, 
i.e., the dimension thereof in the circumferential direction of 
the rotor, does not coincide With an even multiple number of 
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6 
the length of the magnetic pole (magnet) of the rotor in the 
circumferential direction, the magnetic ?uxes entering into 
the magnetic shield from the magnet of the rotating rotor can 
be asymptotically increased or decreased. This alloWs cog 
ging to be restrained. 
The magnetic shield is provided such that it linearly 

extends in the tangential direction of the circumference of 
the rotor. With this arrangement, When the magnetic shield 
and the chassis are formed by press-bending, the stress that 
in?uences the bottom surface of the chassis can be reduced, 
permitting dimensional accuracy in the forming process to 
be achieved. 
The circumferential length of the rotor in the magnetic 

shield is set to be shorter than the circumferential length of 
tWo magnetic poles of the rotor. With this arrangement, the 
notch formed in the bottom of the chassis to correspond to 
the magnetic shield does not have to be made larger than 
necessary. Hence, it is possible to maintain the strength of 
the chassis at a predetermined level and to easily set the 
amount of magnetic ?uxes entering into the bottom of the 
chassis from the rotor. 
The magnetic balancer for securing magnetic balance 

betWeen the rotor and the magnetic shield is provided on the 
outer side of the circumference of the rotor. With this 
arrangement, even if the magnetic shield is provided only on 
one side of the rotor to block the magnetic ?uxes from the 
rotor, the force acting on the rotor can be symmetriZed in 
good balance With respect to the rotary shaft of the rotor. 
Hence, the stability of the rotational drive of the rotor can be 
maintained. 

The disposition of the magnetic balancer in relation to the 
circumference of the rotor and the disposition of the mag 
netic shield in relation to the circumference of the rotor are 
set so that they are point-symmetrical With respect to the 
center of the rotor. This arrangement makes it possible to set 
the sum of the quantities of magnetic ?uxes going in and out 
of the magnetic balancer from the rotor to be equal to the 
sum of the quantities of magnetic ?uxes going in and out of 
magnetic shield from the rotor. This alloWs the action 
applied to the rotor by the magnetic balancer and the 
magnetic shield to be symmetrically set With greater ease. 
The lengths of the magnetic balancer and the magnetic 

shield provided at the positions Where they are point 
symmetrical With respect to the center of the rotor are set so 
that they respectively occupy equal lengths on the circum 
ference of the rotor. This arrangement makes it possible to 
symmetrically set the action applied to the rotor by the 
magnetic balancer and the magnetic shield more easily When 
designing a magnetic circuit. 
The heights of the magnetic shield and the magnetic 

balancer from the chassis are set, considering the in?uences 
exerted on the blocking of magnetic ?uxes and the stability 
of the rotational operation of the rotor. Furthermore, car 
tridge supporting portions are provided on the distal ends of 
the magnetic shield and the magnetic balancer, the cartridge 
supporting portions being set higher than the rest to project 
above the rotative surface of the rotor. With this arrange 
ment, the disk cartridge of a ?oppy disk or the like can be 
set such that it does not come in contact With the rotor. 
According to another aspect of the present invention, 

there is provided an inner rotor motor including: a rotor 
having a plurality of magnetic poles circumferentially 
arranged, and a stator that has a stator core having a plurality 
of magnetic pole teeth that are positioned on the outer side 
of the circumference of the rotor and oppose the rotor, a coil 
being provided on each of the magnetic pole teeth, Wherein 
the stator is provided to an extent of 180 degrees or less With 
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respect to the central angle of the rotor, and a chassis to 
Which the rotor is rotatably installed and Which is formed of 
a magnetic material is provided With an interaction setting 
device that sets a force acting betWeen the rotor and the 
chassis, the interaction setting device being disposed at 
under the rotational position of the magnetic poles of the 
rotor. 

Preferably, the interaction setting device is formed of a 
notch provided in the chassis. The device may be provided 
With a plurality of the notches, the notches being set so as to 
be point-symmetrical With respect to the center of the rotor. 

Preferably, a magnetic balancer for securing magnetic 
outer side of the circumference of the rotor, and the notches 
are provided such that they are in contact With the magnetic 
balancer. In addition, the magnetic balancer is preferably 
made integral With the chassis. 

Further preferably, a magnetic shield for blocking mag 
netic ?uxes from the rotor is provided on the outer side of 
the circumference of the rotor, and the notches provided 
such that they are in contact With the magnetic shield. 
Furthermore, the magnetic shield is preferably made integral 
With the chassis. 

A magnetic balancer for securing magnetic balance 
betWeen the rotor and the magnetic shield may be provided 
on the outer side of the circumference of the rotor. The 
notches may be provided such that they are in contact With 
the magnetic balancer, or the magnetic balancer may be 
made integral With the chassis. 

The notches may continue to the outer side of the rota 
tional position of the rotor, and the notches partly accom 
modate the coils of the stator. 

The chassis to Which the rotor is rotatably installed and 
Which is formed of a magnetic material is provided With a 
notch serving as an interaction setting device disposed under 
the rotational position of the magnetic poles of the rotor so 
as to set the amount of the magnetic ?uxes entering into the 
chassis from the magnetic poles of the rotor to a predeter 
mined value and to set the force acting betWeen the rotor and 
chassis to a suitable level, thereby setting the thrusting force 
that acts on the rotor to a desirable level. This makes it 
possible to restrain deterioration of the rotating performance 
caused by an excessive thrusting force directed to the chassis 
and applied to the rotor, or the deterioration of the rotational 
stability caused by an insufficient thrusting force directed to 
the chassis and applied to the rotor. 

The use of the device provided With a plurality of notches, 
the notches being set to be point-symmetrical With respect to 
the center of the rotor, makes it possible to set the magnetic 
?uxes entering into the chassis from the magnetic poles of 
the rotor such that the magnetic ?uxes are symmetrical With 
respect to the rotational center of the rotor. This sets the 
force acting on the rotor to be symmetrical With respect to 
the rotational center of the rotor. With this arrangement, the 
stability of the rotation of the rotor can be maintained. 

The magnetic balancer for securing the magnetic balance 
betWeen the rotor and the stator is provided on the outer side 
of the circumference of the rotor, the notch is provided in 
contact With the magnetic balancer, and the magnetic bal 
ancer is made integral With the chassis. Hence, When a 
chassis made of, for example, a galvaniZed steel plate is 
manufactured, the magnetic balancer, the notch, and the 
chassis can be formed at the same time by bending and 
raising the portion at under the rotor toWard the rotor 
mounting side by press-cutting. With this arrangement, the 
manufacturing process can be simpli?ed and the material 
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cost can be saved, permitting reduced manufacturing cost, as 
compared With the case Where a separate member is installed 
as the magnetic balancer. 
More preferably, the magnetic shield for blocking the 

magnetic ?uxes from the rotor is provided on the outer side 
of the circumference of the rotor, and the notch is provided 
in contact With the magnetic shield. Furthermore, the mag 
netic shield is made integral With the chassis. Hence, When 
a chassis made of, for example, a galvaniZed steel plate is 
manufactured, the magnetic shield, the notch, and the chas 
sis can be formed at the same time by bending and raising 
the portion at under the rotor toWard the rotor mounting side 
by press-cutting. With this arrangement, the manufacturing 
process can be simpli?ed and the material cost can be saved, 
permitting reduced manufacturing cost, as compared With 
the case Where a separate member is installed as the mag 
netic shield. 
The magnetic balancer for securing the magnetic balance 

betWeen the rotor and the stator is provided on the outer side 
of the circumference of the rotor, the notch is provided in 
contact With the magnetic balancer, and the magnetic bal 
ancer is made integral With the chassis. Hence, When a 
chassis made of, for example, a galvaniZed steel plate is 
manufactured, the magnetic balancer, the notch, and the 
chassis can be formed at the same time by bending and 
raising the portion at under the rotor toWard the rotor 
mounting side by press-cutting. With this arrangement, the 
manufacturing process can be simpli?ed and the material 
cost can be saved, permitting reduced manufacturing cost, as 
compared With the case Where a separate member is installed 
as the magnetic balancer. 
The notches continue to the outer side of the rotational 

position of the rotor, and the notches partly accommodate 
the coils in the stator. Thus, the Windings of the coils are 
thicker than the magnetic pole teeth of the stator and the 
yokes to Which the magnetic pole teeth are connected. By 
positioning the coils in the notches, the thickness of the inner 
rotor motor can be reduced so as to make the motor smaller. 

At the same time, the distal ends of the magnetic pole 
teeth that oppose the rotor are positioned more closely to the 
bottom surface of the chassis than the magnetic pole of the 
rotor. Thus, as shoWn in FIG. 2B, Which Will be discussed 
hereinafter, a force F3 directed to the bottom surface of a 
chassis 1 is applied to a rotor 2 betWeen itself and a stator 
3 so as to alloW the rotation of the rotor to be stabiliZed. 
Moreover, by setting the force F3 to an appropriate level, it 
is possible to restrain the deterioration of driving perfor 
mance due to friction or the like attributable to an increase 
in the thrusting force in the rotary shaft of the rotor. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a plan vieW shoWing an inner rotor motor and a 
disk apparatus according to an embodiment of the present 
invention; 

FIG. 2A is a fragmentary sectional vieW taken at the line 
Hill of the inner rotor motor shoWn in FIG. 1, and FIG. 2B 
is an enlarged sectional vieW shoWing the neighborhood of 
a magnet 25 in FIG. 2A; 

FIG. 3 is a plan vieW shoWing a stator 3 in FIG. 1; 
FIG. 4 is a plan vieW shoWing a stator core 31 in FIG. 1; 
FIG. 5 is a schematic plan vieW illustrating the relation 

ship betWeen the magnet 25 and the magnetic pole teeth 33 
through 38 in FIG. 1; 

FIG. 6 is a sectional vieW taken at the line VIiVI, 
illustrating the magnetic shield of the inner rotor motor in 
FIG. 1; 
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FIG. 7 is a schematic plan vieW illustrating the relation 
ship between the magnet 25 and magnetic pole teeth 133 
through 136 in a conventional motor; 

FIG. 8 is a plan vieW shoWing a magnetic shield and a 
magnetic balancer according to another embodiment of the 
present invention; 

FIG. 9 is a sectional vieW shoWing a magnetic balancer 
according to another embodiment of the present invention; 

FIG. 10 is a schematic perspective vieW shoWing a 
conventional disk unit; and 

FIG. 11A is a plan vieW shoWing a conventional inner 
rotor motor, and FIG. 11B is a sectional vieW thereof. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The folloWing Will describe an inner rotor motor and a 
disk apparatus according to an embodiment of the present 
invention in conjunction With the accompanying draWings. 

FIG. 1 is a plan vieW shoWing a part of the disk apparatus 
in accordance With the embodiment. Reference numeral 1 in 
the draWing denotes a chassis partly constituting the housing 
of the disk apparatus. 

The disk apparatus according to the embodiment is an 
example used as a ?oppy disk drive (FDD). 

Referring to FIG. 1, a chassis 1 formed of a galvanized 
steel plate or the like is provided With a rotor 2 and a stator 
3 in an inner rotor motor for rotating a magnetic recording 
medium (disk), a magnetic head assembly 4 for reading/ 
Writing magnetic signals from/to the disk, a position con 
troller 5 for controlling the position of the magnetic head 
assembly 4, a board 6 serving as a controller for controlling 
the position controller 5 and the drive of the inner rotor 
motor, a magnetic balancer 7, a magnetic shield 8, and a 
magnetic balancer 9. 

FIG. 2A is a fragmentary sectional vieW taken at the line 
Hill of the inner rotor motor shoWn in FIG. 1, and FIG. 2B 
is an enlarged sectional vieW shoWing the neighborhood of 
a magnet 25 in FIG. 2A. 
As shoWn in FIGS. 1 and 2, the rotor 2 includes a disc 23 

rotatably supported primarily by bearings 22, 22 such that it 
rotates around a spindle center 21, Which is secured to the 
bottom surface of the chassis 1, along a plane parallel to the 
bottom surface of the chassis 1. The rotor 2 further includes 
an engaging protuberance 24 that projects on the top surface 
of the disc 23 and engages in the engaging hole of a ?oppy 
disk to transmit a rotative driving force, and a magnet 25 
provided With a thickness on the rim of the disc 23 and 
magnetiZed to circumferentially form a plurality of magnetic 
poles. 

Referring to FIGS. 1 and 5, the magnet 25 has the north 
poles and the south poles that are alternately arranged in the 
circumferential direction. The total number of the magnetic 
poles is set, for example to sixteen. This means that mag 
netic poles 2511, 25s, and so on are arranged at intervals of 
22.5 degrees With respect to the rotation center 21. 

FIG. 3 is a plan vieW shoWing the stator 3 in FIG. 1. 
Referring noW to FIGS. 1, 2, and 3, the stator 3 has a yoke 

32 and a stator core 31 formed of six magnetic pole teeth 33, 
34, 35, 36, 37, and 38 coupled by the yoke 32. All the 
magnetic pole teeth 33 through 38 are provided With Wind 
ings formed into coils 3311 through 3811. The stator 3 is 
attached to the chassis 1 by the yoke 32, and positioned such 
that the coils 3311 through 3811 ?t to a notch 11 of the chassis 
1 that is provided such that it extends sideWays from under 
the rotational position of the rotor 2. 
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The notch 11 is formed from the position Where the stator 

core 31 is installed to the chassis 1 to the point beloW the 
rotational position of the magnet 25 of the rotor 2 so as to 
accommodate the coils 33a through 3811 therein. The notch 
11 is formed to have a shape that alloWs the coils 3311 
through 3811 to be accommodated therein, considering the 
positional relationship to notches 12, 13, and 14, Which Will 
be discussed hereinafter, and the strength of the chassis 1. 
The contour shape of the notch 11 at the position under the 

rotational position of the rotor 2 is set such that it is 
symmetrical, about the rotation center 21, to the contour 
shape of the notch 12 (Which Will be discussed hereinafter) 
at the position under the rotational position of the rotor 2. By 
setting the above contour shape and also the shapes of the 
stator core 31 and the magnetic balancer 7, Which Will be 
described hereinafter, it becomes possible to set the doWn 
Ward thrusting force acting on the rotor 2 due to the 
magnetic ?uxes from the magnet 25, Which enter the bottom 
surface of the chassis 1, in the direction of the straight line 
that passes the stator 3 and the magnetic balancer 7. 

Similarly, the notches 13 and 14 are shaped such that their 
contours at the position under the rotational position of the 
rotor 2 are symmetrical With respect to the rotation center 
21. By setting the above contour shapes and also the shapes 
of the magnetic shield 8 and a magnetic balancer 9, Which 
Will be described hereinafter, it becomes possible to set the 
doWnWard thrusting force acting on the rotor 2 due to the 
magnetic ?uxes from the magnet 25, Which enter the bottom 
surface of the chassis 1, in the direction of the straight line 
that passes the magnetic shield 8 and the magnetic balancer 
9. 
The notches 11, 12, 13, and 14 make up an interaction 

setting device for setting the force acting betWeen the rotor 
2 and the chassis 1. The setting of the interaction involves 
not only the notches 11, 12, 13, and 14, but also the shapes 
of the magnetic pole teeth 33 through 38 (Which Will be 
discussed hereinafter), the magnetic shield 8, and the mag 
netic balancers 7 and 9. 
The shape of the stator core 31 Will noW be described. 
FIG. 4 is a plan vieW shoWing the stator core 31 in FIG. 

1. 
The stator core 31 is formed of a silicon steel plate. As 

shoWn in FIG. 1 through FIG. 4, the magnetic pole teeth 33 
through 38 are provided With distal end portions 33b through 
38b that extend beyond the coils 33a through 3811, respec 
tively, toWard the rotor 2, and Winding portions 330 through 
380 around Which the coils 3311 through 38a are Wound. 
The Winding portions 330 through 380 are formed to have 

an even Width over the entire lengths thereof. The distal end 
portions 33b though 38b are formed to be Wider than the 
Winding portions 330 through 380. The distal portions 33b 
through 38b are provided With rotor-opposing surfaces 33d 
through 38d that are arcuate as observed from above and 
oppose the magnet 25 of the rotor 2 substantially With the 
same interval therebetWeen. 
As shoWn in FIG. 2, the stator core 31 is provided such 

that the distal end portions 33b through 38b are loWer than 
the magnet 25 of the rotor 2. More speci?cally, the positions 
of the centers of the distal end portions 33b through 38b in 
the height direction (the direction along the rotational axis of 
the rotor 2) are closer to the bottom surface of the chassis 1 
than to the position of the center of the magnet 25 in the 
height direction. At the same time, the coils 3311 through 3811 
are located in the notch 11 of the chassis 1. 
The difference in the position of the center in the height 

direction betWeen the distal end portions 33b through 38b 
and the magnet 25 is set so a s to se t the doWnWard thrusting 
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load toward the chassis 1 to maintain the stability of the 
rotation of the rotor 2, as in the case of the setting of the 
height of the magnetic balancer 7, Which Will be described 
hereinafter. 

In the magnetic pole teeth 33 through 38, the rotor 
opposing surfaces 33d through 38d at the distal ends thereof 
are arranged on an arc having a radius R1 such that they are 
equidistant With respect to the point coinciding With the 
rotation center 21 of the rotor 2, as shoWn in FIGS. 1, 3, 4, 
and 5. Pitches R1 of the rotor-opposing surfaces 33d through 
38d in the circumferential direction are all set to be equal. 
Speci?cally, each of the pitches R1 of the rotor-opposing 
surfaces 33d to 38d indicates the interval betWeen circum 
ferential center positions 33g to 38g of the adjoining rotor 
opposing surfaces 33d through 38d in terms of the angle at 
the rotation center 21. The pitch R1 of the rotor-opposing 
surfaces 33d through 38d is set to, for example, 15 degrees. 

In this case, a value Q denoting the interval betWeen the 
circumferential center positions of the rotor-opposing sur 
faces 33d and 38d, Which are located at both ends, in terms 
of angle With respect to the rotation center 21 Will be set to 
a central angle of 75 degrees With respect to the point that 
coincides With the rotation center 21 of the rotor 2. 

In the yoke 32, the side thereof to Which the magnetic pole 
teeth 33 through 38 are connected, namely, a surface 32a 
opposing the rotor 2, is set to be arcuate as observed from 
above. Referring to FIG. 4, the surface 32a is set on an arc 
of a radius R2 having, as its center, a point 39 set at a 
position aWay from the stator 3 farther than the point 
coinciding With the rotation center 21 of the rotor 2. At the 
same time, proximal centers 33f and 38f of the magnetic pole 
teeth 33 and 38, respectively, that are connected to the 
surface 32a are set at the positions equidistant from the 
rotation center 21. Similarly, the proximal centers 34f and 
37f of the magnetic pole teeth 34 and 37, respectively, are set 
at the positions equidistant from the rotation center 21, and 
the proximal centers 35f and 36f of the magnetic pole teeth 
35 and 36, respectively, are set at the positions equidistant 
from the rotation center 21. In other Words, the shape of the 
stator core 31 is set to be line-symmetrical With respect to a 
straight line L1 passing the rotation center 21 and the point 
39. 

Furthermore, in the magnetic pole teeth 33 through 38, 
pitches P2 of the proximal centers 33f through 38f thereof 
are set to be equal, as shoWn in FIG. 4. In other Words, the 
pitch P2 of the proximal centers 33f through 38f denotes the 
interval betWeen the circumferential centers along the sur 
face 3211 at the proximal ends of the adjoining magnetic pole 
teeth 33 through 38 in terms of angles at the point 39. The 
pitch P2 of the proximal centers 33f through 38f is set at a 
value, e.g., 7 degrees, that is smaller than the value of the 
pitch P1 of the rotor-opposing surfaces 33d through 38d. 

In this case, the pitch P2 of the proximal centers 33f 
through 38f is set such that at least one value of the angles 
formed by adjoining magnetic pole teeth 33 through 38 in 
the extending direction is smaller than the angle formed by 
straight lines connecting the rotor-opposing surfaces 33d 
through 38d of the adjoining magnetic pole teeth 33 through 
38 With the rotation center 21 of the rotor 2. This means that, 
in the magnetic pole teeth 33 through 38, at least one value 
(P2) of the angles at the point 39, at Which the straight lines 
connecting the proximal centers 33f through 38f With the 
circumferential center positions 33g through 38g, respec 
tively, of the rotor-opposing surfaces 33d through 38d 
intersect With each other When they are extended, is set to a 
value smaller than the angle (P1) formed by the lines 
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12 
connecting the circumferential center positions 33 g through 
38g of the rotor-opposing surfaces 33d through 38d and the 
rotation center 21. 
The point 39 is set such that it is positioned on the outer 

side of the rotor 2. 
Further, in the magnetic pole teeth 33 through 38, the 

Winding portions 330 through 380 sharing the same Width in 
their extending direction are provided such that they extend 
on the straight lines that pass the proximal centers 33f 
through 38f thereof and the point 39, as illustrated in FIG. 4. 
The draWing shoWs the relationship betWeen the Winding 
portion 380 in the magnetic pole tooth 38 and the straight 
line passing the proximal center 38f and the point 39. 

Thus, the lengths L33 through L35 and L36 through L38 
of the Winding portions 330 through 380 in the magnetic pole 
teeth 33 through 38 are set to be different by setting the 
pitches R1 and P2. More speci?cally, as shoWn in FIGS. 3 
and 4, the length L33 of the Winding portion 330 is set to be 
longer than the length L34 of the Winding portion 340, and 
the length L34 of the Winding portion 340 is set to be longer 
than the length L35 of the Winding portion 350. Further 
more, the length L33 of the Winding portion 330 is set to be 
equal to the length L38 of the Winding portion 380, the 
length L34 of the Winding portion 340 is set to be equal to 
the length L37 of the Winding portion 370, and the length 
L35 of the Winding portion 350 is set to be equal to the 
length L36 of the Winding portion 360. The setting can be 
expressed as shoWn beloW: 

In the coils 33a through 3811, the number of turns N33 
through N35 and N36 through N38 of the individual Wind 
ings are set to be different. The number of turns N33 through 
N38 can be set in proportion to the lengths L33 through L38 
of the Winding portions 330 through 380. For example, the 
number of turns N33 is set to be larger than the number of 
turns N34, and the number of turns N34 is set to be larger 
than the number of turns N35. Furthermore, the number of 
turns N33 and the number of turns N38 are set to be equal, 
the number of turns N34 and the number of turns N37 are set 
to be equal, and the number of turns N35 and the number of 
turns N36 are set to be equal. The setting can be expressed 
as shoWn beloW: 

Furthermore, the coils 3311 through 3811 are connected in 
three phases (U phase, V phase, and W phase) to be 
compatible With the rotor 2 having sixteen poles. The coil 
33a is set for the U phase, the coil 34a is set for the W phase, 
the coil 35a is set for the V phase, the coil 36a is set for the 
U phase, the coil 37a is set for the W phase, and the coil 38a 
is set for the V phase. 

Thus, a sum Nu of the number of turns for the U phase is 
set to N33+N36, a sum Nv of the number of turns for the V 
phase is set to N35+N38, and a sum NW of the number of 
turns for the W phase is set to N34+N37. These sums are set 
to be equal, Which is expressed as shoWn beloW: 

Thus, the torque applied to the rotor 2 in the three phases 
(the U phase, the V phase, and the W phase) can be set to be 
equal. 

With the arrangement described above, at one side of the 
rotor 2, that is, in the plane parallel to the rotative plane of 
the rotor 2, the stator 3 may have the central angle Q With 
respect to the point coinciding With the rotation center 21 of 
the rotor 2 set at 180 degrees or less, or further at 90 degrees 
or less. 
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Thus, setting the stator 3 to have the central angle of 180 
degrees or less provides an advantage in that the area of the 
stator core, as observed from above, can be reduced to about 
half or less, as compared With a case Where the stator is 
provided around the full circumference of the rotor 2. It is 
further preferable to set the stator 3 to have the central angle 
of 90 degrees or less because the area of the stator core can 
be further reduced. 

FIG. 5 is a schematic plan vieW illustrating the relation 
ship betWeen the magnet 25 and the magnetic pole teeth 33 
through 38 shoWn in FIG. 1. 

Referring to FIG. 5, the stator 3 and the rotor 2 are 
positioned such that the rotor-opposing surfaces 33d through 
38d face the rotor 2. The relationship betWeen the magnetic 
pole teeth 33 through 38 and the magnet 25 Will be described 
beloW. 
As mentioned above, in the circumferential direction of 

the rotor 2, the magnetic poles 2511, 25s, and so on are 
provided at a pitch of 22.5 degrees With respect to the 
rotation center 21. The pitch is denoted by P3 in FIG. 5. As 
previously mentioned, the pitch P1 of the rotor-opposing 
surfaces 33d through 38d in the circumferential direction is 
set to, for example, 15 degrees. This means that half of, for 
example, one magnetic pole tooth 33 and the entirety of the 
magnetic pole tooth 34, i.e., one and a half magnetic pole 
teeth among the magnetic pole teeth 33 through 38, corre 
spond to each of the magnetic poles 2511, 25s, and so on of 
the rotor 2. In the draWing, the magnetic pole teeth 37 and 
38 are not shoWn. 

Referring to FIG. 5, the magnetic poles in the stator 3 and 
the rotor 2 are provided such that, When the circumferential 
center position (distal center) 33g of the rotor-opposing 
surface 33d of the magnetic pole tooth 33 is at the position 
Where it opposes a boundary position 25a betWeen a mag 
netic pole 25s0 and a magnetic pole 25111, the circumferen 
tial center position 34g of the rotor-opposing surface 34d of 
the adjacent magnetic pole tooth 34 is at the position Where 
it opposes a second position 25b from the magnetic pole 
25s0 When the pitch P3 of the magnetic pole 25111 is divided 
into three sub-pitches in the circumferential direction. Simi 
larly, the circumferential center position 35g of the rotor 
opposing surface 35d of the succeeding magnetic pole tooth 
35 is at the position Where it opposes a ?rst position 250 
from the magnetic pole 25111 When the pitch P3 of the 
magnetic pole 25s1 is divided into three sub-pitches in the 
circumferential direction. Furthermore, the circumferential 
center position 36g of the rotor-opposing surface 36d of the 
magnetic pole tooth 36 is at the position Where it opposes a 
boundary position 25d betWeen the succeeding magnetic 
pole 25s1 and another magnetic pole 25112. 

The shapes of the stator 3 and the rotor 2 in the three 
phase motor Will noW be described. 

FIG. 7 is a schematic plan vieW illustrating the relation 
ship betWeen a magnet 25 and magnetic pole teeth 133 
through 136 of a conventional motor. For the sake of clarity, 
only three magnetic pole teeth are shoWn, and the rest has 
been omitted, and the structure of the magnet is the same as 
that of the embodiment shoWn in FIG. 5. Hence, like 
components Will be assigned like reference numerals, and 
the descriptions thereof Will not be repeated. 

In the conventional three-phase inner rotor motor shoWn 
in FIG. 7, the U phase, the V phase, and the W phase are 
respectively set such that the magnetic pole teeth 133, 134, 
and 135 have a phase difference equivalent to a 120-degree 
electrical angle When a 360-degree electrical angle is set for 
a pair of magnetic poles 2511 and 25s of the rotor. 

20 

25 

30 

35 

40 

50 

55 

60 

65 

14 
To be more speci?c, as described in conjunction With FIG. 

5, in relation to the magnet 25, When the circumferential 
center position 133g of the rotor-opposing surface of the 
magnetic pole tooth 133 is at the position Where it opposes 
a boundary position 25a betWeen a magnetic pole 25s0 and 
a magnetic pole 25111, the circumferential center position 
134g of the rotor-opposing surface of a magnetic pole tooth 
134 is at the position Where it opposes a ?rst position 250 
from the magnetic pole 25111 When a pitch P3 of a magnetic 
pole 25s1 is divided into three sub-pitches in the circum 
ferential direction. Similarly, the circumferential center 
position 135g of the rotor-opposing surface of a magnetic 
pole tooth 135 is at the position Where it opposes a second 
position 25d from the magnetic pole 25s1 When the pitch P3 
of the magnetic pole 25112 is divided into three sub-pitches 
in the circumferential direction. 

Thus, in the conventional three-phase inner rotor motor 
shoWn in FIG. 7, the three magnetic pole teeth 133, 134, and 
135 are disposed at a pitch P4 of, for example, 30 degrees, 
With respect to the rotation center 21. This means that 
providing the magnetic pole teeth at the same pitch P4 
around the full circumference of the rotor 2 Will make a 
tWelve-pole stator. 
The conventional three-phase inner rotor motor shoWn in 

FIG. 7 has a U-phase coil to Which a ?rst drive current is 
supplied, a V-phase coil to Which a second drive current 
having a phase that is 120 degrees ahead of the phase of the 
?rst drive current is supplied, and a W-phase coil to Which 
a third drive current having a phase that is 120 degrees ahead 
of the phase of the second drive current is supplied. These 
coils are disposed in the order of the U phase, the V phase, 
and the W phase. 

In comparison With the above conventional inner rotor 
motor, the inner rotor motor in accordance With the embodi 
ment has its magnetic pole teeth 133, 134, and 135 disposed 
such that the U phase, the V phase, and the W phase are set 
to have the phase difference of the 120-degree electric angle. 
The coil 33a is set for the U phase, the coil 34a is set for the 
W phase, and the coil 35a is set for the V phase, the coil 36a 
is set for the U phase, the coil 37a is set for the W phase, and 
the coil 38a is set for the V phase. 

Thus, the U-phase coil to Which a ?rst drive current is 
supplied, the V-phase coil to Which a second drive current 
having a phase that is 120 degrees ahead of the phase of the 
?rst drive current is supplied, and the W-phase coil to Which 
a third drive current having a phase that is 120 degrees ahead 
of the phase of the second drive current is supplied are 
disposed in the order of the U phase, the W phase, and the 
V phase. In the embodiment, the pitch P1 of the rotor 
opposing surfaces 33d through 38d in the magnetic pole 
teeth 33 through 38 is set to, for example, 15 degrees. Hence, 
in the embodiment, providing the magnetic pole teeth 
around the full circumference of the rotor 2 at the pitch P1 
Will make a 24-pole stator. 

Accordingly, in this embodiment, the number of the 
magnetic pole teeth disposed per a unit angle at the center 
angle With respect to the rotation center 21 is set to be larger 
than the number of the magnetic poles of the rotor 2. In other 
Words, in this embodiment, the angle density of the magnetic 
pole teeth 33 through 38 With respect to the center angle at 
the rotation center 21 is set to be higher than the angle 
density of the magnetic poles 2511 and 25s of the rotor 2. 
Conversely, in the conventional three-phase inner rotor 
motor shoWn in FIG. 7, the number of the magnetic pole 
teeth disposed per unit angle at the center angle With respect 
to the rotation center 21 is set to be smaller than the number 
of magnetic poles of the rotor. Speci?cally, in the conven 
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tional three-phase inner rotor motor shown in FIG. 7, the 
angle density of the magnetic pole teeth 133 through 138 
With respect to the center angle at the rotation center is set 
to be smaller than the angle density of the magnetic poles 
2511 and 25s of the rotor. 

Thus, providing the conventional three-phase inner rotor 
motor shoWn in FIG. 7 With, for example, six magnetic pole 
teeth, Will require 120 degrees in terms of the center angle 
at the rotation center 21 of the rotor 2, thus requiring a larger 
area for the stator accordingly. 

Furthermore, providing the magnetic pole teeth 133, 134, 
and 135 on the straight line passing the rotation center 21 
and the circumferential center positions 133g, 134g, 135g, 
and so on of the rotor-opposing surfaces Would require a 
greater circumferential length of the yoke, as compared With 
a case Where they are provided on the straight line passing 
the point 39 set at a position farther aWay from the stator 3 
than the rotation center 21 as in this embodiment. Therefore, 
the area of the yoke as observed from above Would not be 
reduced, making it impossible to adequately reduce the area 
of the stator core 31. 

At the position opposing the stator 3 With the rotor 2 
sandWiched therebetWeen, the magnetic balancers 7 for 
securing magnetic balance betWeen the rotor 2 and the stator 
3 are provided. 
As shoWn in FIGS. 1 and 2, the magnetic balancer 7 is 

made integral With the bottom surface of the chassis 1, being 
in contact With the notch 12 provided in the chassis 1 at 
under the rotational position of the rotor 2, and raised 
upright from the bottom surface of the chassis 1. A plurality 
of the magnetic balancers 7 are provided around the rota 
tional position of the rotor 2 such that they oppose the 
circumferential surface of the magnet 25 of the rotor 2. 

The magnetic balancer 7 is formed of six magnetic 
balancer segments 71 through 76 in correspondence With the 
rotor-opposing surfaces 33d through 38d of the stator 3. 
These segments are arranged such that their associated 
rotor-opposing surfaces 7111 through 7611 are point-sym 
metrical to the rotor-opposing surfaces 33d through 38d of 
the magnetic pole teeth 33 through 38 With respect to the 
rotation center 21 of the rotor. 
More speci?cally, in the magnetic balancer segment 71, 

the rotor-opposing surface 71a is disposed to be symmetrical 
to the rotor-opposing surface 33d With respect to the rotation 
center 21. In the magnetic balancer segment 72, the rotor 
opposing surface 72a is disposed to be symmetrical to the 
rotor-opposing surface 34d With respect to the rotation 
center 21. Similarly, the rotor-opposing surface 73a and the 
rotor-opposing surface 35d, the rotor-opposing surface 74a 
and the rotor-opposing surface 36d, the rotor-opposing sur 
face 75a and the rotor-opposing surface 37d, and the rotor 
opposing surface 76a and the rotor-opposing surface 38d are 
provided such that they are symmetrical to each other With 
respect to the rotation center 21. 

This is to balance the magnetic in?uences exerted from 
the stator 3 toWard the rotor 2 by the shape of the magnetic 
balancer 7 thereby to maintain the magnetic in?uences on 
the rotor 2 to be symmetrically balanced With respect to the 
rotation center 21. 

To be more speci?c, the rotor-opposing surfaces 71a 
through 7611 are set on the arc of a radius R1' such that they 
are equidistant from the point 21 that coincides With the 
rotation center of the rotor 2. The radius R1' is set to be 
larger than a radius R1 set for the rotor-opposing surfaces 
33d through 38d, considering the height of the magnetic 
balancers 7, Which Will be discussed hereinafter. As in the 
case of the pitch R1 of the rotor-opposing surfaces 33d 
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16 
through 38d, the pitches for the rotor-opposing surfaces 7111 
through 7611 are all set to the same value, e.g., 15 degrees. 

The circumferential lengths of the rotor-opposing surfaces 
7111 through 7611 are set to correspond to the lengths of the 
rotor-opposing surfaces 33d through 38d of the magnetic 
pole teeth 33 through 38 With respect to the rotation center 
21 of the rotor. 

More speci?cally, in the magnetic balancer segment 71, 
the circumferential length of the rotor-opposing surface 71a 
is set to be equal to the circumferential length of the 
rotor-opposing surface 33d. In the magnetic balancer seg 
ment 72, the circumferential length of the rotor-opposing 
surface 72a is set to be equal to the circumferential length of 
the rotor-opposing surface 34d. Similarly, in the magnetic 
balancer segment 73, the circumferential length of the 
rotor-opposing surface 73a is set to be equal to the circum 
ferential length of the rotor-opposing surface 35d; in the 
magnetic balancer segment 74, the circumferential length of 
the rotor-opposing surface 74a is set to be equal to the 
circumferential length of the rotor-opposing surface 36d; in 
the magnetic balancer segment 75, the circumferential 
length of the rotor-opposing surface 75a is set to be equal to 
the circumferential length of the rotor-opposing surface 37d; 
and in the magnetic balancer segment 76, the circumferential 
length of the rotor-opposing surface 76a is set to be equal to 
the circumferential length of the rotor-opposing surface 38d. 
The magnetic balancer 7 is installed at a position loWer 

than the rotor 2. More speci?cally, the magnetic balancer 7 
is provided such that the central position of the magnetic 
balancer 7 in the height direction is loWer than the central 
position of the magnet 25 of the rotor 2 in the direction of 
the rotational axis. Furthermore, the magnetic balancer 
segments 71 through 76 are set to have substantially the 
same height, and also set to be loWer than an upper surface 
26 of the magnet 25 of the rotor 2. Alternatively, upper ends 
71b through 76b of the magnetic balancer 7 are set such that 
they are closer to the bottom surface of the chassis 1 than to 
the upper surface 26 of the magnet 25 of the rotor 2, as 
shoWn in FIG. 2. 

The height of the magnetic balancer 7, that is, the differ 
ence in height betWeen the upper ends 71b through 76b of 
the magnetic balancer segments 71 through 76 and the upper 
surface 26 of the magnet 25, is set so as to set the value of 
the difference in the central position in the height direction 
betWeen the distal end portions 33b through 38b and the 
magnet 25, and also to set the doWnWard (toWard the chassis 
1) thrusting load for maintaining the rotational stability of 
the rotor 2. 

The descriptions Will noW be given of hoW the shape of 
the magnetic balancer 7 is set. 

Referring to FIG. 2B, a force F3 acts betWeen the rotor 2 
and the stator 3, and a force F7 also acts betWeen the rotor 
2 and the magnetic balancer 7 at the same time. The force F3 
acts aWay from the rotative plane of the rotor 2 toWard the 
bottom surface of the chassis 1. This is because the force F3 
acts toWard the distal end portions 33b through 38b provided 
at a level loWer than the magnet 25 of the rotor 2. Similarly, 
the force F7 acts aWay from the rotative plane of the rotor 
2 toWard the bottom surface of the chassis 1. This is because 
the force F7 acts toWard the magnetic balancer 7 provided at 
a level loWer than the magnet 25 of the rotor 2. 

In this case, the forces F3 and F7 cause the rotor 2 to 
generate torque in relation to the bearings 22. For the rotor 












