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To all whom it may concern: 
Be it known that 1, JOHN SOHWECHLER, a 

citizen of the United States, residing in- the 
city and county of Philadelphia, State‘ of 

5 Pennsylvania, have invented a new and use 
ful Improvement in Apparatus for Manufac 
turing Soap, ofwhich the following is a speci- . 
?cation. ~ _ 

My invention relates to machines for manu 
Io facturing soap; and it consists of a novel 

construction of appliance therefor whereby 
I am enabled to produce a cake of soap hav 
ing a longitudinal opening therethrough. 
To the accomplishment of the foregoing 

15 the invention consists in the features of‘con 
struction hereinafter particularly described, 
and sought to be clearly de?ned by the 
claims. 
- Figure‘l represents a longitudinal sectional 

20 view of one form of an apparatus for manu 
facturing soap embodying my invention. 
Fig. 2 represents a perspective view of the 
former employed in detached position. Fig. 
3 represents a perspective view of a cake of 

z 5 soap produced in my novel construction of 
‘machine. 7. 

Similar letters of reference indicate corre 
sponding parts in the ?gures. 
Referring to the drawings, 1 designates a 

30 machine for manufacturing soap, the' same 
consisting of a casing 2, having the discharge 
or outlet passage 3, which latter is provided 
with the threaded nozzle 4, against which the 
former 5 is held by any suitable means, said 

3 5 former consisting of a disk or plate 6, having 
an opening 7 therethroughwhich is provided 
with the beveled curved wall or throat 8, 
which has a ?at or rectilinear side 9. 

1O designates an arm projecting from the 
40 disk or plate 6 into the machine, said arm 

‘being provided with the de?ected ordepend-. 
ing member 11, which is’ continued to form 
the projecting member 12, whereby the open 
ing 13 in the finished cake of soap 14 is 

45 formed. 
v15 designates the soap in a soft or plastic 

condition, the same being propelled by the 
screw or pusher 16 toward the discharge-out 
let 7 ; but it will be apparent that other 

means for propelling or forcing the soap from 
the machine may be employed without de 
parting from the spirit of my invention. 
The former 5 is held in position by any 

suitable means; but in practice I employ the 
?ange 17 of the nut 18, whichflatter is inter 
nally threaded, so as to engage the threaded 
portion of the nozzle 4, the relative position 
of the parts when in assembled position be 
ing understood from Figs. 1 and 2. 
The operation is as follows: The soap 15 in 

a soft or plastic condition is forced through 
the throat or outlet 8 by any suitable feeding 
device, and by reason of the longitudinally 
extending arm 12 the. soap will leave the ma 
chine“ in the form of a ?nished bar having 
the longitudinally-extending opening 13 there 
through, as will be apparent from Fig. 2. In 
practice it is also essential that the soap-cake 
14; be provided with a ?attened side or wall 
18, which latter is produced by means of the 
rectilinear beveled edge 9, as will be appar 
ent to those skilled in this art. The ?nished 
cake of soap 14: (seen in Fig. 4) vis especially 
applicable to a soap-supplier or soap-cutter 
which I have invented and for which I have 
?led a coutemporaneously-pending applica 
tion, the function of the ?attened side 19 of 
the ‘soap-cake 14 being to prevent the latter 
from turning during the action of the cutters 
on an end thereof, while the longitudinally 
extending opening 13 through the cake en 
ables every portion thereof to be used with 
out waste, which I have found cannot be ef 
fected where a solid cake of soap is used. 

It will be apparent that my improved appa 
ratus can be. adapted to other plastic mate 
rials and can be carried out by different ma 
chines from that shown and that various 
changes can be made by those skilled in the 
art which’ will come within the scope of my 
invention, and I do not, therefore, desire in 
every instance to be restricted to the exact 
construction of apparatus which I have herein 
shown and described ' 
Having thus described my invention, what 

Iclaim as new, and desire to secure by Letters 
Patent, is— 

1. In an apparatus for manufacturing soap 



provided with a discharge-nozzle, a “ former” 
consisting of a plate formed with an opening 
having a beveled Wall and ?tted against the 
discharge-nozzle,a core member supported by 

5 the plate and de?ected into line with the open~ 
ing, and means for securing said plate to the 
end of the discharge-nozzle, substantially as I 
described. 

2. A “ former” for shaping soap consisting 
of a plate formed with an opening having a 
beveled Wall, and a core member supported 
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by the plate and de?ected into line With the 
opening, substantially as described. 

A “former” for shaping soap consisting 
of a plate formed With an opening having a 
beveled wall formed with a ?attened side, 
and a core member supported in line With the 
opening, substantially as described. 

JOHN SCI'IWEOI-ILER. 
Witnesses: 

WM. CANER WIEDERSHEIM, 
C. D. MoVAY. 


