
US007215810B2 

United States Patent (12) (10) Patent N0.: US 7,215,810 B2 
Kaufmann et a]. (45) Date of Patent: May 8, 2007 

(54) METHOD FOR CREATING SINGLE 3D 6,968,299 B1 * 11/2005 Bernardini et a1. .......... .. 703/2 
SURFACE MODEL FROM A POINT CLOUD 7,004,754 B2 * 2/2006 Kaufmann et a1. ....... .. 433/213 

(75) Inventors: Markus Kaufmann, Berlin (DE); Peer FOREIGN PATENT DOCUMENTS 
Sporbert, Berlin (DE); Phillip Getto, JP H9-21620 1/1997 
Plano, TX (US) JP 2000113193 4/2000 

W0 W0 0180761 11/2001 

(73) Ass1gnee: OraMetrlx, Inc., Richardson, TX (US) OTHER PUBLICATIONS 

( * ) Notice: Subject to any disclaimer, the term of this Sun et al., Triangle Mesh-Based Surface Modeling Using Adaptive 
patent is extended or adjusted under 35 Smoothing and Implicit Surface Texture Integration, IEEE 0-7695 
U.S.C. 154(b) by 833 days. 1521-5/02, pp. 1-10.* 

(21) Appl. N0.: 10/626,795 * Cited by examiner 

_ Primary Examinerilshrat Sherali 
(22) Flled: Jul‘ 23’ 2003 (74) Attorney, Agent, or FirmiMcDonnell, Boehnen, 

H lb rt & B if LLP 
(65) Prior Publication Data u e ergho 

Us 2005/0018901 A1 Jan. 27, 2005 (57) ABSTRACT 

(51) Int CL A single surface representation is created from a cloud of 
G06]; 9/00 (200601) points. Each point in the cloud of points is assigned three 

(52) us. Cl. ..................................... .. 382/154 382/131 dimensional Spatial cooidiiiaies- The Cloud of Points is 
(58) Field of Classi?cation Search 382/154 stored in a memory of a computer. Machine-executable 

382/128i132 294, 345/419 420 55? instructions are provided for the computer that operate on 
763/2i’6 11_ 706/98, ’ 433/’2 24 213*215? the cloud of points. The instructions construct an initial 

’ ’ 3566 01:3 03’ 601*603’ triangle from the cloud of points. The instructions construct 
See application ?le for C 0 mp1 et e earchi hiistory a multitude of adjacent triangles forming a single continuous 

' surface representing the object. The triangles comprise pla 
(56) References Cited nar surfaces having three vertices. The vertices of the 

US. PATENT DOCUMENTS 
adjacent triangles comprise the three points forming the 
initial triangle and a multitude of other points. Except for the 

5,615,003 A 3/ 1997 Hermary et a1, 356/303 initial tWo points, the points forming the triangles are each 
5,988,862 A 11/ 1999 Kacyra et a1. ............... .. 703/6 Computed as a Weighted average of a set of nearby points in 
6,266,453 B1 7/2001 Hibbard et al - 382/29431 the cloud of points that satisfy selection criteria. The result 
6i405i151 B1 6/2002 Fujii et a1~ ~~~~~~~~~~~~~~~~ ~~ 702/155 ing vertex also has to satisfy one or more selection criteria. 

ga?osimila et a1‘ """"" The ?nal Weighted average surface representation requires 
, , u11 e a . . . . . . . . . . . . . . . . . .. ~ ~ ~ - 

6,542,249 B1 400% Kgfman et a1‘ ' 356661 much less data to represent the object surface than the initial 
6,549,288 B1 4/2003 Migdal et a1. .. 356/603 Polm Cloud' 
6,553,138 B2 4/2003 RoZin . . . . . . . . . . . . . .. 382/154 

6,650,324 B1 * 11/2003 Junkins .................... .. 345/423 20 Claims, 12 Drawing Sheets 

20D START 

m 202 

FIN‘SHED "0 THERE vERTigEs DR PoiNTs 
THAT HAVE NOT BEEN TESTED 

204 YES 

GENERAIE Z POlNTS (STAR'HNG EDGE) 

206 

CHOOSE AN OPEN EDGE 

208 
‘HOLE-END‘? (3 OPEN 

EDGEs FORM A TRTANGLE) 

216 

D0 TWO EDGES FORM 
AN ACUTE ANGLE 7 

YES 

NO 

20 
DOES A POINT OF 

ANOTHER DPEN EDGE 
UE 1N FRONT OF THE 
URRENT OPEN EDGE 

224 
ARE THERE POINTS OF v 
THE ORIGINAL PONT 
cLDUD T0 GENERATE A 

E 

m in 

NO 

N0 
214 

is THERE AN OPEN 
EDGE THAT HAS NOT 

EEN TRIED YET ? 

YES 

210 

BUILD A TRIANGLE 
(cLosE THE HOLE) 

212 

ADJusT UST OF 
OPEN EDGES 

21a 

BUILD A TRTANGLE 
(BETWEEN THEsE 
2 EDGES) 

222 

BUILD A TRIANGLE 
(BETWEEN THIS PoiNT 
AND THE CURRENT 
DPEN EDGE) 

226 

GENERATE A NEW POINT K 
BUILD A TRIANGLE 
(BETWEEN THE NEW POINT 
AND THE CURRENT OPEN 
EDGE) 



U.S. Patent May 8, 2007 Sheet 1 0f 12 US 7,215,810 B2 



U.S. Patent May 8, 2007 Sheet 2 0f 12 US 7,215,810 B2 

42 Fiig. 0A 



U.S. Patent May 8, 2007 Sheet 3 0f 12 US 7,215,810 B2 





U.S. Patent May 8, 2007 Sheet 5 0f 12 US 7,215,810 B2 

$2,512.32 

on; 
Summswz Eucau 



U.S. Patent May 8, 2007 Sheet 6 0f 12 US 7,215,810 B2 

09» 



U.S. Patent May 8,2007 Sheet 7 or 12 

a 



May 8, 2007 Sheet 8 0f 12 US 7,215,810 B2 U.S. Patent 

A 

‘Pain; “ A 

I A all 
Q2 



U.S. Patent May 8, 2007 Sheet 9 0f 12 US 7,215,810 B2 

200 

Fig“ 10 

THERE VERTICES OR POINTS 
THAT HAVE NOT BEEN TESTED 

204 \ 
GENERATE 2 POINTS (STARTING EDGE) 

206 \ I 214 
YES IS THERE AN OPEN 

CHOOSE AN OPEN EDGE EDGE THAT HAS NOT 5 
BEEN TRIED YET 2 

208 210 \ 212\ 
‘HOLE-END’? (3 OPEN BUILD A TRIANGLE ADJUST LIST OF 

EDGES FORM A TRIANGLE) (CLOSE THE HOLE) OPEN EDGEs 

B A 

218 
216 \ 

BUILD ATRIANGLE 
DO TWO EDGES FORM (BETWEEN THESE 
AN ACUTE ANGLE 2 2 EDGES) 

222 \ 
DOES A POINT OF BUILD A TRIANGLE 

ANOTHER OPEN EDGE (BETWEEN THIS POINT 
LIE IN FRONT OF THE AND THE CURRENT 

CURRENT OPEN EDGE 2 OPEN EDGE) 

226 \ 

224 GENERATE A NEW POINT & 
ARE THERE POINTS OF YES BUILD A TRIANGLE 
THE ORIGINAL POINT (BETWEEN THIS NEW POINT 
CLOUD TO GENERATE A AND THE CURRENT OPEN 

NEW vERTEx 2 EDGE) 



U.S. Patent May 8, 2007 

ARE THERE ANY 
POINTS IN THE SET C ? 

Sheet 10 0f 12 

Fig. 10A 

US 7,215,810 B2 

, CALCULATE NEW VERTEX 

USING FORMULAW 

236 \ I 
GO TO 214 

240 \ 
REDUCE VALUE OF 6 IN 
FORMULAS FOR C, W, 
TO REDUCE TRIANGLE 
SIZE 

TEST REJECTION 
CRITERIA FOR NEW 
VERTEX 

238 

226 \ 

REJECT 
VERTEX ? 

BUILD A NEW TRIANGLE 
USING OPEN EDGE AND 
NEW VERTEX 

I 
GOTO 212 



U.S. Patent May 8, 2007 Sheet 11 0f 12 US 7,215,810 B2 

Fig. 108 

Fig. 10C 

256 

M \\\ \\\\\ 256 

252 

254 

254 



U.S. Patent May 8, 2007 Sheet 12 0f 12 US 7,215,810 B2 

OPEN EDGE Fig. 100 



US 7,215,810 B2 
1 

METHOD FOR CREATING SINGLE 3D 
SURFACE MODEL FROM A POINT CLOUD 

BACKGROUND OF THE INVENTION 

A. Field of the Invention 
This invention relates generally to the ?eld of modeling 

three-dimensional objects in a computer and more particu 
larly to a method for generating a single continuous surface 
or mesh representing the object from a cloud of points. 

B. Description of Related Art 
Computers can be used to generate virtual three-dimen 

sional models of objects. Such models can be represented in 
a variety of Ways. One common Way is as a continuous 
surface of adjacent triangles. The triangles are planar sur 
faces de?ned by three points. The points form vertices of the 
triangles. The points have knoWn three-dimensional coordi 
nates. 

In some applications, the construction of a single surface 
representing an object from a cloud of points can be quite 
dif?cult since the cloud of points may have “noise”, i.e., 
points Whose 3D coordinates are inaccurate or stray, and the 
cloud of points may be relatively inhomogeneous. 
US. Pat. No. 6,463,344 describes a method for represen 

tation of a surface of a tooth, but the method is quite different 
from the present method. The method of the ’761 is based on 
a parameteriZation of the surface, based on a prede?ned grid 
de?ned by parameters u, v. The present method does not 
depend on parameters and a prede?ned grid. 

Published PCT application WO 01/80761, assigned to 
OraMetrix, Inc., assignee of the present invention, describes 
a scanner for scanning teeth and a method of constructing a 
cumulative registration model of the teeth from scan data 
comprising a cloud of points. The entire contents of WO 
01/80761 is incorporated by reference herein. The applica 
tion describes a method for constructing a single continuous 
surface representation of the teeth, but uses extraneous 
virtual tooth models retrieved from memory in this process. 
The present invention, in contrast, does not require extra 
neous virtual objects to construct the single surface repre 
sentation. 

SUMMARY OF THE INVENTION 

In a ?rst aspect, a method is provided for creating a 
surface representation of a three-dimensional object from a 
cloud of points. Each point in the cloud of points is assigned 
three-dimensional spatial coordinates. The cloud of points 
and the three-dimensional coordinates of the points can be 
obtained using any method. One possibility is scanning the 
object With a 3D scanner (such as an optical or laser scanner) 
and storing the scan data in memory. The nature of the 
representation of the cloud of points is not particularly 
important. 

The method includes the step of storing the cloud of 
points in a memory of a computer. The method further 
includes the step of providing machine-executable instruc 
tions for the computer that operate on the cloud of points. 
The instructions construct an initial triangle from the cloud 
of points. In one embodiment, the initial triangle consists of 
tWo points from the cloud of points and a third point, Which 
could either be a third point in the cloud of points or more 
preferably a point selected as a Weighted average of a set of 
points in the vicinity of the tWo points. The selection of the 
set of points used to construct the third point is in accordance 
With a selection criteria described beloW, that maximizes 
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2 
data reduction While minimiZing deviation of the initial 
triangle from the point cloud. 

The method continues With constructing a multitude of 
adjacent triangles forming a single continuous surface rep 
resenting the object. The triangles comprise planar surfaces 
having three vertices. The vertices of the adjacent triangles 
comprise the three points forming the initial triangle and a 
remainder of points, are each computed as a Weighted 
average of nearby points in the cloud of points. The points 
in the set of points used to construct each neW vertices 
satisfy selection criteria (as Was the case With the initial third 
point), and the neW vertex itself is tested against rejection 
criteria described herein such only neW vertices are chosen 
that minimiZe surface deviation in the neW triangle using the 
neW vertex from the point cloud As such, the ?nal surface 
representation is a Weighted average surface representation 
Which requires much less data to represent the surface than 
the initial point cloud, since it reduces the number of points 
to represent the surface doWn to only the vertices. Since each 
vertex (other than the tWo vertices of the initial triangle) is 
a Weighed average of nearby points, the ?nal surface con 
?guration is a Weighted average surface. 

In one possible embodiment, the initial cloud of points is 
a set of points obtained from a scan of the object With a 
three-dimensional scanner. The object could be an anatomi 
cal structure (e.g., teeth or a model of teeth) in one possible 
embodiment. The method may continue With a step of 
displaying the surface representation on a computer monitor. 

In another aspect, a method is provided for creating a 
surface representation of a three-dimensional object. The 
method includes the steps of: 

a) scanning the object With the scanner; 
b) storing scan data in a memory of a computer, the scan 

data comprising a cloud of points, each point having three 
dimensional spatial coordinates; 

c) constructing, With the computer, an initial triangle from 
?rst, second and third points, Wherein the ?rst and second 
points are selected from the scan data and the third point is 
a Weighted average of a set of points in the scan data, and 
the set of points satisfy selection criteria; 

d) “deleting” the points used to create the third point, i.e., 
marking them and excluding them from the rest of the 
modeling procedure; 

e) selecting an open edge in the initial triangle and 
constructing, Within the computer, an adjacent triangle to the 
initial triangle, the adjacent triangle sharing the open edge 
With the initial triangle and having a neW vertex, Wherein the 
neW vertex is a Weighted average of a set of points in the 
scan data; the set of points used to create the neW vertex are 
selected using a selection criteria and the neW vertex itself 
is tested against rejection criteria described herein such that 
the neW vertex is chosen that minimiZes surface deviation in 
the neW triangle using the neW vertex from the point cloud; 

f) “deleting” the points in the set of points used to create 
the neW vertex, i.e., marking them and excluding them from 
the rest of the modeling procedure; and 

g) successively repeating steps e) and f), to thereby 
construct Within the computer successive adjacent triangles 
to open edges of previously constructed triangles using 
remaining undeleted points in the scan data, and forming 
triangles by open edges of adjacent triangles in accordance 
With a set of prede?ned rules for generating triangles from 
open edges, Wherein each of the points of the adjacent 
triangles except for the ?rst and second points are a Weighted 
average of the points in the scan data, Whereby a composite, 
single, Weighted average surface is generated from the initial 
triangle and the successive adjacent triangles. 
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In this embodiment, the method preferably uses a list of 
triangles constructed With the computer, a list of open edges, 
a list of closed edges, and a list of the points in the cloud of 
points. The open edges are line segment forming an edge of 
a triangle (or joining the ?rst tWo points in the initial 
triangle) in Which the line segment is not a common edge of 
tWo adjacent triangles. As additional triangles are created, 
the list of triangles is updated and the points used to create 
the vertices of the triangles are marked and not further used 
in the modeling procedure. The list of open edges is also 
updated as neW triangles are created. As the neW triangles 
are created, open edges become common to tWo triangles, 
they become “closed” and added to the list of closed edges. 
These features permit the method to execute in a rapid, 
iterative manner until all open edges have been tested for 
possible inclusion in a neW triangle, and all available points 
in the point cloud have been tested for usage as a neW vertex 
in a neW triangle. 

In still another aspect, a method is provided for creating 
a surface representation of a three-dimensional object 
scanned With a scanner, comprising the steps of scanning the 
object With the scanner; storing scan data in a memory of a 
computer, the scan data comprising a cloud of points, each 
point having three-dimensional spatial coordinates; and con 
structing Within the computer an initial triangle derived from 
points in the scan data. The method continues With the step 
of repeatedly constructing Within the computer adjacent 
triangles, the adjacent triangles having at least one common 
edge With a previously constructed triangle. The adjacent 
triangles have vertices comprising either the points forming 
the initial triangle or neW vertices (points) constructed from 
a Weighted averaged of points in the scan data in the region 
of the vertices and Which satisfy predetermined selection 
criteria for vertices, such as they do not exceed a maximum 
distance from an open edge of a previously generated 
triangle or from a previous vertex. The surface representa 
tion comprises the initial triangle and the adjacent triangles. 

In still another aspect, a method is provided for creating 
a surface representation of a three-dimensional object from 
a cloud of points, each point having three-dimensional 
spatial coordinates. The method comprises the steps of 
storing the cloud of points in a memory of a computer and 
storing, in the memory of the computer, a list of points 
comprising the cloud of points and a list of open edges. The 
method further comprises the step of providing machine 
executable instructions for the computer that operate on the 
cloud of points, the instructions: 

1) constructing an initial open edge from points in the 
cloud of points; 

2) constructing a triangle forming a portion of the surface 
representation from the open edge using predetermined 
rules for generating triangles forming the surface rep 
resentation; 

3) adjusting the list of open edges in vieW of the con 
struction of the triangle; 

4) checking to see if there are open edges that have not 
been tried yet to form a triangle forming a portion of the 
surface representation, and if so, repeating steps 2) and 3); 

5) as steps 2), 3) and 4) execute, adjusting the list of points 
by marking the points in the list of points that are used 
to generate vertices of triangles in step 2) and not using 
them further in the modeling procedure; and 

6) repeatedly iterating steps 2), 3), 4) and 5) until the 
instructions have attempted to generate triangles from 
all open edges in accordance With the predetermined 
rules for generating triangles, and the instructions have 
attempted to generate a vertex of a neW triangle from all 
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4 
remaining points in the list of points in accordance 
Within predetermined rules for generating vertices of 
triangles forming the surface. 

These and other aspects and features of the present 
invention Will be understood by reference to the folloWing 
detailed description of a presently preferred embodiment 
and by reference to the accompanying draWing ?gures. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Presently preferred embodiments of the invention are 
described beloW in reference to the appended draWings, 
Wherein like reference numerals refer to like elements in the 
various vieWs, and in Which: 

FIG. 1 is a schematic diagram of one possible environ 
ment in Which the invention can be practiced, shoWing a 
scanner that scans an object and a computer Which stores 
scan data in the form of a cloud of three dimensional points 
and generates a single mesh surface representation of the 
scanned object. 

FIG. 2 shoWs a cloud of points that are stored in a 
computer and Which represent the three-dimensional surface 
of the object scanned in FIG. 1. 

FIG. 3 shoWs a surface consisting of adjacent triangles 
that represent a portion of the surface of the object of FIG. 
2, indicating in a some What simpli?ed manner the objective 
of the present invention to provide a single surface repre 
senting the object from a cloud of points, and presenting a 
Weighted average of all the points in the point cloud. 

FIGS. 4Ai4G shoWs hoW the surface of FIG. 3 is con 
structed from a cloud of points, and shoWing several differ 
ent methods by Which a neW triangle is formed. 

FIGS. 5, 6 and 7 shoWs hoW neW triangles are constructed 
in the computer in three dimensions. 

FIG. 8 shoWs a complete 3D model of the upper arch, 
including teeth, of a human as it might be displayed on a 
monitor of a general purpose computer, after in-vivo scan 
ning of the arch; the scanning is used to create a cloud of 
points and the execution of the methods of the present 
invention take the resulting cloud of points and create a 
single 3D surface presenting the anatomical structures of the 
upper arch. 

FIG. 9 shoWs the three-dimensional surface of FIG. 8, but 
this time shoWing a “Wire-frame” model in Which the edges 
of the triangles are indicated on the display. 

FIG. 10 is a How chart shoWing a preferred sequence of 
softWare operations on a point cloud to construct a single 
surface from a point cloud. 

FIG. 10A is a more detailed ?oW chart for steps 224 and 
226 of FIG. 10. 

FIG. 10B illustrate selection criteria for selecting a set of 
points used to generate a neW vertex. 

FIG. 10C*10E illustrates rejection criteria used to evalu 
ate Whether a vertex constructed according to the Weighting 
of points selected in accordance With FIG. 10B is accepted; 
the rejection criteria insures that neW vertices are selected 
Which minimiZe surface deviation in the triangle surface 
from the point cloud source data. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

FIG. 1 is a schematic diagram of one possible environ 
ment in Which the invention can be practiced. A scanner 10 
consisting of an optical probe unit 12 and scanner electron 
ics module 14 conducts a 3D scan ofan object 16. The object 
16 can be virtually anything, including anatomical structures 
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such as teeth or other intra-oral structures. The present 
invention is not limited to any particular type of scanner or 
object, and the scanner could be a laser scanner. In the 
illustrated embodiment, the scanner is a hand-held in-vivo 
scanner as described in the published PCT application of 
OraMetrix cited previously. An opaquing solution may be 
applied to the surface to be scanned to enhance the ability to 
scan an object in a “Wet-?eld” environment, as taught in the 
patent application of Nancy Butcher et al., Ser. No. 10/099, 
042, ?led Mar. 14, 2002, the contents of Which are incor 
porated by reference herein. 

The scanner 10 obtains scan data describing the surface 
con?guration and shape of the object 16. The scanner 
electronics module 14 includes a computer that converts 
data from the probe 12 into a point cloud, each point in the 
cloud having three-dimensional coordinates. The above 
cited PCT application contains a description of a method of 
generating point cloud data, in a form of a series of indi 
vidual three-dimensional “frames”, Which are in turn regis 
tered to each other in a best ?t manner to form a complete 
3D point cloud model of the object. The reader is directed to 
the PCT document for a description of the generation of the 
point cloud. The scan data is transmitted to a general 
purpose computer 18, Which includes a central processing 
unit 20, a hard disk memory 21, and a user interface 
consisting of a monitor or display 22, a mouse 24, and 
keyboard 26. The scan data (point cloud) is stored in the hard 
disk memory 21 of the computer. The computer also 
includes machine executable instructions, described herein, 
for processing the points in the point cloud and generating 
a single mesh surface con?guration representing the scanned 
object. The single mesh surface is shoWn displayed on the 
computer monitor 22, as indicated at 28. The mouse and 
keyboard provide a means by Which the user accesses the 3D 
surface generation softWare and initiates the processing, and 
then manipulate, study, measure, or otherWise use the result 
ing 3D surface. 

FIG. 2 shoWs an example of a 3D point cloud 30 that may 
be captured by the scanner of FIG. 1. FIG. 3 shoWs a 
close-up vieW of a portion of the point cloud 30. In the 
present example, the point cloud 30 consists of thousands or 
even millions of individual points in three-dimensional 
space. Depending on the quality of the scanner or the 
scanning, the model may have lots of noise in the form of 
stray points, it may be inhomogeneous, and it may have 
many points at different depths over a given area, such that 
selection of a points to use to construct a surface model is 
dif?cult. This is particularly so if the source data is obtained 
from a cumulatively registered model constructed from 
hundreds or thousands of individual frames (each frame 
covering only a portion of the object). Each of these indi 
vidual frames consists of 3D measured points and triangles 
Which reference these measured points, each triangle linking 
points that lay next to each other in the 3D surface or mesh. 
OWing to measuring errors and errors during registration, 
the points of a registered scan form a noisy cloud of points 
along the virtual surface of the scanned object. The point 
density on a certain area of the surface is dependent on the 
number of individual frames carried out on this area (:num 
ber of triangle layers on this area) and on the recording angle 
of these individual scans. 

The object of the procedure of this invention is to generate 
from this cloud of points a neW boundary or surface repre 
sentation consisting of points and triangles Which, as far as 
possible, consists exactly of one layer on every area of the 
surface of the scanned object. This is indicated in FIG. 3 by 
the continuous triangle surface. Preferably, the point density 
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6 
in the surface representation depends not on the point 
density of the source data, but on the surface curvature. This 
Way, a maximum measure of data reduction is to be achieved 
With a minimum measure of distortion of the source data. 
Further analysis and processing of the 3D data is facilitated 
by replacing the original data (point cloud), consisting of 
locally limited surface portions With multiple-layer overlap 
ping, With the neW surface con?guration, consisting of a 
single-layer surface Which has both a maximum measure of 
coherence, and Which also represents a surface in the topo 
logical sense. This is shoWn in a someWhat simpli?ed form 
in FIG. 3: from the cloud of points 30, a neW surface 
consisting of connecting, adjacent triangles 32 is con 
structed. Points in the original cloud of points include both 
points 33 and 34 above and beloW the surface, respectively. 
As Will be explained beloW, the surface consisting of tri 
angles 32 (or, equivalently, the associated set of points 
forming the vertices of these triangles) represents a Weighted 
average of the point cloud. Further processing or analysis of 
the surface consisting of triangles 32 is much easier and 
ef?cient than processing the entire point cloud 30. 

In general, the vertices of the triangles 32 forming the 
single mesh surface are not points in the point cloud, but 
rather they are neWly-constructed vertices formed as a 
Weighted average of a set of nearby points that satisfy 
selection criteria; moreover, the vertices of the triangles are 
tested against rejection criteria described herein in order to 
insure that the triangle surface conforms to the point cloud 
With a minimum of deviation. The manner of selecting the 
set of points used to construct the neW vertices of the 
triangles 32 and testing the neW vertex to see if it should be 
used are explained in detail in conjunction With FIGS. 
10A*10E. 

Referring noW to FIG. 4Ai4G, a method Will noW be 
described for constructing a surface from a cloud of points 
in a preferred embodiment of the invention. As noted earlier, 
each point in the cloud of points is assigned three-dimen 
sional spatial coordinates. The cloud of points and the 
three-dimensional coordinates of the points can be obtained 
using any method, one possibility is scanning the object With 
a 3D scanner (such as an optical or laser scanner) and storing 
the scan data in memory. The nature of the representation of 
the cloud of points is not particularly important. 

The method includes the step of storing the cloud of 
points in a memory (e.g., hard disk 21) of a computer 18. 
The method further includes the step of providing machine 
executable instructions for the computer that operate on the 
cloud of points 30. The instructions construct an initial 
triangle from the cloud of points. This Will be described in 
conjunction With FIGS. 4A and 4B beloW. In one embodi 
ment, the initial triangle consists of tWo points from the 
cloud of points and a third point, Which could either be a 
third point in the cloud of points or more preferably a point 
selected as a Weighted average of a set of points in the 
vicinity of the tWo points, and in Which the selection criteria 
for the set of points used to construct the third point satis?es 
selection criteria described later in this document. 
The method continues With constructing a multitude of 

adjacent triangles forming a single continuous surface rep 
resenting the object. Preferred methods Will be described in 
more detail beloW in conjunction With FIGS. 4Ci4G. As 
shoWn in the ?gures, the triangles comprise planar surfaces 
having three vertices. The vertices of the adjacent triangles 
comprise the three points forming the initial triangle plus a 
remainder of points, each computed as a Weighted average 
of nearby points in the cloud of points and in Which the 
selection criteria for the points forming the vertex and the 
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testing of the vertex against rejection criteria is satis?ed. As 
such, the ?nal surface representation is a Weighted average 
surface representation Which requires much less data to 
represent the surface than the initial point cloud, since it 
reduces the number of points to represent the surface doWn 
to only the ver‘tices. Since each vertex (other than the vertex 
of the initial triangle) is a Weighed average of nearby points, 
the ?nal surface con?guration is a Weighted average surface. 

Referring noW in particular to FIG. 4A, a portion of the 
point cloud 30 is shoWn. The manner of selecting the initial 
triangle Will be described ?rst. The preferred embodiment 
makes use of the folloWing features, stored as memory ?les: 
a list of all the points in the point cloud, each point 
associated With both three dimensional coordinate Qi, Y, Z) 
values and an index (number, e.g., point number); a list of 
all “open edges”, as de?ned herein; a list of all the “closed 
edges”, de?ned herein, and a list of all triangles that are 
created by the process Which form the single mesh surface. 

The process starts by selecting a ?rst point 40. The ?rst 
point may be any randomly selected point in the point cloud, 
the ?rst point (index:l), the last point (index:n, Where n is 
the number of points in the point cloud), or otherWise. The 
method continues by selecting a second point 42, Which may 
also be a point in the point cloud. The point 42 could be 
selected in a variety of possible methods, such as any point 
in the point cloud that has a distance from the ?rst point 40 
that does not exceed a speci?ed threshold; a point having the 
closest index number to the index number of the ?rst point, 
or the point could be constructed from averaging X, Y and 
Z values from set of points in the vicinity of the ?rst point 
40. (The ?rst point could similarly be selected). 

After the ?rst tWo points are selected, an edge 44 is 
constructed joining points 40 and 42. The task is noW to 
select a third point forming the third vertex of the ?rst 
triangle. In a preferred embodiment, a third point 46 is 
selected as a Weighted average of points in a region that is 
a certain distance Way from the edge 44, not too close, not 
too far (the distance criterion could also use the ?rst and 
second points instead of the edge). The aim here in selection 
of the third point (or, more generally, any neW point forming 
a vertex of a triangle in the surface after creation of the initial 
triangle) is to continue as homogeneously as possible the 
existing surface structure (the single mesh that has already 
been generated) and ensure that the deviation betWeen the 
surface generated With the neW point and the source data 
points is kept to a minimum. The minimiZation of the 
deviation is achieved by using a Weighted mean of all source 
data points to select the third point 46. Here, a Weighted 
mean of all source data points is formed for this purpose, 
Which do not exceed a certain maximum distance from the 
edge 44 and Which are not located in certain exclusion areas. 
These exclusion areas comprise all areas located “behind” 
the edge (to the left of the edge 44) or behind the neigh 
boring edgesiand hence Within one of the triangles refer 
encing one of the points of the edge. The points are Weighted 
such that those points that contribute to the formation of a 
triangle Whose sides are as equal as possible are assigned the 
greatest relative Weight. But if the mean variation of the 
normals of the source data points involved (measure of 
surface curvature) or the angle of the triangle formed With 
the aid of the neW point With the other triangle of the open 
edge exceeds a threshold value, then the point is rejected, 
because excessive deviation of the neW triangle from the 
source data points is to be expected. In this case the 
formation of the mean value is repeated, the Weights being 
changed in favor of a smaller triangle. If the procedure is 
successful, a neW triangle Which references the tWo points of 
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the open edge and the neW point is formed and the list of the 
open edges is updated accordingly. The process of selecting 
the initial third point and all the neW ver‘tices forming the 
single continuous surface Will be explained further in con 
junction With FIGS. 10A*10E beloW. The procedure is not 
successful if there are no or too feW source data points in the 
vicinity of the edge Which satis?es the selection criteria. In 
this case the edge 44 remains “open.” 

This can be seen in the example of FIGS. 4A and 4B. The 
points in the area bounded by the curve 46 are used in this 
example, the boundary 46 including points that are Within a 
pre-set maximum distance from the edge 44. The points may 
also be aWay from the edge by a pre-set minimum amount. 
A Weighted averaging of the points in the region is per 
formed and the resulting Weighted average of X, Y and Z 
values are used to construct a neW point 48. The resulting 
triangle 1 has sides or edges 50 and 52. These edges 50 and 
52 are added to the list of open edges stored in memory. The 
points in the region 46 that Were Weighted to arrive at point 
48 are “deleted” from the list of points, as indicated by the 
void 54 of points indicated in FIG. 4B. By “deleted”, We 
mean that the points are marked such that the points are not 
used further in the modeling procedure. The underlying 
points in the point cloud are not actually “deleted” in the 
literal sense. 

The process proceeds by selecting another open edge, for 
example edge 50, and constructing a neW triangle formed by 
the edge 50 and another point derived from the point cloud. 
The area Within triangle 1 is in an exclusion area, so the 
algorithm seeks points in the “front of the edge”, or to the 
upper right of triangle 1 in FIGS. 4B and 4C. A Weighted 
average of points in the boundary of points to consider for 
the open edge is performed, and the result is the selection of 
a neW point 56, shoWn in FIG. 4C, provided the neW vertex 
56 satis?es a selection criterion described beloW in FIG. 
10E, i.e., the angle betWeen a surface normal vector from 
triangle 2 and the surface normal vector of triangle 1 does 
not exceed a prede?ned threshold value. The set of points in 
the point cloud used to select point 56 are “deleted” from the 
cloud of points, indicated by the void 58. NoW, neW triangle 
2 is constructed, consisting of original point 42, and neW 
points 48 and 56. The neW triangle 2 has open edges 60 and 
62, While edge 50 is deleted from the “open edge” list and 
instead is added to the “closed edge” list. As Will be 
appreciated from the above examples, an “open edge” is a 
line segment joining tWo points forming an edge of a triangle 
in the surface model, Which is shared by only one triangle, 
for example edge 52 or edge 44. Conversely, a “closed edge” 
is one in Which the edge is common to tWo triangles, such 
as edge 50 in FIG. 4C. 
The process of selecting neW points and triangles contin 

ues as shoWn in FIGS. 4D and 4E, shoWing the construction 
of triangles 4 and 5. As shoWn in FIG. 4E, a triangle can also 
be formed by connecting tWo points 40 and 66 of different 
triangles, in Which the included angle of the open edges that 
join the tWo triangles (edges 70 and 72 in FIG. 4E) meets 
some requirement or rule, such as the included angle is an 
acute angle (less than 90 degrees, a preferred embodiment 
for the teeth application), the included angle is less than 145 
degrees, or the included angle is less than 180 degrees, or the 
length of the neW edge is less than a pre-set maximum 
distance. 

FIGS. 4F and 4G shoW another example of hoW triangles 
may be created from existing points in the surface. The 
surface consists in this situation seven triangles, numbered 
1*7. Triangle 8 is constructed by connecting existing verti 
ces 74, 76 and 40. This forms a hole 78. The hole is assigned 
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a triangle by connecting points 74, 75 and 40. Edge 82 is 
common to triangles 8 and 9 and is deemed a closed edge. 

Thus, in a preferred embodiment, the process includes 
instructions for forming triangles from either the point cloud 
or previously identi?ed vertices in the surface. The algo 
rithm generally generates, in succession, either: 

2 neW points (:starting edge of a triangle), as in FIG. 4A; 
or 

1 neW point and 1 triangle consisting of this point and 2 
points identi?ed in an earlier step (FIG. 4C, the selec 
tion of neW point 56 forming the second triangle); or 

1 triangle Which references 3 points generated in an 
earlier step (e.g., the generation of the triangle 5 in FIG. 
4E, or the generation of triangles 8 and 9 in FIGS. 4F 
and 4G). 

Thus, at the time of its generation, each triangle (except the 
?rst or starting triangle) has at least one common edge With 
a triangle generated in an earlier step. A list of “open edges” 
of all triangles already generated is kept for this purpose. 
NeW triangles are alWays formed along these edges (excep 
tion: starting triangles), i.e., such an open edge is selected for 
generating a neW triangle. Whether a point and a triangle or 
only a triangle from exiting triangles, Will be formed is 
determined by rules that are coded in the softWare, such as 
by the angle of this edge With the neighboring open edges, 
by other open edges that may exist in the neighborhood and 
by the point distribution of the source data near the edge. 
As indicated by the voids in the point clouds in FIGS. 

4B4G, all source data points involved in forming a neW 
vertex of a triangle in the surface are “deleted”. i.e., are 
marked to exclude them from the rest of the modeling 
procedure. 

Generation of a Triangle Which References 3 Existing 
Points 

The preferred embodiment includes rules for generating 
triangles Without generating a neW point, i.e., from existing 
vertices of triangles already created. In a ?rst possible rule, 
neW triangles could be created When tWo adjacent open 
edges together form acute angle. A triangle can be formed in 
this case, Which is situated betWeen these tWo edges, i.e., 
Which references the 3 points of the tWo edges. In a 
re?nement of this rule, this triangle is formed only if the 
mean distance betWeen the source data points located above 
(or beloW) this triangle and the triangle area does not exceed 
a certain threshold. 

As a second possibility, a triangle can be created When 
point of another open edge lies near the open edge (and in 
front of it). This is the example of creating triangle 8 in FIG. 
4G. In this case a triangle can be formed Which references 
the open edge 80 and this third point 40. But just as in the 
previous case, this triangle (8 in FIG. 4G) is generated only 
after the measurement of the distance has been carried out 
successfully. This Way of forming triangles is the basis for 
the “groWing together” of the single mesh, i.e., for enabling 
it also to render cylindrical, spherical or other topologies. 
As a third possible example, triangles are constructed to 

?ll holes, that is When three open edges together limit a 
triangular hole. The hole is closed by a triangle Which 
references the three vertices of these three edges. 

FIGS. 5, 6 and 7 shoWs hoW neW triangles are constructed 
in the computer in three dimensions. FIG. 5 shoWs points in 
a point cloud and a single continuous triangle surface 
consisting oftriangle surfaces 88, 90, 92, 94, 96. Edge 98 is 
an open edge and is the open edge that is selected to form 
a neW triangle. In the present example, the rules for gener 
ating triangles Would not permit a triangle to be formed by 
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10 
connecting vertices 100 and 102 since the distance betWeen 
the tWo vertices exceeds a threshold. Therefore, the process 
Will create a neW vertex from the points in the point cloud, 
Which Will be part of a triangle containing points (vertices) 
100 and 104 and include the open edge 98. Thus, as 
described above, a Weighted average of points is performed 
for points Within a threshold distance from the open edge 98 
and a neW vertex is created. The neW vertex is shoWn in FIG. 

6 as point 108. This point 108, along With points 100 and 
104, creates the neW triangle surface 110 having an open 
edge 106. 

Referring noW to FIG. 7, the next open edge to check is 
edge 106. Under the rules for generating triangles that are 
coded in softWare, the process looks to see if a triangle can 
be formed from existing vertices using the open edge 106. 
In this case, We have vertices 102, 104 and 108. The 
included angle 0t betWeen open edges 106 and 114 (sharing 
a common vertex 104) meets the requirements of the rule for 
generating triangles from adjacent open edges since angle 0t 
is acute (less than 90 degrees). Therefore, a neW triangle 
surface 112 is forrnedjoining vertices 102, 104 and 108. The 
process continues by selecting another open edge, such as 
edge 120 of triangle 112, and applying the rules for gener 
ating triangles from the open edge 120. 
As noted earlier, the process of constructing a single mesh 

surface can be used for any type of object. The present 
inventors are currently concerned With the particular prob 
lem of generating a surface model of the dentition of human 
patients. Such models are useful in planning orthodontic 
treatment using a computer, among other things. FIG. 8 
shoWs a complete 3D model of the upper arch 130, including 
teeth 132, of a human as it might be displayed on a monitor 
of a general-purpose computer, after in-vivo scanning of the 
arch With a scanner of the type shoWn in FIG. 1. The 
scanning is used to create a cloud of points representing the 
teeth and associated anatomical structure. The cloud of 
points is initially represented as a large number of individual 
frames, Which are registered to each other using a cumula 
tive registration procedure. The methods of the present 
invention take the resulting cloud of points from the cumu 
lative registration model (a noisy and inhomogeneous set of 
scan data) and create a single 3D surface model. This single 
3D surface model is shoWn in FIG. 8. The modeling soft 
Ware includes user interface tools that alloW the user to 
display the 3D surface model as either a continuous surface 
Without shoWing the edges of the triangles (as shoWn in FIG. 
8), or as a “Wire frame model” in Which the edges of the 
triangles are displayed. An example of the “Wire frame 
model” is shoWn in FIG. 9. 

The surface model may include holes or gaps in scan data, 
indicated at 134 in FIG. 159. These gaps are not closed by 
triangle surfaces since the edges of any triangles closing the 
gaps Would exceed distance criteria for triangle edges. 
Hence, the gaps are either ignored or else ?lled in using 
other techniques, such by use of virtual models of teeth or 
otherwise. The PCT application of OraMetrix, publication 
no. WO 01/80761, describes several methods for closing 
gaps in scan data and the interested reader is referred to that 
document for further details on closing gaps. Additionally, 
the entire model may include discrete portions that are not 
connected to each other. For example, if the scan data is 
rather poor, the majority of the arch is represented as a single 
continuous surface and a portion of one tooth may “?oat” in 
space in the correct position. In this situation, the procedures 
described herein Would be applied to both the point cloud 
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representing the arch and to the point cloud representing the 
portion of the tooth that “?oats” in position next to the point 
cloud of the arch. 

FIG. 10 is a How chart showing the execution of software 
instructions that create a single surface from a point cloud in 
one embodiment of the invention. At the start of the proce 
dure (200), a point cloud is stored in memory. A list of points 
is initialiZed to all the points in the point cloud. Each point 
consists of three-dimensional coordinates. Each point is 
assigned an index number. The list of open edges is empty 
(no entries), the list of closed edges is likeWise empty, and 
the list of triangles forming the surface is also empty. 

At the ?rst step 202, a check is made to see if there are 
vertices or points that have not been tested for formation of 
a triangle. At the beginning of the procedure, the ansWer of 
course is yes, so the process proceeds to step 204. At step 
204, the process needs to generate tWo starting points Which 
creates the initial open edge. This Was described above in 
conjunction With FIG. 4A. The ?rst and second points are 
generated and the open edge betWeen the points is added to 
the list of open edges. The process proceeds to step 206. The 
process selects an open edge. At the beginning, there is only 
one open edge (neWly created from the ?rst tWo points). The 
process then proceeds to blocks 208, 216, 220, 224, Which 
describe rules for generating triangles from open edges. The 
?rst rule is the test in block 208. This test asks if the open 
edge is a boundary of a “hole”, i.e., is the open edge one of 
the three open edges that together form a triangle. If so, the 
processing reverts to block 210. A triangle is formed that 
closes this hole, and the list of triangles is updated. The 
process proceeds to block 212, Where the list of open edges 
is adjusted to remove the open edge selected in block 206 
and the other tWo open edges the formed the “hole”. 

In the case of the ?rst open edge, of course block 208 Will 
be ansWered in the negative, so the process reverts to block 
216. Here, a test is made to see if the open edge selected at 
block 206 and tested at block 216 is adjacent to another open 
edge (share a common vertex) and if the angle betWeen the 
edges is an acute angle. If so, the processing reverts to block 
218 and a triangle is formed betWeen these tWo edges (see 
FIG. 7, formation of triangle 112), the list of triangles is 
updated, and the process reverts back to process 212 and the 
list of open edges is adjusted accordingly. 

Again, in the case of the initial or ?rst open edge, block 
220 Will be ansWered in the negative, and so the process 
reverts to block 224. Here, a test is made to see if there are 
points in the point cloud to generate a neW vertex. The block 
224 is described beloW in conjunction With FIG. 10A. If so 
(and this Will ordinarily be the case at the beginning of the 
procedure), the process proceeds to block 226. At this block, 
a neW point is generated using the Weighted average proce 
dure described above, see FIGS. 4A, 4B and 6, and a neW 
triangle is constructed from the neW vertex and the open 
edge selected at block 206. The points list is then updated, 
in that the points used in the Weighting process to form the 
neW vertex are marked as having been used and are not used 
in further modeling. The processing proceeds to block 212, 
Where the list of open edges is adjusted to add the tWo neW 
open edges created by the neW triangle. If, at block 224, 
there are no further points in the point cloud to generate a 
neW vertex adjacent to the open edge in question, the process 
reverts back to step 214, Where a test is conducted to see if 
there are other open edges that have not been tried by 
processing through the modules 208, 216, 220 and 224. 
As is shoWn in FIG. 10, after the open edge has been 

processed by modules 208, 216, 220 and 224 and the process 
has succeeded in generation of a neW triangle and the open 
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edge list is adjusted at module 212, the process continues to 
module 214. At this module, the softWare asks Whether there 
are any open edges that have not been tested by the modules 
208, 216, 220 and 224. If untested open edges exist, the 
processing reverts back to step 206, a neW open edge is 
selected, and the process of applying modules 208, 216, 220 
and 224 to the neW open edge is repeated. 

If, at module 214, there are no untested open edges 
remaining, the process reverts to step 202 to see if there are 
points in the point cloud that have not been tested. If there 
are points in the points list that have not been tested, a neW 
starting edge is selected in a neW part of the point cloud (as 
indicated at step 204) and the processing of FIG. 10 repeats 
for the neW region in the point cloud (for example, Where 
there are “?oating” regions). 
The module 224 of FIG. 10 Will noW be described in 

further detail in conjunction With FIGS. 10A*10E. The goal 
of module 224 is to determine Whether there are points in the 
original point cloud to generate the neW vertex in the 
surface. This module 224 is Where the selection of points in 
the point cloud occurs and the Weighting algorithm is 
applied to select the neW vertex, and Where the neW vertex 
is tested against rejection criteria. These procedures insure 
that the triangle surface matches the point cloud With a 
minimum of deviation. 

Referring noW in particular to FIG. 10A, the processing of 
module 224 proceeds With a block 230 Which determine 
Whether there are points in the point cloud Which are 
members of a set C. Set C is determined as folloWs. 

Let P1, P2 be the vertices of the open edge, 5 the 
normal-vector of the existing triangle adjacent to the edge 
P1, P2. Then let 

e:|\P2—Pl|\, the length of the open edge. 

C is expressed as folloWs: 

C:{P||\P-Pl|l<2eA|\P—P2|\<2eA(P2—P1)><(P—P1)>0}, Which is 
the set of all points, Which are not too far aWay from the tWo 
vertices of the open edge, and do not lie ‘behind’ the open 
edge. Then the neW vertex V Will be given formula W: 

PeC 

With the Weights 

These Weights are >0 for every PeC and have their maxi 
mum along the half-circle of points, Which form equilateral 
triangles With P1 and P2. The Weighting of points and 
selection of points in set C insures that the mesh tends to be 
quite regular. 

FIG. 10B shoWs the exiting triangle consisting of points 
P1, P2 and P3. The line connecting P1 and P2 is the open 
edge, the hatched area 240 corresponds to the set C. The 
points in set C are delimited to the left by the plane passing 
through the points P1 and P2 and perpendicular to the plane 
containing the triangle 242; points in set C are also delimited 
to the right by the tWo half-spheres 244 and 246 With center 
P1 and P2, respectively, and having a radius of 2e. The point 
M1 shoWs, Where the Weights have their maximum. If the 
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new vertex selected from the hatched region 240 does not 
satisfy the rejection criteria test in module 236 (FIG. 10A) 
described below, the value of e is reduced in the formulas for 
C and W, indicated at step 240 in FIG. 10A. The neW area 
is indicated by the smaller half spheres 248 and 250, With 
point M2 being the location Where the Weights are a maxi 
mum. 

Referring again to block 230 of FIG. 10A, if there are no 
points in the set C, the processing reverts back to block 214 
as indicated at 232. 

If there are points in the point cloud in the set C, the 
process proceeds to step 234 and the calculation of the neW 
vertex using the formula W above. 

At step 236, the neW vertex is tested against rejection 
criteria for a neW vertex. There are tWo criteria that are used 

in the preferred embodiment, hoWever it is possible to just 
use the second criterion alone: 

1: The variation of the surface normals of the source data 
points in the set C used to construct the vertex must be less 
than a threshold value; and 

2. The angle betWeen the surface normals of the adjacent 
triangle and the neW triangle must be less than a threshold 
value. 

The ?rst criterion Will be explained in conjunction With 
FIGS. 10C and 10D. Each point in the point cloud has a 
surface normal, de?ned as a vector extending from the point 
in a direction normal to a Weighted average of the triangle 
surfaces containing the point (the triangles here are triangles 
constructed from the source data, not in the single mesh 
surface). Within each frame of data forming the cloud, the 
data points are triangulated in a Way such that points, Which 
are next to each other in the frame, are connected by a 
triangle, An example of this is shoWn in FIG. 10C. The 
points 254 in the individual frame form a surface 252. The 
lines 256 extending from the points 254 are a Weighted 
average of the normal vectors (not shoWn) of the adjacent 
triangles that include each point. FIG. 10D, part A, shoWs a 
situation Where the surface normal vectors 356 of the points 
254 in the set C are all relatively closely aligned. This 
indicates that there is relatively little surface curvature. If the 
variation in the surface normal vectors 256 is less than a 
threshold, the vertex selected from the set of points 254 
passes the ?rst criteria. FIG. 10D, part B, shoWs the situation 
Where there is a large degree of variation in the surface 
normal vectors, indicating a large degree of curvature in the 
surface. In this situation, the vertex selected from the points 
in FIG. 10D, part B, Would be rejected. 

The second criteria in FIG. 10A, block 236, is a test ofthe 
angle betWeen the existing triangle having the open edge the 
neW triangle constructed betWeen the open edge and the 
neWly selected vertex. This angle must be less than a 
threshold value in order for the vertex to satisfy the selection 
criteria. As shoWn in FIG. 10E, part 1, an exiting triangle 
(shoWn on edge) has open edge 260, Wherein the source data 
points 254 indicate little surface curvature. The triangle has 
a surface normal vector 262. If the source data points 264 are 
used to construct a neW triangle, the triangle Would have a 
neW vertex 268 and a surface normal vector 266. The angle 
y betWeen the triangles is greater than the threshold and thus 
vertex 268 Will be rejected. The processing of FIG. 10A 
indicates a rejection at 238 and the processing proceeds to 
block 240, Where the value of e in the equations for C and 
W are reduced. The process looks at points closer to the open 
edge and results in a selection of a neW vertex 273, forming 
a triangle With edge 270 and neW surface normal 272 having 
an angle Y1 relative to the vector 262 as shoWn in FIG. 10E. 
The angle Y1 is less than the threshold so the neW vertex 273 
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is accepted. The processing results in a neW vertex 275 being 
selected, in Which the angle Y2 betWeen the neW surface 
normal 276 and the normal vector 272 is also less than the 
threshold. Thus, the process shoWn in FIGS. 10D and 10E 
insure that the neW vertex is chosen that minimiZes deviation 
from the point cloud, and more speci?cally corresponds to 
the localiZed curvature represented by the points 264. 
From the above description, and With reference to the 

previous Figures, it Will be appreciated that We have 
described a method for creating a surface representation of 
a three-dimensional object. The method includes the step of 
scanning the object With a scanner and storing scan data in 
a memory of a computer, as shoWn in FIG. 1. The scan data 
comprises a cloud of points 30, each point having three 
dimensional spatial coordinates. The method includes the 
step of constructing Within the computer an initial triangle 
derived from points in the scan data. See FIGS. 4A4B and 
the previous discussion. The method continues With the step 
of repeatedly constructing Within the computer adjacent 
triangles (see FIGS. 4Ci4G and 5*7), the adjacent triangles 
having at least one common edge With a previously con 
structed triangle. The adjacent triangles have vertices com 
prising either the points forming said initial triangle (FIG. 
4B) or points constructed from a Weighted averaged of 
points in the scan data in the region of the vertices and in 
Which predetermined rules or criteria for selection of verti 
ces are obeyed. (See FIGS. 4B4G, 10A*10E) The surface 
representation comprises the initial triangle and the adjacent 
triangles. 

In still another aspect, a method has been described for 
creating a surface representation of a three-dimensional 
object from a cloud of points, each point having three 
dimensional spatial coordinates. The method comprises the 
steps of storing the cloud of points in a memory of a 
computer and storing, in the memory of the computer, a list 
of points comprising the cloud of points and a list of open 
edges. The method further comprises the step of providing 
machine executable instructions for the computer that oper 
ate on the cloud of points, the instructions: 

1) constructing an initial open edge from points in the 
cloud of points (FIG. 4A, edge 44); 

2) constructing a triangle forming a portion of the surface 
representation from the open edge using predetermined rules 
for generating triangles forming the surface representation 
(FIG. 4B, forming triangle 1 using point 48 and initial points 
40 and 42, steps 224 and 225 of FIG. 10); 

3) adjusting the list of open edges in vieW of the con 
struction of the triangle (step 212, FIG. 10); 

4) checking to see if there are open edges that have not 
been tried yet to form a triangle forming a portion of the 
surface representation, and if so, repeating steps 2) and 3) 
(step 214, FIG. 10 and the previous discussion of FIG. 10 
and FIGS. 4Ai4G); 

5) as steps 2), 3) and 4) execute, adjusting the list of points 
by marking the points in the list of points that are used to 
generate vertices of triangles in step 2) and not using them 
further in the modeling procedure (indicated by the voids in 
the clouds of points in FIGS. 4Bi4G); and 

6) repeatedly iterating steps 2), 3), 4) and 5) until the 
instructions have attempted to generate triangles from all 
open edges in accordance With the predetermined rules for 
generating triangles (rules 208, 216, 220 of FIG. 10), and the 
instructions have attempted to generate a vertex of a neW 
triangle from all remaining points in the list of points in 
accordance Within predetermined rule(s) for generating ver 
tices of triangles forming the surface (step 224, FIG. 10). 






