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(57) ABSTRACT 

A system for providing irrigation control is provided. The 
system includes a number of non-local data sources for 
providing data, a processor and an irrigation system. The 
processor is con?gured to receive data from one or more of 
the non-local data sources and calculate an evapotranspira 
tion (ET) value for an irrigation area that is non-local With 
respect to the non-local data sources. The processor is 
further con?gured to create or alter an irrigation program 
based on the ET value. The irrigation system is con?gured 
to receive the irrigation program from the processor and 
provide appropriate irrigation control for the irrigation area 
using the irrigation program. 

20 Claims, 2 Drawing Sheets 
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METHOD AND SYSTEM FOR 
CONTROLLING AN IRRIGATION 

SCHEDULING ENGINE USING COMPUTED 
EVAPOTRANSPIRATION VALUES 

CROSS-REFERENCES TO RELATED 

APPLICATION(S) 

The present application claims the bene?t of priority 
under 35 U.S.C. §119 from (1) US. Provisional Patent 
Application Ser. No. 60/515,905, entitled “METHOD FOR 
PROVIDING OFFSET TO COMPUTED EVAPOTRANS 
PIRATION VALUES”, ?led on Oct. 29, 2003, (2) US. 
Provisional Patent Application Ser. No. 60/515,932, entitled 
“METHOD FOR CONTROLLING IRRIGATION USING 
COMPUTED EVAPOTRANSPIRATION VALUES”, ?led 
on Oct. 29, 2003, and (3) US. Provisional Patent Applica 
tion Ser. No. 60/515,628, entitled “METHOD FOR CON 
TROLLING AN IRRIGATION SCHEDULING ENGINE 
USING COMPUTED EVAPOTRANSPIRATION VAL 
UES”, ?led on Oct. 29, 2003, the disclosures of Which are 
hereby incorporated by reference in their entirety for all 
purposes. 

BACKGROUND OF THE INVENTION 

The present invention generally relates to irrigation con 
trol and, more speci?cally, to methods and systems for 
controlling an irrigation scheduling engine using computed 
evapotranspiration (ET) values in a remote manner. 

Typically, irrigation control information is manually input 
by an user to an irrigation system in order to alloW the 
irrigation system to provide an appropriate amount of irri 
gation. Such irrigation control information is generally 
based on measurements obtained by the user from other 
equipment and/or data collected by a Weather station. The 
irrigation system, in turn, provides an appropriate amount of 
irrigation based on the input information. 

The foregoing irrigation arrangement has a number of 
shortcomings. For example, the user has to ?rst obtain the 
requisite irrigation control information and then manually 
input such information into the irrigation system. Further 
more, such information does not necessarily accurately 
re?ect the local Weather conditions that are applicable to the 
areas covered by the irrigation system. This is because the 
irrigation control information may be generated based on 
data collected by a distant or non-local Weather station that 
is located some distance aWay from the areas covered by the 
irrigation system. The Weather station may be located in an 
area Where the Weather conditions vary quite signi?cantly 
from those of the areas covered by the irrigation system. As 
a result, the irrigation control information (Which is based on 
data collected from the distant Weather station) may cause 
the irrigation system to provide irrigation that is substan 
tially different from What is required for the areas covered by 
the irrigation system. 

Hence, it Would be desirable to provide a system that is 
capable of providing accurate irrigation control information 
using non-local data sources. 

SUMMARY OF THE INVENTION 

In one embodiment, a system for providing irrigation 
control is provided. The system includes a number of 
non-local data sources for providing data, a processor con 
?gured to receive data from one or more of the plurality of 
non-local data sources and calculate an evapotranspiration 
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2 
(ET) value for an irrigation area that is non-local With 
respect to the non-local data sources, the processor further 
con?gured to create or alter an irrigation program based on 
the ET value, and an irrigation system con?gured to receive 
the irrigation program from the processor and provide 
appropriate irrigation control for the irrigation area using the 
irrigation program. 

In another embodiment, a system for providing irrigation 
control includes a number of non-local data sources for 
providing data, a processor con?gured to receive data from 
one or more of the non-local data sources and calculate an 

evapotranspiration (ET) value for an irrigation area that is 
non-local With respect to the plurality of non-local data 
sources, the processor further con?gured to create one or 
more components constituting an irrigation program based 
on the ET value, and an irrigation system con?gured to 
receive the one or more components from the processor. 

In yet another embodiment, a system for providing irri 
gation control includes a number of non-local data sources 
for providing data, a processor con?gured to receive data 
from one or more of the non-local data sources and calculate 

Weather parameters using a modeling application, the pro 
cessor also con?gured to use the Weather parameters to 
compute an evapotranspiration (ET) value for an irrigation 
area that is non-local With respect to the plurality of non 
local data sources, the processor further con?gured to create 
or alter an irrigation program based on the ET value, and an 
irrigation system con?gured to receive the irrigation pro 
gram from the processor and provide appropriate irrigation 
control for the irrigation area using the irrigation program. 

In a further embodiment, a system for providing irrigation 
control includes a number of non-local data sources for 
providing data, a processor con?gured to receive data from 
one or more of the non-local data sources and calculate an 

evapotranspiration (ET) value for an irrigation area that is 
non-local With respect to the plurality of non-local data 
sources, and an irrigation system con?gured to receive the 
ET value from the processor, create or alter an irrigation 
program based on the ET value and provide appropriate 
irrigation control for the irrigation area using the irrigation 
program. 

In one aspect of the present invention, a method for 
providing irrigation control includes: receiving data from 
one or more non-local data sources, calculating an evapo 
transpiration (ET) value based on the data received from the 
one or more non-local data sources, Wherein the ET value is 
for an irrigation area that is non-local With respect to the 
non-local data sources, creating or altering an irrigation 
program based on the ET value, and providing appropriate 
irrigation control for the irrigation area based on the irriga 
tion program. 

In another aspect of the present invention, a method for 
providing irrigation control includes: receiving data from 
one or more non-local data sources, calculating an evapo 
transpiration (ET) value based on the data received from the 
one or more non-local data sources, Wherein the ET value is 
for an irrigation area that is non-local With respect to the 
non-local data sources, generating one or more components 
constituting an irrigation program based on the ET value, 
and transmitting the one or more components to an irrigation 
system. 

In yet another aspect of the present invention, a method 
for providing irrigation control includes: receiving data from 
one or more non-local data sources, calculating Weather 
parameters using a modeling application based on the data 
received from the one or more non-local data sources, using 
the Weather parameters to compute an evapotranspiration 
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(ET) value for an irrigation area that is non-local With 
respect to the non-local data sources, creating or altering an 
irrigation program based on the ET value, and transmitting 
the irrigation program to an irrigation system. 

In a further aspect of the present invention, a method for 
providing irrigation control includes: receiving data from 
one or more non-local data sources, calculating an evapo 
transpiration (ET) value based on the data received from the 
one or more non-local data sources, Wherein the ET value is 
for an irrigation area that is non-local With respect to the one 
or more non-local data sources, transmitting the ET value to 
an irrigation system, directing the irrigation system to create 
or alter an irrigation program based on the ET value, and 
directing the irrigation system to provide appropriate irri 
gation control for the irrigation area using the irrigation 
program. 

Reference to the remaining portions of the speci?cation, 
including the draWings and claims, Will realiZe other features 
and advantages of the present invention. Further features 
and advantages of the present invention, as Well as the 
structure and operation of various embodiments of the 
present invention, are described in detail beloW With respect 
to accompanying draWings, like reference numbers indicate 
identical or functionally similar elements. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Aspects, advantages and novel features of the present 
invention Will become apparent from the folloWing descrip 
tion of the invention presented in conjunction With the 
accompanying draWings: 

FIG. 1 is a simpli?ed schematic block diagram illustrating 
one embodiment of the present invention; and 

FIG. 2 is a simpli?ed schematic block diagram illustrating 
one embodiment of an irrigation system according to the 
present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention in the form of one or more embodi 
ments Will noW be described. As shoWn in FIG. 1, one 
embodiment of the present invention is a system 100 that 
includes a number of non-local data sources l02aic, a 
processor 104 and an irrigation system 106. The processor 
104 is con?gured to receive data from one or more of the 
non-local data sources l02aic, use such data to compute an 
ET value and then transfer the computed ET value to the 
irrigation system 106. The irrigation system 106 is con?g 
ured to receive the computed ET value from the processor 
104 and provide irrigation or perform other irrigation func 
tions accordingly. 

Each data source 102 provides information that can be 
utiliZed to generate irrigation control information including, 
for example, an ET value. The ET value is calculated based 
on a number of parameters including, for example, relative 
humidity, soil temperature, air temperature, Wind speed and 
solar radiation. The number of parameters may vary depend 
ing on the methodology that is used to calculate the ET 
value. The data sources l02aic collectively provide infor 
mation on these parameters. Each data source 102 may 
provide information corresponding to one or more param 
eters. The information is then used to compute the ET value, 
as Will be further described beloW. Data from the non-local 
data sources l02aic is used because the area in Which the 
irrigation system 106 is located does not have suf?cient 
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4 
measuring apparatus or resources to obtain local information 
that is needed to determine the ET value in that area. 
The data sources 102aw are non-local in the sense that 

they are not located in the same general area as the irrigation 
system 106. For example, one data source is the National 
Weather Service Which provides general Weather informa 
tion across the United States; other data sources include 
databases or data feeds from various universities and gov 
ernment agencies. It should be understood that the meaning 
of the term “non-local” is not strictly de?ned by physical 
distance; “non-local” may also refer to an area that is subject 
to generally different Weather conditions. For example, tWo 
areas may be physically close to one another; hoWever, they 
may be non-local With respect to each other because they 
have generally different Weather conditions attributed to 
different geographical topologies and different topographies. 
As mentioned before, the data sources 102aw collectively 
provide data that relate to the various parameters that are 
used to compute the ET value for the area(s) covered by the 
irrigation system 106. For example, data collected from the 
data sources l02aic include surface observations, upper air 
observations, sea surface temperatures and current global 
initialization 4D (4-dimensional) grids, etc. 

Data from the data sources l02aic are transmitted to the 
processor 104. It should be noted that data from the data 
sources l02aic can be transmitted to the processor 104 in a 
number of Ways including, for example, via a computer 
netWork such as the Internet. Based on the disclosure and 
teachings provided herein, a person of ordinary skill in the 
art Will knoW of other Ways and/or methods to transmit the 
data from the data sources 102aw to the processor 104 in 
accordance With the present invention. 
The processor 104, in turn, processes the data to calculate 

the desired ET value for each particular area covered by the 
irrigation system 106. First, the processor 104 calculates the 
requisite Weather parameters in 4D space. 

The Weather parameters in 4D space are calculated as 
folloWs. The gridded terrain elevation, vegetation and land 
use are horiZontally interpolated onto each mesoscale 
domain. Input ?elds such as soil types, vegetation fraction, 
and deep soil temperature, are populated from historical 
data. 

Then, the 4D gridded meteorological analyses on pressure 
levels are input and those analyses are interpolated from 
global grids to each mesoscale domain. The foregoing steps 
perform the pressure-level and surface analyses. TWo-di 
mensional interpolation is performed on these levels to 
ensure a completely populated grid. 

Next, the global initialiZation on each mesoscale grid is 
adjusted by incorporating observation data from the data 
sources l02aic. Different types of observation data are used 
including, for example, traditional direct observations of 
temperature, humidity, Wind from surface and upper air data 
as Well as remote sensed data, such as, radar and satellite 
imagery. The three-dimensional and four-dimensional varia 
tional techniques both integrate and perform quality control 
on the data, eliminating questionable data to improve the 
global initialization grids. 
The initial boundary conditions are then calculated and 

formatted for input to a numerical Weather model. It Will be 
appreciated that a number of different numerical Weather 
models can be used depending on each particular applica 
tion. Based on the disclosure and teachings provided herein, 
a person of ordinary skill in the art Will knoW hoW to select 
the appropriate numerical Weather model in accordance With 
the present invention. For example, one process converts 
pressure level data to an “S” coordinate system under 
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bounded conditions in 4D space (x, y, Z and time). The 
integrated mean divergence or noise conditions that the 
initial analyses may contain are then removed to create a 
stable base state for the numerical Weather model. 

Using the numerical Weather model, and the appropriate 
physics options, the requisite Weather parameters in 4D 
space are then calculated. This is a fully bounded 4D grid in 
both space and time With knoWn starting and ending con 
ditions. 

Calculation of the Weather parameters can be performed 
by the processor 104 using a number of modeling applica 
tions (not shoWn) that are publicly available. These model 
ing applications can be modi?ed to perform the functions as 
described above. One such modeling application is knoWn 
as the PSU/NCAR mesoscale model (known as MM5). The 
MM5 is a limited-area, nonhydrostatic, terrain-folloWing 
sigma-coordinate model designed to simulate or predict 
mesoscale atmospheric circulation. Another such modeling 
application is the WRF (Weather Research and Forecasting) 
model created by UCAR (University Corporation for Atmo 
spheric Research). Based on the disclosure and teachings 
provided herein, a person of ordinary skill in the art Will 
knoW hoW to select and modify the various available mod 
eling applications for use in accordance With the present 
invention. 

The calculated Weather parameters outputted from the 
numerical Weather model are then used to calculate the ET 
value for a target location in 2D space. Corresponding 
Weather parameters needed for calculating the ET value for 
the target location are extracted at speci?c x, y, Z & time 
locations. 

The ET value at the target location is then calculated and 
a 2D gridded surface for the 24 hour period is created. It 
should be understood that the ET value may be calculated 
based on one of a number of different formulas. Based on the 

disclosure and teachings provided herein, a person of ordi 
nary skill in the art Will appreciate hoW to select the 
appropriate formula depending on each particular situation. 

Finally, any artifacts, edge effects and anomalies created 
by mesoscale grid boundaries conditions and/or errors are 
eliminated. 

The processor 104 then transfers the computed ET value 
to the irrigation system 106. Upon receiving the computed 
ET value, the irrigation system 106 can then provide the 
proper irrigation or perform other irrigation functions in an 
automated manner. 

The processor 104 is typically located at some distance 
aWay from the irrigation system 106. The transfer of the 
computed ET value from the processor 104 to the irrigation 
system 106 can be done in a number of Ways. For example, 
the computed ET value can be transmitted to the irrigation 
system 106 via Wired or Wireless communications. Based on 
the disclosure and teachings provided herein, a person of 
ordinary skill in the art Will knoW of other Ways and/or 
methods to transfer the computed ET value from the pro 
cessor 104 to the irrigation system 106. 

Furthermore, in one embodiment, the processor 104 ?rst 
encrypts or mathematically alters the computed ET value 
before transferring it to the irrigation system 106. The 
irrigation system 106 is equipped With the corresponding 
decryption algorithm to decrypt or restore the computed ET 
value. 

In an alternative embodiment, after the processor 104 
derives the Weather parameters, such Weather parameters are 
transferred to the irrigation system 106. Using the trans 
ferred Weather parameters, the irrigation system 106 then 
computes the appropriate ET value. Optionally, the proces 
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6 
sor 104 can encrypt the Weather parameters before transfer 
ring them to the irrigation system 106 and the irrigation 
system 106 is equipped With the corresponding decryption 
algorithm to decrypt or restore such data. 

In one embodiment, as shoWn in FIG. 2, the irrigation 
system 106 further includes a scheduling engine 108. The 
scheduling engine 108 further includes an irrigation program 
110 that is designed to control various components of the 
irrigation system 106 to automatically provide proper irri 
gation or perform other irrigation functions. The scheduling 
engine 108 may use the received or derived computed ET 
value to either create one or more neW irrigation programs 

or, alternatively, alter one or more existing irrigation pro 
grams. 

In an alternative embodiment, after the processor 104 
computes the ET value as described above, the processor 
104 uses the computed ET value to create or alter an 
irrigation program 110 suitable for the irrigation system 106. 
The irrigation program 110 is then transferred or uploaded to 
the irrigation system 106. Subsequently, the scheduling 
engine 108 uses the irrigation program 110 to provide the 
proper irrigation or perform other irrigation functions. 

Alternatively, the processor 104 uses the computed ET 
value to create information that can be used by the sched 
uling engine 108 to update or alter the irrigation program 
110. Such information is then forWarded by the processor 
104 to the scheduling engine 108 so as to alloW the sched 
uling engine 108 to update or alter the irrigation program 
110. 

In another alternative embodiment, after the irrigation 
program 110 is created or altered, the processor 104 breaks 
doWn the irrigation program 110 into one or more compo 
nent values. Such component values are then transferred 
from the processor 104 to the scheduling engine 108. The 
scheduling engine 108 uses such component values to derive 
or re-constitute the irrigation program 110. The irrigation 
program 110 is then used by the scheduling engine 108 to 
provide the proper irrigation or perform other irrigation 
functions. The component values of the irrigation program 
110 may be individually transmitted to the scheduling 
engine 108 at different times. 

Optionally, the irrigation program 110 or component 
values thereof are mathematically altered or encrypted 
before they are transferred to the irrigation system 106 by 
the processor 104. The irrigation system 106 is equipped 
With the corresponding decryption algorithm to decrypt or 
restore the irrigation program 110 or component values 
thereof. 

In one embodiment, the irrigation program 110 has a 
number of discrete states respectively representing various 
stages of irrigation to be provided by the irrigation system 
106. The processor 104 executes the irrigation program 110 
and, upon arriving at a particular discrete state, the processor 
104 transfers information relating to that particular discrete 
state to the scheduling engine 108. The scheduling engine 
108, in response, provides the proper irrigation or performs 
other irrigation functions. 

Optionally, the information relating to the discrete states 
can be mathematically altered or encrypted before it is 
transferred to the scheduling engine 108. The scheduling 
engine 108 is equipped With the corresponding decryption 
algorithm to decrypt or restore such information. 

In addition, in some situations, the ET value is computed 
based on erroneous information. In one embodiment, the 
processor 104 is con?gured to re-calculate a neW, correct ET 
value using the latest, accurate information. Moreover, using 
the neW ET value and the old ET value, the processor 104 
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is further con?gured to calculate an offset. The o?‘set is 
similar to a delta function that represents a correction to the 
old ET value. The processor 104 then transfers the o?fset to 
the irrigation system 106. The irrigation system 106, in turn, 
updates the old ET value With the o?fset and provides the 
appropriate irrigation or performs other irrigation functions 
via, for example, the scheduling engine 108 and/or the 
irrigation program 110. Since the old ET value is taken into 
consideration When the o?‘set is calculated, past erroneous 
irrigation is corrected by the irrigation system 106 When the 
o?‘set is used by the scheduling engine 108 and/or irrigation 
program 110 to provide the proper irrigation. 

Optionally, the o?‘set can be mathematically altered or 
encrypted before it is transferred to the irrigation system 
106. 

In an alternative embodiment described above Where the 
processor 104 creates or alters an irrigation program 110 
based on the computed ET value, the processor 104 can 
further utiliZe the o?‘set to create a neW irrigation program 
or alter an existing irrigation program. The neW or altered 
irrigation program can then be forWarded to the irrigation 
system 106. 

In an exemplary implementation, the present invention is 
implemented using softWare in the form of control logic, in 
either an integrated or a modular manner. The control logic 
may reside on a computer-readable medium executable by 
the processor 104 or a computer. Alternatively, hardWare or 
a combination of softWare and hardWare can also be used to 
implement the present invention. Based on the disclosure 
and teachings provided herein, a person of ordinary skill in 
the art Will knoW of other Ways and/ or methods to implement 
the present invention. 

It is understood that the examples and embodiments 
described herein are for illustrative purposes only and that 
various modi?cations or changes in light thereof Will be 
suggested to persons skilled in the art and are to be included 
Within the spirit and purvieW of this application and scope of 
the appended claims. All publications, patents, and patent 
applications cited herein are hereby incorporated by refer 
ence for all purposes in their entirety. 

What is claimed is: 
1. An irrigation control system comprising: 
a plurality of data sources for collecting Weather data at a 

plurality of areas; 
a processor receiving the Weather data; 
the processor calculating a completely populated 4-D grid 

of Weather parameters from the Weather data, the 4-D 
grid comprising x, y, Z and time locations; 

the processor calculating an ET value at a target location 
by extracting x, y, Z and time locations from the 4-D 
grid of the Weather parameters, the processor further 
con?gured to create or alter an irrigation program based 
on the ET value; and 

an irrigation system receiving the irrigation program from 
the processor, Wherein the irrigation system provides 
irrigation control based on the irrigation program. 

2. The irrigation control system of claim 1, Wherein the 
plurality of areas are all located outside of an irrigation 
region in Which the irrigation control is being provided, and 
the target location is located Within the irrigation region. 

3. The irrigation control system of claim 1, Wherein the 
4-D grid of the Weather parameters are calculated using a 
numerical Weather model. 

4. The irrigation control system of claim 1, Wherein the 
4-D grid is fully bounded in space and time With knoWn 
starting and ending conditions. 
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5. The irrigation control system of claim 1, Wherein the 

4-D grid of Weather parameters are calculated using a 
modi?ed modeling program. 

6. An irrigation control system comprising: 
a processor retrieving the Weather data from a plurality of 

data sources that collect Weather data at a plurality of 

areas; 
the processor calculating a completely populated 4-D grid 

of Weather parameters from the Weather data; 
the processor calculating an ET value at a target location 

by extracting x, y, Z and time locations from the 4-D 
grid of the Weather parameters, the processor further 
con?gured to create or alter an irrigation program based 
on the ET value; and 

the processor providing the irrigation program to an 
irrigation system located at the target location, thereby 
alloWing the irrigation system to provide irrigation 
control based on the received irrigation program. 

7. The irrigation control system of claim 6, Wherein the 
plurality of areas are all located outside of an irrigation 
region in Which the irrigation control is being provided, and 
the target location is located Within the irrigation region. 

8. The irrigation control system of claim 6, Wherein the 
4-D grid of the Weather parameters are calculated using a 
numerical Weather model. 

9. The irrigation control system of claim 6, Wherein the 
4-D grid is fully bounded in space and time With knoWn 
starting and ending conditions. 

10. The irrigation control system of claim 6, Wherein the 
4-D grid of Weather parameters are calculated using a 
modi?ed modeling program. 

11. A method of providing irrigation control comprising: 
collecting Weather data from a plurality areas; 
calculating a completely populated 4-D grid of Weather 

parameters from the Weather data; 
calculating an ET value at a target location by extracting 

x, y, Z and time locations from the 4-D grid of the 
Weather parameters; 

creating or altering an irrigation program based on the ET 
value; and 

controlling irrigation at the target area based on the 
irrigation program. 

12. The method of claim 11, Wherein the plurality of areas 
are all located outside of an irrigation region in Which the 
irrigation control is being provided, and the target location 
is located Within the irrigation region. 

13. The method of claim 11, Wherein the 4-D grid of the 
Weather parameters are calculated using a numerical Weather 
model. 

14. The irrigation method of claim 11, Wherein the 4-D 
grid is fully bounded in space and time With knoWn starting 
and ending conditions. 

15. The method of claim 11, Wherein the 4-D grid of 
Weather parameters are calculated using a modi?ed model 
ing program. 

16. A method of providing irrigation control comprising: 
retrieving Weather data from a plurality areas; 
calculating a completely populated 4-D grid of Weather 

parameters from the Weather data; 
calculating an ET value at a target location by extracting 

x, y, Z and time locations from the 4-D grid of the 
Weather parameters; 

creating or altering an irrigation program based on the ET 
value; and 

controlling irrigation at the target area based on the 
irrigation program. 
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17. The method of claim 16, wherein the plurality of areas 19. The irrigation method of claim 16, Wherein the 4-D 
are all located outside of an irrigation region in Which the grid is fully bounded in space and time With knoWn starting 
irrigation control is being provided, and the target location and ending COndiIiOnS 
is located within the irrigation region 20. The method of claim 16, Wherein the 4-D grid of 

18_ The method of Claim 16 wherein the 4_D grid of the 5 Weather parameters are calculated using a modi?ed model 

Weather parameters are calculated using a numerical Weather mg program‘ 
model. * * * * * 


