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VIRTUAL DIAL IRRIGATION CONTROLLER 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application claims priority to US. Provisional Appli 
cation Ser. No. 60/426,548 ?led on Nov. 15, 2002 entitled 
Virtual Rotary Dial Irrigation Controller, the entire contents 
of Which are incorporated herein by reference. 

FIELD OF THE INVENTION 

The present invention relates to controllers and particu 
larly to irrigation controllers. 

BACKGROUND OF THE INVENTION 

Most residences, of?ce buildings, industrial complexes, 
golf courses, nurseries and the like include outdoor land 
scapes that contain grass, plants, trees, ?oWers etc. And in 
order to maintain such landscapes in an aesthetically (and 
safe) state, it is often necessary to ensure that such land 
scapes receive proper amounts of Water at appropriate times 
of the day in particular seasons of the year. 
Many users of these facilities seek to minimize the 

manpoWer necessary to ensure such proper Watering sched 
ules and do so through the use of irrigation controllers. 
Typically, such an irrigation controller is connected to a 
plurality of sprinkler assemblies located throughout a par 
ticular landscape and is then programmed so that the sprin 
klers are caused to go on and off at regulated times according 
to the programmed schedule. 

The sophistication of irrigation controllers has advanced 
considerably over the years in response to rising demand and 
reliance by consumers on the advantages afforded by such 
irrigation controllers. This has led to increased complexity 
that can sometimes make the operation of an irrigation 
controller someWhat confusing and cumbersome. The 
numerous different variables that can noW be adjusted in 
even the cheapest irrigation controller can make the pro 
gramming step alone a challenging task for the user. Fur 
thermore, due to the increased competition in the market of 
irrigation controllers, manufacturers are constantly seeking 
to introduce controller products that simplify the controller 
operation and yet still enable production in a cost effective 
manner. 

One of the areas in irrigation controller design that lends 
itself to simpli?cation Without increasing costs or losing 
functionality is the elimination of rotary dials or sWitches 
that typically are used on the face of irrigation controllers. 
For example, many prior art controllers have a circular 
knob/sWitch on the controller face that, When rotated, adjusts 
the operation mode of the controller. At one location, the 
knob/sWitch may place the controller into a “time set” mode. 
At another location, the knob/sWitch may place the control 
ler in a “manual” mode. Eliminating this knob/sWitch With 
out losing the functionality of the knob/sWitch is desirable 
since it Will reduce the costs of the controller and likely 
enhance its reliability. 

SUMMARY AND OBJECTS OF THE 
INVENTION 

The present invention seeks to exploit this improvement 
in irrigation control through the use of a “virtual” dial. In 
particular, the present invention contemplates replacing such 
a dial/knob/sWitch With an electronic interface that is con 
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2 
trolled according to actuation of a simple on/olf sWitch (i.e., 
a binary sWitch), preferably a push button. For example, in 
one embodiment, an irrigation controller is provided 
Wherein a rotary dial is replaced With a circular liquid crystal 
display (“LCD”). The LCD contains segments peripherally 
on its screen that are energiZed according to the desired 
function selected by the user. The segment that is “on” at a 
particular time Will correspond to visual indicia on the panel 
of the controller to inform the user Which function is 
operable at that particular time. The user can then advance 
to the next segment on the LCD screen by pressing a button 
located elseWhere on the controller panel. Once the user has 
“completed the circle,” the user Will knoW that programming 
of the controller is complete. 

In another embodiment, the dial/knob/sWitch can be 
replaced With a circular pattern of LED’s. Again, each LED 
Will correspond to a visual indicia on the controller panel 
such that the user Will knoW Which function of the “virtual” 
sWitch is operable as indicated by Which LED is “on.” When 
it is desired to move to the next function, the user Will press 
a button located elseWhere on the panel so as to advance the 
virtual sWitch (i.e., advance to the next LED) to the next 
function. 
Of course, the invention is not restricted to the using a 

circular pattern for the virtual sWitch. The pattern could be 
elliptical, square or any other shape or closed plane ?gure 
that seems appropriate for an intended user. HoWever, cir 
cular is chosen for certain preferred embodiments since a 
circular shape seems to be appealing esthetically and intu 
itively to and Well recognized by most users, particularly to 
the extent that “completing the circle” intuits to the user that 
the programming act is essentially complete. 

Hence, it can be seen that it is an object of the invention 
to increase reliability of the invention by eliminating a rotary 
sWitch and replacing it With a virtual, electronic, dial Which 
is operated or controlled according to a simple on/olf (e.g., 
a binary) sWitch, preferably a push button. 

It is a further object to maintain or increase the function 
ality of the sWitching component of the controller. 

It is yet a further object of the present invention to 
simplify the operation of a controller to the user. 

These and other objects not speci?cally enumerated here 
are also contemplated in the invention and Will become 
evident upon further consideration of preferred embodi 
ments. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a plan vieW of one preferred embodiment of the 
present invention; 

FIG. 2 is plan vieW of the embodiment shoWn in FIG. 1; 
FIG. 3 is a plan vieW of another preferred embodiment of 

the present invention; 
FIG. 4 is a plan vieW of the embodiment shoWn in FIG. 

3; 
FIG. 5 is a plan vieW of a preferred embodiment of the 

virtual dial of the present invention; 
FIG. 6 is a plan vieW of another preferred embodiment of 

a virtual dial of the present invention; 
FIG. 7 is a schematic vieW of a preferred embodiment of 

the virtual dial in FIG. 5; 
FIG. 8 is an alterative schematic vieW of a preferred 

embodiment of the virtual dial in FIG. 5; 
FIG. 9 is a schematic vieW of a preferred embodiment of 

an irrigation controller display in accordance With the 
present invention; 
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FIG. 10 is a plan vieW of a preferred embodiment of an 
irrigation controller With a single LCD display in accordance 
With the present invention; 

FIG. 11 is a block diagram of a programming aspect of an 
irrigation controller in accordance With a preferred embodi 
ment of the present invention; 

FIG. 12 is a block diagram of another programming 
aspect of an irrigation controller in accordance With a 
preferred embodiment of the present invention; 

FIG. 13 is a block diagram of another programming 
aspect of an irrigation controller in accordance With a 
preferred embodiment of the present invention; and, 

FIG. 14 is a block diagram of another programming 
aspect of an irrigation controller in accordance With a 
preferred embodiment of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring to FIG. 1, a ?rst preferred embodiment of the 
present invention is shoWn. This draWing shoWs the face of 
an irrigation controller 108 that has a virtual rotary dial 100 
having the shape of a nine pointed star. Each arm 104 of the 
star is comprised of or part of a liquid crystal display, Which, 
When energized, takes on an opaque color. When an arm 104 
is opaque, this indicates that the controller 108 is in the mode 
that is identi?ed on the controller face that corresponds to 
the opaque arm of the star. For example, When the arm 104 
of the star near the Words “Manual” is opaque, this means 
that the irrigation controller 108 is in the “manual” mode. It 
Will be understood that the operational features of each of 
the modes of the irrigation controller 108 are knoWn in the 
art. 

In order to advance the virtual rotary dial to subsequent 
functions, the user presses the binary or on/olf sWitch 102 
located to the right of the virtual dial 100. With each 
actuation of the sWitch 102, a neW arm 104 of the star Will 
become energiZed and thereby indicate the function cur 
rently operative in the controller. At the same time the binary 
sWitch 102 is causing a subsequent arm 104 of the star to 
become opaque, it is also causing a change in the state of the 
programmed microprocessor internal to the controller so that 
it may receive commands from the user according to the 
function that corresponds to each arm 104 of the star as it 
becomes opaque. 

The preferred embodiment of irrigation controller 108 
contains a standard irrigation terminal 110 knoWn in the art. 
In FIG. 1 this terminal is Wired to a main irrigation valve 101 
and secondary irrigation valves 103, 105, 107, 109. This 
con?guration alloWs the irrigation controller 108 to control 
each valve by Way of electrical signals determined by the 
irrigation Watering program. 
A 9V battery 112 may optionally be connected next to the 

irrigation terminal 110. This battery 112 alloWs for program 
ming of the unit When the unit is not connected to standard 
AC poWer. When the unit is connected to such poWer, 
hoWever, the 9V batter 112 is disconnected. There is also, 
hoWever, a backup Li battery (not shoWn) located at the back 
of the RC. Board of the controller. This battery ensures that 
programming is not lost in the event of a poWer failure. 

Each irrigation controller 108 may have different opera 
tional capacity. For example, one of the controllers may be 
useful for up to 4 irrigation stations, another may be useful 
for up to 6 stations and another up to 8 stations. Of course, 
the invention could be utiliZed for a controller of any number 
of irrigation stations. 
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4 
Referring to FIG. 2, there is shoWn a plan vieW of the 

embodiment depicted in FIG. 1. It has a front face that 
contains an LCD panel 106 displaying various information 
on the operation of the controller (time, day, station timing, 
etc.) as Well as the LCD virtual dial display 100 discussed 
above. In these ?gures, the virtual dial display 100 appears 
circular (i.e., this ?gure does not shoW the nine point star 
shape discussed above), hoWever, this is only because the 
virtual dial display 100 is not energiZed. When energiZed, 
virtual dial display Will shoW the various arms 104 of the 
star. 

Referring to FIG. 9, the irrigation controller 108 of the 
present invention includes an LCD display 106, Which, in a 
preferred embodiment, is located above the virtual dial 100. 
This display 106 is used to shoW the user various informa 
tion necessary for the correct programming and operation of 
the controller. It is connected to a microprocessor (not 
shoWn) or other display driver in a manner knoWn to those 
skilled in the art. 

FIGS. 5-8 shoW a virtual dial in accordance With a ?rst 
preferred embodiment of the present invention as a unit 
separate from the controller itself. FIGS. 5, 7, and 8 illustrate 
the virtual dial 100 seen in FIGS. 1 and 2. These Figures also 
re?ect the presence of the conduction pathWays on the LCD 
substrate and Which pathWays are connected to electrical 
contacts 114 at either end of the LCD substrate. 

The nine arms 104 or points of the star are self-evident. 
It can also be seen that the virtual dial includes various 
contacts 114 so that the virtual dial can be connected to the 
microprocessor or display driver. Such connections are 
made in a manner knoWn to those skilled in the art. 

FIG. 6 shoWs another embodiment of the virtual dial 300 
in accordance With the present invention. In this embodi 
ment, the nine points/arms of the star of the previous 
embodiment have been replaced With nine icons of a hand 
With an extended index ?nger. Such an icon may be more 
desirable to certain users than the points of a star. From this 
embodiment, it can be readily seen that are numerous Ways 
in Which to con?gure the virtual dial to achieve the goals of 
the virtual dial. 

FIGS. 3-4 shoW another preferred embodiment of an 
irrigation controller 208 in accordance With the present 
invention. In this preferred embodiment, the virtual dial is in 
the form of a circular series of light emitting diodes (LEDs) 
204 as opposed to a series of arms 104 in a star shaped LCD 
module 100 as in the previous embodiment. In this embodi 
ment the LEDs 204 function in a manner similar to the 
arms/points of the LCD insofar as an illuminated LED 204 
signi?es the operational mode of the controller 208 as being 
that mode that is identi?ed at the corresponding location on 
the face of the controller 208. 

In this regard, the leftmost sWitch 202 on the face of the 
controller 208, i.e., the one With a rightWard facing arroW on 
it, serves a function analogous to the “dial” button 102 on the 
previous embodiment illustrated in FIGS. 1-2. By pressing 
this button 202, the microprocessor causes the next sequen 
tial LED 204 to illuminate and at the same time changes the 
operational mode of the controller 208 to the mode that is 
identi?ed by the text on the controller face that corresponds 
to the LED 202 that is illuminated. In other respects, this 
embodiment operates in generally the same manner as the 
?rst preferred embodiment. 

FIG. 4 shoWs a plan vieW of the housing associated With 
the embodiment of FIG. 3. One can readily see the virtual 
dial 200 (in the form ofa series of LED’s 204). One can also 
see that this controller 208 has a removable panel covering 
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an irrigation station 210 so that the user may connect 
irrigation stations and otherWise utilize the features of the 
device. 

FIG. 10 illustrates yet another embodiment of the present 
invention. An irrigation controller 404 utiliZes a master 
display 400. The master display 400 integrates a virtual 
rotary dial display With numerical info, dates, and other 
operational data into one liquid crystal display. Although this 
information is integrated onto one LCD, the irrigation con 
troller 404 functions in the same manner as previously 
disclosed embodiments. 

In general, by pressing the pushbutton associated With the 
virtual dial (e.g., the “dial” button 102 in the embodiment of 
FIGS. 1-2 or the “arroW” button 202 in the embodiment of 
FIGS. 3-4), the mode of operation of the controller is 
advanced according to the indications of the virtual dial 
(e.g., either LCD 100 or LED 200). Next, the other buttons 
located on the controller (e.g., “prog, on, o?‘, next”) are 
variously used to make inputs and settings as required for a 
particular mode operation (as indicated by the virtual dial). 

FIG. 11 illustrates a How chart describing the use of the 
virtual dial for programming four irrigation parameters of 
the present invention: Run Time, Watering Days, Start 
Times, and % Scaling. Run Time determines the length of 
time the irrigation system is active. Watering Days controls 
Which days of the Week the controller 108 Will activate the 
irrigation system. Start Times determines What time of the 
day the irrigation system Will activate. Last, % Scaling 
alloWs for increasing or decreasing the Run Time of all 
stations in a program by percentage scaling. % Scaling is 
most often used to adjust Watering for season precipitation 
differences. 

First, the dial button 500 is pressed, alloWing a user to ?nd 
the ?rst desired variable to program as displayed by the 
opaque arm 104 of virtual dial 100. In this case, that variable 
is Run Time. 
A user then selects the desired program they Wish to edit 

by pressing the program button 504. In the preferred 
embodiment illustrated in FIG. 11, the program button 504 
selects from three independent programs, A, B, or C. This 
description Will folloW the path of program A. 
Once program A is selected, the user enters a desired 

value by pressing the +/ON or —/Oif buttons for the ?rst 
station. Each press of these buttons increase or decrease the 
Run Time by 1 minute increments respectfully ranging from 
1 hours to 4 hours. By pressing the Next button 526, a user 
advances to the Run Time for the next station. The Run Time 
values are similarly manipulated in 1 minute increments 
With the +/ON and —/OFF buttons. Unselected stations in a 
program Will remain OFF. After the last station settings in 
Run Time is the Master Valve 101 settings. The display Will 
shoW “ON” initially. To disable the master valve 101, —/OFF 
should be pressed. Pressing +/ON resumes the nonnal 
master valve 101 start operation. 

Next, a user presses the dial button 500 to move to the 
next variable, Watering Days, for program A 506. Once 
Watering Days for program A 506 is selected, ?ve param 
eters become available to be set, as seen in the How chart in 
FIG. 14. Again, the +/ON and —/OFF buttons may be used 
to manipulate the values for each parameter. Calendar Pro 
gram A 536 is the ?rst parameter, alloWing a user to select 
days of the Week to activate the irrigation system. Pressing 
the next 526 button brings the controller 108 to the interval 
program A 538 mode Which alloWs a user to turn on the 
Watering day interval. Pressing next 526 again brings the 
controller 108 into the Day Interval Start 540 mode Where 
the user may designate the ?rst day to start the interval 
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6 
Watering. Pressing Next 526 once more alloWs a user to turn 
on the sprinklers for odd Watering days, and pressing Next 
526 once more alloWs a user to turn on the sprinklers for 

even Watering days. Pressing Next 526 yet again brings the 
user back to the ?rst Watering Days mode. 

Referring once more to FIG. 11, the dial button 500 is 
pressed yet again to move controller 108 on to the next 
variable, Start Time for program A 508. Three start times are 
available for each program and may be cycled through using 
the next 526 button and set using the +/ON and —/OFF 
buttons. To reset the start times to OFF, the user can press the 
+/ON and —/OFF buttons until the display shoWs OFF. 

Finally, the dial button 500 is pressed again, changing the 
parameter mode to % Scaling for program A 522. The % 
Scaling for programA 522 is a single parameter mode Which 
can be altered With the +/ON and —/OFF buttons. The initial 
Run Time represents 100% With subsequent percentages 
ranging from 0% to 200%. 

Programs B and C may be edited in a similar fashion to 
program A, as seen in FIG. 11, by pressing the program 
button at the end of each cycle or at any point in betWeen. 
Thus, a user may easily sWitch betWeen virtual dial modes 
of different programs in a straightforward and uncompli 
cated manner. Although four modes are illustrated, it is 
understood that an additional number of user de?ned modes 
are possible With the virtual dial 100. 

FIG. 12 illustrates a How chart of the “Auto-run” function 
of present invention. The “Auto-run” function is used to 
provide information regarding the controller’s operation as 
Well as for revieWing all data stored in the irrigation pro 
grams. For example, a preferred embodiment of the present 
invention includes the current time and day, all programs in 
OFF position, active rain delay, suspension due to sensor 
input, and poWer failure. 

In a preferred embodiment, a user may press the dial 
button 500 until the opaque arm 104 of virtual dial 100 
points to “Auto-run” 524. Once in “Auto-run” 524 mode, the 
user presses the next 526 button, activating the program 
revieW mode 528. As above, the information of this mode 
may be cycled through using the +/ON and —/OFF buttons. 
By pressing next 526 yet again, status mode 530 may be 
activated. The +/ON and —/OFF similarly alloW the user to 
cycle through the display data. Pressing the next button 526 
once more brings the controller 108 back into the ?rst mode, 
program revieW 528. In this manner the modes of the 
“Auto-run” 524 position may be cycled through. 

FIG. 13 shoWs a How chart of a System Olf mode (not 
presented in FIG. 11). The System Olf mode provides three 
main functions: to shut all irrigation doWn, to provide a rain 
delay, and to erase all parameters of a speci?c program. As 
seen in the How chart, OFF All Program mode 531 stops all 
irrigations activities as long as the dial remains in that 
position. Pressing the Next 526 button moves the controller 
108 into rain delay mode, Which can be set for 0-7 days 
using the +/ON and —/OFF buttons. The remaining modes, 
Program Erase A 533, Program Erase B 534, and Program 
Erase C 535 may be accessed by pressing Next 526 once, 
tWice or three times respectively. Pressing the +/ON and 
—/OFF buttons in any of these modes Will erase all stored 
parameters for each respective program. The Dial 500 button 
may be pressed at any time Within the modes to sWitch to the 
next dial mode. 
One of the advantages of the virtual dial as opposed to a 

rotary dial of the prior art is improved ef?ciency in pro 
gramming run times, Watering days and start times into 
various Watering programs of the controller. For example, a 
user can program three different Watering programs into the 
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controller 108. For each parameter in each program (e.g., 
run time, Water day, start time), the user pushes the virtual 
dial advancement button (e.g., the “dial” button 102 or the 
“arroW” button 202). 

After the last parameter is entered (e.g., the start time) for, 
say, Program A, the user Will likely Want to enter the 
parameters for Program B. In order to do this, the user 
presses the “program” button to activate the memory for 
Program B and the user Will desire to start entering the ?rst 
parameter for Program B (e.g., run time). With the present 
invention, upon pushing the “program” button to move to 
Program B after entering the last parameter for Program A 
(start times), the virtual dial is automatically sWitched to the 
mode for the ?rst parameter (e.g., run time) from the mode 
for the last parameter entered for Program A (start times). 
This avoids the step of the user having to press the virtual 
dial advancement button to the “run times” mode before 
beginning to program the parameters for Program B. 

This automatic operation is not available on a controller 
that utiliZes a conventional prior art rotary sWitch. After 
?nishing With Program A, the user has to remember to 
manually move the rotary sWitch to the “run time” mode 
(i.e., the ?rst parameter) before beginning to enter the set up 
data for Program B. Through the use of a virtual dial, this 
step can be automated and the user need not think about it. 
The virtual dial of the present invention also improves 

over previous mechanical rotary sWitches insofar as the user 
need not look at the LCD display 106 (or anyWhere else on 
the controller face) to knoW What program is currently active 
for programming or for use. In the virtual dial in accordance 
With one embodiment of the present invention, such infor 
mation is readily available on the virtual dial itself, e.g., the 
LCD indicia of Program “A,” “B,” or “C” in the center of the 
virtual dial. 

With previous mechanical rotary dials, irrigation mode 
angles Were limited by the type of rotary knob sWitched used 
for the dial. For example, a rotary knob With 12 stops 
typically evenly spaces these stops 30° apart from each 
other. Such rigid stop placement requirements add di?iculty 
for the cover design of the irrigation controller since mode 
descriptions must precisely line up With the knob. Further, a 
graphic designer is creatively limited from more appealing 
mode description alternatives. 

The virtual rotary dial 100 alloWs a designer greater 
?exibility With the degree of the arm separation, as Well as 
the alignment of the arms 104. For example, arms 104 may 
be placed at irregular intervals around the dial. The location 
of the arms (or other indicators) can be con?gured in any 
manner and can be designed into a Liquid Crystal Display. 

Another advantage of the present invention alloWs the 
irrigation controller 108 of the present invention to be 
programmed to restrict or “skip over” certain arms 104, 
depending on programmer de?ned variables, operation 
modes, or different station counts. This feature provides 
added programming ?exibility since not all dial modes 
necessarily need to be active. This alloWs for making 
changes to the controller Without having to make Wholesale 
changes to the controller design. 

For example, it is conceivable that certain Water restric 
tions in a particular area could require a second set of run 
times each month. In order for a mechanical dial type of 
controller that doesn’t already have the capability of indi 
cating this “second” run function, it Will be necessary for 
changes in the design of the controller, e.g., likely requiring 
a larger mechanical dial and a neW circuit board. With the 
present invention, hoWever, it is possible to simply activate 
an otherWise dormant portion of the virtual dial (that could 
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8 
be designed into the virtual dial) through a simple softWare 
change in the controller, thus only requiring a modi?cation 
to the face plate of the controller, i.e., thus only requiring a 
cosmetic change. 

Similarly, it is conceivable that a segment of the market 
does not require all the potential functions of the basic 
controller design. For example, a large portion of the market 
may not need to use any more than 4 irrigation stations. It 
is quite burdensome to provide a unique mechanical dial for 
each station count of a controller (e.g., 4, 6, 12, etc.), hence, 
the prior art usually provides a controller With one mechani 
cal dial Which alWays shoWs the maximum number stations 
possible for that controller design, regardless of Whether all 
the stations can actually be used With that controller. This 
can be confusing to the user. With the virtual dial of the 
present invention, hoWever, the virtual indicators for unused 
stations can simply be placed into a dormant state through a 
minor softWare change. This Way, the user does not see any 
indicia for these unused stations and thus potential confusion 
is eliminated. 

In another embodiment of the invention, a color display 
may be used for the virtual rotary dial 100. The color LCD 
display alloWs each arm 104 to energiZe, re?ecting a color 
of the programmer’s choice. Any dynamic color display 
knoWn in the art may be used, especially color LCD’s or 
organic light-emitting diodes (OLED’s). Thus, each arm 104 
may display additional information over a virtual rotary dial 
With black and White functionality only. 
A further advantage of the virtual rotary dial controller 

alloWs for Waterproo?ng of the dial area. Mechanical rotary 
dials and sWitches protrude from an opening in the controller 
box. Although this opening may be sealed, time and expo 
sure to the elements prevent reliable long term Waterproof 
ing. Since the virtual rotary dial lacks a mechanical dial and 
its associated controller box opening, long term Waterproof 
ing is easily achieved by standard sealing methods knoWn in 
the art. 

In a further aspect of the invention, it should be recog 
niZed that prior art mechanical dials cannot, by their very 
nature, display information that is changed by other opera 
tions of the controller. Mechanical dials can only indicate a 
position on the face of the controller. All other information 
that may be changed by other operations must be obtained 
from either the LCD display or by other indicia on the face 
of the controller. 

With a virtual dial controller in accordance With the 
present invention, hoWever, such information can be dis 
played and changed in the virtual dial itself. For example, 
the virtual dial itself indicates Which program is currently 
operative. In the prior art, a mechanical dial cannot shoW this 
data. The program that is operative for the mechanical dial 
must be displayed someWhere else on the controller. This 
aspect of the present invention further simpli?es the pro 
gramming function of the controller. 

Other advantages to the present invention Will also be 
apparent to the reader over the prior art. Moreover, the 
speci?c embodiments disclosed herein are not intended to be 
limiting of the invention but only exemplary. 
What is claimed is: 
1. An electronic irrigation controller comprising: 
a controller housing; 
a microprocessor disposed on said controller housing; 
an input device operable to selectively change an irriga 

tion control mode of said microprocessor; 
a ?rst electronic display having energiZable indicia cor 

responding to each selected irrigation control mode of 
said input device; 
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a second electronic display having energiZable indicia 
corresponding to programming information for each 
irrigation control mode indicated on said ?rst electronic 
display; and, 

said energiZable indicia of said ?rst electronic display 
being the sole visual indicator of said selected irrigation 
control mode of said input device, 

Wherein said energiZable indicia of said second electronic 
display unit are disposed in a substantially circular 
arrangement so as to simulate a rotary dial. 

2. The irrigation controller of claim 1, Wherein said 
second electronic display is a virtual dial. 

3. The irrigation controller of claim 1 Wherein said second 
electronic display further includes energiZable indicia cor 
responding to a plurality of irrigation programs program 
mable by said controller. 

4. The irrigation controller of claim 1, Wherein said 
second electronic display is a liquid crystal display. 

5. The irrigation controller of claim 1 Wherein said second 
electronic display comprises multiple L.E.D.s. 

6. The irrigation controller of claim 1, Wherein said 
controller housing includes control text proximately applied 
to said second electronic display; said control text conveying 
each available irrigation control mode. 

7. The irrigation controller of claim 1, Wherein said 
controller housing has a front surface that is substantially 
?at. 

8. An irrigation controller comprising: 
a programmable processing unit operable to execute an 

irrigation program; 
an input surface connected to said processing unit, said 

input surface operable to cause a change in a control 
state of said processing unit; 

an electronic display operatively connected to said pro 
cessing unit and said input surface so as to display a 
current control state of said processing unit; and, 

said electronic display being siZed and shaped to simulate 
a mechanical rotary dial on a face of said controller, 

Wherein said electronic display comprises multiple 
L.E.D.s arranged in a share of a circle. 

9. The irrigation controller of claim 8, Wherein said input 
surface is a push button. 

10. The irrigation controller of claim 8, Wherein said 
electronic display further comprises a liquid crystal display. 

11. The irrigation controller of claim 9, Wherein said 
electronic display includes energiZable indicia correspond 
ing to each of a possible control state of said processing unit. 

12. The irrigation controller of claim 9 Wherein said 
electronic display includes energiZable indicia correspond 
ing to each of a plurality of programmable irrigation pro 
grams. 

13. A method of programming an irrigation system com 
prising; 
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providing an electronic irrigation controller having an 

electronic display With energiZable indicia correspond 
ing to a selected control state and to a selected Watering 
program of said controller; 

selecting a ?rst Watering program for programming; 
observing the selection of said ?rst Watering program in 

said electronic display; 
electronically selecting a ?rst control state of said con 

troller and observing corresponding energiZed indicia 
in said electronic display; 

inputting program parameters corresponding to said 
selected ?rst control state into said controller; 

electronically selecting a second control state of said 
controller and observing corresponding energiZed indi 
cia in said electronic display; 

inputting program parameters corresponding to said 
selected second control state into said controller; 

observing said inputting of program parameters by vieW 
ing a substantially circular arrangement of energiZable 
indicia of said electronic display: and, 

continuing the selecting of control states and the inputting 
of program parameters until programming of said ?rst 
Watering program is complete. 

14. A method according to claim 13, further comprising 
the selecting of a second Watering program for programming 
Wherein said selecting of said second Watering program 
automatically entails the selection of said ?rst control state 
for said second Watering program. 

15. Amethod according to claim 14, Wherein the selecting 
of said second Watering program and the automatic selection 
of said ?rst control state for said second Watering program 
includes observing corresponding energiZed indicia in said 
electronic display. 

16. A method according to claim 13, Wherein the selected 
?rst control state is the state governing a run time of each 
irrigation station of said ?rst Watering program. 

17. A method according to claim 14, Wherein the ?rst 
control state is the state governing a run time of each 
irrigation station. 

18. A method according to claim 13, Wherein the observ 
ing of said energiZable indicia includes observing energiZed 
portions of a display that simulates a mechanical dial. 

19. A method according to claim 18, Wherein the observ 
ing of said energiZable indicia includes observing energiZed 
portions of a liquid crystal display. 

20. A method according to claim 18, Wherein the observ 
ing of said energiZable indicia includes observing energiZed 
L.E.D.’s. 


