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(57) ABSTRACT 

A method of designing an alternating phase shifting mask 
for projecting an image of an integrated circuit design 
having a plurality of essentially parallel segments of critical 
Width comprises creating essentially parallel alternating 
phase shifting regions aligned With the critical Width seg 
ments and extending beyond ends of at least some of the 
critical Width segments, enclosing the integrated circuit 
layout and the alternating phase shifting regions Within a 
boundary, extending the alternating phase shifting regions to 
an edge of the boundary, and thereafter creating an alter 
nating phase shifting mask based on the alternating phase 
shifting regions. 

34 Claims, 7 Drawing Sheets 
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ALTERNATING PHASE SHIFT MASK 
DESIGN FOR HIGH PERFORMANCE 

CIRCUITRY 

BACKGROUND OF INVENTION 

The present invention is directed to the manufacture of 
masks used in the lithographic production of integrated 
circuits and, in particular, to the manufacture of phase 
shifting masks (PSMs). 
As an alternative to chrome on glass (COG) masks used 

in the lithographic production of integrated circuits, alter 
nating phase shifting masks (altPSMs) have been employed 
in order to increase the resolution of the critical active area 
patterns projected. Such increased resolution enables 
smaller line Widths to be exposed on the resist and conse 
quently etched into or deposited on the Wafer substrate. This 
is done by manipulating the electric ?eld vector or phase of 
the energy beam, e.g., visible or ultra-violet light, used in the 
lithographic process. This phase variation is achieved in 
PSMs by modifying the length that a light beam travels 
through the mask material. By recessing the mask to an 
appropriate depth, light traversing the thinner portion of the 
mask and light traversing the thicker portion of the masks 
Will be 1800 out of phase, that is, their electric ?eld vector 
Will be of equal magnitude, but point in exactly the opposite 
direction, so that any interaction betWeen these light beams 
results in perfect cancellation. HoWever, since the recessed 
regions on the mask have to form closed polygons and not 
all edges of these polygons can be made to coincide With 
desired layout images, the light intensity decrease caused by 
these residual 180o phase steps leads to unwanted patterns 
on the Wafer. These unWanted residual phase images are 
erased using a second exposure, commonly using a non 
phase shifted mask. 
An electronic design automation (EDA) tool converts 

circuit designs to altPSM layouts With minimal impact to 
layout design density or design complexity. One method of 
optimiZing design of altPSMs is described in US. Pat. No. 
6,338,922, the disclosure of Which is incorporated herein by 
reference. Other altPSM design solutions are disclosed in 
US. Pat. Nos. 5,636,131, 5,537,648, 5,858,580 and 6,057, 
063. HoWever, these approaches do not take full advantage 
of the introduction of gridded layouts for integrated circuit 
designs to optimiZe altPSM design sign ef?ciency and 
accuracy, and to improve lithographic performance of the 
resulting mask. 

SUMMARY OF INVENTION 

Bearing in mind the problems and de?ciencies of the prior 
art, it is therefore an object of the present invention to 
provide an improved method for designing phase shifting 
masks for lithographic production of integrated circuits, 
particularly altPSMs. 

It is another object of the present invention to provide a 
method of designing altPSMs that is particularly useful for 
gridded layouts of integrated circuit designs. 
A further object of the invention is to provide a method of 

designing altPSMs that minimiZes proximity effects and last 
array line effects in the translation of the integrated circuit 
design to the altPSM. 

Still other objects and advantages of the invention Will in 
part be obvious and Will in part be apparent from the 
speci?cation. 
The above and other objects, Which Will be apparent to 

those skilled in art, are achieved in the present invention 
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2 
Which is directed to a method of designing an alternating 
phase shifting mask for projecting an image of an integrated 
circuit design in Which there is initially provided a design of 
an integrated circuit layout having a plurality of essentially 
parallel segments of critical Width. The method then 
includes creating essentially parallel alternating phase shift 
ing regions aligned With the critical Width segments and 
extending beyond ends of at least some of the critical Width 
segments, and thereafter creating an alternating phase shift 
ing mask based on the alternating phase shifting regions. 
The method preferably includes enclosing the integrated 

circuit layout and the alternating phase shifting regions 
Within a boundary, and extending the alternating phase 
shifting regions to an edge of the boundary. 

In another aspect, the present invention is directed to a 
method of designing an alternating phase shifting mask for 
projecting an image of an integrated circuit design in Which 
there is initially provided a design of an integrated circuit 
layout having a plurality of essentially parallel segments of 
critical Width. The method then includes enclosing the 
integrated circuit layout Within a boundary, extending 
lengths of the critical Width segments in the layout, and 
designating alternating phase shifting regions betWeen the 
extended critical Width segments. An alternating phase shift 
ing mask is then fabricated based on the designated alter 
nating phase shifting regions. 

Normally, centerline spacing of the plurality of critical 
Width segments and the alternating phase shifting regions is 
an integer multiple of a minimum pitch. The method pref 
erably includes extending to an edge of the boundary the 
lengths of the critical Width segments in the layout, adding 
additional parallel lengths of critical Width segments to the 
design of the integrated circuit layout on at least one side of 
the plurality of critical Width parallel segments, and desig 
nating alternating phase shifting regions betWeen the addi 
tional critical Width segments. 

Where at least tWo of the critical Width segments are 
co-linear, the method preferably further includes adding an 
additional length of critical Width segments to connect the 
co-linear critical Width segments. Where the design of the 
integrated circuit layout includes regions of non-critical 
Width, the method preferably further includes removing 
from the designated alternating phase shifting regions the 
regions of non-critical Width before creating the alternating 
phase shifting mask. More preferably, the method further 
includes creating a secondary trim mask for the alternating 
phase shifting mask, With the trim mask having opaque mask 
regions corresponding to the extended portions of the critical 
Width segments. 

In a further aspect, the present invention is directed to a 
program storage device readable by a machine, tangibly 
embodying a program of instructions executable by the 
machine to perform the aforementioned method steps for 
designing an alternating phase shifting mask, Wherein the 
alternating phase shifting mask to be used to project an 
image of an integrated circuit design. 

In yet another aspect, the present invention is directed to 
an article of manufacture comprising a computer-usable 
medium having computer readable program code means 
embodied therein for designing an alternating phase shifting 
mask, Where the alternating phase shifting mask is to be used 
to project an image of an integrated circuit design, and 
comprising computer readable program code means for 
performing the aforementioned method steps. 
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BRIEF DESCRIPTION OF DRAWINGS 

The features of the invention believed to be novel and the 
elements characteristic of the invention are set forth With 
particularity in the appended claims. The ?gures are for 
illustration purposes only and are not draWn to scale. The 
invention itself, hoWever, both as to organization and 
method of operation, may best be understood by reference to 
the detailed description Which folloWs taken in conjunction 
With the accompanying draWings in Which: 

FIG. 1 is a top plan vieW of the integrated circuit design 
segments, in a gridded layout, for Which an alternating phase 
shifting mask (altPSM) is to be fabricated. 

FIG. 2 is a top plan vieW shoWing the identi?cation and 
differentiation of critical and non-critical shapes in the 
integrated circuit design of FIG. 1. 

FIG. 3 is a top plan vieW shoWing the merging of critical 
line segments in the integrated circuit design of FIG. 1. 

FIG. 4 is a top plan vieW shoWing the extension to the cell 
boundary of critical line segments of FIG. 3. 

FIG. 5 is a top plan vieW shoWing the replication of the 
topmost critical line segment of FIG. 4 up and doWn by one 
unit pitch. 

FIG. 6 is a top plan vieW shoWing the result of replication 
of all critical line segments of FIG. 4 up and doWn by one 
unit pitch. 

FIG. 7 is a top plan vieW of the combined image of all 
critical line segments plus their replicas above and beloW. 

FIG. 8 is a top plan vieW of the phase transition grid 
derived from FIG. 7 by merging all the overlapping features 
and removing redundancy. 

FIGS. 9 and 10 are top plan vieWs showing the ?lling of 
the spaces betWeen parallel critical line segments in FIG. 8 
and the initial creation of designs for alternating phase 
shifting segments for the altPSM. 

FIG. 11 is a top plan vieW shoWing the superposition of 
the integrated circuit design of FIG. 1 over the alternating 
phase shifting segments of FIG. 10. 

FIG. 12 is a top plan vieW shoWing the removal of the 
non-critical circuit shapes of FIG. 1 from the alternating 
phase shifting segments of FIG. 10, to form the ?nal altPSM 
mask design. 

FIG. 13 is a top plan vieW shoWing the design of the 
secondary trim mask to be used in conjunction With the 
altPSM design of FIG. 12. 

FIG. 14 is a schematic vieW of an EDA tool or computer 
containing program code for in a program storage device for 
executing the method of designing an altPSM in accordance 
With the present invention. 

DETAILED DESCRIPTION 

In describing the preferred embodiment of the present 
invention, reference Will be made herein to FIGS. 1*14 of 
the draWings in Which like numerals refer to like features of 
the invention. 

In order to obtain additional bene?t from the gridded 
nature of the integrated circuit layouts, Wherein parallel lines 
are spaced at integer multiples of a ?xed pitch, the present 
invention produces a highly simpli?ed phase grating based 
on the generated grid in the absence of complex layout 
features. The altPSM design is obtained by aligning a grid of 
phase transitions to critical features of an integrated circuit 
design. The phase transition shapes are draWn based on a 
highly styliZed representation of the original critical Width 
circuit grid design, instead of forcing the circuit layout into 
a universal mask grid, as in the prior art. The design adapts 
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4 
to a local coarse grid With potentially multiple grids on the 
same mask. In particular, the method of designing altPSMs 
forms a one-dimensional grid extending around the primary 
circuit layout shapes, creates a highly simpli?ed phase 
grating design based on the generated grid in the absence of 
the complex layout features, and creates phase and trim 
mask shapes from the simpli?ed phase grating through 
simple Boolean operations, Without tedious phase-shape 
cleanup. 

In FIG. 1, there is depicted an exemplary portion of an 
integrated circuit layout design comprising segments 22, 24, 
26 and 28, Which can be lines, holes or other shapes that 
need to be projected by a mask to expose and developing the 
design onto a resist layer. For ease of manipulation, these 
integrated circuit segments are placed Within a rectangular 
cell boundary 20 during the design phase. As shoWn in FIG. 
2, each of the integrated circuit segments is separated into 
critical and non critical portions. As used herein, the term 
critical portion refers to segments, or portions thereof, that 
have a critical dimension, i.e., any dimension smaller than 
the smallest dimension that can be printed Within a speci?ed 
tolerance by a lithographic process Without the need for a 
resolution enhancement technique such as alternating phase 
shift mask lithography. Integrated circuit segment 22 it is 
made up of a critical line segment 103a and a non-critical 
shape segment 30; integrated circuit segment 24 is made up 
of critical line segments 104a and 1051) connected by 
non-critical shape 32; integrated circuit segment 26 com 
prises only critical line segment 10511 (which is co-linear 
Width critical line segment 10519); and integrated circuit 
segment 28 is made up of co-linear critical line segments 
106a and 106b, connected by non-critical shape 34. These 
critical line segments of the integrated circuit design have a 
critical Width along their lengths, are all parallel and have 
center line spacings Which are an integer multiple of a ?xed 
pitch p. 
Once the critical and non-critical portions of the layout 

segments are identi?ed, the design method of the present 
invention extends the critical line segments that are co-linear 
so that they merge. In FIG. 3, a co-linear critical line 
segment 1050 is added to extend and merge critical line 
segments 105a and 105b, and critical line segment 1060 is 
added to extend and merge critical line segments 106a and 
10619. In the course of merging these co-linear critical line 
segments, a portion of shape 32 is removed leaving remain 
ing shape 32a, and the center portion of non-critical 34 is 
removed leaving portions 34a and 34b. To facilitate the 
creation and manipulation of the design of the alternating 
phase shifting mask of the present invention, optionally the 
critical line segments may be further extended so that they 
contact an edge of cell boundary 20. As shoWn in FIG. 4, a 
co-linear critical Width segment 10319 is added to critical line 
segment 103a, and co-linear critical Width segments 105d 
and 106d are added to critical Width segments 10519 and 
106b, respectively. These extensions to the cell boundary are 
preferably done only if the segments are in close proximity. 
The design method of the present invention also copies 

the designs of the upper- and loWermost critical line seg 
ments, to create parallel critical line segments of at least the 
same Width and length above and beloW the segments, and 
at the same pitch or centerline spacing (or at an integer 
multiple of that pitch). In FIG. 5, there is shoWn at a spacing 
of pitch p the creation of critical line segment 102a above 
critical line segments 103a, 103b, and a critical line segment 
104b beloW critical line segments 103a, 1031). Optionally, 
critical line segment 10111 is created at tWo times the pitch 
p above critical line segment 103a, 1031). Since there is 
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already a critical line segment at double the pitch below 
segment 103a, i.e. critical line segments 10519 and 105d, no 
copying there is necessary. Similarly, as shown in FIG. 6, 
loWermost critical line segments l06aid are copied at a 
spacing of pitch p to create critical line segment 107a equal 
in Width and length. In this case, since critical line segments 
l05aid already exist at pitch p and at least the same length 
above critical line segment l06aid, no copying there is 
necessary. 

In addition to the completion of the copying of the upper 
and loWermost critical line segments, as depicted in FIG. 6 
the method may also include the copying of each of the 
other, interior, critical line segments at a spacing of pitch p, 
so that each of the originally extended critical line segments 
has above and beloW it a critical line segment of at least the 
same length. In the case of extended line segments 104aw, 
this shoWs adding to critical line segments 103a and b above 
an additional co-linear segment 1030, so that the combined 
length of critical line segments l03aic equals the length of 
critical segments l04aic. In the case of critical line seg 
ments l05aid, it is necessary to add co-linear segment 104d 
to critical line segments 104aw above it. Thus, as shoWn in 
FIG. 6, each of the originally extended critical line segments 
noW have above and beloW it a critical line segment, 
separated by pitch p, of equal length and Width. 

In FIG. 7, there is shoWn the removal from the mask 
design the remaining portions of non-critical shapes 30, 32b, 
34a and 34b, so that only critical line segments remain. FIG. 
7 is a top plan vieW of the combined image of all critical line 
segments plus their replicas above and beloW. In the case of 
the removal of non-critical shape 30, it is necessary to merge 
critical line segments 103a, b and 1030 by adding a co-linear 
critical line segment 103d. The result shoWn is the combined 
image of all critical line segments plus their replicas above 
and beloW. By merging all the overlapping features and 
removing redundancy, each of the various co-linear seg 
ments are then combined into a single, integral critical line 
segment having the same Width and combined length of the 
previous critical line segments, as shoWn in FIG. 8. 

In order to design the phase shifting masks segments, 
basic phase regions are formed by ?lling the spaces betWeen 
parallel critical line segments, as shoWn in FIG. 9. This is 
indicated by phase region 112 betWeen line segments 102 
and 103, phase region 113 betWeen line segments 103 and 
104, phase region 114 betWeen line segments 104 and 105, 
phase region 115 betWeen line segments 105 and 106, and 
phase region 116 betWeen line segments 106 and 107. These 
phase regions have the length of the shorter of the combined 
critical line segment that they contact, and contact the right 
edge of boundary 20. 

The phase regions are then converted to the desired 
alternating phase shifting regions to provide a 180° phase 
shift to the light that Will pass through the ?nished mask. As 
shoWn in FIG. 10, these alternating phase shifting regions 
have the suf?xes a and b to designate the 180° differential in 
phase shifting. This phase shifting differential may be 
achieved by masks Which impart to the light alternately a 0° 
and 180° phase shift, a 90° and 270° phase shift, or any other 
combination that provides a 180° phase shift differential. For 
example, phase shifting mask segments 112a, 114a and 11611 
provide a 0° phase shift to the light, Whereas phase shifting 
mask segments 11319 and 1151) provide a 180° phase shift. 
All of the phase shifting segments are separated by pitch p, 
identical to the pitch of the original integrated circuit critical 
line segments. When transmitting light in a direction normal 
to the draWing, the adjacent alternating phase shifting mask 
segments produce destructive interference of the light in the 
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6 
regions in Which the radiation from each overlap, to produce 
images on the resist layer having the critical Width of the 
original integrated circuit shape. While the Width (vertical 
dimension) of each of the phase shifting segments is shoWn 
as being equal to the spacing betWeen adjacent edges of the 
critical line segments, the Width of the phase shifting mask 
segments may be adjusted to be either larger or smaller, 
depending upon the lithographic projections requirements 
and the mask material constraints. 

In FIG. 11 there is shoWn the original integrated circuit 
shapes 22, 24, 26 and 28 overlaid over the alternating phase 
shifting regions of FIG. 10. These original layout shapes, 
along With the co-linear extensions thereof, are then sub 
tracted from the phase shifting segment design of FIG. 10 to 
arrive at the ?nal phase shifting design layout of FIG. 12. 
The remaining phase shifting segments themselves are the 
same, except that in phase shifting segment 114a, there is a 
space 32' corresponding to the shape of non-critical shape 
32, and in phase shifting segments 11519 and 116a, there are 
cutouts 34' corresponding to the non-critical shape 34. The 
design of FIG. 12 is then used to create the altPSM to be 
used to project the images of the critical line segments in the 
integrated circuit design of FIG. 1. 

In order to eliminate the projection of the extension of the 
original critical line segments, FIG. 13 depicts the con?gu 
ration of the secondary trim mask to be used in conjunction 
With the phase shifting mask made in accordance With the 
present invention. This secondary trim mask utiliZes con 
ventional opaque light-blocking segments, such as chrome 
on glass (COG). The blocking segments conform to the 
extensions made to the original critical line segments of the 
integrated circuit layout. The secondary trim mask has a 
background essentially transparent to the light used in the 
lithographic exposure of the resist, and has the opaque 
chrome regions shoWn by shaded regions 120 of FIG. 13. 
When exposed in sequence With the altPSM made according 
to the design of FIG. 12, the resulting resist layer image is 
the original integrated circuit design of FIG. 1. 
The method of the present invention for designing an 

alternating phase shifting mask may be implemented by a 
computer program or softWare incorporating the process 
steps and instructions described above in otherWise conven 
tional program code and stored on an electronic design 
automation (EDA) tool or an otherWise conventional pro 
gram storage device. As shoWn in FIG. 14, the program 
code, as Well as any input information required, may be 
stored in EDA tool or computer 40 on program storage 
device 42, such as a semiconductor chip, a read-only 
memory, magnetic media such as a diskette or computer 
hard drive, or optical media such as a CD or DVD ROM. 
Computer system 40 has a microprocessor 44 for reading 
and executing the stored program code in device 42 in the 
manner described above. 

Thus, the present invention takes full advantage of grid 
ded layouts for integrated circuit designs to optimiZe altPSM 
design ef?ciency and accuracy, and to improve lithographic 
performance of the resulting mask by the imaging of largely 
one-dimensional phase gratings. The instant method of 
designing altPSMs minimiZes both proximity effects 
through the use of largely one-dimensional phase shapes 
extending beyond the original circuit layout patterns, and 
eliminates last array line effects through the insertion of 
multiple supplementary phase transitions. The PSM design 
coding is optimiZed as a result of specialization to the 
gridded layouts, Which require no phase clean-up. The local 
adaptation of the phase grating to the layout pitch alloWs for 
multiple pitches in a given technology, or on one chip layout. 
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While the present invention has been particularly 
described, in conjunction With a speci?c preferred embodi 
ment, it is evident that many alternatives, modi?cations and 
variations Will be apparent to those skilled in the art in light 
of the foregoing description. It is therefore contemplated that 
the appended claims Will embrace any such alternatives, 
modi?cations and variations as falling Within the true scope 
and spirit of the present invention. 

Thus, having described the invention, What is claimed is: 
1. A method of designing an alternating phase shifting 

mask for projecting an image of an integrated circuit design 
comprising: 

providing a design of an integrated circuit layout having 
a plurality of essentially parallel segments of critical 
Width; 

creating essentially parallel alternating phase shifting 
regions aligned With the critical Width segments and 
extending beyond ends of at least some of the critical 
Width segments; and 

creating an alternating phase shifting mask based on the 
alternating phase shifting regions. 

2. The method of claim 1 further including enclosing the 
integrated circuit layout and the alternating phase shifting 
regions Within a boundary, and extending the alternating 
phase shifting regions to an edge of the boundary. 

3. The method of claim 1 Wherein centerline spacing of 
the plurality of critical Width segments and the alternating 
phase shifting regions is an integer multiple of a minimum 
pitch. 

4. The method of claim 3 further including enclosing the 
integrated circuit layout and the alternating phase shifting 
regions Within a boundary, and extending the alternating 
phase shifting regions to an edge of the boundary. 

5. A method of designing an alternating phase shifting 
mask for projecting an image of an integrated circuit design 
comprising: 

providing a design of an integrated circuit layout having 
a plurality of essentially parallel segments of critical 
Width; 

enclosing the integrated circuit layout Within a boundary; 
extending lengths of the critical Width segments in the 

layout; designating alternating phase shifting regions 
betWeen the extended critical Width segments; and 

creating an alternating phase shifting mask based on the 
designated alternating phase shifting regions. 

6. The method of claim 5 Wherein centerline spacing of 
the plurality of critical Width segments is an integer multiple 
of a minimum pitch. 

7. The method of claim 5 further including extending to 
an edge of the boundary the lengths of the critical Width 
segments in the layout. 

8. The method of claim 5 further including adding addi 
tional parallel lengths of critical Width segments to the 
design of the integrated circuit layout on at least one side of 
the plurality of critical Width parallel segments, and desig 
nating alternating phase shifting regions betWeen the addi 
tional critical Width segments. 

9. The method of claim 5 Wherein at least tWo of the 
critical Width segments are co-linear, and further including 
adding an additional length of critical Width segments to 
connect the co-linear critical Width segments. 

10. The method of claim 5 Wherein the design of the 
integrated circuit layout includes regions of non-critical 
Width, and further including removing from the designated 
alternating phase shifting regions the regions of non-critical 
Width before creating the alternating phase shifting mask. 
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11. The method of claim 5 further including creating a 

secondary trim mask for the alternating phase shifting mask, 
the trim mask having opaque mask regions corresponding to 
the extended portions of the critical Width segments. 

12. A method of designing an alternating phase shifting 
mask for projecting an image of an integrated circuit design 
comprising: 

providing a design of an integrated circuit layout having 
a plurality of essentially parallel segments of critical 
Width and regions of non-critical Width, the critical 
Width segments having centerline spacing Which is an 
integer multiple of a minimum pitch enclosing the 
integrated circuit layout Within a boundary; 

extending lengths of the critical Width segments in the 
layout; 

designating alternating phase shifting regions betWeen the 
extended critical Width segments; 

removing from the designated alternating phase shifting 
regions the regions of non-critical Width; and 

creating an alternating phase shifting mask based on the 
designated alternating phase shifting regions. 

13. The method of claim 12 further including extending to 
an edge of the boundary the lengths of the critical Width 
segments in the layout. 

14. The method of claim 12 further including adding 
additional parallel lengths of critical Width segments to the 
design of the integrated circuit layout on at least one side of 
the plurality of critical Width parallel segments, and desig 
nating alternating phase shifting regions betWeen the addi 
tional critical Width segments. 

15. The method of claim 12 Wherein at least tWo of the 
critical Width segments are co-linear, and further including 
adding an additional length of critical Width segments to 
connect the co-linear critical Width segments. 

16. The method of claim 12 further including creating a 
secondary trim mask for the alternating phase shifting mask, 
the trim mask having opaque mask regions corresponding to 
the extended portions of the critical Width segments. 

17. A program storage device readable by a machine, 
tangibly embodying a program of instructions executable by 
the machine to perform method steps for designing an 
alternating phase shifting mask, the alternating phase shift 
ing mask to be used to project an image of an integrated 
circuit design, said method steps comprising: 

providing a design of an integrated circuit layout having 
a plurality of essentially parallel segments of critical 
Width; and 

creating essentially parallel alternating phase shifting 
regions aligned With the critical Width segments and 
extending beyond ends of at least some of the critical 
Width segments. 

18. The program storage device of claim 17 Wherein the 
method further includes enclosing the integrated circuit 
layout and the alternating phase shifting regions Within a 
boundary, and extending the alternating phase shifting 
regions to an edge of the boundary. 

19. The program storage device of claim 17 Wherein 
centerline spacing of the plurality of critical Width segments 
and the alternating phase shifting regions is an integer 
multiple of a minimum pitch. 

20. A program storage device readable by a machine, 
tangibly embodying a program of instructions executable by 
the machine to perform method steps for designing an 
alternating phase shifting mask, the alternating phase shift 
ing mask to be used to project an image of an integrated 
circuit design, said method steps comprising: 
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enclosing Within a boundary a design of an integrated 
circuit layout having a plurality of essentially parallel 
segments of critical Width; 

extending lengths of the critical Width segments in the 
layout; and 

designating alternating phase shifting regions betWeen the 
extended critical Width segments in the alternating 
phase shifting mask. 

21. The program storage device of claim 20 Wherein 
centerline spacing of the plurality of critical Width segments 
is an integer multiple of a minimum pitch. 

22. The program storage device of claim 20 Wherein the 
method further includes extending to an edge of the bound 
ary the lengths of the critical Width segments in the layout. 

23. The program storage device of claim 20 Wherein the 
method further includes adding additional parallel lengths of 
critical Width segments to the design of the integrated circuit 
layout on at least one side of the plurality of critical Width 
parallel segments, and designating alternating phase shifting 
regions betWeen the additional critical Width segments. 

24. The program storage device of claim 20 Wherein at 
least tWo of the critical Width segments are co-linear, and 
Wherein the method further includes adding an additional 
length of critical Width segments to connect the co-linear 
critical Width segments. 

25. The program storage device of claim 20 Wherein the 
design of the integrated circuit layout includes regions of 
non-critical Width, and Wherein the method further includes 
removing from the designated alternating phase shifting 
regions the regions of non-critical Width. 

26. An article of manufacture comprising a computer 
usable medium having computer readable program code 
means embodied therein for designing an alternating phase 
shifting mask, the alternating phase shifting mask to be used 
to project an image of an integrated circuit design, the 
computer readable program code means in said article of 
manufacture comprising: 

computer readable program code means providing a 
design of an integrated circuit layout having a plurality 
of essentially parallel segments of critical Width; and 

computer readable program code means for creating 
essentially parallel alternating phase shifting regions 
aligned With the critical Width segments and extending 
beyond ends of at least some of the critical Width 
segments. 

27. The article of claim 26 Wherein the computer readable 
program code means further includes computer readable 
program code means enclosing the integrated circuit layout 
and the alternating phase shifting regions Within a boundary, 
and extending the alternating phase shifting regions to an 
edge of the boundary. 
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28. The article of claim 26 Wherein centerline spacing of 

the plurality of critical Width segments and the alternating 
phase shifting regions is an integer multiple of a minimum 
pitch. 

29. An article of manufacture comprising a computer 
usable medium having computer readable program code 
means embodied therein for designing an alternating phase 
shifting mask, the alternating phase shifting mask to be used 
to project an image of an integrated circuit design, the 
computer readable program code means in said article of 
manufacture comprising: 

computer readable program code means for enclosing 
Within a boundary a design of an integrated circuit 
layout having a plurality of essentially parallel seg 
ments of critical Width; 

computer readable program code means for extending 
lengths of the critical Width segments in the layout; and 

computer readable program code means for designating 
alternating phase shifting regions betWeen the extended 
critical Width segments in the alternating phase shifting 
mask. 

30. The article of claim 29 Wherein centerline spacing of 
the plurality of critical Width segments is an integer multiple 
of a minimum pitch. 

31. The article of claim 29 Wherein the computer readable 
program code means further includes computer readable 
program code means for extending to an edge of the bound 
ary the lengths of the critical Width segments in the layout. 

32. The article of claim 29 Wherein the computer readable 
program code means further includes computer readable 
program code means for adding additional parallel lengths 
of critical Width segments to the design of the integrated 
circuit layout on at least one side of the plurality of critical 
Width parallel segments, and designating alternating phase 
shifting regions betWeen the additional critical Width seg 
ments. 

33. The article of claim 29 Wherein at least tWo of the 
critical Width segments are co-linear, and Wherein the com 
puter readable program code means further includes com 
puter readable program code means for adding an additional 
length of critical Width segments to connect the co-linear 
critical Width segments. 

34. The article of claim 29 Wherein the design of the 
integrated circuit layout includes regions of non-critical 
Width, and Wherein the computer readable program code 
means further includes computer readable program code 
means for removing from the designated alternating phase 
shifting regions the regions of non-critical Width. 
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