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(57) ABSTRACT 

An HMI device for monitoring and control of a technical 
process, Which has a processing module (V E) at least for 
computer generating dynamic process images (PAl) that 
have interactive regions (P104P15). Further, at least one 
optical transmitter and receiver module (LPEl) is provided, 
Which has a data link (DV1) to the processing module (V E). 
The module has a projector (L01) for generating light 
images (PE) of the dynamic process images (PA1). Further, 
it has a detector (LD) for spatially detecting pointing actions 
of an operator (H) to interactive regions (P104P15) in the 
light image (PE) of a dynamic process image (PA1). 

15 Claims, 8 Drawing Sheets 
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HMI DEVICE WITH OPTICAL TOUCH 
SCREEN 

The following disclosure is based on German Patent 
Application No. 102 603 05.7, ?led on Dec. 20, 2002, Which 
is incorporated into this application by reference. 

FIELD OF AND BACKGROUND OF THE 
INVENTION 

The invention relates to an HMI device. In particular, the 
invention relates to an HMI device equipped With an optical 
touch screen. 

Technical installations are often controlled and operated 
With the aid of digital programmable data processing sys 
tems. The term ‘technical installation’, as used here, desig 
nates any type of technical equipment and systems arranged 
either individually or in a data network, e.g., via a ?eld bus. 
Technical installations in an industrial application should be 
understood to mean, inter alia, items of individual equip 
ment, such as drives, machine tools, intelligent transducers, 
sensors, etc. Atechnical installation, hoWever, can also be an 
entire production plant in Which an entire technical process 
is operated With locally distributed equipment, e.g., a chemi 
cal plant, an assembly line or a processing plant. 

Technical installations are operated and controlled With 
the aid of digital programmable data processing systems, 
Which often take the form of an automation system or a 
component thereof. Automation systems are equipped With 
special devices that form the interface betWeen an operator 
and the automation system. Such devices are generally 
referred to as HMI devices, i.e., “Human Machine Inter 
faces.” This line of equipment is also referred to as devices 
for the “control and monitoring” of technical installations or 
“C&M devices” for short. These devices are connected 
upstream of the devices that are used for the direct control 
of a technical installation, e.g., the PLCs or Programmable 
Logic Controllers. This relieves a central control device, 
e.g., a stored program controller or SPC. 

The term HMI equipment or HMI device should be 
understood as a generic term and also includes all the 
components belonging to this group. Examples of such 
components are, e.g., operator panels or OPs for short and 
industrial personal computers or IPCs used as HMI devices 
or associated programming devices. HMI devices, due to 
their special functionality, may assume functions, e.g., in a 
netWorked automation system, Which can be generally 
vieWed as specifying and post-processing data of the tech 
nical installation to be controlled. This function is also 
generally referred to as supervisory control and data acqui 
sition (SCADA). For this purpose, an HMI device must 
typically execute a special type of softWare. Thus, an HMI 
device provides functions enhancing the comfort, quality 
and safety of an operator’s control, e.g., an overvieW of the 
equipment to be operated and error-free operator actions. 
HMI devices can be used, for example, not only to 

visualiZe and control interactive process images of the 
technical installation to be controlled but also to con?gure 
and generate them. This makes it possible, on the one hand, 
to selectively display the responses of the technical instal 
lation, typically in the form of measured values and signals. 
On the other hand, by speci?cally de?ning operator actions, 
the technical installation can be brought into desired states. 
In addition to these “monitoring and control” functions, an 
HMI device can be used for plant-speci?c con?gurations, 
e.g., to con?gure interactive process images. 
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2 
The housings of prior art HMI devices are structurally 

designed in such a Way that they can be installed as ?ush as 
possible in ?at surfaces located, for example, on the outside 
of sWitchgear cabinets, on the topside of industrial control 
panels, operator consoles, control cabinets, etc. One housing 
side of the HMI device is con?gured as a user panel that lies 
as ?ush as possible on the respective surface, e.g., the door 
of a sWitchgear cabinet. The contact surface may be built in 
such a Way that the entire arrangement meets the required 
degree of protection against dust and moisture, e.g., meets 
the IP65 or NEMY4x standard. The electrical and electronic 
components of the HMI device are accommodated behind 
the user panel in a box-like attachment Whose dimensions 
are smaller than the length of the edges of the user panel. 
When such an HMI device is installed, e. g., in the surface of 
a control console, the box-like attachment can therefore be 
loWered into a corresponding recess While the protruding 
user panel sits on the edges of the recess and covers them 
completely. The user panel is normally sealed completely 
against external in?uences, particularly splash Water and 
dust, and has electronic display elements, e.g., LCDs and 
keys or keypads. The keys or keypads can be con?gured, for 
example, as membrane keyboards With an application-spe 
ci?c arrangement and labeling. Such keypads can further 
more be largely sealed against external in?uences. In other 
embodiments, the HMI device can also be equipped With a 
touch display on the user panel. This touch display makes it 
possible to actuate sWitching functions by touching prepro 
grammed areas, e.g., in a process image con?gured for a 
speci?c application. In such an embodiment, additional keys 
or keypads can usually be eliminated. 
HMI devices in the above-described Widely used, and by 

noW practically standard, conventional packaging structures 
have various draWbacks. For example, HMI devices With 
separate keypads are limited in the extent to Which they can 
be adapted. Although the existing keys of such an HMI 
device may be assigned different functions, the number of 
the keys and their layout can of course no longer be changed. 
In contrast, for example, keypads displayed on HMI devices 
using a touch display can be adapted as a function of the 
application to re?ect practically any modi?cations in the 
associated technical process. The use of a touch screen in an 

HMI device, hoWever, is technically complex. Furthermore, 
the use of HMI devices With a touch screen, especially in a 
harsh and dirty environment, may be problematic. 

OBJECTS OF THE INVENTION 

One object of the invention is to provide a neW and 
different con?guration for an HMI device for use in industry, 
Which is as immune as possible to environmental in?uences. 
It is a further object to provide such an HMI device that is 
not overly limited in the extent to Which the control envi 
ronment can be adapted to changes in the associated tech 
nical process. 

SUMMARY OF THE INVENTION 

These and other objects underlying the invention are 
attained by the features of the HMI devices claimed. Accord 
ing to one formulation, the HMI device according to the 
invention is used to monitor and control a technical process 
and has a processing module at least for computer generat 
ing dynamic process images that have interactive regions. It 
also has at least one optical transmitter and receiver module 
With a data link to the processing module. The processing 
module has a con?guration component for generating light 
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images of the dynamic process images and a detection 
component for spatially detecting an operator’s pointing 
actions to interactive regions in the light image of a dynamic 
process image. 

Advantageous re?nements of the HMI device according 
to the invention are set forth in the dependent claims. Other 
claims de?ning aspects of the invention are directed to a 
mounting device With an HMI device according to the 
invention, advantageous uses of an HMI device according to 
the invention, and an automation system With an associated 
HMI device. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Advantageous and exemplary embodiments of the inven 
tion and attendant advantages of the invention Will noW be 
described in greater detail, by Way of example, With refer 
ence to the speci?c, preferred embodiments depicted in the 
?gures: 

FIG. 1 is a side vieW of a ?rst embodiment of an HMI 
device con?gured according to the invention in Which the 
HMI device advantageously has a separate support plate as 
the projection area and is placed ?at onto a mounting 
opening of a mounting surface, 

FIG. 2 is a front vieW of the exemplary HMI device of 
FIG. 1, With the light image of the dynamic process image 
of a “DRILLING MACHINE” projected onto the support 
plate, 

FIG. 3 is a front vieW of a second embodiment of an HMI 
device con?gured according to the invention, in Which the 
optical transmitter and receiver module has separate proj ec 
tion components With different primary colors to project the 
colored light image (PEK) of the dynamic process image of 
a “SPINDLE DRIVE” onto the support plate, 

FIG. 4 is a top vieW of a third embodiment of an HMI 
device con?gured according to the invention, Which is 
con?gured like a mobile device and the optical transmitter 
and receiver module of Which can be loWered into a recess 
in the processing module, 

FIG. 5 is a side vieW of the HMI device according to the 
embodiment of FIG. 4, 

FIG. 6 is a top vieW of a fourth embodiment of an HMI 
device con?gured according to the invention having a hous 
ing in the form of a mobile handheld terminal, 

FIG. 7 is a top vieW of the mounting surface of a mounting 
device in Which an HMI device according to the invention 
is rear Wall mounted in such a Way that only the optical 
transmitter and receiver module passes through the mount 
ing surface and the surrounding mounting surface serves as 
a projection area for dynamic process images, 

FIG. 8 is a section of the embodiment according to the 
invention depicted in FIG. 7, and 

FIG. 9 is a section of an embodiment according to the 
invention corresponding to that depicted in FIG. 5 in Which 
the optical transmitter and receiver module can again be 
loWered into a recess in the processing module. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

FIG. 1 is a side vieW of a ?rst embodiment of an HMI 
device con?gured according to the invention. It has a 
processing module VE at least for computer generating 
dynamic process images. These images have interactive 
regions that can be actuated by an operator. In FIG. 1, this 
actuation is symboliZed by the hand H of an operator 
pointing, by Way of example, to an interactive region P10 in 
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4 
the light image PE of a dynamic process image PA1 dis 
played by the HMI device. The light image PE of the 
dynamic process image PA1 of a “DRILLING MACHINE” 
Will be described in greater detail With reference to FIG. 2, 
Which depicts a front vieW of the exemplary HMI device of 
FIG. 1. 
The HMI device of FIG. 1 further has at least one optical 

transmitter and receiver module LPE1, Which is linked to the 
processing module VE via a ?rst data connection DV1. If the 
HMI device is a component of a large automation system, 
the data is normally exchanged With a higher-level central 
processing unit AS. This is an automation system, such as a 
SIMATIK type control, that records current measured values 
of the process and transmits them to the HMI device for 
display via an additional data connection DV2. Conversely, 
operator signals detected by the transmitter and receiver 
module LPE1 are transmitted from the HMI device back to 
the automation system. 
The optical transmitter and receiver module LPE1 of the 

HMI device according to the invention has projection means 
LO1 for generating a light image PE of the dynamic process 
image PA1. It also has detection means LD for spatially 
detecting pointing actions to interactive regions P10 in the 
light image PE by an operator H. Advantageously, these 
projection means LO1 and detection means LD are mounted 
in a common housing of the transmitter and receiver module 
LPE1 on the outside of the HMI device. According to the 
invention, the projection means project a light ?eld PE, 
Which is symboliZed by dashed arroWs in FIG. 1 and is 
covered as completely as possible by the detection means 
LD. These detection means LD, on an infrared basis, for 
example, enable accurate detection of the position of a 
pointing action, e.g., by the hand H of an operator. In the 
processing module VE, a position thus detected can be 
assigned to a picture element in the process image and be 
interpreted as an actuation of this picture element. 

Based on the possibilities afforded by the optical trans 
mitter and receiver module of the HMI device according to 
the invention for monitoring and control of a technical 
process, this module can be considered quasi an optical or 
virtual touch screen. Control by a person, e.g., by means of 
his/her hand H, does not require any mechanical elements 
and is therefore completely Wear-free. As may be seen from 
FIG. 1, the invention does not even require contact. Rather, 
it is su?icient to immerse a pointing object, e.g., the index 
?nger of a hand H, into the radiation and detection ?eld PE. 
Contamination problems are thus almost completely 
avoided. It is further advantageous if the sensitivity of the 
optical transmitter and receiver module can be adjusted as a 
function of the application using a con?gurable detection 
threshold. This prevents false tripping of interactive regions 
in a dynamic process image, e.g., by ?ying insects. 
The HMI device according to the invention is furthermore 

highly adaptable. In practice, the con?guration of a technical 
installation is subject to changes even during operation, e. g., 
as a result of repairs or modi?cations. As a rule, adding or 
replacing transducers, possibly shutting doWn installation 
parts temporarily or starting them up again, etc., also entails 
adaptations in the HMI devices used for monitoring and 
control. Until noW, With conventional HMI devices, such 
modi?cations could be taken into account only by adapting 
the corresponding process image. By nature, any adaptation 
of the existing Wired pushbuttons Was limited to their signal 
assignment. Such limitations do not exist in the HMI device 
according to the invention. A further advantage of the HMI 
device according to the invention is that conventional LCD 
displays With superposed touch screens are no longer 
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required. Thus, the solution according to the invention is not 
only more cost effective but also more robust and can be 
used even at temperatures Well beloW freezing. 

It is advantageous if the HMI device according to the 
invention is provided With a separate support plate T, Which 
serves as a projection area for the light image PE of the 
dynamic process image PA1. Particularly rough or very 
colorful surfaces on mounting devices are unsuitable or only 
conditionally suitable as projection areas. In such a case, a 
support plate T makes it possible to achieve constant, 
optimal projection conditions. Such an embodiment is 
already taken into account in the example of FIG. 1. The 
support plate T of the HMI device, Which is advantageously 
mounted vertically, can be adapted especially for industrial 
use and can be equipped, for example, With a dirt, grease and 
oil-resistant surface. For this purpose, the surface of the 
support plate T can have, for example, a so-called lotus leaf 
effect. In such an embodiment it is particularly advantageous 
if the at least one optical transmitter and receiver module 
LPE1 of the HMI device is mounted on the front side TH of 
the support plate T and the processing module VE on the rear 
side TH of the support plate T. The at least one optical 
transmitter and receiver module LPE1 is mounted in the area 
of a lateral edge of the support plate T, in the example of 
FIG. 1 on the upper lateral edge K4, particularly to achieve 
optimal utiliZation of the entire surface of the support plate 
T as a projection area. The data connection DV1 for linking 
the transmitter and receiver module LPE1 to the processing 
module VE is also brought through the support plate T. 

In the example shoWn in FIG. 1, the HMI device accord 
ing to the invention is carried by a mounting device S. This 
mounting device can also accommodate several HMI 
devices and various other control devices, e.g., ON/OFF 
sWitches, etc. The mounting device S is preferably a sWitch 
gear cabinet, an operator and/ or control console or a control 
panel. Such mounting devices are frequently used as top 
units or built-in units in vehicles, locomotives, ships, cranes, 
control rooms of poWer plants, etc. The mounting device S 
shoWn partially in FIG. 1 by Way of example has a vertical 
mounting surface PL for supporting the HMI device accord 
ing to the invention. This can, for example, be the door or 
sideWall of a sWitchgear cabinet, the front area of an 
operator and/or control console or a control panel. A central 
processing unit AS, if present, is preferably also arranged in 
the interior of the mounting device S. 

In an embodiment of the HMI device according to the 
invention that is particularly suited for industrial applica 
tions, the edge lengths K1, K2, K3, K4 of the support plate 
T are increased relative to the dimensions of the processing 
module VE. As a result, the processing module can be 
inserted into a mounting opening PLA1 in the mounting 
surface PL, While the support plate T, Which protrudes all 
around so to speak, completely covers the mounting opening 
PLA1 around the circumference thereof. Such an embodi 
ment is also illustrated in the example of FIG. 1. The HMI 
device according to the invention can then be placed as ?ush 
as possible on top of the mounting area, essentially like a 
panel. In this embodiment of the HMI device as an insertable 
panel, in Which the support plate T has the function of a front 
plate that protrudes on all sides, it is advantageous if the 
support plate T, at least in the area of the lateral edges K1, 
K2, K3, K4, has circumferential means DM to produce a 
tight seal in relation to the edge of the mounting opening 
PLA1. 

If the support plate T, the optical transmitter and receiver 
module LPE1 and the processing module VE of the HMI 
device advantageously form a standalone unit, an operator, 
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6 
if required, can remove this unit like a mobile device from 
the mounting opening PLA1 and use it as a manual panel. 
This is further facilitated if the data connection DV2 
betWeen the processing module VE and a central processing 
unit AS is Wireless, i.e., preferably a radio link. After 
completion of the control actions performed by the opera 
tional stalf, e.g., in the immediate proximity of a correspond 
ing piece of equipment of the associated technical process, 
the operator can put the HMI device back into the mounting 
opening PLA1 and thereby release it for future operator 
actions. In such an embodiment, the mounting opening 
PLA1 is advantageously sealed on the inside of the support 
surface PL by a rear cover PLD1. Removal from and 
reinsertion into the mounting opening PLA1 of the HMI 
device is facilitated by guides F suitably positioned on the 
rear side of the support plate T. 

FIG. 2 is a front vieW of the exemplary HMI device of 
FIG. 1. The light image PE of the dynamic process image 
PA1 of a “DRILLING MACHINE 52” is projected onto the 
support plate T. As described With reference to FIG. 1, the 
separate support plate T is placed ?at over a mounting 
opening PLA1 in the mounting surface PL behind it and is 
tightly sealed in relation thereto around all the lateral edges 
K1, K2, K3, K4. The processing module VE on the rear side 
of the support plate T is thus completely inserted into the 
interior of the mounting device S. The optical transmitter 
and receiver module LPE1 With the integrated projection 
means LO1, particularly a laser source With a laser lens 
system, and the integrated detection means LD, e.g., a CCD 
sensor, is advantageously placed in the center of the upper 
lateral edge K1. Thus, the major portion of the surface of the 
support plate T can be used as a projection area. In the 
example depicted in FIG. 2, this projection and detection 
?eld PE is symbolically indicated by a broad dashed line and 
arroWs pointing to the corners of this ?eld PE. 
The ?rst freely con?gurable process image PA1 depicted 

in FIG. 1 by Way of example relates to a drilling machine in 
an assembly line, Which is identi?ed as “drilling machine 
52.” To visualiZe it, a dynamic equipment image P16 is 
provided. This image can display different positions of the 
drill head P1611, e.g., the extended state at top dead center or 
the active state during a drilling process. The actual value 
display P17, “VALUE,” signals the current height of the drill 
head. 
The dynamic process image PA1 depicted in FIG. 1 

further has interactive regions P10 to P15. Each of these 
regions is associated With a separate sWitching status display 
P1111 to P1511 in the form of a virtual lamp in the top right 
corner of the respective intcractivc region. The ?rst intcr 
active region P10 has the function of a virtual control 
element P10. If the region P10 is actuated, e.g., by pointing 
to it With a hand H, the display is reset to an initial state 
labeled “HOME.” A second virtual control element P11 is 
labeled “MOTOR_ON/OFF” and sWitches the drive motor 
of the drilling machine on or olf When the HMI device is 
used like a virtual touch screen. By actuating a third virtual 
control element P12 “F1_up” or a fourth virtual control 
element P13 “F2_doWn,” the drill head P1611 can be raised 
or loWered into its Working position. Finally, the ?rst and 
second status displays “RUNNING” P14 and “FAULT” P15 
indicate the operating state of the drive of the drilling 
machine. 

FIG. 3 is a front vieW of a second embodiment of an HMI 
device con?gured according to the invention, in Which the 
optical transmitter and receiver module LPE2 has, for 
example, three separate projection and detection means. The 
three projection means L021, L022, L023 are positioned, 
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for example, along the longitudinal edges K1, K3, K4. Each 
of these projection means radiates in a different primary 
color, such that a colored light image PEK can be projected 
onto the support plate T. In another embodiment (not 
depicted), it is basically also possible to accommodate the 
differently colored projection means L021, L022, L023 in 
a common housing that is positioned, for example, at the 
upper longitudinal edge. 

The distribution of the projection means L021, L022, 
L023 among the three longitudinal edges K1, K3, K4 as 
shoWn in the example of FIG. 3 also makes it possible to 
arrange separate detection means so that they are spatially 
distributed. For example, a detection means LD21 or LD22 
is positioned next to each projection means L021 or L022. 
In principle, it is also possible to use more than tWo separate 
detection means. The colored projection and detection ?eld 
PEK is thus monitored by tWo offset detection means. This 
has the advantage that interactive regions positioned linearly 
one behind the other cannot be covered up as seen from the 
angle of one detection means. In the example of FIG. 3, 
dashed arroWs radiate from each projection means L021, 
L022, L023 to symboliZe the projection and detection ?eld. 
The projection and detection ?eld PEK is thus multiply 
covered. 

This embodiment has the advantage that it enables, for 
example, “tWo-handed control,” Which is prescribed, in 
particular, for safety-related operator actions. If, for 
example, a ?rst pointing action to an interactive region in the 
front masked a second pointing action to an interactive 
region behind as seen by one of the detection means, the 
second pointing action could be safely detected by the 
second detection means, Which is arranged offset or on the 
opposite side. This embodiment of the HMI device accord 
ing to the invention, Which is equipped With a quasi virtual 
touch screen, thus also enables safety-related “tWo-handed 
control.” Furthermore, so-called “multi-?nger control” is 
also possible, i.e., operator actions that simultaneously actu 
ate several interactive regions in a dynamic process image. 

The HMI device in the example shoWn in FIG. 3 depicts, 
by Way of example, a second freely con?gurable and 
dynamic process image PA2 of a linear drive identi?ed as 
“spindle drive 16.” Accordingly, the associated dynamic 
equipment image P18 shoWs the linear drive With a drive 
spindle P19 and a slide P1911 guided thereby. The slide P1911 
is displayed dynamically in a position that approximately 
corresponds to its actual relative position on the spindle. The 
interactive regions P10 to P15 and the separate sWitching 
status displays P1111 to P1511 associated thereWith and shoWn 
in the form of a virtual lamp in the top right comer of the 
respective interactive region largely correspond to the con 
?guration in the dynamic process image PA1 of FIG. 1. 
Finally, there is an actual value display P17 “X-AXIS,” 
Which signals the relative position of the slide on the spindle. 

FIG. 4 is a top vieW of a third embodiment of an HMI 
device according to the invention, Which is con?gured as a 
mobile device. In this embodiment, the optical transmitter 
and receiver module can be retracted into a recess in the 
processing module. FIG. 5 is a side vieW of the HMI device 
of FIG. 4. The tWo FIGS. 4 and 5 Will noW be described 
together. 
A user can easily handle the support plate T of the HMI 

device of FIG. 4 like a draWing or Writing board. The vertical 
lateral edges K3, K4 of the support plate T are preferably 
con?gured as grip areas GB1, GB2, for example by addi 
tional non-slip surface coatings. The con?guration of the 
HMI device of FIG. 4 is especially adapted for use in dirty 
environments. The at least one optical transmitter and 
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8 
receiver module LPE3 and the processing module VE3, 
Which is preferably positioned directly behind it, form a 
physical unit such that the optical transmitter and receiver 
module LPE3 can be retracted into a recess AK Within the 
processing module VE3. The projection means L03 and 
detection means LD contained in the transmitter and 
receiver module LPE3 are thus protected against almost any 
external in?uences When they are retracted. Advantageously, 
When retracted, the topside of the optical transmitter and 
receiver module LPE3 is as ?ush as possible With the surface 
of the surrounding support plate T. FIG. 5 shoWs the 
transmitter and receiver module LPE3 in its extended state. 

Advantageously, additional servo drive means SA are 
provided for retracting and extending the optical transmitter 
and receiver module LPE3 into or from the recess AK of the 
processing module VE3. They are operator-actuatable as a 
function of the application, e.g., by a control element SE, 
Which is advantageously located on the topside of the 
transmitter and receiver module LPE3 and is labeled “0N/ 
0FF” in FIG. 4. Handling in mobile use is further improved 
if the HMI device has a Wireless data connection FK, 
particularly an air interface, betWeen the processing module 
VE3 and a central processing unit AS, e.g., an automation 
system. Finally, it is advantageous if at least one solar cell 
is provided to supply poWer to the optical transmitter and 
receiver module LPE3 and the processing module VE3. In 
the example of FIG. 4, a solar cell SL1, SL2 is provided on 
each of the tWo sides of the optical transmitter and receiver 
module LPE3. 

FIG. 6 is a top vieW of a fourth embodiment of an HMI 
device con?gured according to the invention, Which has a 
housing TG in the form of a mobile handheld terminal. The 
housing TG preferably has a round or oval outer contour 
Without any protruding edges. Advantageously, tWo opposite 
grip areas G1, G2 are cut out of the housing on the sides. The 
external housing side T0 therebetWeen serves as the pro 
jection area for the light image PE of a dynamic process 
image. This process image in turn is generated by an optical 
transmitter and receiver module LPE1 that protrudes from 
the housing topside T0 in the upper area of curvature of the 
housing TG and is ?anked on both sides by solar cells SL1, 
SL2 for an autonomous poWer supply. For backup poWer, 
rechargeable batteries and/or backup batteries are provided 
in the interior of the handheld terminal. 
The con?guration depicted in FIG. 6 has the further 

advantage that the processing module VE is accommodated 
in the interior of the housing TG Where it is protected. Only 
the portion of the optical transmitter and receiver module 
LPE1 containing the projection means L01 and the detec 
tion means LD is guided to the outside from the interior of 
the housing through a correspondingly shaped and sealed 
opening. The housing TG can be uniformly protected all 
around against dust and moisture. If at least the optical 
transmitter and receiver module LPE1 is completely encap 
sulated it can even be used under Water. 
A plurality of other, particularly mechanical control and 

operating elements can be located on the topside of such a 
mobile handheld terminal. In the loWer area of the curvature 
of the housing TG on the housing topside T0, an emergency 
0FF sWitch T1, a key operated sWitch T2 and an 0N/0FF 
sWitch T3 are shoWn by Way of example. Here, too, the 
processing module VE in the interior of the housing advan 
tageously has a Wireless data transmission link FK to a 
central processing unit. 

FIG. 7 is a top vieW of the mounting surface PL of a 
mounting device S in Which an HMI device according to the 
invention is rear Wall mounted such that only the optical 
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transmitter and receiver module LPE1 passes through the 
mounting surface PL and the surrounding area of the mount 
ing surface is used directly as a projection area for the light 
image PE of a dynamic process image PA1. The process 
image PA1 shoWn by Way of example corresponds to that of 
the embodiment of FIG. 1. In addition, FIG. 8 shoWs the 
associated section of the embodiment of the invention 
depicted in FIG. 7. FIG. 7 and FIG. 8 Will noW be described 
together. 

The mounting device S, only a small detail of Which is 
shoWn in FIG. 7, is, for example, a sWitchgear cabinet and 
has, e.g., a vertical mounting surface PL. This can be, for 
instance, a door or a sideWall of the sWitchgear cabinet. 
According to the invention, this door or sideWall has a 
second mounting opening PLA2 Whose dimensions are 
adapted to the lengths of the sides of the optical transmitter 
and receiver module LPE1, Which can thus be pushed 
through the mounting opening PLA2 from behind. The 
remaining components of the HMI device according to the 
invention, i.e., at least the processing module VE and an 
optional support plate T remain in the interior of the instal 
lation device VE and are thus shielded from external in?u 
ences. As shoWn in FIG. 8, it is advantageous if here, too, the 
processing module VE in the interior of the housing has a 
Wireless data transmission link FK to a central processing 
unit, Which can also be accommodated in the interior of the 
mounting device S, e.g., a sWitchgear cabinet. In this case, 
if required, a user can remove the physical unit consisting of 
the optical transmitter and receiver module LPE1, the pro 
cessing module VE and the optional support plate T 
mounted therebetWeen from the inside of the mounting 
surface PL and use it as an autonomous location-indepen 
dent control terminal, like the embodiment of FIG. 4. The 
distance from the installation device S is limited only by the 
range of the data transmission link FK. 

The physical unit consisting of at least the optical trans 
mitter and receiver module LPE1 and the processing module 
VE is rear Wall mounted behind the mounting opening such 
that only the optical transmitter and receiver module LPE1 
reaches through the mounting surface PL, and the surround 
ing surface of the mounting device S is used as a projection 
area for a dynamic process image. If the mounting surface 
PL is, for example, the door of a sWitchgear cabinet, the 
entire outer surface of the sWitchgear cabinet door can be 
used as the projection area. In such a case, even complex 
dynamic process images can be reproduced at high resolu 
tion. In the example of FIG. 7, the process image PE of FIG. 
2 is projected. Conventional ?xation means can be used for 
rear Wall mounting, such as screWed or clamped connec 
tions, magnetic ?xation means or adhesive or glued connec 
tions. For the sake of clarity, these means are not depicted in 
the section shoWn in FIG. 8. 

The embodiment depicted in FIGS. 7 and 8 can advan 
tageously be expanded by the preferably servoelectrically 
driven retraction and extension means of the optical trans 
mitter and receiver module described With reference to the 
example of FIGS. 4 and 5. Accordingly, the sectional vieW 
of FIG. 9 shoWs a processing module VE3 provided With a 
recess AK to receive the optical transmitter and receiver 
module LPE3. For retraction and extension, servo drive 
means SA are provided, Which can be activated using a 
control element SE on the topside of the optical transmitter 
and receiver module LPE3. In the extended state shoWn in 
FIG. 9, the HMI device has the same functionality as in the 
embodiment depicted in FIG. 8. Here, too, the area of the 
mounting surface PL, preferably beloW the transmitter and 
receiver module LPE3, is used as a projection area. In the 
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10 
retracted state, the topside of the transmitter and receiver 
module LPE3 is preferably ?ush With the mounting surface 
PL, such that only the control element SE is accessible from 
the outside. 
An HMI device according to the present invention is 

suitable, in particular, for monitoring and controlling tech 
nical equipment. It is used particularly as an operator panel 
or a handheld terminal for machine control and machine 
monitoring. Furthermore, an automation system that acts on 
technical equipment can have at least one HMI panel 
according to the invention, Which is connected to or inte 
grated in this automation system. 
The HMI device according to the present invention can 

also be used in tight spaces. For example, no sWitchgear 
cabinets are typically used in the plastics industry, i.e., 
particularly for plastic injection molding machines. Instead, 
the actual machine frames serve as mounting devices for 
HMI panels and other electrical equipment. Because of their 
mechanical con?guration, the prior-art HMI panels have the 
draWback that the display must alWays be smaller than the 
mounting site itself because a corresponding amount of 
space is required for the display holders and for assembly. 
An HMI device according to the present invention over 
comes these limitations because the entire area that is 
available beloW the optical transmitter and receiver module 
can be used for control and monitoring of a technical 
process. 
The above description of the preferred embodiments has 

been given by Way of example. From the disclosure given, 
those skilled in the art Will not only understand the present 
invention and its attendant advantages, but Will also ?nd 
apparent various changes and modi?cations to the structures 
and methods disclosed. It is sought, therefore, to cover all 
such changes and modi?cations as fall Within the spirit and 
scope of the invention, as de?ned by the appended claims, 
and equivalents thereof. 
What is claimed is: 
1. HMI device for monitoring and control of a technical 

process, comprising: 
a) a processing module, at least for computer-generating 

dynamic process images that have interactive regions, 
b) at least one optical transmitter and receiver module that 

has a data link to the processing module, 
bl) a projection means for generating light images of at 

least one of the dynamic process images, 
b2) a detection means for spatially detecting pointing 

actions of an operator to at least one of the interactive 
regions in the light image of the at least one dynamic 
process image, and 

c) a support plate providing a projection area for the light 
image of the at least one dynamic process image, 

Wherein the at least one optical transmitter and receiver 
module is mounted to the support plate and the pro 
cessing module is mounted behind the support plate, 
and 

Wherein the support plate has edge lengths longer than 
respective edge lengths of the processing module, 
Wherein the processing module is con?gured to insert 
into a mounting opening in a mounting surface, and 
Wherein the support plate completely covers the mount 
ing opening. 

2. HMI device as claimed in claim 1, Wherein the support 
plate is hermetically sealed over the mounting opening. 

3. HMI device for monitoring and control of a technical 
process, comprising: 

a) a processing module, at least for computer-generating 
dynamic process images that have interactive regions, 
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b) at least one optical transmitter and receiver module that 
has a data link to the processing module, 

bl) a projection means for generating light images of at 
least one of the dynamic process images, 

b2) a detection means for spatially detecting pointing 
actions of an operator to at least one of the interactive 
regions in the light image of the at least one dynamic 
processing image, and 

c) a support plate providing a projection area for the light 
image of the at least one dynamic process image, 

Wherein the support plate has a hermetic seal at least 
circumferentially along edges of the support plate. 

4. HMI device for monitoring and control of a technical 
process, comprising: 

a) a processing module, at least for computer-generating 
dynamic process images that have interactive regions, 

b) at least one optical transmitter and receiver module that 
has a data link to the processing module, 

bl) a projection means for generating light images of at 
least one of the dynamic process images, 

b2) a detection means for spatially detecting pointing 
actions of an operator to at least one of the interactive 
regions in the light image of the at least one dynamic 
process image, and 

(c) a mobile handheld terminal housing and an external 
housing side providing a projection area for the light 
image of the at least one dynamic process image. 

5. HMI device for monitoring and control of a technical 
process, comprising: 

a) a processing module, at least for computer-generating 
dynamic process images that have interactive regions, 

b) at least one optical transmitter and receiver module that 
has a data link to the processing module, 

bl) a projection means for generating light images of at 
least one of the dynamic process images, and 

b2) a detection means for spatially detecting pointing 
actions of an operator to at least one of the interactive 
regions in the light image of the at least one dynamic 
process image, 

Wherein the at least one optical transmitter and receiver 
module and the processing module are con?gured as a 
physical unit such that the optical transmitter and 
receiver module retracts into a recess in the processing 
module. 

6. HMI device as claimed in claim 5, Wherein the physical 
unit further comprises a servo drive retracting and extending 
the optical transmitter and receiver module into and from the 
recess of the processing module. 

7. HMI device for monitoring and control of a technical 
process, comprising: 

a) a processing module, at least for computer-generating 
dynamic process images that have interactive regions, 

b) at least one optical transmitter and receiver module that 
has a data link to the processing module, 

bl) a projection means for generating light images of at 
least one of the dynamic process images, and 

b2) a detection means for spatially detecting pointing 
actions of an operator to at least one of the interactive 
regions in the light image of the at least one dynamic 
process image, 

Wherein the optical transmitter and receiver module com 
prises separate detection elements for resolving at least 
one of a safety-related tWo-handed control and a multi 
?nger control of the at least one dynamic process 
image. 

8. HMI device for monitoring and control of a technical 
process, comprising: 
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12 
a) a processing module, at least for computer-generating 

dynamic process images that have interactive regions, 
b) at least one optical transmitter and receiver module that 

has a data link to the processing module, 
b1) a projection means for generating light images of at 

least one of the dynamic process images, 
b2) a detection means for spatially detecting pointing 

actions of an operator to at least one of the interactive 
regions in the light image of the at least one dynamic 
process image, and 

(c) at least one solar cell, at least for supplying poWer to 
the optical transmitter and receiver module and to the 
processing module. 

9. HMI device for monitoring and control of a technical 
process, comprising: 

a) a processing module, at least for computer-generating 
dynamic process images that have interactive regions, 

b) at least one optical transmitter and receiver module that 
has a data link to the processing module, 

b1) a projection means for generating light images of at 
least one of the dynamic process images, and 

b2) a detection means for spatially detecting pointing 
actions of an operator to at least one of the interactive 
regions in the light image of the at least one dynamic 
process image, 

Wherein the optical transmitter and receiver module has a 
con?gurable detection threshold for adjusting the sen 
sitivity of the optical transmitter and receiver module. 

10. HMI device for monitoring and control of a technical 
process, comprising: 

a) a processing module, at least for computer-generating 
dynamic process images that have interactive regions, 

b) at least one optical transmitter and receiver module that 
has a data link to the processing module, 

b1) a projection means for generating light images of at 
least one of the dynamic process images, and 

b2) a detection means for spatially detecting pointing 
actions of an operator to at least one of the interactive 
regions in the light image of the at least one dynamic 
process image, 

Wherein at least the optical transmitter and receiver mod 
ule is completely sealed for underWater applications. 

11. An apparatus comprising: 
at least one HMI device con?gured to monitor and control 

a technical process, comprising: 
a processing module, at least for computer-generating 

dynamic process images that have interactive 
regions, and 

at least one optical transmitter and receiver module that 
has a data link to the processing module, and has: 
a projector generating light images of at least one of 

the dynamic process images and 
a detector spatially detecting pointing actions of an 

operator to at least one of the interactive regions in 
the light image of the at least one dynamic process 
image; and 

a mounting device for the at least one HMI device, 
Wherein the mounting device has a mounting opening in 

a mounting surface and rear Wall mount for a physical 
unit including the at least one optical transmitter and 
receiver module and the processing module, and 
Wherein the mounting opening and the rear Wall mount 
are con?gured such that only the optical transmitter and 
receiver module projects through the mounting surface 
and the mounting device provides a projection area for 
the at least one dynamic process image. 
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12. The apparatus according to claim 11, wherein the at least one optical transmitter and receiver module that 
mounting device is a switchgear cabinet. has a data link to the processing module, a projector 

13. The apparatus according IO Claim 11, wherein the generating light images of at least one of the dynamic 
mounting device is at least one of an operator console and process images, and a detector Spatia?y detecting 
a Control Console- _ _ _ 5 pointing actions of the operator to at least one of the 

14- The apparatus accordlng to Clalm 11> Wherem the interactive regions in the light image of the at least one 
mounting device is a control panel. 

15. Automation system Which acts upon a technical instal 
lation, comprising: 

dynamic process image, 
Wherein the optical transmitter and receiver module com 

at least one humammachine interface Con?gured to imer_ 10 prises separate detection elements for resolving at least 
face betWeen an operator and the technical installation, one Ofa safety'related two'handed Control aI_1d a muln' 
Comprising. ?nger control of the at least one dynamic process 

a processing module, at least for computer-generating lmage' 
dynamic process images that have interactive 
regions, and * * * * * 


