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(57) ABSTRACT 

A system receives input data frames that are con?gured 
according to a SONET or an SDH standard. The input data 
is converted to parallel data. The system provides groups of 
bits along parallel signal lines. In each group of bits, N 
contiguous bits in the group form a complete word of input 
data. The system identi?es the boundary between complete 
words in the input data by comparing subsets of the bits to 
prede?ned framing patterns. The system then aligns the 
input data based on the location of each word using the 
boundary information. The output data of the system 
includes data that is word aligned. The system can also 
detect boundaries between the frames. 

24 Claims, 3 Drawing Sheets 
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TECHNIQUES FOR FRAME DETECTION 
AND WORD ALIGNMENT 

BACKGROUND OF THE INVENTION 

The present invention relates to techniques for frame 
detection and Word alignment for SONET and SDH data, 
and more particularly, to detection frame boundaries and to 
aligning the internal data path to the Word boundary of data 
in a SONET or an SDH standard. 

Synchronous optical netWork (SONET) and Synchronous 
Digital Hierarchy (SDH) are standards for data transmission 
across optical telecommunications netWorks. Data bits that 
are transmitted according to a SONET or an SDH standard 
are grouped into frames. Each frame contains numerous data 
bytes. The data bytes typically contain 8 data bits. The data 
bytes are typically grouped into Words for internal process 
ing. Any number of bits and bytes can form a Word (e.g., 64 
bits/ 8 bytes per Word). 

Each frame contains an overhead section and a payload 
section. The overhead section includes bits speci?ed by a 
SONET protocol. The payload section includes the data bits 
that are being transferred from one location to another. 
SONET uses a basic transmission rate of STS-1 that is 

equivalent to 51.84 Mbps. Higher-level signals are integer 
multiples of the base rate. For example, STS-3 is three times 
the rate of STS-1 (3x51.84:155.52 Mbps). An STS-12 rate 
is 12x51.84:622.08 Mbps. 

STS-1 is a speci?c sequence of 810 bytes (6,480 bits), 
Which includes various overhead bytes and an envelope 
capacity for transporting payloads. It can be depicted as a 
90-column by 9-roW structure. With a frame length of 125 
microseconds us (8,000 frames per second), STS-1 has a bit 
rate of 51.840 Mbps. The order of transmission of bytes is 
roW-by-roW from top to bottom and from left to right (most 
signi?cant bit ?rst). 
The ?rst three columns of the STS-1 frame are for the 

transport overhead. Each of the three columns contains 9 
bytes, for a total of 27 bytes. Of these, 9 bytes are overhead 
for the section layer, and 18 bytes are overhead for the line 
layer. The remaining 87 columns constitute the STS-1 
envelope capacity (payload and path overhead). 
A receiver does not necessarily knoW Where Words or 

frames begin and end When it receives a serial stream of 
SONET data. Therefore, it Would be desirable to provide 
techniques for aligning the data path inside a receiver to the 
Word boundary of an input data stream. 

BRIEF SUMMARY OF THE INVENTION 

The present invention provides systems and methods for 
aligning the data path inside a receiver to the Word boundary 
of an input data stream. The input data stream can be 
organiZed according to a Synchronous Optical NetWork 
(SONET) standard or Synchronous Digital Hierarchy (SDH) 
standard. The present invention also provides techniques for 
locating boundaries betWeen SONET/SDH frames in an 
input data stream. 

According to the present invention, a system receives 
serial input data bits that are con?gured according to a 
SONET or an SDH standard. The input bits are converted to 
N parallel data bits, Where N is the number of bits in a Word. 
A Word may comprise multiple bytes. 
A system of the present invention provides groups of bits 

along parallel signal lines. In each group of bits, N contigu 
ous bits in the group form a complete Word of input data. 
The system of the present invention identi?es the boundary 
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2 
betWeen complete Words in the input data by comparing 
subsets of the bits to prede?ned framing patterns. 
The system of the present invention outputs Word aligned 

data based on the input data and the location of complete 
Words. The Words alignment can be accomplished, for 
example, by multiplexing subsets of the input data using the 
boundary information that identi?es the location of complete 
Words. The output data of the system includes Words that are 
properly Word aligned. Techniques of the present invention 
also indicate the boundaries betWeen each frame in the input 
data stream. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a block diagram of a data alignment 
system according to the principles of the present invention; 

FIG. 2 illustrates an example of a boundary detection 
block according to the principles of the present invention; 

FIG. 3 illustrates an example of a Word alignment block 
according to the principles of the present invention; and 

FIG. 4 illustrates another example of a Word alignment 
block according to the principles of the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

FIG. 1 illustrates an embodiment of the present invention. 
DeserialiZer 101 receives an input data stream in a serial 
format as shoWn in FIG. 1. The input data stream comprises 
bits that are organiZed according to a SONET or an SDH 
communications standard. 
The present invention is described primarily in the context 

of the SONET standard for illustrative purposes only. It 
should be understood that the techniques and principles of 
the present invention apply equally to data transfer using the 
Synchronous Digital Hierarchy (SDH) standard. The tech 
niques of the present invention can be used for locating 
Words and frame boundaries in SDH frames. Although the 
terminology for SONET and SDH standards differ, the 
function of these tWo standards is almost identical. 

DeserialiZer 101 converts the input data bits from serial 
data into parallel data. By converting the input bits into 
Words With N bits, the data can be processed at a sloWer data 
rate than the data rate of the input data signal. It is di?icult 
to design some receiver circuits (such as a CMOS ?eld 
programmable gate array) to process 8-bit Wide bytes at 
frequencies that are common in SONET. For example, 
OC-48 operates at 311 MHZ at 8-bit bytes, and OC-192 
operates at 2488 MHZ at 8-bit bytes. Converting the data to 
N-bit Words alloWs a receiver circuit to process the data at 
a sloWer data rate (Where N is greater than the number of bits 
per byte). 

DeserialiZer 101 is a serial-to-parallel converter such as a 
shift register that converts serial data into parallel data. 
DeserialiZer 101 provides parallel data to circuitry 100 as 
shoWn in FIG. 1. Circuitry 100 includes the circuit elements 
to the right of the dotted line in FIG. 1. Circuitry 100 may 
be incorporated into an integrated circuit such as a program 
mable logic device (PLD), a ?eld programmable gate array 
(FPGA), or a programmable logic array (PLA). 

DeserialiZer 101 provides parallel data to circuitry 100 
along N parallel signal lines 102. In FIG. 1, the variable N 
represents the number of bits in a Word. For example, a Word 
may comprise 8 bits, 16 bits, 32, bits, or 64 bits for internal 
processing. 
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DeserialiZer (DES) 101 provides N parallel bits of arbi 
trary alignment to circuitry 100 along N parallel signals lines 
102. The N parallel bits are designated With numbers from 
0 to N—1. 

The N parallel data bits provided by DES 101 do not 
necessarily include a single complete Word. For example, 
the N bits output by DES 101 may include portions of tWo 
adjacent Words instead of one complete Word. 

Referring to FIG. 1, a portion of the bits on signal lines 
102 are also routed onto signal lines 104. Bits 0 to N—2 are 
routed onto signal lines 104. Thus, bits 0 to N—l are passed 
on signal lines 102 and bits 0 to N—2 are also passed on 
signal lines 104. Only bit N—l is not passed on signal line 
104. 
The N—l bits on signal lines 104 are stored by N—l 

?ip-?ops 103 for one clock cycle. The box labeled 103 in 
FIG. 1 represents a plurality of ?ip-?ops. There is one 
?ip-?op for each of signal lines 104. For example, if N 
equals 64, there are 63 signal lines 104 and 63 ?ip-?ops 103. 

Flip-?ops 103 output the N—l bits on signal lines 105 one 
clock cycle after ?ip-?ops 103 receives these N—l bits. 
Signal lines 105 are grouped With signal lines 102 to form 
signal lines 102A as shoWn in FIG. 1. 

Signal lines 102A have the N parallel bits that are most 
recently received by circuitry 100 from DES 101 on lines 
102 in the current clock cycle. Signal lines 102A also have 
N—l of the N parallel bits received by circuitry 100 in the 
previous clock cycle from DES 101. These N—l bits Were 
stored by ?ip-?ops 103 for one clock cycle. Therefore, the 
N—l bits are one clock cycle behind the most recently 
received N bits on lines 102 and 102A. 

Signal lines 102A carry a total of 2N-l bits on 2N-l 
signal lines. The 2N-l bits on lines 102A include the N bits 
output by DES 101 in the current clock cycle and N—l of the 
N bits output by DES 101 in the previous clock cycle. The 
bits on signal lines 102A are designated as bits 0 to 2N-2, 
and comprise the 2N-l consecutive bits that have been most 
recently received at the serial input of DES 101. 
DES 101 outputs arbitrarily selected groups of N bits in 

parallel. Each group of arbitrarily selected N parallel bits 
may include bits from tWo adjacent Words. Circuitry 100 can 
join selected bits together from tWo consecutive sets of N 
parallel bits output by DES 101, so that the selected bits 
form a complete Word of data. 

To accomplish this task, bits from tWo consecutive Words 
often need to be combined to form a complete Word. 
Circuitry 100 performs this combination by storing N—l of 
the bits received from DES 101 in the previous clock cycle 
in ?ip-?ops 103. These N—l bits are then grouped With a set 
of N parallel bits received from DES 101 in the current clock 
cycle. Therefore, the 2N-l bits on lines 102A include N—l 
bits received in the previous clock cycle that can be joined 
With the current set of N bits. 

Exactly one set of N contiguous bits of the 2N-1 most 
recently received bits on lines 102A form a complete data 
Word. Circuitry 100 (as discussed in further detail beloW) 
identi?es the bits locations of a complete Word. The output 
of circuitry 100 includes N parallel bits that form a complete 
Word. 

According to an embodiment of the present invention, the 
Word boundary is de?ned to coincide With the frame bound 
ary. This implies that all SONET column boundaries are also 
Word boundaries. There are also Word boundaries Within the 
column. 

Referring again to FIG. 1, contiguous subsets of bits 0 to 
2N-2 on signal lines 102A are provided to frame detectors 
110-1 to 110-N as shoWn in FIG. 1. Each one of frame 
detectors 110-1 to 110-N receives one of N sets of contigu 
ous N bits from among bits 0 to 2N-2 on signal lines 102A. 
Every possible combination of contiguous N bits on signal 
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4 
lines 102A is provided to one of detectors 110. There are N 
possible combinations of contiguous N bits from among bits 
0 to 2N-l. 

For example, bits 0 to N—1 are provided as input signals 
to detector 110-1, bits 1 to N are provided as input signals 
to detector 110-2, bits 2 to N+l are provided as input signals 
to detector 110-3, and bits N—l to 2N-2 are provided as 
input signals to detector 110-N. 
As stated above, the input data received by DES 101 can 

be grouped into N-bit Words for internal processing. The 
groups of N parallel bits output by DES 101 may not 
correspond to a Word, because DES 101 arbitrarily selects N 
bits. Circuitry 100 can group the output signals of DES 101 
into complete Words. 
The N parallel output bits of DES 101 may correspond to 

portions of tWo adjacent Words in the serial input data 
stream. For example, bits 0 to N—lO may correspond to a 
portion of a ?rst Word in the input data, and bits N—9 to N—l 
may correspond to a portion of a second Word in the input 
data. 

Detectors 110-1 to 110-N identify the location of a 
complete N-bit Word of input data by attempting to match N 
different subsets of the bits on signal lines 102A to framing 
patterns that are speci?ed by the SONET (or SDH) standard. 

Each possible combination of N contiguous bits on signal 
lines 102A is provided to the input of one of comparators 
110-1 to 110-N. One of these bit combinations comprises a 
complete Word. Each of detectors 110 compares a different 
subset of the N contiguous bits it receives to a prede?ned 
framing pattern. If the subset of N bits matches the framing 
pattern according to speci?c criteria, that subset of N bits is 
located at the correct bit positions of a complete Word. 

Further details of the operation of detectors 110-1 through 
110-N Will noW be discussed With respect to FIG. 2. FIG. 2 
illustrates an embodiment of one of detectors 110-1 through 
110-N. Thus, each one of detectors 110-1 through 110-N 
includes the circuitry of FIG. 2, according to an embodiment 
of the present invention. 

Detector 110 include an Al comparator 201, an A2 
comparator 202, an Al counter 203, an A2 counter 205, and 
a threshold detection circuit 206 coupled together as shoWn 
in FIG. 2. The Al and A2 bytes in the context of a SONET 
frame are Well knoWn to those of skill in the art. 

Comparators 201 and 202 each receive the N parallel 
input bits received by one of detectors 110. The N parallel 
input bits correspond to one of the N different patterns of N 
contiguous bits discussed above. 
When a high number of bit errors are present in the input 

serial stream, it is desirable to consider less bits of the 
framing pattern so that frame is more likely to be found. The 
tradeolf is that the circuit may falsely detect a frame bound 
ary, causing the framer to return to searching for the framing 
pattern. 
When a loW number of bit errors are present in the input 

serial stream, it is desirable to consider more bits of the 
framing pattern so that it is likely the circuit Will not falsely 
detect a frame boundary. The tradeolf is that the circuit may 
not immediately detect a frame boundary, because of a bit 
error in the bits of the framing pattern being considered. 
An embodiment of detector 110 alloWs ?exibility to 

choose the number of bits that must match the prede?ned 
framing pattern according to tWo techniques. The ?rst tech 
nique is to select a subset of the input vector to each 
comparator for consideration. This technique is referred to 
as comparator resolution. The resolution may be set to 2, 4, 
8, or 16. Aresolution of2 is chosen because it alloWs a user 
?ne control of the framing requirements. Resolutions of 4, 8, 
or 16 are chosen because they are ef?ciently implemented 
With 4-input look up tables common in FPGAs. Values 
larger than 16 are not as desirable, because an increased 
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amount of circuit area is required to implement larger 
resolutions. The value of 16 is only possible if the data path 
Width is equal to or greater than 16. 

The second technique for controlling the number of bits 
that must match the prede?ned framing pattern is to provide 
thresholds to pattern detection counters. The threshold can 
be set to 1, 2, 3, etc. . . . Large threshold values are less 
desirable, because an increased amount of circuit area is 
required to implement larger thresholds. 

There is no threshold for STS-1 because there is only one 
A1 and one A2 byte per frame. The maximum threshold for 
STS-3 is 3. The maximum threshold for STS-12 is 12. The 
maximum threshold for STS-48 is 12, if the data is pro 
cessed With a data path 32 bits Wide. The maximum thresh 
old for STS-48 is 16 With a data path 16 bits Wide. The 
maximum threshold for STS-192 and larger STS signals is 
16. A threshold of 16 limits the siZe of the counter to 4 bits 
due to area considerations. The resolution and threshold is 
controlled separately for A1 and A2 detection. 

Comparator 201 compares sets of input bits to a ?rst half 
of a prede?ned framing pattern. The ?rst half of a prede?ned 
framing pattern corresponds to the ?rst byte in a SONET 
STS-1 frame, or the ?rst N bytes in a SONET STS-N frame, 
Where N is, e.g., 1, 3, 12, 24, 48, 192, etc. The ?rst byte in 
a SONET STS-1 frame is the overhead byte A1. The A1 byte 
is part of the SONET transport overhead section of a frame. 
The A1 byte equals F6. F6 is a hexadecimal representation 
of 8 bits. 

Comparator 201 compares a portion of the N input bits to 
a prede?ned pattern that equals the A1 byte. The portion of 
the N input bits is determined by the comparator resolution 
and can be, e.g., 2, 4, 8, or 16. The comparator 201 compares 
the least signi?cant bits of the input ?rst. For example, if the 
resolution is set to 4, input bits [3:0] are compared. 

Comparator 202 compares input bits to a second half of a 
prede?ned framing pattern. The second half of a prede?ned 
framing pattern corresponds to the second byte in a SONET 
STS-1 frame, or the second N bytes in a SONET STS-N 
frame, Where N is, e.g., 1, 3, 12, 24, 48, 192, etc. The second 
byte in a SONET STS-1 is the overhead byte A2. The A2 
byte is also part of the SONET transport overhead section of 
the frame. The A2 byte equals 28. 28 is a hexadecimal 
representation of 8 bits. 

Comparator 202 compares a portion of the N input bits to 
a prede?ned pattern that equals the A2 byte. The subset of 
the N input bits is determined by the comparator resolution 
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A1 counter 203 keeps track of the number of times 

comparator 201 detects that consecutive sets of input bits 
match F6. Counter 203 maintains the current state of a ?rst 
count value. Each time that comparator 201 receives a set of 
input bits that equal F6, comparator 201 sends a signal to A1 
counter 203 that increases the ?rst count value. After the ?rst 
set of input bits equal F6, subsequent input bits must equal 
F6 and must be consecutive to further increase the ?rst count 
value by one (e.g., to tWo, three, four, etc.). 

If the input value to comparator 201 does not equal F6, A1 
counter 203 resets the ?rst count value to Zero, unless A2 
comparator 202 detects an input value equal to 28, signi?ed 
by signal 204. 
A2 counter 205 keeps track of the number of times 

comparator 202 detects that consecutive sets of input bits 
match 28. Counter 205 maintains the current state of a 
second count value. Each time that comparator 202 receives 
input bits that equal 28, comparator 202 sends a signal to A2 
counter 205 that increases the second count value. After the 
?rst input that equals 28, subsequent input values must equal 
28 and must be consecutive to further increase the second 
count value by one (e.g., to tWo, three, four, etc.). 

Threshold detection circuit 206 receives count values 
from A1 counter 203 and A2 counter 205 as input. Threshold 
detection circuit 206 also receives as input ?rst and second 
threshold values input by signal 207. Threshold detection 
circuit 206 compares the ?rst count value to the ?rst thresh 
old level. Threshold detection circuit 206 compares the 
second count value to the second threshold level. 
When the ?rst count value reaches the ?rst threshold level 

and the second count value reaches the second threshold 
level, the output signal 208 of threshold detection circuit 206 
changes state. For example, output signal 208 transitions 
from a logic loW state to a logic high state When both the ?rst 
and second threshold levels are reached. 

Table 1 is a truth table for a ?rst example of detector 110. 
In the example given in Table 1, the input bits are compared 
to a framing pattern considering 32 bits. The input bits are 
received along an 8-bit data path. The resolution of com 
parator 201 is set to 8. The ?rst threshold is set to 2. The 
resolution of comparator 202 is set to 8. The second thresh 
old is set to 2. 

In Table 1, A1 Count refers to the ?rst count value, and A2 
Count refers to the second count value. When both the ?rst 
and the second threshold levels are reached, the A1A2 
Detect signal 208 becomes 1. 

TABLE 1 

Input Bits [7 . . . 0] Al Count A2 Count AlA2 

XXXXXXX 0 0 

and can be 2, 4, 8, or 16. The comparator considers the most 
signi?cant bits of the input ?rst. For example, if the reso 
lution is set to 4 and the data path Width is 16 bit, input bits 
[15:12] are compared. 

65 

Table 2 is a truth table for a second example of detector 
110. In the example given in Table 2, the input bits are 
compared to a framing pattern considering 10 bits. The input 
bits are received along an 8-bit data path. The resolution of 
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comparator 201 is set to 8. The ?rst threshold is set to l. The 
resolution of comparator 202 is set to 2. The second thresh 
old is set to 1. When both the ?rst and the second threshold 
levels are reached, the AlA2 Detect signal becomes 1. 

TABLE 2 

8 
after the ?rst byte of the frame (the ?rst Al byte). Because 
frame boundary implies Word boundary, signal 208 also 
indicates Whether the N input data bits are in the bit positions 
of a complete Word. 

Al Count Input Bits [7 . . . 

XXX 0 

1 

A2 Count AlA2 

0 

0 

Table 3 is a truth table for a third example of detector 110. The frame boundary information can be used by process 
In the example given in Table 3, the input bits are compared 25 mg functions not shown in FIG, 1, For example, the frame 
to a framing pattern considering 30 bits. The input bits are 
received along a 64-bit data path. The resolution of com 
parator 201 is set to 16. The ?rst threshold is set to l. The 
resolution of comparator 202 is set to 2. The second thresh 
old is set to 7. 

In Table 3, column T refers to time, columnA refers to the 
?rst count value Al, column B refers to the second count 
value A2, and column C refers to the AlA2 detect signal. 
When both the ?rst and the second threshold levels are 
reached, the AlA2 Detect signal becomes 1. 

boundary information can be used to produce location 
strobes that indicate the location of particular bytes in each 
frame as discussed in further detail in co-pending, com 

monly assigned U.S. patent application Ser. No. 10/340,869, 
entitled Ef?cient Delayed Overhead Processing Techniques, 
to Ambrose et al., ?led concurrently hereWith, Which is 
incorporated by reference herein. 
Frame boundary implies column boundary and Word 

boundary, While the reverse is not true. Word boundary does 

TABLE 3 

Input [15 . .. 

Signal 208 indicates a knoWn offset from the beginning of 
a SONET frame. Detector 110 has located the transition 
between A1 and A2, and asserts signal 208 high after the 
transition from Al to A2 by a number of clock cycles equal 65 
to the second threshold. For example, STS-l2, second 
threshold equal to 2, the signal 208 is set (12+2) clock cycles 

not imply column or frame boundary, and column boundary 
does not imply frame boundary. 
The output of threshold detection circuit 206 is coupled to 

the output of detector 110. The output signal of one of 
detectors 110-1 to 110-N changes state (e.g., goes high) 
When that detector determines that its input bits are in the 
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correct bit positions of one complete Word. The output 
signals of the rest of detectors 110-1 to 110-N remain 
unchanged (e.g., remain loW) in the absence of bit errors. In 
the presence of bit errors, more than one output signal of 
detectors 110-1 to 110-N may go high. 

Detectors 110 can have different resolution factors for ?rst 
and second comparators. Detectors 110 can have different 
?rst and second threshold values for the ?rst and the second 
count values. 

All of the output signals of detectors 110-1 to 110-N are 
provided to framer ?nite state machine (framer FSM) 114 as 
signals 112, as shoWn in FIG. 1. Framer 114 samples and 
stores the vector output signals 112 of detectors 110. 
Each detector 110 has one output signal. Therefore, detec 

tors 110-1 to 110-N output N signals. Only one of the output 
signals of detectors 110 indicates the bit location of Words in 
the SONET input signal. For example, one of the output 
signals of detectors 110 is a logic high, While the other 
output signals of detectors 110 are a logic loW. 

Framer 114 samples the vector 112 While in the out of 
frame state. If the vector has any bit set, then framer 114 
stores the vector, and goes into an aligning state. 

In the embodiment of FIG. 4 (discussed beloW), framer 
114 encodes the value of vector 112. Details of an exemplary 
embodiment of this encoding process are noW discussed. An 
offset position counter is set to Zero. The offset counter is 
incremented by one, and the stored vector is shifted by one 
until the least signi?cant bit position of the stored vector is 
high. Thus, the offset counter is incremented by one until it 
locates the least signi?cant bit in vector 112 that is a logic 
high. The offset counter then contains the encoded value of 
the offset. This encoding process is performed for the 
embodiment of FIG. 4, but not for the embodiment of FIG. 
3. 

In an alternative embodiment of the encoding process, the 
offset counter is reset to its maximum value. It is then 
decremented by one, and the stored vector 112 is shifted by 
one until the most signi?cant bit position of the stored vector 
112 is high. Thus, the offset counter is decremented by one 
until it locates the most signi?cant bit in vector 112 that is 
a logic high. The offset counter then contains the encoded 
value of the offset. 

Framer 114 provides the offset value to N align slice 
blocks 115-1 through 115-N as the Position Select (S) 
signals shoWn in FIG. 1. The position select signal is 
encoded for the embodiment of FIG. 4, and is a sampled 
vector 112 for embodiment of FIG. 3. Because framer 114 
stores the value of the Position Select signals S, framer 114 
can maintain the values of these signals throughout the 
length of an entire frame. Thus, after Words Al and A2 have 
passed through circuitry 100, framer 114 continues to main 
tain the one Position Select signal value that indicates the 
location of a complete Word in the input 2N-l bits. 

FIG. 3 illustrates an embodiment of an align slice block 
115. Each align slice block 115-1 through 115-N may 
include the circuitry of FIG. 3. The output signals of AND 
gates 301-1 to 301-N are passed to OR gates 302. The output 
signals of OR gates 302 are stored by ?ip-?ops 303. The 
output signals of ?ip-?ops 303 are passed to inputs of OR 
gate 304. The output of OR gate 304 is stored by ?ip-?op 
305. The output signal of ?ip-?op 305 is the output signal of 
the align slice block 115. 

Flip-?ops 303 and 305 may be controlled by clock signals 
(not shoWn). Flip-?ops 303 and 305 are introduced into 
circuits 115 to create pipelines stages that maintain a loW 
number of logic levels. In further embodiments, OR gate 
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10 
304 and ?ip-?op 305 may be eliminated, for example, When 
the data path is 8 or 16 bits Wide. 

Each align slice block 115-1 through 115-N receives N 
input signals (designated II-IN in FIG. 3) from among the 
2N-l input signals on signal lines 102A. Each align slice 
block 115-1 through 115-N receives each of the N Position 
Select signals Sl-SN. In the embodiment of FIG. 3, the 
Position Select signal is N bits Wide and the Position Select 
signal is not encoded by framer 114 using the offset counter 
as discussed above. 

In the embodiment shoWn in FIG. 3, one of the Position 
Select signals S X is a logic high, and the rest of the Position 
Select signals S are a logic loW. Sx can be any of Position 
Select signals S l-SN, depending upon the output signals of 
detectors 110. The Position Select S X signal that is high 
indicates the bit locations of complete Words in the SONET 
input data stream. Align slice blocks 115-1 to 115-N use the 
Position Select signals to Word align bits in the input signal 
I. 

Because only one of the Position Select signals S is high, 
AND gates 301 only pass the input signal IX bit that is 
located at the same bit position as the high Position Select 
signal S X. For example, if bit S l is a logic high (one) and bits 
S2_N are loW, AND gates 301-2 to 301-N output logic loWs 
(Zeros), and the output of AND gate 301-1 equals Is. 
The input signal IX bit that is passed by one of AND gates 

301 is transmitted all the Way to the output of align slice 
block 115 through OR gates 302/304 and ?ip-?ops 303/305. 
Thus, the output signal of align slice block 115 equals the 
input signal IX bit that is received by the AND gate 301-X. 
AND gate 301-X is the AND gate 301 that receives the 
Position Select SX that is a logic high at one of its input 
terminals. 

Because each of align slice blocks 115-1 to 115-N passes 
input signal 1X to its output terminal, the combined output 
signals of align slice blocks 115-1 to 115-N comprise a Word 
of N bits that are properly Word aligned. Thus, the ?rst bit 
in the aligned data output of blocks 115-1 to 115-N is the ?rst 
bit in a Word of the input data, and the last bit in the aligned 
data output is the last bit in a Word of the input data. 

Block 117 is the severely error frame detector. Block 117 
checks bits in a frame of the aligned data output of blocks 
115 to detect bit errors that may indicate a bad framing 
pattern, according to Well knoWn principles. If block 117 
detects a bad framing pattern, it outputs a signal SEF to 
framer 114. The SEF signal is used by framer 114 to 
determine When framer 114 needs to return to the out of 
frame state to look for a frame boundary again. 

In embodiment of FIG. 3, there may be more than one S X 
in the presence of a particular bit errors. With more than one 
SX, the output of circuit 115 is IXl OR IX2 OR . . . . When this 
occurs, framer 114 can go out of frame. Eventually, framer 
114 ?nds the frame correctly. 

FIG. 4 illustrates an alternative embodiment of an align 
slice block 115. Circuit 400 shoWn in FIG. 4 solves the 
problems that occur When more than one of the bits in vector 
112 is a logic high, Which may happen if sufficient bit errors 
occur in the considered framing pattern. As discussed above, 
framer 114 encodes vector 112 by detecting the least (or the 
most) signi?cant bit in vector 112 that is high. The Position 
Select signal output of framer 114 is an encoded value that 
indicates the position of only one high bit in vector 112. 

Circuit 400 is also an improvement over the embodiment 
of FIG. 3, because circuit 400 is a smaller circuit than the 
circuit of FIG. 3. Circuit 400 in FIG. 4 performs the function 
of one of align slice blocks 115. N circuits 400 can perform 
the functions of N align slice blocks 115-1 through 115-N. 
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Circuit 400 includes multiplexers 401-1 through 401-M, 
?ip-?ops 402-1 through 402-M, multiplexer 403, and ?ip 
?op 404. M equals N divided by the number of input bits 
into each multiplexer 401. 

For example, the number of input bits into each multi 
plexer 401 may be 8 or 16. The numbers 8 and 16 are chosen 
to provide area ef?ciency and a loW number of logic levels. 
The number of input bits into each multiplexer 401 can be 
16 only When the data path is 16 bits or more. 

Flip-?ops 402 and 404 are introduced to create pipeline 
stages that maintain a loW number of logic levels. Multi 
plexer 403 and ?ip-?op 404 may eliminated, for example, 
When the data path is 8 or 16 bits Wide. 

Multiplexers 401-1 through 401-M receive N input bits 
I l-IN from signal lines 102A. For example, multiplexer 
401-1 through 401-M in align slice block 115-1 receive 
input bits 0 to N-l. Each multiplexer 401 receives a subset 
of these input bits. 

Each multiplexer 401 receives a subset of the Position 
Select signals SIM-SQ at their respective select inputs, as 
shoWn in FIG. 4. The subset is determined by the siZe of N 
and M. P:lg(N); and QIl g(M), Where 1 g is base 2 
logarithm. Each of multiplexers 401 selects one of its input 
bits and stores the selected bit in a corresponding ?ip-?op 
402 in response to signals SIM-SQ. The bits stored by 
?ip-?ops 402-1 through 402-M are provided to the inputs of 
multiplexer 403. 

Multiplexer 403 receives a subset of the Position Select 
signals SQ_1-SO at its select input. For example if N:64, and 
M:8, then Position Select bits S[5:3] go to multiplexers 401, 
and Position Select bits S[2:0] go to multiplexer 403. 
Multiplexer 403 selects one of the input bits I in response to 
signals SSQI-SO and stores the selected signal in ?ip-?op 
404. The output signal of ?ip-?op 404 comprises one bit in 
the aligned data output signal of circuitry 100. 

Circuit 400 is a tWo-stage circuit that performs the func 
tion of a one-stage N input multiplexer that selects one of the 
N input signals in response to a P bit long select signal. 
Circuit 400 performs the multiplexing function in tWo stages 
over tWo clock cycles. Circuit 400 outputs the input bit I l-I N 
that is indicated by the Position Select bits. 
A speci?c example of hoW circuitry 100 can align Words 

on the input data received on signal lines 102 is noW 
discussed. It should be understood that the numbers used in 
this example are used for illustrative purposes only and do 
not limit the scope of the present invention. According to 
this speci?c example, Words in the input data are 4 bits long 
(N:4). The bits in the serial input data signal are referred to 
as A1, A2, A3, A4, B1, B2, B3, B4, C1, C2, etc. According 
to this designation, each number indicates a unique bit, and 
each letter indicates a unique Word. Thus, the four A bits 
form one Word. In this sequence, A1 is received ?rst at the 
input of deserialiZer 101, folloWed by A2, A3, etc. 

DeserialiZer 101 converts 4 arbitrary bits from the serial 
input data stream into 4 parallel bits. For example, deseri 
aliZer 101 may convert bits A3, A4, B1, and B2 into 4 
parallel bits on signal lines 102. Three ?ip-?ops 103 receive 
bits A4, B1, and B2 in one clock cycle. In the next clock 
cycle, bits B3, B4, C1, C2 are received on signal lines 102, 
and ?ip-?ops 103 provide bits A4, B1, B2 on lines 105. 
Thus, signal lines 102A noW have seven bits in the folloWing 
order: A4, B1, B2, B3, B4, C1, C2, Where A4 is at position 
0. This process is repeated for subsequent sets of four bits. 

Four detectors 110-1 to 110-4 each receive one of four 
patterns of four contiguous bits from lines 102A. For 
example, detector 110-2 receives bits B1, B2, B3, B4 as 
input signals from lines 102A in that order. Bits B1, B2, B3, 
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12 
B4 are aligned according to the Word B in the serial input 
data stream. Detector 110-2 also receives subsequent sets of 
four bits that are also aligned the same as Words in the serial 
input data stream (such as C1, C2, C3, C4). The ?rst feW 
Word aligned sets of input bits received by detector 110-2 
match the framing patterns F6 and 28, indicating the pres 
ence of Words A1 and A2. 

After the number of matches to the framing patterns 
reaches the ?rst and second threshold levels, detector 110-2 
outputs a logic high signal. The output is detected by framer 
114, and the framer produces a position select signal. For the 
FIG. 3 AND/OR embodiment of align slice blocks 115, this 
select is N bits Wide. This logic high signal appears in the 
second bit position S2 of the Position Select signal. Because 
signal S2 is high, each one of align slice blocks 115 passes 
the second input bit 12 that it receives to its output. 

For the FIG. 4 embodiment of align slice 115, framer 114 
produces an encoded select signal, With the value selecting 
the second position (binary 01). In this example, 00 selects 
?rst position, 01 selects second, 10 selects third, 11 selects 
fourth. Because signal S is binary 01, each one of the align 
slice blocks 115 passes the second input bit 12 that it 
receives to its output. 

Block 115-1 receives bits A4, B1, B2, B3 and passes the 
second bit B1. Block 115-2 receives bits B1, B2, B3, B4, and 
passes the second bit B2. Block 115-3 receives bits B2, B3, 
B4, C1 and passes the second bit B3. Block 115-4 receives 
bits B3, B4, C1, C2, and passes the second bit B4. 
The aligned data output ofcircuitry 100 is B1, B2, B3, B4. 

Circuitry 100 also Word aligns subsequent sets of four bits. 
For example, circuitry 100 receives a 4 bit parallel signal C3, 
C4, D1, D2, and converts into a 4 bit parallel signal C1, C2, 
C3, C4 using previously received bits B4, C1, C2. 

While the present invention has been described herein 
With reference to particular embodiments thereof, a latitude 
of modi?cation, various changes, and substitutions are 
intended in the present invention. In some instances, features 
of the invention can be employed Without a corresponding 
use of other features, Without departing from the scope of the 
invention as set forth. Therefore, many modi?cations may 
be made to adapt a particular con?guration or method 
disclosed, Without departing from the essential scope and 
spirit of the present invention. For example, the present 
invention encompasses any SONET standard such as STS-l, 
STS-3, STS-l2, STS-24, STS-48, STS-l92, etc. The present 
invention also includes locating Words in SDH frames. It is 
intended that the invention not be limited to the particular 
embodiment disclosed, but that the invention Will include all 
embodiments and equivalents falling Within the scope of the 
claims. 
What is claimed is: 
1. A system for detecting locations of Words in an input 

data stream that has been converted to sets of parallel data, 
the system comprising: 

storage circuits coupled to store a ?rst set of the parallel 
data, Wherein the system receives a second set of the 
parallel data subsequent to the ?rst set of the parallel 
data, and a third parallel data set comprises the ?rst set 
and the second set of the parallel data; 

detector circuits comprising comparators that compare the 
third parallel data set to prede?ned framing patterns to 
provide position signals that indicate bit locations of 
Words in the input data stream and boundaries betWeen 
frames in the input data stream; and 

logic circuits that select Word aligned data bits from the 
third parallel data set based on the bit locations indi 
cated by the position signals. 
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2. The system of claim 1 wherein bits in the input data 
stream are organized according to a SONET standard. 

3. The system of claim 1 Wherein bits in the input data 
stream are organized according to a SDH standard. 

4. The system of claim 1 further comprising: 
a memory circuit that stores the position signals before 

they are provided to the logic circuits. 
5. The system of claim 1 Wherein each of the detector 

circuits comprises: 
a ?rst comparator; 
a second comparator; 
a ?rst counter that counts a ?rst number of times the ?rst 

comparator detects that at least a portion of a ?rst 
subset of the third parallel data set matches a ?rst 
framing pattern; and 

a second counter that counts a second number of times the 
second comparator detects that at least a portion of the 
?rst subset of the third parallel data set matches a 
second framing pattern. 

6. The system of claim 5 Wherein each of the detector 
circuits further comprises: 

a threshold detection circuit in one of the detector circuits 
that outputs a position signal indicating the ?rst subset 
of the third parallel data set matches the location of 
Words in the input data stream When the ?rst number 
reaches a ?rst threshold level and the second number 
reaches a second threshold level. 

7. The system of claim 5 Wherein: 
the ?rst comparator compares 2, 4, 8, or 16 least signi? 

cant bits of the ?rst subset of the third parallel data set 
to the ?rst framing pattern; and 

the second comparator compares 2, 4, 8, or 16 most 
signi?cant bits of the ?rst subset of the third parallel 
data set to the second framing pattern. 

8. The system of claim 1 Wherein each of the logic circuits 
comprises: 

a ?rst plurality of logic gates, each of the ?rst logic gates 
performing AND functions on one bit in a subset of the 
third parallel data set and one of the position signals; 
and 

a second plurality of logic gates that perform OR func 
tions on output signals of the ?rst logic gates. 

9. The system of claim 1 Wherein each of the logic circuits 
comprises: 

a ?rst plurality of logic gates, each of the ?rst logic gates 
performing a ?rst stage of multiplex functions on 
subsets of the third parallel data set and the position 
signals; and 

a second plurality of logic gates that perform a second 
stage of multiplex functions on output signals of the 
?rst logic gates. 

10. The system of claim 9 further comprising: 
an offset counter that provides the position signals by 

encoding output signals of the detector circuits by 
locating a least or a most signi?cant bit among the 
output signals that is a logic high. 

11. The system of claim 1 Wherein each of the Words in 
the input data stream has N bits, and the system comprises 
N detector circuits and N logic circuits. 

12. A method for detecting locations of Words in an input 
data stream that includes bits, the method comprising: 

receiving and storing a ?rst parallel set of the bits; 
receiving a second parallel set of the bits after the ?rst 

parallel set of the bits, Wherein the ?rst parallel set and 
the second parallel set of the bits are grouped into third 
parallel data bits; 
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14 
detecting bit locations of Words in the input data stream by 

comparing subsets of the third parallel data bits to 
framing patterns to provide position signals; and 

selecting Word aligned data bits from among subsets of 
the third parallel data bits based on the bit locations 
indicated by the position signals. 

13. The method of claim 12 Wherein the detecting bit 
locations of Words in the input data stream further comprises 
detecting boundaries betWeen frames in the input data 
stream. 

14. The method of claim 12 Wherein bits in the input data 
stream are organiZed according to a SONET standard. 

15. The method of claim 12 Wherein bits in the input data 
stream are organiZed according to a SDH standard. 

16. The method of claim 12 further comprising: 

storing the position signals in memory; and 
sampling the position signals. 
17. The method of claim 12 Wherein detecting the bit 

locations of Words in the input data stream further com 
pnses: 

counting a ?rst number of times consecutive subsets of 
the third parallel data bits match a ?rst framing pattern; 
and 

counting a second number of times consecutive subsets of 
the third parallel data bits match a second framing 
pattern. 

18. The method of claim 17 Wherein detecting the bit 
locations of Words in the input data stream further com 
prises: 

providing one of the position signals to indicate that a 
subset of the third parallel data bits matches the loca 
tion of Words in the input data stream When the ?rst 
number reaches a ?rst threshold level and the second 
number reaches a second threshold level. 

19. The method of claim 12 Wherein detecting the bit 
locations of Words in the input data stream further com 
prises: 

comparing subsets of the third parallel data bits to the 
framing patterns using a resolution of 2, 4, 8, or 16. 

20. The method of claim 12 Wherein selecting the aligned 
data bits from among subsets of the third parallel data bits 
further comprises: 

performing AND functions, each AND function being 
performed on one of the third parallel data bits and one 
of the position signals. 

21. The method of claim 20 Wherein: 

results of the AND functions are combined using OR 
functions to provide the Word aligned data bits. 

22. The method of claim 12 Wherein selecting the Word 
aligned data bits from among subsets of the third parallel 
data bits further comprises: 

multiplexing subsets of the third parallel data bits using 
?rst multiplexers. 

23. The method of claim 22 Wherein selecting the Word 
aligned data bits from among subsets of the third parallel 
data bits further comprises: 

multiplexing output signals of the ?rst multiplexers using 
second multiplexers to provide the Word aligned data 
bits. 

24. The method of claim 23 Wherein detecting the bit 
locations of Words in the input data stream by comparing the 
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tion of Words in the input data stream When the ?rst subsets of the third parallel data bits to the framing patterns 
number reaches a ?rst threshold level and the second to provide the position signals further comprises: 

counting a ?rst number of times consecutive subsets of number reaches a Second threshold level; and 

the?nrd parallel data bus match a ?rst frammg pattern; encoding the Word detection signals by locating a least or 
counting a second number of times consecutive subsets of 5 t _ ,? t b_t th d d t t, _ 1 

the third parallel data bits match a second framing a mO_S S1gm_ Car} 1 among e Wor S ec 1_On slgna S 
pattern; that is a logic high to provide the position signals. 

providing Word detection signals that indicate that a 
subset of the third parallel data bits matches the loca 


