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(57) 
A method for converting a non-driven tag axle system to a 
driven axle system is disclosed where a forward driven axle 
system is converted to drive an interaxle drive shaft. The 
interaxle drive shaft is connected to a drive axle head 
mounted within the tag axle housing. Drive axles are con 
nected to drive axle head. In another embodiment, a forward 
driven axle system is removed from a ?rst position on the 
vehicle frame and the tag axle is removed from a second 
position on the vehicle frame. A diiferential is installed in the 
tag axle and it is located in the ?rst position. The forward 
driven axle system is located in the second position and 
connected to the diiferential in the ?rst position. 

ABSTRACT 

11 Claims, 10 Drawing Sheets 
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METHOD FOR CONVERTING A 
NON-DRIVEN TAG AXLE SYSTEM TO A 

DRIVEN AXLE SYSTEM 

FIELD OF THE INVENTION 

The present invention relates to method of converting a 
non-driven tag axle system to a driven axle system in a 
tandem axle system. 

BACKGROUND OF THE INVENTION 

Single drive axle trucks With a tag axle are knoWn for their 
lighter Weight, improved fuel economy, loW installation cost 
and reliability in operations over tandem drive axle con?gu 
rations. The North American truck market, hoWever, is 
dominated by the tandem drive axle con?guration in part 
due to single drive axle trucks having a loW resale value. The 
loW resale value can be partly attributed to the high cost 
associated With converting a single drive axle truck to a 
tandem drive axle truck. Conversion costs can be high since 
current tag axles have a different pro?le and Wheel equip 
ment than the drive axle, thus requiring a retro?tter to 
discard the tag axle, the suspension bracketry and the Wheel 
equipment and install a neW drive axle, suspension bracketry 
and Wheel equipment. 

In light of the disadvantages of the prior art, it Would be 
advantageous to convert a non-driven tag axle to a driven 
axle by re-using much of the original equipment of the 
vehicle. It Would also be advantageous to provide the vehicle 
With a tag axle assembly and a driven axle assembly that 
have substantially identical pro?les that they can be inter 
changed With one another. It Would also be advantageous for 
a truck ?eet oWner to have the ability to purchase a single 
drive axle truck and then later convert it to a tandem drive 
axle truck for resale. 

SUMMARY OF THE INVENTION 

The present invention is directed toWard a method for 
converting a single drive axle vehicle to a tandem drive axle 
vehicle. The method includes providing a tag axle system 
comprising a tag axle housing, a removable cover plate 
attached to the tag axle housing and a pair of holloW, radially 
extending arms With a closure in each arm. A forWard driven 
axle system is also provided comprising a forWard axle 
assembly located in a forWard axle housing and driving a 
stub shaft assembly. The axle housing has a closure in an 
output shaft aperture. The forWard axle assembly is 
replaced, including the stub shaft assembly, With a forWard 
rear axle assembly. The cover plate of the tag axle housing 
is removed and a drive axle head assembly is installed into 
the tag axle housing. The closure in the output shaft aperture 
is removed and an output shaft is installed through the 
aperture. The output shaft is connected betWeen the forWard 
rear axle assembly and the drive axle head assembly. Addi 
tionally, the closures in each arm of the tag axle system are 
removed and axles connected to the drive axle head assem 
bly are inserted. 

The present invention is also directed toWard an addi 
tional method of converting a single drive axle vehicle to a 
tandem drive axle vehicle including providing a tag axle and 
a driven axle of a tandem axle system, Where the tag axle 
comprises a boWl having tWo holloW, radially extending 
arms. The driven axle is connected to an engine With a 
rotatable drive shaft. The tag axle is removed from a rear 
position on the vehicle frame and a dilferential assembly is 
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2 
mounted Within the boWl of the tag axle. A left axle shaft and 
a right axle shaft are installed Within the holloW arms and the 
shafts are connected to the dilferential assembly. The driven 
axle is removed from the front position on the vehicle frame. 
The tag axle, With the dilferential assembly and the left and 
right axle shafts, is installed in the front position on the 
vehicle frame and the dilferential assembly is attached to the 
drive shaft. The driven axle is then installed in the rear 
position on the vehicle frame and connected to the differ 
ential of the tag axle. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above, as Well as other advantages of the present 
invention, Will become readily apparent to those skilled in 
the art from the folloWing detailed description When con 
sidered in the light of the accompanying draWings in Which: 

FIG. 1 is a schematic vieW of a drive axle system and a 
tag axle system of the present invention; 

FIG. 2 is side vieW of an original component of the drive 
axle system; 

FIG. 3 is a side vieW of the component of FIG. 2 modi?ed 
according to the present invention; 

FIG. 4 is an exploded, schematic vieW of some of the 
components used to modify the component of FIG. 2; 

FIG. 5 is an exploded, schematic vieW of some of the 
components used to modify the drive axle system of FIG. 2; 

FIG. 6 is a schematic, perspective vieW depicting a step of 
the present invention; 

FIG. 7 is a schematic, perspective vieW depicting yet 
another step of the present invention; 

FIG. 8 is a schematic, perspective vieW of a drive axle 
system and a tag axle system of an alternative embodiment 
of the present invention; 

FIG. 9 is a schematic, perspective vieW of a step of the 
process of the alternative embodiment of the present inven 
tion; and 

FIG. 10 is a schematic, perspective vieW of yet another 
step of the process of the alternative embodiment of the 
present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

It is to be understood that the invention may assume 
various alternative orientations and step sequences, except 
Where expressly speci?ed to the contrary. It is also to be 
understood that the speci?c devices and processes illustrated 
in the attached draWings, and described in the folloWing 
speci?cation are simply exemplary embodiments of the 
inventive concepts de?ned in the appended claims. Hence, 
speci?c dimensions, directions or other physical character 
istics relating to the embodiments disclosed are not to be 
considered as limiting, unless the claims expressly state 
otherWise. 

Referring noW to FIG. 1, a tag axle system 20 having a tag 
axle housing 22, a removable cover 24 attached to the tag 
axle housing 22 and a pair of holloW, radially extending 
arms 26 secured to the housing 22 is depicted. In the 
preferred embodiment, at least tWo closures 28 are located 
in each arm 26 to prevent, or reduce, lubricant from escap 
ing. The closures 28 are preferably removeable from each 
arm 26. 

At least one Wheel (not shoWn) is rotatably attached to an 
outboard portion 30 of each radially extending arm 26. At 
least one tire (not shoWn) is mounted on the at least one 
Wheel, as knoWn by those skilled in the art. 
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FIG. 1 also depicts a forward driven axle system 32 
having a forward axle differential assembly 34 located in a 
forWard axle housing 36. Preferably, the forWard axle hous 
ing 36 has an aperture 38 located in a rear covering 40. A 
selectively removeable closure 42 is ?tted Within the aper 
ture 38 of the rear covering 40. 

The forWard driven axle system 32 has a pair of holloW, 
radially extending arms 44 secured to the housing 36 that 
rotatably house a ?rst axle shaft 46 and a second axle shaft 
48. A ?rst end 50 of the ?rst axle shaft 46 is drivingly 
connected to the forWard axle differential assembly 34. A 
?rst end 52 of the second axle shaft 48 is drivingly con 
nected to the forWard axle differential assembly 34. A second 
end 54 of the ?rst axle shaft 46 has at least one Wheel (not 
shoWn) rotatably attached thereto. At least one tire (not 
shoWn) is mounted to the Wheel as knoWn by those skilled 
in the art. A second end 56 of the second axle shaft 48 has 
at least one Wheel (not shoWn) rotatably attached thereto. At 
least one tire (not shoWn) is mounted to the Wheel, as knoWn 
by those skilled in the art. 
One embodiment of the forWard axle differential assem 

bly 34 is depicted in FIG. 2. In the depicted embodiment, the 
forWard axle differential assembly 34 is a high entry forWard 
axle assembly, as knoWn to those skilled in the art, although 
other axle assemblies are Within the scope of the present 
invention. The forWard axle differential assembly 34 is 
housed Within a differential case 58. The case 58 may be 
constructed of a single piece or it may be constructed of 
multiple pieces joined together by a plurality of bolts. A 
differential carrier cover 60 is typically also secured to the 
differential case 58. 

A stub shaft 62 is rotatably mounted Within the differential 
case 58 on at least a ?rst bearing 64 and a second bearing 66. 
The ?rst bearing 64 is secured betWeen a bearing cone 68 
and a bearing cup 70 and the second bearing 66 is secured 
betWeen a bearing cone 72 and a bearing cup 74. Additional 
bearings, bearing cups and bearing cones, or other antifric 
tion means knoWn to those skilled in the art are Well Within 
the scope of the present invention. 
An input adjuster cup assembly 76 is provided adjacent 

the ?rst bearing 64 for adjusting the position of the bearing 
64 as knoWn to those skilled in the art. A lubricant seal 78 
is located axially adjacent the input adjuster cup assembly 
76 for preventing lubricant from escaping from the differ 
ential case 58. 

The stub shaft 62 is rotatably connected to a helical pinion 
gear 80. The helical pinion gear 80 is rotatably mounted 
Within the differential case 58 by at least a third bearing 82 
and a fourth bearing 84. The third bearing 82 is secured 
Within a bearing cup 86 and a bearing cone 88 and the fourth 
bearing 84 is secured Within a bearing cup 90 and a bearing 
cone 92. The helical pinion gear 80 is rotatably connected to 
a ring gear 94. The helical pinion gear 80 can be aligned With 
the rotational axis 96 of the ring gear 94 or it may be offset 
from the rotational axis 96 of the ring gear 94, as depicted 
in FIG. 2. 

The ?rst axle shaft 46 and the second axle shaft 48 are 
connected to the ring gear 94 With a plurality of side gears 
(not shoWn), as knoWn to those skilled in the art. The ?rst 
and second axle shafts 46, 48 are rotationally mounted 
Within the differential case 58 on at least tWo bearings (not 

shoWn). 
According to a preferred embodiment of the method of 

the present invention, the forWard axle differential assembly 
34 is converted to a forWard rear axle differential assembly 
100 by removing the stub shaft 62 and installing an input 
shaft 102 and interaxle differential components, as shoWn in 
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4 
FIG. 3, in its place. AneW lubricant seal 104, input adjuster 
cup assembly 106 and ?rst bearing 108, With a neW bearing 
cone 110 and bearing cup 112, are preferably installed, 
although in some circumstances the originals may be reused 
unless they are Worn or otherWise damaged. 
A second lubricant seal 114 is added adjacent a lock out 

clutch 116, as best seen in FIG. 3. The clutch 116 is slidingly 
mounted a plurality of splines 118 located on a raised 
diameter portion 120 of the input shaft 102. The clutch 116 
has a plurality of circumferentially disposed teeth 122 Which 
selectively engage With a corresponding set of teeth 124 on 
an adjacent helical side gear 126. The teeth 122 on the clutch 
116 are urged into engagement With the teeth 124 on the 
helical side gear 126 by a shift fork 128, best seen in FIG. 
4, that moves the clutch 116 in a ?rst axial direction. The 
shift fork 128 is axially translated by a ?uid driven piston 
130 Which is moved in response to a ?uid pressure shift 
signal. A piston cover 132 and piston o-ring 134 are secured 
to the piston 130 for sealingly enclosing at least a portion of 
the piston 130. At least one coil spring 136, in contact With 
the shift fork 128, urges the shift fork 128 in a second axial 
direction, opposite the ?rst axial direction. 

Those skilled in the art Will appreciate that engaging the 
teeth 122 on the clutch 116 With the teeth 124 on the helical 
side gear 126 Will engage an interaxle differential assembly 
138, depicted in FIG. 3. If the clutch 116 and the side gear 
126 are not engaged, the poWer from the input shaft 102 Will 
be transmitted to the axle behind the forWard rear axle 
differential assembly 100. The clutch 116 alloWs poWer to be 
selectively provided to the axle With the most available 
Wheel traction. 
The interaxle differential assembly 138 has a spider 140 

connected to the input shaft 102. The spider 140 has at least 
a pair of oppositely disposed differential gears 142 Which on 
one side engage With an output side gear 144 and on the 
other side engage With the helical side gear 126. The output 
side gear 144 is connected to an output shaft 146, best seen 
in FIG. 5. A bearing assembly comprising of at least one 
bearing ring 148, at least one bearing cup 150 and at least 
one bearing cone 152 are located about the output shaft 146 
to facilitate its rotation. The output shaft 146 is connected to 
an output yoke 154. 
The output yoke 154 is connected to a ?rst end 156 of an 

interaxle drive shaft 158, as shoWn in FIG. 6. A second end 
160 of the interaxle drive shaft 158 is connected a drive axle 
head assembly 162 that has been located Within the tag axle 
housing 22. The drive axle head assembly 162 is located 
Within the tag axle housing 22 by removing the cover 24 on 
the original tag axle system 20 and positioning the assembly 
162 Within the housing 22, as shoWn in FIG. 7. Referring 
back to FIG. 6, the drive axle head assembly 162 provides 
drive to Wheels (not shoWn) supported on either side of the 
assembly 162 on a ?rst axle shaft 164 and a second axle shaft 
166 located Within a ?rst radially extending arm 168 and a 
second radially extending arm 170, respectively. A ?rst 
closure 172, located in the ?rst radially extending arm 168 
to prevent Wheel bearing lubricant from entering the tag axle 
housing 22, is removed prior to installation of the ?rst axle 
shaft 164. A second closure 174 located Within the second 
radially extending arm 170, also present to prevent Wheel 
bearing lubricant from entering the tag axle housing 22, is 
removed prior to installation of the second axle shaft 166. 
The assembly 162 may include a pinion assembly 176 and 
a differential gear assembly 178, as knoWn to those skilled 
in the art for driving a rear axle of a tandem axle system. 
The pinion shaft assembly 176 is provided to transfer 

torque from the interaxle drive shaft 158 to the differential 
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gear assembly 178. The dilTerential gear assembly 178 
allows the Wheels supported on either side of the axle 
assembly 178 to rotate at different speeds. The assembly 178 
includes a pinion gear (not shown), a ring gear 182 and a 
conventional bevel gear set (not shoWn). The pinion gear 
transfers torque from the interaxle drive shaft 158 to the ring 
gear 182. The ring gear 182 transfers torque from the pinion 
gear to the bevel gear set and is convention in the art. 

The tag axle system, described above, is then located back 
in its original position behind the ?rst axle 46 on a frame 
186, as shoWn in FIG. 6. Those skilled in the art Will 
appreciate that torque provided by a prime mover, such as an 
internal combustion engine (not shoWn), is transferred to the 
input shaft 102 of the forWard rear axle dilTerential assembly 
100. The torque is divided Within the forWard rear axle 
dilTerential assembly 100 for driving the Wheels associated 
thereWith and part of the torque is transferred to the interaxle 
drive shaft 158. The interaxle drive shaft 158 transmits 
torque to the drive axle head assembly 162 Which in turn 
drives the Wheels associated thereWith. 
An alternative embodiment of the present invention is 

depicted in FIG. 8 and comprises a tag axle system 188 
located behind a driven axle system 190 of a tandem axle 
system 192. The driven axle system 190 is mounted in a ?rst 
position 194 on a vehicle frame 196 and the tag axle system 
188 is located in a second position 198 behind the ?rst 
position 194 on the vehicle frame 186. 

The driven axle system 190 has a boWl 200 With tWo 
radially extending arms 202 connected thereto. Axle shafts 
204 are located Within each of the radially extending arms 
202. The axle shafts 204 are drivingly connected to a 
differential 206 housed Within the boWl 200 of the driven 
axle system 190. The driven axle system 190 is connected to 
a prime mover, such as an internal combustion engine (not 
shoWn), With a rotatable drive shaft 208. The tag axle system 
188 has a boWl 209 originally ?tted With no di?ferential and 
tWo substantially holloW arms 211 that radially extend from 
the boWl 209. Preferably, the tag axle system 188 has a 
substantially similar shape and siZe as the driven axle system 
190. 

Looking noW at FIGS. 8 and 9, the driven axle system 190 
is removed from its ?rst position 194 on the frame 196 and 
the tag axle system 188 is removed from its second position 
198 on the frame 196. A cover 210 on the boWl 209 of the 
tag axle system 188 is removed and a forWard rear axle 
dilTerential assembly 212 is installed Within the boWl 209. In 
the preferred embodiment, the boWl 209 has been pre 
machined to accept the forWard rear axle dilTerential assem 
bly 212. 

The forWard rear axle dilTerential assembly 212 is adapted 
to drive Wheels (not shoWn) supported on either side of the 
dilTerential assembly 212. Preferably, the forWard rear axle 
dilTerential assembly 212 is identical to, or very similar to, 
the high entry forWard rear axle dilTerential assembly 100 
described above. Those skilled in the art Will appreciate that 
other forWard rear axle dilTerential assemblies, other than as 
described above, may be used in order to provide an 
assembly designed for a speci?c application. 

The former tag axle system 188, having a forWard rear 
axle dilTerential assembly 212 installed therein, Will noW be 
referred to as a forWard rear assembly 214 and is depicted as 
such in FIG. 10. A ?rst end 216 of a ?rst axle shaft 218 is 
connected to the forWard rear axle dilTerential assembly 212 
Within one radially extending arm 202, as knoWn by those 
skilled in the art. A ?rst end 220 of a second axle shaft 222 
is connected to the forWard rear axle dilTerential assembly 
212 Within the other radially extending arm 202, also as 
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6 
knoWn by those skilled in the art. A second end 224 of the 
?rst axle shaft 218 is connected to a ?rst Wheel (not shoWn) 
and at least one associated tire (not shoWn). A second end 
226 of the second axle shaft 222 is connected to a second 
Wheel (not shoWn) and at least one associated tire (not 
shoWn). The forWard rear assembly 214 is installed in the 
?rst position 194 on the frame 196. 
An output shaft (not shoWn) of the forWard rear axle 

assembly 214 is connected, as described above, to an output 
yoke (not shoWn). The output yoke is connected to a ?rst end 
232 of an interaxle drive shaft 234. 
The former driven axle system 190, removed from the 

?rst position 194 on the frame 196, Will noW be referred to 
a rear rear assembly 236, as it is depicted in FIG. 10. The 
rear rear assembly 236 is installed in the second position 198 
on the frame 196. A second end 238 of the interaxle drive 
shaft 234 is drivingly connected, in a manner knoWn by 
those skilled in the art, to the dilTerential 206 Within the rear 
rear assembly 236. 

While it is preferred to reuse the same dilTerential 206, 
axle shafts 240 and Wheels (not shoWn) of the rear rear 
assembly 236, those skilled in the art Will appreciate that 
modi?cations to one or any of these items can be easily 
accomplished during the installation of the rear rear assem 
bly 236. Those skilled in the art Will also appreciate that 
suspension bracketing may be secured to either the rear rear 
assembly 236 or the forWard rear assembly 214 as required. 

Those skilled in the art Will appreciate that based upon the 
description of the invention above, driving torque from an 
internal combustion engine (not shoWn) is transmitted from 
the rotatable drive shaft 208 and into the forWard rear 
assembly 214. The forward rear axle di?ferential assembly 
212 divides the torque and provides a portion of the torque 
to the ?rst and second axle shafts 218, 222 to drive the 
Wheels (not shoWn) and tires (not shoWn) associated there 
With. The remainder of the torque is transmitted through the 
forWard rear axle di?ferential assembly 212 to drive the 
interaxle drive shaft 234. The rotation of the interaxle drive 
shaft 234 drives the dilTerential 206 of the rear rear assembly 
236. The dilTerential 206 of the rear rear assembly 236 
provides torque to a ?rst axle shaft 242 and second axle shaft 
244 to drive the Wheels (not shoWn and tires (not shoWn) 
associated thereWith. 

In accordance With the provisions of the patent statutes, 
the present invention has been described in What is consid 
ered to represent its preferred embodiments. HoWever, it 
should be noted that the invention can be practiced other 
Wise than as speci?cally illustrated and described Without 
departing from its spirit or scope. 
What is claimed is: 
1. A method for converting a non-driven tag axle system 

to a driven axle system, comprising: 
providing a tag axle system comprising a tag axle hous 

ing, a removable cover plate attached to said tag axle 
housing and a pair of holloW, radially extending arms 
With a closure in each arm; 

providing a forWard driven axle system comprising a 
forWard axle assembly located in a forWard axle hous 
ing and driving a stub shaft assembly, said forWard axle 
housing having a closure in an output shaft aperture; 

converting said forWard axle assembly to a forWard rear 
axle assembly; 

removing said cover plate of said tag axle housing and 
installing a drive axle head assembly into said tag axle 
housing; 

removing said closure in said output shaft aperture and 
installing an output shaft through said aperture and 
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connecting said output shaft With said forward rear axle 
assembly and With said drive axle head assembly; and 

removing said closures in each arm and inserting axles for 
connection With said drive axle head assembly. 

2. The method of claim 1, Wherein said forWard axle 
assembly is a high entry single drive forWard axle assembly. 

3. The method of claim 1, Wherein said closures in each 
of said tag axle housing arms are selectively removeable 
?uid tight plugs ?lled Within each of said arms. 

4. The method of claim 1, said forWard axle assembly is 
converted to a forWard rear axle assembly by removing said 
stub shaft assembly and installing at least a side gear, an 
interaxle differential assembly and an input shaft. 

5. The method of claim 1. Wherein said forWard axle 
assembly is converted to a forWard rear axle assembly by 
installing an interaxle differential lock mechanism to said 
forWard axle assembly. 

6. The method of claim 1, Wherein said forWard axle 
assembly is convened to a forWard rear axle assembly by 
installing a shift fork and push rod assembly. 

7. The method of claim 1, Wherein said forWard axle 
assembly is convened to a forWard rear axle assembly by 
installing a piston assembly. 

8. A method for converting a non-driven tag axle to a 
driven axle, comprising: 

providing a tag axle system Which includes a tag axle 
housing, a removable cover plate attached to said tag 
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axle housing and a pair of radially extending arms With 
a closure in each arm; 

converting a forWard driven axle system to a forWard rear 
axle assembly by at least installing a side gear, an 
interaxle differential assembly, an input shaft, an inter 
axle dilferential lock mechanism, a shift fork and push 
rod assembly and a piston assembly; 

installing a drive axle head Within said tag axle system; 
and 

connecting an output shaft betWeen said forWard rear axle 
assembly and said drive axle head. 

9. The method of claim 8, Wherein said forWard driven 
axle system is converted to a forWard rear axle assembly by 
removing a stub shaft assembly from said forWard driven 
axle system. 

10. The method of claim 8. Wherein said forWard driven 
axle system is converted to a forWard rear axle assembly by 
removing a closure from an aperture located in a forWard 
axle housing and locating said output shaft through said 
aperture. 

11. The method of claim 8, Wherein said closures located 
Within said radially extending arms of said tag axle system 
are removed and replaced With at least tWo axles shafts 
connected to drive axle head. 


