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METHOD OF BALANCING WORK LOAD 
WITH PRIORITIZED TASKS ACROSS A 

MULTITUDE OF COMMUNICATION PORTS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention is related in general to the ?eld of com 
puter systems. In particular, the invention consists of a 
copying technique Where data at a primary storage system is 
backed-up to a secondary storage system. 

2. Description of the Prior Art 
Computer storage systems such as storage servers com 

monly employ backup techniques utiliZing a primary storage 
system and a secondary storage system to maintain a redun 
dant copy of stored data. The secondary storage system is 
typically located at a location that is remote from the 
primary storage system and receives data from the primary 
via a high-speed data link such as an optical-?ber connec 
tion. In other cases, the secondary and primary storage 
systems may physically reside Within the same storage 
server and data is backed up locally. Tracks are arbitrary 
units of storage such as a partition, a hard-drive, a tape, or 
an array of disk-drives that can be formatted to contain a set 
of sequentially addressed data records. Data transfers 
betWeen storage systems often take the form of either 
single-track transfers or multi-track transfers. 

One form of remote redundant storage is peer-to-peer 
remote copying (“PPRC”) over ?ber-optic cable (“?bre”) 
using multiple communications channels. Each communi 
cation channel is formed using a port from the primary 
storage server routed to a port of the secondary storage 
server through a bridge, bus, or netWork sWitch. Each port 
is analogous to a netWork interface card in a local-area 
netWork system (“LAN”). The primary and secondary stor 
age servers may have a multitude of ports and the actual 
communication paths are determined by the routing devices. 

Performance of a PPRC system is maximized When the 
primary ports are driven to saturation, i.e., 100% utiliZation 
of port bandWidth. Requests to send information from the 
primary to the secondary storage server are usually assigned 
a priority level. During periods of high bandWidth demand, 
loW-priority requests should are sometimes throttled to 
ensure ef?cient execution of high-priority requests. A device 
implementing a port-request control algorithm is required to 
ef?ciently manage these communication channels. It is 
desirable that this control algorithm be responsive to all 
data-transfer requests, ensure execution of high-priority 
tasks, and optimiZe the bandWidth utiliZation of the com 
munication channels. 

In US. Pat. No. 5,881,050, Denis Chevalier et. al. dis 
close a method and system for non-disruptively assigning 
link bandWidth to a user in a high-speed digital netWork. 
Link bandWidth is assigned to requesting users based on 
prede?ned connection priorities. A prede?ned reservable 
link bandWidth is divided into nominal bandWidth portions 
and common bandWidth portions, both of Which are assign 
able on a priority basis. 

An important aspect of Chevalier’s invention is that 
common bandWidth is associated With and subservient to 
nominal bandWidth, thus preventing disruption of estab 
lished netWork connections. HoWever, Chevalier does not 
address balancing the priority of the Work load over the 
communication channels. Accordingly, it Would be advan 
tageous to utiliZe a control algorithm to simultaneously 
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2 
balance the Work load and task prioritization across the data 
paths While maintaining a relatively uniform bandWidth 
utiliZation. 

SUMMARY OF THE INVENTION 

The invention disclosed herein is a system implementing 
a control algorithm to manage copy requests from a primary 
storage server to a secondary storage server. A processor 
sends copy requests to an array of primary ports based on: 
(1) balancing the communication bandWidth utiliZation of 
the primary ports, (2) balancing the priority of messages sent 
to the primary ports, and (3) balancing the siZe of messages 
assigned to the primary ports. 
A processor input/output (“I/O”) meter tracks the number, 

siZe, and priority of copy requests sent to each primary port. 
Another I/O meter located at each primary port tracks the 
current status of the port including the siZe, priority, and 
status of its current job as Well as data transfer tasks that 
have been queued. Job requests that have been transmitted 
by the processor to the primary ports may be in transit and 
therefore may not be re?ected by the port I/O meter. Once 
a copy request has been completed, the primary port trans 
mits an acknoWledgment as Well as port I/O meter informa 
tion to the processor. The processor I/O meter is updated and 
the control algorithm’s behavior accommodates the current 
state of the port. 

One reason for utiliZing multi-level I/O meters is that 
more than one processor may send requests to the same array 
of primary ports. While each processor is aWare of the tasks 
it has assigned to the primary ports, information provided by 
the port I/O meters is required to ensure that the control 
algorithm takes into account tasks assigned by other pro 
cessors. 

One aspect of this invention is that copy requests are 
evaluated by the processor based on message siZe and 
priority. Copy requests are assigned in a manner to maxi 
miZe high-priority task completion While preventing the 
starvation of loW-priority tasks and to provide a relatively 
uniform mix of small vs. large messages, While maintaining 
a substantially uniform communication bandWidth utiliZa 
tion. An advantage of this invention is that the control 
algorithm can accommodate multiple processors simulta 
neously driving a multitude of primary ports While main 
taining operational objectives. 

Various other purposes and advantages of the invention 
Will become clear from its description in the speci?cation 
that folloWs and from the novel features particularly pointed 
out in the appended claims. Therefore, to the accomplish 
ment of the objectives described above, this invention com 
prises the features hereinafter illustrated in the draWings, 
fully described in the detailed description of the preferred 
embodiments and particularly pointed out in the claims. 
HoWever, such draWings and description disclose just a feW 
of the various Ways in Which the invention may be practiced. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic diagram of a computer storage 
system in accordance With the invention, Wherein a primary 
storage server transmits data to a secondary storage server. 

FIG. 2 is a schematic diagram of the primary storage 
server presented in FIG. 1, illustrating the utiliZation of 
processor input/output meters and port input/output meters 
in accordance With the invention. 
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FIG. 3 is a ?ow-chart illustrating a primary-port control 
algorithm in accordance With the invention. 

FIG. 4 is a ?ow-chart illustrating a moderate utiliZation 
rate sub-algorithm. 

FIG. 5 is a ?oW-chart illustrating a high utiliZation-rate 
sub-algorithm. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

This invention is based on the idea of using a primary 
storage server implementing a control algorithm to effi 
ciently transmit data to a secondary storage server. Referring 
to the ?gures, Wherein like parts are designated With the 
same reference numerals and symbols, FIG. 1 is a schematic 
illustration of a computer storage system 10, including a 
primary storage server 12, a secondary storage system 14, 
and a multitude of communication channels 16. In this 
embodiment of the invention, the multitude of communica 
tion channels 16 is a fault-tolerant sWitch fabric. HoWever, 
the multitude of communication channels may be a multi 
port bus, a local-area netWork, a Wide-area netWork, a 
point-to-point netWork, a bridge, a router, or other similar 
device. 

The computer storage system 10 is designed to accept 
read/Write requests from a host 18. Data is maintained Within 
the primary storage server 12 and a redundant copy is kept 
Within the secondary storage server 14. The primary storage 
server may be comprised of tWo or more symmetrical 
multi-processors (“SMPs”) indicated herein as clusters 20. 
Requests from the host 18 may be run by any of the clusters 
20 Within the primary storage server 12. 

In order to maintain coherence of data betWeen the 
primary storage server 12 and the secondary storage server, 
data is routinely transmitted through an array of primary 
ports 22. This array of primary ports 22 communicates With 
the clusters 20 through a local multi-path communication 
device 24 such as a bus, router, sWitch, bridge, or other 
similar communication device. Information arriving at the 
array of primary ports 22 is transmitted through the multi 
tude of communication channels 16. Data is received by the 
secondary ports 28 coupled to the secondary storage system 
14. 
One consideration of transmitting data through the pri 

mary ports 26 is the communication bandWidth of the ports. 
If the primary ports 26 are similar devices With similar 
access to communication channels 16, then they are con 
sidered to have equivalent communication bandWidths. If 
the bandWidths of the primary ports 26 are dissimilar, then 
this dissimilarity must be alloWed for in any algorithm 
designed to assign communication tasks to the primary ports 
26. 

Data transmitted from the primary storage server 12 to the 
secondary storage server 14 is often assigned a priority level. 
High-priority messages are allocated more computer storage 
system resources than loW-priority messages. The resource 
that is the focus of this disclosure is access to the primary 
ports 26 and, by extension, the multitude of communication 
channels 16. If the primary storage server 12 generates more 
copy requests than can be handled by the primary ports 26 
Without interruption, the resources of the primary ports 
become saturated and tasks must be queued at either the 
cluster 20 or the array of primary ports 22. 

Another consideration for assigning a copy request to a 
primary port 26 is the siZe of the message being transmitted. 
If several large transfer requests are sent to one primary port 
26 and several small transfer requests are sent to another 
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4 
primary port 26, then the bandWidth utiliZation betWeen 
these ports has become unbalanced even though they have 
been assigned the same number of tasks. 

FIG. 2 is a schematic illustration of the primary storage 
system 12 adapted to implement a primary-port control 
algorithm 32. The clusters 20 are comprised of one or more 
processors 30. The processors 30 receive read/Write requests 
from the hosts 18, evaluate utiliZation parameters (number, 
siZe, and priority of outstanding data transfer requests) of the 
primary ports 26, implement primary-port control-algo 
rithms 32 and transmit copy requests to the primary ports 26. 

In this embodiment of the invention, the processors 30 are 
general-purpose computer processing units (“CPUs”). HoW 
ever, the processors may be implemented as micro-proces 
sors, application-speci?c integrated circuits (“ASICs”), 
complex programmable logic devices (“CPLDs”), ?eld 
programmable gate arrays (“FPGAs”), or other computa 
tional devices. The processors may be programmed With an 
algorithmic structure, as in the case of FPGAs, or the 
algorithm may reside in memory either Within the processor 
or coupled to the processor. Accordingly the primary-port 
control-algorithm 32 may be either a hardWare construct or 
a softWare construct. 

One aspect of this invention is the utiliZation of processor 
input/output (“I/O”) meters 34 to track the number of copy 
requests sent to each primary port 26, the siZe of each 
transmitted copy request, and the priority level of each 
message. The processors 30 apply this information to the 
control algorithm 32 to determine Which subsequent copy 
requests are sent to Which primary ports 26. 

If a copy request arrives at a primary port 26 While the 
resources of the port are saturated, the neW copy request is 
placed in a queue until the port becomes available. Because 
primary ports 26 may receive copy requests from more than 
one cluster 20, the number, siZe, and priority of data trans 
fers Which are queued for each primary port 26 may differ 
from the information maintained by the processor I/ O meter 
34. Primary port 26 job and queue information is maintained 
by port I/O meters 36. 

FIG. 3 is a ?ow-chart illustrating the primary-port con 
trol-algorithm 32. If a processor 30 Wishes to generate a 
copy request 40, processor I/O meter 34 information and 
port I/O meter 36 information are evaluated 42 to determine 
if any primary ports 26 have a bandWidth utiliZation rate of 
less than a certain percentage, i.e., a loW-utiliZation rate 
threshold. For exemplary purposes, a loW-utiliZation rate 
threshold of 50% is used in this embodiment. If all the ports 
26 have a bandWidth utiliZation rate greater than the loW 
utiliZation rate threshold, the algorithm proceeds to the 
moderate-utilization sub-algorithm 50, unless all ports 26 
are saturated (have a bandWidth utiliZation rate greater than 
100%), in Which case the algorithm proceeds to the high 
utiliZation sub-algorithm 52. 

If any primary ports 26 are beloW the loW-utiliZation rate 
threshold, the processor 30 assigns 44 the copy request to 
one of these ports using a round-robin algorithm, i.e., the 
loW-utiliZation primary ports are identi?ed and given a 
sequential ordering. Copy request tasks are then assigned 
sequentially to these ports. No consideration is given to the 
siZe or priority level of the copy request, nor is any consid 
eration given to the bandWidth utiliZation rates among the 
primary ports 26 Which are beloW the loW-utiliZation rate 
threshold. Once a primary port 26 has completed 46 a copy 
request, status information associated With the port is trans 
mitted 48 by the port I/O meter 36 to the processor 30. 
The moderate-utilization sub-algorithm 50 is illustrated in 

the How chart of FIG. 4. Processor I/ O meter 34 information 
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and port l/O meter 36 information are evaluated to identify 
58 the primary port Pa that has the least bandwidth utiliZa 
tion. If the current copy request is to transfer a large data 
message, the port With the highest number of I/O requests is 
identi?ed 60 as Pb. If, however, the current copy request is 
for a small data message, the port With the loWest number of 
I/O requests is identi?ed 60 as Pb. The siZe at Which a data 
message is considered large or small is determined by the 
user. In general, small data transfers require more processor 
time and large data transfers require more communication 
bandWidth. Accordingly, de?ning a the boundary betWeen 
large and small data messages is a function of the computer 
storage system 10 resources including the processors 30, 
ports 26, and communication channels 16,24. 

Balancing small and large data transfer requests is desir 
able to achieve an ef?cient data transfer rate. HoWever, 
balancing data transfers based on the siZe of the data 
messages is only meaningful if the bandWidth utiliZation of 
the ports 26 is relatively uniform. To evaluate Whether ports 
26 have a relatively similar bandWidth utiliZation rate, a 
differential factor (“DP”) is employed. For exemplary pur 
poses, a DP of 10% is used in this embodiment of the 
invention. Ports Pa and Pb are evaluated to determine if their 
bandWidth utiliZation differs by an amount less than the DF. 

If the bandWidth utiliZation betWeen Pa and Pb is greater 
than the DF, then the copy request is sent 62 to port Pa. 
OtherWise, port Pb is selected 64 to transmit the data 
message. In this sub-algorithm, no consideration is given to 
the priority level of the copy request. 

FIG. 5 illustrates he high bandWidth-utiliZation algorithm 
52. A priority level associated With the copy request is ?rst 
determined in step 72. If the priority level is loW, processor 
l/O meter 34 information and port l/O meter 36 information 
are evaluated to identify 74 any primary ports 26 that have 
outstanding transfer requests Wherein loW-priority job 
requests make-up less than a certain percentage of commu 
nication bandWidth, i.e., a loW-priority threshold. For exem 
plary purpose, a loW-priority threshold of 20% is used in this 
embodiment of the invention. The message is sent 76 to the 
port 26 beloW the loW-priority threshold having the least 
amount of bandWidth utiliZation Pc. If no ports 26 are 
identi?ed as being beloW the loW-priority threshold, the 
current loW-priority job is queued by the processor for later 
distribution in step 78. If the priority level of the transfer 
request is high, then the message is simply sent 76 to the port 
With the least amount of bandWidth utiliZation. 

Those skilled in the art of making computer storage 
systems may develop other embodiments of the present 
invention. For example, each processor may include its oWn 
processor l/O meter or a combined l/O meter may be used 
to store both processor information and port information. 

The terms and expressions Which have been employed in 
the foregoing speci?cation are used therein as terms of 
description and not of limitation, and there is no intention in 
the use of such terms and expressions of excluding equiva 
lents of the features shoWn and described or portions thereof, 
it being recogniZed that the scope of the invention is de?ned 
and limited only by the claims Which folloW. 

We claim: 
1. A computer communication system, comprising: 
a primary storage server including a ?rst processor 

adapted to include a ?rst primary-port control-algo 
rithm; 

a processor input/ output meter; 
a plurality of primary ports; and 
a primary-port input/ output meter; 
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6 
Wherein the processor input/output meter is adapted to 

provide to the ?rst processor a ?rst set of information 
including: 
a ?rst number representative of a ?rst plurality of 

data transfer requests transmitted to the plurality 
of primary ports by the ?rst processor, 

a ?rst siZe of each of said ?rst plurality of data 
transfer requests, and 

a ?rst priority level of each of said ?rst plurality of 
data transfer requests; 

Wherein the primary-port input/ output meter is adapted 
to provide to the ?rst processor an additional set of 
information for each of said plurality of primary 
ports, said additional set of information including: 
an additional number representative of an additional 

plurality of data transfer requests received by the 
primary port, 

an additional siZe of each of said additional plurality 
of data transfer requests, and 

an additional priority level of each of said additional 
plurality of data transfer requests; and 

Wherein the ?rst primary-port control algorithm is 
adapted to direct the ?rst processor to transmit said 
?rst plurality of data transfer requests to said plural 
ity of primary ports, a ?rst behavior of said ?rst 
primary-port control algorithm being dependent 
upon said ?rst number, ?rst siZe, and ?rst priority 
level, and upon said additional number, additional 
siZe, and additional priority level. 

2. The computer communication system of claim 1, 
Wherein said primary storage server includes a second 
processor adapted to include a second primary-port control 
algorithm; and 

Wherein said processor input/output meter is adapted to 
provide to the second processor a second set of infor 
mation including: 
a second number representative of a second plurality of 

data transfer requests transmitted to the plurality of 
primary ports by the second processor, 

a second siZe of each of said second plurality of data 
transfer requests, and 

a second priority level of each of said second plurality 
of data transfer requests. 

3. The computer communication system of claim 1, 
Wherein said ?rst primary-port control-algorithm is pro 
grammed to: 

analyZe said ?rst number, ?rst siZe, ?rst priority level, 
additional number, additional siZe and additional pri 
ority level; 

subsequently determine a bandWidth utiliZation rate of 
each of said plurality of primary ports; 

subsequently invoke a loW utiliZation rate sub-algorithm 
if any of said plurality of primary ports is operating 
beloW a loW-utiliZation rate threshold; 

subsequently invoke a moderate-utilization rate sub-algo 
rithm if all of said plurality of primary ports is oper 
ating at or above the loW-utiliZation threshold but at 
least one of said plurality of primary ports is operating 
beloW a saturation level; 

subsequently invoke a high-utilization rate sub-algorithm 
if all of said plurality of primary ports is operating at or 
above the saturation level. 

4. The computer communication system of claim 3, 
Wherein said loW-utiliZation rate sub-algorithm is pro 
grammed to: 

direct said ?rst processor to transmit said ?rst plurality of 
data transfer requests to said plurality of primary ports 
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that have been identi?ed as operating below the loW 
utiliZation rate threshold, using a round-robin schema. 

5. The computer communication system of claim 3, 
Wherein said moderate-utilization rate sub-algorithm is pro 
grammed to: 

identify a ?rst primary port from the plurality of primary 
ports With a loWest bandWidth utiliZation rate; 

determine Whether a neW data transfer request from the 
?rst plurality of data transfer requests is a large data 
transfer or a small data transfer, and 
if said neW data transfer request is a large data transfer, 

subsequently identify a second primary port from the 
plurality of primary ports With a highest number of 
outstanding data transfer requests, and 

if said neW data transfer request is a small data transfer, 
subsequently identify a second primary port from the 
plurality of primary ports With a loWest number of 
outstanding data transfer requests; 

subsequently direct said ?rst processor to transmit said 
neW data transfer request to said ?rst primary port if a 
difference betWeen the bandWidth utiliZation rate of 
said ?rst primary port and the bandWidth utiliZation rate 
of said second primary port is greater than a pre 
determined dilferential factor; and 

subsequently direct said ?rst processor to transmit said 
neW data transfer request to said second primary port if 
the difference betWeen the bandWidth utiliZation rate of 
said ?rst primary port and the bandWidth utiliZation rate 
of said second primary port is less than or equal to the 
pre-determined differential factor. 

6. The computer communication system of claim 3, 
Wherein said high-utilization rate sub-algorithm is pro 
grammed to: 

determine a priority level associated With a neW data 
transfer request from the ?rst plurality of data transfer 
requests, and 
if said priority level is loW, then subsequently identify 

each of said plurality of primary ports having a 
cumulative siZe of outstanding loW-priority data 
transfer requests beloW a loW-priority threshold, and 
subsequently direct said ?rst processor to transmit 

said neW data transfer request to a primary port 
identi?ed as having a cumulative siZe of outstand 
ing loW-priority data transfer requests beloW said 
loW-priority threshold and having a loWest band 
Width utiliZation rate among said identi?ed pri 
mary ports having a cumulative siZe of outstand 
ing loW-priority data transfer requests beloW the 
loW-priority threshold; 

if none of the plurality of primary ports has a cumu 
lative siZe of outstanding loW-priority data transfer 
requests beloW the loW priority threshold, then sub 
sequently direct the ?rst processor to place said neW 
data transfer request in a processor queue; and 

if said priority level is high, then subsequently direct said 
?rst processor to transmit said neW data transfer request 
to a primary port having a loWest bandWidth utiliZation 
rate among said plurality of primary ports. 

7. The computer communication system of claim 1, 
Wherein said transmitted ?rst plurality of data transfer 
requests is transmitted by said plurality of primary ports 
over a plurality of communication channels. 

8. The computer communication system of claim 7, 
Wherein said primary-port input/output meter provides said 
additional set of information to said ?rst processor after any 
of said plurality of primary ports has completed a transmis 
sion of any of said ?rst plurality of data transfer requests. 
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8 
9. A computer storage system, comprising: 
a primary storage server including a ?rst processor 

adapted to include a ?rst primary-port control-algo 
rithm; 

a processor input/output meter; 
a plurality of primary ports; and 
a primary-port input/output meter; 

Wherein the processor input/output meter is adapted to 
provide to the ?rst processor a ?rst set of information 
including: 
a ?rst number representative of a ?rst plurality of 

data copy requests transmitted to the plurality of 
primary ports by the ?rst processor, 

a ?rst siZe of each of said ?rst plurality of data copy 
requests, and 

a ?rst priority level of each of said ?rst plurality of 
data copy requests; 

Wherein the primary-port input/ output meter is adapted 
to provide to the ?rst processor an additional set of 
information for each of said plurality of primary 
ports, said additional set of information including: 
an additional number representative of an additional 

plurality of data copy requests received by the 
primary port, 

an additional siZe of each of said additional plurality 
of data copy requests, and 

an additional priority level of each of said additional 
plurality of data copy requests; and 

Wherein the ?rst primary-port control-algorithm is 
adapted to direct the ?rst processor to transmit said 
?rst plurality of data copy requests to said plurality 
of primary ports, a behavior of said ?rst primary-port 
control algorithm being dependent upon said ?rst 
number, ?rst siZe, and ?rst priority level, and upon 
said additional number, additional siZe, and addi 
tional priority level. 

10. The computer communication system of claim 9, 
Wherein said primary storage server includes a second 
processor adapted to include a second primary-port control 
algorithm; and 

Wherein said processor input/output meter is adapted to 
provide to the second processor a second set of infor 
mation including: 
a second number representative of a second plurality of 

data copy requests transmitted to the plurality of 
primary ports by the second processor, 

a second siZe of each of said second plurality of data 
copy requests, and 

a second priority level of each of said second plurality 
of data copy requests; 

Wherein the primary-port input/ output meter is adapted to 
provide to the second processor an additional set of 
information for each of said plurality of primary ports, 
said additional set of information including: 
an additional number representative of an additional 

plurality of data copy requests received by the pri 
mary port, 

an additional siZe of each of said additional plurality of 
data copy requests, and 

an additional priority level of each of said additional 
plurality of data copy requests; and 

Wherein the second primary-port control-algorithm is 
adapted to direct the second processor to transmit said 
second plurality of data copy requests to said plurality 
of primary ports, a second behavior of said second 
primary-port control algorithm being dependent upon 
said second number, second siZe, and second priority 
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level, and upon said additional number, additional size, 
and additional priority level. 

11. The computer communication system of claim 10, 
Wherein said ?rst primary-port control-algorithm is pro 
grammed to: 

analyze said ?rst number, ?rst siZe, ?rst priority level, 
additional number, additional siZe and additional pri 
ority level; 

subsequently determine the bandWidth utiliZation rate of 
each of said plurality of primary ports; subsequently 
invoke a loW-utiliZation rate sub-algorithm if any of 
said plurality of primary ports is operating beloW a 
loW-utiliZation rate threshold; 

subsequently invoke a moderate-utilization rate sub-algo 
rithm if all of said plurality of primary ports is oper 
ating at or above the loW-utiliZation threshold but at 
least one of said plurality of primary ports is operating 
beloW a saturation level; 

subsequently invoke a high-utilization rate sub-algorithm 
if all of said plurality of primary ports is operating at or 
above the saturation level. 

12. A method of transmitting information, comprising: 
receiving a ?rst set of status information from a processor 

input/output meter, said ?rst set of status information to 
include a ?rst number representative of a ?rst plurality 
of data transfer requests transmitted by a ?rst processor 
to a plurality of primary ports, a ?rst siZe of each of said 
?rst plurality of data transfer requests, and a ?rst 
priority level of each of said ?rst plurality of data 
transfer requests; 

receiving an additional set of status information from a 
primary port input/output meter, said additional set of 
status information to include an additional number 
representative of an additional plurality of data transfer 
requests received by each of said plurality of primary 
ports, an additional siZe of each of said additional 
plurality of data transfer requests, and an additional 
priority level of each of said additional plurality of data 
transfer requests; 

directing the ?rst processor to transmit said ?rst plurality 
of data transfer requests to said plurality of primary 
ports, said directing the ?rst processor to transmit being 
dependent upon said ?rst number, ?rst siZe, and ?rst 
priority level, and upon said additional number, addi 
tional siZe, and additional priority level. 

13. The method of claim 12, further comprising: 
receiving a second set of status information from a 

processor input/output meter, said second set of status 
information to include a second number representative 
of a second plurality of data transfer requests transmit 
ted by a second processor to the plurality of primary 
ports, a second siZe of each of said second plurality of 
data transfer requests, and a second priority level of 
each of said second plurality of data transfer requests; 
and 

directing the second processor to transmit said second 
plurality of data transfer requests to said plurality of 
primary ports, said directing the second processor to 
transmit being dependent upon said second number, 
second siZe, and second priority level, and upon said 
additional number, additional siZe, and additional pri 
ority level. 

14. The method of claim 12, Wherein said directing said 
?rst processor to transmit said ?rst plurality of data transfer 
requests further comprises: 

10 
analyZing said ?rst number, ?rst siZe, ?rst priority level, 

additional number, additional siZe and additional pri 
ority level; 

subsequently determining a bandWidth utiliZation rate of 
5 each of said plurality of primary ports; 

subsequently invoking a loW-utiliZation rate sub-algo 
rithm if any of said plurality of primary ports is 
operating beloW a loW-utiliZation rate threshold; 

subsequently invoking a moderate-utilization rate sub 
algorithm if all of said plurality of primary ports is 
operating at or above the loW-utiliZation threshold but 
at least one of said plurality of primary ports is oper 
ating beloW a saturation level; 

subsequently invoking a high-utiliZation rate sub-algo 
rithm if all of said plurality of primary ports is oper 
ating at or above the saturation level. 

15. The method of claim 14, Wherein said loW-utiliZation 
rate sub-algorithm is programmed to: 

direct said ?rst processor to transmit said ?rst plurality of 
data transfer requests to said plurality of primary ports 
that have been identi?ed as operating beloW the loW 
utiliZation rate threshold, using a round-robin schema. 

16. The method of claim 14, Wherein said moderate 
utiliZation rate sub-algorithm is programmed to: 

identify a ?rst primary port from the plurality of primary 
ports With a loWest bandWidth utiliZation rate; 

determine Whether a neW data transfer request from the 
?rst plurality of data transfer requests is a large data 
transfer or a small data transfer, and 

if said neW data transfer request is a large data transfer, 
subsequently identify a second primary port from the 
plurality of primary ports With a highest number of 
outstanding data transfer requests, and 

if said neW data transfer request is a small data transfer, 
subsequently identify a second primary port from the 
plurality of primary ports With a loWest number of 
outstanding data transfer requests; 

subsequently direct said ?rst processor to transmit said 
neW data transfer request to said ?rst primary port if 
said ?rst primary port is the same as said second 
primary port; 

subsequently direct said ?rst processor to transmit said 
neW data transfer request to said ?rst primary port if a 
difference betWeen the bandWidth utiliZation rate of 
said ?rst primary port and the bandWidth utiliZation rate 
of said second primary port is greater than a pre 
determined dilferential factor; and 

subsequently direct said ?rst processor to transmit said 
neW data transfer request to said second primary port if 
the difference betWeen the bandWidth utiliZation rate of 
said ?rst primary port and the bandWidth utiliZation rate 
of said second primary port is less than or equal to the 
pre-determined differential factor. 

17. The method of claim 14, Wherein said high-utilization 
rate sub-algorithm is programmed to: 

determine a priority level associated With a neW data 
transfer request from the ?rst plurality of data transfer 
requests, and 
if said priority level is loW, then subsequently identify 

each of said plurality of primary ports having a 
cumulative siZe of outstanding loW-priority data 
transfer requests beloW a loW-priority threshold, and 
subsequently direct said ?rst processor to transmit 

said neW data transfer request to a primary port 
identi?ed as having a cumulative siZe of outstand 
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ing low-priority data transfer requests below said to a primary port having a lowest bandwidth utilization 
low-priority threshold and having a lowest band- rate among said plurality of primary ports. 
width utiliZation rate among said identi?ed pri- 18. The method of claim 12, wherein said transmitted ?rst 
mary ports having a cumulative siZe of outstand- plurality of data transfer requests is transmitted by said 
ing low-priority data transfer requests below the 5 plurality of primary ports over a plurality of communication 
low-priority threshold; channels. 

if none of the plurality of primary ports has a cumu- 19. The method of claim 18, wherein said primary-port 
lative siZe of outstanding low-priority data transfer input/output meter provides said additional set of informa 
requests below the low-priority threshold, then sub- tion to said ?rst processor after any of said plurality of 
sequently direct the ?rst processor to place said new 10 primary ports has completed a transmission of any of said 
data transfer request in a processor queue; and ?rst plurality of data transfer requests. 

if said priority level is high, then subsequently direct said 
?rst processor to transmit said new data transfer request * * * * * 


